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SECTION 01005

GENERAL AND SPECIAL PROVISIONS

PART 1   SCOPE OF WORK

The work consists of furnishing all labor, equipment, transportation, and 
materials necessary to perform all work in strict accordance with these 
specifications, schedules, applicable PWBC Drawings, and other contract 
documents.  The scope of work of this contract includes, but is not limited 
to, the following specific items of work:

1.1  Civil Work.  None.

1.2  Architectural Work.  Provide and install new, some doors replaced with 
fire doors and frames, fire walls and other work noted on drawings.

1.3  Mechanical Work. Provide and install new fire sprinkler system and all 
other work noted on drawings

1.4  Electrical Work.  Provide and install new fire alarm system and all 
other work noted on drawings.

2.  PROJECT REQUIREMENTS:

2.1  Certificates of Compliance and Material Submittals.  The Contractor 
shall submit for approval all certificates of compliance and material 
submittals required in these technical provisions.  Required submittals shall 
be submitted for approval not later than 30 days prior to the approval date 
needed to achieve compliance with the approved project schedule.  Approval 
must be received from the Contracting Officer or his representative before 
incorporating the materials into the work. The Contractor shall provide a 
Submittal Register listing all required submittals in the contract to the 
COR at the time of the first submittal.  Submittal forms (form 59-2-R) and a 
sample Submittal Register (Form 4288) will be provided at the Prework 
Conference.  

2.2  Safety and Environmental Plans.  The Contractor shall submit a proposed 
safety plan in accordance with the current Corps of Engineers Safety Manual, 
EM-385-1-1, and shall submit anenvironmental protection plan in accordance 
with specifications section 01355A, Environmental Protection, if included in 
these technical provisions.  A sample safety plan form will be provided at 
the Prework Conference.

2.3  Quality Control.  The Contractor shall provide the job superintendent's 
name and telephone number to the Construction Management Division of the 
PWBC; building 3-1933, Butner Road; (910) 396-2308, prior to commencement of 
work.  The Contractor shall furnish a daily Contractor Quality Control 
(CQC)/Superintendent's work report to the Contracting Officer's 
Representative (COR).  A sample CQC report form will be provided at the 
Prework Conference.

2.4  Excavation Permit.  The Contractor shall have a completed and approved 
PWBC Excavation Permit in his possession prior to any excavation, to include 
sign or fence-post holes.  The Contractor shall schedule an appointment to 
locate utility lines at least 10 working days prior to any excavation with 
the PWBC Facilities Maintenance Division, building 3-1634, Butner Road.  
Utilities are usually located within 5-10 workdays from the date of request 
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but, due to weather conditions, construction workloads, etc., longer periods 
of time for these utility locates may be experienced.  This will be 
accomplished by submitting a Facilities Maintenance Division Service Order.  
Service Orders are obtained by calling (910) 396-0321, or making the request 
on-line at http://www/bragg/army/mil/pwbc/.  Service Order status can also be 
checked on-line at the same web address.  A copy of the PWBC Excavation 
Permit form will be provided at the Prework Conference.  The Contractor shall 
be responsible for coordination with the Information Technology Business 
Center (ITBC), Outside Plant Branch; building 1-1434, Scott Street; (910) 
396-8200, for locating government-owned communication lines prior to any 
excavation.  The Contractor shall also be responsible for coordination with 
any known or suspected non-governmental utilities such as Sprint 
telecommunications or cable television.

2.5  Disposal and Borrow Permits.

2.5.1  Disposal Permits.  A permit is required to use the installation land 
clearing and inert debris and demolition landfills.  Landfill permits shall 
be processed with the Environmental Compliance Branch of the PWBC 
Environmental & Natural Resources Division; building 3-1333, Butner Road; 
(910) 432-6336/-6352.  Permits are issued for 60 days duration and for the 
specific contract only.  Only materials produced on the project for which the 
permits are issued may be disposed of in the land clearing and inert debris 
and demolition landfills.  The Contractor shall sort the debris for like mat
erials, such as construction and debris materials, inert debris, etc.  All 
metal products should be brought to the landfill separately and placed in the 
applicable container.  The Contractor shall keep a copy of the completed 
permit with the vehicle throughout the contract disposal operation.  Copies 
of the disposal permit forms will be provided at the Prework Conference.  The 
land clearing and inert debris and demolition debris disposal site locations 
are shown on the drawings.  Landfills and transfer site are open for customer 
service from 0730 to 1500 Monday through Friday except Federal holidays.  
When directed by the Contracting Officer the landfills may be available on an 
as-required basis for 2 to 6 hours approximately 12 weekends per year 
(Saturday, Sunday & Holiday).

2.5.2  Borrow Permits.  A permit is required to use the Fort Bragg borrow 
material pits.  Borrow pit permits shall be processed with the PWBC 
Facilities Maintenance Division, Roads and Equipment Branch; Building O-3454, 
Lamont Road, 396-6873.  Permits are issued for the life of the specific 
contract only.  Borrow materials may only be used on the project for which 
the permits are issued.  The Contractor shall keep a copy of the completed 
permit with the vehicle throughout the contract borrow operation.  Copies of 
the borrow permit forms will be provided at the Prework Conference.  The 
borrow pit location is shown on the drawings.

2.6  Haul Routes.  The Contractor is required to use the haul routes shown on 
the contract drawings for transportation of borrow materials, construction 
debris, or demolition materials unless otherwise permitted in writing by the 
COR.  When haul routes are not designated in the contract, the Contractor 
must obtain approval from the COR for the routes he intends to use.  The axle 
load of earth-hauling equipment operating on paved streets shall not exceed 
12,000 pounds.

2.7  Utility Outages and Road Closures.  Utility, road, and railroad closures 
require minimum 10 working days advance written notice and will be subject to 
COR approval.  A sample utility outage/road closure request form will be 
provided at the Prework Conference. Utility outages will be held on normal 
work days, after hours or on weekend/holidays as coordinated with the 
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Contracting Officer, Ft. Bragg PWBC and the utility provider. The decision on 
when to have an outage (normal work hours, weekend, etc) will be based on the 
length of the outage and the normal business hours/hours of maximum usage for 
the facilities affected by the outage. Outages will be limited to a duration 
of 4 hours unless extenuating circumstances dictate otherwise. In the case of 
road closures, a sketch shall be provided showing the closure location and 
all necessary signs and barricades.  Necessary signage, barricades, 
flagpersons, lights (including temporary traffic control lights), and 
markings for the safe movement of the public during construction shall be in 
accordance with the Manual on Uniform Traffic Control Devices, and shall be 
provided at no additional expense to the Government.  

2.8  Availability and Use of Utility Services.

2.8.1 Payment for Utility Services.  The Government will make all reasonably 
required utilities available to the Contractor from existing outlets and 
supplies, as specified in the contract. Unless otherwise provided in the 
contract, the amount of each utility service consumed shall be charged to and 
paid for by the Contractor at the prevailing rates. The rates listed below 
are current as of January 1, 2003 and are subject to change. The Contractor 
shall carefully conserve all utilities furnished.

2.8.2 Meters and Temporary Connections.  The Contractor, at its expense and 
in a manner satisfactory to the Contracting Officer, shall provide and 
maintain necessary temporary connections, distribution lines, and meters 
required to measure the amount of each utility used for the purpose of 
determining charges. The Contractor shall notify the Contracting Officer's 
Representative, in writing, no less than 10 working days before the temporary 
connection is made. The Contracting Officers Representative will then provide 
the contractor with the name and phone number of the utility provider. The 
contractor will be responsible for contacting the utility provider and making 
arrangements for connections and billing. For temporary electrical 
connections the Government or applicable utility provider will provide the 
meter (meter base provided by contractor) and make the final hot connection 
after inspection and approval of the Contractor's temporary wiring 
installation. The Contractor shall not make the final electrical connection. 
For temporary water and sewer connections the contractor will provide the 
meter and after inspection/approval by the Contracting Officer's 
Representative make the final connection at the contractor's expense.

2.8.3 Use of Permanent Building Utility Connections.  Utilities consumed by 
the contractor from permanent building utility connections shall also be 
metered and paid for by the contractor. When the permanent system is 
activated the initial meter reading shall be recorded and reported as 
specified below. On building renovation projects the initial meter reading 
shall be recorded when the contractor is given possession of the building to 
perform the work. The contractor shall pay for utilities consumed through the 
permanent building connection until the work has been completed or the 
government has occupied the facility, which ever occurs first.

2.8.4 Initial Meter Readings.  Upon installation of the meter, the initial 
reading shall be recorded (in the presence of the Contracting Officer's 
Representative) and forwarded to the point of contact for utility service 
with a copy to the Contracting Officer's Representative.

2.8.5 Final Meter Reading.  Before completion of the work and final 
acceptance of the work by the Government, the Contractor shall notify the 
Contracting Officer and the applicable utility provider, in writing, 10 
working days before termination is desired. The Government or applicable 
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utility provider will take a final meter reading. Electric service will be 
disconnected by the provider. Water and sewer connections will be 
disconnected by the contractor, at his expenses and by a method approved by 
the Contracting Officer's Representative. The Contractor shall then remove 
all the temporary distribution lines, meters, meter bases, and associated 
paraphernalia. The Contractor shall pay all outstanding utility bills before 
final acceptance of the work by the Government.

2.8.6 Requirement for backflow prevention on temporary/permanent potable 
water connections.  The contractor shall install a backflow prevention device 
on all connections to the potable water system. The backflow prevention 
device shall be a reduced pressure or double check type, meeting all 
the State code requirements for backflow preventers on potable water. If the 
contractor request the use of a fire hydrant and receives approval from the 
Contracting Officer's Representative a backflow prevention device and meter 
shall be installed prior to each use. 

2.8.7 Utilities Charge Rates
Water ------------ $1.9585 per 1,000 gallons
Electricity ------ $0.0752 per KW hour
Sewer ------------ $10.00/month for each connected trailer up to single wide 
size.  The rate for larger trailers will be determined by the utility 
provider, however, this rate will not exceed $20.00/month per trailer.

2.9  As-Built Record Drawings.  The Contractor shall be responsible for 
maintaining one set of master prints at the job-site on which he shall keep a 
careful and neat record of all deviations from the original contract drawings 
as the work progresses.  The Contractor shall note all changes and 
corrections on these record drawings promptly as the changes occur, but in no 
case less often than a weekly basis.  In addition to incorporated 
modifications, these record drawings shall also include the actual location 
of all subsurface utility lines installed or encountered, and the type of 
materials used.   Contractor will receive a copy of the contract documents in 
an electronic format (CD or 3.5 inch diskette) at the time of award, the 
Contractor shall be responsible for transferring any as-built changes and 
plan sheet annotations described above onto the electronic format documents.  
The marked-up/annotated prints, or the annotated electronic drawings if 
applicable, shall be certified as to their correctness by an authorized 
representative of the Contractor and turned-over to the COR not later than 10 
days after acceptance of the work by the Government.

3.  SPECIAL PROVISIONS:

3.1  Occupancy.  The facility will be occupied and in normal usage during 
accomplishment of the work. Interference with and inconvenience to the 
occupants or routine use of the facility shall be held to an absolute 
minimum.  The Contractor is responsible for providing such covering, shields, 
and barricades as are required to protect the facility occupants, furniture, 
equipment, supplies, etc., from dust, debris, weather intrusion, or other 
cause of damage resulting from construction.

3.2  Contractor Vehicle/Equipment Access to Fort Bragg.   Fort Bragg is not a 
closed installation, but vehicular access is controlled.  Contractors are 
required to register each vehicle that will be traveling installation roads 
or streets under its own power.  Each such vehicle shall have a registration 
decal.  Registration may be accomplished at the Main Vehicle Registration 
Center, building 8-1078 on Randolph Street near Bragg Boulevard, 0800-1700 
hours Monday through Friday.  Unregistered vehicles should expect be stopped 
and delayed at all access control points.  Contractors and all commercially 
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registered vehicles shall use the Knox Street access control point off Bragg 
Boulevard for all access to Fort Bragg.

      -- End of Section --
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SECTION 01330

SUBMITTAL PROCEDURES
09/00

PART 1   GENERAL
1.1   SUBMITTAL IDENTIFICATION

Submittals required are identified by SD numbers and titles as follows:

SD-01 Preconstruction Submittals

SD-02 Shop Drawings

SD-03 Product Data

SD-04 Samples

SD-05 Design Data

SD-06 Test Reports

SD-07 Certificates

SD-08 Manufacturer's Instructions

SD-09 Manufacturer's Field Reports

SD-10 Operation and Maintenance Data

SD-11 Closeout Submittals

1.2   SUBMITTAL CLASSIFICATION

Submittals are classified as follows:

1.2.1   Government Approved

Government approval is required for extensions of design, critical 
materials, deviations, equipment whose compatibility with the entire system 
must be checked, and other items as designated by the Contracting Officer.  
Within the terms of the Contract Clause entitled "Specifications and 
Drawings for Construction," they are considered to be "shop drawings."

1.2.2   Information Only

All submittals not requiring Government approval will be for information 
only.  They are not considered to be "shop drawings" within the terms of 
the Contract Clause referred to above.

1.3   APPROVED SUBMITTALS

The Contracting Officer's approval of submittals shall not be construed as 
a complete check, but will indicate only that the general method of 
construction, materials, detailing and other information are satisfactory.  
Approval will not relieve the Contractor of the responsibility for any 
error which may exist, as the Contractor under the Contractor Quality 
Control (CQC) requirements of this contract is responsible for dimensions, 
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the design of adequate connections and details, and the satisfactory 
construction of all work.  After submittals have been approved by the 
Contracting Officer, no resubmittal for the purpose of substituting 
materials or equipment will be considered unless accompanied by an 
explanation of why a substitution is necessary.

1.4   DISAPPROVED SUBMITTALS

The Contractor shall make all corrections required by the Contracting 
Officer and promptly furnish a corrected submittal in the form and number 
of copies specified for the initial submittal.  If the Contractor considers 
any correction indicated on the submittals to constitute a change to the 
contract, a notice in accordance with the Contract Clause "Changes" shall 
be given promptly to the Contracting Officer.

1.5   WITHHOLDING OF PAYMENT

Payment for materials incorporated in the work will not be made if required 
approvals have not been obtained.

PART 2   PRODUCTS (Not used)

PART 3   EXECUTION

3.1   GENERAL

The Contractor shall make submittals as required by the specifications.  
The Contracting Officer may request submittals in addition to those 
specified when deemed necessary to adequately describe the work covered in 
the respective sections.  Units of weights and measures used on all 
submittals shall be the same as those used in the contract drawings.  Each 
submittal shall be complete and in sufficient detail to allow ready 
determination of compliance with contract requirements.  Prior to 
submittal, all items shall be checked and approved by the Contractor's 
Quality Control (CQC) System Manager and each item shall be stamped, 
signed, and dated by the CQC System Manager indicating action taken. 
Proposed deviations from the contract requirements shall be clearly 
identified.  Submittals shall include items such as:  Contractor's, 
manufacturer's, or fabricator's drawings; descriptive literature including 
(but not limited to) catalog cuts, diagrams, operating charts or curves; 
test reports; test cylinders; samples; O&M manuals (including parts list); 
certifications; warranties; and other such required submittals.  Submittals 
requiring Government approval shall be scheduled and made prior to the 
acquisition of the material or equipment covered thereby.  Samples 
remaining upon completion of the work shall be picked up and disposed of in 
accordance with manufacturer's Material Safety Data Sheets (MSDS) and in 
compliance with existing laws and regulations.

3.2   SUBMITTAL REGISTER

At the end of this section is a submittal register showing items of 
equipment and materials for which submittals are required by the 
specifications; this list may not be all inclusive and additional 
submittals may be required.  Contractor will also be given the submittal 
register files, containing the computerized ENG Form and instructions on 
the use of the files.  These submittal register files will be furnished on 
a separate diskette.  Columns "c" through "f" have been completed by the 
Government; the Contractor shall complete columns "a", "b" and "g" through 
"r" and submit the forms (hard copy plus associated electronic file) to the 
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Contracting Officer for approval within 30 calendar days after Notice to 
Proceed.  The Contractor shall keep this diskette up-to-date and shall 
submit it to the Government together with the monthly payment request.  The 
approved submittal register will become the scheduling document and will be 
used to control submittals throughout the life of the contract.  The 
submittal register and the progress schedules shall be coordinated.

3.3   SCHEDULING

Submittals covering component items forming a system or items that are 
interrelated shall be scheduled to be coordinated and submitted 
concurrently.  Certifications to be submitted with the pertinent drawings 
shall be so scheduled.  Adequate time (a minimum of 21 calendar days 
exclusive of mailing time) shall be allowed and shown on the register for 
review and approval.  No delay damages or time extensions will be allowed 
for time lost in late submittals.

3.4   TRANSMITTAL FORM (ENG FORM 4025)

The sample transmittal form (ENG Form 4025) attached to this section shall 
be used for submitting both Government approved and information only 
submittals in accordance with the instructions on the reverse side of the 
form.  These forms are included in the RMS-QC software that the Contractor 
is required to use for this contract.  This form shall be properly 
completed by filling out all the heading blank spaces and identifying each 
item submitted.  Special care shall be exercised to ensure proper listing 
of the specification paragraph and/or sheet number of the contract drawings 
pertinent to the data submitted for each item.

3.5   SUBMITTAL PROCEDURE

Submittals shall be made as follows:

3.5.1   Deviations

For submittals which include proposed deviations requested by the 
Contractor, the column "variation" of ENG Form 4025 shall be checked.  The 
Contractor shall set forth in writing the reason for any deviations and 
annotate such deviations on the submittal.  The Government reserves the 
right to rescind inadvertent approval of submittals containing unnoted 
deviations.

3.6   CONTROL OF SUBMITTALS

The Contractor shall carefully control his procurement operations to ensure 
that each individual submittal is made on or before the Contractor 
scheduled submittal date shown on the approved "Submittal Register."

3.7   GOVERNMENT APPROVED SUBMITTALS

Upon completion of review of submittals requiring Government approval, the 
submittals will be identified as having received approval by being so 
stamped and dated.  Two copies of the submittal will be retained by the 
Contracting Officer and three copies of the submittal will be returned to 
the Contractor.

3.8   INFORMATION ONLY SUBMITTALS

Normally submittals for information only will not be returned.  Approval of 
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the Contracting Officer is not required on information only submittals.   
The Government reserves the right to require the Contractor to resubmit any 
item found not to comply with the contract.  This does not relieve the 
Contractor from the obligation to furnish material conforming to the plans 
and specifications; will not prevent the Contracting Officer from requiring 
removal and replacement of nonconforming material incorporated in the work; 
and does not relieve the Contractor of the requirement to furnish samples 
for testing by the Government laboratory or for check testing by the 
Government in those instances where the technical specifications so 
prescribe.

3.9   STAMPS

Stamps used by the Contractor on the submittal data to certify that the 
submittal meets contract requirements shall be similar to the following:
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   ________________________________________________________________________
  |                               CONTRACTOR                               |
  |                                                                        |
  |                               (Firm Name)                              |
  |                                                                        |
  |                                                                        |
  |                                                                        |
  | _____ Approved                                                         |
  |                                                                        |
  |                                                                        |
  | _____ Approved with corrections as noted on submittal data and/or      |
  | attached sheets(s).                                                    |
  |                                                                        |
  |                                                                        |
  |                                                                        |
  | SIGNATURE:  __________________________________________________________ |
  |                                                                        |
  | TITLE:  ______________________________________________________________ |
  |                                                                        |
  | DATE:  _______________________________________________________________ |
  |                                                                        |
  |________________________________________________________________________|

        -- End of Section --
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SECTION 01355A

ENVIRONMENTAL PROTECTION
02/02

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

33 CFR 328 Definitions

40 CFR 68 Chemical Accident Prevention Provisions

40 CFR 152 - 186 Pesticide Programs

40 CFR 260 Hazardous Waste Management System: General

40 CFR 261 Identification and Listing of Hazardous 
Waste

40 CFR 262 Standards Applicable to Generators of 
Hazardous Waste

40 CFR 279 Standards for the Management of Used Oil

40 CFR 302 Designation, Reportable Quantities, and 
Notification

40 CFR 355 Emergency Planning and Notification

49 CFR 171 - 178 Hazardous Materials Regulations

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (1996) U.S. Army Corps on Engineers Safety 
and Health Requirements Manual

WETLAND MANUAL Corps of Engineers Wetlands Delineation 
Manual Technical Report Y-87-1

1.2   DEFINITIONS

1.2.1   Environmental Pollution and Damage

Environmental pollution and damage is the presence of chemical, physical, 
or biological elements or agents which adversely affect human health or 
welfare; unfavorably alter ecological balances of importance to human life; 
affect other species of importance to humankind; or degrade the environment 
aesthetically, culturally and/or historically.

1.2.2   Environmental Protection
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Environmental protection is the prevention/control of pollution and habitat 
disruption that may occur to the environment during construction.  The 
control of environmental pollution and damage requires consideration of 
land, water, and air; biological and cultural resources; and includes 
management of visual aesthetics; noise; solid, chemical, gaseous, and 
liquid waste; radiant energy and radioactive material as well as other 
pollutants.

1.2.3   Contractor Generated Hazardous Waste

Contractor generated hazardous waste means materials that, if abandoned or 
disposed of, may meet the definition of a hazardous waste.  These waste 
streams would typically consist of material brought on site by the 
Contractor to execute work, but are not fully consumed during the course of 
construction.  Examples include, but are not limited to, excess paint 
thinners (i.e. methyl ethyl ketone, toluene etc.), waste thinners,excess 
paints, excess solvents, waste solvents, and excess pesticides, and 
contaminated pesticide equipment rinse water.

1.2.4   Project Pesticide Coordinator

The Project Pesticide Coordinator (PPC) is an individual that resides at a 
Civil Works Project office and that is responsible for oversight of 
pesticide application on Project grounds.

1.2.5   Land Application for Discharge Water

The term "Land Application" for discharge water implies that the Contractor 
shall discharge water at a rate which allows the water to percolate into 
the soil.  No sheeting action, soil erosion, discharge into storm sewers, 
discharge into defined drainage areas, or discharge into the "waters of the 
United States" shall occur.  Land Application shall be in compliance with 
all applicable Federal, State, and local laws and regulations.

1.2.6   Pesticide

Pesticide is defined as any substance or mixture of substances intended for 
preventing, destroying, repelling, or mitigating any pest, or intended for 
use as a plant regulator, defoliant or desiccant.

1.2.7   Pests

The term "pests" means arthropods, birds, rodents, nematodes, fungi, 
bacteria, viruses, algae, snails, marine borers, snakes, weeds and other 
organisms (except for human or animal disease-causing organisms) that 
adversely affect readiness, military operations, or the well-being of 
personnel and animals; attack or damage real property, supplies, equipment, 
or vegetation; or are otherwise undesirable.

1.2.8   Surface Discharge

The term "Surface Discharge" implies that the water is discharged with 
possible sheeting action and subsequent soil erosion may occur.  Waters 
that are surface discharged may terminate in drainage ditches, storm 
sewers,creeks, and/or "waters of the United States" and would require a 
permit to discharge water from the governing agency.
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1.2.9   Waters of the United States

All waters which are under the jurisdiction of the Clean Water Act, as 
defined in 33 CFR 328.

1.2.10   Wetlands

Wetlands means those areas that are inundated or saturated by surface or 
ground water at a frequency and duration sufficient to support, and that 
under normal circumstances do support, a prevalence of vegetation typically 
adapted for life in saturated soil conditions.  Wetlands generally include 
swamps, marshes, and bogs.  Official determination of whether or not an 
area is classified as a wetland must be done in accordance with WETLAND 
MANUAL.

1.3   GENERAL REQUIREMENTS

The Contractor shall minimize environmental pollution and damage that may 
occur as the result of construction operations.  The environmental 
resources within the project boundaries and those affected outside the 
limits of permanent work shall be protected during the entire duration of 
this contract.  The Contractor shall comply with all applicable 
environmental Federal, State, and local laws and regulations.  The 
Contractor shall be responsible for any delays resulting from failure to 
comply with environmental laws and regulations.

1.4   SUBCONTRACTORS

The Contractor shall ensure compliance with this section by subcontractors.

1.5   PAYMENT

No separate payment will be made for work covered under this section.  The 
Contractor shall be responsible for payment of fees associated with 
environmental permits, application, and/or notices obtained by the 
Contractor.  All costs associated with this section shall be included in 
the contract price.  The Contractor shall be responsible for payment of all 
fines/fees for violation or non-compliance with Federal, State, Regional 
and local laws and regulations.

1.6   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Environmental Protection Plan; G

  The environmental protection plan.

1.7   ENVIRONMENTAL PROTECTION PLAN

Prior to commencing construction activities or delivery of materials to the 
site, the Contractor shall submit an Environmental Protection Plan for 
review and approval by the Contracting Officer.  The purpose of the 
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Environmental Protection Plan is to present a comprehensive overview of 
known or potential environmental issues which the Contractor must address 
during construction.  Issues of concern shall be defined within the 
Environmental Protection Plan as outlined in this section.  The Contractor 
shall address each topic at a level of detail commensurate with the 
environmental issue and required construction task(s).  Topics or issues 
which are not identified in this section, but which the Contractor 
considers necessary, shall be identified and discussed after those items 
formally identified in this section.  Prior to submittal of the 
Environmental Protection Plan, the Contractor shall meet with the 
Contracting Officer for the purpose of discussing the implementation of the 
initial Environmental Protection Plan; possible subsequent additions and 
revisions to the plan including any reporting requirements; and methods for 
administration of the Contractor's Environmental Plans.  The Environmental 
Protection Plan shall be current and maintained onsite by the Contractor.

1.7.1   Compliance

No requirement in this Section shall be construed as relieving the 
Contractor of any applicable Federal, State, and local environmental 
protection laws and regulations.  During Construction, the Contractor shall 
be responsible for identifying, implementing, and submitting for approval 
any additional requirements to be included in the Environmental Protection 
Plan.

1.7.2   Contents

The environmental protection plan shall include, but shall not be limited 
to, the following:

a.  Name(s) of person(s) within the Contractor's organization who 
is(are) responsible for ensuring adherence to the Environmental 
Protection Plan.

b.  Name(s) and qualifications of person(s) responsible for manifesting 
hazardous waste to be removed from the site, if applicable.

c.  Name(s) and qualifications of person(s) responsible for training 
the Contractor's environmental protection personnel.

d.  Description of the Contractor's environmental protection personnel 
training program.

e.  An erosion and sediment control plan which identifies the type and 
location of the erosion and sediment controls to be provided.  The plan 
shall include monitoring and reporting requirements to assure that the 
control measures are in compliance with the erosion and sediment 
control plan, Federal, State, and local laws and regulations.  A Storm 
Water Pollution Prevention Plan (SWPPP) may be substituted for this 
plan.

f.  Drawings showing locations of proposed temporary excavations or 
embankments for haul roads, stream crossings, material storage areas, 
structures, sanitary facilities, and stockpiles of excess or spoil 
materials including methods to control runoff and to contain materials 
on the site.

g.  Traffic control plans including measures to reduce erosion of 
temporary roadbeds by construction traffic, especially during wet 
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weather.  Plan shall include measures to minimize  the amount of mud 
transported onto paved public roads by vehicles or runoff.

h.  Work area plan showing the proposed activity in each portion of the 
area and identifying the areas of limited use or nonuse.  Plan should 
include measures for marking the limits of use areas including methods 
for protection of features to be preserved within authorized work areas.

i.  Drawing showing the location of borrow areas.

j.  The Spill Control plan shall include the procedures, instructions, 
and reports to be used in the event of an unforeseen spill of a 
substance regulated by 40 CFR 68, 40 CFR 302, 40 CFR 355, and/or 
regulated under State or Local laws and regulations.  The Spill Control 
Plan supplements the requirements of EM 385-1-1.  This plan shall 
include as a minimum:

1.  The name of the individual who will report any spills or 
hazardous substance releases and who will follow up with complete 
documentation.  This individual shall immediately notify the 
Contracting Officer and the local Fire Department  in addition to 
the legally required Federal, State, and local reporting channels 
(including the National Response Center 1-800-424-8802) if a 
reportable quantity is released to the environment.  The plan 
shall contain a list of the required reporting channels and 
telephone numbers.

2.  The name and qualifications of the individual who will be 
responsible for implementing and supervising the containment and 
cleanup.

3.  Training requirements for Contractor's personnel and methods 
of accomplishing the training.

4.  A list of materials and equipment to be immediately available 
at the job site, tailored to cleanup work of the potential 
hazard(s) identified.

5.  The names and locations of suppliers of containment materials 
and locations of additional fuel oil recovery, cleanup, 
restoration, and material-placement equipment available in case of 
an unforeseen spill emergency.

6.  The methods and procedures to be used for expeditious 
contaminant cleanup.

k.  A non-hazardous solid waste disposal plan identifying methods and 
locations for solid waste disposal including clearing debris.  The plan 
shall include schedules for disposal.  The Contractor shall identify 
any subcontractors responsible for the transportation and disposal of 
solid waste.  Licenses or permits shall be submitted for solid waste 
disposal sites that are not a commercial operating facility.  Evidence 
of the disposal facility's acceptance of the solid waste shall be 
attached to this plan during the construction.  The Contractor shall 
attach a copy of each of the Non-hazardous Solid Waste Diversion 
Reports to the disposal plan.  The report shall be submitted on the 
first working day after the first quarter that non-hazardous solid 
waste has been disposed and/or diverted and shall be for the previous 
quarter (e.g. the first working day of January, April, July, and 
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October).  The report shall indicate the total amount of waste 
generated and total amount of waste diverted in cubic yards or tons 
along with the percent that was diverted.

l.  A recycling and solid waste minimization plan with a list of 
measures to reduce consumption of energy and natural resources.  The 
plan shall detail the Contractor's actions to comply with and to 
participate in Federal, State, Regional, and local government sponsored 
recycling programs to reduce the volume of solid waste at the source.

m.  An air pollution control plan detailing provisions to assure that 
dust, debris, materials, trash, etc., do not become air borne and 
travel off the project site.

n.  A contaminant prevention plan that: identifies potentially 
hazardous substances to be used on the job site; identifies the 
intended actions to prevent introduction of such materials into the 
air, water, or ground; and details provisions for compliance with 
Federal, State, and local laws and regulations for storage and handling 
of these materials.  In accordance with EM 385-1-1, a copy of the 
Material Safety Data Sheets (MSDS) and the maximum quantity of each 
hazardous material to be on site at any given time shall be included in 
the contaminant prevention plan.  As new hazardous materials are 
brought on site or removed from the site, the plan shall be updated.

o.  A waste water management plan that identifies the methods and 
procedures for management and/or discharge of waste waters which are 
directly derived from construction activities, such as concrete curing 
water, clean-up water, dewatering of ground water, disinfection water, 
hydrostatic test water, and water used in flushing of lines.  If a 
settling/retention pond is required, the plan shall include the design 
of the pond including drawings, removal plan, and testing requirements 
for possible pollutants.  If land application will be the method of 
disposal for the waste water, the plan shall include a sketch showing 
the location for land application along with a description of the 
pretreatment methods to be implemented.  If surface discharge will be 
the method of disposal, a copy of the permit and associated documents 
shall be included as an attachment prior to discharging the waste 
water.  If disposal is to a sanitary sewer, the plan shall include 
documentation that the Waste Water Treatment Plant Operator has 
approved the flow rate, volume, and type of discharge.

p.  A historical, archaeological, cultural resources biological 
resources and wetlands plan that defines procedures for identifying and 
protecting historical, archaeological, cultural resources, biological 
resources and wetlands known to be on the project site: and/or 
identifies procedures to be followed if historical archaeological, 
cultural resources, biological resources and wetlands not previously 
known to be onsite or in the area are discovered during construction.  
The plan shall include methods to assure the protection of known or 
discovered resources and shall identify lines of communication between 
Contractor personnel and the Contracting Officer.

q.  A pesticide treatment plan shall be included and updated, as 
information becomes available.  The plan shall include: sequence of 
treatment, dates, times, locations, pesticide trade name, EPA 
registration numbers, authorized uses, chemical composition, 
formulation, original and applied concentration, application rates of 
active ingredient (i.e. pounds of active ingredient applied), equipment 
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used for application and calibration of equipment.  The Contractor is 
responsible for Federal, State, Regional and Local pest management 
record keeping and reporting requirements as well as any additional  
Project Office specific requirements.  

1.7.3   Appendix

Copies of all environmental permits, permit application packages, approvals 
to construct, notifications, certifications, reports, and termination 
documents shall be attached,as an appendix, to the Environmental Protection 
Plan.

1.8   PROTECTION FEATURES

This paragraph supplements the Contract Clause PROTECTION OF EXISTING 
VEGETATION, STRUCTURES, EQUIPMENT, UTILITIES, AND IMPROVEMENTS.  Prior to 
start of any onsite construction activities, the Contractor and the 
Contracting Officer shall make a joint condition survey.  Immediately 
following the survey, the Contractor shall prepare a brief report including 
a plan describing the features requiring protection under the provisions of 
the Contract Clauses, which are not specifically identified on the drawings 
as environmental features requiring protection along with the condition of 
trees, shrubs and grassed areas immediately adjacent to the site of work 
and adjacent to the Contractor's assigned storage area and access route(s), 
as applicable.  This survey report shall be signed by both the the 
Contractor and the Contracting Officer upon mutual agreement as to its 
accuracy and completeness.  The Contractor shall protect those 
environmental features included in the survey report and any indicated on 
the drawings, regardless of interference which their preservation may cause 
to the Contractor's work under the contract.

1.9   ENVIRONMENTAL ASSESSMENT OF CONTRACT DEVIATIONS

Any deviations, requested by the Contractor, from the drawings,plans and 
specifications which may have an environmental impact will be subject to 
approval by the Contracting Officer and may require an extended review, 
processing, and approval time.  The Contracting Officer reserves the right 
to disapprove alternate methods, even if they are more cost effective, if 
the Contracting Officer determines that the proposed alternate method will 
have an adverse environmental impact.

1.10   NOTIFICATION

The Contracting Officer will notify the Contractor in writing of any 
observed noncompliance with Federal, State or local environmental laws or 
regulations, permits, and other elements of the Contractor's Environmental 
Protection plan.  The Contractor shall, after receipt of such notice, 
inform the Contracting Officer of the proposed corrective action and take 
such action when approved by the Contracting Officer.  The Contracting 
Officer may issue an order stopping all or part of the work until 
satisfactory corrective action has been taken.  No time extensions shall be 
granted or equitable adjustments allowed to the Contractor for any such 
suspensions.  This is in addition to any other actions the Contracting 
Officer may take under the contract, or in accordance with the Federal 
Acquisition Regulation or Federal Law.

PART 2   PRODUCTS (NOT USED)

PART 3   EXECUTION
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3.1   ENVIRONMENTAL PERMITS AND COMMITMENTS

The Contractor shall be responsible for obtaining and complying with all 
environmental permits and commitments required by Federal, State, Regional, 
and local environmental laws and regulations.

3.2   LAND RESOURCES

The Contractor shall confine all activities to areas defined by the 
drawings and specifications.  Prior to the beginning of any construction, 
the Contractor shall identify any land resources to be preserved within the 
work area.  Except in areas indicated on the drawings or specified to be 
cleared, the Contractor shall not remove, cut, deface, injure, or destroy 
land resources including trees, shrubs, vines, grasses, topsoil, and land 
forms without approval.  No ropes, cables, or guys shall be fastened to or 
attached to any trees for anchorage unless specifically authorized.  The 
Contractor shall provide effective protection for land and vegetation 
resources at all times as defined in the following subparagraphs.  Stone, 
soil, or other materials displaced into uncleared areas shall be removed by 
the Contractor.

3.2.1   Work Area Limits

Prior to commencing construction activities, the Contractor shall mark the 
areas that need not be disturbed under this contract.  Isolated areas 
within the general work area which are not to be disturbed shall be marked 
or fenced.  Monuments and markers shall be protected before construction 
operations commence.  Where construction operations are to be conducted 
during darkness, any markers shall be visible in the dark.  The 
Contractor's personnel shall be knowledgeable of the purpose for marking 
and/or protecting particular objects.

3.2.2   Landscape

Trees, shrubs, vines, grasses, land forms and other landscape features 
indicated and defined on the drawings to be preserved shall be clearly 
identified by marking, fencing, or wrapping with boards, or any other 
approved techniques.  The Contractor shall restore landscape features 
damaged or destroyed during construction operations outside the limits of 
the approved work area.

3.2.3   Erosion and Sediment Controls

The Contractor shall be responsible for providing erosion and sediment 
control measures in accordance with Federal, State, and local laws and 
regulations.  The erosion and sediment controls selected and maintained by 
the Contractor shall be such that water quality standards are not violated 
as a result of the Contractor's construction activities.  The area of bare 
soil exposed at any one time by construction operations should be kept to a 
minimum.  The Contractor shall construct or install temporary and permanent 
erosion and sediment control best management practices (BMPs) as indicated 
on the drawings.  BMPs may include, but not be limited to, vegetation 
cover, stream bank stabilization, slope stabilization, silt fences, 
construction of terraces, interceptor channels, sediment traps, inlet and 
outfall protection, diversion channels, and sedimentation basins.   Any 
temporary measures shall be removed after the area has been stabilized.

3.2.4   Contractor Facilities and Work Areas
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The Contractor's field offices, staging areas, stockpile storage, and 
temporary buildings shall be placed in areas designated on the drawings or 
as directed by the Contracting Officer.  Temporary movement or relocation 
of Contractor facilities shall be made only when approved.  Erosion and 
sediment controls shall be provided for on-site borrow and spoil areas to 
prevent sediment from entering nearby waters.  Temporary excavation and 
embankments for plant and/or work areas shall be controlled to protect 
adjacent areas.

3.3   WATER RESOURCES

The Contractor shall monitor construction activities to prevent pollution 
of surface and ground waters.  Toxic or hazardous chemicals shall not be 
applied to soil or vegetation unless otherwise indicated.  All water areas 
affected by construction activities shall be monitored by the Contractor. 
For construction activities immediately adjacent to impaired surface 
waters, the Contractor shall be capable of quantifying sediment or 
pollutant loading to that surface water when required by State or Federally 
issued Clean Water Act permits.

3.3.1   Cofferdams, Diversions, and Dewatering Operations

Construction operations for dewatering, removal of cofferdams, tailrace 
excavation, and tunnel closure shall be controlled at all times to maintain 
compliance with existing State water quality standards and designated uses 
of the surface water body.  The Contractor shall comply with the State 
water quality standards and anti-degradation provisions and the Clean Water 
Act Section 404.

3.3.2   Stream Crossings

Stream crossings shall allow movement of materials or equipment without 
violating water pollution control standards of the Federal, State, and 
local governments.

3.3.3   Wetlands

The Contractor shall not enter, disturb, destroy, or allow discharge of 
contaminants into any wetlands, except as authorized herein.  The 
Contractor shall be responsible for the protection of wetlands shown on the 
drawings in accordance with paragraph ENVIRONMENTAL PERMITS, REVIEWS, AND 
APPROVALS.  Authorization to enter specific wetlands identified shall not 
relieve the Contractor from any obligation to protect other wetlands 
within, adjacent to, or in the vicinity of the construction site and 
associated boundaries.

3.4   AIR RESOURCES

Equipment operation, activities, or processes performed by the Contractor 
shall be in accordance with all Federal and State air emission and 
performance laws and standards.

3.4.1   Particulates

Dust particles; aerosols and gaseous by-products from construction 
activities; and processing and preparation of materials, such as from 
asphaltic batch plants; shall be controlled at all times, including 
weekends, holidays and hours when work is not in progress.  The Contractor 
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shall maintain excavations, stockpiles, haul roads, permanent and temporary 
access roads, plant sites, spoil areas, borrow areas, and other work areas 
within or outside the project boundaries free from particulates which would 
cause the Federal, State, and local air pollution standards to be exceeded 
or which would cause a hazard or a nuisance.  Sprinkling, chemical 
treatment of an approved type, baghouse, scrubbers, electrostatic 
precipitators or other methods will be permitted to control particulates in 
the work area.  Sprinkling, to be efficient, must be repeated to keep the 
disturbed area damp at all times.  The Contractor must have sufficient, 
competent equipment available to accomplish these tasks.  Particulate 
control shall be performed as the work proceeds and whenever a particulate 
nuisance or hazard occurs.  The Contractor shall comply with all State and 
local visibility regulations.

3.4.2   Odors

Odors from construction activities shall be controlled at all times.  The 
odors shall not cause a health hazard and shall be in compliance with State 
regulations and/or local ordinances.

3.4.3   Sound Intrusions

The Contractor shall keep construction activities under surveillance and 
control to minimize environment damage by noise.  The Contractor shall 
comply with the provisions of the State rules.

3.4.4   Burning

Burning shall be prohibited on the Government premises.

3.5   CHEMICAL MATERIALS MANAGEMENT AND WASTE DISPOSAL

Disposal of wastes shall be as directed below, unless otherwise specified 
in other sections and/or shown on the drawings.

3.5.1   Solid Wastes

Solid wastes (excluding clearing debris) shall be placed in containers 
which are emptied on a regular schedule.  Handling, storage, and disposal 
shall be conducted to prevent contamination.  Segregation measures shall be 
employed so that no hazardous or toxic waste will become co-mingled with 
solid waste.   Waste materials shall be hauled to the Government landfill 
site shown on the drawings.   The Contractor shall comply with site 
procedures, Federal, State, and local laws and regulations pertaining to 
the use of landfill areas.

3.5.2   Chemicals and Chemical Wastes

Chemicals shall be dispensed ensuring no spillage to the ground or water.  
Periodic inspections of dispensing areas to identify leakage and initiate 
corrective action shall be performed and documented.  This documentation 
will be periodically reviewed by the Government.  Chemical waste shall be 
collected in corrosion resistant, compatible containers.  Collection drums 
shall be monitored and removed to a staging or storage area when contents 
are within 6 inches of the top.  Wastes shall be classified, managed, 
stored, and disposed of in accordance with Federal, State, and local laws 
and regulations.

3.5.3   Contractor Generated Hazardous Wastes/Excess Hazardous Materials
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Hazardous wastes are  defined in 40 CFR 261, or are as defined by 
applicable State and local regulations.  Hazardous materials are defined in 
49 CFR 171 - 178.  The Contractor shall, at a minimum, manage and store 
hazardous waste in compliance with 40 CFR 262 and shall manage and store 
hazardous waste in accordance with the Installation hazardous waste 
management plan.  The Contractor shall take sufficient measures to prevent 
spillage of hazardous and toxic materials during dispensing.  The 
Contractor shall segregate hazardous waste from other materials and wastes, 
shall protect it from the weather by placing it in a safe covered location, 
and shall take precautionary measures such as berming or other appropriate 
measures against accidental spillage.  The Contractor shall be responsible 
for storage, describing, packaging, labeling, marking, and placarding of 
hazardous waste and hazardous material in accordance with 49 CFR 171 - 178, 
State, and local laws and regulations.  The Contractor shall transport 
Contractor generated hazardous waste off Government property within 60 days 
in accordance with the Environmental Protection Agency and the Department 
of Transportation laws and regulations.  The Contractor shall dispose of 
hazardous waste in compliance with Federal, State and local laws and 
regulations.  Spills of hazardous or toxic materials shall be immediately 
reported to the Contracting Officer.  Cleanup and cleanup costs due to 
spills shall be the Contractor's responsibility.   The disposition of 
Contractor generated hazardous waste and excess hazardous materials are the 
Contractor's responsibility.

3.5.4   Fuel and Lubricants

Storage, fueling and lubrication of equipment and motor vehicles shall be 
conducted in a manner that affords the maximum protection against spill and 
evaporation.  Fuel, lubricants and oil shall be managed and stored in 
accordance with all Federal, State, Regional, and local laws and 
regulations.  Used lubricants and used oil to be discarded shall be stored 
in marked corrosion-resistant containers and recycled or disposed in 
accordance with 40 CFR 279, State, and local laws and regulations.  Storage 
of fuel on the project site shall be accordance with all Federal, State, 
and local laws and regulations.

3.5.5   Waste Water

Disposal of waste water shall be as specified below.

a.  Waste water from construction activities, such as onsite material 
processing, concrete curing, foundation and concrete clean-up, 
water used in concrete trucks, forms, etc. shall not be allowed to 
enter water ways or to be discharged prior to being treated to 
remove pollutants.  The Contractor shall dispose of the 
construction related waste water off-Government property in 
accordance with all Federal, State, Regional and Local laws and 
regulations.

b.  For discharge of ground water, the Contractor shall obtain a State 
or Federal permit specific for pumping and discharging ground 
water prior to surface discharging.

c.  Water generated from the flushing of lines after disinfection or 
disinfection in conjunction with hydrostatic testing and/or 
hydrostatic testing shall be discharged into the sanitary sewer 
with prior approval and/or notification to the Waste Water 
Treatment Plant's Operator.
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3.6   RECYCLING AND WASTE MINIMIZATION

The Contractor shall participate in State and local government sponsored 
recycling programs.

3.7   NON-HAZARDOUS SOLID WASTE DIVERSION REPORT

The Contractor shall maintain an inventory of non-hazardous solid waste 
diversion and disposal of construction and demolition debris.  The 
Contractor shall submit a report to the Contracting Officer on the first 
working day after each fiscal year quarter, starting the first quarter that 
non-hazardous solid waste has been generated.  The following shall be 
included in the report:

a.  Construction and Demolition (C&D) Debris Disposed in cubic yards 
or tons, as appropriate.

b.  Construction and Demolition (C&D) Debris Recycled in cubic yards 
or tons, as appropriate.

c.  Total C&D Debris Generated in cubic yards or tons, as appropriate.

d.  Waste Sent to Waste-To-Energy Incineration Plant (This amount 
should not be included in the recycled amount) in cubic yards or 
tons, as appropriate.

3.8   HISTORICAL, ARCHAEOLOGICAL, AND CULTURAL RESOURCES

If during excavation or other construction activities any previously 
unidentified or unanticipated historical, archaeological, and cultural 
resources are discovered or found, all activities that may damage or alter 
such resources shall be temporarily suspended.  Resources covered by this 
paragraph include but are not limited to: any human skeletal remains or 
burials; artifacts; shell, midden, bone, charcoal, or other deposits; rock 
or coral alignments, pavings, wall, or other constructed features; and any 
indication of agricultural or other human activities.  Upon such discovery 
or find, the Contractor shall immediately notify the Contracting Officer so 
that the appropriate authorities may be notified and a determination made 
as to their significance and what, if any, special disposition of the finds 
should be made.  The Contractor shall cease all activities that may result 
in impact to or the destruction of these resources.  The Contractor shall 
secure the area and prevent employees or other persons from trespassing on, 
removing, or otherwise disturbing such resources.

3.9   BIOLOGICAL RESOURCES

The Contractor shall minimize interference with, disturbance to, and damage 
to fish, wildlife, and plants including their habitat.  The Contractor 
shall be responsible for the protection of threatened and endangered animal 
and plant species including their habitat in accordance with Federal, 
State, Regional, and local laws and regulations.

3.10   INTEGRATED PEST MANAGEMENT

In order to minimize impacts to existing fauna and flora, the Contractor, 
through the Contracting Officer, shall coordinate with the Project 
Pesticide Coordinator (PPC) at the earliest possible time prior to 
pesticide application.  The Contractor shall discuss integrated pest 
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management strategies with the PPC and receive concurrence from the PPC 
through the COR prior to the application of any pesticide associated with 
these specifications.   Project Office Pest Management personnel shall be 
given the opportunity to be present at all meetings concerning treatment 
measures for pest or disease control and during application of the 
pesticide.   The use and management of pesticides are regulated under 40 
CFR 152 - 186.

3.10.1   Pesticide Delivery and Storage

Pesticides shall be delivered to the site in the original, unopened 
containers bearing legible labels indicating the EPA registration number 
and the manufacturer's registered uses.  Pesticides shall be stored 
according to manufacturer's instructions and under lock and key when 
unattended.

3.10.2   Qualifications

For the application of pesticides, the Contractor shall use the services of 
a subcontractor whose principal business is pest control.  The 
subcontractor shall be licensed and certified in the state where the work 
is to be performed.

3.10.3   Pesticide Handling Requirements

The Contractor shall formulate, treat with, and dispose of pesticides and 
associated containers in accordance with label directions and shall use the 
clothing and personal protective equipment specified on the labeling for 
use during all phases of the application.  Material Safety Data Sheets 
(MSDS)shall be available for all pesticide products.

3.10.4   Application

Pesticides shall be applied by a State Certified Pesticide Applicator in 
accordance with EPA label restrictions and recommendation.  The Certified 
Applicator shall wear clothing and personal protective equipment as 
specified on the pesticide label.  Water used for formulating shall only 
come from locations designated by the Contracting Officer.  The Contractor 
shall not allow the equipment to overflow.  Prior to application of 
pesticide, all equipment shall be inspected for leaks, clogging, wear, or 
damage and shall be repaired prior to being used.

3.11   PREVIOUSLY USED EQUIPMENT

The Contractor shall clean all previously used construction equipment prior 
to bringing it onto the project site.  The Contractor shall ensure that the 
equipment is free from soil residuals, egg deposits from plant pests, 
noxious weeds, and plant seeds.  The Contractor shall consult with the USDA 
jurisdictional office for additional cleaning requirements.

3.12   MAINTENANCE OF POLLUTION FACILITIES

The Contractor shall maintain permanent and temporary pollution control 
facilities and devices for the duration of the contract or for that length 
of time construction activities create the particular pollutant.

3.13   MILITARY MUNITIONS

In the event the Contractor discovers or uncovers military munitions as 
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defined in 40 CFR 260, the Contractor shall immediately stop work in that 
area and immediately inform the Contracting Officer.

3.14   TRAINING OF CONTRACTOR PERSONNEL

The Contractor's personnel shall be trained in all phases of environmental 
protection and pollution control.  The Contractor shall conduct 
environmental protection/pollution control meetings for all Contractor 
personnel prior to commencing construction activities.  Additional meetings 
shall be conducted for new personnel and when site conditions change.  The 
training and meeting agenda shall include:  methods of detecting and 
avoiding pollution; familiarization with statutory and contractual 
pollution standards; installation and care of devices, vegetative covers, 
and instruments required for monitoring purposes to ensure adequate and 
continuous environmental protection/pollution control; anticipated 
hazardous or toxic chemicals or wastes, and other regulated contaminants;  
recognition and protection of archaeological sites, artifacts, wetlands, 
and endangered species and their habitat that are known to be in the area.

3.15   POST CONSTRUCTION CLEANUP

The Contractor shall clean up all areas used for construction in accordance 
with Contract Clause: "Cleaning Up".  The Contractor shall, unless 
otherwise instructed in writing by the Contracting Officer, obliterate all 
signs of temporary construction facilities such as haul roads, work area, 
structures, foundations of temporary structures, stockpiles of excess or 
waste materials, and other vestiges of construction prior to final 
acceptance of the work.  The disturbed area shall be graded, filled and the 
entire area seeded unless otherwise indicated.

        -- End of Section --
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SECTION 01451

CONTRACTOR QUALITY CONTROL
04/97

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 3740 (1996) Minimum Requirements for Agencies 
Engaged in the Testing and/or Inspection 
of Soil and Rock as Used in Engineering 
Design and Construction

ASTM E 329 (1995b) Agencies Engaged in the Testing 
and/or Inspection of Materials Used in 
Construction

1.2   PAYMENT

Separate payment will not be made for providing and maintaining an 
effective Quality Control program, and all costs associated therewith shall 
be included in the applicable unit prices or lump-sum prices contained in 
the Bidding Schedule.

PART 2   PRODUCTS (Not Applicable)

PART 3   EXECUTION

3.1   GENERAL

The Contractor is responsible for quality control and shall establish and 
maintain an effective quality control system in compliance with the 
Contract Clause titled "Inspection of Construction."  The quality control 
system shall consist of plans, procedures, and organization necessary to 
produce an end product which complies with the contract requirements.  The 
system shall cover all construction operations, both onsite and offsite, 
and shall be keyed to the proposed construction sequence.  The project 
superintendent will be held responsible for the quality of work on the job 
and is subject to removal by the Contracting Officer for non-compliance 
with quality requirements specified in the contract.  The project 
superintendent in this context shall mean the individual with the 
responsibility for the overall management of the project including quality 
and production.

3.2   QUALITY CONTROL PLAN

3.2.1   General

The Contractor shall furnish for review by the Government, not later than 
14 days after receipt of notice to proceed, the Contractor Quality Control 
(CQC) Plan proposed to implement the requirements of the Contract Clause 

SECTION 01451  Page 2



SPRINKLER AND FIRE ALARM SYSTEMS BLDG. 2-1143 DACA21-03-R-0065
KA 00010-3

titled "Inspection of Construction."  The plan shall identify personnel, 
procedures, control, instructions, test, records, and forms to be used.  
The Government will consider an interim plan for the first 60 days of 
operation.  Construction will be permitted to begin only after acceptance 
of the CQC Plan or acceptance of an interim plan applicable to the 
particular feature of work to be started.  Work outside of the features of 
work included in an accepted interim plan will not be permitted to begin 
until acceptance of a CQC Plan or another interim plan containing the 
additional features of work to be started.

3.2.2   Content of the CQC Plan

The CQC Plan shall include, as a minimum, the following to cover all 
construction operations, both onsite and offsite, including work by 
subcontractors, fabricators, suppliers, and purchasing agents:

a.  A description of the quality control organization, including a 
chart showing lines of authority and acknowledgment that the CQC 
staff shall implement the three phase control system for all 
aspects of the work specified.  The staff shall include a CQC 
System Manager who shall report to the project superintendent.

b.  The name, qualifications (in resume format), duties, 
responsibilities, and authorities of each person assigned a CQC 
function.

c.  A copy of the letter to the CQC System Manager signed by an 
authorized official of the firm which describes the 
responsibilities and delegates sufficient authorities to 
adequately perform the functions of the CQC System Manager, 
including authority to stop work which is not in compliance with 
the contract.  The CQC System Manager shall issue letters of 
direction to all other various quality control representatives 
outlining duties, authorities, and responsibilities.  Copies of 
these letters shall also be furnished to the Government.

d.  Procedures for scheduling, reviewing, certifying, and managing 
submittals, including those of subcontractors, offsite 
fabricators, suppliers, and purchasing agents.  These procedures 
shall be in accordance with Section 01330 SUBMITTAL PROCEDURES.

e.  Control, verification, and acceptance testing procedures for each 
specific test to include the test name, specification paragraph 
requiring test, feature of work to be tested, test frequency, and 
person responsible for each test.  (Laboratory facilities will be 
approved by the Contracting Officer.)

f.  Procedures for tracking preparatory, initial, and follow-up 
control phases and control, verification, and acceptance tests 
including documentation.

g.  Procedures for tracking construction deficiencies from 
identification through acceptable corrective action.  These 
procedures shall establish verification that identified 
deficiencies have been corrected.

h.  Reporting procedures, including proposed reporting formats.

i.  A list of the definable features of work.  A definable feature of 
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work is a task which is separate and distinct from other tasks, 
has separate control requirements, and may be identified by 
different trades or disciplines, or it may be work by the same 
trade in a different environment.  Although each section of the 
specifications may generally be considered as a definable feature 
of work, there are frequently more than one definable features 
under a particular section.  This list will be agreed upon during 
the coordination meeting.

3.2.3   Acceptance of Plan

Acceptance of the Contractor's plan is required prior to the start of 
construction.  Acceptance is conditional and will be predicated on 
satisfactory performance during the construction.  The Government reserves 
the right to require the Contractor to make changes in his CQC Plan and 
operations including removal of personnel, as necessary, to obtain the 
quality specified.

3.2.4   Notification of Changes

After acceptance of the CQC Plan, the Contractor shall notify the 
Contracting Officer in writing of any proposed change.  Proposed changes 
are subject to acceptance by the Contracting Officer.

3.3   COORDINATION MEETING

After the Preconstruction Conference, before start of construction, and 
prior to acceptance by the Government of the CQC Plan, the Contractor shall 
meet with the Contracting Officer or Authorized Representative and discuss 
the Contractor's quality control system.  The CQC Plan shall be submitted 
for review a minimum of 7 calendar days prior to the Coordination Meeting.  
During the meeting, a mutual understanding of the system details shall be 
developed, including the forms for recording the CQC operations, control 
activities, testing, administration of the system for both onsite and 
offsite work, and the interrelationship of Contractor's Management and 
control with the Government's Quality Assurance.  Minutes of the meeting 
shall be prepared by the Government and signed by both the Contractor and 
the Contracting Officer.  The minutes shall become a part of the contract 
file.  There may be occasions when subsequent conferences will be called by 
either party to reconfirm mutual understandings and/or address deficiencies 
in the CQC system or procedures which may require corrective action by the 
Contractor.

3.4   QUALITY CONTROL ORGANIZATION

3.4.1   General

The requirements for the CQC organization are a CQC System Manager and 
sufficient number of additional qualified personnel to ensure contract 
compliance.  The Contractor shall provide a CQC organization which shall be 
at the site at all times during progress of the work and with complete 
authority to take any action necessary to ensure compliance with the 
contract.  All CQC staff members shall be subject to acceptance by the 
Contracting Officer.

3.4.2   CQC System Manager

The Contractor shall identify as CQC System Manager an individual within 
the onsite work organization who shall be responsible for overall 
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management of CQC and have the authority to act in all CQC matters for the 
Contractor.  The CQC System Manager shall be a graduate engineer, graduate 
architect, or a graduate of construction management, with a minimum of 10 
years construction experience on construction similar to this contract. 
This CQC System Manager shall be on the site at all times during 
construction and shall be employed by the prime Contractor.  The CQC System 
Manager shall be assigned no other duties An alternate for the CQC System 
Manager shall be identified in the plan to serve in the event of the System 
Manager's absence.  The requirements for the alternate shall be the same as 
for the designated CQC System Manager.

3.5   SUBMITTALS

Submittals shall be made as specified in Section 01330 SUBMITTAL 
PROCEDURES.  The CQC organization shall be responsible for certifying that 
all submittals are in compliance with the contract requirements.

3.6   CONTROL

Contractor Quality Control is the means by which the Contractor ensures 
that the construction, to include that of subcontractors and suppliers, 
complies with the requirements of the contract.  At least three phases of 
control shall be conducted by the CQC System Manager for each definable 
feature of work as follows:

3.6.1   Preparatory Phase

This phase shall be performed prior to beginning work on each definable 
feature of work, after all required plans/documents/materials are 
approved/accepted, and after copies are at the work site.  This phase shall 
include:

a.  A review of each paragraph of applicable specifications.

b.  A review of the contract drawings.

c.  A check to assure that all materials and/or equipment have been 
tested, submitted, and approved.

d.  Review of provisions that have been made to provide required 
control inspection and testing.

e.  Examination of the work area to assure that all required 
preliminary work has been completed and is in compliance with the 
contract.

f.  A physical examination of required materials, equipment, and 
sample work to assure that they are on hand, conform to approved 
shop drawings or submitted data, and are properly stored.

g.  A review of the appropriate activity hazard analysis to assure 
safety requirements are met.

h.  Discussion of procedures for controlling quality of the work 
including repetitive deficiencies.  Document construction 
tolerances and workmanship standards for that feature of work.

i.  A check to ensure that the portion of the plan for the work to be 
performed has been accepted by the Contracting Officer.
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j.  Discussion of the initial control phase.

k.  The Government shall be notified at least 24 hours in advance of 
beginning the preparatory control phase.  This phase shall include 
a meeting conducted by the CQC System Manager and attended by the 
superintendent, other CQC personnel (as applicable), and the 
foreman responsible for the definable feature.  The results of the 
preparatory phase actions shall be documented by separate minutes 
prepared by the CQC System Manager and attached to the daily CQC 
report.  The Contractor shall instruct applicable workers as to 
the acceptable level of workmanship required in order to meet 
contract specifications.

3.6.2   Initial Phase

This phase shall be accomplished at the beginning of a definable feature of 
work.  The following shall be accomplished:

a.  A check of work to ensure that it is in full compliance with 
contract requirements.  Review minutes of the preparatory meeting.

b.  Verify adequacy of controls to ensure full contract compliance.  
Verify required control inspection and testing.

c.  Establish level of workmanship and verify that it meets minimum 
acceptable workmanship standards.  Compare with required sample 
panels as appropriate.

d.  Resolve all differences.

e.  Check safety to include compliance with and upgrading of the 
safety plan and activity hazard analysis.  Review the activity 
analysis with each worker.

f.  The Government shall be notified at least 24 hours in advance of 
beginning the initial phase.  Separate minutes of this phase shall 
be prepared by the CQC System Manager and attached to the daily 
CQC report.  Exact location of initial phase shall be indicated 
for future reference and comparison with follow-up phases.

g.  The initial phase should be repeated for each new crew to work 
onsite, or any time acceptable specified quality standards are not 
being met.

3.6.3   Follow-up Phase

Daily checks shall be performed to assure control activities, including 
control testing, are providing continued compliance with contract 
requirements, until completion of the particular feature of work.  The 
checks shall be made a matter of record in the CQC documentation.  Final 
follow-up checks shall be conducted and all deficiencies corrected prior to 
the start of additional features of work which may be affected by the 
deficient work.  The Contractor shall not build upon nor conceal 
non-conforming work.

3.6.4   Additional Preparatory and Initial Phases

Additional preparatory and initial phases shall be conducted on the same 
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definable features of work if the quality of on-going work is unacceptable, 
if there are changes in the applicable CQC staff, onsite production 
supervision or work crew, if work on a definable feature is resumed after a 
substantial period of inactivity, or if other problems develop.

3.7   TESTS

3.7.1   Testing Procedure

The Contractor shall perform specified or required tests to verify that 
control measures are adequate to provide a product which conforms to 
contract requirements.  Upon request, the Contractor shall furnish to the 
Government duplicate samples of test specimens for possible testing by the 
Government.  Testing includes operation and/or acceptance tests when 
specified.  The Contractor shall procure the services of a Corps of 
Engineers approved testing laboratory or establish an approved testing 
laboratory at the project site.  The Contractor shall perform the following 
activities and record and provide the following data:

a.  Verify that testing procedures comply with contract requirements.

b.  Verify that facilities and testing equipment are available and 
comply with testing standards.

c.  Check test instrument calibration data against certified standards.

d.  Verify that recording forms and test identification control number 
system, including all of the test documentation requirements, have 
been prepared.

e.  Results of all tests taken, both passing and failing tests, shall 
be recorded on the CQC report for the date taken.  Specification 
paragraph reference, location where tests were taken, and the 
sequential control number identifying the test shall be given.  If 
approved by the Contracting Officer, actual test reports may be 
submitted later with a reference to the test number and date 
taken.  An information copy of tests performed by an offsite or 
commercial test facility shall be provided directly to the 
Contracting Officer.  Failure to submit timely test reports as 
stated may result in nonpayment for related work performed and 
disapproval of the test facility for this contract.

3.7.2   Testing Laboratories

3.7.2.1   Capability Check

The Government reserves the right to check laboratory equipment in the 
proposed laboratory for compliance with the standards set forth in the 
contract specifications and to check the laboratory technician's testing 
procedures and techniques.  Laboratories utilized for testing soils, 
concrete, asphalt, and steel shall meet criteria detailed in ASTM D 3740 
and ASTM E 329.

3.7.2.2   Capability Recheck

If the selected laboratory fails the capability check, the Contractor will 
be assessed a charge of $100.00 to reimburse the Government for each 
succeeding recheck of the laboratory or the checking of a subsequently 
selected laboratory.  Such costs will be deducted from the contract amount 
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due the Contractor.

3.7.3   Onsite Laboratory

The Government reserves the right to utilize the Contractor's control 
testing laboratory and equipment to make assurance tests and to check the 
Contractor's testing procedures, techniques, and test results at no 
additional cost to the Government.

3.7.4   Furnishing or Transportation of Samples for Testing

Costs incidental to the transportation of samples or materials shall be 
borne by the Contractor.  Samples of materials for test verification and 
acceptance testing by the Government shall be delivered to the Corps of 
Engineers Division Laboratory, f.o.b..

Coordination for each specific test, exact delivery location, and dates 
will be made through the Area Office.

3.8   COMPLETION INSPECTION

3.8.1   Punch-Out Inspection

Near the completion of all work or any increment thereof established by a 
completion time stated in the Special Clause entitled "Commencement, 
Prosecution, and Completion of Work," or stated elsewhere in the 
specifications, the CQC System Manager shall conduct an inspection of the 
work and develop a punch list of items which do not conform to the approved 
drawings and specifications.  Such a list of deficiencies shall be included 
in the CQC documentation, as required by paragraph DOCUMENTATION below, and 
shall include the estimated date by which the deficiencies will be 
corrected.  The CQC System Manager or staff shall make a second inspection 
to ascertain that all deficiencies have been corrected.  Once this is 
accomplished, the Contractor shall notify the Government that the facility 
is ready for the Government Pre-Final inspection.

3.8.2   Pre-Final Inspection

The Government will perform this inspection to verify that the facility is 
complete and ready to be occupied.  A Government Pre-Final Punch List may 
be developed as a result of this inspection.  The Contractor's CQC System 
Manager shall ensure that all items on this list have been corrected before 
notifying the Government so that a Final inspection with the customer can 
be scheduled.  Any items noted on the Pre-Final inspection shall be 
corrected in a timely manner.  These inspections and any deficiency 
corrections required by this paragraph shall be accomplished within the 
time slated for completion of the entire work or any particular increment 
thereof if the project is divided into increments by separate completion 
dates.

3.8.3   Final Acceptance Inspection

The Contractor's Quality Control Inspection personnel, plus the 
superintendent or other primary management person, and the Contracting 
Officer's Representative shall be in attendance at this inspection.  
Additional Government personnel including, but not limited to, those from 
Base/Post Civil Facility Engineer user groups, and major commands may also 
be in attendance.  The final acceptance inspection will be formally 
scheduled by the Contracting Officer based upon results of the Pre-Final 
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inspection.  Notice shall be given to the Contracting Officer at least 14 
days prior to the final acceptance inspection and shall include the 
Contractor's assurance that all specific items previously identified to the 
Contractor as being unacceptable, along with all remaining work performed 
under the contract, will be complete and acceptable by the date scheduled 
for the final acceptance inspection.  Failure of the Contractor to have all 
contract work acceptably complete for this inspection will be cause for the 
Contracting Officer to bill the Contractor for the Government's additional 
inspection cost in accordance with the contract clause titled "Inspection 
of Construction".

3.9   DOCUMENTATION

The Contractor shall maintain current records providing factual evidence 
that required quality control activities and/or tests have been performed.  
These records shall include the work of subcontractors and suppliers and 
shall be on an acceptable form that includes, as a minimum, the following 
information:

a.  Contractor/subcontractor and their area of responsibility.

b.  Operating plant/equipment with hours worked, idle, or down for 
repair.

c.  Work performed each day, giving location, description, and by 
whom.  When Network Analysis (NAS) is used, identify each phase of 
work performed each day by NAS activity number.

d.  Test and/or control activities performed with results and 
references to specifications/drawings requirements.  The control 
phase should be identified (Preparatory, Initial, Follow-up).  
List deficiencies noted along with corrective action.

e.  Quantity of materials received at the site with statement as to 
acceptability, storage, and reference to specifications/drawings 
requirements.

f.  Submittals reviewed, with contract reference, by whom, and action 
taken.

g.  Off-site surveillance activities, including actions taken.

h.  Job safety evaluations stating what was checked, results, and 
instructions or corrective actions.

i.  Instructions given/received and conflicts in plans and/or 
specifications.

j.  Contractor's verification statement.

These records shall indicate a description of trades working on the 
project; the number of personnel working; weather conditions encountered; 
and any delays encountered.  These records shall cover both conforming and 
deficient features and shall include a statement that equipment and 
materials incorporated in the work and workmanship comply with the 
contract.  The original and one copy of these records in report form shall 
be furnished to the Government daily within 24 hours after the date covered 
by the report, except that reports need not be submitted for days on which 
no work is performed.  As a minimum, one report shall be prepared and 
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submitted for every 7 days of no work and on the last day of a no work 
period.  All calendar days shall be accounted for throughout the life of 
the contract.  The first report following a day of no work shall be for 
that day only.  Reports shall be signed and dated by the CQC System 
Manager.  The report from the CQC System Manager shall include copies of 
test reports and copies of reports prepared by all subordinate quality 
control personnel.

3.10   NOTIFICATION OF NONCOMPLIANCE

The Contracting Officer will notify the Contractor of any detected 
noncompliance with the foregoing requirements.  The Contractor shall take 
immediate corrective action after receipt of such notice.  Such notice, 
when delivered to the Contractor at the work site, shall be deemed 
sufficient for the purpose of notification.  If the Contractor fails or 
refuses to comply promptly, the Contracting Officer may issue an order 
stopping all or part of the work until satisfactory corrective action has 
been taken.  No part of the time lost due to such stop orders shall be made 
the subject of claim for extension of time or for excess costs or damages 
by the Contractor.

        -- End of Section --
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SECTION 01500

TEMPORARY CONSTRUCTION FACILITIES
02/97

1.1   GENERAL REQUIREMENTS

1.1.1   Site Plan

The Contractor shall prepare a site plan indicating the proposed location 
and dimensions of any area to be fenced and used by the Contractor, the 
number of trailers to be used, avenues of ingress/egress to the fenced area 
and details of the fence installation.  This plan shall be submitted to the 
Government for approval.  Any areas which may have to be graveled to 
prevent the tracking of mud shall also be identified.  The Contractor shall 
also indicate if the use of a supplemental or other staging area is desired.

1.1.2   Identification of Employees

The Contractor shall be responsible for furnishing to each employee, and 
for requiring each employee engaged on the work to display, identification 
as approved and directed by the Contracting Officer.  Prescribed 
identification shall immediately be delivered to the Contracting Officer 
for cancellation upon release of any employee.  When required, the 
Contractor shall obtain and provide fingerprints of persons employed on the 
project.  Contractor and subcontractor personnel shall wear identifying 
markings on hard hats clearly identifying the company employee's.

1.1.3   Employee Parking

Contractor employees shall park privately owned vehicles in an area 
designated by the Contracting Officer.  This area will be within reasonable 
walking distance of the construction site.  Contractor employee parking 
shall not interfere with existing and established parking requirements of 
the military installation.

1.2   AVAILABILITY AND USE OF UTILITY SERVICES

1.2.1   Payment for Utility Services

The Government will make all reasonably required utilities available to the 
Contractor from existing outlets and supplies, as specified in the 
contract.  Unless otherwise provided in the contract, the amount of each 
utility service consumed shall be charged to or paid for by the Contractor 
at prevailing rates charged to the Government or, where the utility is 
produced by the Government, at reasonable rates determined by the 
Contracting Officer.  The Contractor shall carefully conserve any utilities 
furnished without charge.

1.2.2   Meters and Temporary Connections

The Contractor, at its expense and in a manner satisfactory to the 
Contracting Officer, shall provide and maintain necessary temporary 
connections, distribution lines, meters and meter bases required to measure 
the amount of each utility used for the purpose of determining charges.  
The Contractor shall notify the Contracting Officer, in writing, 5 working 
days before final electrical connection is desired so that a utilities 
contract can be established.  The Contractor will provide a meter and make 
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the final hot connection after inspection and approval of the Contractor's 
temporary wiring installation.

1.2.3   Advance Deposit

An advance deposit for utilities consisting of an estimated month's usage 
or a minimum of $50.00 will be required.  The last monthly bills for the 
fiscal year will normally be offset by the deposit and adjustments will be 
billed or returned as appropriate.  Services to be rendered for the next 
fiscal year, beginning 1 October, will require a new deposit.  Notification 
of the due date for this deposit will be mailed to the Contractor prior to 
the end of the current fiscal year.

1.2.4   Final Meter Reading

Before completion of the work and final acceptance of the work by the 
Government, the Contractor shall notify the Contracting Officer, in 
writing, 10 working days before termination is desired.  The Government 
will take a final meter reading.  The Contractor shall disconnect service, 
and remove the meters.  The Contractor shall then remove all the temporary 
distribution lines, meter bases, and associated paraphernalia.  The 
Contractor shall pay all outstanding utility bills before final acceptance 
of the work by the Government.

1.2.5   Sanitation

The Contractor shall provide and maintain within the construction area 
minimum field-type sanitary facilities approved by the Contracting Officer. 
 Government toilet facilities will not be available to Contractor's 
personnel.

1.2.6   Telephone

The Contractor shall make arrangements and pay all costs for telephone 
facilities desired.

1.3   BULLETIN BOARD, PROJECT SIGN, AND PROJECT SAFETY SIGN

1.3.1   Bulletin Board

Immediately upon beginning of work, the Contractor shall provide a 
weatherproof glass-covered bulletin board not less than 36 by 48 inches in 
size for displaying the Equal Employment Opportunity poster, a copy of the 
wage decision contained in the contract, Wage Rate Information poster, and 
other information approved by the Contracting Officer.  The bulletin board 
shall be located at the project site in a conspicuous place easily 
accessible to all employees, as approved by the Contracting Officer.  
Legible copies of the aforementioned data shall be displayed until work is 
completed.  Upon completion of work the bulletin board shall be removed by 
and remain the property of the Contractor.

1.3.2   Project and Safety Signs

The requirements for the signs, their content, and location shall be as 
shown on the drawings.  The signs shall be erected within 15 days after 
receipt of the notice to proceed.  The data required by the safety sign 
shall be corrected daily, with light colored metallic or non-metallic 
numerals.  Upon completion of the project, the signs shall be removed from 
the site.

SECTION 01500  Page 3



SPRINKLER AND FIRE ALARM SYSTEMS BLDG. 2-1143 DACA21-03-R-0065
KA 00010-3

1.4   PROTECTION AND MAINTENANCE OF TRAFFIC

During construction the Contractor shall provide access and temporary 
relocated roads as necessary to maintain traffic.  The Contractor shall 
maintain and protect traffic on all affected roads during the construction 
period except as otherwise specifically directed by the Contracting 
Officer.  Measures for the protection and diversion of traffic, including 
the provision of watchmen and flagmen, erection of barricades, placing of 
lights around and in front of equipment and the work, and the erection and 
maintenance of adequate warning, danger, and direction signs, shall be as 
required by the State and local authorities having jurisdiction.  The 
traveling public shall be protected from damage to person and property.  
The Contractor's traffic on roads selected for hauling material to and from 
the site shall interfere as little as possible with public traffic.  The 
Contractor shall investigate the adequacy of existing roads and the 
allowable load limit on these roads.  The Contractor shall be responsible 
for the repair of any damage to roads caused by construction operations.

1.4.1   Haul Roads

The Contractor shall, at its own expense, construct access and haul roads 
necessary for proper prosecution of the work under this contract.  Haul 
roads shall be constructed with suitable grades and widths; sharp curves, 
blind corners, and dangerous cross traffic shall be avoided.  The 
Contractor shall provide necessary lighting, signs, barricades, and 
distinctive markings for the safe movement of traffic.  The method of dust 
control, although optional, shall be adequate to ensure safe operation at 
all times.  Location, grade, width, and alignment of construction and 
hauling roads shall be subject to approval by the Contracting Officer.  
Lighting shall be adequate to assure full and clear visibility for full 
width of haul road and work areas during any night work operations.  Upon 
completion of the work, haul roads designated by the Contracting Officer 
shall be removed.

1.4.2   Barricades

The Contractor shall erect and maintain temporary barricades to limit 
public access to hazardous areas.  Such barricades shall be required 
whenever safe public access to paved areas such as roads, parking areas or 
sidewalks is prevented by construction activities or as otherwise necessary 
to ensure the safety of both pedestrian and vehicular traffic.  Barricades 
shall be securely placed, clearly visible with adequate illumination to 
provide sufficient visual warning of the hazard during both day and night.

1.5   CONTRACTOR'S TEMPORARY FACILITIES

1.5.1   Administrative Field Offices

The Contractor shall provide and maintain administrative facilities at area 
approved by the COR.  Government office and warehouse facilities will not 
be available to the Contractor's personnel.

1.5.2   Storage Area

The Contractor shall construct a temporary 6 foot high chain link fence 
around trailers and materials.  The fence shall include plastic strip 
inserts, colored green, so that visibility through the fence is obstructed. 
 Fence posts may be driven, in lieu of concrete bases, where soil 
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conditions permit.  Trailers, materials, or equipment shall not be placed 
or stored outside the fenced area unless such trailers, materials, or 
equipment are assigned a separate and distinct storage area by the 
Contracting Officer away from the vicinity of the construction site but 
within the military boundaries.  Trailers, equipment, or materials shall 
not be open to public view with the exception of those items which are in 
support of ongoing work on any given day.  Materials shall not be 
stockpiled outside the fence in preparation for the next day's work.  
Mobile equipment, such as tractors, wheeled lifting equipment, cranes, 
trucks, and like equipment, shall be parked within the fenced area at the 
end of each work day.

1.5.3   Supplemental Storage Area

Upon Contractor's request, the Contracting Officer will designate another 
or supplemental area for the Contractor's use and storage of trailers, 
equipment, and materials.  This area may not be in close proximity of the 
construction site but shall be within the military boundaries.  Fencing of 
materials or equipment will not be required at this site; however, the 
Contractor shall be responsible for cleanliness and orderliness of the area 
used and for the security of any material or equipment stored in this area. 
 Utilities will not be provided to this area by the Government.

1.5.4   Appearance of Trailers

Trailers utilized by the Contractor for administrative or material storage 
purposes shall present a clean and neat exterior appearance and shall be in 
a state of good repair.  Trailers which, in the opinion of the Contracting 
Officer, require exterior painting or maintenance will not be allowed on 
the military property.

1.5.5   Maintenance of Storage Area

Fencing shall be kept in a state of good repair and proper alignment.  
Should the Contractor elect to traverse, with construction equipment or 
other vehicles, grassed or unpaved areas which are not established 
roadways, such areas shall be covered with a layer of gravel as necessary 
to prevent rutting and the tracking of mud onto paved or established 
roadways; gravel gradation shall be at the Contractor's discretion.  Grass 
located within the boundaries of the construction site shall be mowed for 
the duration of the project.  Grass and vegetation along fences, buildings, 
under trailers, and in areas not accessible to mowers shall be edged or 
trimmed neatly.

1.5.6   Omitted

1.5.7   Security Provisions

Adequate outside security lighting shall be provided at the Contractor's 
temporary facilities.  The Contractor shall be responsible for the security 
of its own equipment; in addition, the Contractor  shall notify the 
appropriate law enforcement agency requesting periodic security checks of 
the temporary project field office.

1.6   PLANT COMMUNICATION

Whenever the Contractor has the individual elements of its plant so located 
that operation by normal voice between these elements is not satisfactory, 
the Contractor shall install a satisfactory means of communication, such as 
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telephone or other suitable devices.  The devices shall be made available 
for use by Government personnel.

1.7   TEMPORARY PROJECT SAFETY FENCING

As soon as practicable, but not later than 15 days after the date 
established for commencement of work, the Contractor shall furnish and 
erect temporary project safety fencing at the work site.  The safety 
fencing shall be a high visibility orange colored, high density 
polyethylene grid or approved equal, a minimum of 42 inches high, supported 
and tightly secured to steel posts located on maximum 10 foot centers, 
constructed at the approved location.  The safety fencing shall be 
maintained by the Contractor during the life of the contract and, upon 
completion and acceptance of the work, shall become the property of the 
Contractor and shall be removed from the work site.

1.8   CLEANUP

Construction debris, waste materials, packaging material and the like shall 
be removed from the work site daily.  Any dirt or mud which is tracked onto 
paved or surfaced roadways shall be cleaned away.  Materials resulting from 
demolition activities which are salvageable shall be stored within the 
fenced area described above or at the supplemental storage area.  Stored 
material not in trailers, whether new or salvaged, shall be neatly stacked 
when stored.

1.9   RESTORATION OF STORAGE AREA

Upon completion of the project and after removal of trailers, materials, 
and equipment from within the fenced area, the fence shall be removed and 
will become the property of the Contractor.  Areas used by the Contractor 
for the storage of equipment or material, or other use, shall be restored 
to the original or better condition.  Gravel used to traverse grassed areas 
shall be removed and the area restored to its original condition, including 
top soil and seeding as necessary.

PART 2   PRODUCTS (NOT APPLICABLE)
PART 3   EXECUTION (NOT APPLICABLE)

        -- End of Section --
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SECTION 01780

CLOSEOUT SUBMITTALS
11/99

PART 1   GENERAL

1.1   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

As-Built Drawings G

  Drawings showing final as-built conditions of the project.

1.2   PROJECT RECORD DOCUMENTS

1.2.1   As-Built Drawings

This paragraph covers as-built drawings complete, as a requirement of the 
contract.  The terms "drawings," "contract drawings," "drawing files," 
"working as-built drawings" and "final as-built drawings" refer to contract 
drawings which are revised to be used for final as-built drawings.

1.2.1.1   Government Furnished Materials

One set of electronic CADD files in the specified software and format 
revised to reflect all bid amendments will be provided by the Government at 
the preconstruction conference for projects requiring CADD file as-built 
drawings.

1.2.1.2   Working As-Built and Final As-Built Drawings

The Contractor shall revise 2 sets of paper drawings, along with updated 
CADD drawings, by red-line process to show the as-built conditions during 
the prosecution of the project.  These working as-built marked drawings 
shall be kept current on a weekly basis and at least one set shall be 
available on the jobsite at all times.  Changes from the contract plans 
which are made in the work or additional information which might be 
uncovered in the course of construction shall be accurately and neatly 
recorded as they occur by means of details and notes.  Final as-built 
drawings shall be prepared after the completion of each definable feature 
of work as listed in the Contractor Quality Control Plan (Foundations, 
Utilities, Structural Steel, etc., as appropriate for the project).  The 
working as-built marked prints and final as-built drawings will be jointly 
reviewed for accuracy and completeness by the Contracting Officer and the 
Contractor prior to submission of each monthly pay estimate.  If the 
Contractor fails to maintain the working and final as-built drawings as 
specified herein, the Contracting Officer will deduct from the monthly 
progress payment an amount representing the estimated cost of maintaining 
the as-built drawings.  This monthly deduction will continue until an 
agreement can be reached between the Contracting Officer and the Contractor 
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regarding the accuracy and completeness of updated drawings.  The working 
and final as-built drawings shall show, but shall not be limited to, the 
following information:

     a.  Fire Alarm System designed by the Contractor.

1.2.1.3   Drawing Preparation

The as-built drawings shall be modified as may be necessary to correctly 
show the features of the project as it has been constructed by bringing the 
contract set into agreement with approved working as-built prints, and 
adding such additional drawings as may be necessary.  These working 
as-built marked prints shall be neat, legible and accurate.  These drawings 
are part of the permanent records of this project and shall be returned to 
the Contracting Officer after approval by the Government.  Any drawings 
damaged or lost by the Contractor shall be satisfactorily replaced by the 
Contractor at no expense to the Government.

1.2.1.4   Computer Aided Design and Drafting (CADD) Drawings

Only personnel proficient in the preparation of CADD drawings shall be 
employed to modify the contract drawings or prepare additional new 
drawings.  Additions and corrections to the contract drawings shall be 
equal in quality and detail to that of the originals.  Line colors, line 
weights, lettering, layering conventions, and symbols shall be the same as 
the original line colors, line weights, lettering, layering conventions, 
and symbols.  If additional drawings are required, they shall be prepared 
using the specified electronic file format applying the same graphic 
standards specified for original drawings.  The title block and drawing 
border to be used for any new final as-built drawings shall be identical to 
that used on the contract drawings.  Additions and corrections to the 
contract drawings shall be accomplished using CADD files.  The Contractor 
shall be responsible for providing all program files and hardware necessary 
to prepare final as-built drawings.  The Contracting Officer will review 
final as-built drawings for accuracy and the Contractor shall make required 
corrections, changes, additions, and deletions.

     a.  CADD colors shall be the "base" colors of red, green, and blue.  
Color code for changes shall be as follows:

(1)  Deletions (red) - Deleted graphic items (lines) shall be 
colored red with red lettering in notes and leaders.

(2)  Additions (Green) - Added items shall be drawn in green with 
green lettering in notes and leaders.

(3)  Special (Blue) - Items requiring special information, 
coordination, or special detailing or detailing notes shall be in 
blue.

     b.  The Contract Drawing files shall be renamed in a manner related to 
the contract number (i.e., 98-C-10.DGN) as instructed in the 
Pre-Construction conference.  Marked-up changes shall be made only to those 
renamed files.  All changes shall be made on the layer/level as the 
original item.  There shall be no deletions of existing lines; existing 
lines shall be over struck in red.  Additions shall be in green with line 
weights the same as the drawing.  Special notes shall be in blue on layer 
#63.
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     c.  When final revisions have been completed, the cover sheet drawing 
shall show the wording "RECORD DRAWING AS-BUILT" followed by the name of 
the Contractor in letters at least  3/16 inch high.  All other contract 
drawings shall be marked either "AS-Built" drawing denoting no revisions on 
the sheet or "Revised As-Built" denoting one or more revisions.  Original 
contract drawings shall be dated in the revision block.

     d.  Within 10 days after Government approval of all of the working 
as-built drawings for a phase of work, the Contractor shall prepare the 
final CADD as-built drawings for that phase of work and submit two sets of 
blue-lined prints of these drawings for Government review and approval.  
The Government will promptly return one set of prints annotated with any 
necessary corrections.  Within 7 days the Contractor shall revise the CADD 
files accordingly at no additional cost and submit one set of final prints 
for the completed phase of work to the Government.  Within 10 days the 
Contractor shall submit the final as-built drawing package for the entire 
project.  The submittal shall consist of one set of electronic files on 
compact disc, read-only memory (CD-ROM), one set of mylars, two sets of 
blue-line prints and one set of the approved working as-built drawings.  
They shall be complete in all details and identical in form and function to 
the contract drawing files supplied by the Government.  Any transactions or 
adjustments necessary to accomplish this is the responsibility of the 
Contractor.  The Government reserves the right to reject any drawing files 
it deems incompatible with the customer's CADD system.  Paper prints, 
drawing files and storage media submitted will become the property of the 
Government upon final approval.  Failure to submit final as-built drawing 
files and marked prints as specified shall be cause for withholding any 
payment due the Contractor under this contract.  Approval and acceptance of 
final as-built drawings shall be accomplished before final payment is made 
to the Contractor.

1.2.1.5   Payment

No separate payment will be made for as-built drawings required under this 
contract, and all costs accrued in connection with such drawings shall be 
considered a subsidiary obligation of the Contractor.

1.2.2   Real Property Equipment

The Contractor shall furnish a list of installed equipment furnished under 
this contract.  The list shall include all information usually listed on 
manufacturer's name plate.  The "EQUIPMENT-IN-PLACE LIST" shall include, as 
applicable, the following for each piece of equipment installed:  
description of item, location (by room number), model number, serial 
number, capacity, name and address of manufacturer, name and address of 
equipment supplier, condition, spare parts list, manufacturer's catalog, 
and warranty.  A draft list shall be furnished at time of transfer.  The 
final list shall be furnished 30 days after transfer of the completed 
facility.

1.3   OPERATION AND MAINTENANCE MANUALS

Operation manuals and maintenance manuals shall be submitted as specified.  
Operation manuals and maintenance manuals provided in a common volume shall 
be clearly differentiated and shall be separately indexed.

1.4   FINAL CLEANING

The premises shall be left broom clean.  Stains, foreign substances, and 
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temporary labels shall be removed from surfaces.  Carpet and soft surfaces 
shall be vacuumed.  Equipment and fixtures shall be cleaned to a sanitary 
condition.  Filters of operating equipment shall be replaced.  Paved areas 
shall be swept and landscaped areas shall be raked clean.  The site shall 
have waste, surplus materials, and rubbish removed.  The project area shall 
have temporary structures, barricades, project signs, and construction 
facilities removed.

PART 2   PRODUCTS (NOT USED)

PART 3   EXECUTION (NOT USED)

        -- End of Section --
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SECTION 02220

DEMOLITION
12/97

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ENGINEERING MANUALS (EM)

EM 385-1-1 (1996) U.S. Army Corps of Engineers Safety 
and Health Requirements Manual

1.2   GENERAL REQUIREMENTS

The work includes demolition, salvage of identified items and materials, 
and removal of resulting rubbish and debris.  Rubbish and debris shall be 
removed from Government property daily, unless otherwise directed, to avoid 
accumulation at the demolition site.  Materials that cannot be removed 
daily shall be stored in areas specified by the Contracting Officer.  In 
the interest of occupational safety and health, the work shall be performed 
in accordance with EM 385-1-1, Section 23, Demolition, and other applicable 
Sections.  In the interest of conservation, salvage shall be pursued to the 
maximum extent possible; salvaged items and materials shall be disposed of 
as specified.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Work Plan; G.

  The procedures proposed for the accomplishment of the work.  The 
procedures shall provide for safe conduct of the work, including 
procedures and methods to provide necessary supports, lateral 
bracing and shoring when required, careful removal and disposition 
of materials specified to be salvaged, protection of property 
which is to remain undisturbed, coordination with other work in 
progress, and timely disconnection of utility services.  The 
procedures shall include a detailed description of the methods and 
equipment to be used for each operation, and the sequence of 
operations in accordance with EM 385-1-1.

1.4   DUST CONTROL

The amount of dust resulting from demolition shall be controlled to prevent 
the spread of dust to occupied portions of the construction site and to 
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avoid creation of a nuisance in the surrounding area.  Use of water will 
not be permitted when it will result in, or create, hazardous or 
objectionable conditions such as ice, flooding and pollution.

1.5   PROTECTION

1.5.1   Protection of Personnel

During the demolition work the Contractor shall continuously evaluate the 
condition of the structure being demolished and take immediate action to 
protect all personnel working in and around the demolition site.  No area, 
section, or component of floors, roofs, walls, columns, pilasters, or other 
structural element will be allowed to be left standing without sufficient 
bracing, shoring, or lateral support to prevent collapse or failure while 
workmen remove debris or perform other work in the immediate area.

1.5.2   Protection of Structures

Floors, roofs, walls, columns, pilasters, and other structural components 
that are designed and constructed to stand without lateral support or 
shoring, and are determined to be in stable condition, shall remain 
standing without additional bracing, shoring, of lateral support until 
demolished, unless directed otherwise by the Contracting Officer.  The 
Contractor shall ensure that no elements determined to be unstable are left 
unsupported and shall be responsible for placing and securing bracing, 
shoring, or lateral supports as may be required as a result of any cutting, 
removal, or demolition work performed under this contract.

1.5.3   Protection of Existing Property

Before beginning any demolition work, the Contractor shall survey the site 
and examine the drawings and specifications to determine the extent of the 
work.  The Contractor shall take necessary precautions to avoid damage to 
existing items to remain in place, to be reused, or to remain the property 
of the Government; any damaged items shall be repaired or replaced as 
approved by the Contracting Officer.  The Contractor shall coordinate the 
work of this section with all other work and shall construct and maintain 
shoring, bracing, and supports as required.  The Contractor shall ensure 
that structural elements are not overloaded and shall be responsible for 
increasing structural supports or adding new supports as may be required as 
a result of any cutting, removal, or demolition work performed under this 
contract.

1.5.4   Protection From the Weather

The interior of buildings to remain; salvageable materials and equipment 
shall be protected from the weather at all times.

1.5.5   Omitted

1.5.6   Environmental Protection

The work shall comply with the requirements of Section 01355 ENVIRONMENTAL 
PROTECTION.

1.6   BURNING

The use of burning at the project site for the disposal of refuse and 
debris will not be permitted.
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1.7   USE OF EXPLOSIVES

Use of explosives will not be permitted.

PART 2   PRODUCTS (Not Applicable)

PART 3   EXECUTION

3.1   EXISTING STRUCTURES

Existing structures indicated shall be removed as indicated.  A demolition 
work plan shall provided.

3.2   UTILITIES

Existing utilities shall be removed as indicated.  When utility lines are 
encountered that are not indicated on the drawings, the Contracting Officer 
shall be notified prior to further work in that area.

3.3   FILLING

Holes, open basements and other hazardous openings shall be filled in 
accordance with Section 02315 Excavation, Filling and Backfilling For 
Buildings.

3.4   DISPOSITION OF MATERIAL

Title to material and equipment to be demolished, except Government salvage 
and historical items, is vested in the Contractor upon receipt of notice to 
proceed.  The Government will not be responsible for the condition, loss or 
damage to such property after notice to proceed.

3.4.1   Salvageable Items and Material

Contractor shall salvage items and material to the maximum extent possible.

3.4.1.1   Material Salvaged for the Contractor

Material salvaged for the Contractor shall be stored as approved by the 
Contracting Officer and shall be removed from Government property before 
completion of the contract.  Material salvaged for the Contractor shall not 
be sold on the site.

3.4.1.2   Items Salvaged for the Government

Salvaged items to remain the property of the Government shall be removed in 
a manner to prevent damage, and packed or crated to protect the items from 
damage while in storage or during shipment.  Items damaged during removal 
or storage shall be repaired or replaced to match existing items.  
Containers shall be properly identified as to contents.  

3.4.2   Unsalvageable Material

Concrete, masonry, and other noncombustible material, except concrete 
permitted to remain in place, shall be disposed of in the disposal area 
located Base C & D Landfill.  Combustible material shall be disposed of  
off the site.

SECTION 02220  Page 4



SPRINKLER AND FIRE ALARM SYSTEMS BLDG. 2-1143 DACA21-03-R-0065
KA 00010-3

3.5   CLEAN UP

Debris and rubbish shall be removed from basement and similar excavations. 
Debris shall be removed and transported in a manner that prevents spillage 
on streets or adjacent areas.  Local regulations regarding hauling and 
disposal shall apply.

    -- End of Section --
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SECTION 02316

EXCAVATION, TRENCHING, AND BACKFILLING FOR UTILITIES SYSTEMS
11/97

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 1556 (1990; R 1996) Density and Unit Weight of 
Soil in Place by the Sand-Cone Method

ASTM D 1557 (1998) Laboratory Compaction 
Characteristics of Soil Using Modified 
Effort (56,000 ft-lbf/cu. ft. (2,700 
kN-m/cu. m.))

ASTM D 2167 (1994) Density and Unit Weight of Soil in 
Place by the Rubber Balloon Method

ASTM D 2487 (1998) Classification of Soils for 
Engineering Purposes (Unified Soil 
Classification System)

1.2   DEGREE OF COMPACTION

Degree of compaction shall be expressed as a percentage of the maximum 
density obtained by the test procedure presented in ASTM D 1557.   

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-06 Test Reports

Field Density Tests; G
Testing of Backfill Materials; G

  Copies of all laboratory and field test reports within 24 hours 
of the completion of the test.

PART 2   PRODUCTS

2.1   MATERIALS

2.1.1   Satisfactory Materials

Satisfactory materials shall comprise any materials classified by ASTM D 
2487 as GW, GP, GM, SW, SP, SC, SP-SC,ML.
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2.1.2   Unsatisfactory Materials

Materials which do not comply with the requirements for satisfactory 
materials are unsatisfactory.  Unsatisfactory materials also include 
man-made fills, trash, refuse, or backfills from previous construction.  
Unsatisfactory material also includes material classified as satisfactory 
which contains root and other organic matter, frozen material, and stones 
larger than 1.5 inches.  The Contracting Officer shall be notified of any 
contaminated materials.

2.1.3   Cohesionless and Cohesive Materials

Cohesionless materials shall include materials classified in ASTM D 2487 as 
GW, GP, SW, and SP.  Cohesive materials shall include materials classified 
as GC, SC, ML, CL, MH, and CH.  Materials classified as GM and SM shall be 
identified as cohesionless only when the fines are nonplastic.

2.1.4   Rock

Rock shall consist of boulders measuring 1/2 cubic yard or more and 
materials that cannot be removed without systematic drilling and blasting 
such as rock material in ledges, bedded deposits, unstratified masses and 
conglomerate deposits, and below ground concrete or masonry structures, 
exceeding  in volume, except that pavements shall not be considered as rock.

2.1.5   Unyielding Material

Unyielding material shall consist of rock and gravelly soils with stones 
greater than 2 inches in any dimension or as defined by the pipe 
manufacturer, whichever is smaller.

2.1.6   Unstable Material

Unstable material shall consist of materials too wet to properly support 
the utility pipe, conduit, or appurtenant structure.

2.1.7   Select Granular Material

Select granular material shall consist of well-graded sand, gravel, crushed 
gravel, crushed stone or crushed slag composed of hard, tough and durable 
particles, and shall contain not more than 10 percent by weight of material 
passing a No. 200 No. 200 mesh sieve and no less than 95 percent by weight 
passing a 1 inch sieve.  The maximum allowable aggregate size shall be 1.5 
inches, or the maximum size recommended by the pipe manufacturer, whichever 
is smaller.

2.1.8   Initial Backfill Material

Initial backfill shall consist of select granular material or satisfactory 
materials free from rocks 1.5 inches or larger in any dimension or free 
from rocks of such size as recommended by the pipe manufacturer, whichever 
is smaller.  

2.2   PLASTIC MARKING TAPE

Plastic marking tape shall be acid and alkali-resistant polyethylene film, 
wide with minimum thickness of .004 inches.  Tape shall have a minimum 
strength of 1750 psi lengthwise and 1500 psi crosswise.  The tape shall be 
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manufactured with integral wires, foil backing or other means to enable 
detection by a metal detector when the tape is buried up to 35.5 inches 
deep.  The tape shall be of a type specifically manufactured for marking 
and locating underground utilities.  The metallic core of the tape shall be 
encased in a protective jacket or provided with other means to protect it 
from corrosion.  Tape color shall be as specified in TABLE 1 and shall bear 
a continuous printed inscription describing the specific utility.

TABLE 1.  Tape Color

                Red:            Electric
                Yellow:         Gas, Oil, Dangerous Materials
                Orange:         Telephone, Telegraph, Television,
                                Police, and Fire Communications
                Blue:           Water Systems
                Green:          Sewer Systems

PART 3   EXECUTION

3.1   EXCAVATION

Excavation shall be performed to the lines and grades indicated.  Rock 
excavation shall include removal and disposition of material defined as 
rock in paragraph MATERIALS.  Earth excavation shall include removal and 
disposal of material not classified as rock excavation.  During excavation, 
material satisfactory for backfilling shall be stockpiled in an orderly 
manner at a distance from the banks of the trench equal to 1/2 the depth of 
the excavation, but in no instance closer than 23.5 inches.  Excavated 
material not required or not satisfactory for backfill shall be removed 
from the site.  Grading shall be done as may be necessary to prevent 
surface water from flowing into the excavation, and any water accumulating 
shall be removed to maintain the stability of the bottom and sides of the 
excavation.  Unauthorized overexcavation shall be backfilled in accordance 
with paragraph BACKFILLING AND COMPACTION at no additional cost to the 
Government.

3.1.1   Trench Excavation Requirements

The trench shall be excavated as recommended by the manufacturer of the 
pipe to be installed.  Trench walls below the top of the pipe shall be 
sloped, or made vertical, and of such width as recommended in the 
manufacturer's installation manual.  Where no manufacturer's installation 
manual is available, trench walls shall be made vertical.  Trench walls 
more than 6.5 feet high shall be shored, cut back to a stable slope, or 
provided with equivalent means of protection for employees who may be 
exposed to moving ground or cave in.  Vertical trench walls more than 16.5 
feet high shall be shored.  Trench walls which are cut back shall be 
excavated to at least the angle of repose of the soil.  Special attention 
shall be given to slopes which may be adversely affected by weather or 
moisture content.  The trench width below the top of pipe shall not exceed 
plus pipe outside diameter (O.D.) for pipes of less than inside diameter 
and shall not exceed plus pipe outside diameter for sizes larger than 
inside diameter.  Where recommended trench widths are exceeded, redesign, 
stronger pipe, or special installation procedures shall be utilized by the 
Contractor.  The cost of redesign, stronger pipe, or special installation 
procedures shall be borne by the Contractor without any additional cost to 
the Government.

3.1.1.1   Bottom Preparation
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The bottoms of trenches shall be accurately graded to provide uniform 
bearing and support for the bottom quadrant of each section of the pipe.  
Bell holes shall be excavated to the necessary size at each joint or 
coupling to eliminate point bearing.  Stones of 1.5 inches or greater in 
any dimension, or as recommended by the pipe manufacturer, whichever is 
smaller, shall be removed to avoid point bearing.

3.1.1.2   Removal of Unyielding Material

Where overdepth is not indicated and unyielding material is encountered in 
the bottom of the trench, such material shall be removed 3 inches below the 
required grade and replaced with suitable materials as provided in 
paragraph BACKFILLING AND COMPACTION.

3.1.1.3   Removal of Unstable Material

Where unstable material is encountered in the bottom of the trench, such 
material shall be removed to the depth directed and replaced to the proper 
grade with select granular material as provided in paragraph BACKFILLING 
AND COMPACTION.  When removal of unstable material is required due to the 
Contractor's fault or neglect in performing the work, the resulting 
material shall be excavated and replaced by the Contractor without 
additional cost to the Government.

3.1.1.4   Excavation for Appurtenances

Excavation for manholes, catch-basins, inlets, or similar structures shall 
be sufficient to leave at least 12 inches clear between the outer structure 
surfaces and the face of the excavation or support members.  Rock shall be 
cleaned of loose debris and cut to a firm surface either level, stepped, or 
serrated, as shown or as directed.  Loose disintegrated rock and thin 
strata shall be removed.  Removal of unstable material shall be as 
specified above.  When concrete or masonry is to be placed in an excavated 
area, special care shall be taken not to disturb the bottom of the 
excavation.  Excavation to the final grade level shall not be made until 
just before the concrete or masonry is to be placed.

3.1.1.5   Jacking, Boring, and Tunneling

Unless otherwise indicated, excavation shall be by open cut except that 
sections of a trench may be jacked, bored, or tunneled if, in the opinion 
of the Contracting Officer, the pipe, cable, or duct can be safely and 
properly installed and backfill can be properly compacted in such sections.

3.1.2   Stockpiles

Stockpiles of satisfactory and wasted materials shall be placed and graded 
as specified.  Stockpiles shall be kept in a neat and well drained 
condition, giving due consideration to drainage at all times.  The ground 
surface at stockpile locations shall be cleared, grubbed, and sealed by 
rubber-tired equipment, excavated satisfactory and unsatisfactory materials 
shall be separately stockpiled.  Stockpiles of satisfactory materials shall 
be protected from contamination which may destroy the quality and fitness 
of the stockpiled material.  If the Contractor fails to protect the 
stockpiles, and any material becomes unsatisfactory, such material shall be 
removed and replaced with satisfactory material from approved sources at no 
additional cost to the Government.  
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3.2   BACKFILLING AND COMPACTION

Backfill material shall consist of satisfactory material, select granular 
material, or initial backfill material as required.  Backfill shall be 
placed in layers not exceeding  6 inches loose thickness for compaction by 
hand operated machine compactors, and  8 inches loose thickness for other 
than hand operated machines, unless otherwise specified.  Each layer shall 
be compacted to at least 95 percent maximum density for cohesionless soils 
and 90 percent maximum density for cohesive soils, unless otherwise 
specified.

3.2.1   Trench Backfill

Trenches shall be backfilled to the grade shown.  

3.2.1.1   Replacement of Unyielding Material

Unyielding material removed from the bottom of the trench shall be replaced 
with select granular material or initial backfill material.

3.2.1.2   Replacement of Unstable Material

Unstable material removed from the bottom of the trench or excavation shall 
be replaced with select granular material placed in layers not exceeding 6 
inches loose thickness.

3.2.1.3   Bedding and Initial Backfill

Bedding shall be of the type and thickness shown.  Initial backfill 
material shall be placed and compacted with approved tampers to a height of 
at least 12 inches above the utility pipe or conduit.  The backfill shall 
be brought up evenly on both sides of the pipe for the full length of the 
pipe.  Care shall be taken to ensure thorough compaction of the fill under 
the haunches of the pipe.

3.2.1.4   Final Backfill

The remainder of the trench, except for special materials for roadways, 
railroads and airfields, shall be filled with satisfactory material.  
Backfill material shall be placed and compacted as follows:

a.  Roadways, Railroads, and Airfields:  Backfill shall be placed up 
to the elevation at which the requirements in Section 02300 
EARTHWORK control.  Water flooding or jetting methods of 
compaction will not be permitted.

b.  Sidewalks, Turfed or Seeded Areas and Miscellaneous Areas:  
Backfill shall be deposited in layers of a maximum of 12 inches 
loose thickness, and compacted to 85 percent maximum density for 
cohesive soils and 90 percent maximum density for cohesionless 
soils.  Compaction by water flooding or jetting will not be 
permitted.  This requirement shall also apply to all other areas 
not specifically designated above.

3.2.2   Backfill for Appurtenances

After the manhole, catchbasin, inlet, or similar structure has been 
constructed and the concrete has been allowed to cure for 7 days, backfill 
shall be placed in such a manner that the structure will not be damaged by 
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the shock of falling earth.  The backfill material shall be deposited and 
compacted as specified for final backfill, and shall be brought up evenly 
on all sides of the structure to prevent eccentric loading and excessive 
stress.

3.3   SPECIAL REQUIREMENTS

Special requirements for both excavation and backfill relating to the 
specific utilities are as follows:

3.3.1   Gas Distribution

Trenches shall be excavated to a depth that will provide not less than  of 
cover in rock excavation and not less than  of cover in other excavation.  

3.3.2   Water Lines

Trenches shall be of a depth to provide a minimum cover of 35.5 inches from 
the existing ground surface, or from the indicated finished grade, 
whichever is lower, to the top of the pipe.  

3.3.3   Heat Distribution System

Initial backfill material shall be free of stones larger than .5 inches in 
any dimension.

3.3.4   Electrical Distribution System

Direct burial cable and conduit or duct line shall have a minimum cover of  
from the finished grade, unless otherwise indicated.  Special trenching 
requirements for direct-burial electrical cables and conduits are specified 
in Section 16375 ELECTRICAL DISTRIBUTION SYSTEM, UNDERGROUND.

3.3.5   Plastic Marking Tape

Warning tapes shall be installed directly above the pipe, at a depth of 18 
inches below finished grade unless otherwise shown.

3.4   TESTING

Testing shall be the responsibility of the Contractor and shall be 
performed at no additional cost to the Government.

3.4.1   Testing Facilities

Tests shall be performed by an approved commercial testing laboratory or 
may be tested by facilities furnished by the Contractor.  No work requiring 
testing will be permitted until the facilities have been inspected and 
approved by the Contracting Officer.

3.4.2   Testing of Backfill Materials

Classification of backfill materials shall be determined in accordance with 
ASTM D 2487 and the moisture-density relations of soils shall be determined 
in accordance with ASTM D 1557.  A minimum of one soil classification and 
one moisture-density relation test shall be performed on each different 
type of material used for bedding and backfill.

3.4.3   Field Density Tests
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Tests shall be performed in sufficient numbers to ensure that the specified 
density is being obtained.  A minimum of one field density test per lift of 
backfill for every 164 feet of installation shall be performed.  One 
moisture density relationship shall be determined for every  1500 cubic 
yards of material used.  Field in-place density shall be determined in 
accordance with ASTM D 1556 and ASTM D 2167.  Copies of calibration curves, 
results of calibration tests, and field and laboratory density tests shall 
be furnished to the Contracting Officer.  Trenches improperly compacted 
shall be reopened to the depth directed, then refilled and compacted to the 
density specified at no additional cost to the Government.

3.4.4   Displacement of Sewers

After other required tests have been performed and the trench backfill 
compacted to the finished grade surface, the pipe shall be inspected to 
determine whether significant displacement has occurred.  This inspection 
shall be conducted in the presence of the Contracting Officer.  Pipe sizes 
larger than shall be entered and examined, while smaller diameter pipe 
shall be inspected by shining a light or laser between manholes or manhole 
locations, or by the use of television cameras passed through the pipe.  
If, in the judgement of the Contracting Officer, the interior of the pipe 
shows poor alignment or any other defects that would cause improper 
functioning of the system, the defects shall be remedied as directed at no 
additional cost to the Government.

    -- End of Section --
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SECTION 07840

FIRESTOPPING
08/00

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM E 84 (1999) Surface Burning Characteristics of 
Building Materials

ASTM E 119 (1998) Fire Tests of Building Construction 
and Materials

ASTM E 814 (1997) Fire Tests of Through-Penetration 
Fire Stops

ASTM E 1399 (1997) Cyclic Movement and Measuring the 
Minimum and Maximum Joint Widths of 
Architectural Joint Systems

UNDERWRITERS LABORATORIES (UL)

UL 723 (1996; Rev thru Dec 1998) Test for Surface 
Burning Characteristics of Building 
Materials

UL 1479 (1994; Rev thru Feb 1998) Fire Tests of 
Through-Penetration Firestops

UL 2079 (1998) Tests for Fire Resistance of 
Building Joint Systems

UL Fire Resist Dir (1999) Fire Resistance Directory (2 Vol.)

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Firestopping Materials; .

  Detail drawings including manufacturer's descriptive data, 
typical details conforming to UL Fire Resist Dir or other details 
certified by another nationally recognized testing laboratory, 
installation instructions or UL listing details for a firestopping 
assembly in lieu of fire-test data or report.  For those firestop 
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applications for which no UL tested system is available through a 
manufacturer, a manufacturer's engineering judgement, derived from 
similar UL system designs or other tests, shall be submitted for 
review and approval prior to installation.  Submittal shall 
indicate the firestopping material to be provided for each type of 
application.  When more than 5 penetrations or construction joints 
are to receive firestopping, drawings shall indicate location and 
type of application.

SD-07 Certificates

Firestopping Materials; .

  Certificates attesting that firestopping material complies with 
the specified requirements.  In lieu of certificates, drawings 
showing UL classified materials as part of a tested assembly may 
be provided.  Drawings showing evidence of testing by an alternate 
nationally recognized independent laboratory may be substituted.

Installer Qualifications; .

  Documentation of training and experience.

Inspection; .

  Manufacturer's representative certification stating that 
firestopping work has been inspected and found to be applied 
according to the manufacturer's recommendations and the specified 
requirements.

1.3   GENERAL REQUIREMENTS

Firestopping shall consist of furnishing and installing tested and listed 
firestop systems, combination of materials, or devices to form an effective 
barrier against the spread of flame, smoke and gases, and maintain the 
integrity of fire resistance rated walls, partitions, floors, and 
ceiling-floor assemblies, including through-penetrations and construction 
joints and gaps.  Through-penetrations include the annular space around 
pipes, tubes, conduit, wires, cables and vents.  Construction joints 
include those used to accommodate expansion, contraction, wind, or seismic 
movement; firestopping material shall not interfere with the required 
movement of the joint.  Gaps requiring firestopping include gaps between 
the curtain wall and the floor slab and between the top of the fire-rated 
walls and the roof or floor deck above.

1.4   STORAGE AND DELIVERY

Materials shall be delivered in the original unopened packages or 
containers showing name of the manufacturer and the brand name.  Materials 
shall be stored off the ground and shall be protected from damage and 
exposure to elements.  Damaged or deteriorated materials shall be removed 
from the site.

1.5   INSTALLER QUALIFICATIONS

The Contractor shall engage an experienced Installer who is certified, 
licensed, or otherwise qualified by the firestopping manufacturer as having 
the necessary staff, training, and a minimum of 3 years experience in the 
installation of manufacturer's products per specified requirements.  A 
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manufacturer's willingness to sell its firestopping products to the 
Contractor or to an installer engaged by the Contractor does not in itself 
confer qualification on the buyer.  The Installer shall have been trained 
by a direct representative of the manufacturer (not distributor or agent) 
in the proper selection and installation procedures.

1.6   COORDINATION

The specified work shall be coordinated with other trades.  Firestopping 
materials, at penetrations of pipes and ducts, shall be applied prior to 
insulating, unless insulation meets requirements specified for 
firestopping.  Firestopping materials at building joints and construction 
gaps shall be applied prior to completion of enclosing walls or assemblies. 
 Cast-in-place firestop devices shall be located and installed in place 
before concrete placement.  Pipe, conduit or cable bundles shall be 
installed through cast-in-place device after concrete placement but before 
area is concealed or made inaccessible.

PART 2   PRODUCTS

2.1   FIRESTOPPING MATERIALS

Firestopping materials shall consist of commercially manufactured, 
asbestos-free products complying with the following minimum requirements:

2.1.1   Fire Hazard Classification

Material shall have a flame spread of 25 or less, and a smoke developed 
rating of 50 or less, when tested in accordance with ASTM E 84 or UL 723.  
Material shall be an approved firestopping material as listed in UL Fire 
Resist Dir or by a nationally recognized testing laboratory.

2.1.2   Toxicity

Material shall be nontoxic to humans at all stages of application.

2.1.3   Fire Resistance Rating

Firestopping will not be required to have a greater fire resistance rating 
than that of the assembly in which it is being placed.

2.1.3.1   Through-Penetrations

Firestopping materials for through-penetrations, as described in paragraph 
GENERAL REQUIREMENTS, shall provide "F" and "T" fire resistance ratings in 
accordance with ASTM E 814 or UL 1479.

2.1.3.2   Construction Joints and Gaps

Fire resistance ratings of construction joints, as described in paragraph 
GENERAL REQUIREMENTS, and gaps such as those between floor slabs or roof 
decks and curtain walls shall be the same as the construction in which they 
occur.  Construction joints and gaps shall be provided with firestopping 
materials and systems that have been tested per ASTM E 119 or UL 2079 to 
meet the required fire resistance rating.  Systems installed at 
construction joints shall meet the cycling requirements of ASTM E 1399 or 
UL 2079.

PART 3   EXECUTION
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3.1   PREPARATION

Areas to receive firestopping shall be free of dirt, grease, oil, or loose 
materials which may affect the fitting or fire resistance of the 
firestopping system.  For cast-in-place firestop devices, formwork or metal 
deck to receive device prior to concrete placement shall be sound and 
capable of supporting device.

3.2   INSTALLATION

Firestopping material shall completely fill void spaces regardless of 
geometric configuration, subject to tolerance established by the 
manufacturer.  Firestopping systems for filling floor voids  4 inches or 
more in any direction shall be capable of supporting the same load as the 
floor is designed to support or shall be protected by a permanent barrier 
to prevent loading or traffic in the firestopped area.  Firestopping shall 
be installed in accordance with manufacturer's written instructions.  
Tested and listed firestop systems shall be provided in the following 
locations, except in floor slabs on grade:

a.  Penetrations of duct, conduit, tubing, cable and pipe through 
floors and through fire-resistance rated walls, partitions, and 
ceiling-floor assemblies.

b.  Penetrations of vertical shafts such as pipe chases, elevator 
shafts, and utility chutes.

c.  Gaps at the intersection of floor slabs and curtain walls, 
including inside of hollow curtain walls at the floor slab.

d.  Gaps at perimeter of fire-resistance rated walls and partitions, 
such as between the top of the walls and the bottom of roof decks.

e.  Construction joints in floors and fire rated walls and partitions.

f.  Other locations where required to maintain fire resistance rating 
of the construction.

3.2.1   Insulated Pipes and Ducts

Thermal insulation shall be cut and removed where pipes or ducts pass 
through firestopping, unless insulation meets requirements specified for 
firestopping.  Thermal insulation shall be replaced with a material having 
equal thermal insulating and firestopping characteristics.

3.3   INSPECTION

Firestopped areas shall not be covered or enclosed until inspection is 
complete and approved.  A manufacturer's representative shall inspect the 
applications initially to ensure adequate preparations (clean surfaces 
suitable for application, etc.) and periodically during the work to assure 
that the completed work has been accomplished according to the 
manufacturer's written instructions and the specified requirements.

    -- End of Section --
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SECTION 07900

JOINT SEALING
06/97

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 570 (1995) Oil- and Resin-Base Caulking 
Compound for Building Construction

ASTM C 834 (1995) Latex Sealants

ASTM D 1056 (1991) Flexible Cellular Materials - 
Sponge or Expanded Rubber

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-03 Product Data

Backing; Bond-Breaker; 

Sealant.

Manufacturer's descriptive data including storage requirements, shelf life, 
curing time, instructions for mixing and application, and primer data (if 
required).  A copy of the Material Safety Data Sheet shall be provided for 
each solvent, primer or sealant material.

SD-07 Certificates

Sealant; 

Certificates of compliance stating that the materials conform to the 
specified requirements.

1.3   ENVIRONMENTAL REQUIREMENTS

The ambient temperature shall be within the limits of 40 to 90 degrees F 
when the sealants are applied.

1.4   DELIVERY AND STORAGE

Materials shall be delivered to the job in the manufacturer's original 
unopened containers.  The container label or accompanying data sheet shall 
include the following information as applicable:  manufacturer, name of 
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material, formula or specification number, lot number, color, date of 
manufacture, mixing instructions, shelf life, and curing time at the 
standard conditions for laboratory tests.  Materials shall be handled and 
stored to prevent inclusion of foreign materials.  Materials shall be 
stored at temperatures between 40 and 90 degrees F unless otherwise 
specified by the manufacturer.

PART 2   PRODUCTS

2.1   BACKING

Backing shall be 25 to 33 percent oversize for closed cell and 40 to 50 
percent oversize for open cell material, unless otherwise indicated.

2.1.1   Rubber

Cellular rubber sponge backing shall be ASTM D 1056, Type 1, open cell, 
Class A, round cross section.

2.2   BOND-BREAKER

Bond-breaker shall be as recommended by the sealant manufacturer to prevent 
adhesion of the sealant to backing or to bottom of the joint.

2.3   PRIMER

Primer shall be non-staining type as recommended by sealant manufacturer 
for the application.

2.4   CAULKING

Oil- and resin-based caulking shall be ASTM C 570.

2.5   SEALANT

2.5.1   LATEX

Latex Sealant shall be ASTM C 834.

2.6   SOLVENTS AND CLEANING AGENTS

Solvents, cleaning agents, and accessory materials shall be provided as 
recommended by the manufacturer.

PART 3   EXECUTION

3.1   GENERAL

3.1.1   Surface Preparation

The surfaces of joints to receive sealant or caulk shall be free of all 
frost, condensation and moisture.  Oil, grease, dirt, chalk, particles of 
mortar, dust, loose rust, loose mill scale, and other foreign substances 
shall be removed from surfaces of joints to be in contact with the sealant. 
 Oil and grease shall be removed with solvent and surfaces shall be wiped 
dry with clean cloths.  For surface types not listed below, the sealant 
manufacturer shall be contacted for specific recommendations.

3.1.2   Concrete and Masonry Surfaces
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Where surfaces have been treated with curing compounds, oil, or other such 
materials, the materials shall be removed by sandblasting or wire brushing. 
Laitance, efflorescence and loose mortar shall be removed from the joint 
cavity.

3.1.3   Steel Surfaces

Steel surfaces to be in contact with sealant shall be sandblasted or, if 
sandblasting would not be practical or would damage adjacent finish work, 
the metal shall be scraped and wire brushed to remove loose mill scale. 
Protective coatings on steel surfaces shall be removed by sandblasting or 
by a solvent that leaves no residue.

3.1.4   Aluminum Surfaces

Aluminum surfaces to be in contact with sealants shall be cleaned of 
temporary protective coatings.  When masking tape is used for a protective 
cover, the tape and any residual adhesive shall be removed just prior to 
applying the sealant.  Solvents used to remove protective coating shall be 
as recommended by the manufacturer of the aluminum work and shall be 
non-staining.

3.1.5   Wood Surfaces

Wood surfaces to be in contact with sealants shall be free of splinters and 
sawdust or other loose particles.

3.2   APPLICATION

3.2.1   Masking Tape

Masking tape may be placed on the finish surface on one or both sides of a 
joint cavity to protect adjacent finish surfaces from primer or sealant 
smears.  Masking tape shall be removed within 10 minutes after joint has 
been filled and tooled.

3.2.2   Backing

Backing shall be installed to provide the indicated sealant depth.  The 
installation tool shall be shaped to avoid puncturing the backing.

3.2.3   Bond-Breaker

Bond-breaker shall be applied to fully cover the bottom of the joint 
without contaminating the sides where sealant adhesion is required.

3.2.4   Primer

Primer shall be used on concrete masonry units, wood, or other porous 
surfaces in accordance with instructions furnished with the sealant.  
Primer shall be applied to the joint surfaces to be sealed.  Surfaces 
adjacent to joints shall not be primed.

3.2.5   Sealant

Sealant shall be used before expiration of shelf life.  Multi-component 
sealants shall be mixed according to manufacturer's printed instructions.  
Sealant in guns shall be applied with a nozzle of proper size to fit the 
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width of joint.  Joints shall be sealed as detailed in the drawings.  
Sealant shall be forced into joints with sufficient pressure to expel air 
and fill the groove solidly.  Sealant shall be installed to the indicated 
depth without displacing the backing.  Unless otherwise indicated, 
specified, or recommended by the manufacturer, the installed sealant shall 
be dry tooled to produce a uniformly smooth surface free of wrinkles and to 
ensure full adhesion to the sides of the joint; the use of solvents, soapy 
water, etc., will not be allowed.  Sealants shall be installed free of air 
pockets, foreign embedded matter, ridges and sags.  Sealer shall be applied 
over the sealant when and as specified by the sealant manufacturer.

3.3   CLEANING

The surfaces adjoining the sealed joints shall be cleaned of smears and 
other soiling resulting from the sealant application as work progresses.

        -- End of Section --
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SECTION 08110

STEEL DOOR FRAMES
02/95

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI A250.8 (1998) Steel Doors and Frames

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 236 (1989; R 1993) Steady-State Thermal 
Performance of Building Assemblies by 
Means of a Guarded Hot Box

ASTM C 976 (1990; R 1996) Thermal Performance of 
Building Assemblies by Means of a 
Calibrated Hot Box

ASTM D 2863 (1997) Measuring the Minimum Oxygen 
Concentration to Support Candle-Like 
Combustion of Plastics (Oxygen Index)

DOOR AND HARDWARE INSTITUTE (DHI)

DHI A115.1G (1994) Installation Guide for Doors and 
Hardware

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 80 (1999) Fire Doors and FireWindows

NFPA 80A (1996) Protection of Buildings from 
Exterior Fire Exposures

NFPA 101 (1997; Errata 97-1; TIA-97.1) Life Safety 
Code

NFPA 252 (1995) Fire Tests of Door Assemblies

STEEL DOOR INSTITUTE (SDOI)

SDOI SDI-106 (1996) Standard Door Type Nomenclature

SDOI SDI-107 (1997) Hardware on Steel Doors 
(Reinforcement - Application)

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 

SECTION 08110  Page 2



SPRINKLER AND FIRE ALARM SYSTEMS BLDG. 2-1143 DACA21-03-R-0065
KA 00010-3

submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Drawings; 

Drawings using standard door type nomenclature in accordance with 
SDOI SDI-106 indicating the location of each door and frame, 
elevation of each model of door and frame, details of 
construction, method of assembling sections, location and extent 
of hardware reinforcement, hardware locations, type and location 
of anchors for frames, and thicknesses of metal.  Drawings shall 
include catalog cuts or descriptive data for the doors, frames, 
and weatherstripping including air infiltration data and 
manufacturers printed instructions.

SD-04 Samples

Steel Doors, Windows and Frames; 

  Manufacturer's standard color samples of factory applied 
finishes.

SD-06 Test Reports

Fire Rated Doors and Windows; 

  A letter by a nationally recognized testing laboratory which 
identifies the product manufacturer, type, and model; certifying 
that the laboratory has tested a sample assembly in accordance 
with NFPA 252 and issued a current listing for same.

SD-07 Certificates

Fire Rated Doors and Windows; 
Thermal Insulated Doors; 

1.3   DELIVERY AND STORAGE

During shipment, welded unit type frames shall be strapped together in 
pairs with heads at opposite ends or shall be provided with temporary steel 
spreaders at the bottom of each frame; and knockdown type frames shall be 
securely strapped in bundles.  Materials shall be delivered to the site in 
undamaged condition, and stored out of contact with the ground and under a 
weathertight covering permitting air circulation.  Doors and assembled 
frames shall be stored in an upright position in accordance with DHI A115.1G. 
 Abraded, scarred, or rusty areas shall be cleaned and touched up with 
matching finishes.

1.4   WARRANTY

Manufacturer's standard performance guarantees or warranties that extend 
beyond a 1 year period shall be provided.

PART 2   PRODUCTS

2.1   DOORS AND FRAMES
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Doors and frames shall be factory fabricated in accordance with ANSI A250.8 
and the additional requirements specified herein.  Door grade shall be 
standard (Grade I) unless otherwise indicated on the door and door frame 
schedules.  Exterior doors and frames shall be designation A40 or G60 
galvanized.  Doors and frames shall be prepared to receive hardware 
conforming to the templates and information provided under Section 08702 
BUILDERS' HARDWARE.  Doors and frames shall be reinforced, drilled, and 
tapped to receive mortised hinges, locks, latches, and flush bolts as 
required.  Doors and frames shall be reinforced for surface applied 
hardware.  Frames shall be knockdown type or welded type.  Door frames 
shall be furnished with a minimum of three jamb anchors and one floor 
anchor per jamb.  Anchors shall be not less than  18 gauge steel or  7 gauge
 diameter wire.  For wall conditions that do not allow the use of a floor 
anchor, an additional jamb anchor shall be provided. Rubber silencers shall 
be furnished for installation into factory predrilled holes in door frames; 
adhesively applied silencers are not acceptable.  Where frames are 
installed in plaster or masonry walls, plaster guards shall be provided on 
door frames at hinges and strikes.  Full glass doors shall conform to ANSI 
A250.8, Model 3, and shall include provisions for glazing.  Reinforcing of 
door assemblies for closers and other required hardware shall be in 
accordance with ANSI A250.8and the conditions of the fire door assembly 
listing when applicable.  Exterior doors shall have top edges closed flush 
and sealed against water penetration.

2.2   FIRE RATED DOORS AND WINDOWS

Fire rated door and window assemblies shall bear the listing identification 
label of a nationally recognized testing laboratory qualified to perform 
tests of fire door and window assemblies in accordance with NFPA 252 and 
having a listing for the tested assemblies.  The fire resistance rating 
shall be as shown.  Doors and windows exceeding the sizes for which listing 
label service is offered shall be in accordance with NFPA 252.  Listing 
identification labels shall be constructed and permanently applied by a 
method which results in their destruction should they be removed.

2.3   THERMAL INSULATED DOORS

The interior of thermal insulated doors shall be completely filled with 
rigid plastic foam permanently bonded to each face panel.  The thermal 
conductance (U-value) through the door shall not exceed  0.41 btu/hr times 
sq f times f when tested as an operational assembly in accordance with ASTM 
C 236 or ASTM C 976.  Doors with cellular plastic cores shall have a 
minimum oxygen index rating of 22 percent when tested in accordance with 
ASTM D 2863.

2.4   LOUVERS

Where indicated, doors shall be provided with full louvers or louver 
sections.  Insect screens shall be a removable type with 18 by 16 mesh 
aluminum or bronze cloth.  Full louver doors shall be in accordance with 
ANSI A250.8, Grade III, Model 3.

2.5   GLAZING

Glazing shall be as specified in Section 08810 GLASS AND GLAZING.  
Removable glazing beads shall be screw-on or snap-on type.

2.6   FACTORY FINISH
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Doors and frames shall be phosphatized, primed, and finished with an 
electrostatic baked on enamel or polyester base factory finish paint 
system.  Color shall be in accordance with Section 09915 COLOR SCHEDULE.

PART 3   EXECUTION

3.1   INSTALLATION

Installation shall be in accordance with DHI A115.1G.  Preparation for 
surface applied hardware shall be in accordance with SDOI SDI-107.  Rubber 
silencers shall be installed in door frames after finish painting has been 
completed; adhesively applied silencers are not acceptable.  
Weatherstripping shall be installed at exterior door openings to provide a 
weathertight installation.  Installation and operational characteristics of 
fire doors shall be in accordance with NFPA 80, NFPA 80A and NFPA 101.  
Hollow metal door frames shall be solid grouted in masonry walls.

3.1.1   Thermal Insulated Doors

Hardware and perimeter seals shall be adjusted for proper operation.  Doors 
shall be sealed weathertight after installation of hardware and shall be in 
accordance with Section 07900 JOINT SEALING.  All exterior doors shall be 
provided with thermal insulation.

3.2   FIELD PAINTED FINISH

Steel doors, windows and frames shall be field painted in accordance with 
Section 09900 PAINTING, GENERAL.  Weatherstrips shall be protected from 
paint.  Finish shall be free of scratches or other blemishes.  Color shall 
be in accordance with Section 09915 COLOR SCHEDULE.

    -- End of Section --
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SECTION 08210

WOOD DOORS
08/00

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ARCHITECTURAL WOODWORK INSTITUTE (AWI)

AWI-02 (1994) Architectural Woodwork Quality 
Standards, Guide Specifications and 
Quality Certification Program

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 80 (1995) Fire Doors and Windows

NFPA 101 (1997) Safety to Life from Fire in 
Buildings and Structures

NFPA 252 (1995) Fire Tests of Door Assemblies

NATIONAL WOOD WINDOW & DOOR ASSOCIATION (NWWDA)

NWWDA I.S. 1-A (1993) Architectural Wood Flush Doors

NWWDA I.S. 4 (1994) Water-Repellent Preservative 
Non-Pressure Treatment for Millwork 

1.2   GENERAL REQUIREMENTS

1.2.1   Standard Products

Doors shall be of the type, size, and design indicated on the drawings, and 
shall be the standard products of manufacturers regularly engaged in the 
manufacture of wood doors.

1.2.2   Marking

Each door shall bear a stamp, brand, or other identifying mark indicating 
quality and construction of the door.  The identifying mark or a separate 
certification shall include identification of the standard on which 
construction of the door is based, identity of the manufacturing plant, 
identification of the standard under which preservative treatment, if used, 
was made, and identification of the doors having a Type I glue bond.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:
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SD-02 Shop Drawings

Wood Doors; 

  Drawings indicating the location of each door, elevation of each 
type of door, details of construction, marks to be used to 
identify the doors, and location and extent of hardware blocking.  
Drawings shall include catalog cuts or descriptive data for doors, 
weatherstripping, flashing, and thresholds to be used.

SD-08 Manufacturer's Instructions

Fire Rated Doors; 

  Manufacturers preprinted installation and touch-up instructions.

1.4   STORAGE

Doors shall be stored in fully covered areas and protected from damage and 
from extremes in temperature and humidity.  Doors shall be stored on 
supports to prevent warping or twisting, and to provide ventilation. 
Factory cartons or wrappers shall be kept intact until installation.

1.5   HARDWARE

Hardware, including weatherstripping and thresholds, is specified in 
Section 08702 BUILDERS' HARDWARE.

1.6   WARRANTY

Manufacturer's standard performance guarantees or warranties that extend 
beyond a 1 year period shall be provided.

PART 2   PRODUCTS

2.1   GENERAL FABRICATION REQUIREMENTS

2.1.1   Edge Sealing

Wood end-grain exposed at edges of doors shall be sealed prior to shipment.

2.1.2   Preservative Treatment

Exterior softwood doors shall be water-repellent preservative treated in 
accordance with NWWDA I.S. 4.

2.1.3   Adhesives

Adhesives shall be in accordance with NWWDA I.S. 1-A, requirements for Type 
I Bond Doors (waterproof) for exterior doors and requirements for Type II 
Bond Doors (water-repellent) for interior doors.  Adhesive for doors to 
receive a transparent finish shall be nonstaining.  Adhesives shall contain 
no formaldehydes.  

2.1.4   Prefitting

Doors shall be furnished prefitted or unfitted at the option of the 
Contractor, except plastic laminate clad doors shall be furnished prefit in 
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accordance with the standards under which they are produced.

2.2   FLUSH DOORS

Flush doors shall be solid core as shown and shall conform to NWWDA I.S. 1-A, 
except for the one year acclimatization requirement in paragraph T-2, which 
shall not apply.  Wood doors shall be 5-ply or 7-ply construction with 
faces, stiles, and rails bonded to the cores.

2.2.1   Core Construction

2.2.1.1   Solid Cores

Door construction shall be glued wood block core or particle board or 
mineral core with vertical and horizontal edges bonded to the core. 
Blocking and hardware reinforcements for particle board and mineral core 
doors shall be in accordance with NWWDA I.S. 1-A.

2.3   Wood Panel Doors

Wood panel doors shall be 6-panel type, 1-3/4" thick.  Wood species shall 
be premium red oak.  Doors shall be SD-418 by Sun-Door Co. or equal.  
Standard mouldings and bevel panel profiles shall be used.

2.4   Natural Finished Doors

All Doors to receive natural finish shall be Premium Grade Hemlock-Fir or 
Spruce-Pine-Fir in accordance with AWI-02.  Finish shall be in accordance 
with paragraph FIELD FINISHING.

2.5   FIRE RATED DOORS

Fire rated door assemblies shall bear the listing identification label of a 
nationally recognized testing laboratory qualified to perform tests of fire 
door assemblies in accordance with NFPA 252 and having a listing for the 
tested assemblies.  The specific time interval rating on the labels shall 
be as shown.  Door assemblies shall be in accordance with NFPA 80.  Listing 
identification on labels shall be constructed and permanently applied by a 
method which results in their destruction should they be removed.

2.5.1   Reinforcement Blocking

Fire rated doors shall be provided, as required, with hardware 
reinforcement blocking, and top, bottom, and intermediate rail blocking.  
Lock blocks shall be manufacturer's standard.  Reinforcement blocking shall 
be in compliance with the manufacturer's labeling requirements.  
Reinforcement blocking shall not be of mineral material.

2.5.2   Stile Edges

Composite fire rated doors shall be provided with vertical stile edges that 
do not contain fire retardant salts.

PART 3   EXECUTION

3.1   INSTALLATION OF DOORS

3.1.1   General Use Doors
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Doors shall be fit, hung, and trimmed as required.  Door shall have a 
clearance of  1/8 inch at the sides and top and shall have a bottom 
clearance of  1/4 inch over thresholds and 1/2 inch at other locations 
unless otherwise shown.  The lock edge or both edges of doors shall be 
beveled at the rate of  1/8 inchin  2 inches.  Cuts made on the job shall 
be sealed immediately after cutting, using a clear varnish or sealer.  
Bottom of doors shall be undercut to allow clear door swing over carpeted 
areas. Vertical edges of doors which have not been rounded or beveled at 
the factory shall be eased when the doors are installed.

3.1.2   Fire Rated Doors

Installation, hardware, and operational characteristics shall conform to 
NFPA 80 and NFPA 101 and shall be in strict conformance with the 
manufacturer's printed instructions.  Properly sized pilot holes shall be 
drilled for screws in door edges.  Factory applied labels shall remain 
intact where installed.  Labeled hinge stile edge and top edge of door 
shall not be trimmed.  Lockstile edge and bottom edge may be trimmed only 
to the extent recommended by the door manufacturer.

3.2   FIELD FINISHING

Doors shall be factory primed or sealed, as required, and then shall be 
finished in accordance with Section 09900 PAINTING, GENERAL.  Factory 
applied sealer shall not prevent doors from accepting field  finish.  Field 
touch-up of factory finishes shall be in accordance with manufacturers 
instructions.

        -- End of Section --
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SECTION 08702

BUILDERS' HARDWARE
(FORT BRAGG PROJECTS)

03/96

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM E 283 (1991) Determining the Rate of Air Leakage 
Through Exterior Windows, Curtain Walls 
and Doors Under Specified Pressure 
Differences Across the Specimen

BUILDERS HARDWARE MANUFACTURERS ASSOCIATION (BHMA)

BHMA-01 (Effective thru Jun 1995) Directory of 
Certified Locks & Latches

BHMA-02 (Effective thru Jul 1995) Directory of 
Certified Door Closers

BHMA-03 (Effective thru Jul 1996) Directory of 
Certified Exit Devices

BHMA ANSI/BHMA A156.1 (1988) Butts and Hinges

BHMA ANSI/BHMA A156.2 (1989) Bored and Preassembled Locks and 
Latches

BHMA ANSI/BHMA A156.3 (1994) Exit Devices

BHMA ANSI/BHMA A156.4 (1992) Door Controls - Closers

BHMA ANSI/BHMA A156.5 (1992) Auxiliary Locks & Associated 
Products

BHMA ANSI/BHMA A156.6 (1994) Architectural Door Trim

BHMA ANSI/BHMA A156.7 (1988) Template Hinge Dimensions

BHMA ANSI/BHMA A156.13 (1994) Mortise Locks & Latches

BHMA ANSI/BHMA A156.16 (1989) Auxiliary Hardware

BHMA ANSI/BHMA A156.18 (1993) Materials and Finishes

BHMA ANSI/BHMA A156.21 (1989) Thresholds

DOOR AND HARDWARE INSTITUTE (DHI)
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DHI-04 (1976) Recommended Locations for Builders' 
Hardware for Custom Steel Doors and Frames

DHI-05 (1990) Recommended Locations for 
Architectural Hardware for Standard Steel 
Doors and Frames

DHI-A115.IG (1994) Installation Guide for Doors and 
Hardware

DHI A115-W (Varies) Wood Door Hardware Standards 
(Incl All5-W1 thru A115-W9)

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 80 (1995) Fire Doors and Windows

NFPA 101 (1997) Safety to Life from Fire in 
Buildings and Structures

NFPA 105 (1993) Installation of Smoke-Control Door 
Assemblies

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-03 Product Data

Hardware and Accessories; G.

Manufacturer's descriptive data, technical literature, catalog cuts, and 
installation instructions.  Spare parts data for locksets, exit devices, 
closers, electric locks, electric strikes, electro-magnetic closer holder 
release devices, and electric exit devices, after approval of the detail 
drawings, and not later than 1 month prior to the date of beneficial 
occupancy.  The data shall include a complete list of parts and supplies, 
with current unit prices and source of supply.

SD-02 Shop Drawings

Hardware Devices; G.

Detail drawings for hardware devices for computerized keying systems, 
magnetic cards, keyless push button access control systems, and other 
electrical hardware devices showing complete wiring and schematic diagrams 
and other details required to demonstrate proper function of units.

Hardware Schedule; 

Hardware schedule listing all items to be furnished.  The schedule shall 
include for each item:  the quantities; manufacturer's name and catalog 
numbers; the ANSI number specified, sizes; detail information or catalog 
cuts; finishes; door and frame size and materials; location and hardware 
set identification cross-references to drawings; corresponding reference 
standard type number or function number from manufacturer's catalog if not 
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covered by ANSI or BHMA; and list of abbreviations and template numbers.

Keying Schedule; G.

The keying schedule shall be developed in accordance with the schedule 
shown on the drawings and with DHI publication "Keying Procedures, Systems, 
and Nomenclature."  The keying schedule and bitting list shall be 
compatible with the installation's existing keying system and shall be 
submitted for approval by the installation prior to ordering any keying 
hardware.

Bitting List; 

The bitting list shall be furnished (prior to the prefinal inspection) to 
the PWBC locksmith by certified mail from the manufacturer or registered 
locksmith originating the system.  The bitting list will include the type 
of keying system used and actual identification of key cuts and codes or 
cylinders.  The bitting list shall be prepared by the manufacturer.  
However, if the contract requires less than 50 cores or cylinders, the 
bitting list may be prepared by the manufacturer or a registered locksmith 
certified by the Associated Locksmiths of America, Inc.

SD-07 Certificates

Hardware and Accessories; 

The hardware manufacturer's certificates of compliance stating that the 
supplied material or hardware item meets specified requirements.  Each 
certificate shall be signed by an official authorized to certify in behalf 
of the product manufacturer and shall identify quantity and date or dates 
of shipment or delivery to which the certificates apply.  A statement that 
the proposed hardware items appear in BHMA-01, BHMA-02 and BHMA-03 
directories of certified products may be submitted in lieu of certificates.

1.3   PREDELIVERY CONFERENCE

Upon approval of the Hardware Schedule, the construction Contractor shall 
arrange a conference with the hardware supplier, Contracting Officer and 
the using agency to determine keying system requirements.  Location of the 
key control storage system, set-up and key identification labeling will 
also be determined.

1.4   DELIVERY, STORAGE, AND HANDLING

Hardware shall be delivered to the project site in the manufacturer's 
original packages.  Each article of hardware shall be individually packaged 
in the manufacturer's standard commercial carton or container, and shall be 
properly marked or labeled to be readily identifiable with the approved 
hardware schedule.  Each change key shall be tagged or otherwise identified 
with the door for which its cylinder is intended.  Where double cylinder 
functions are used or where it is not obvious which is the key side of a 
door, appropriate instructions shall be included with the lock and on the 
hardware schedule.  Manufacturer's printed installation instructions, 
fasteners, and special tools shall be included in each package.

1.5   SPECIAL TOOLS

Special tools, such as those supplied by the manufacturer, unique wrenches, 
and dogging keys, shall be provided as required to adjust hardware items.
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1.6   WARRANTY

Manufacturer's standard performance guarantees or warranties that extend 
beyond a one year period shall be provided.

1.7   OPERATION AND MAINTENANCE MANUALS

Six complete copies of maintenance instructions listing routine maintenance 
procedures, possible breakdowns and repairs, and troubleshooting guides 
shall be provided.  The instructions for electric locks, electric strikes, 
electro-magnetic closer holder release devices, and electric exit devices 
shall include simplified diagrams as installed.

PART 2   PRODUCTS

2.1   GENERAL HARDWARE REQUIREMENTS

Hardware shall conform to the requirements specified herein and the 
HARDWARE SETS listing at the end of this section.  Hardware set numbers 
correspond to the set numbers shown on the drawings.

2.2   TEMPLATES

Requirements for hardware to be mounted on metal doors or metal frames 
shall be coordinated between hardware manufacturer and door or frame 
manufacturer by use of templates and other information to establish 
location, reinforcement required, size of holes, and similar details. 
Templates of hinges shall conform to BHMA ANSI/BHMA A156.7.

2.3   HINGES

Hinges shall conform to BHMA ANSI/BHMA A156.1.  Hinges used on metal doors 
and frames shall also conform to BHMA ANSI/BHMA A156.7.  Except as 
otherwise specified, hinge sizes shall conform to the hinge manufacturer's 
printed recommendations.

2.3.1   Hinges for Reverse Bevel Doors with Locks

Hinges for reverse bevel doors with locks shall have pins that are made 
nonremovable by means such as a set screw in the barrel, or safety stud, 
when the door is in the closed position.

2.3.2   Contractor's Option

Hinges with antifriction bearings may be furnished in lieu of ball bearing 
hinges, except where prohibited for fire doors by the requirements of NFPA 
80.

2.4   LOCKS AND LATCHES

To the maximum extent possible, locksets, latchsets and deadlocks shall be 
the products of a single manufacturer.  Strikes for wood frames and pairs 
of wood doors shall be furnished with wrought boxes.

2.4.1   Omitted

2.4.2   Bored Lock and Latchsets
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Bored lock, latchsets, and strikes shall be series 4000 and shall conform 
to BHMA ANSI/BHMA A156.2, Grade 1.  Bored type locks and latches for doors 
1-3/8 inches thick and over shall have adjustable bevel fronts or otherwise 
conform to the shape of the door.

2.4.3   Lock Cylinders (Mortise, Rim and Bored)

Lock cylinders shall comply with BHMA ANSI/BHMA A156.5.  Lock cylinder 
shall have not less than six pins.  Cylinders shall have key removable type 
cores.  A grand master keying system shall be provided.  An extension of 
the existing keying system shall be provided.  A construction master keying 
system shall be provided. Disassembly of knob or lockset shall not be 
required to remove core from lockset.  All locksets, lockable exit devices, 
and padlocks shall accept same interchangeable cores.

2.4.4   Lock Trim

Lock trim shall be cast, forged, or heavy wrought construction of 
commercial plain design.  In addition to meeting the test requirement of 
BHMA ANSI/BHMA A156.2 or BHMA ANSI/BHMA A156.13, knobs, lever handles, 
roses, and escutcheons shall be 0.050 inch thick, if unreinforced.  If 
reinforced, the outer shell shall be 0.035 inch thick and the combined 
thickness shall be 0.070 inch except that knob shanks shall be 0.060 inch
thick.  Knob diameter shall be 2-1/8 to 2-1/4 inches.Lever handles shall be 
of plain design with ends returned to no more than 1/2 inch from the door 
face.

2.5   EXIT DEVICES AND EXIT DEVICE ACCESSORIES

Exit devices and exit device accessories shall conform to BHMA ANSI/BHMA 
A156.3, Grade 1.

2.5.1   Exit Devices and Auxiliary Items

Trim shall be of wrought construction and commercial plain design with 
straight, beveled, or smoothly rounded sides, corners, and edges. 
Adjustable strikes shall be provided for rim type and vertical rod devices. 
Open back strikes shall be provided for pairs of doors with mortise and 
vertical rod devices; except open back strikes shall be used on labeled 
doors only where specifically provided for in the published listings.  
Touch bars shall be provided in lieu of conventional crossbars and arms.  
Escutcheons shall be provided not less than 7 by 2-1/4 inches.  Escutcheons 
shall be cut to suit cylinders and operating trim.

2.5.2   Door Coordinator

Door coordinator with carry bar shall be Type 21 and shall be provided for 
each pair of doors equipped with an overlapping astragal.  The coordinator 
may be gravity operated and shall be capable of holding the active door of 
a pair open until the inactive door has preceded it in the closing cycle.  
When used as fire exit hardware, the coordinator and carry bar shall be 
listed or labeled by a nationally recognized independent testing laboratory.

2.5.3   Omitted

2.5.4   Automatic Flush Bolts

Automatic flush bolts shall be Type 25 in accordance with BHMA ANSI/BHMA 
A156.3, and shall be installed at the top and bottom of the inactive leaf 
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of pairs of fire rated doors where specified in the hardware sets.  Flush 
bolts shall be mortised in the strike edge of the door.

2.6   KEYING

Locks shall be keyed in sets or subsets as scheduled.  Locks shall be 
furnished with the manufacturer's standard construction key system.  Change 
keys for locks shall be stamped with change number and the inscription 
"U.S. Property - Do Not Duplicate."  Keys shall be supplied as follows:

Locks:                     2 change keys each lock 

The keys will be furnished to the Contracting Officer as described below in 
a container arranged for key control system storage in sets or subsets as 
approved in the keying schedule along with a chart identifying key location 
as to door, room, and key numbers.

2.6.1   Manufacturing

Permanent core control keys, grand masters, masters, or any submasters and 
the bitting list will be sent to the DPWE locksmith by registered mail 
prior to the prefinal inspection.  Keying will be done by the manufacturer, 
if over 50 cores or cylinders.  If the contract requires less than 50 cores 
or cylinders, the keying may be prepared by the manufacturer or a 
registered locksmith certified by the Associated Locksmiths of America, Inc.

2.6.2   Installation

The permanent cores or cylinders will be installed by a registered 
locksmith certified by the Associated Locksmiths of America, Inc.  The 
Contractor's locksmith will change out all construction cores prior to 
final inspection.  After the prefinal inspection and once the Contracting 
Officer's Representative has determined that the work is ready for a final 
inspection, all interior keys will be inserted in the locks so that the 
hardware can be checked for proper operation during final inspection.  The 
exterior keys will be available during final inspection so that the 
exterior hardware can be checked for proper operation.  At the completion 
of final inspection, all exterior keys will be retained by the Contracting 
Officer's Representative and controlled access will be allowed the 
Contractor and DPWE until all work has been completed.  Once all work has 
been completed, the Contracting Officer's Representative will transfer the 
exterior keys to the DPWE.

2.7   DOOR CLOSING DEVICES

Door closing devices shall conform to BHMA ANSI/BHMA A156.4, Grade 1.  
Closing devices shall be products of one manufacturer for each type 
specified.  The opening resistance of closing devices shall not exceed 15 
1bf applied at the latch stile or exceed 5 1bfwhere low opening resistance 
is scheduled.

2.7.1   Surface Type Closers

Surface type closers shall be Grade 1, Series C01000 with options PT-4C and 
PT-4D with options PT-4H, Size 1 or 2 through Size 6, and PT-4D with back 
check position valve.  Except as otherwise specified, sizes shall conform 
to the manufacturer's published recommendations.  Closers for outswinging 
exterior doors shall have parallel arms or shall be top jamb mounted.  
Closers for doors close to a wall shall be of narrow projection so as not 
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to strike the wall at the 90-degree open position.

2.8   ARCHITECTURAL DOOR TRIM

Architectural door trim shall conform to BHMA ANSI/BHMA A156.6.

2.8.1   Door Protection Plates

2.8.1.1   Kick Plates

Kick plates shall be Type J102 stainless steel.  Width of plates shall be 2 
inches less than door width for single doors and 1 inchless for pairs of 
doors.  Height shall be 12 inches,  Edges of metal plates shall be bevele.

2.8.2   Push Plates

2.8.2.1   Combination Push-Pull Plates

Combination push-pull plates shall be Type J303, 0.050 inchthick minimum 
stainless steel beveled four edges.

2.9   AUXILIARY HARDWARE

Auxiliary hardware, consisting of door stops, shall conform to BHMA 
ANSI/BHMA A156.16.  Lever extension flush bolts shall be Type L14081.  
Dust-proof strikes shall be Type L04011 for doors that are not fire rated.  
Dust-proof strikes shall be Type L04021 for fire rated doors.  Other 
auxiliary hardware of the types listed below, shall conform to BHMA 
ANSI/BHMA A156.16.

2.10   MISCELLANEOUS

2.10.1   Metal Thresholds

Thresholds shall conform to BHMA ANSI/BHMA A156.21.  Thresholds for 
exterior doors shall be extruded aluminum of the type indicated and shall 
provide proper clearance and an effective seal with specified weather 
stripping.  Where required, thresholds shall be modified to receive 
projecting bolts of exit devices.  Air leakage rate of weatherstripping 
shall not exceed 0.5 cubic feet per minute per lineal foot of crack when 
tested in accordance with ASTM E 283 at standard test conditions.

2.10.2   Aluminum Housed Type Weatherseals

Weatherseals of the type indicated shall consist of extruded aluminum 
retainers not less than 0.07 inch wall thickness with vinyl, neoprene, 
silicone rubber, polyurethane or vinyl brush inserts.  Aluminum shall be 
clear (natural) anodized.  Weatherseal material shall be of an 
industrial/commercial grade.  Seals shall remain functional through all 
weather and temperature conditions.  Air leakage rate of weatherstripping 
shall not exceed 0.5 cubic feet per minute per lineal foot of crack when 
tested in accordance with ASTM E 283 at standard test conditions.

22.12   FASTENINGS

Fastenings of proper type, size, quantity, and finish shall be supplied 
with each article of hardware.  Machine screws and expansion shields shall 
be used for attaching hardware to concrete or masonry.  Fastenings exposed 
to the weather in the finished work shall be of brass, bronze, or stainless 
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steel.  Sex bolts, through bolts, or machine screws and grommet nuts, where 
used on reverse-bevel exterior doors equipped with half-surface or 
full-surface hinges, shall employ one-way screws or other approved 
tamperproof screws.

2.11   FINISHES

Unless otherwise specified, finishes shall conform to those identified in 
BHMA ANSI/BHMA A156.18.

2.12   HARDWARE FOR FIRE DOORS

Hardware for fire doors shall conform to the requirements of NFPA 80and 
NFPA 101.

PART 3   EXECUTION

3.1   APPLICATION

Hardware shall be located in accordance with DHI-04 and DHI-05, except that 
deadlocks shall be mounted 48 inches above finish floor.  When approved, 
slight variations in locations or dimensions will be permitted.  
Application shall be in accordance with DHI-A115.IG or DHI A115-W.  Door 
control devices for exterior doors such as closers and holders, shall be 
attached to doors with thru bolts and nuts or sex bolts.  Alternate 
fastening methods may be approved by the Contracting Officer when 
manufacturers' documentation is submitted to verify that the fastening 
devices and door reinforcements are adequate to resist wind induced 
stresses.  Electric hardware items and access control devices shall be 
installed in accordance with manufacturer's printed installation procedures.

3.1.1   Hardware for Fire Doors and Smoke-Control Door Assemblies

Hardware for fire doors shall be installed in accordance with the 
requirements of NFPA 80.  Exit devices installed on fire doors shall have a 
visible label bearing the marking "Fire Exit Hardware".  Other hardware 
installed on fire doors, such as locksets, closers, and hinges shall have a 
visible label or stamp indicating that the hardware items have been 
approved by an approved testing agency for installation on fire-rated 
doors.  Hardware for smoke-control door assemblies shall be installed in 
accordance with NFPA 105.

3.1.2   Door-Closing Devices

Door-closing devices shall be installed and adjusted in accordance with the 
templates and printed instructions supplied by the manufacturer of the 
devices.  Insofar as practicable, doors opening to or from halls and 
corridors shall have the closer mounted on the room side of the door.

3.1.3   Kick Plates

Kick plates shall be installed on the push side of single-acting doors.

3.1.4   Thresholds

Thresholds shall be secured with a minimum of three fasteners per single 
door width and six fasteners per double door width with a maximum spacing 
of  12 inches.  Exterior thresholds shall be installed in a bed of sealant 
with expansion anchors and stainless steel screws.  Minimum screw size 
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shall be No. 10 length, dependent on job conditions, with a minimum of 3/4 
inchthread engagement into the floor or anchoring device used.

3.1.5   Weatherseals

Weatherseals shall be located snug to door face and fastened in place with 
color matched metal screws after door and frames have been finish painted.  
Screw spacing shall be as recommended by manufacturer.

3.2   HARDWARE SETS

Set#  Quanity      Item                    ANSI #                  Finish

HW-1     3     Hinges                      A511 4.5x4.5              630
         1     Lockset w/ levers           F82 Grade 1               630
         1     Closer                      C02021                    689
         1     Kickplate                   J102 8"x 2" LDW           630
         3     Silencers                   L03011                    
         1     Door exit panic hardware                              630

HW-2     3     Hinges                      A511 4.5x4.5              605
         1     Lockset w/ levers           F79 Grade 1               630
         1     Closer                      C02021                    605
         1     Kickplate                   J102 8"x 2" LDW           605
         3     Silencers                   L03011                    

HW-3     3     Hinges                      A511 4.5x4.5              605
         1     Lockset w/ levers           F86 Grade 1               630
         1     Closer                      C02021                    605
         1     Kickplate                   J102 8"x 2" LDW           605
         3     Silencers                   L03011                    

HW-4     3     Hinges                      A511 4.5x4.5              605
         1     Lockset w/ levers           F90 Grade 1               630
         1     Closer                      C02021                    605
         1     Kickplate                   J102 8"x 2" LDW           605
         3     Silencers                   L03011                    
       

        -- End of Section --
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SECTION 09250

GYPSUM WALLBOARD
06/97

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 36 (1997) Gypsum Wallboard

ASTM C 475 (1994) Joint Compound and Joint Tape for 
Finishing Gypsum Board

ASTM C 630/C 630M (1996a) Water-Resistant Gypsum Backing 
Board

ASTM C 645 (1996a) Nonstructural Steel Framing Members

ASTM C 754 (1996) Installation of Steel Framing 
Members to Receive Screw-Attached Gypsum 
Panel Products

ASTM C 840 (1996) Application and Finishing of Gypsum 
Board

ASTM C 1002 (1996a) Steel Drill Screws for the 
Application of Gypsum Board or Metal 
Plaster Bases

ASTM C 1047 (1995) Accessories for Gypsum Wallboard 
and Gypsum Veneer Base

GYPSUM ASSOCIATION (GA)

GA 216 (1996) Application and Finishing of Gypsum 
Board 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Steel Framing;  Control Joints.

Drawings and installation details for ceiling framing, furring, special 
wall framing, and framed openings in walls and ceilings.
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SD-07 Certificates

Gypsum Wallboard; Water-Resistant Gypsum Board; Steel Framing.

Certificates stating that the steel framing and gypsum wallboard meet the 
specified requirements.

1.3   QUALIFICATIONS

Manufacturer shall specialize in manufacturing the types of material 
specified and shall have a minimum of 5 years of documented successful 
experience.  Installer shall specialize in the type of gypsum board work 
required and shall have a minimum of 3 years of documented successful 
experience.

1.4   DELIVERY, STORAGE AND HANDLING

Materials shall be delivered in original containers bearing the name of 
manufacturer, contents, and brand name.  Materials shall be stored off the 
ground in a weathertight structure for protection.  Gypsum boards shall be 
stacked flat, off floor and supported to prevent sagging and warpage.  
Adhesives and joint materials shall be stored in accordance with 
manufacturer's printed instructions.  Damaged or deteriorated materials 
shall be removed from jobsite.

1.5   ENVIRONMENTAL CONDITIONS

Environmental conditions for application and finishing of gypsum board 
shall be in accordance with ASTM C 840.  During the application of gypsum 
board without adhesive, a room temperature of not less than 40 degrees F 
shall be maintained.  During the application of gypsum board with adhesive, 
a room temperature of not less than 50 degrees F shall be maintained for 48 
hours prior to application and continuously afterwards until completely 
dry.  Building spaces shall be ventilated to remove water not required for 
drying joint treatment materials.  Drafts shall be avoided during dry hot 
weather to prevent materials from drying too rapidly.

PART 2   MATERIALS

2.1   NON-LOADBEARING STUD WALLS

2.1.1   Studs

Studs for non-loadbearing walls shall conform to ASTM C 645.  Studs shall 
be C-shaped, roll formed steel with minimum uncoated design thickness of 
0.0284 in. made from G40 hot-dip galvanized coated sheet.

2.1.2   Runner Tracks

Floor and ceiling runner tracks shall conform to ASTM C 645.  Tracks shall 
be prefabricated, U-shaped with minimum  1 inch flanges, unpunched web, 
thickness to match studs, made from G40 hot-dip galvanized coated sheet.

2.2   GYPSUM BOARD

Gypsum board shall have square-cut ends, tapered or beveled edges and shall 
be maximum possible length.  Gypsum board thickness shall be as shown.

2.2.1   Standard Gypsum Board
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Regular gypsum board shall conform to ASTM C 36, and shall be 48 inches 
wide.

2.2.2   Water-Resistant Gypsum Board

Water-resistant gypsum board shall conform to ASTM C 630/C 630M, regular , 
with water-resistant paper faces, paintable surfaces, and shall be 48 inch 
width and maximum permissible length.

2.2.3   Fire-Rated Gypsum Board

Fire-rated gypsum board shall conform to ASTM C 36, and shall be Type X or 
Type C as required,  48 inches wide.

2.3   TRIM, MOLDINGS, AND ACCESSORIES

2.3.1   All-Purpose Compound

All-purpose compound shall be specifically formulated and manufactured to 
use as a taping and finishing compound, and shall be compatible with tape 
and substrate.

2.3.2   Joint Tape

Joint tape shall conform to ASTM C 475 and shall be as recommended by 
gypsum board manufacturer.

2.3.3   Trim, Control Joints, Beads, Stops and Nosings

Items used to protect edges, corners, and to provide architectural features 
shall be in accordance with ASTM C 1047.

2.4   FASTENINGS AND ADHESIVES

2.4.1   Screws

Screws shall conform to ASTM C 1002.  Screws shall be self-drilling and 
self-tapping steel, Type S for wood or light-gauge steel framing.

PART 3   EXECUTION

3.1   INTERIOR WALL FRAMING

Steel framing and furring members shall be installed in accordance with 
ASTM C 754.  Members shall be in alignment with spacings not to exceed the 
maximum spacings indicated on drawings.  Runners shall be aligned 
accurately at the floor and ceiling and securely anchored.

3.1.1   Wall Openings

The framing system shall provide for the installation and anchorage of the 
required subframes or finish frames for wall openings at doors, 
pass-through openings, and access panels.  Partitions abutting continuous 
suspended ceilings shall be strengthened for rigidity at rough openings of 
more than 30 inches wide.  Studs at openings shall be 0.0329 in minimum 
bare metal thickness and spot grouted at jamb anchor inserts.  Double studs 
shall be fastened together with screws and secured to floor and overhead 
runners.
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3.2   APPLICATION OF GYPSUM BOARD

Gypsum board shall be installed in accordance with ASTM C 840 and GA 216 
and as specified.  Paragraph 17.3.1 GENERAL of ASTM C 840 which permits 
usage of water resistant gypsum board as a base for adhesive application of 
ceramic or plastic tile on ceilings, does not apply.  Edges and ends of 
gypsum boards shall be cut to obtain neat fitting joints.  End joints of 
adjoining boards shall be staggered, and shall be staggered on opposite 
sides of wall.  Boards shall be applied with moderate contact without 
forcing in place.  Holes for pipes, fixtures or other small openings shall 
be cut with a tool which will provide a neat fit.  Screws shall be driven 
so that the heads are slightly below the plane of paper face.  Fracturing 
the paper face or damaging the core shall be avoided.  Trim shall be 
installed at external and internal angles formed by the intersecting gypsum 
board surfaces with other surfaces.  Corner beads shall be installed to 
vertical and horizontal corners in accordance with manufacturer's published 
instructions.

3.3   TRIM, MOLDINGS, AND ACCESSORIES INSTALLATION

Trim, moldings and accessories shall be installed in accordance with GA 216.

3.4   TAPING AND FINISHING

Gypsum board taping and finishing shall be performed in accordance with 
ASTM C 840.  Boards shall be kept free of dirt, oil and other foreign 
matter that could cause a lack of bond.  Screw heads, dents, gouges, and 
cut-outs shall be filled with joint compound and sanded.  Accessories at 
exposed joints, edges, corners, openings, and similar locations shall be 
taped, floated with joint compound, and sanded to produce surfaces ready 
for gypsum board finishes.

3.5   PATCHING

Surface defects and damage shall be corrected as required to leave gypsum 
board smooth, uniform in appearance, and ready to receive finish as 
specified.

        -- End of Section --
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SECTION 09680

CARPET
09/96

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN ASSOCIATION OF TEXTILE CHEMISTS AND COLORISTS (AATCC)

AATCC TM 16 (1993) Test Method:  Colorfastness to Light

AATCC TM 134 (1991) Test Method:  Electrostatic 
Propensity of Carpets

AATCC TM 165 (1993) Test Method:  Colorfastness to 
Crocking:  Carpets - AATCC Crockmeter 
Method

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 418 (1993; R 1997) Pile Yarn Floor Covering 
Construction

ASTM D 1423 (1992) Twist in Yarns by the 
Direct-Counting Method

ASTM E 648 (1997) Critical Radiant Flux of 
Floor-Covering Systems Using a Radiant 
Heat Energy Source

CARPET AND RUG INSTITUTE (CRI)

CRI 104 (1996) Commercial Carpet Installation 
Standard

CODE OF FEDERAL REGULATIONS (CFR)

16 CFR 1630 Standard for the Surface Flammability of 
Carpet and Rugs (FF 1-70) 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-03 Product Data

Carpet and Accessories;

Manufacturer's catalog data and printed documentation stating physical 
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characteristics, durability, resistance to fading, and flame resistance 
characteristics for each type of carpet material and installation accessory.

SD-02 Shop Drawings

Installation; 

Three copies of drawings indicating areas receiving carpet, carpet types, 
textures and patterns, direction of pile, location of seams, and locations 
of edge molding.

SD-08 Manufacturer's Instructions

Carpet and Accessories; 

Three copies of the manufacturer's printed installation instructions for 
the carpet, including preparation of substrate, seaming techniques, and 
recommended adhesives and tapes.

SD-06 Test Reports

Moisture and Alkalinity Tests; 

Three copies of test reports of moisture and alkalinity content of concrete 
slab stating date of test, person conducting the test, and the area tested.

SD-07 Certificates

Carpet and Accessories; 

Certificates of compliance from a laboratory accredited by the National 
Laboratory Accreditation Program of the National Institute of Standards and 
Technology attesting that each type of carpet conforms to the standards 
specified.

SD-04 Samples

Carpet and Accessories; 

Carpet:  Two "Production Quality" samples  27 x 18 inches of each 
carpet proposed for use, showing quality, pattern, and color 
specified.

SD-10 Operation and Maintenance Data

Carpet and Accessories; 

Three copies of carpet manufacturer's maintenance instructions describing 
recommended type of cleaning equipment and material, spotting and cleaning 
methods, and cleaning cycles.

1.3   REGULATORY REQUIREMENTS

Carpet and adhesives shall bear the Carpet and Rug Institute (CRI) Indoor 
Air Quality (IAQ) label.  Carpet type bearing the label will indicate that 
the carpet has been tested and meets the criteria of the CRI IAQ Carpet 
Testing Program, and minimizes the impact on indoor air quality.

1.4   DELIVERY AND STORAGE
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Materials shall be delivered to the site in the manufacturer's original 
wrappings and packages clearly labeled with the manufacturer's name, brand 
name, size, dye lot number, and related information.  Materials shall be 
stored in a clean, dry, well ventilated area, protected from damage and 
soiling, and shall be maintained at a temperature above 60 degrees F for 2 
days prior to installation.

1.5   ENVIRONMENTAL REQUIREMENTS

Areas in which carpeting is to be installed shall be maintained at a 
temperature above  60 degrees F for 2 days before installation, during 
installation, and for 2 days after installation.  A minimum temperature of  
55 degrees F shall be maintained thereafter for the duration of the 
contract.  Traffic or movement of furniture or equipment in carpeted area 
shall not be permitted for 24 hours after installation.  Other work which 
would damage the carpet shall be completed prior to installation of carpet.

1.6   WARRANTY

Manufacturer's standard performance guarantees or warranties that extend 
beyond a one-year period shall be provided.

1.7   EXTRA MATERIAL

Extra material from same dye lot consisting of 18"x 18" carpet squares 
shall be provided for future maintenance.  A minimum of 1 percent of total 
square yards of each carpet type, pattern, and color shall be provided.

PART 2   PRODUCTS

2.1   CARPET

Carpet shall be first quality; free of visual blemishes, streaks, poorly 
dyed areas, fuzzing of pile yarn, spots or stains, and other physical and 
manufacturing defects.  Carpet materials and treatments shall be reasonably 
nonallergenic and free of other recognized health hazards.  All grade 
carpets shall have a static control construction which gives adequate 
durability and performance.

2.1.1   Physical Characteristics - Cut Pile Carpet

Carpet and accessories shall comply with the following:

a.  Carpet Construction:  Woven.

b.  Type:  18"x18" Carpet Tiles.

c.  Pile Type:  Dense cut pile.

d.  Pile Fiber:  Commercial branded nylon continuous filament.

e.  Pile or Wire Height:  Minimum  0.223 inch in accordance with ASTM 
D 418.

f.  Gauge:  1/10 per ASTM D 1423.

g.  Finished Pile Yarn Weight:  Minimum 36  ounces per square yard.  
This does not include weight of backings.  Weight shall be 
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determined in accordance with ASTM D 418.

j.  Pile Density:  Minimum 202,800.

Solution dyed.

l.  Backing Materials:  Primary backing materials shall be those 
customarily used and accepted by the trade for each type of carpet 
polypropylene.  Secondary backing to suit project requirements 
shall be those customarily used and accepted by the trade for each 
type of carpet.

2.1.2   Physical Characteristics - Textured Patterned Loop Carpet

Carpet and accessories shall comply with the following:

a.  Carpet Construction:  Woven.

b.  Type:  18"x18" Carpet Tiles.

c.  Pile Type:  Textured Pattern.

d.  Pile Fiber:  Commercial branded nylon continuous filament.

e.  Pile or Wire Height:  Minimum  0.150 inch in accordance with ASTM 
D 418.

f.  Gauge:  1/12 per ASTM D 1423.

g.  Finished Pile Yarn Weight:  Minimum 36  ounces per square yard.  
This does not include weight of backings.  Weight shall be 
determined in accordance with ASTM D 418.

j.  Pile Density:  Minimum 187,200.

2.1.3   Physical Characteristics - Patterned Loop Carpet

Carpet and accessories shall comply with the following:

a.  Carpet Construction:  Woven.

b.  Type:  18"x18" Carpet Tiles.

c.  Pile Type:  Level Loop.

d.  Pile Fiber:  Commercial branded nylon continuous filament.

e.  Pile or Wire Height:  Minimum  0.114 inch in accordance with ASTM 
D 418.

f.  Gauge:  1/10 per ASTM D 1423.

g.  Finished Pile Yarn Weight:  Minimum 36  ounces per square yard.  
This does not include weight of backings.  Weight shall be 
determined in accordance with ASTM D 418.

j.  Pile Density:  Minimum 202,800.

k.  Dye Method:
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Solution dyed.

l.  Backing Materials:  Primary backing materials shall be those 
customarily used and accepted by the trade for each type of carpet 
polypropylene.  Secondary backing to suit project requirements 
shall be those customarily used and accepted by the trade for each 
type of carpet.

2.1.4   Performance Requirements

a.  Static Control:  Static control shall be provided to permanently 
control static buildup to less than 3.5 kV when tested at 20 
percent relative humidity and  70 degrees F in accordance with 
AATCC TM 134.

b.  Flammability and Critical Radiant Flux Requirements:  Carpet shall 
comply with 16 CFR 1630.  Carpet in corridors and exits shall have 
a minimum average critical radiant flux of 0.22 watts per square 
centimeter when tested in accordance with ASTM E 648.

c.  Tuft Bind:  Tuft bind force required to pull a tuft or loop free 
from carpet backing shall be a minimum  9 pound average force for 
loop pile. 

d.  Colorfastness to Crocking:  Dry and wet crocking shall comply with 
AATCC TM 165 and shall have a minimum rating of step 4 on the 
AATCC Color Transference Chart for all colors.

e.  Colorfastness to Light:  Colorfastness to light shall comply with 
AATCC TM 16 and shall have a minimum 4 grey scale rating after 40 
hours.

f.  Delamination Strength:  Delamination strength for tufted carpet 
with a secondary back shall be minimum of  2.5 lb./inch 

2.2   COLOR, TEXTURE, AND PATTERN

Color, texture, and pattern shall be in accordance with Section 09915 COLOR 
SCHEDULE.

PART 3   EXECUTION

3.1   SURFACE PREPARATION

Carpet shall not be installed on surfaces that are unsuitable and will 
prevent a proper installation.  Holes, cracks, depressions, or rough areas 
shall be repaired using material recommended by the carpet or adhesive 
manufacturer.  Floor shall be free of any foreign materials and swept broom 
clean.

3.2   MOISTURE AND ALKALINITY TESTS

Concrete slab shall be tested for moisture content and excessive alkalinity 
in accordance with CRI 104.  The moisture content shall not exceed a 
hygrometer reading of 65 percent.

3.3   PREPARATION OF CONCRETE SUBFLOOR
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Installation of the carpeting shall not commence until concrete substrate 
is at least 90 days old.  The concrete surfaces shall be prepared in 
accordance with instructions of the carpet manufacturer.  Type of concrete 
sealer, when required, shall be compatible with the carpet.

3.4   INSTALLATION

All work shall be performed by installers who are CFI certified 
(International Certified Floorcovering Installer Association), or 
manufacturer's approved installers.  Installation shall be in accordance 
with the manufacturer's instructions and CRI 104.  Edges of carpet meeting 
hard surface flooring shall be protected with vinyl carpet reducer strip 
molding; installation shall be in accordance with the molding 
manufacturer's instructions.

3.5   CLEANING AND PROTECTION

3.5.1   Cleaning

After installation of the carpet, debris, scraps, and other foreign matter 
shall be removed.  Soiled spots and adhesive shall be removed from the face 
of the carpet with appropriate spot remover.  Protruding face yarn shall be 
cut off and removed.  Carpet shall be vacuumed clean.

3.5.2   Protection

The installed carpet shall be protected from soiling and damage with heavy, 
reinforced, nonstaining kraft paper, plywood, or hardboard sheets.  Edges 
of kraft paper protection shall be lapped and secured to provide a 
continuous cover.  Traffic shall be restricted for at least 45 hours.  
Protective covering shall be removed when directed by the Contracting 
Officer.

3.6   REMNANTS

Remnants remaining from the installation, consisting of scrap pieces more 
than  2 feet in dimension, shall be provided.  Non-retained scraps shall be 
removed from site.

        -- End of Section --
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SECTION 09900

PAINTING, GENERAL
07/92

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL HYGIENISTS (ACGIH)

ACGIH-02 (1996) Threshold Limit Values for Chemical 
Substances and Physical Agents and 
Biological Exposure Indices

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 3273 (1994) Resistance to Growth of Mold on the 
Surface of Interior Coating in an 
Environmental Chamber

ASTM D 3274 (1995) Evaluating Degree of Surface 
Disfigurement of Paint Films by Microbial 
(Fungal or Algal) Growth or Soil and Dirt 
Accumulation

ASTM D 4258 (1988; R 1992) Surface Cleaning Concrete 
for Coating

COMMERCIAL ITEM DESCRIPTIONS (CID)

CID A-A-1500 (Rev A) Sealer, Surface (Latex Block 
Filler)

CID A-A-2247 (Basic) Paint, Latex (Semigloss, Interior)

 
CID A-A-2542 (Basic) Sealer, Terrazzo and Concrete 

Floors, Waterbased

CID A-A-2962 (Basic) Enamel, Alkyd

CID A-A-2994 (Basic) Primer Coating, Interior, for 
Walls and Wood

FEDERAL SPECIFICATIONS (FS)

FS TT-C-542 (Rev E) Coating, Polyurethane, Oil-Free, 
Moisture Curing

 
STEEL STRUCTURES PAINTING COUNCIL (SSPC)

SSPC Paint 20 (1991) Zinc-Rich Primers (Type I - 
Inorganic and Type II - Organic)
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SSPC Paint 25 (1991) Red Iron Oxide, Zinc Oxide, Raw 
Linseed Oil and Alkyd Primer (Without Lead 
and Chromate Pigments)

 
SSPC SP 1 (1982) Solvent Cleaning

SSPC SP 2 (1995) Hand Tool Cleaning

SSPC SP 3 (1995) Power Tool Cleaning

SSPC SP 7 (1994) Brush-Off Blast Cleaning

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-03 Product Data

Paint; 

The names, quantity represented, and intended use for the proprietary 
brands of materials proposed to be substituted for the specified materials 
regardless of quantities in states where VOC content limitations apply.

SD-08 Manufacturer's Instructions

Mixing and Thinning; Application;

Manufacturer's current printed product description, material safety data 
sheets (MSDS) and technical data sheets for each coating system.  Detailed 
mixing, thinning and application instructions, minimum and maximum 
application temperature, and curing and drying times between coats for 
epoxy, moisture-curing polyurethane, and liquid glaze coatings.  Detailed 
application instructions for textured coatings shall be provided.

SD-06 Test Reports

Paint; 

A statement as to the quantity represented and the intended use, plus the 
following test report for batches in excess of 50 gallons:

a.  A test report showing that the proposed batch to be used meets 
specified requirements:

b.  A test report showing that a previous batch of the same 
formulation as the batch to be used met specified requirements, 
plus, on the proposed batch to be used, a report of test results 
for properties of weight per gallon, viscosity, fineness of grind, 
drying time, color, and gloss.

SD-07 Certificates

Lead;  Mildewcide and Insecticide; Volatile Organic Compound (VOC) Content; 
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Certificate stating that paints for interior use contain no mercurial 
mildewcide or insecticide.  Certificate stating that paints proposed for 
use contain not more than 0.06 percent lead by weight of the total 
nonvolatile.  Certificate stating that paints proposed for use meet Federal 
VOC regulations and those of the of the local Air Pollution Control 
Districts having jurisdiction over the geographical area in which the 
project is located.

SD-04 Samples

Moisture-Curing Polyurethane; 

A complete moisture-curing polyurethane system applied to a panel of the 
same material as that on which the coating will be applied in the work and 
for each color specified.  The sample panels will be used for quality 
control in applying the system.

Paint; 

While the material is at the site or source of supply, and at a time 
agreeable to the Contractor and the Contracting Officer, a 1 quart sample 
of each color and batch, except for quantities of 50 gallons or less, shall 
be taken by random selection from the sealed containers by the Contractor 
in the presence of a representative of the Contracting Officer.  The 
contents of the containers to be sampled shall be thoroughly mixed to 
ensure that the sample is representative.  Samples shall be identified by 
designated name, specification number, manufacturer name and address, batch 
number, project contract number, intended use, and quantity involved.

1.3   PACKAGING, LABELING, AND STORING

Paints shall be in sealed containers that legibly show the designated name, 
formula or specification number, batch number, color, quantity, date of 
manufacture, manufacturer's formulation number, manufacturer's directions 
including any warnings and special precautions, and name of manufacturer. 
Pigmented paints shall be furnished in containers not larger than 5 gallons.
  Paints and thinner shall be stored in accordance with the manufacturer's 
written directions and as a minimum stored off the ground, under cover, 
with sufficient ventilation to prevent the buildup of flammable vapors and 
at temperatures between 40 and 95 degrees F.  Paints shall be stored on the 
project site or segregated at the source of supply sufficiently in advance 
of need to allow 30 days for testing.

1.4   APPROVAL OF MATERIALS

When samples are tested, approval of materials will be based on tests of 
the samples; otherwise, materials will be approved based on test reports 
furnished with them.  If materials are approved based on test reports 
furnished, samples will be retained by the Government for testing should 
the materials appear defective during or after application.  In addition to 
any other remedies under the contract the cost of retesting defective 
materials will be at the Contractor's expense.

1.5   ENVIRONMENTAL CONDITIONS

Unless otherwise recommended by the paint manufacturer, the ambient 
temperature shall be between 45 and 95 degrees F when applying coatings 
other than water-thinned, epoxy, and moisture-curing polyurethane coatings. 
 Water-thinned coatings shall be applied only when ambient temperature is 
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between 50 and 90 degrees F.  Epoxy, and moisture-curing polyurethane 
coatings shall be applied only within the minimum and maximum temperatures 
recommended by the coating manufacturer.  Moisture-curing polyurethane 
shall not be applied when the relative humidity is below 30 percent.

1.6   SAFETY AND HEALTH

Work shall comply with applicable Federal, State, and local laws and 
regulations, and with the ACCIDENT PREVENTION PLAN, including the Activity 
Hazard Analysis as specified in the CONTRACT CLAUSES.  The Activity Hazard 
Analysis shall include analyses of the potential impact of painting 
operations on painting personnel and on others involved in and adjacent to 
the work zone.

1.6.1   Worker Exposures

Exposure of workers to hazardous chemical substances shall not exceed 
limits established by ACGIH-02, or as required by a more stringent 
applicable regulation.

1.6.2   Toxic Compounds

Toxic products having ineffective physiological warning properties, such as 
no or low odor or irritation levels, shall not be used unless approved by 
the Contracting Officer.

1.6.3   Training

Workers having access to an affected work area shall be informed of the 
contents of the applicable material data safety sheets (MDSS) and shall be 
informed of potential health and safety hazard and protective controls 
associated with materials used on the project.  An affected work area is 
one which may receive mists and odors from the painting operations.  
Workers involved in preparation, painting and clean-up shall be trained in 
the safe handling and application, and the exposure limit, for each 
material which the worker will use in the project.  Personnel having a need 
to use respirators and masks shall be instructed in the use and maintenance 
of such equipment.

1.6.4   Coordination

Work shall be coordinated to minimize exposure of building occupants, other 
Contractor personnel, and visitors to mists and odors from preparation, 
painting and clean-up operations.

PART 2   PRODUCTS

2.1   PAINT

The term "paint" as used herein includes emulsions, enamels, paints, 
stains, varnishes, sealers, cement-emulsion filler, and other coatings, 
whether used as prime, intermediate, or finish coat.  Paint shall conform 
to the requirements listed  in the painting schedules at the end of this 
section, except when the required amount of a material of a particular 
batch is 50 gallons or less, an approved first-line proprietary paint 
material with similar intended formulation, usage and color to that 
specified may be used.  Additional requirements are as follows:

2.1.1   Colors and Tints
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Colors shall be as selected from manufacturer's standard colors, as 
indicated.  Manufacturer's standard color is for identification of color 
only.  Tinting of epoxy and urethane paints shall be done by the 
manufacturer.  Stains shall conform in shade to manufacturer's standard 
color.  The color of the undercoats shall vary slightly from the color of 
the next coat.

2.1.2   Mildewcide and Insecticide

Paint specified for all coats applied to fabrics and vapor barrier jackets 
over insulation shall contain a mildewcide that will not adversely affect 
the color, texture, or durability of the coating.  The mildewcide shall be 
incorporated into the paint by the manufacturer and shall attain a surface 
disfigurement rating of 8 or greater when tested in accordance with ASTM D 
3273 and evaluated in accordance with ASTM D 3274.  Mercurial mildewcide 
shall not be used in interior paint.  Insecticides shall not be used in 
paint.

2.1.3   Lead

Paints containing lead in excess of 0.06 percent by weight of the total 
nonvolatile content (calculated as lead metal) shall not be used.

2.1.4   Chromium

Paints containing zinc chromate or strontium chromate pigments shall not be 
used.

2.1.5   Volatile Organic Compound (VOC) Content

Paints shall comply with applicable federal, state and local laws enacted 
to insure compliance with Federal Clean Air Standards and shall conform to 
the restrictions of the local air pollution control authority.

PART 3   EXECUTION

3.1   PROTECTION OF AREAS NOT TO BE PAINTED

Items not to be painted which are in contact with or adjacent to painted 
surfaces shall be removed or protected prior to surface preparation and 
painting operations.  Items removed prior to painting shall be replaced 
when painting is completed.  Following completion of painting, workmen 
skilled in the trades involved shall reinstall removed items.  Surfaces 
contaminated by coating materials shall be restored to original condition.

3.2   SURFACE PREPARATION

Surfaces to be painted shall be clean and free of foreign matter before 
application of paint or surface treatments.  Oil and grease shall be 
removed prior to mechanical cleaning.  Cleaning shall be programmed so that 
dust and other contaminants will not fall on wet, newly painted surfaces.  
Exposed ferrous metals such as nail heads on or in contact with surfaces to 
be painted with water-thinned paints, shall be spot-primmed with a suitable 
corrosion-inhibitive primer capable of preventing flash rusting and 
compatible with the coating specified for the adjacent areas.

3.2.1   Concrete, Stucco and Masonry Surfaces
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Concrete, stucco and masonry surfaces shall be allowed to dry at least 30 
days before painting, except concrete slab on grade which shall be allowed 
to cure 90 days before painting.  Surfaces shall be cleaned in accordance 
with ASTM D 4258.  Glaze, efflorescence, laitance, dirt, grease, oil, 
asphalt, surface deposits of free iron and other foreign matter shall be 
removed prior to painting.  Surfaces to receive polyurethane or epoxy 
coatings shall be acid-etched or mechanically abraded as specified by the 
coating manufacturer, rinsed with water, allowed to dry, and treated with 
the manufacturer's recommended conditioner prior to application of the 
first coat.

3.2.2   Ferrous Surfaces

Ferrous surfaces including those that have been shop-coated, shall be 
solvent-cleaned or detergent-washed in accordance with SSPC SP 1.  Surfaces 
that contain loose rust, loose mill scale, and other foreign substances 
shall be cleaned mechanically with hand tools according to SSPC SP 2, power 
tools according to SSPC SP 3 or by sandblasting according to SSPC SP 7.  
Shop-coated ferrous surfaces shall be protected from corrosion by treating 
and touching up corroded areas immediately upon detection.

3.2.3   Nonferrous Metallic Surfaces

Galvanized, aluminum and aluminum-alloy, lead, copper, and other nonferrous 
metal surfaces shall be solvent-cleaned or detergent-washed in accordance 
with SSPC SP 1.

3.2.4   Gypsum Board Surfaces

Gypsum board surfaces shall be dry and shall have all loose dirt and dust 
removed by brushing with a soft brush, rubbing with a cloth, or 
vacuum-cleaning prior to application of the first-coat material.  A damp 
cloth or sponge may be used if paint will be water-based.

3.2.5   Plaster Surfaces

Plaster shall age at least 30 days before painting.  Plaster shall be clean 
and free from loose matter and shall have an instrument-measured moisture 
content not exceeding 8 percent.

3.2.6   Wood Surfaces

Wood surfaces shall be cleaned of foreign matter.  Moisture content of the 
wood shall not exceed 12 percent as measured by a moisture meter, unless 
otherwise authorized.  Wood surfaces adjacent to surfaces to receive 
water-thinned paints shall be primed and/or touched up before applying 
water-thinned paints.  Small, dry seasoned knots shall be scraped, cleaned, 
and given a thin coat of commercial knot sealer, before application of the 
priming coat.  Pitch on large, open, unseasoned knots and all other beads 
or streaks of pitch shall be scraped off, or, if it is still soft, removed 
with mineral spirits or turpentine, and the resinous area shall be thinly 
coated with knot sealer.  Finishing nails shall be set, and all holes and 
surface imperfections shall be primed.  After priming, holes and 
imperfections in finish surfaces shall be filled with putty or plastic wood 
filler, colored to match the finish coat if natural finish is required, 
allowed to dry, and sanded smooth.  Putty or wood filler shall be 
compatible with subsequent coatings.

3.3   MIXING AND THINNING
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3.3.1   Cement-Emulsion Filler Coat

Cement and aggregate shall be dry-mixed so that uniform distribution and 
intermixing are obtained.  Mixing liquid and one-half of the total amount 
of water shall be premixed and added gradually to the white portland cement 
and aggregate with constant stirring until a thick, smooth material is 
obtained.  Emulsion paint shall then be added to the mixture and stirred 
until uniformity is obtained.  The blend shall have a thick, creamy 
consistency.  The remainder of the water shall be added if necessary to 
obtain a material with adequate application properties.  Blending resin 
emulsion or emulsion paint with any other component shall be done with 
caution; too rapid an agitation will cause air entrapment and foaming.

3.3.2   Two-Component Systems

Two-component systems shall be mixed in accordance with manufacturer's 
instructions.  Any thinning of the first coat to ensure proper penetration 
and sealing shall be as recommended by the manufacturer for each type of 
substrate.

3.4   APPLICATION

Painting practices shall comply with applicable federal, state and local 
laws enacted to insure compliance with Federal Clean Air Standards.  Unless 
otherwise specified or recommended by the paint manufacturer, paint may be 
applied by brush, roller, or spray.  At the time of application, paint 
shall show no signs of deterioration.  Uniform suspension of pigments shall 
be maintained during application.  Each coat of paint shall be applied so 
dry film shall be of uniform thickness and free from runs, drops, ridges, 
waves, pinholes or other voids, laps, brush marks, and variations in color, 
texture, and finish.  Hiding shall be complete.  Rollers for applying 
paints and enamels shall be of a type designed for the coating to be 
applied and the surface to be coated.  Special attention shall be given to 
insure that all edges, corners, crevices, welds, and rivets receive a film 
thickness equal to that of adjacent painted surfaces.  Paints, except 
water-thinned types, shall be applied only to surfaces that are completely 
free of moisture as determined by sight or touch.

3.4.1   Ventilation

Affected areas shall be ventilated during paint application so that workers 
exposure to chemical substances shall not exceed limits as established by 
ACGIH-02, or as required by a more stringent applicable regulation.  
Interior work zones having a volume of 10,000 cubic feet or less shall be 
ventilated at a minimum of 2 air exchanges per hour.  Ventilation in larger 
work zones shall be maintained by means of mechanical exhaust.  Solvent 
vapors shall be exhausted outdoors, away from air intakes and workers.  
Return air inlets in the work zone shall be temporarily sealed before start 
of work until the coatings have dried.

3.4.2   Respirators

Operators and personnel in the vicinity of operating paint sprayers shall 
wear respirators.

3.4.3   First Coat

The first coat on plaster, gypsum wallboard, and other surfaces shall 
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include repeated touching up of suction spots or overall application of 
primer or sealer to produce uniform color and gloss.  Excess sealer shall 
be wiped off after each application.  The first coat on both faces of wood 
doors shall be applied at essentially the same time.  Glazed doors and 
sashes shall be given the specified coating system within 3 weeks of the 
time they are glazed, but not before the glazing material has set; paint 
shall overlay glass about 70 mils all around.  Each varnish coat shall be 
sanded lightly prior to application of subsequent coats.

3.4.4   Timing

Surfaces that have been cleaned, pretreated, and otherwise prepared for 
painting shall be given a coat of the specified first coat as soon as 
practical after such pretreatment has been completed, but prior to any 
deterioration of the prepared surface.  Sufficient time shall elapse 
between successive coats to permit proper drying.  This period shall be 
modified as necessary to suit weather conditions.  Oil-based or 
oleoresinous solvent-type paints shall be considered dry for recoating when 
the paint feels firm, does not deform or feel sticky under moderate 
pressure of the thumb, and the application of another coat of paint does 
not cause the undercoat to lift or lose adhesion.  Manufacturer's 
instructions for application, curing and drying time between coats of 
two-component systems shall be followed.

3.4.5   Fillers

Concrete and masonry surface voids shall be filled; however, surface 
irregularities need not be completely filled.  The dried filler shall be 
uniform and free of pinholes.  Filler shall not be applied over caulking 
compound.

3.4.5.1   Cement-Emulsion Filler

Immediately before filler application, surfaces shall be dampened uniformly 
and thoroughly, with no free surface water visible, by several applications 
of potable water with a fog spray, allowing time between the sprayings for 
water to be absorbed.  Cement-emulsion filler shall be scrubbed into the 
surface vigorously with a stiff-bristled brush having tampico or palmyra 
bristles not longer than 2-1/2 inches.  At least 24 hours shall elapse 
before applying exterior emulsion paint over cement-emulsion filler.  When 
the ambient temperature is over 85 degrees F, cement-emulsion filler 
surfaces shall be dampened lightly with a fog spray of potable water 
immediately prior to application of the subsequent paint coat.

3.4.5.2   Latex Filler

Latex filler, CID A-A-1500, shall be applied according to the 
manufacturer's instructions.  Surface voids shall be filled and excess 
filler shall be removed from the surface with a rubber squeegee.  The 
filler shall be allowed to dry the length of time specified by the 
manufacturer prior to applying successive coats of paint.

3.4.6   Ferrous-Metal Primer

Primer for ferrous-metal shall be applied to ferrous surfaces to receive 
paint other than asphalt varnish prior to deterioration of the prepared 
surface.  The semitransparent film applied to some pipes and tubing at the 
mill is not to be considered a shop coat, but shall be overcoated with the 
specified ferrous-metal primer prior to application of finish coats.
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3.5   PIPE COLOR CODE MARKING

Pipes in exposed areas and in accessible pipe spaces shall be provided with 
color band and titles adjacent to all valves, except those provided at 
plumbing fixtures, at not more than 40 foot spacing on straight pipe runs, 
adjacent to change in direction, and on both sides where pipes pass through 
walls or floors.  Color code marking shall be of the color listed in TABLE 
I and the size listed in TABLE II.  The arrows shall be installed adjacent 
to each band to indicate the direction of flow in the pipe.  The legends 
shall be printed in upper-case black letters as listed in TABLE I.  Letter 
sizes shall be as listed in TABLE II.  Marking shall be painted or applied 
using colored, pressure-sensitive adhesive markers of standard manufacture. 
 Paint shall be as specified for insulated and uninsulated piping.

TABLE I.  COLOR CODES FOR MARKING PIPE

                                                  Letters and
             Material                     Band       Arrow*     Legend

    Cold water (potable)                  Green      White      POTABLE
    WATER
    Fire protection water                 Red        White      FIRE PR.
    WATER
    Hot water (domestic)                  Green      White      H.W.
    Hot water recirculating (domestic)    Green      White      H.W.R.
    Chilled water supply                  Green      White      C.H.W.S.
    Chilled water return                  Green      White      C.H.W.R.
    Compressed air                        Yellow     Black      COMP. AIR
    Natural gas                           Blue       White      NAT. GAS
    Fuel oil                              Yellow     Black      FUEL OIL
    Steam                                 Yellow     Black      STM.
    Condensate                            Yellow     Black      COND.
     _____________________

TABLE II.  COLOR CODE MARKING SIZES

  Outside Diameter     Length of         Arrow          Size of Legend
   of Pipe Covering    Color Band    Length x Width   Letters and Numerals
    (Inches)            (inches)         (Inches)            (Inches)

  Less than 1-1/2         8             8 x 2-1/4            1/2
  1-1/2 to 2-3/8          8             8 x 2-1/4            3/4
  2-1/2 to 7-7/8         12             8 x 2-1/4          1-1/4
  8 to 10                24            12 x 4-1/2          2-1/2
  Over 10                32            12 x 4-1/2          3-1/2

3.6   MISCELLANEOUS PAINTING

3.7   SURFACES TO BE PAINTED

Surfaces listed in the painting schedules at the end of this section, other 
than those listed in paragraph SURFACES NOT TO BE PAINTED, shall be painted 
as scheduled.

3.8   SURFACES NOT TO BE PAINTED

Surfaces in the following areas shall not to be painted:  , surfaces of 
hardware, fittings, and other factory finished items shall not be painted.
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3.9   CLEANING

Cloths, cotton waste and other debris that might constitute a fire hazard 
shall be placed in closed metal containers and removed at the end of each 
day.  Upon completion of the work, staging, scaffolding, and containers 
shall be removed from the site or destroyed in an approved manner.  Paint 
and other deposits on adjacent surfaces shall be removed and the entire job 
left clean and acceptable.

3.10   PAINTING SCHEDULES

The following painting schedules identify the surfaces to be painted and 
prescribe the paint to be used and the number of coats of paint to be 
applied.  Contractor options are indicated by ------or------ between 
optional systems or coats.

EXTERIOR PAINTING SCHEDULE

Surface            First Coat               Second Coat          Third Coat

                                                                              

Ferrous metal       SSPC Paint 25            CID A-A-2962         CID A-A-2962
                    
                                                                              

Galvanized         SSPC Paint 20                     
metal.             Type III                  None                  None
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INTERIOR PAINTING SCHEDULE

Surface            First Coat               Second Coat          Third Coat

Plaster, gypsum    CID A-A-2994                          
board, concrete,   Type II
                                                                         
                                                                              

Concrete masonry   TT-F-1098             CID A-A-2994         CID A-A-2247
                                                              
                                                                              

Concrete:  floors  CID A-A-2542                None                  None
                   Type I
                                                                              

Ferrous Metal      SSPC Paint 25            CID A-A-2962         CID A-A-2962
unless                                      
otherwise                                           
specified                                                                    
                                                                              

Galvanized metal:  SSPC Paint 20             None                    None
                                                                              

Wood:              FS TT-C-542              FS TT-C-542              None
                   Type I,                  Type I,
                   Class A                  Class A
                                                                              

Electrical                                   CID A-A-2247        CID A-A-2247
conduit runs                                 
metallic tubing                              
uninsulated
ducts and pipes,
pipe hangers,
louvers, grilles,
and air outlets,
in areas having
painted adjacent
surfaces.
                                                                              

Facing of vapor    Two coats of paint                              None
barrier jackets    to match
of presized or     adjacent areas
adhesive
finished cloth
cover insulation
on pipes, ducts,
and equipment.
                                                                              

        -- End of Section --
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SECTION 13280

ASBESTOS ABATEMENT

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI Z9.2 (1979; R 1991) Fundamentals Governing the 
Design and Operation of Local Exhaust 
Systems

ANSI Z87.1 (1989; Errata; Z87.1a) Occupational and 
Educational Eye and Face Protection

ANSI Z88.2 (1992) Respiratory Protection

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 732 (1995) Aging Effects of Artificial 
Weathering on Latex Sealants

ASTM D 522 (1993a) Mandrel Bend Test of Attached 
Organic Coatings

ASTM D 1331 (1989; R 1995) Surface and Interfacial 
Tension of Solutions of Surface-Active 
Agents

ASTM D 2794 (1993) Resistance of Organic Coatings to 
the Effects of Rapid Deformation (Impact)

ASTM D 4397 (1996) Polyethylene Sheeting for 
Construction, Industrial, and Agricultural 
Applications

ASTM E 84 (1996a) Surface Burning Characteristics of 
Building Materials

ASTM E 96 (1995) Water Vapor Transmission of 
Materials

ASTM E 119 (1995a) Fire Tests of Building 
Construction and Materials

ASTM E 736 (1992) Cohesion/Adhesion of Sprayed 
Fire-Resistive Materials Applied to 
Structural Members
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ASTM E 1368 (1997) Visual Inspection of Asbestos 
Abatement Projects

CODE OF FEDERAL REGULATIONS (CFR)

29 CFR 1910 Occupational Safety and Health Standards

29 CFR 1926 Safety and Health Regulations for 
Construction

40 CFR 61 National Emissions Standards for Hazardous 
Air Pollutants

40 CFR 763 Asbestos

42 CFR 84 Approval of Respiratory Protective Devices

49 CFR 107 Hazardous Materials Program Procedures

49 CFR 171 General Information, Regulations and 
Definitions

49 CFR 172 Hazardous Materials Table, Special 
Provisions, Hazardous Materials 
Communications, Emergency Response 
Information, and Training Requirements

49 CFR 173 Shippers - General Requirements for 
Shipments and Packagings

COMPRESSED GAS ASSOCIATION (CGA)

CGA G-7 (1990) Compressed Air for Human Respiration

CGA G-7.1 (1989) Commodity Specification for Air

ENGINEERING MANUALS (EM)

EM 385-1-1 (1996) Safety and Health Requirements 
Manual

ENVIRONMENTAL PROTECTION AGENCY (EPA)

EPA 340/1-90-018 (1990) Asbestos/NESHAP Regulated Asbestos 
Containing Materials Guidance

EPA 340/1-90-019 (1990) Asbestos/NESHAP Adequately Wet 
Guidance

EPA 560/5-85-024 (1985) Guidance for Controlling 
Asbestos-Containing Materials in Buildings

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 701 (1996) Methods of Fire Test for 
Flame-Resistant Textiles and Films

NATIONAL INSTITUTE FOR OCCUPATIONAL SAFETY AND HEALTH (NIOSH)
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NIOSH Pub No. 84-100 (1984; Supple 1985, 1987, 1988 & 1990) 
NIOSH Manual of Analytical Methods

UNDERWRITERS LABORATORIES (UL)

UL 586 (1996) High-Efficiency, Particulate, Air 
Filter Units

1.2   DEFINITIONS

a.  Adequately Wet:  A term defined in 40 CFR 61, Subpart M, and EPA 
340/1-90-019 meaning to sufficiently mix or penetrate with liquid 
to prevent the release of particulate.  If visible emissions are 
observed coming from asbestos-containing material (ACM), then that 
material has not been adequately wetted.  However, the absence of 
visible emissions is not sufficient evidence of being adequately 
wetted.

b.  Aggressive Method:  Removal or disturbance of building material by 
sanding, abrading, grinding, or other method that breaks, 
crumbles, or disintegrates intact asbestos-containing material 
(ACM).

c.  Amended Water:  Water containing a wetting agent or surfactant 
with a surface tension of at least 29 dynes per square centimeter 
when tested in accordance with ASTM D 1331.

d.  Asbestos:  Asbestos includes chrysotile, amosite, crocidolite, 
tremolite asbestos, anthophylite asbestos, actinolite asbestos, 
and any of these minerals that have been chemically treated and/or 
altered.

e.  Asbestos-Containing Material (ACM):  Any materials containing more 
than one percent asbestos.

f.  Asbestos Fiber:  A particulate form of asbestos, 5 micrometers or 
longer, with a length-to-width ratio of at least 3 to 1.

g.  Authorized Person:  Any person authorized by the Contractor and 
required by work duties to be present in the regulated areas.

h.  Building Inspector:  Individual who inspects buildings for 
asbestos and has EPA Model Accreditation Plan (MAP) "Building 
Inspector" training; accreditation required by 40 CFR 763, Subpart 
E, Appendix C.

i.  Certified Industrial Hygienist (CIH):  An Industrial Hygienist 
certified in the practice of industrial hygiene by the American 
Board of Industrial Hygiene.

j.  Class I Asbestos Work:  Activities defined by OSHA involving the 
removal of thermal system insulation (TSI) and surfacing ACM.

k.  Class II Asbestos Work:  Activities defined by OSHA involving the 
removal of ACM which is not thermal system insulation or surfacing 
material.  This includes, but is not limited to, the removal of 
asbestos- containing wallboard, floor tile and sheeting, roofing 
and siding shingles, and construction mastic.  Certain 
"incidental" roofing materials such as mastic, flashing and 
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cements when they are still intact are excluded from Class II 
asbestos work.  Removal of small amounts of these materials which 
would fit into a glovebag may be classified as a Class III job.

l.  Class III Asbestos Work:  Activities defined by OSHA that involve 
repair and maintenance operations, where ACM, including TSI and 
surfacing ACM, is likely to be disturbed.  Operations may include 
drilling, abrading, cutting a hole, cable pulling, crawling 
through tunnels or attics and spaces above the ceiling, where 
asbestos is actively disturbed or asbestos-containing debris is 
actively disturbed.

m.  Class IV Asbestos Work:  Maintenance and custodial construction 
activities during which employees contact but do not disturb ACM 
and activities to clean-up dust, waste and debris resulting from 
Class I, II, and III activities.  This may include dusting 
surfaces where ACM waste and debris and accompanying dust exists 
and cleaning up loose ACM debris from TSI or surfacing ACM 
following construction.

n.  Clean room:  An uncontaminated room having facilities for the 
storage of employees' street clothing and uncontaminated materials 
and equipment.

o.  Competent Person:  In addition to the definition in 29 CFR 1926, 
Section .32(f), a person who is capable of identifying existing 
asbestos hazards as defined in 29 CFR 1926, Section .1101, 
selecting the appropriate control strategy, has the authority to 
take prompt corrective measures to eliminate them and has EPA 
Model Accreditation Plan (MAP) "Contractor/Supervisor" training; 
accreditation required by 40 CFR 763, Subpart E, Appendix C.

p.  Contractor/Supervisor:  Individual who supervises asbestos 
abatement work and has EPA Model Accreditation Plan 
"Contractor/Supervisor" training; accreditation required by 40 CFR 
763, Subpart E, Appendix C. 

q.  Critical Barrier:  One or more layers of plastic sealed over all 
openings into a regulated area or any other similarly placed 
physical barrier sufficient to prevent airborne asbestos in a 
regulated area from migrating to an adjacent area.

r.  Decontamination Area:  An enclosed area adjacent and connected to 
the regulated area and consisting of an equipment room, shower 
area, and clean room, which is used for the decontamination of 
workers, materials, and equipment that are contaminated with 
asbestos.

s.  Demolition:  The wrecking or taking out of any load-supporting 
structural member and any related razing, removing, or stripping 
of asbestos products.

t.  Disposal Bag:  A  6 mil thick, leak-tight plastic bag, pre-labeled 
in accordance with 29 CFR 1926, Section .1101, used for 
transporting asbestos waste from containment to disposal site.

u.  Disturbance:  Activities that disrupt the matrix of ACM, crumble 
or pulverize ACM, or generate visible debris from ACM.  
Disturbance includes cutting away small amounts of ACM, no greater 
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than the amount which can be contained in 1 standard sized 
glovebag or waste bag, not larger than  60 inches in length and 
width in order to access a building component.

v.  Equipment Room or Area:  An area adjacent to the regulated area 
used for the decontamination of employees and their equipment.

w.  Employee Exposure:  That exposure to airborne asbestos that would 
occur if the employee were not using respiratory protective 
equipment.

x.  Fiber:  A fibrous particulate, 5 micrometers or longer, with a 
length to width ratio of at least 3 to 1.

y.  Friable ACM:  A term defined in 40 CFR 61, Subpart M and EPA 
340/1-90-018 meaning any material which contains more than 1 
percent asbestos, as determined using the method specified in 40 
CFR 763, Subpart E, Appendix A, Section 1, Polarized Light 
Microscopy (PLM), that when dry, can be crumbled, pulverized, or 
reduced to powder by hand pressure.  If the asbestos content is 
less than 10 percent, as determined by a method other than point 
counting by PLM, the asbestos content is verified by point 
counting using PLM.

z.  Glovebag:  Not more than a  60 by 60 inch impervious plastic 
bag-like enclosure affixed around an asbestos-containing material, 
with glove-like appendages through which material and tools may be 
handled.

aa.  High-Efficiency Particulate Air (HEPA) Filter:  A filter capable 
of trapping and retaining at least 99.97 percent of all 
mono-dispersed particles of 0.3 micrometers in diameter.

bb.  Homogeneous Area:  An area of surfacing material or thermal 
system insulation that is uniform in color and texture.

cc.  Industrial Hygienist:  A professional qualified by education, 
training, and experience to anticipate, recognize, evaluate, and 
develop controls for occupational health hazards.

dd.  Intact:  ACM which has not crumbled, been pulverized, or 
otherwise deteriorated so that the asbestos is no longer likely to 
be bound with its matrix.  Removal of "intact" asphaltic, 
resinous, cementitious products does not render the ACM non-intact 
simply by being separated into smaller pieces.

ee.  Model Accreditation Plan (MAP):  USEPA training accreditation 
requirements for persons who work with asbestos as specified in 40 
CFR 763, Subpart E, Appendix C.

ff.  Modification:  A changed or altered procedure, material or 
component of a control system, which replaces a procedure, 
material or component of a required system.

gg.  Negative Exposure Assessment:  A demonstration by the Contractor 
to show that employee exposure during an operation is expected to 
be consistently below the OSHA Permissible Exposure Limits (PELs).

hh.  NESHAP:  National Emission Standards for Hazardous Air 
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Pollutants.  The USEPA NESHAP regulation for asbestos is at 40 CFR 
61, Subpart M.

ii.  Nonfriable ACM:  A NESHAP term defined in 40 CFR 61, Subpart M 
and EPA 340/1-90-018 meaning any material containing more than 1 
percent asbestos, as determined using the method specified in 40 
CFR 763, Subpart E, Appendix A, Section 1, Polarized Light 
Microscopy, that, when dry, cannot be crumbled, pulverized or 
reduced to powder by hand pressure.

jj.  Nonfriable ACM (Category I):  A NESHAP term defined in 40 CFR 61, 
Subpart E and EPA 340/1-90-018 meaning asbestos-containing 
packings, gaskets, resilient floor covering, and asphalt roofing 
products containing more than 1 percent asbestos as determined 
using the method specified in 40 CFR 763, Subpart F, Appendix A, 
Section 1, Polarized Light Microscopy.

kk.  Nonfriable ACM (Category II):  A NESHAP term defined in 40 CFR 61, 
Subpart E and EPA 340/1-90-018 meaning any material, excluding 
Category I nonfriable ACM, containing more than 1 percent 
asbestos, as determined using the methods specified in 40 CFR 763, 
Subpart F, Appendix A, Section 1, Polarized Light Microscopy, that 
when dry, cannot be crumbled, pulverized, or reduced to powder by 
hand pressure.

ll.  Permissible Exposure Limits (PELs):

(1)  PEL-Time weighted average(TWA):  Concentration of asbestos 
not in excess of 0.1 fibers per cubic centimeter of air (f/cc) as 
an 8 hour time weighted average (TWA), as determined by the method 
prescribed in 29 CFR 1926, Section .1101, Appendix A, or the 
current version of NIOSH Pub No. 84-100 analytical method 7400.

(2)  PEL-Excursion Limit:  An airborne concentration of asbestos 
not in excess of 1.0 f/cc of air as averaged over a sampling 
period of 30 minutes as determined by the method prescribed in 29 
CFR 1926, Section .1101, Appendix A, or the current version of 
NIOSH Pub No. 84-100 analytical method 7400.

mm.  Regulated Area:  An OSHA term defined in 29 CFR 1926, Section .1101 
meaning an area established by the Contractor to demarcate areas 
where Class I, II, and III asbestos work is conducted; also any 
adjoining area where debris and waste from such asbestos work 
accumulate; and an area within which airborne concentrations of 
asbestos exceed, or there is a reasonable possibility they may 
exceed, the permissible exposure limit.

nn.  Removal:  All operations where ACM is taken out or stripped from 
structures or substrates, and includes demolition operations.

oo.  Repair:  Overhauling, rebuilding, reconstructing, or 
reconditioning of structures or substrates, including 
encapsulation or other repair of ACM attached to structures or 
substrates.  If the amount of asbestos so "disturbed" cannot be 
contained in 1 standard glovebag or waste bag, Class I precautions 
are required.

pp.  Spills/Emergency Cleanups:  Cleanup of sizable amounts of 
asbestos waste and debris which has occurred, for example, when 
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water damage occurs in a building, and sizable amounts of ACM are 
dislodged.  A Competent Person evaluates the site and ACM to be 
handled, and based on the type, condition and extent of the 
dislodged material, classifies the cleanup as Class I, II, or III. 
 Only if the material was intact and the cleanup involves mere 
contact of ACM, rather than disturbance, could there be a Class IV 
classification.

qq.  Surfacing ACM:  Asbestos-containing material which contains more 
than 1% asbestos and is sprayed-on, troweled-on, or otherwise 
applied to surfaces, such as acoustical plaster on ceilings and 
fireproofing materials on structural members, or other materials 
on surfaces for acoustical, fireproofing, or other purposes.

rr.  Thermal system insulation (TSI) ACM:  ACM which contains more 
than 1% asbestos and is applied to pipes, fittings, boilers, 
breeching, tanks, ducts, or other interior structural components 
to prevent heat loss or gain or water condensation.

ss.  Transite:  A generic name for asbestos cement wallboard and pipe.

tt.  Worker:  Individual (not designated as the Competent Person or a 
supervisor) who performs asbestos work and has completed asbestos 
worker training required by 29 CFR 1926, Section .1101, to include 
EPA Model Accreditation Plan (MAP) "Worker" training; 
accreditation required by 40 CFR 763, Subpart E, Appendix C, if 
required by the OSHA Class of work to be performed or by the state 
where the work is to be performed.

1.3   DESCRIPTION OF WORK

The work covered by this section includes the removal and/or encapsulation 
of asbestos-containing materials (ACM) which are encountered during 
demolition, alteration and renovation activities associated with this 
project and describes procedures and equipment required to protect workers 
and occupants of the regulated area from contact with airborne asbestos 
fibers and ACM dust and debris.  The work also includes containment, 
storage, transportation and disposal of the generated ACM wastes.  More 
specific operational procedures shall be detailed in the required Accident 
Prevention Plan and its subcomponents, the Asbestos Hazard Abatement Plan 
and Activity Hazard Analyses required in paragraph SAFETY AND HEALTH 
PROGRAM AND PLANS.

1.3.1   Abatement Work Tasks

The specific ACM to be abated is identified on the detailed plans and 
project drawings.  A summary of work task data elements for each individual 
ACM abatement work task to include the appropriate RESPONSE ACTION DETAIL 
SHEET (item to be abated and methods to be used) and SET-UP DETAIL SHEETS 
(containment techniques to include safety precautions and methods) is 
included in Table 1, "Individual Work Task Data Elements" at the end of 
this section.

1.3.2   Unexpected Discovery of Asbestos

For any previously untested building components suspected to contain 
asbestos and located in areas impacted by the work, the Contractor shall 
notify the Contracting Officer (CO) who will have the option of ordering up 
to 3 bulk samples to be obtained at the Contractor's expense and delivered 
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to a laboratory accredited under the National Institute of Standards and 
Technology (NIST) "National Voluntary Laboratory Accreditation Program 
(NVLAP)" and analyzed by PLM at no additional cost to the Government.  Any 
additional components identified as ACM that have been approved by the 
Contracting Officer for removal shall be removed by the Contractor and will 
be paid for by an equitable adjustment to the contract price under the 
CONTRACT CLAUSE titled "changes".  Sampling activities undertaken to 
determine the presence of additional ACM shall be conducted by personnel 
who have successfully completed the EPA Model Accreditation Plan (MAP) 
"Building Inspector" training course required by 40 CFR 763, Subpart E, 
Appendix C.

1.4   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Materials and Equipment; FIO.

Manufacturer's catalog data for all materials and equipment to be used in 
the work, including brand name, model, capacity, performance 
characteristics and any other pertinent information.  Test results and 
certificates from the manufacturer of encapsulants substantiating 
compliance with performance requirements of this specification.  Material 
Safety Data Sheets for all chemicals to be used onsite in the same format 
as implemented in the Contractor's HAZARD COMMUNICATION PROGRAM.  Data 
shall include, but shall not be limited to, the following items:

a.  High Efficiency Filtered Air (HEPA) local exhaust equipment

b.  Vacuum cleaning equipment

c.  Pressure differential monitor for HEPA local exhaust equipment

d.  Air monitoring equipment

e.  Respirators

f.  Personal protective clothing and equipment

(1)  Coveralls
(2)  Underclothing
(3)  Other work clothing
(4)  Foot coverings
(5)  Hard hats
(6)  Eye protection
(7)  Other items required and approved by Contractors Designated 
IH and Competent Person

g.  Glovebag

h.  Duct Tape

i.  Disposal Containers
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(1)  Disposal bags
(2)  Fiberboard drums
(3)  Paperboard boxes

j.  Sheet Plastic

(1)  Polyethylene Sheet - General
(2)  Polyethylene Sheet - Flame Resistant
(3)  Polyethylene Sheet - Reinforced

k.  Wetting Agent

(1)  Amended Water
(2)  Removal encapsulant

l.  Strippable Coating

m.  Prefabricated Decontamination Unit

n.  Other items

o.  Chemical encapsulant

p.  Chemical encasement materials

q.  Material Safety Data Sheets (for all chemicals proposed)

SD-04 Drawings

Site Layout; GA.

Descriptions, detail project drawings, and site layout to include worksite 
containment area techniques as prescribed, local exhaust ventilation system 
locations, decontamination and load-out units, other temporary waste 
storage facility, access tunnels, location of temporary utilities 
(electrical, water, sewer) and boundaries of each regulated area.

SD-08 Statements

Qualifications; GA.

A written report providing evidence of qualifications for personnel, 
facilities and equipment assigned to the work.

Training Program; FIO.

A copy of the written project site-specific training material as indicated 
in 29 CFR 1926, Section .1101 that will be used to train onsite employees.  
The training document shall be signed by the Contractor's Designated IH and 
Competent Person.

Medical Requirements; FIO.

Physician's written opinion.

Encapsulants; GA.

Certificates stating that encapsulants meet the applicable specified 
performance requirements.
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SD-09 Reports

Exposure Assessment and Air Monitoring; GA.

Initial exposure assessments, negative exposure assessments, air-monitoring 
results and documentation.

Local Exhaust Ventilation; FIO.

Pressure differential recordings.

Licenses, Permits and Notifications; GA.

Licenses, permits, and notifications.

SD-13 Certificates

Vacuum, Filtration and Ventilation Equipment; FIO.

Manufacturer's certifications showing compliance with ANSI Z9.2 for:

a.  Vacuums.

b.  Water filtration equipment.

c.  Ventilation equipment.

d.  Other equipment required to contain airborne asbestos fibers.

SD-18 Records

Respiratory Protection Program; GA.

Records of the respirator program.

Cleanup and Disposal; GA.

Waste shipment records.  Weigh bills and delivery tickets shall be 
furnished for information only.

1.5   QUALIFICATIONS

1.5.1   Written Qualifications and Organization Report

The Contractor shall furnish a written qualifications and organization 
report providing evidence of qualifications of the Contractor, Contractor's 
Project Supervisor, Designated Competent Person, supervisors and workers; 
Designated IH (person assigned to project and firm name); independent 
testing laboratory (including name of firm, principal, and analysts who 
will perform analyses); all subcontractors to be used including disposal 
transportation and disposal facility firms, subcontractor supervisors, 
subcontractor workers; and any others assigned to perform asbestos 
abatement and support activities.  The report shall include an organization 
chart showing the Contractor's staff organization for this project by name 
and title, chain of command and reporting relationship with all 
subcontractors.  The report shall be signed by the Contractor, the 
Contractor's onsite project manager, Designated Competent Person, 
Designated IH, designated testing laboratory and the principals of all 
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subcontractors to be used.  The Contractor shall include the following 
statement in the report:  "By signing this report I certify that the 
personnel I am responsible for during the course of this project fully 
understand the contents of 29 CFR 1926, Section .1101, 40 CFR 61, Subpart 
M, and the federal, state and local requirements specified in paragraph 
SAFETY AND HEALTH PROGRAM AND PLANS for those asbestos abatement activities 
that they will be involved in."

1.5.2   Specific Requirements

The Contractor shall designate in writing, personnel meeting the following 
qualifications:

a.  Designated Competent Person:  The name, address, telephone number, 
and resume of the Contractor's Designated Competent Person shall 
be provided.  Evidence that the full-time Designated Competent 
Person is qualified in accordance with 29 CFR 1926, Sections .32 
and .1101, has EPA Model Accreditation Plan (MAP) 
"Contractor/Supervisor" training accreditation required by 40 CFR 
763, Subpart E, Appendix C, and is experienced in the 
administration and supervision of asbestos abatement projects, 
including exposure assessment and monitoring, work practices, 
abatement methods, protective measures for personnel, setting up 
and inspecting asbestos abatement work areas, evaluating the 
integrity of containment barriers, placement and operation of 
local exhaust systems, ACM generated waste containment and 
disposal procedures, decontamination units installation and 
maintenance requirements, site safety and health requirements, 
notification of other employees onsite, etc.  The duties of the 
Competent Person shall include the following:  controlling entry 
to and exit from the regulated area; supervising any employee 
exposure monitoring required by 29 CFR 1926, Section .1101; 
ensuring that all employees working within a regulated area wear 
the appropriate personal protective equipment (PPE), are trained 
in the use of appropriate methods of exposure control, and use the 
hygiene facilities and decontamination procedures specified; and 
ensuring that engineering controls in use are in proper operating 
conditions and are functioning properly.  The Designated Competent 
Person shall be responsible for compliance with applicable 
federal, state and local requirements, the Contractor's Accident 
Prevention Plan and Asbestos Hazard Abatement Plan.  The 
Designated Competent Person shall provide, and the Contractor 
shall submit, the "Contractor/Supervisor" course completion 
certificate and the most recent certificate for required refresher 
training with the employee "Certificate of Worker Acknowledgment" 
required by this paragraph.  The Contractor shall submit evidence 
that this person has a minimum of 2 years of on-the-job asbestos 
abatement experience relevant to OSHA competent person 
requirements.  The Designated Competent Person shall be onsite at 
all times during the conduct of this project.

b.  Project and Other Supervisors:  The Contractor shall provide the 
name, address, telephone number, and resume of the Project 
Supervisor and other supervisors who have responsibility to 
implement the Accident Prevention Plan, including the Asbestos 
Hazard Abatement Plan and Activity Hazard Analyses, the authority 
to direct work performed under this contract and verify 
compliance, and have EPA Model Accreditation Plan (MAP) 
"Contractor/Supervisor" training accreditation required by 40 CFR 
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763, Subpart E, Appendix C.  The Project Supervisor and other 
supervisors shall provide, and the Contractor shall submit, the 
"Contractor/Supervisor" course completion certificate and the most 
recent certificate for required refresher training with the 
employee "Certificate of Worker Acknowledgment" required by this 
paragraph.  The Contractor shall submit evidence that the Project 
Supervisor has a minimum of 2 years of on-the-job asbestos 
abatement experience relevant to project supervisor 
responsibilities and the other supervisors have a minimum of 1 
year on-the-job asbestos abatement experience commensurate with 
the responsibilities they will have on this project.

c.  Designated Industrial Hygienist:  The Contractor shall provide the 
name, address, telephone number, resume and other information 
specified below for the Industrial Hygienist (IH) selected to 
prepare the Contractor's Asbestos Hazard Abatement Plan, prepare 
and perform training, direct air monitoring and assist the 
Contractor's Competent Person in implementing and ensuring that 
safety and health requirements are complied with during the 
performance of all required work.  The Designated IH shall be a 
person who is board certified in the practice of industrial 
hygiene as determined and documented by the American Board of 
Industrial Hygiene (ABIH), has EPA Model Accreditation Plan (MAP) 
"Contractor/Supervisor" training accreditation required by 40 CFR 
763, Subpart E, Appendix C, and has a minimum of 2 years of 
comprehensive experience in planning and overseeing asbestos 
abatement activities.  The Designated IH shall provide, and the 
Contractor shall submit, the "Contractor/Supervisor" course 
completion certificate and the most recent certificate for 
required refresher training with the employee "Certificate of 
Worker Acknowledgment" required by this paragraph.  The Designated 
IH shall be completely independent from the Contractor according 
to federal, state, or local regulations; that is, shall not be a 
Contractor's employee or be an employee or principal of a firm in 
a business relationship with the Contractor negating such 
independent status.  A copy of the Designated IH's current valid 
ABIH certification shall be included.  The Designated IH shall 
visit the site at least once per week for the duration of asbestos 
activities and shall be available for emergencies.  In addition, 
the Designated IH shall prepare, and the Contractor shall submit, 
the name, address, telephone numbers and resumes of additional 
IH's and industrial hygiene technicians (IHT) who will be 
assisting the Designated IH in performing onsite tasks.  IHs and 
IHTs supporting the Designated IH shall have a minimum of 2 years 
of practical onsite asbestos abatement experience.  The formal 
reporting relationship between the Designated IH and the support 
IHs and IHTs, the Designated Competent Person, and the Contractor 
shall be indicated.

d.  Asbestos Abatement Workers:  Asbestos abatement workers shall meet 
the requirements contained in 29 CFR 1926, Section .1101, 40 CFR 61, 
Subpart M, and other applicable federal, state and local 
requirements.  Worker training documentation shall be provided as 
required on the "Certificate of Workers Acknowledgment" in this 
paragraph.

e.  Worker Training and Certification of Worker Acknowledgment:  
Training documentation will be required for each employee who will 
perform OSHA Class I, Class II, Class III, or Class IV asbestos 
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abatement operations.  Such documentation shall be submitted on a 
Contractor generated form titled "Certificate of Workers 
Acknowledgment", to be completed for each employee in the same 
format and containing the same information as the example 
certificate at the end of this section.  Training course 
completion certificates (initial and most recent update refresher) 
required by the information checked on the form shall be attached.

f.  Physician:  The Contractor shall provide the name, medical 
qualifications, address, telephone number and resume of the 
physician who will or has performed the medical examinations and 
evaluations of the persons who will conduct the asbestos abatement 
work tasks.  The physician shall be currently licensed by the 
state where the workers will be or have been examined, have 
expertise in pneumoconiosis and shall be responsible for the 
determination of medical surveillance protocols and for review of 
examination/test results performed in compliance with 29 CFR 1926, 
Section .1101 and paragraph MEDICAL REQUIREMENTS.  The physician 
shall be familiar with the site's hazards and the scope of this 
project. 

g.  First Aid and CPR Trained Persons:  The names of at least 2 
persons who are currently trained in first aid and CPR by the 
American Red Cross or other approved agency shall be designated 
and shall be onsite at all times during site operations.  They 
shall be trained in universal precautions and the use of PPE as 
described in the Bloodborne Pathogens Standard of 29 CFR 1910, 
Section .1030 and shall be included in the Contractor's Bloodborne 
Pathogen Program.  These persons may perform other duties but 
shall be immediately available to render first aid when needed.  A 
copy of each designated person's current valid First Aid and CPR 
certificate shall be provided.

h.  Independent Testing Laboratory:  The Contractor shall provide the 
name, address and telephone number of the independent testing 
laboratory selected to perform the sample analyses and report the 
results.  The testing laboratory shall be completely independent 
from the Contractor as recognized by federal, state or local 
regulations.  Written verification of the following criteria, 
signed by the testing laboratory principal and the Contractor, 
shall be submitted:

(1)  Phase contrast microscopy (PCM):  The laboratory is fully 
equipped and proficient in conducting PCM of airborne samples 
using the methods specified by 29 CFR 1926, Section .1101, OSHA 
method ID-160, the most current version of NIOSH Pub No. 84-100 
Method 7400, and NIOSH Pub No. 84-100 Method 7402, transmission 
electron microscopy (TEM); the laboratory is currently judged 
proficient (classified as acceptable) in counting airborne 
asbestos samples by PCM by successful participation in each of the 
last 4 rounds in the American Industrial Hygiene Association 
(AIHA) Proficiency Analytical Testing (PAT) Program; the names of 
the selected microscopists who will analyze airborne samples by 
PCM with verified documentation of their proficiency to conduct 
PCM analyses by being judged proficient in counting samples as 
current participating analysts in the AIHA PAT Program, and having 
successfully completed the Asbestos Sampling and Analysis course 
(NIOSH 582 or equivalent) with a copy of course completion 
certificate provided; when the PCM analysis is to be conducted 
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onsite, documentation shall be provided certifying that the onsite 
analyst meets the same requirements.

(2)  Polarized light microscopy (PLM):  The laboratory is fully 
equipped and proficient in conducting PLM analyses of suspect ACM 
bulk samples in accordance with 40 CFR 763, Subpart E, Appendix E; 
the laboratory is currently accredited by NIST under the NVLAP for 
bulk asbestos analysis and will use analysts (names shall be 
provided) with demonstrated proficiency to conduct PLM to include 
its application to the identification and quantification of 
asbestos content.

(3)  Transmission electron microscopy (TEM):  The laboratory is 
[fully equipped and proficient in conducting TEM analysis of 
airborne samples using the mandatory method specified by 40 CFR 763, 
Subpart E, Appendix E; the laboratory is currently accredited by 
NIST under the NVLAP for airborne sample analysis of asbestos by 
TEM; the laboratory will use analysts (names shall be provided) 
that are currently evaluated as competent with demonstrated 
proficiency under the NIST NVLAP for airborne sample analysis of 
asbestos by TEM. 

(4)  PCM/TEM:  The laboratory is fully equipped and each analyst 
(name shall be provided) possesses demonstrated proficiency in 
conducting PCM and TEM analysis of airborne samples using NIOSH 
Pub No. 84-100Method 7400 PCM and NIOSH Pub No. 84-100 Method 7402 
(TEM confirmation of asbestos content of PCM results) from the 
same filter.

i.  Disposal Facility, Transporter:  The Contractor shall provide 
written evidence that the landfill to be used is approved for 
asbestos disposal by the USEPA and state and local regulatory 
agencies.  Copies of signed agreements between the Contractor 
(including subcontractors and transporters) and the asbestos waste 
disposal facility to accept and dispose of all asbestos containing 
waste generated during the performance of this contract shall be 
provided.  Qualifications shall be provided for each subcontractor 
or transporter to be used, indicating previous experience in 
transport and disposal of asbestos waste to include all required 
state and local waste hauler requirements for asbestos.  The 
Contractor and transporters shall meet the DOT requirements of 49 
CFR 171, 49 CFR 172, and 49 CFR 173 as well as registration 
requirements of 49 CFR 107 and other applicable state or local 
requirements.  The disposal facility shall meet the requirements 
of 40 CFR 61, Sections .154 or .155, as required in 40 CFR 61, 
Section .150(b), and other applicable state or local requirements.

1.5.3   Federal, State or Local Citations on Previous Projects

The Contractor and all subcontractors shall submit a statement, signed by 
an officer of the company, containing a record of any citations issued by 
Federal, State or local regulatory agencies relating to asbestos activities 
(including projects, dates, and resolutions); a list of penalties incurred 
through non-compliance with asbestos project specifications, including 
liquidated damages, overruns in scheduled time limitations and resolutions; 
and situations in which an asbestos-related contract has been terminated 
(including projects, dates, and reasons for terminations).  If there are 
none, a negative declaration signed by an officer of the company shall be 
provided.
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1.6   REGULATORY REQUIREMENTS

In addition to detailed requirements of this specification, work performed 
under this contract shall comply with EM 385-1-1, applicable federal, 
state, and local laws, ordinances, criteria, rules and regulations 
regarding handling, storing, transporting, and disposing of asbestos waste 
materials.  This includes, but is not limited to, OSHA standards, 29 CFR 
1926, especially Section .1101, 40 CFR 61, Subpart M and 40 CFR 763.  
Matters of interpretation of standards shall be submitted to the 
appropriate administrative agency for resolution before starting work.  
Where the requirements of this specification, applicable laws, criteria, 
ordinances, regulations, and referenced documents vary, the most stringent 
requirements shall apply.  All of the state and local laws, rules and 
regulations regarding demolition, removal, encapsulation, construction 
alteration, repair, maintenance, renovation, spill/emergency cleanup, 
housekeeping, handling, storing, transporting and disposing of asbestos 
material shall apply.

1.7   SAFETY AND HEALTH PROGRAM AND PLANS

The Contractor shall develop and submit a written comprehensive 
site-specific Accident Prevention Plan at least 30 days prior to the 
preconstruction conference.  The Accident Prevention Plan shall address 
requirements of EM 385-1-1, Appendix A, covering onsite work to be 
performed by the Contractor and subcontractors.  The Accident Prevention 
Plan shall incorporate an Asbestos Hazard Abatement Plan, and Activity 
Hazard Analyses as separate appendices into 1 site specific Accident 
Prevention Plan document.  Any portions of the Contractor's overall Safety 
and Health Program that are referenced in the Accident Prevention Plan, 
e.g., respirator program, hazard communication program, confined space 
entry program, etc., shall be included as appendices to the Accident 
Prevention Plan.  The plan shall take into consideration all the individual 
asbestos abatement work tasks identified in Table 1.  The plan shall be 
prepared, signed (and sealed, including certification number if required), 
and dated by the Contractor's Designated IH, Competent Person, and Project 
Supervisor.

1.7.1   Asbestos Hazard Abatement Plan Appendix

The Asbestos Hazard Abatement Plan appendix to the Accident Prevention Plan 
shall include, but not be limited to, the following:

a.  The personal protective equipment to be used;

b.  The location and description of regulated areas including clean 
and dirty areas, access tunnels, and decontamination unit (clean 
room, shower room, equipment room, storage areas such as load-out 
unit);

c.  Initial exposure assessment in accordance with 29 CFR 1926, 
Section .1101;

d.  Level of supervision;

e.  Method of notification of other employers at the worksite;

f.  Abatement method to include containment and control procedures;
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g.  Interface of trades involved in the construction;

h.  Sequencing of asbestos related work;

i.  Storage and disposal procedures and plan;

j.  Type of wetting agent and asbestos encapsulant to be used;

k.  Location of local exhaust equipment;

l.  Air monitoring methods (personal, environmental and clearance);

m.  Bulk sampling and analytical methods (if required);

n.  A detailed description of the method to be employed in order to 
control the spread of ACM wastes and airborne fiber concentrations;

o.  Fire and medical emergency response procedures;

p.  The security procedures to be used for all regulated areas.

1.7.2   Activity Hazard Analyses Appendix

Activity Hazard Analyses, for each major phase of work, shall be submitted 
and updated during the project.  The Activity Hazard Analyses format shall 
be in accordance with  EM 385-1-1 (Figure 1-1).  The analysis shall define 
the activities to be performed for a major phase of work, identify the 
sequence of work, the specific hazards anticipated, and the control 
measures to be implemented to eliminate or reduce each hazard to an 
acceptable level.  Work shall not proceed on that phase until the Activity 
Hazard Analyses has been accepted and a preparatory meeting has been 
conducted by the Contractor to discuss its contents with everyone engaged 
in the activities, including the onsite Government representatives.  The 
Activity Hazard Analyses shall be continuously reviewed and, when 
appropriate, modified to address changing site conditions or operations.

1.8   PRECONSTRUCTION CONFERENCE AND ONSITE SAFETY

The Contractor and the Contractor's Designated Competent Person, Project 
Supervisor, and Designated IH shall meet with the Contracting Officer prior 
to beginning work at a safety preconstruction conference to discuss the 
details of the Contractor's submitted Accident Prevention Plan to include 
the Asbestos Hazard Abatement Plan and Activity Hazard Analyses appendices. 
Deficiencies in the Accident Prevention Plan will be discussed and the 
Accident Prevention Plan shall be revised to correct the deficiencies and 
resubmitted for acceptance.  Any changes required in the specification as a 
result of the Accident Prevention Plan shall be identified specifically in 
the plan to allow for free discussion and acceptance by the Contracting 
Officer, prior to the start of work.  Onsite work shall not begin until the 
Accident Prevention Plan has been accepted.  A copy of the written Accident 
Prevention Plan shall be maintained onsite.  Changes and modifications to 
the accepted Accident Prevention Plan shall be made with the knowledge and 
concurrence of the Designated IH, the Project Supervisor, Designated 
Competent Person, and the Contracting Officer.  Should any unforeseen 
hazard become evident during the performance of the work, the Designated IH 
shall bring such hazard to the attention of the Project Supervisor, 
Designated Competent Person, and the Contracting Officer, both verbally and 
in writing, for resolution as soon as possible.  In the interim, all 
necessary action shall be taken by the Contractor to restore and maintain 
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safe working conditions in order to safeguard onsite personnel, visitors, 
the public, and the environment.  Once accepted by the Contracting Officer, 
the Accident Prevention Plan, including the Asbestos Hazard Abatement Plan 
and Activity Hazard Analyses will be enforced as if an addition to the 
contract.  Disregarding the provisions of this contract or the accepted 
Accident Prevention Plan will be cause for stopping of work, at the 
discretion of the Contracting Officer, until the matter has been rectified. 

1.9   SECURITY

Security shall be provided for each regulated area.  A log book shall be 
kept documenting entry into and out of the regulated area.  Entry into 
regulated areas shall only be by personnel authorized by the Contractor and 
the Contracting Officer.  Personnel authorized to enter regulated areas 
shall be trained, be medically evaluated, and wear the required personal 
protective equipment, for the specific regulated area to be entered.

1.10   MEDICAL REQUIREMENTS

Medical requirements shall conform to 29 CFR 1926, Section .1101.

1.10.1   Medical Examinations

Before being exposed to airborne asbestos fibers, workers shall be provided 
with a medical examination as required by 29 CFR 1926, Section .1101 and 
other pertinent state or local requirements.  This requirement shall have 
been satisfied within the last 12 months.  The same medical examination 
shall be given on an annual basis to employees engaged in an occupation 
involving asbestos and within 30 calendar days before or after the 
termination of employment in such occupation.  X-ray films of asbestos 
workers shall be identified to the consulting radiologist and medical 
record jackets shall be marked with the word "asbestos."

1.10.1.1   Information Provided to the Physician

The Contractor shall provide the following information in writing to the 
examining physician:

a.  A copy of 29 CFR 1926, Section .1101 and Appendices D, E, G, and I;

b.  A description of the affected employee's duties as they relate to 
the employee's exposure;

c.  The employee's representative exposure level or anticipated 
exposure level;

d.  A description of any personal protective and respiratory equipment 
used or to be used;

e.  Information from previous medical examinations of the affected 
employee that is not otherwise available to the examining 
physician.

1.10.1.2   Written Medical Opinion

For each worker, a written medical opinion prepared and signed by a 
licensed physician indicating the following:

a.  Summary of the results of the examination.
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b.  The potential for an existing physiological condition that would 
place the employee at an increased risk of health impairment from 
exposure to asbestos.

c.  The ability of the individual to wear personal protective 
equipment, including respirators, while performing strenuous work 
tasks under cold and/or heat stress conditions.

d.  A statement that the employee has been informed of the results of 
the examination, provided with a copy of the results, informed of 
the increased risk of lung cancer attributable to the combined 
effect of smoking and asbestos exposure, and informed of any 
medical condition that may result from asbestos exposure.

1.10.2   Medical and Exposure Records

Complete and accurate records shall be maintained of each employee's 
medical examinations, medical records, and exposure data, as required by 29 
CFR 1910, Section .1910.20 and 29 CFR 1926, Section .1101 for a period of 
50 years after termination of employment.  Records of the required medical 
examinations and exposure data shall be made available, for inspection and 
copying, to the Assistant Secretary of Labor for Occupational Safety and 
Health (OSHA) or authorized representatives of the employee and an 
employee's physician upon request of the employee or former employee.  A 
copy of the required medical certification for each employee shall be 
maintained on file at the worksite for review, as requested by the 
Contracting Officer or the representatives.

1.11   TRAINING PROGRAM

1.11.1   General Training Requirements

The Contractor shall establish a training program as specified by EPA Model 
Accreditation Plan (MAP), training requirements at 40 CFR 763, Subpart E, 
Appendix C, OSHA requirements at 29 CFR 1926, Section .1101(k)(9), and this 
specification.  Contractor employees shall complete the required training 
for the type of work they are to perform and such training shall be 
documented and provided to the Contracting Officer as specified in 
paragraph QUALIFICATIONS.

1.11.2   Project Specific Training

Prior to commencement of work, each worker shall be instructed by the 
Contractor's Designated IH and Competent Person in the following project 
specific training:

a.  The hazards and health effects of the specific types of ACM to be 
abated;

b.  The content and requirements of the Contractor's Accident 
Prevention Plan to include the Asbestos Hazard Abatement Plan and 
Activity Hazard Analyses and site-specific safety and health 
precautions;

c.  Hazard Communication Program;

d.  Hands-on training for each asbestos abatement technique to be 
employed;
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e.  Heat and/or cold stress monitoring specific to this project;

f.  Air monitoring program and procedures;

g.  Medical surveillance to include medical and exposure 
record-keeping procedures;

h.  The association of cigarette smoke and asbestos-related disease;

i.  Security procedures;

j.  Specific work practice controls and engineering controls required 
for each Class of work in accordance with 29 CFR 1926, Section .1101.

1.12   RESPIRATORY PROTECTION PROGRAM

The Contractor's Designated IH shall establish in writing, and implement a 
respiratory protection program in accordance with 29 CFR 1926, Section .1101, 
29 CFR 1910, Section .134, ANSI Z88.2, CGA G-7, CGA G-7.1.  The 
Contractor's Designated IH shall establish minimum respiratory protection 
requirements based on measured or anticipated levels of airborne asbestos 
fiber concentrations encountered during the performance of the asbestos 
abatement work.  The Contractor's respiratory protection program shall 
include, but not be limited to, the following elements:

a.  The company policy, used for the assignment of individual 
responsibility, accountability, and implementation of the 
respiratory protection program.

b.  The standard operating procedures covering the selection and use 
of respirators.  Respiratory selection shall be determined by the 
hazard to which the worker is exposed.

c.  Medical evaluation of each user to verify that the worker may be 
assigned to an activity where respiratory protection is required.

d.  Training in the proper use and limitations of respirators.

e.  Respirator fit-testing, i.e., quantitative, qualitative and 
individual functional fit checks.

f.  Regular cleaning and disinfection of respirators.

g.  Routine inspection of respirators during cleaning and after each 
use when designated for emergency use.

h.  Storage of respirators in convenient, clean, and sanitary 
locations.

i.  Surveillance of regulated area conditions and degree of employee 
exposure (e.g., through air monitoring).

j.  Regular evaluation of the continued effectiveness of the 
respiratory protection program.

k.  Recognition and procedures for the resolution of special problems 
as they affect respirator use (e.g., no facial hair that comes 
between the respirator face piece and face or interferes with 
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valve function; prescription eye wear usage; contact lenses usage; 
etc.).

l.  Proper training in putting on and removing respirators.

1.12.1   Respiratory Fit Testing

A qualitative or quantitative fit test conforming to 29 CFR 1926, Section 
1101, Appendix C shall be conducted by the Contractor's Designated IH for 
each Contractor worker required to wear a respirator, and for the 
Contracting Officer and authorized visitors who enter a regulated area 
where respirators are required to be worn.  A respirator fit test shall be 
performed for each worker wearing a negative-pressure respirator prior to 
initially wearing a respirator on this project and every 6 months 
thereafter.  The qualitative fit tests may be used only for testing the fit 
of half-mask respirators where they are permitted to be worn, or of 
full-facepiece air purifying respirators where they are worn at levels at 
which half-facepiece air purifying respirators are permitted.  If physical 
changes develop that will affect the fit, a new fit test for the worker 
shall be performed.  Functional fit checks shall be performed by employees 
each time a respirator is put on and in accordance with the manufacturer's 
recommendation.

1.12.2   Respirator Selection and Use Requirements

The Contractor shall provide respirators, and ensure that they are used as 
required by 29 CFR 1926, Section .1101 and in accordance with the 
manufacturer's recommendations.  Respirators shall be jointly approved by 
the Mine Safety and Health Administration and the National Institute for 
Occupational Safety and Health (MSHA/NIOSH), or by NIOSH, under the 
provisions of 42 CFR 84, for use in environments containing airborne 
asbestos fibers.  Personnel who handle ACM, enter regulated areas that 
require the wearing of a respirator, or who are otherwise carrying out 
abatement activities that require the wearing of a respirator, shall be 
provided with approved respirators that are fully protective of the worker 
at the measured or anticipated airborne asbestos concentration level to be 
encountered.  For air-purifying respirators, the particulate filter portion 
of the cartridges or canister approved for use in airborne asbestos 
environments shall be high-efficiency particulate air (HEPA).  The initial 
respirator selection and the decisions regarding the upgrading or 
downgrading of respirator type shall be made by the Contractor's Designated 
IH based on the measured or anticipated airborne asbestos fiber 
concentrations to be encountered.  Recommendations made by the Contractor's 
Designated IH to downgrade respirator type shall be submitted in writing to 
the Contracting Officer.  The Contractor's Designated Competent Person in 
consultation with the Designated IH, shall have the authority to take 
immediate action to upgrade or downgrade respiratory type when there is an 
immediate danger to the health and safety of the wearer.  Respirators shall 
be used in the following circumstances:

a.  During all Class I asbestos jobs.

b.  During all Class II work where the ACM is not removed in a 
substantially intact state.

c.  During all Class II and III work which is not performed using wet 
methods.  Respirators need not be worn during removal of ACM from 
sloped roofs when a negative exposure assessment has been made and 
ACM is removed in an intact state.
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d.  During all Class II and III asbestos jobs where the Contractor 
does not produce a negative exposure assessment.

e.  During all Class III jobs where TSI or surfacing ACM is being 
disturbed.

f.  During all Class IV work performed within regulated areas where 
employees performing other work are required to wear respirators.

g.  During all work where employees are exposed above the PEL-TWA or 
PEL-Excursion Limit.

h.  In emergencies

1.12.3   Class I Work

The Contractor shall provide:  (1) a tight-fitting, powered air purifying 
respirator equipped with high efficiency filters, or (2) a full-facepiece 
supplied air respirator operated in the pressure demand mode, equipped with 
HEPA egress cartridges, or (3) an auxiliary positive pressure 
self-contained breathing apparatus, for all employees within the regulated 
area where Class I work is being performed; provided that a negative 
exposure assessment has not been produced, and that the exposure level will 
not exceed 1 f/cc as an 8-hour time weighted average.  A full-facepiece 
supplied air respirator, operated in the pressure demand mode, equipped 
with an auxiliary positive pressure self-contained breathing apparatus 
shall be provided under such conditions, if the exposure assessment 
indicates exposure levels above 1 f/cc as an 8-hour time weighted average.

1.12.4   Class II and III Work

The Contractor shall provide an air purifying respirator, other than a 
disposable respirator, equipped with high-efficiency filters whenever the 
employee performs Class II and III asbestos jobs where the Contractor does 
not produce a negative exposure assessment; and Class III jobs where TSI or 
surfacing ACM is being disturbed.

1.12.5   Sanitation

Employees who wear respirators shall be permitted to leave work areas to 
wash their faces and respirator facepieces whenever necessary to prevent 
skin irritation associated with respirator use.

1.13   HAZARD COMMUNICATION PROGRAM

A hazard communication program shall be established and implemented in 
accordance with 29 CFR 1926, Section .59.  Material safety data sheets 
(MSDSs) shall be provided for all hazardous materials brought onto the 
worksite.  One copy shall be provided to the Contracting Officer and 1 copy 
shall be included in the Contractor's Hazard Communication Program.

1.14   LICENSES, PERMITS AND NOTIFICATIONS

1.14.1   General Legal Requirements

Necessary licenses, permits and notifications shall be obtained in 
conjunction with the project's asbestos abatement, transportation and 
disposal actions and timely notification furnished of such actions as 
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required by federal, state, regional, and local authorities.  The 
Contractor shall notify the Regional Office of the USEPA and the state's 
environmental protection agency responsible for asbestos air emissions and 
the Contracting Officer in writing, at least 10 days prior to the 
commencement of work, in accordance with 40 CFR 61, Subpart M, and state 
and local requirements to include the mandatory "Notification of Demolition 
and Renovation Record" form and other required notification documents.  
Notification shall be by Certified Mail, Return Receipt Requested.  The 
Contractor shall furnish copies of the receipts to the Contracting Officer, 
in writing, prior to the commencement of work.  Local fire department shall 
be notified 3 days before fire-proofing material is removed from a building 
and the notice shall specify whether or not the material contains asbestos. 
 A copy of the rental company's written acknowledgment and agreement shall 
be provided as required by paragraph RENTAL EQUIPMENT.  For licenses, 
permits, and notifications that the Contractor is responsible for 
obtaining, the Contractor shall pay any associated fees or other costs 
incurred.

1.14.2   Litigation and Notification

The Contractor shall notify the Contracting Officer if any of the following 
occur:

a.  The Contractor or any of the subcontractors are served with notice 
of violation of any law, regulation, permit or license which 
relates to this contract;

b.  Proceedings are commenced which could lead to revocation of 
related permits or licenses; permits, licenses or other Government 
authorizations relating to this contract are revoked;

c.  Litigation is commenced which would affect this contract;

d.  The Contractor or any of the subcontractors become aware that 
their equipment or facilities are not in compliance or may fail to 
comply in the future with applicable laws or regulations.

1.15   PERSONAL PROTECTIVE EQUIPMENT

Three complete sets of personal protective equipment shall be made 
available to the Contracting Officer and authorized visitors for entry to 
the regulated area.  Contracting Officer and authorized visitors shall be 
provided with training equivalent to that provided to Contractor employees 
in the selection, fitting, and use of the required personal protective 
equipment and the site safety and health requirements.  Contractor workers 
shall be provided with personal protective clothing and equipment and the 
Contractor shall ensure that it is worn properly.  The Contractor's 
Designated IH and Designated Competent Person shall select and approve all 
the required personal protective clothing and equipment to be used.

1.15.1   Respirators

Respirators shall be in accordance with paragraph RESPIRATORY PROTECTION 
PROGRAM.

1.15.2   Whole Body Protection

Personnel exposed to airborne concentrations of asbestos that exceed the 
PELs, or for all OSHA Classes of work for which a required negative 
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exposure assessment is not produced, shall be provided with whole body 
protection and such protection shall be worn properly.  The Contractor's 
Designated IH and Competent Person  shall select and approve the whole body 
protection to be used.  The Competent Person shall examine work suits worn 
by employees at least once per work shift for rips or tears that may occur 
during performance of work.  When rips or tears are detected while an 
employee is working, rips and tears shall be immediately mended, or the 
work suit shall be immediately replaced.  Disposable whole body protection 
shall be disposed of as asbestos contaminated waste upon exiting from the 
regulated area.  Reusable whole body protection worn shall be either 
disposed of as asbestos contaminated waste upon exiting from the regulated 
area or be properly laundered in accordance with 29 CFR 1926, Section .1101. 
 Whole body protection used for asbestos abatement shall not be removed 
from the worksite by a worker to be cleaned.  Recommendations made by the 
Contractor's Designated IH to downgrade whole body protection shall be 
submitted in writing to the Contracting Officer.  The Contractor's 
Designated Competent Person, in consultation with the Designated IH, has 
the authority to take immediate action to upgrade or downgrade whole body 
protection when there is an immediate danger to the health and safety of 
the wearer.

1.15.2.1   Coveralls

Disposable-impermeable coveralls with a zipper front shall be provided.  
Sleeves shall be secured at the wrists, and foot coverings secured at the 
ankles.  

1.15.2.2   Underwear

Disposable underwear shall be provided.  If reusable underwear are used, 
they shall be disposed of as asbestos contaminated waste or laundered in 
accordance with 29 CFR 1926, Section .1101.  Asbestos abatement workers 
shall not remove contaminated reusable underwear worn during abatement of 
ACM from the site to be laundered.

1.15.2.3   Work Clothing

An additional coverall shall be provided when the abatement and control 
method employed does not provide for the exit from the regulated area 
directly into an attached decontamination unit.  Cloth work clothes for 
wear under the protective coverall, and foot coverings, shall be provided 
when work is being conducted in low temperature conditions.  Cloth work 
clothes shall be either disposed of as asbestos contaminated waste or 
properly laundered in accordance with 29 CFR 1926, Section .1101.

1.15.2.4   Gloves

Gloves shall be provided to protect the hands.  Where there is the 
potential for hand injuries (i.e., scrapes, punctures, cuts, etc.) a 
suitable glove shall be provided and used.

1.15.2.5   Foot Coverings

Cloth socks shall be provided and worn next to the skin.  Footwear, as 
required by OSHA and EM 385-1-1, that is appropriate for safety and health 
hazards in the area shall be worn.  Rubber boots shall be used in moist or 
wet areas.  Reusable footwear removed from the regulated area shall be 
thoroughly decontaminated or disposed of as ACM waste.  Disposable 
protective foot covering shall be disposed of as ACM waste.  If rubber 
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boots are not used, disposable foot covering shall be provided.

1.15.2.6   Head Covering

Hood type disposable head covering shall be provided.  In addition, 
protective head gear (hard hats) shall be provided as required.  Hard hats 
shall only be removed from the regulated area after being thoroughly 
decontaminated.

1.15.2.7   Protective Eye Wear

Eye protection provided shall be in accordance with ANSI Z87.1.

1.16   HYGIENE FACILITIES AND PRACTICES

The Contractor shall establish a decontamination area for the 
decontamination of employees, material and equipment.  The Contractor shall 
ensure that employees enter and exit the regulated area through the 
decontamination area.

1.16.1   Shower Facilities

Shower facilities, when provided, shall comply with 29 CFR 1910, Section .141(d)(3).

1.16.2   3-Stage Decontamination Area

A temporary negative pressure decontamination unit that is adjacent and 
attached in a leak-tight manner to the regulated area shall be provided.  
Utilization of prefabricated units shall have prior approval of the 
Contracting Officer. The decontamination unit shall have an equipment room 
and a clean room separated by a shower that complies with 29 CFR 1910, 
Section .141 (unless the Contractor can demonstrate that such facilities 
are not feasible).  Equipment and surfaces of containers filled with ACM 
shall be cleaned prior to removing them from the equipment room or area.  
Surfaces of the equipment room shall be wet wiped 2 times after each shift. 
 Materials used for wet wiping shall be disposed of as asbestos 
contaminated waste.  Two separate lockers shall be provided for each 
asbestos worker, one in the equipment room and one in the clean room.  The 
Contractor shall provide a minimum  40 gal. electric water heater with 
minimum recovery rate of  20 gal. per hour and a temperature controller for 
each showerhead.  The Contractor shall provide a minimum of 2 showers.  
Instantaneous type in-line water heater may be incorporated at each shower 
head in lieu of hot water heater, upon approval by the Contracting Officer. 
 Flow and temperature controls shall be located within the shower and shall 
be adjustable by the user.  The wastewater pump shall be sized for 1.25 
times the showerhead flow-rate at a pressure head sufficient to satisfy the 
filter head loss and discharge line losses.  The pump shall supply a 
minimum  25 gpm flow with 35 ft. of pressure head.  Used shower water shall 
be collected and filtered to remove asbestos contamination.  Filters and 
residue shall be disposed of as asbestos contaminated material, per DETAIL 
SHEETS 9 and 14. Filtered water shall be discharged to the sanitary system. 
 Wastewater filters shall be installed in series with the first stage pore 
size of 20 microns and the second stage pore size of 5 microns.  The floor 
of the decontamination unit's clean room shall be kept dry and clean at all 
times.  Water from the shower shall not be allowed to wet the floor in the 
clean room.  Surfaces of the clean room and shower shall be wet-wiped 2 
times after each shift change with a disinfectant solution.  Proper 
housekeeping and hygiene requirements shall be maintained.  Soap and towels 
shall be provided for showering, washing and drying.  Any cloth towels 
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provided shall be disposed of as ACM waste or shall be laundered in 
accordance with 29 CFR 1926, Section .1101.

1.16.3   Load-Out Unit

A temporary load-out unit that is adjacent and connected to the regulated 
area shall be provided as described in DETAIL SHEET Number 20 and 25.  
Utilization of prefabricated units shall have prior approval of the 
Contracting Officer.  The load-out unit shall be attached in a leak-tight 
manner to each regulated area.  Surfaces of the load-out unit and access 
tunnel shall be adequately wet-wiped 2 times after each shift change.  
Materials used for wet wiping shall be disposed of as asbestos contaminated 
waste.

1.16.4   Single Stage Decontamination Area

A decontamination area (equipment room/area) shall be provided for Class I 
work involving less than  25 feet or   10 square feet of TSI or surfacing 
ACM, and for Class II and Class III asbestos work operations where 
exposures exceed the PELs or where there is no negative exposure assessment 
produced before the operation.  The equipment room or area shall be 
adjacent to the regulated area for the decontamination of employees, 
material, and their equipment which is contaminated with asbestos.  The 
equipment room or area shall consist of an area covered by an impermeable 
drop cloth on the floor or horizontal working surface.  The area must be of 
sufficient size to accommodate cleaning of equipment and removing personal 
protective equipment without spreading contamination beyond the area.  
Surfaces of the equipment room shall be wet wiped 2 times after each shift. 
 Materials used for wet wiping shall be disposed of as asbestos 
contaminated waste.

1.16.5   Decontamination Requirements for Class IV Work

The Contractor shall ensure that employees performing Class IV work within 
a regulated area comply with the hygiene practice required of employees 
performing work which has a higher classification within that regulated 
area, or the Contractor shall provide alternate decontamination area 
facilities for employees cleaning up debris and material which is TSI or 
surfacing ACM.

1.16.6   Decontamination Area Entry Procedures

The Contractor shall ensure that employees entering the decontamination 
area through the clean room or clean area:

a.  Remove street clothing in the clean room or clean area and deposit 
it in lockers.

b.  Put on protective clothing and respiratory protection before 
leaving the clean room or clean area.

c.  Pass through the equipment room to enter the regulated area.

1.16.7   Decontamination Area Exit Procedures

The Contractor shall ensure that the following procedures are followed:

a.  Before leaving the regulated area, respirators shall be worn while 
employees remove all gross contamination and debris from their 
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work clothing using a HEPA vacuum.

b.  Employees shall remove their protective clothing in the equipment 
room and deposit the clothing in labeled impermeable bags or 
containers (see Detail Sheets 9 and 14) for disposal and/or 
laundering.

c.  Employees shall not remove their respirators in the equipment room.

d.  Employees shall shower prior to entering the clean room.  If a 
shower has not been located between the equipment room and the 
clean room or the work is performed outdoors, the Contractor shall 
ensure that employees engaged in Class I asbestos jobs:  a) Remove 
asbestos contamination from their work suits in the equipment room 
or decontamination area using a HEPA vacuum before proceeding to a 
shower that is not adjacent to the work area; or b) Remove their 
contaminated work suits in the equipment room, without cleaning 
worksuits, and proceed to a shower that is not adjacent to the 
work area.

e.  After showering, employees shall enter the clean room before 
changing into street clothes.

1.16.8   Lunch Areas

The Contractor shall provide lunch areas in which the airborne 
concentrations of asbestos are below 0.01 f/cc.

1.16.9   Smoking

Smoking, if allowed by the Contractor, shall only be permitted in 
designated areas approved by the Contracting Officer.

1.17   REGULATED AREAS

All Class I, II, and III asbestos work shall be conducted within regulated 
areas.  The regulated area shall be demarcated to minimize the number of 
persons within the area and to protect persons outside the area from 
exposure to airborne asbestos.  Where critical barriers or negative 
pressure enclosures are used, they shall demarcate the regulated area.  
Access to regulated areas shall be limited to authorized persons.  The 
Contractor shall control access to regulated areas, ensure that only 
authorized personnel enter, and verify that Contractor required medical 
surveillance, training and respiratory protection program requirements are 
met prior to allowing entrance.

1.18   WARNING SIGNS AND TAPE

Warning signs and tape printed bilingually in English and Spanish shall be 
provided at the regulated boundaries and entrances to regulated areas.  The 
Contractor shall ensure that all personnel working in areas contiguous to 
regulated areas comprehend the warning signs.  Signs shall be located to 
allow personnel to read the signs and take the necessary protective steps 
required before entering the area.  Warning signs, shall be in vertical 
format conforming to 29 CFR 1910 and 29 CFR 1926, Section .1101, a minimum 
of  20 by 14 inches, and displaying the following legend in the lower panel:

DANGER
ASBESTOS
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CANCER AND LUNG DISEASE HAZARD
AUTHORIZED PERSONNEL ONLY

Spacing between lines shall be at least equal to the height of the upper of 
any two lines.  Warning tape shall be provided.  Decontamination unit 
signage shall be provided.

1.19   WARNING LABELS

Warning labels shall be affixed to all asbestos disposal containers used to 
contain asbestos materials, scrap, waste debris, and other products 
contaminated with asbestos.  Containers with preprinted warning labels 
conforming to requirements are acceptable.  Warning labels shall conform to 
29 CFR 1926, Section .1101 and shall be of sufficient size to be clearly 
legible displaying the following legend:

DANGER
CONTAINS ASBESTOS FIBERS

AVOID CREATING DUST
CANCER AND LUNG DISEASE HAZARD

1.20   LOCAL EXHAUST VENTILATION

Local exhaust ventilation units shall conform to ANSI Z9.2 and 29 CFR 1926, 
Section .1101.  Filters on local exhaust system equipment shall conform to 
ANSI Z9.2 and UL 586.  Filter shall be UL labeled.

1.21   TOOLS

Vacuums shall be leak proof to the filter, equipped with HEPA filters, of 
sufficient capacity and necessary capture velocity at the nozzle or nozzle 
attachment to efficiently collect, transport and retain the ACM waste 
material.  Power tools shall not be used to remove ACM unless the tool is 
equipped with effective, integral HEPA filtered exhaust ventilation capture 
and collection system, or has otherwise been approved for use by the 
Contracting Officer.  Residual asbestos shall be removed from reusable 
tools prior to storage and reuse.  Reusable tools shall be thoroughly 
decontaminated prior to being removed from regulated areas.

1.22   RENTAL EQUIPMENT

If rental equipment is to be used, written notification shall be provided 
to the rental agency, concerning the intended use of the equipment, the 
possibility of asbestos contamination of the equipment and the steps that 
will be taken to decontaminate such equipment.  A written acceptance of the 
terms of the Contractor's notification shall be obtained from the rental 
agency.

1.23   AIR MONITORING EQUIPMENT

The Contractor's Designated IH shall approve air monitoring equipment to be 
used to collect samples.  The equipment shall include, but shall not be 
limited to:

a.  High-volume sampling pumps that can be calibrated and operated at 
a constant airflow up to 16 liters per minute when equipped with a 
sampling train of tubing and filter cassette.

b.  Low-volume, battery powered, body-attachable, portable personal 
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pumps that can be calibrated to a constant airflow up to 
approximately 3.5 liters per minute when equipped with a sampling 
train of tubing and filter cassette, and a self-contained 
rechargeable power pack capable of sustaining the calibrated flow 
rate for a minimum of 10 hours.  The pumps shall also be equipped 
with an automatic flow control unit which shall maintain a 
constant flow, even as filter resistance increases due to 
accumulation of fiber and debris on the filter surface.

c.  Single use standard 25 mm diameter cassette, open face, 0.8 micron 
pore size, mixed cellulose ester membrane filters and cassettes 
with 50 mm electrically conductive extension cowl, and shrink 
bands, to be used with low flow pumps in accordance with 29 CFR 
1926, Section .1101 for personal air sampling.

d.  Single use standard 25 mm diameter cassette, open face, 0.45 
micron pore size, mixed cellulose ester membrane filters and 
cassettes with 50 mm electrically conductive cowl, and shrink 
bands, to be used with high flow pumps when conducting 
environmental area sampling using NIOSH Pub No. 84-100 Methods 
7400 and 7402, (and the transmission electric microscopy method 
specified at 40 CFR 763 if required).

e.  Appropriate plastic tubing to connect the air sampling pump to the 
selected filter cassette.

f.  A flow calibrator capable of calibration to within plus or minus 2 
percent of reading over a temperature range of  minus 4 to plus 
140 degrees F and traceable to a NIST primary standard.

1.24   EXPENDABLE SUPPLIES

1.24.1   Glovebag

Glovebags shall be provided as described in 29 CFR 1926, Section .1101.  
The glovebag assembly shall be  6 mil thick plastic, prefabricated and 
seamless at the bottom  with preprinted OSHA warning label.

1.24.2   Duct Tape

Industrial grade duct tape of appropriate widths suitable for bonding sheet 
plastic and disposal container shall be provided.

1.24.3   Disposal Containers

Leak-tight (defined as solids, liquids, or dust that cannot escape or spill 
out) disposal containers shall be provided for ACM wastes as required by 29 
CFR 1926 Section .1101.

1.24.4   Disposal Bags

Leak-tight bags,  6 mil thick, shall be provided for placement of asbestos 
generated waste.

1.24.5   Fiberboard Drums

Fiberboard drums shall be non-pourous.

1.24.6   Cardboard Boxes
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Heavy-duty corrugated cardboard boxes, coated with plastic or wax to retard 
deterioration from moisture, shall be provided, if required by state and 
local requirements.  Boxes shall fit into selected ACM disposal bags.  
Filled boxes shall be sealed leak-tight with duct tape.

1.24.7   Sheet Plastic

Sheet plastic shall be polyethylene of  6 mil minimum thickness and shall 
be provided in the largest sheet size necessary to minimize seams, as 
indicated on the project drawings.  Film shall be clear, frosted or black 
and conform to ASTM D 4397, except as specified below:

1.24.7.1   Flame Resistant

Where a potential for fire exists, flame-resistant sheets shall be 
provided.  Film shall be frosted or black and shall conform to the 
requirements of NFPA 701.

1.24.7.2   Reinforced

Reinforced sheets shall be provided where high skin strength is required, 
such as where it constitutes the only barrier between the regulated area 
and the outdoor environment.  The sheet stock shall consist of translucent, 
nylon-reinforced or woven-polyethylene thread laminated between 2 layers of 
polyethylene film.  Film shall meet flame resistant standards of NFPA 701.

1.24.8   Amended Water

Amended water shall meet the requirements of ASTM D 1331.

1.24.9   Mastic Removing Solvent

Mastic removing solvent shall be nonflammable and shall not contain 
methylene chloride, glycol ether, or halogenated hydrocarbons.  Solvents 
used onsite shall have a flash point greater than  140 degrees F.

1.24.10   Leak-tight Wrapping

Two layers of  6 mil minimum thick polyethylene sheet stock shall be used 
for the containment of removed asbestos-containing components or materials 
such as reactor vessels, large tanks, boilers, insulated pipe segments and 
other materials too large to be placed in disposal bags as described in 
DETAIL SHEET 9B.  Upon placement of the ACM component or material, each 
layer shall be individually leak-tight sealed with duct tape.

1.24.11   Viewing Inspection Window

Where feasible, a minimum of 1 clear,  1/8 inch thick, acrylic sheet,  18 
by 24 inches, shall be installed as a viewing inspection window at eye 
level on a wall in each containment enclosure.  The windows shall be sealed 
leak-tight with industrial grade duct tape.

1.24.12   Wetting Agents

Removal encapsulant (a penetrating encapsulant) shall be provided when 
conducting removal abatement activities that require a longer removal time 
or are subject to rapid evaporation of amended water.  The removal 
encapsulant shall be capable of wetting the ACM and retarding fiber release 
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during disturbance of the ACM greater than or equal to that provided by 
amended water.  Performance requirements for penetrating encapsulants are 
specified in paragraph ENCAPSULANTS.

1.24.13   Strippable Coating

Strippable coating in aerosol cans shall be used to adhere to surfaces and 
to be removed cleanly by stripping, at the completion of work.  This work 
shall only be done in well ventilated areas.

1.25   MISCELLANEOUS ITEMS

A sufficient quantity of other items, such as, but not limited to:  
scrapers, brushes, brooms, staple guns, tarpaulins, shovels, rubber 
squeegees, dust pans, other tools, scaffolding, staging, enclosed chutes, 
wooden ladders, lumber necessary for the construction of containments, UL 
approved temporary electrical equipment, material and cords, ground fault 
circuit interrupters, water hoses of sufficient length, fire extinguishers, 
first aid kits, portable toilets, logbooks, log forms, markers with 
indelible ink, spray paint in bright color to mark areas, project boundary 
fencing, etc., shall be provided.

PART 2   PRODUCTS

2.1   ENCAPSULANTS

Encapsulants shall conform to USEPA requirements, shall contain no toxic or 
hazardous substances and no solvent and shall meet the following 
requirements:

ALL ENCAPSULANTS

       Requirement                   Test Standard

  Flame Spread - 25,                 ASTM E 84
    Smoke Emission - 50
  Combustion Toxicity                Univ. of Pittsburgh Protocol
    Zero Mortality
  Life Expectancy, 20 yrs            ASTM C 732
    Accelerated Aging Test
  Permeability, Minimum              ASTM E 96
    0.4 perms

Additional Requirements for Bridging Encapsulant

       Requirement                   Test Standard

  Cohesion/Adhesion Test,            ASTM E 736
    50 pounds of force/foot
  Fire Resistance, Negligible        ASTM E 119
    affect on fire resistance 
    rating over 3 hour test (Classified
    by UL for use over fibrous and
    cementitious sprayed fireproofing)
  Impact Resistance, Minimum         ASTM D 2794
    43 in-lb (Gardner Impact Test)
  Flexibility, no rupture or         ASTM D 522
    cracking (Mandrel Bend Test)
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ALL ENCAPSULANTS

       Requirement                   Test Standard
Additional Requirements for Penetrating Encapsulant

       Requirement                   Test Standard

  Cohesion/Adhesion Test,            ASTM E 736
    50 pounds of force/foot
  Fire Resistance, Negligible        ASTM E 119
    affect on fire resistance
    rating over 3 hour test(Classified
    by UL for use over fibrous and 
    cementitious sprayed fireproofing)
  Impact Resistance, Minimum         ASTM D 2794
    43 in-lb (Gardner Impact Test)
  Flexibility, no rupture or         ASTM D 522
    cracking (Mandrel Bend Test)

Additional Requirements for Lockdown Encapsulant

       Requirement                   Test Standard

  Fire Resistance, Negligible        ASTM E 119
    affect on fire resistance
    rating over 3 hour test(Tested
    with fireproofing over encapsulant
    applied directly to steel member)
  Bond Strength, 100 pounds of       ASTM E 736
    force/foot (Tests
    compatibility with cementitious
    and fibrous fireproofing)

2.2   ENCASEMENT PRODUCTS

Encasement shall consist of primary cellular polymer coat, polymer finish 
coat, and any other finish coat as approved by the Contracting Officer.

PART 3   EXECUTION

3.1   GENERAL REQUIREMENTS

Asbestos abatement work tasks shall be performed as shown on the detailed 
plans and drawings, as summarized in paragraph DESCRIPTION OF WORK and 
including Table 1 and the Contractor's Accident Prevention Plan, Asbestos 
Hazard Abatement Plan, and the Activity Hazard Analyses.  The Contractor 
shall use the engineering controls and work practices required in 29 CFR 
1926, Section .1101(g) in all operations regardless of the levels of 
exposure.  Personnel shall wear and utilize protective clothing and 
equipment as specified.  The Contractor shall not permit eating, smoking, 
drinking, chewing or applying cosmetics in the regulated area.  All hot 
work (burning, cutting, welding, etc.) shall be conducted under controlled 
conditions in conformance with 29 CFR 1926, Section .352, Fire Prevention.  
Personnel of other trades, not engaged in asbestos abatement activities, 
shall not be exposed at any time to airborne concentrations of asbestos 
unless all the administrative and personal protective provisions of the 
Contractor's Accident Prevention Plan are complied with.  Power to the 
regulated area shall be locked-out and tagged in accordance with 29 CFR 1910, 
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and temporary electrical service with ground fault circuit interrupters 
shall be provided as needed.  Temporary electrical service shall be 
disconnected when necessary for wet removal.  The Contractor shall stop 
abatement work in the regulated area immediately when the airborne total 
fiber concentration:  (1) equals or exceeds 0.01 f/cc, or the pre-abatement 
concentration, whichever is greater, outside the regulated area; or (2) 
equals or exceeds 1.0 f/cc inside the regulated area.  The Contractor shall 
correct the condition to the satisfaction of the Contracting Officer, 
including visual inspection and air sampling.  Work shall resume only upon 
notification by the Contracting Officer.  Corrective actions shall be 
documented.

3.2   PROTECTION OF ADJACENT WORK OR AREAS TO REMAIN

Asbestos abatement shall be performed without damage to or contamination of 
adjacent work or area.  Where such work or area is damaged or contaminated, 
as verified by the Contracting Officer using visual inspection or sample 
analysis, it shall be restored to its original condition or decontaminated 
by the Contractor at no expense to the Government, as deemed appropriate by 
the Contracting Officer.  This includes inadvertent spill of dirt, dust or 
debris in which it is reasonable to conclude that asbestos may exist.  When 
these spills occur, work shall stop in all effected areas immediately and 
the spill shall be cleaned.  When satisfactory visual inspection and air 
sampling analysis results are obtained and have been evaluated by the 
Contractor's Designated IH and the Contracting Officer, work shall proceed.

3.3   OBJECTS

3.3.1   Removal of Mobile Objects

Mobile objects, furniture, and equipment will be removed from the area of 
work by the Government before asbestos abatement work begins.

3.3.2   Stationary Objects

Stationary objects, furniture, and equipment shall remain in place and 
shall be precleaned using HEPA vacuum followed by adequate wet wiping.  
Stationary objects and furnishings shall be covered with 2 layers of 
polyethylene and edges sealed with duct tape.

3.3.3   Reinstallation of Mobile Objects

At the conclusion of the asbestos abatement work in each regulated area, 
and after meeting the final clearance requirements for each regulated area, 
objects previously removed shall be transferred back to the cleaned area 
from which they came in accordance with the storage code designation for 
that material, and reinstalled.

3.4   BUILDING VENTILATION SYSTEM AND CRITICAL BARRIERS

Building ventilating systems supplying air into or returning air out of a 
regulated area shall be shut down and isolated by lockable switch or other 
positive means in accordance with 29 CFR 1910, Section .147 or isolated by 
airtight seals to prevent the spread of contamination throughout the 
system.  Air-tight critical barriers shall be installed on building 
ventilating openings located inside the regulated area that supply or 
return air from the building ventilation system or serve to exhaust air 
from the building.  The critical barriers shall consist of air-tight rigid 
covers for building ventilation supply and exhaust grills where the 
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ventilation system is required to remain in service during abatement or 2 
layers of polyethylene.  Edges to wall, ceiling and floor surfaces shall be 
sealed with industrial grade duct tape.  

3.5   PRECLEANING

Surfaces shall be cleaned by HEPA vacuum and adequately wet wiped prior to 
establishment of containment.

3.6   METHODS OF COMPLIANCE

3.6.1   Mandated Practices

The Contractor shall employ proper handling procedures in accordance with 
29 CFR 1926 and 40 CFR 61, Subpart M, and the specified requirements.  The 
specific abatement techniques and items identified shall be detailed in the 
Contractor's Asbestos Hazard Abatement Plan including, but not limited to, 
details of construction materials, equipment, and handling procedures.  The 
Contractor shall use the following engineering controls and work practices 
in all operations, regardless of the levels of exposure:

a.  Vacuum cleaners equipped with HEPA filters to collect debris and 
dust containing ACM.

b.  Wet methods or wetting agents to control employee exposures during 
asbestos handling, mixing, removal, cutting, application, and 
cleanup; except where it can be demonstrated that the use of wet 
methods is unfeasible due to, for example, the creation of 
electrical hazards, equipment malfunction, and in roofing.

c.  Prompt clean-up and disposal in leak-tight containers of wastes 
and debris contaminated with asbestos.

d.  Inspection and repair of polyethylene in work and high traffic 
areas.

e.  Cleaning of equipment and surfaces of containers filled with ACM 
prior to removing them from the equipment room or area.

3.6.2   Control Methods

The Contractor shall use the following control methods to comply with the 
PELs:

a.  Local exhaust ventilation equipped with HEPA filter dust 
collection systems;

b.  Enclosure or isolation of processes producing asbestos dust;

c.  Ventilation of the regulated area to move contaminated air away 
from the breathing zone of employees and toward a filtration or 
collection device equipped with a HEPA filter;

d.  Use of other work practices and engineering controls;

e.  Where the feasible engineering and work practice controls 
described above are not sufficient to reduce employee exposure to 
or below the PELs, the Contractor shall use them to reduce 
employee exposure to the lowest levels attainable by these 
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controls and shall supplement them by the use of respiratory 
protection that complies with paragraph, RESPIRATORY PROTECTION 
PROGRAM.

3.6.3   Unacceptable Practices

The following work practices and engineering controls shall not be used for 
work related to asbestos or for work which disturbs ACM, regardless of 
measured levels of asbestos exposure or the results of initial exposure 
assessments:

a.  High-speed abrasive disc saws that are not equipped with point of 
cut ventilator or enclosures with HEPA filtered exhaust air.

b.  Compressed air used to remove asbestos, or materials containing 
asbestos, unless the compressed air is used in conjunction with an 
enclosed ventilation system designed to capture the dust cloud 
created by the compressed air.

c.  Dry sweeping, shoveling, or other dry clean-up of dust and debris 
containing ACM.

d.  Employee rotation as a means of reducing employee exposure to 
asbestos.

3.6.4   Class I Work Procedures

In addition to requirements of paragraphs Mandated Practices and Control 
Methods, the following engineering controls and work practices shall be 
used:

a.  A Competent Person shall supervise the installation and operation 
of the control system.

b.  For jobs involving the removal of more than  25 feet or  10 square 
feet of TSI or surfacing material, the Contractor shall place 
critical barriers over all openings to the regulated area.

c.  HVAC systems shall be isolated in the regulated area by sealing 
with a double layer of plastic or air-tight rigid covers.

d.  Impermeable dropcloths ( 6 mil or greater thickness) shall be 
placed on surfaces beneath all removal activity.

e.  Objects within the regulated area shall be handled as specified in 
paragraph OBJECTS.

f.  Where a negative exposure assessment has not been provided or 
where exposure monitoring shows the PEL was exceeded, the 
regulated area shall be ventilated to move contaminated air away 
from the employee's breathing zone toward a HEPA unit or 
collection device.

3.6.5   Specific Control Methods for Class I Work

In addition to requirements of paragraph Class I Work Procedures, Class I 
asbestos work shall be performed using the control methods identified in 
the subparagraphs below.
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3.6.5.1   Negative Pressure Enclosure (NPE) System

The system shall provide at least 4 air changes per hour inside the 
containment.  The local exhaust unit equipment shall be operated 24 hours 
per day until the containment is removed, and shall be leak-proof to the 
filter and equipped with HEPA filters.  Air movement shall be directed away 
from the employees and toward a HEPA filtration device.  The NPE shall be 
smoke tested for leaks at the beginning of each shift.  Local exhaust 
equipment shall be sufficient to maintain a minimum pressure differential 
of minus  0.02 inch of water column relative to adjacent, unsealed areas.  
Pressure differential shall be monitored continuously, 24 hours per day, 
with an automatic manometric recording instrument.  Pressure differential 
recordings shall be provided daily on the same day collected. Readings 
shall be reviewed by the Contractor's Designated Competent Person and IH 
prior to submittal.  The Contracting Officer shall be notified immediately 
if the pressure differential falls below the prescribed minimum.  The 
building ventilation system shall not be used as the local exhaust system 
for the regulated area.  The local exhaust system shall terminate outdoors 
unless an alternate arrangement is allowed by the Contract Officer.  All 
filters used shall be new at the beginning of the project and shall be 
periodically changed as necessary and disposed of as ACM waste.

3.6.5.2   Glovebag Systems

The glovebag system shall be used to remove ACM from straight runs of 
piping and elbows and other connections.  Glovebags shall be used without 
modification and shall be smoke-tested for leaks and any leaks sealed prior 
to use.  Glovebags shall be installed to completely cover the circumference 
of pipe or other structures where the work is to be done.  Glovebags shall 
be used only once and shall not be moved.  Glovebags shall not be used on 
surfaces that have temperatures exceeding  150 degrees F.  Prior to 
disposal, glovebags shall be collapsed by removing air within them using a 
HEPA vacuum.  Before beginning the operation, loose and friable material 
adjacent to the glovebag operation shall be wrapped and sealed in 2 layers 
of plastic or otherwise rendered intact.  At least 2 persons shall perform 
Class I glovebag removal.  Asbestos regulated work areas shall be 
established as specified and shown on detailed drawings and plans for 
glovebag abatement.  Designated boundary limits for the asbestos work shall 
be established with rope or other continuous barriers and all other 
requirements for asbestos control areas shall be maintained, including area 
signage and boundary warning tape.

a.  In addition to requirements for negative pressure glovebag systems 
above, the Contractor shall attach HEPA vacuum systems or other 
devices to the bag to prevent collapse during removal of ACM from 
straight runs of piping and elbows and other connections.

b.  The negative pressure glove boxes used to remove ACM from pipe 
runs shall be fitted with gloved apertures and a bagging outlet 
and constructed with rigid sides from metal or other material 
which can withstand the weight of the ACM and water used during 
removal.  A negative pressure shall be created in the system using 
a HEPA filtration system.  The box shall be smoke tested for leaks 
prior to each use.

3.6.5.3   Mini-Enclosures

Single bulkhead containment or Double bulkhead containment or 
Mini-containment (small walk-in enclosure) to accommodate no more than 2 
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persons, may be used if the disturbance or removal can be completely 
contained by the enclosure with the following specifications and work 
practices.  The mini-enclosure shall be inspected for leaks and smoke 
tested before each use.  Air movement shall be directed away from the 
employee's breathing zone within the mini-enclosure.

3.6.5.4   Wrap and Cut Operation

Prior to cutting pipe, the asbestos-containing insulation shall be wrapped 
with polyethylene and securely sealed with duct tape to prevent asbestos 
becoming airborne as a result of the cutting process.  The following steps 
shall be taken:  install glovebag, strip back sections to be cut  6 inches 
from point of cut, and cut pipe into manageable sections.

3.6.6   Class II Work

In addition to the requirements of paragraphs Mandated Practices and 
Control Methods, the following engineering controls and work practices 
shall be used:

a.  A Competent Person shall supervise the work.

b.  For indoor work, critical barriers shall be placed over all 
openings to the regulated area.

c.  Impermeable dropcloths shall be placed on surfaces beneath all 
removal activity.

3.6.7   Specific Control Methods for Class II Work

In addition to requirements of paragraph Class II Work, Class II work shall 
be performed using the following methods:

3.6.7.1   Vinyl and Asphalt Flooring Materials

When removing vinyl and asphalt flooring materials which contain ACM from a 
building in which ACM has not been verified, the Contractor shall use the 
following practices.  Resilient sheeting shall be removed by adequately wet 
methods.  Tiles shall be removed intact (if possible); wetting is not 
required when tiles are heated and removed intact.  Flooring or its backing 
shall not be sanded.  Scraping of residual adhesive and/or backing shall be 
performed using wet methods.  Mechanical chipping is prohibited unless 
performed in a negative pressure enclosure.  Dry sweeping is prohibited.  
The Contractor shall use vacuums equipped with HEPA filter, disposable dust 
bag, and metal floor tool (no brush) to clean floors.

3.6.7.2   Roofing Material

Remove roofing materials which contain ACM as described in 29 CFR 1926, 
Section .1101(g)(8)(ii).  Roofing material shall be removed in an intact 
state.  Wet methods shall be used to remove roofing materials that are not 
intact, or that will be rendered not intact during removal, unless such wet 
methods are not feasible or will create safety hazards.  When removing 
built-up roofs, with asbestos-containing roofing felts and an aggregate 
surface, using a power roof cutter, all dust resulting from the cutting 
operations shall be collected by a HEPA dust collector, or shall be HEPA 
vacuumed by vacuuming along the cut line.  Asbestos-containing roofing 
material shall not be dropped or thrown to the ground, but shall be lowered 
to the ground via covered, dust-tight chute, crane, hoist or other method 
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approved by the Contracting Officer.  Any ACM that is not intact shall be 
lowered to the ground as soon as practicable, but not later than the end of 
the work shift.  While the material remains on the roof it shall be kept 
wet or placed in an impermeable waste bag or wrapped in plastic sheeting.  
Intact ACM shall be lowered to the ground as soon as practicable, but not 
later than the end of the work shift.  Unwrapped material shall be 
transferred to a closed receptacle precluding the dispersion of dust.  
Critical barriers shall be placed over roof level heating and ventilation 
air intakes.

3.6.7.3   Cementitious Siding and Shingles or Transite Panels

Intentionally cutting, abrading or breaking siding, shingles, or transite 
panels is prohibited.  Each panel or shingle shall be sprayed with amended 
water prior to removal.  Nails shall be cut with flat, sharp instruments.  
Unwrapped or unbagged panels or shingles shall be immediately lowered to 
the ground via covered dust-tight chute, crane or hoist, or placed in an 
impervious waste bag or wrapped in plastic sheeting and lowered to the 
ground no later than the end of the work shift.

3.6.7.4   Gaskets

Gaskets shall be thoroughly wetted with amended water prior to removal and 
immediately placed in a disposal container.  If a gasket is visibly 
deteriorated and unlikely to be removed intact, removal shall be undertaken 
within a glovebag.  Any scraping to remove residue shall be performed wet.

3.6.7.5   Other Class II Jobs

The material shall be thoroughly wetted with amended water prior and during 
its removal.  The material shall be removed in an intact state.  Cutting, 
abrading or breaking the material is prohibited.  The ACM removed shall be 
immediately bagged or wrapped.

3.6.8   Specific Control Methods for Class III Work

Class III asbestos work shall be conducted using engineering and work 
practice controls which minimize the exposure to employees performing the 
asbestos work and to bystander employees.  The work shall be performed 
using wet methods and, to the extent feasible, using local exhaust 
ventilation.  The Contractor shall use impermeable dropcloths and shall 
isolate the operation, using mini-enclosures or glovebag systems, where the 
disturbance involves drilling, cutting, abrading, sanding, chipping, 
breaking, or sawing of TSI or surfacing material.

3.6.9   Specific Control Methods for Class IV Work

Class IV jobs shall be conducted using wet methods, HEPA vacuums, and 
prompt clean-up of debris containing ACM.  Employees cleaning up debris and 
waste in a regulated area where respirators are required shall wear the 
selected respirators.

3.6.10   Alternative Methods for Roofing Materials and Asphaltic Wrap

The Contractor shall use the following engineering controls and work 
practices when removing, repairing, or maintaining intact pipeline 
asphaltic wrap, or roof cements, mastics, coatings, or flashings which 
contain asbestos fibers encapsulated or coated by bituminous or resinous 
compounds.  If during the course of the job the material does not remain 
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intact, the Contractor shall use the procedures described in paragraph 
Roofing Material.  Before work begins, and as needed during the job, the 
Designated Competent Person shall conduct an inspection and determine that 
the roofing material is intact and will likely remain intact.  The material 
shall not be sanded, abraded, or ground.  Manual methods which would render 
the material non-intact shall not be used.  Roofing material shall not be 
dropped or thrown to the ground but shall be lowered via covered, 
dust-tight chute, crane, hoist or other method approved by the Contracting 
Officer.  All such material shall be removed from the roof as soon as 
practicable, but not later than the end of the work shift.  Removal or 
disturbance of pipeline asphaltic wrap shall be performed using wet methods.

3.6.11   Cleaning After Asbestos Removal

After completion of all asbestos removal work, surfaces from which ACM has 
been removed shall be wet wiped or sponged clean, or cleaned by some 
equivalent method to remove all visible residue.  Run-off water shall be 
collected and filtered through a dual filtration system.  A first filter 
shall be provided to remove fibers 20 micrometers and larger, and a final 
filter provided that removes fibers 5 micrometers and larger.  After the 
gross amounts of asbestos have been removed from every surface, remaining 
visible accumulations of asbestos on floors shall be collected using 
plastic shovels, rubber squeegees, rubber dustpans, and HEPA vacuum 
cleaners as appropriate to maintain the integrity of the regulated area.  
When TSI and surfacing material has been removed, workmen shall use HEPA 
vacuum cleaners to vacuum every surface.  Surfaces or locations which could 
harbor accumulations or residual asbestos dust shall be checked after 
vacuuming to verify that no asbestos-containing material remains; and shall 
be re-vacuumed as necessary to remove the ACM.

3.6.12   Abatement of Asbestos Contaminated Soil

Asbestos contaminated soil shall be removed from areas to a minimum depth 
of  2 inches.  Soil shall be thoroughly dampened with amended water and 
then removed by manual shoveling into labeled containers.  The workers 
shall be closely monitored for heat exhaustion.  The minimum ventilation 
shall be 8 air changes per hour through a local exhaust HEPA system.  The 
Contractor has the option to propose encapsulation of soil instead of 
removal.  Since soil encapsulation is highly dependent on soil chemistry, 
available skills for application and proprietary products, the Contractor 
shall first test the proposed soil encapsulant on a minimum  100 square feet
 of soil area onsite.  The test shall be witnessed by the Contracting 
Officer's and the manufacturer's representative.  A written application for 
encapsulation shall be submitted to the Contracting Officer with test 
results, encapsulant manufacturer's positive recommendation for use, a 
guarantee for satisfactory performance for 10 years, and limitation of 
application.  The Contracting Officer reserves the right to accept or 
reject the application with no effect to the contract.  If the application 
is accepted, the soil encapsulation shall proceed in compliance with all 
provisions and instructions of the encapsulant manufacturer and under the 
supervision of a person certified by the manufacturer who is trained and 
experienced in the proper application of the soil encapsulant. 

3.6.13   Encapsulation of ACM

Prior to applying any encapsulant, the entire surface area shall be 
inspected for loose, or damaged asbestos material:

a.  Penetrating Encapsulation:  Before penetrating encapsulation is 
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applied, asbestos removal work in the area shall be complete and 
the surfaces to be encapsulated shall be free of loose or damaged 
material.  Substrate shall be evaluated before application to 
ensure that the encapsulant will not cause the substrate to fail 
in any way.  Acoustical wall and ceiling plaster surfaces shall be 
encapsulated in accordance with manufacturer's recommendations.  
Plug samples shall be taken to determine if full penetration has 
been achieved.  If full penetration has not been achieved, 
surfaces shall be recoated while the matrix is still wet, until 
full penetration is achieved:  See Detail Sheet 39.

b.  Bridging Encapsulation:  Prior to applying the bridging 
encapsulant, the pre-encapsulation inspection shall be performed.  
The surface shall be encapsulated in sections of  1000 square feet 
or less as recommended by the encapsulant manufacturer.  Upon 
completion of each section, the dry thickness of the bridging 
encapsulation shall be measured.  Additional bridging encapsulant 
shall be applied to obtain the desired encapsulant thickness.  
Additional coats shall blend with the original bridging 
encapsulant.  

3.6.14   Combination Encapsulation of Acoustical Wall and Ceiling Plaster

The combination penetrating/bridging encapsulation system shall be 
installed by first applying the penetrating encapsulant and then the 
bridging encapsulant.

3.6.15   Encasement of ACM

Prior to applying the first layer of the polymer system, the structural 
stability of the ACM shall be verified.  Encasement materials shall not be 
applied until all removal work within the regulated area has been 
completed.  Mechanical fasteners shall be installed to wall, mesh or deck 
as needed.  A low density cellular or polymer shall be applied to a depth 
of approximately  1 inch.  The asbestos substrate shall be completely 
encased.  A polymer finish containing fiberglass shall be applied over the 
low density cellular foam to a thickness of  1 inch.  All system components 
shall be applied according to the system manufacturer's instructions and 
data.  Encased material shall be decontaminated.  

3.6.16   Sealing Contaminated Items Designated for Disposal

Contaminated architectural, mechanical, and electrical appurtenances such 
as Venetian blinds, full height partitions, carpeting, duct work, pipes and 
fittings, radiators, light fixtures, conduit panels, and other contaminated 
items designated for removal shall be coated with an asbestos lockdown 
encapsulant at the demolition site before being removed from the asbestos 
control area.  These items shall be vacuumed prior to application of the 
lockdown encapsulant.  The asbestos lockdown encapsulant shall be tinted a 
contrasting color and shall be spray applied by airless method.  
Thoroughness of sealing operation shall be visually gauged by the extent of 
colored coating on exposed surfaces.

3.7   FINAL CLEANING AND VISUAL INSPECTION

Upon completion of abatement, the regulated area shall be cleaned by 
collecting, packing, and storing all gross contamination.  A final cleaning 
shall be performed using HEPA vacuum and wet cleaning of all exposed 
surfaces and objects in the regulated area.  Upon completion of the 
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cleaning, the Contractor shall conduct a visual pre-inspection of the 
cleaned area in preparation for a final inspection before final air 
clearance monitoring and recleaning, as necessary.  Upon completion of the 
final cleaning, the Contractor and the Contracting Officer shall conduct a 
final visual inspection of the cleaned regulated area in accordance with 
ASTM E 1368 and document the results on the Final Cleaning and Visual. If 
the Contracting Officer rejects the clean regulated area as not meeting 
final cleaning requirements, the Contractor shall reclean as necessary and 
have a follow-on inspection conducted with the Contracting Officer.  
Recleaning and follow-up reinspection shall be at the Contractor's expense.

3.8   LOCKDOWN

Prior to removal of plastic barriers and after clean-up of gross 
contamination and final visual inspection, a post removal (lockdown) 
encapsulant shall be spray applied to ceiling, walls, floors, and other 
surfaces in the regulated area.

3.9   EXPOSURE ASSESSMENT AND AIR MONITORING

3.9.1   General Requirements For Exposure

Exposure assessment, air monitoring and analysis of airborne concentration 
of asbestos fibers shall be performed in accordance with 29 CFR 1926, 
Section .1101, the Contractor's air monitoring plan, and as specified.  
Personal exposure air monitoring (collected at the breathing zone) that is 
representative of the exposure of each employee who is assigned to work 
within a regulated area shall be performed by the Contractor's Designated 
IH.  Breathing zone samples shall be taken for at least 25 percent of the 
workers in each shift, or a minimum of 2, whichever is greater.  Air 
monitoring results at the 95 percent confidence level shall be calculated 
as shown in Table 2 at the end of this section.  Preabatement and abatement 
environmental air monitoring shall be performed by the Contractor's 
Designated IH and Contracting Officer's IH.  Final clearance environmental 
air monitoring, shall be performed by the Contractor's Designated IH.  
Environmental and final clearance air monitoring shall be performed using 
NIOSH Pub No. 84-100 Method 7400 (PCM) with optional confirmation of 
results by NIOSH Pub No. 84-100 Method 7402 (TEM) or the EPA TEM Method 
specified in 40 CFR 763.  For environmental and final clearance, air 
monitoring shall be conducted at a sufficient velocity and duration to 
establish the limit of detection of the method used at 0.005 f/cc.  
Confirmation of asbestos fiber concentrations (asbestos f/cc) from 
environmental and final clearance samples collected and analyzed by NIOSH 
Pub No. 84-100 Method 7400 (total f/cc) may be conducted using TEM in 
accordance with NIOSH Pub No. 84-100 Method 7402.  When such confirmation 
is conducted, it shall be from the same sample filter used for the NIOSH 
Pub No. 84-100 Method 7400 PCM analysis.  For all Contractor required 
environmental or final clearance air monitoring, confirmation of asbestos 
fiber concentrations, using NIOSH Pub No. 84-100 Method 7402, shall be at 
the Contractor's expense.  Monitoring may be duplicated by the Government 
at the discretion of the Contracting Officer.  Results of breathing zone 
samples shall be posted at the job site and made available to the 
Contracting Officer.  The Contractor shall maintain a fiber concentration 
inside a regulated area less than or equal to 0.1 f/cc expressed as an 8 
hour, time-weighted average (TWA) during the conduct of the asbestos 
abatement.  If fiber concentration rises above 0.1 f/cc, work procedures 
shall be investigated with the Contracting Officer to determine the cause.  
At the discretion of the Contracting Officer, fiber concentration may 
exceed 0.1 f/cc but shall not exceed 1.0 f/cc expressed as an 8-hour TWA.  
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The Contractor's workers shall not be exposed to an airborne fiber 
concentration in excess of 1.0 f/cc, as averaged over a sampling period of 
30 minutes.  Should either an environmental concentration of 1.0 f/cc 
expressed as an 8-hour TWA or a personal excursion concentration of 1.0 
f/cc expressed as a 30-minute sample occur inside a regulated work area, 
the Contractor shall stop work immediately, notify the Contracting Officer, 
and implement additional engineering controls and work practice controls to 
reduce airborne fiber levels below prescribed limits in the work area.  
Work shall not restart until authorized by the Contracting Officer.

3.9.2   Initial Exposure Assessment

The Contractor's Designated IH shall conduct an exposure assessment 
immediately before or at the initiation of an asbestos abatement operation 
to ascertain expected exposures during that operation.  The assessment 
shall be completed in time to comply with the requirements which are 
triggered by exposure data or the lack of a negative exposure assessment, 
and to provide information necessary to assure that all control systems 
planned are appropriate for that operation.  The assessment shall take into 
consideration both the monitoring results and all observations, information 
or calculations which indicate employee exposure to asbestos, including any 
previous monitoring conducted in the workplace, or of the operations of the 
Contractor which indicate the levels of airborne asbestos likely to be 
encountered on the job.  For Class I asbestos work, until the employer 
conducts exposure monitoring and documents that employees on that job will 
not be exposed in excess of PELs, or otherwise makes a negative exposure 
assessment, the Contractor shall presume that employees are exposed in 
excess of the PEL-TWA and PEL-Excursion Limit.

3.9.3   Negative Exposure Assessment

The Contractor shall provide a negative exposure assessment for the 
specific asbestos job which will be performed.  The negative exposure 
assessment shall be provided within 10 days of the initiation of the 
project and conform to the following criteria:

a.  Objective Data:  Objective data demonstrating that the product or 
material containing asbestos minerals or the activity involving 
such product or material cannot release airborne fibers in 
concentrations exceeding the PEL-TWA and PEL-Excursion Limit under 
those work conditions having the greatest potential for releasing 
asbestos.

b.  Prior Asbestos Jobs:  Where the Contractor has monitored prior 
asbestos jobs for the PEL and the PEL-Excursion Limit within 12 
months of the current job, the monitoring and analysis were 
performed in compliance with asbestos standard in effect; the data 
were obtained during work operations conducted under workplace 
conditions closely resembling the processes, type of material, 
control methods, work practices, and environmental conditions used 
and prevailing in the Contractor's current operations; the 
operations were conducted by employees whose training and 
experience are no more extensive than that of employees performing 
the current job; and these data show that under the conditions 
prevailing and which will prevail in the current workplace, there 
is a high degree of certainty that the monitoring covered exposure 
from employee exposures will not exceed the PEL-TWA and 
PEL-Excursion Limit.
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c.  Initial Exposure Monitoring:  The results of initial exposure 
monitoring of the current job, made from breathing zone air 
samples that are representative of the 8-hour PEL-TWA and 
30-minute short-term exposures of each employee.  The monitoring 
covered exposure from operations which are most likely during the 
performance of the entire asbestos job to result in exposures over 
the PELs.

3.9.4   Preabatement Environmental Air Monitoring

Preabatement environmental air monitoring shall be established 1 day prior 
to the masking and sealing operations for each regulated area to determine 
background concentrations before abatement work begins.  As a minimum, 
preabatement air samples shall be collected using NIOSH Pub No. 84-100 
Method 7400, PCM at these locations:  outside the building; inside the 
building, but outside the regulated area perimeter; and inside each 
regulated work area.  One sample shall be collected for every  2000 square 
feet of floor space.  At least 2 samples shall be collected outside the 
building:  at the exhaust of the HEPA unit; and downwind from the abatement 
site.  The PCM samples shall be analyzed within 24 hours; and if any result 
in fiber concentration greater than 0.01 f/cc, asbestos fiber concentration 
shall be confirmed using NIOSH Pub No. 84-100 Method 7402 (TEM).

3.9.5   Environmental Air Monitoring During Abatement

Until an exposure assessment is provided to the Contracting Officer, 
environmental air monitoring shall be conducted at locations and 
frequencies that will accurately characterize any evolving airborne 
asbestos fiber concentrations.  The assessment shall demonstrate that the 
product or material containing asbestos minerals, or the abatement 
involving such product or material, cannot release airborne asbestos fibers 
in concentrations exceeding 0.01 f/cc as a TWA under those work conditions 
having the greatest potential for releasing asbestos.  The monitoring shall 
be at least once per shift at locations including, but not limited to, 
close to the work inside a regulated area; preabatement sampling locations; 
outside entrances to a regulated area; close to glovebag operations; 
representative locations outside of the perimeter of a regulated area; 
inside clean room; and at the exhaust discharge point of local exhaust 
system ducted to the outside of a containment (if used).  If the sampling 
outside regulated area shows airborne fiber levels have exceeded background 
or 0.01 f/cc, whichever is greater, work shall be stopped immediately, and 
the Contracting Officer notified.  The condition causing the increase shall 
be corrected.  Work shall not restart until authorized by the Contracting 
Officer.

3.9.6   Final Clearance Air Monitoring

Prior to conducting final clearance air monitoring, the Contractor and the 
Contracting Officer shall conduct a final visual inspection of the 
regulated area where asbestos abatement has been completed.  The final 
visual inspection shall be as specified in SET-UP DETAIL SHEET 19.  Final 
clearance air monitoring shall not begin until acceptance of the 
Contractor's final cleaning by the Contracting Officer.  The Contractor's 
Designated IH shall conduct final clearance air monitoring using aggressive 
air sampling techniques as defined in EPA 560/5-85-024 or as otherwise 
required by federal or state requirements.  The sampling and analytical 
method used will be NIOSH Pub No. 84-100Method 7400 (PCM) and Table 3 with 
confirmation of results by NIOSH Pub No. 84-100 Method 7402 (TEM) or the 
EPA TEM Method specified at 40 CFR 763 and Table 4.
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3.9.6.1   Final Clearance Requirements, NIOSH PCM Method

For PCM sampling and analysis using NIOSH Pub No. 84-100 Method 7400, the 
fiber concentration inside the abated regulated area, for each airborne 
sample, shall be less than 0.01 f/cc.  The abatement inside the regulated 
area is considered complete when every PCM final clearance sample is below 
the clearance limit.  If any sample result is greater than 0.01 total f/cc, 
the asbestos fiber concentration (asbestos f/cc) shall be confirmed from 
that same filter using NIOSH Pub No. 84-100 Method 7402 (TEM) at 
Contractor's expense.  If any confirmation sample result is greater than 
0.01 asbestos f/cc, abatement is incomplete and cleaning shall be repeated. 
 Upon completion of any required recleaning, resampling with results to 
meet the above clearance criteria shall be done.

3.9.6.2   Final Clearance Requirements, EPA TEM Method

For EPA TEM sampling and analysis, using the EPA Method specified in 40 CFR 
763, abatement inside the regulated area is considered complete when the 
arithmetic mean asbestos concentration of the 5 inside samples is less than 
or equal to 70 structures per square millimeter (70 S/mm).  When the 
arithmetic mean is greater than 70 S/mm, the 3 blank samples shall be 
analyzed.  If the 3 blank samples are greater than 70 S/mm, resampling 
shall be done.  If less than 70 S/mm, the 5 outside samples shall be 
analyzed and a Z-test analysis performed.  When the Z-test results are less 
than 1.65, the decontamination shall be considered complete.  If the Z-test 
results are more than 1.65, the abatement is incomplete and cleaning shall 
be repeated.  Upon completion of any required recleaning, resampling with 
results to meet the above clearance criteria shall be done.

3.9.6.3   Air Clearance Failure

If clearance sampling results fail to meet the final clearance 
requirements, the Contractor shall pay all costs associated with the 
required recleaning, resampling, and analysis, until final clearance 
requirements are met.

3.9.7   Air-Monitoring Results and Documentation

Air sample fiber counting shall be completed and results provided within 24 
hours (breathing zone samples), and 24 hours (environmental/clearance 
monitoring) after completion of a sampling period.  The Contracting Officer 
shall be notified immediately of any airborne levels of asbestos fibers in 
excess of established requirements.  Written sampling results shall be 
provided within 5 working days of the date of collection.  The written 
results shall be signed by testing laboratory analyst, testing laboratory 
principal and the Contractor's Designated IH.  The air sampling results 
shall be documented on a Contractor's daily air monitoring log.  The daily 
air monitoring log shall contain the following information for each sample:

a.  Sampling and analytical method used;

b.  Date sample collected;

c.  Sample number;

d.  Sample type:  BZ = Breathing Zone (Personal), P = Preabatement, E 
= Environmental, C = Abatement Clearance;
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e.  Location/activity/name where sample collected;

f.  Sampling pump manufacturer, model and serial number, beginning 
flow rate, end flow rate, average flow rate (L/min);

g.  Calibration date, time, method, location, name of calibrator, 
signature;

h.  Sample period (start time, stop time, elapsed time (minutes);

i.  Total air volume sampled (liters);

j.  Sample results (f/cc and S/mm square) if EPA methods are required 
for final clearance;

k.  Laboratory name, location, analytical method, analyst, confidence 
level.  In addition, the printed name and a signature and date 
block for the Industrial Hygienist who conducted the sampling and 
for the Industrial Hygienist who reviewed the daily air monitoring 
log verifying the accuracy of the information.

3.10   CLEARANCE CERTIFICATION

When asbestos abatement is complete, ACM waste is removed from the 
regulated areas, and final clean-up is completed, the Contracting Officer 
will certify the areas as safe before allowing the warning signs and 
boundary warning tape to be removed.  After final clean-up and acceptable 
airborne concentrations are attained, but before the HEPA unit is turned 
off and the containment removed, the Contractor shall remove all 
pre-filters on the building HVAC system and provide new pre-filters.  The 
Contractor shall dispose of such filters as asbestos contaminated 
materials.  HVAC, mechanical, and electrical systems shall be 
re-established in proper working order.  The Contractor and the Contracting 
Officer shall visually inspect all surfaces within the containment for 
residual material or accumulated debris.  The Contractor shall reclean all 
areas showing dust or residual materials.  The Contracting Officer will 
certify in writing that the area is safe before unrestricted entry is 
permitted.  The Government will have the option to perform monitoring to 
certify the areas are safe before entry is permitted.

3.11   CLEANUP AND DISPOSAL

3.11.1   Title to ACM Materials

ACM material resulting from abatement work, except as specified otherwise, 
shall become the property of the Contractor and shall be disposed of as 
specified and in accordance with applicable federal, state and local 
regulations.

3.11.2   Collection and Disposal of Asbestos

All ACM waste including contaminated wastewater filters, scrap, debris, 
bags, containers, equipment, and asbestos contaminated clothing, shall be 
collected and placed in leak-tight containers such as double plastic bags; 
sealed double wrapped polyethylene sheet; sealed fiberboard boxes; or other 
approved containers.  Waste within the containers shall be wetted in case 
the container is breeched.  Asbestos-containing waste shall be disposed of 
at an EPA, state and local approved asbestos landfill off Government 
property.  For temporary storage, sealed impermeable containers shall be 
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stored in an asbestos waste load-out unit or in a storage/transportation 
conveyance (i.e., dumpster, roll-off waste boxes, etc.) in a manner 
acceptable to and in an area assigned by the Contracting Officer.  
Procedure for hauling and disposal shall comply with 40 CFR 61, Subpart M, 
state, regional, and local standards.

3.11.3   Scale Weight Measurement

Scales used for measurement shall be public scales.  Weighing shall be at a 
point nearest the work at which a public scale is available.  Scales shall 
be standard truck scales of the beam type; scales shall be equipped with 
the type registering beam and an "over and under" indicator; and shall be 
capable of accommodating the entire vehicle.  Scales shall be tested, 
approved and sealed by an inspector of the State of NC.  Scales shall be 
calibrated and resealed as often as necessary and at least once every three 
months to ensure continuous accuracy.  Vehicles used for hauling ACM shall 
be weighed empty daily at such time as directed and each vehicle shall bear 
a plainly legible identification mark.

3.11.4   Weigh Bill and Delivery Tickets

Copies of weigh bills and delivery tickets shall be submitted to the 
Contracting Officer during the progress of the work.  The Contractor shall 
furnish the Contracting Officer scale tickets for each load of ACM weighed 
and certified.  These tickets shall include tare weight; identification 
mark for each vehicle weighed; and date, time and location of loading and 
unloading.  Tickets shall be furnished at the point and time individual 
trucks arrive at the worksite.  A master log of all vehicle loading shall 
be furnished for each day of loading operations.  Before the final 
statement is allowed, the Contractor shall file with the Contracting 
Officer certified weigh bills and/or certified tickets and manifests of all 
ACM actually disposed by the Contractor for this contract.

3.11.5   Asbestos Waste Shipment Record

The Contractor shall complete and provide the Contracting Officer final 
completed copies of the Waste Shipment Record for all shipments of waste 
material as specified in 40 CFR 61, Subpart M and other required state 
waste manifest shipment records, within 3 days of delivery to the landfill. 
 Each Waste Shipment Record shall be signed and dated by the Contractor, 
the waste transporter and disposal facility operator.
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TABLE 1

INDIVIDUAL WORK TASK DATA ELEMENTS

                                                    Sheet_____ of _____
  There is a separate data sheet for each individual work task.

    1.  WORK TASK DESIGNATION NUMBER   _______
    2.  LOCATION OF WORK TASK__________________________________________
        _______________________________________________________________
    3.  BRIEF DESCRIPTION OF MATERIAL TO BE ABATED:____________________
        _______________________________________________________________

        a.  Type of Asbestos _____________________________
        b.  Percent asbestos content ____________________%

    4.  ABATEMENT TECHNIQUE TO BE USED_________________________________
    5.  OSHA ASBESTOS CLASS DESIGNATION FOR WORK TASK__________________
    6.  EPA NESHAP FRIABILITY DESIGNATION FOR WORK TASK
        Friable _____ Non-friable Category I _____
        Non-friable Category II_____
    7.  FORM _____ and CONDITION OF ACM:  GOOD_____ FAIR_____ POOR_____
    8.  QUANTITY:  METERS__________________, SQUARE METERS_____________
    8a.  QUANTITY:  LINEAR FT.______________, SQUARE FT._______________
    9.  RESPONSE ACTION DETAIL SHEET NUMBER FOR WORK TASK______________
   10.  SET-UP DETAIL SHEET NUMBERS
        FOR WORK TASK   __________, __________, __________, __________,
                        __________, __________, __________, __________.

    NOTES:
    (1)  Numeric sequence of individual work tasks (1,2,3,4, etc.) for
         each regulated area.  Each category of EPA friability/OSHA class has
         a separate task.
    (2)  Specific location of work (building, floor, area,
         e.g., Building 1421, 2nd Floor, Rm 201)
    (3)  A description of material to be abated (example:  horizontal pipe,
         cement wall panels, tile, stucco, etc.) type of asbestos (chrysotile,
         amosite, crocidolite, etc.); and % asbestos content.
    (4)  Technique to be used:  Removal = REM; Encapsulation = ENCAP;
         Encasement = ENCAS; Enclosure = ENCL; Repair = REP.
    (5)  Class designation:  Class I, II, III, or IV (OSHA designation).
    (6)  Friability of materials:  Check the applicable EPA NESHAP friability
         designation.
    (7)  Form: Interior or Exterior Architectural = IA or EA;
         Mechanical/Electrical = ME.
         Condition:  Good = G; Fair = F; Poor = P.
    (8)  Quantity of ACM for each work task in meters or square meters.
   (8a)  Quantity of ACM for each work task in linear feet or square feet.
    (9)  Response Action Detail Sheet specifies the material to be abated
         and the methods to be used.  There is only one Response Action Detail
         Sheet for each abatement task.
   (10)  Set-up Detail Sheets indicate containment and control methods used
         in support of the response action (referenced in the selected
         Response Action Detail Sheet).
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TABLE 2

FORMULA FOR CALCULATION OF THE 95 PERCENT CONFIDENCE LEVEL
(Reference: NIOSH 7400)

_______________________________________________________________________

            Fibers/cc(01.95 percent CL) = X + [(X) * (1.645) * (CV)]

    Where:  X = ((E)(AC))/((V)(1000))

            E = ((F/Nf) - (B/Nb))/Af

            CV = The precision value; 0.45 shall be used unless the
                 analytical laboratory provides the Contracting Officer
                 with documentation (Round Robin Program participation
                 and results) that the laboratory's precision is better.

            AC = Effective collection area of the filter in square millimeters

            V = Air volume sampled in liters

            E = Fiber density on the filter in fibers per square millimeter

            F/Nf = Total fiber count per graticule field

            B/Nb = Mean field blank count per graticule field

            Af = Graticule field area in square millimeters

            TWA = C1/T1 + C2/T2 = Cn/Tn

            Where: C = Concentration of contaminant

            T = Time sampled.
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TABLE 3

NI0SH METHOD 7400

PCM ENVIRONMENTAL AIR SAMPLING PROTOCOL (NON-PERSONAL)

__________________________________________________________________

    Sample         Minimum    Filter Pore     Min. Vol.   Sampling
    Location       No. of     Size (Note 1)   (Note 2)    Rate
                   Samples                    (Liters)    (liters/min.)
    ___________________________________________________________________

    Inside         0.5/140    0.45 microns      1500         2-10
    Abatement      Square
    Area           Meters
                   (Notes
                   3 & 4)
    ___________________________________________________________________

    Each Room in              0.45 microns      1500         2-10
    1 Abatement
    Area Less
    than 140 
    Square meters
    ___________________________________________________________________

    Field Blank       2       0.45 microns        0            0
    ___________________________________________________________________

    Laboratory        1       0.45 microns        0            0
    Blank
    ___________________________________________________________________

    Notes:

    1.  Type of filter is Mixed Cellulose Ester.

    2.  Ensure detection limit for PCM analysis is established at
        0.005  fibers/cc.

    3.  One sample shall be added for each additional 140 square meters.
        (The corresponding I-P units are 5/1500 square feet).

    4.  A minimum of 5 samples are to be taken per abatement area,
        plus 2 field blanks.
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TABLE 4

EPA AHERA METHOD:  TEM AIR SAMPLING PROTOCOL

__________________________________________________________________

    Location       Minimum    Filter Pore     Min.        Sampling
    Sampled        No. of     Size            Vol.        Rate
                   Samples                   (Liters)     (liters/min.)
    ___________________________________________________________________

    Inside            5       0.45 microns     1199          2-10
    Abatement
    Area

    ___________________________________________________________________

    Outside           5       0.45 microns     1199          2-10
    Abatement
    Area

    ___________________________________________________________________

    Field Blank       2       0.45 microns       0             0

    ___________________________________________________________________

    Laboratory        1       0.45 microns       0             0
    Blank

    ___________________________________________________________________

    Notes:

    1.  Type of filter is Mixed Cellulose Ester.

    2.  The detection limit for TEM analysis is 70 structures/square mm.
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CERTIFICATE OF WORKER'S ACKNOWLEDGMENT

PROJECT NAME _________________________ CONTRACT NO. ______________________
PROJECT ADDRESS __________________________________________________________
CONTRACTOR FIRM NAME _____________________________________________________
EMPLOYEE'S NAME _________________________,_______________,______,
   (Print)               (Last)               (First)      (MI) 

Social Security Number:  _______-_______-________,

   WORKING WITH ASBESTOS CAN BE DANGEROUS.  INHALING ASBESTOS FIBERS HAS
   BEEN LINKED WITH TYPES OF LUNG DISEASE AND CANCER.  IF YOU SMOKE AND
   INHALE ASBESTOS FIBERS, THE CHANCE THAT YOU WILL DEVELOP LUNG CANCER
   IS GREATER THAN THAT OF THE NONSMOKING PUBLIC.

Your employer's contract for the above project requires that you be provided 
and you complete formal asbestos training specific to the type of work you 
will perform and project specific training; that you be supplied with proper 
personal protective equipment including a respirator, that you be trained in 
its use; and that you receive a medical examination to evaluate your physical 
capacity to perform your assigned work tasks, under the environmental 
conditions expected, while wearing the required personal protective 
equipment.  These things are to be done at no cost to you.  By signing this 
certification, you are acknowledging that your employer has met these 
obligations to you.  The Contractor's Designated Industrial Hygienist will 
check the block(s) for the type of formal training you have completed.  
Review the checked blocks prior to signing this certification.

FORMAL TRAINING:
_____ a.  For Competent Persons and Supervisors:  I have completed EPA's 
Model Accreditation Program (MAP) training course, "Contractor/Supervisor", 
that meets this State's requirements.

      b.  For Workers:
_____     (1)  For OSHA Class I work:  I have completed EPA's MAP training
          course, "Worker", that meets this State's requirements.
_____     (2)  For OSHA Class II work (where there will be abatement of more 
          than one type of Class II materials, i.e., roofing, siding, floor 
          tile, etc.):  I have completed EPA's MAP training course, "Worker",
          that meets this State's requirements.
          (3)  For OSHA Class II work (there will only be abatement of one
          type of Class II material):
_____          (a)  I have completed an 8-hour training class on the elements 
of 29 CFR 1926, Section .1101(k)(9)(viii), in addition to the specific work 
practices and engineering controls of 29 CFR 1926, Section .1101(g) and 
hands-on training.
_____          (b)  I have completed EPA's MAP training course, "Worker", 
that meets this State's requirements.
_____     (4)  For OSHA Class III work:  I have completed at least a 16-hour 
course consistent with EPA requirements for training of local education 
agency maintenance and custodial staff at 40 CFR 763, Section .92(a)(2) and 
the elements of 29 CFR 1926, Section .1101(k)(9)(viii), in addition to the 
specific work practices and engineering controls at 29 CFR 1926, Section .1101, 
and hands-on training.
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CERTIFICATE OF WORKER'S ACKNOWLEDGMENT

_____     (5)  For OSHA Class IV work:  I have completed at least a 2-hr 
course consistent with EPA requirements for training of local education 
agency maintenance and custodial staff at 40 CFR 763, (a)(1), and the 
elements of 29 CFR 1926, Section .1101(k)(9)(viii), in addition to the 
specific work practices and engineering controls at 29 CFR 1926, Section .1101(g) 
and hands-on training.

_____ c.  Workers, Supervisors and the Designated Competent Person:  I have 
completed annual refresher training as required by EPA's MAP that meets this 
State's requirements.

PROJECT SPECIFIC TRAINING:
_____  I have been provided and have completed the project specific training 
required by this Contract.  My employer's Designated Industrial Hygienist and 
Designated Competent Person conducted the training.

RESPIRATORY PROTECTION:
_____  I have been trained in accordance with the criteria in the 
Contractor's Respiratory Protection program.  I have been trained in the 
dangers of handling and breathing asbestos dust and in the proper work 
procedures and use and limitations of the respirator(s) I will wear.  I have 
been trained in and will abide by the facial hair and contact lens use policy 
of my employer.

RESPIRATOR FIT-TEST TRAINING:
_____  I have been trained in the proper selection, fit, use, care, 
cleaning,maintenance, and storage of the respirator(s) that I will wear.  I 
have been fit-tested in accordance with the criteria in the Contractor's 
Respiratory Program and have received a satisfactory fit.  I have been 
assigned my individual respirator.  I have been taught how to properly 
perform positive and negative pressure fit-check upon donning negative 
pressure respirators each time.

MEDICAL EXAMINATION:
_____  I have had a medical examination within the last twelve months which 
was paid for by my employer.  The examination included:  health history, 
pulmonary function tests, and may have included an evaluation of a chest 
x-ray.  A physician made a determination regarding my physical capacity to 
perform work tasks on the project while wearing personal protective equipment 
including a respirator.  I was personally provided a copy and informed of the 
results of that examination.  My employer's Industrial Hygienist evaluated 
the medical certification provided by the physician and checked the 
appropriate blank below.  The physician determined that there:

_____  were no limitations to performing the required work tasks.
_____  were identified physical limitations to performing the required work 
tasks.

Date of the medical examination __________________

Employee Signature ______________________________________ date ___________
Contractor's Industrial
Hygienist Signature _____________________________________ date ___________

    -- End of Section --
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SECTION 13851

FIRE DETECTION AND ALARM SYSTEM, ADDRESSABLE
08/98

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI S3.41 (1990) Audible Emergency Evacuation Signals

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE C62.41 (1991) Surge Voltages in Low-Voltage AC 
Power Circuits

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2001) National Electrical Code

NFPA 72 (2001) National Fire Alarm Code

NFPA 90A (1996) Installation of Air Conditioning 
and Ventilating Systems

UNDERWRITERS LABORATORIES (UL)

UL 6 (1997) Rigid Metal Conduit

UL 38 (1994; Rev Jan 1994) Manually Actuated 
Signaling Boxes for Use with 
Fire-Protective Signaling Systems

UL 228 (1997) Door Closers-Holders, With or 
Without Integral Smoke Detectors

UL 268 (1996) Smoke Detectors for Fire Protective 
Signaling Systems

UL 268A (1993; Rev thru May 1997) Smoke Detectors 
for Duct Applications

UL 464 (1996) Audible Signal Appliances

UL 521 (1993; Rev Oct 1994) Heat Detectors for 
Fire Protective Signaling Systems

UL 797 (1993; Rev thru Mar 1997) Electrical 
Metallic Tubing

UL 864 (1991; Rev thru May 1994) Control Units 
for Fire-Protective Signaling Systems
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UL 1242 (1996) Intermediate Metal Conduit

UL 1971 (1995; Rev thru May 1997) Signaling 
Devices for the Hearing Impaired

1.2   GENERAL REQUIREMENTS

1.2.1   Standard Products

Material and equipment shall be the standard products of a manufacturer 
regularly engaged in the manufacture of the products for at least 2 years 
prior to bid opening.  Equipment shall be supported by a service 
organization that can provide service within 24 hours of notification.

1.2.2   Nameplates

Major components of equipment shall have the manufacturer's name, address, 
type or style, voltage and current rating, and catalog number on a 
noncorrosive and nonheat-sensitive plate which is securely attached to the 
equipment.

1.2.3   Keys and Locks

Locks shall be keyed alike.  Four keys for the system shall be provided.

1.2.4   Tags

Tags with stamped identification number shall be furnished for keys and 
locks.

1.2.5   Verification of Dimensions

After becoming familiar with details of the work, the Contractor shall 
verify dimensions in the field and shall advise the Contracting Officer of 
any discrepancy before performing the work.

1.2.6   Compliance

The fire detection and alarm system and the central reporting system shall 
be configured in accordance with NFPA 72.  The equipment furnished shall be 
compatible and be UL listed, FM approved, or approved or listed by a 
nationally recognized testing laboratory in accordance with the applicable 
NFPA standards.

1.2.7   Qualifications

1.2.7.1   Engineer and Technician

     a.  Registered Professional Engineer with verification of experience 
and at least 4 years of current experience in the design of the fire 
protection and detection systems.

     b.  National Institute for Certification in Engineering Technologies 
(NICET) qualifications as an engineering technician in fire alarm systems 
program with verification of experience and current NICET certificate.

     c.  The Registered Professional Engineer may perform all required 
items under this specification.  The NICET Fire Alarm Technician shall 
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perform only the items allowed by the specific category of certification 
held.

1.2.7.2   Installer

The installing contractor shall provide documentation demonstrating that 
its fire detection and fire alarm system installer has been regularly 
engaged in the installation of fire detection and fire alarm systems 
meeting NFPA standards for a minimum of three years immediately preceding 
commencement of this contract.  Such documentation shall specially include 
proof of satisfactory performance on at least three projects similar to 
that required by these specifications, including names and telephone 
numbers of using agency points of contact for each of these projects.  
Documentation shall indicate the type of each system installed and include 
a written certificate that each system has performed satisfactorily in the 
manner specified for a period of not less than 12 months following 
completion.  All such data shall be submitted 30 days prior to commencement 
of installation for approval of the Contracting Officer.  Listing of the 
installer under "Protective Signaling Services - Local, Auxiliary, Remote 
Station Proprietary (UUJS) of UL 04 or the three year experience shall be 
required for the installer.  The installer shall provide a memorandum 
stating the installation of the fire alarm/detection systems comply with 
the requirements of the specifications and drawings.

1.2.7.3   Design Services

Installations requiring designs or modifications of fire detection, fire 
alarm, or fire suppression systems shall require the services and review of 
a qualified fire protection engineer.  For the purposes of meeting this 
requirement, a qualified fire protection engineer is defined as an 
individual meeting one of the following conditions:

a.  An engineer having a Bachelor of Science or Masters of Science 
Degree in Fire Protection Engineering from an accredited 
university engineering program, plus a minimum of 2 years' work 
experience in fire protection engineering.

b.  A registered professional engineer (P.E.) in fire protection 
engineering.

c.  A registered PE in a related engineering discipline and member 
grade status in the National Society of Fire Protection Engineers.

d.  An engineer with a minimum of 10 years' experience in fire 
protection engineering and member grade status in the National 
Society of Fire Protection Engineers.

1.3   SYSTEM DESIGN

1.3.1   Operation

The fire alarm and detection system shall be a complete, supervised fire 
alarm system.  The system shall be activated into the alarm mode by 
actuation of any alarm initiating device.  The system shall remain in the 
alarm mode until the initiating device is reset and the fire alarm control 
panel is reset and restored to normal.  Alarm initiating devices shall be 
connected to initiating device circuits (IDC), Style Ba or to signal line 
circuits (SLC), Style 6, in accordance with NFPA 72.  Alarm notification 
appliances shall be connected to notification appliance circuits (NAC), 

SECTION 13851  Page 5



SPRINKLER AND FIRE ALARM SYSTEMS BLDG. 2-1143 DACA21-03-R-0065
KA 00010-3

Style Z in accordance with NFPA 72.  A looped conduit system shall be 
provided so that if the conduit and all conductors within are severed at 
any point, all IDC, NAC and SLC will remain functional.  The conduit loop 
requirement is not applicable to the signal transmission link from the 
local panels (at the protected premises) to the Supervising Station (fire 
station, fire alarm central communication center).  Textual, audible, and 
visual appliances and systems shall comply with NFPA 72.  Fire alarm system 
components requiring power, except for the control panel power supply, 
shall operate on 24 Volts dc.  Addressable system shall be microcomputer 
(microprocessor or microcontroller) based with a minimum word size of eight 
bits and shall provide the following features:

a.  Sufficient memory to perform as specified and as shown for 
addressable system.

b.  Individual identity of each addressable device for the following 
conditions: alarm; trouble; open; short; and appliances 
missing/failed remote detector - sensitivity adjustment from the 
panel for smoke detectors

c.  Capability of each addressable device being individually disabled 
or enabled from the panel.

d.  Each SLC shall be sized to provide 40 percent addressable 
expansion without hardware modifications to the panel.

      e.  The fire alarm control system will be fully compatible with 
and UL listed for service with existing fire alarm system.

1.3.2   Operational Features

The system shall have the following operating features:

a.  Monitor electrical supervision of IDC, SLC, and NAC.  Smoke 
detectors shall have combined alarm initiating and power circuits.

b.  Monitor electrical supervision of the primary power (ac) supply, 
battery voltage, placement of alarm zone module (card, PC board) 
within the control panel, and transmitter tripping circuit 
integrity.

c.  A trouble buzzer and trouble LED/LCD (light emitting diode/liquid 
crystal diode) to activate upon a single break, open, or ground 
fault condition which prevents the required normal operation of 
the system.  The trouble signal shall also operate upon loss of 
primary power (ac) supply, low battery voltage, removal of alarm 
zone module (card, PC board), and disconnection of the circuit 
used for transmitting alarm signals off-premises.  A trouble alarm 
silence switch shall be provided which will silence the trouble 
buzzer, but will not extinguish the trouble indicator LED/LCD.  
Subsequent trouble and supervisory alarms shall sound the trouble 
signal until silenced.  After the system returns to normal 
operating conditions, the trouble buzzer shall again sound until 
the silencing switch returns to normal position, unless automatic 
trouble reset is provided.

d.  Omitted.

e.  A transmitter disconnect switch to allow testing and maintenance 
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of the system without activating the transmitter but providing a 
trouble signal when disconnected and a restoration signal when 
reconnected.

f.  Evacuation alarm silencing switch which, when activated, will 
silence alarm devices, but will not affect the zone indicating 
LED/LCD nor the operation of the transmitter.  This switch shall 
be over-ridden upon activation of a subsequent alarm from an 
unalarmed device and the NAC devices will be activated.

g.  Electrical supervision for circuits used for supervisory signal 
services (i.e., sprinkler systems, valves, etc.).  Supervision 
shall detect any open, short, or ground.

h.  Confirmation or verification of all smoke detectors.  The control 
panel shall interrupt the transmission of an alarm signal to the 
system control panel for a factory preset period.  This 
interruption period shall be adjustable from 1 to 60 seconds and 
be factory set at 20 seconds.  Immediately following the 
interruption period, a confirmation period shall be in effect 
during which time an alarm signal, if present, will be sent 
immediately to the control panel.  Fire alarm devices other than 
smoke detectors shall be programmed without confirmation or 
verification.

i.  The fire alarm control panel shall provide supervised addressable 
relays for HVAC shutdown.  An override at the HVAC panel shall not 
be provided.

j.  Provide one person test mode - Activating an initiating device in 
this mode will activate an alarm for a short period of time, then 
automatically reset the alarm, without activating the transmitter 
during the entire process.

k.  The fire alarm control panel shall provide the required monitoring 
and supervised control outputs needed to accomplish elevator 
recall.

l.  The fire alarm control panel shall monitor and control the fire 
sprinkler system, or other fire protection extinguishing system.

m.  The control panel and field panels shall be software 
reprogrammable to enable expansion or modification of the system 
without replacement of hardware or firmware.  Examples of required 
changes are:  adding or deleting devices or zones; changing system 
responses to particular input signals; programming certain input 
signals to activate auxiliary devices.

1.3.3   Alarm Functions

An alarm condition on a circuit shall automatically initiate the following 
functions:

a.  Transmission of a signal over the station telephonic fire 
reporting system.

b.  Visual indications of the alarmed devices on the fire alarm 
control panel display and on the remote audible/visual display.
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c.  Continuous sounding or operation of alarm notification appliances 
throughout the building as required by ANSI S3.41.

d.  Closure of doors held open by electromagnetic devices.

e.  Operation of the smoke control system.

f.  Deactivation of the air handling units serving the alarmed area.

1.3.4   Primary Power

Operating power shall be provided as required by paragraph Power Supply for 
the System.  Transfer from normal to emergency power or restoration from 
emergency to normal power shall be fully automatic and not cause 
transmission of a false alarm.  Loss of ac power shall not prevent 
transmission of a signal via the fire reporting system upon operation of 
any initiating circuit.

1.3.5   Battery Backup Power

Battery backup power shall be through use of rechargeable, sealed-type 
storage batteries and battery charger.

1.3.6   Interface With Existing Fire Alarm Equipment

The equipment specified herein shall be UL Listed 864 and fully compatible 
with the existing Deltanet Graphic Central CPU located at the Fort Bragg 
Main Fire Department.

1.3.7   Interface With other Equipment

Interfacing components shall be furnished as required to connect to 
subsystems or devices which interact with the fire alarm system, such as 
supervisory or alarm contacts in suppression systems, operating interfaces 
for smoke control systems, door releases, etc.

1.4   TECHNICAL DATA AND COMPUTER SOFTWARE

Technical data and computer software (meaning technical data which relates 
to computer software) which is specifically identified in this project, and 
which may be defined/required in other specifications, shall be delivered, 
strictly in accordance with the CONTRACT CLAUSES, and in accordance with 
the Contract Data Requirements List, DD Form 1423.  Data delivered shall be 
identified by reference to the particular specification paragraph against 
which it is furnished.  Data to be submitted shall include complete system, 
equipment, and software descriptions.  Descriptions shall show how the 
equipment will operate as a system to meet the performance requirements of 
this contract.  The data package shall also include the following:

(1)  Identification of programmable portions of system equipment and 
capabilities.

(2)  Description of system revision and expansion capabilities and 
methods of implementation detailing both equipment and software 
requirements.

(3)  Provision of operational software data on all modes of 
programmable portions of the fire alarm and detection system.
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(4)  Description of Fire Alarm Control Panel equipment operation.

(5)  Description of auxiliary and remote equipment operations.

(6)  Library of application software.

(7)  Operation and maintenance manuals as specified in SD-19 of the 
Submittals paragraph.

1.5   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-03 Product Data

Storage Batteries; 

Substantiating battery calculations for supervisory and alarm power 
requirements.  Ampere-hour requirements for each system component and each 
panel component, and the battery recharging period shall be included.

Voltage Drop; 

Voltage drop calculations for notification appliance circuits to indicate 
that sufficient voltage is available for proper appliance operation.

Spare Parts; 

Spare parts data for each different item of material and equipment 
specified, not later than 3 months prior to the date of beneficial 
occupancy.  Data shall include a complete list of parts and supplies with 
the current unit prices and source of supply and a list of the parts 
recommended by the manufacturer to be replaced after 1 year of service.

Technical Data and Computer Software; G.

Technical data which relates to computer software.

SD-02 Shop Drawings

Fire Alarm Reporting System; G.

Detail drawings, prepared and signed by a Registered Professional Engineer 
or a NICET Level 3 Fire Alarm Technician, consisting of a complete list of 
equipment and material, including manufacturer's descriptive and technical 
literature, catalog cuts, and installation instructions.  Note that the 
contract drawings show layouts based on typical detectors.  The Contractor 
shall check the layout based on the actual detectors to be installed and 
make any necessary revisions in the detail drawings.  The detail drawings 
shall also contain complete wiring and schematic diagrams for the equipment 
furnished, equipment layout, and any other details required to demonstrate 
that the system has been coordinated and will properly function as a unit.  
Detailed point-to-point wiring diagram shall be prepared and signed by a 
Registered Professional Engineer or a NICET Level 3 Fire Alarm Technician 
showing points of connection.  Diagram shall include connections between 
system devices, appliances, control panels, supervised devices, and 
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equipment that is activated or controlled by the panel.

SD-08 Manufacturer's Instructions

Training; 

Lesson plans, operating instructions, maintenance procedures, and training 
data, furnished in manual format, for the training courses.  The operations 
training shall familiarize designated government personnel with proper 
operation of the fire alarm system.  The maintenance training course shall 
provide the designated government personnel adequate knowledge required to 
diagnose, repair, maintain, and expand functions inherent to the system.

Testing; G

Detailed test procedures, prepared and signed by a Registered Professional 
Engineer or a NICET Level 3 Fire Alarm Technician, for the fire detection 
and alarm system 60 days prior to performing system tests.

SD-06 Test Reports

Testing; G

Test reports, in booklet form, showing field tests performed to prove 
compliance with the specified performance criteria, upon completion and 
testing of the installed system.  Each test report shall document readings, 
test results and indicate the final position of controls.  The Contractor 
shall include the NFPA 72 Certificate of Completion and NFPA 72 Inspection 
and Testing Form, with the appropriate test reports.

SD-07 Certificates

Equipment; 

Certified copies of current approvals or listings issued by an independent 
test lab if not listed by UL, FM or other nationally recognized testing 
laboratory, showing compliance with specified NFPA standards.

Qualifications; G.

Proof of qualifications for required personnel.  The installer shall submit 
proof of experience for the Professional Engineer, fire alarm technician, 
and the installing company.

SD-10 Operation and Maintenance Data

Technical Data and Computer Software; G.

Six copies of operating manual outlining step-by-step procedures required 
for system startup, operation, and shutdown.  The manual shall include the 
manufacturer's name, model number, service manual, parts list, and complete 
description of equipment and their basic operating features.  Six copies of 
maintenance manual listing routine maintenance procedures, possible 
breakdowns and repairs, and troubleshooting guide.  The manuals shall 
include conduit layout, equipment layout and simplified wiring, and control 
diagrams of the system as installed.  The manuals shall include complete 
procedures for system revision and expansion, detailing both equipment and 
software requirements. Original and backup copies of all software delivered 
for this project shall be provided, on each type of media utilized.  
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Manuals shall be approved prior to training.

1.6   DELIVERY AND STORAGE

Equipment delivered and placed in storage shall be stored with protection 
from the weather, humidity and temperature variation, dirt, dust, and any 
other contaminants.

PART 2   PRODUCTS

2.1   CONTROL PANEL

Contractor shall provide new a Honeywell FS-90 Plus Control Panel or 
approved equal and comply with the applicable requirements of UL 864.  
Control Panel shall be able to transmit all alarm, supervisory and trouble 
conditions via the XLS peer bus protocol to the existing panel.  Panel 
shall be modular and installed in a steel cabinet with hinged door and 
cylinder lock.  Control panel shall be a clean, uncluttered, and orderly 
assembled panel containing components and equipment required to provide the 
specified operating and supervisory functions of the system.  The panel 
shall have prominent rigid plastic, phenolic or metal identification plates 
for lamps and LED/LCDs, zones, SLC, controls, meters, fuses, and switches. 
Nameplates for fuses shall also include ampere rating.  Separate alarm and 
trouble indicators shall be provided for each zone The lamps and LED/LCD 
displays shall be located on the exterior of the cabinet door or be visible 
through the cabinet door.  Control panel switches shall be within the 
locked cabinet.  A suitable means (single operation) shall be provided for 
testing the control panel visual indicating devices (meters or lamps and 
LEDs/LCDs).  Meters and lamps and LEDs shall be plainly visible when the 
cabinet door is closed.  Signals and lamps and LEDs/LCDs shall be provided 
to indicate by zone any alarm, supervisory or trouble condition on the 
system.  Each IDC (indicating device circuit) shall be powered and 
supervised so that a signal on one zone does not prevent the receipt of 
signals from other devices.  Loss of power, including any or all batteries, 
shall not require the manual reloading of a program.  Upon restoration of 
power, startup shall be automatic, and shall not require any manual 
operation.  The loss of primary power or the sequence of applying primary 
or emergency power shall not affect the transmission of alarm, supervisory 
or trouble signals.  Visual annunciation shall be provided for LED/LCD 
visual display as an integral part of the control panel and shall identify 
with a word description and id number each device.  Cabinets shall be 
provided with ample gutter space to allow proper clearance between the 
cabinet and live parts of the panel equipment.  If more than one modular 
unit is required to form a control panel, the units shall be installed in a 
single cabinet large enough to accommodate units.  Cabinets shall be 
painted red.

Each lamp and LED shall provide specific identification of the zone by 
means of a permanently attached rigid plastic, phenolic or metal sign with 
either raised or engraved letters.  Zone identification shall consist of 
word description of the zone similar to FED-STD color, number 11105.

Cabinets shall be provided with ample gutter space to allow proper 
clearance between the cabinet and live parts of the equipment.  If more 
than one modular unit is required to form a control panel, the units shall 
be installed in a single cabinet large enough to accommodate all units.

2.1.1   Circuit Connections
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Circuit conductors entering or leaving the panel shall be connected to 
screw-type terminals with each conductor and terminal marked for 
identification.

2.1.2   System Expansion and Modification Capabilities

Any equipment and software needed by qualified technicians to implement 
future changes to the fire alarm system shall be provided as part of this 
contract.

2.1.3   Addressable Control Module

The control module shall be capable of operating as a relay (dry contact 
form C) for interfacing the control panel with other systems, and to 
control door holders or initiate elevator fire service.  The module shall 
be UL listed as compatible with the control panel.  The indicating device 
or the external load being controlled shall be configured as a Style Y 
notification appliance circuits.  The system shall be capable of 
supervising, audible, visual and dry contact circuits.  The control module 
shall have both an input and output address.  The supervision shall detect 
a short on the supervised circuit and shall prevent power from being 
applied to the circuit.  The control model shall provide address setting 
means compatible with the control panel's SLC supervision and store an 
internal identifying code.  The control module shall contain an integral 
LED that flashes each time the control module is polled.  Existing fire 
alarm system notification appliance circuits shall be connected to a single 
module to power and supervise the circuit.

2.1.4   Addressable Initiating Device Circuits Module

The initiating device being monitored shall be configured as a Style B 
initiating device circuits.  The system shell be capable of defining any 
module as an alarm module and report alarm trouble, loss of polling, or as 
a supervisory module, and reporting supervisory short, supervisory open or 
loss of polling.  The module shall be UL listed as compatible with the 
control panel.  The monitor module shall provide address setting means 
compatible with the control panel's SLC supervision and store an internal 
identifying code.  Monitor module shall contain an integral LED that 
flashes each time the monitor module is polled.  Pull stations with a 
monitor module in a common backbox are not required to have an LED.  
Existing fire alarm system initiating device circuits shall be connected to 
a single module to power and supervise the circuit.

2.2   Storage Batteries

Storage batteries shall be provided and shall be 24 Vdc sealed, 
lead-calcium type requiring no additional water.  The batteries shall have 
ample capacity, with primary power disconnected, to operate the fire alarm 
system for a period of 72 hours.  Following this period of battery 
operation, the batteries shall have ample capacity to operate all 
components of the system, including all alarm signaling devices in the 
total alarm mode for a minimum period of 15 minutes.  Batteries shall be 
located at the bottom of the panel. Batteries shall be provided with 
overcurrent protection in accordance with NFPA 72. 

2.3   BATTERY CHARGER

Battery charger shall be completely automatic, 24 Vdc with high/low 
charging rate, capable of restoring the batteries from full discharge (18 
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Volts dc) to full charge within 48 hours.  Charger shall be located in 
control panel cabinet or in a separate battery cabinet.

2.4   ADDRESSABLE MANUAL FIRE ALARM STATIONS

Addressable manual fire alarm stations shall conform to the applicable 
requirements of UL 38.  Manual stations shall be connected into signal line 
circuits.  Stations shall be installed on surface mounted outlet boxes.  
Manual stations shall be mounted at  48 inches.  Stations shall be single 
action type.  Stations shall be finished in red, with raised letter 
operating instructions of contrasting color.  Stations requiring the 
breaking of glass or plastic panels for operation are not acceptable.  
Stations employing glass rods are acceptable.  The use of a key or wrench 
shall be required to reset the station.  Gravity or mercury switches are 
not acceptable.  Switches and contacts shall be rated for the voltage and 
current upon which they operate.  Addressable pull stations shall be 
capable of being field programmed, shall latch upon operation and remain 
latched until manually reset.  Stations shall have a separate screw 
terminal for each conductor.  Surface mounted boxes shall be matched and 
painted the same color as the fire alarm manual stations.

2.5   FIRE DETECTING DEVICES

Fire detecting devices shall comply with the applicable requirements of 
NFPA 72, NFPA 90A, UL 268, UL 268A, and UL 521.  The detectors shall be 
provided as indicated.  Detector base shall have screw terminals for making 
connections.  No solder connections will be allowed.  Detectors located in 
concealed locations (above ceiling, raised floors, etc.) shall have a 
remote visible indicator LED/LCD.  Addressable fire detecting devices, 
except flame detectors, shall be dynamically supervised and uniquely 
identified in the control panel.  All fire alarm initiating devices shall 
be individually addressable, except where indicated.  Installed devices 
shall conform to NFPA 70 hazard classification of the area where devices 
are to be installed.

2.5.1   Heat Detectors

Heat detectors shall be designed for detection of fire by combination fixed 
temperature and rate-of-rise principle.  Heat detector spacing shall be 
rated in accordance with UL 521.  Detectors located in areas subject to 
moisture, exterior atmospheric conditions, shall be types approved for such 
locations.  Heat detectors located in attic spaces or similar concealed 
spaces below the roof shall be intermediate temperature rated.

2.5.1.1   Combination Fixed-Temperature and Rate-of-Rise Detectors

Detectors shall be designed for surface outlet box mounting and supported 
independently of wiring connections.  Contacts shall be self-resetting 
after response to rate-of-rise principle.  Under fixed temperature 
actuation, the detector shall have a permanent external indication which is 
readily visible.  Detector units located in boiler rooms, showers, or other 
areas subject to abnormal temperature changes shall operate on fixed 
temperature principle only.  The UL 521 test rating for the fixed 
temperature portion shall be 135 degrees F. The UL 521 test rating for the 
Rate-of-Rise detectors shall be rated for  50 by 50 ft.

2.5.1.2   Fixed Temperature Detectors

Detectors shall be designed for surface outlet box mounting and supported 
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independently of wiring connections.  Detectors shall be designed to detect 
high heat.  The detectors shall have a specific temperature setting of 135 
degrees F.  The UL 521 test rating for the fixed temperature detectors 
shall be rated for  15 by 15 ft.

2.5.2   Smoke Detectors

Smoke detectors shall be designed for detection of abnormal smoke 
densities.  Smoke detectors shall be photoelectric type.  Detectors shall 
contain a visible indicator LED/LCD that shows when the unit is in alarm 
condition.  Detectors shall not be adversely affected by vibration or 
pressure.  Detectors shall be the plug-in type in which the detector base 
contains terminals for making wiring connections.  Detectors that are to be 
installed in concealed (above false ceilings, etc.) locations shall be 
provided with a remote indicator LED/LCD suitable for mounting in a 
finished, visible location.

2.5.2.1   Photoelectric Detectors

Detectors shall operate on a light scattering concept using an LED light 
source.  Failure of the LED shall not cause an alarm condition.  Detectors 
shall be factory set for sensitivity and shall require no field adjustments 
of any kind.  Detectors shall have an obscuration rating in accordance with 
UL 268.  Addressable smoke detectors shall be capable of having the 
sensitivity being remotely adjusted by the control panel.

2.6   NOTIFICATION APPLIANCES

Audible appliances shall conform to the applicable requirements of UL 464.  
Devices shall be connected into notification appliance circuits.  Devices 
shall have a separate screw terminal for each conductor. Audible appliances 
shall generate a unique audible sound from other devices provided in the 
building and surrounding area.  Surface mounted audible appliances shall be 
painted red.  Recessed audible appliances shall be installed with a grill 
that is painted red.

2.6.1   Alarm Bells - NOT APPLICABLE

2.6.2   Alarm Horns

Horns shall be surface mounted, with the matching mounting back box surface 
mounted single projector, grille and vibrating type suitable for use in an 
electrically supervised circuit.  Horns shall produce a sound rating of at 
least 85 dBA at  10 feet.  Horns used in exterior locations shall be 
specifically listed or approved for outdoor use and be provided with metal 
housing and protective grilles.

2.6.3   Chimes - NOT APPLICABLE

2.6.4   Visual Notification Appliances

Visual notification appliances shall conform to the applicable requirements 
of UL 1971 and the contract drawings.  Appliances shall have clear high 
intensity optic lens, xenon flash tubes, and output white light.  Strobe 
flash rate shall be between 1 to 3 flashes per second and a minimum of 75 
candela.  Strobe shall be surface mounted.

2.6.5   Combination Audible/Visual Notification Appliances
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Combination audible/visual notification appliances shall provide the same 
requirements as individual units except they shall mount as a unit in 
standard backboxes.  Units shall be factory assembled.  Any other audible 
notification appliance employed in the fire alarm systems shall be approved 
by the Contracting Officer.

2.7   FIRE DETECTION AND ALARM SYSTEM PERIPHERAL EQUIPMENT

2.7.1   Electromagnetic Door Hold-Open Devices

Devices shall be attached to the walls unless otherwise indicated.  Devices 
shall comply with the appropriate requirements of UL 228. Devices shall 
operate on 24 Volt dc power.  Compatible magnetic component shall be 
attached to the door.  Under normal conditions, the magnets shall attract 
and hold the doors open.  When magnets are de-energized, they shall release 
the doors.  Magnets shall have a holding force of  25 pounds.  Devices 
shall be UL or FM approved.  Housing for devices shall be brushed aluminum 
or stainless steel.  Operation shall be fail safe with no moving parts.  
Electromagnetic door hold-open devices shall not be required to be held 
open during building power failure.

2.7.2   Conduit

Conduit and fittings shall comply with NFPA 70, UL 6, UL 1242, and UL 797.

2.7.3   Wiring

Wiring for 120 Vac power shall be a 4-wire system using No. 12 AWG minimum. 
 The SLC wiring shall be fiber optic or copper cable in accordance with the 
manufacturers requirements.  Wiring for fire alarm dc circuits shall be No. 
14 AWG minimum.  Voltages shall not be mixed in any junction box, housing, 
or device, except those containing power supplies and control relays.  
Wiring shall conform to NFPA 70.  System field wiring shall be solid copper 
and installed in metallic conduit or electrical metallic tubing, except 
that rigid plastic conduit may be used under slab-on-grade.  Conductors 
shall be color coded.  Conductors used for the same functions shall be 
similarly color coded.  Wiring code color shall remain uniform throughout 
the circuit.  Pigtail or T-tap connections to initiating device circuits, 
supervisory alarm circuits, and notification appliance circuits are 
prohibited.  T-tapping using screw terminal blocks is allowed for style 5 
addressable systems.

2.7.4   Special Tools and Spare Parts

Software, connecting cables and proprietary equipment, necessary for the 
maintenance, testing, and reprogramming of the equipment shall be furnished 
to the Contracting Officer.  Two spare fuses of each type and size required 
shall be furnished.  Two percent of the total number of each different type 
of detector, but no less than two each, shall be furnished.  Spare fuses 
shall be mounted in the fire alarm panel.

PART 3   EXECUTION

3.1   INSTALLATION

All work shall be installed as shown and in accordance with the 
manufacturer's diagrams and recommendations, unless otherwise specified.  
Smoke detectors shall not be installed until construction is essentially 
complete and the building has been thoroughly cleaned.
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3.1.1   Power Supply for the System

A single dedicated circuit connection for supplying power from a branch 
circuit to each building fire alarm system shall be provided.  The power 
shall be supplied as shown on the drawings.  The power supply shall be 
equipped with a locking mechanism and marked in red with the words "FIRE 
ALARM CIRCUIT CONTROL".

3.1.2   Wiring

Conduit size for wiring shall be in accordance with NFPA 70.   Wiring for 
the fire alarm system shall not be installed in conduits, junction boxes, 
or outlet boxes with conductors of lighting and power systems.  Not more 
than two conductors shall be installed under any device screw terminal.  
The wires under the screw terminal shall be straight when placed under the 
terminal then clamped in place under the screw terminal.  The wires shall 
be broken and not twisted around the terminal.  Circuit conductors entering 
or leaving any mounting box, outlet box enclosure, or cabinet shall be 
connected to screw terminals with each terminal and conductor marked in 
accordance with the wiring diagram.  Connections and splices shall be made 
using screw terminal blocks.  The use of wire nut type connectors in the 
system is prohibited.  Wiring within any control equipment shall be readily 
accessible without removing any component parts. The fire alarm equipment 
manufacturer's representative shall be present for the connection of wiring 
to the control panel.

3.1.3   Control Panel

The control panel and its assorted components shall be mounted so that no 
part of the enclosing cabinet is less than  12 inches nor more than  78 
inches above the finished floor.  Manually operable controls shall be 
between  36 and 42 inches above the finished floor.  Panel shall be 
installed to comply with the requirements of UL 864.

3.1.4   Detectors

Detectors shall be located and installed in accordance with NFPA 72.  
Detectors shall be connected into signal line circuits or initiating device 
circuits as indicated on the drawings.  Detectors shall be at least  12 
inches from any part of any lighting fixture.  Detectors shall be located 
at least  3 feet from diffusers of air handling systems.  Each detector 
shall be provided with appropriate mounting hardware as required by its 
mounting location.  Detectors which mount in open space shall be mounted 
directly to the end of the stubbed down rigid conduit drop.  Conduit drops 
shall be firmly secured to minimize detector sway.  Where length of conduit 
drop from ceiling or wall surface exceeds  3 feet, sway bracing shall be 
provided.  Detectors installed in concealed locations (above ceiling, 
raised floors, etc.) shall have a remote visible indicator LED/LCD in a 
finished, visible location.

3.1.5   Notification Appliances

Notification appliances shall be mounted  80 inches above the finished 
floor or  6 inches below the ceiling, whichever is lower.

3.1.6   Annunciator Equipment

Annunciator equipment shall be mounted where indicated on the drawings.
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3.1.7   Addressable Initiating Device Circuits Module

The initiating device circuits module shall be used to connect supervised 
conventional initiating devices (water flow switches, water pressure 
switches, manual fire alarm stations, high/low air pressure switches, and 
tamper switches).  The module shall mount in an electrical box adjacent to 
or connected to the device it is monitoring and shall be capable of Style B 
supervised wiring to the initiating device.  In order to maintain proper 
supervision, there shall be no T-taps allowed on style B lines.  
Addressable initiating device circuits modules shall monitor only one 
initiating device each.  Contacts in suppression systems and other fire 
protection subsystems shall be connected to the fire alarm system to 
perform supervisory and alarm functions, as indicated on the drawings and 
as specified herein.

3.1.8   Addressable Control Module

Addressable and control modules shall be installed in the outlet box or 
adjacent to the device they are controlling.  If a supplementary 
suppression releasing panel is provided, then the monitor modules shall he 
mounted in a common enclosure adjacent to the suppression releasing panel 
and both this enclosure and the suppression releasing panel shall be in the 
same room as the releasing devices.  All interconnecting wires shall be 
supervised unless an open circuit or short circuit abnormal condition does 
not affect the required operation of the fire alarm system.  If control 
modules are used as interfaces to other systems, such as HVAC or elevator 
control, they shall be within the control panel or immediately adjacent to 
it.  Control modules that control a group of notification appliances shall 
be adjacent to the first notification appliance in the notification 
appliance circuits.  Control modules that connect to devices shall 
supervise the notification appliance circuits.  Control modules that 
connect to auxiliary systems or interface with other systems (non-life 
safety systems) and where not required by NFPA 72, shall not require the 
secondary circuits to be supervised.  Contacts in suppression systems and 
other fire protection subsystems shall be connected to the fire alarm 
system to perform required alarm functions as indicated on the drawings and 
as specified herein.

3.2   OVERVOLTAGE AND SURGE PROTECTION

3.2.1   Power Line Surge Protection

All equipment connected to alternating current circuits shall be protected 
from surges per IEEE C62.41 B3 combination waveform and NFPA 70.  Fuses 
shall not be used for surge protection.  The surge protector shall be rated 
for a maximum let thru voltage of 350 Volts ac (line-to-neutral) and 350 
Volt ac (neutral-to-ground).

3.2.2   Low Voltage DC Circuits Surge Protection

All IDC, NAC, and communication cables/conductors, except fiber optics, 
shall have surge protection installed at each point where it exits or 
enters a building.  Equipment shall be protected from surges per IEEE C62.41
 B3 combination waveform and NFPA 70.  The surge protector shall be rated 
to protect the 24 Volt dc equipment.  The maximum dc clamping voltages 
shall be 36 V (line-to-ground) and 72 Volt dc (line-to-line).

3.2.3   Signal Line Circuit Surge Protection
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All SLC cables/conductors, except fiber optics, shall have surge 
protection/isolation circuits installed at each point where it exits or 
enters a building.  The circuit shall be protected from surges per IEEE 
C62.41 B3 combination waveform and NFPA 70.  The surge protector/isolator 
shall be rated to protect the equipment.

3.3   GROUNDING

Grounding shall be provided by connecting to building ground system.

3.4   SUPERVISING STATION PROVISIONS

The supervising equipment is existing and is located in another part of the 
base.

3.4.1   Revisions to Existing Facilities

Existing supervising components shall be modified as indicated on the 
drawings and programming shall be updated if required to accommodate the 
revised configuration.  Acceptance testing shall include procedures that 
would demonstrate that operation of existing equipment has not been 
degraded and that the revised configuration plus interfacing components 
operates compatibly with the new fire alarm system at the protected 
premises.  Work on existing equipment shall be performed in accordance with 
the manufacturer's instructions or under supervision of the manufacturer's 
representative.

3.4.2   Additions to Existing Facilities

Supplemental components shall be added to the existing supervising 
equipment, at remote locations, as required to accommodate the new fire 
alarm system to be installed at the protected premises.  All present 
functions shall be extended, including recording and storage in memory, and 
programming shall be updated if required to accommodate the revised 
configuration.  Acceptance testing shall include procedures that would 
demonstrate that operation of existing equipment has not been degraded and 
that the expanded configuration operates compatibly with the new fire alarm 
system.  Contractor is also to provide programing of the remote monitoring 
systems as required to allow proper operations of the new systems installed 
in protected facilities within this project.

3.5   TESTING

The Contractor shall notify the Contracting Officer at least 10 days before 
the preliminary and acceptance tests are to be conducted.  The tests shall 
be performed in accordance with the approved test procedures in the 
presence of the Contracting Officer.  The control panel manufacturer's 
representative shall be present to supervise tests.  The Contractor shall 
furnish instruments and personnel required for the tests.

3.5.1   Preliminary Tests

Upon completion of the installation, the system shall be subjected to 
functional and operational performance tests including tests of each 
installed initiating and notification appliance, when required.  Tests 
shall include the meggering of system conductors to determine that the 
system is free from grounded, shorted, or open circuits.  The megger test 
shall be conducted prior to the installation of fire alarm equipment.  If 
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deficiencies are found, corrections shall be made and the system shall be 
retested to assure that it is functional.  After completing the preliminary 
testing the Contractor shall complete and submit the NFPA 72, Certificate 
of Completion.

3.5.2   Acceptance Test

Acceptance testing shall not be performed until the Contractor has 
completed and submitted the Certificate of Completion.  Testing shall be in 
accordance with NFPA 72.  The recommended tests in NFPA 72 shall be 
considered mandatory and shall verify that previous deficiencies have been 
corrected.  The Contractor shall complete and submit the NFPA 72, 
Inspection and Testing Form.  The test shall include all requirements of 
NFPA 72 and the following:

a.  Test of each function of the control panel.

b.  Test of each circuit in both trouble and normal modes.

c.  Tests of each alarm initiating devices in both normal and trouble 
conditions.

d.  Tests of each control circuit and device.

e.  Tests of each alarm notification appliance.

f.  Tests of the battery charger and batteries.

g.  Complete operational tests under emergency power supply.

h.  Visual inspection of wiring connections.

i.  Opening the circuit at each alarm initiating device and 
notification appliance to test the wiring supervisory feature.

j.  Ground fault

k.  Short circuit faults

l.  Stray voltage

m.  Loop resistance

3.6   Training

Training course shall be provided for the operations and maintenance staff. 
 The course shall be conducted in the building where the system is 
installed or as designated by the Contracting Officer.  The training period 
for systems operation shall consist of 1 training day (4 hours per day) and 
shall start after the system is functionally completed but prior to final 
acceptance tests.  The training period for systems maintenance shall 
consist of 1 training day (4 hours per day) and shall start after the 
system is functionally completed but prior to final acceptance tests.  The 
instructions shall cover items contained in the operating and maintenance 
instructions.  

        -- End of Section --
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SECTION 13945

PREACTION SPRINKLER SYSTEMS, FIRE PROTECTION
04/00

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 53 (199b) Pipe, Steel, Black and Hot-Dipped, 
Zinc-Coated, Welded and Seamless

ASTM A 135 (1997c) Electric-Resistance-Welded Steel 
Pipe

ASTM A 183 (1983; R 1998) Carbon Steel Track Bolts 
and Nuts

ASTM A 536 (1999e1) Ductile Iron Castings

ASTM A 795 (1997) Black and Hot-Dipped Zinc-Coated 
(Galvanized) Welded and Seamless Steel 
Pipe for Fire Protection Use

AMERICAN SOCIETY OF MECHANICAL ENGINEERS (ASME)

ASME B16.1 (1998) Cast Iron Pipe Flanges and Flanged 
Fittings

ASME B16.9 (1993) Factory-Made Wrought Steel 
Buttwelding Fittings

ASME B16.11 (1996) Forged Fittings, Socket-Welding and 
Threaded

ASME B16.21 (1992) Nonmetallic Flat Gaskets for Pipe 
Flanges

ASME B18.2.1 (1996) Square and Hex Bolts and Screws 
Inch Series

ASME B18.2.2 (1987; R 1993) Square and Hex Nuts (Inch 
Series)

AMERICAN SOCIETY OF SANITARY ENGINEERING (ASSE)

ASSE 1015 (1993) Double Check Backflow Prevention 
Assembly

AMERICAN WATER WORKS ASSOCIATION (AWWA)

AWWA-EWW (1995) Standard Methods for the 
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Examination of Water and Wastewater

AWWA B300 (1992) Hypochlorites

AWWA B301 (1992) Liquid Chlorine

AWWA C104 (1995) Cement-Mortar Lining for 
Ductile-Iron Pipe and Fittings for Water

AWWA C110 (1993) Ductile-Iron and Gray-Iron 
Fittings, 3 In. Through 48 In. (75 mm 
through 1200 mm), for Water and Other 
Liquids

AWWA C111 (1995) Rubber-Gasket Joints for 
Ductile-Iron Pressure Pipe and Fittings

AWWA C151 (1996) Ductile-Iron Pipe, Centrifugally 
Cast, for Water or Other Liquids

AWWA C203 (1997) Coal-Tar Protective Coatings and 
Linings for Steel Water Pipelines - Enamel 
and Tape - Hot-Applied

AWWA M20 (1973) Manual:  Water Chlorination 
Principles and Practices

FACTORY MUTUAL ENGINEERING AND RESEARCH (FM)

FM P7825a (1998) Approval Guide Fire Protection

FM P7825b (1998) Approval Guide Electrical Equipment

INSTITUTE OF ELECTRICAL AND ELECTRONICS ENGINEERS (IEEE)

IEEE C62.41 (1991; R 1995) Surge Voltages in 
Low-Voltage AC Power Circuits

MANUFACTURERS STANDARDIZATION SOCIETY OF THE VALVE AND FITTINGS 
INDUSTRY (MSS)

MSS SP-71 (1997) Cast Iron Swing Check Valves, 
Flanges and Threaded Ends

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 13 (1999) Installation of Sprinkler Systems

NFPA 24 (1995) Installation of Private Fire 
Service Mains and Their Appurtenances

NFPA 70 (1999) National Electrical Code

NFPA 72 (1999) National Fire Alarm Code

NFPA 1963 (1998) Fire Hose Connections

NATIONAL INSTITUTE FOR CERTIFICATION IN ENGINEERING TECHNOLOGIES 
(NICET)
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NICET 1014-7 (1995) Program Detail Manual for 
Certification in the Field of Fire 
Protection Engineering Technology (Field 
Code 003) Subfield of Automatic Sprinkler 
System Layout

UNDERWRITERS LABORATORIES (UL)

UL Bld Mat Dir (1999) Building Materials Directory

UL Fire Prot Dir (1999) Fire Protection Equipment Directory 

1.2   GENERAL REQUIREMENTS

Preaction sprinkler system(s) shall be provided in areas indicated on the 
drawings.  The sprinkler system shall provide fire sprinkler protection for 
the entire area.  Except as modified herein, the system shall meet the 
requirements of NFPA 13 and NFPA 72.  The sprinkler system shall be a 
single interlocked system that requires the actuation of an alarm 
initiating device to open the water control (deluge) valve.  The Contractor 
shall design any portion of the sprinkler system that are not indicated on 
the drawings including locating sprinklers, piping, and equipment, and size 
piping and equipment when this information is not indicated on the drawings 
or is not specified herein.  Pipe sizes which are not indicated on the 
drawings shall be determined by hydraulic calculations.

1.2.1   Hydraulic Design

Hydraulic calculations shall be in accordance with the Area/Density Method 
of NFPA 13.

1.2.2   Control System

The control system shall meet the requirements of NFPA 72.  The control 
panel shall be listed in UL Fire Prot Dir or FM P7825a and FM P7825b for 
"Releasing Device Service".  The control panel and the solenoid valve that 
activates the water control valves shall be compatible with each other.  
Compatibility shall be per specific UL listing or FM approval of the 
control equipment.

1.2.2.1   Power Supply

The primary operating power shall be provided from two single-phase 120 VAC 
circuits.  Transfer from normal to backup power and restoration from backup 
to normal power shall be fully automatic and shall not initiate a false 
alarm.  Loss of primary power shall not prevent actuation of the respective 
automatic water control valve upon activation of any alarm initiating 
device.  Backup power shall be provided through use of rechargeable, 
sealed, lead calcium storage batteries.

1.2.2.2   Circuit Requirements

Alarm initiating devices shall be connected to initiating device circuits 
(IDC), or to signal line circuits (SLC), in accordance with NFPA 72.  Alarm 
notification or indicating appliances shall be connected to indicating 
appliance circuit (IAC), in accordance with NFPA 72.  A separate circuit 
shall be provided for actuation of each individual automatic water control 
valve.  The circuits that actuate the water control valves shall be fully 
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supervised so that the occurrence of a single open or a single ground fault 
condition in the interconnecting conductors shall be indicated at the 
control panel.

1.3   SYSTEM OPERATIONAL FEATURES

The system shall include a heat detection system, manual actuation 
stations, supervisory and alarm switches, alarm notification appliances, 
control panel and associated equipment.  Preaction sprinkler system piping 
shall be provided with supervisory air pressure not to exceed 30 psig.

1.3.1   System Actuation

Activation of any 2 heat/smoke detectors or a single manual actuation 
station shall actuate alarm zone circuits of the control panel that, in 
turn, shall actuate the corresponding automatic water control valve.  
Actuation of the automatic water control valve shall cause water to fill 
the preaction system piping and be discharged from fused sprinklers.

1.3.2   Alarm Functions

Activation of any heat/smoke detector or sprinkler pressure alarm switch or 
manual actuation station shall cause the illumination of the respective 
zone annunciator, and activation of the building fire alarm system and 
transmission of the alarm to the base-wide fire reporting system.  Valve 
tamper alarm shall be monitored by the system control panel and transmitted 
to the building fire alarm system as a trouble alarm.

1.3.3   Supervisory Functions

The reduction of supervisory air pressure within the sprinkler system 
piping to less than 10 psi or the occurrence of a single open or a single 
ground fault in any alarm initiating device circuit, in the automatic water 
control valve actuation circuit, in any alarm indicating appliance circuit 
or in other electrically supervised circuit shall cause the individually 
labelled control panel trouble light to be illuminated, the audible trouble 
alarm to be activated, and a trouble alarm to be transmitted to the 
building fire alarm control panel.

1.4   COORDINATION OF TRADES

Piping offsets, fittings, and any other accessories required shall be 
furnished as required to provide a complete installation and to eliminate 
interference with other construction.  Sprinkler shall be installed over 
and under ducts, piping and platforms when such equipment can negatively 
effect or disrupt the sprinkler discharge pattern and coverage.

1.5   DELIVERY AND STORAGE

All equipment delivered and placed in storage shall be housed in a manner 
to preclude any damage from the weather, humidity and temperature 
variations, dirt and dust, or other contaminants.  Additionally, all pipes 
shall either be capped or plugged until installed.

1.6   FIELD MEASUREMENTS

After becoming familiar with all details of the work, the Contractor shall 
verify all dimensions in the field, and shall advise the Contracting 
Officer of any discrepancy before performing the work.
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1.7   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-02 Shop Drawings

Sprinkler System Shop Drawings; G.

  Three copies of the Sprinkler System Shop Drawings, no later 
than 21 days prior to the start of sprinkler system installation.  
The Sprinkler System Shop Drawings shall conform to the 
requirements established for working plans as prescribed in NFPA 13.
  Drawings shall include plan and elevation views demonstrating 
that the equipment will fit the allotted spaces with clearance for 
installation and maintenance.  Each set of drawings shall include 
the following:

     a.  Descriptive index of drawings in the submittal with 
drawings listed in sequence by drawing number.  A legend 
identifying device symbols, nomenclature, and conventions used.

     b.  Floor plans drawn to a scale not less than 1/8" = 1'-0" 
which clearly show locations of sprinklers, risers, pipe hangers, 
seismic separation assemblies, sway bracing, inspector's test 
connections, drains, and other applicable details necessary to 
clearly describe the proposed arrangement.  Each type of fitting 
used and the locations of bushings, reducing couplings, and welded 
joints shall be indicated.

     c.  Actual center-to-center dimensions between sprinklers on 
branch lines and between branch lines; from end sprinklers to 
adjacent walls; from walls to branch lines; from sprinkler feed 
mains, cross-mains and branch lines to finished floor and roof or 
ceiling.  A detail shall show the dimension from the sprinkler and 
sprinkler deflector to the ceiling in finished areas.

      d.  Longitudinal and transverse building sections showing 
typical branch line and cross-main pipe routing as well as 
elevation of each typical sprinkler above finished floor.

     e.  Details of each type of riser assembly; pipe hanger; sway 
bracing for earthquake protection, and restraint of underground 
water main at point-of-entry into the building, and electrical 
devices and interconnecting wiring.

As-Built Shop Drawings; 

  As-built shop drawings, at least 14 days after completion of the 
Final Tests.  The Sprinkler System Drawings shall be updated to 
reflect as-built conditions after all related work is completed 
and shall be on reproducible full-size mylar film.

SD-03 Product Data

Fire Protection Related Submittals; 
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  A list of the Fire Protection Related Submittals, no later than 
7 days after the approval of the Fire Protection Specialist.

Load Calculations for Sizing Sway Bracing; G.

  For systems that are required to be protected against damage 
from earthquakes, load calculations shall be provided for sizing 
of sway bracing.

Components and Equipment Data; G.

  Manufacturer's catalog data included with the Sprinkler System 
Drawings for all items specified herein.  The data shall be 
highlighted to show model, size, options, etc., that are intended 
for consideration.  Data shall be adequate to demonstrate 
compliance with all contract requirements. In addition, a complete 
equipment list that includes equipment description, model number 
and quantity shall be provided.

Hydraulic Calculations; G.

  Hydraulic calculations, including a drawing showing hydraulic 
reference points and pipe segments.

Spare Parts; 

  Spare parts data shall be included for each different item of 
material and equipment specified.  The data shall include a 
complete list of parts and supplies, with current unit prices and 
source of supply, and a list of parts recommended by the 
manufacturer to be replaced after 1 year and 3 years of service.  
A list of special tools and test equipment required for 
maintenance and testing of the products supplied by the Contractor 
shall be included.

Preliminary Tests Procedures; G.

  Proposed procedures for Preliminary Tests, no later than 14 days 
prior to the proposed start of the tests.

Final Acceptance Test Procedures; G.

  Proposed procedures for Final Acceptance Test, no later than 14 
days prior to the proposed start of the tests.

On-site Training Schedule; G.

  Proposed On-site Training schedule, at least 14 days prior to 
the start of related training.

Preliminary Tests; G.

  Proposed date and time to begin Preliminary Tests, submitted 
with the Preliminary Tests Procedures.

Final Acceptance Test; G.

  Proposed date and time to begin Final Acceptance Test, submitted 
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with the Final Acceptance Test Procedures.  Notification shall be 
provided at least 14 days prior to the proposed start of the test. 
 Notification shall include a copy of the Contractor's Material & 
Test Certificates.

Fire Protection Specialist; G; 

  The name and documentation of certification of the proposed Fire 
Protection Specialists, no later than 14 days after the Notice to 
Proceed and prior to the submittal of the sprinkler system 
drawings and hydraulic calculations.

Sprinkler System Installer Qualifications; G.

  The name and documentation of certification of the proposed 
Sprinkler System Installer, concurrent with submittal of the Fire 
Protection Specialist Qualifications.

SD-06 Test Reports

Preliminary Tests Report; G; 

  Three copies of the completed Preliminary Tests Reports, no 
later that 7 days after the completion of the Preliminary Tests.  
The Preliminary Tests Report shall include both the Contractor's 
Material and Test Certificate for Underground Piping and the 
Contractor's Material and Test Certificate for Aboveground Piping. 
 All items in the Preliminary Tests Report shall be signed by the 
Fire Protection Specialist.

Final Acceptance Test Report; G.

  Three copies of the completed Final Acceptance Tests Reports, no 
later that 7 days after the completion of the Final Acceptance 
Tests.  All items in the Final Acceptance Report shall be signed 
by the Fire Protection Specialist.

SD-07 Certificates

Fire Protection Specialist; G.

  Concurrent with the Final Acceptance Test Report, certification 
by the Fire Protection Specialist that the sprinkler system is 
installed in accordance with the contract requirements, including 
signed approval of the Preliminary and Final Acceptance Test 
Reports.

SD-10 Operation and Maintenance Data

Wet Pipe Sprinkler System; 

  Six manuals listing step-by-step procedures required for system 
startup, operation, shutdown, and routine maintenance, at least 14 
days prior to field training.  The manuals shall include the 
manufacturer's name, model number, parts list, list of parts and 
tools that should be kept in stock by the owner for routine 
maintenance including the name of a local supplier, simplified 
wiring and controls diagrams, troubleshooting guide, and 
recommended service organization (including address and telephone 
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number) for each item of equipment.

1.8   HYDRAULIC CALCULATIONS

Hydraulic calculations shall be as outlined in NFPA 13 except that 
calculations shall be performed by computer using software intended 
specifically for fire protection system design using the design data shown 
on the drawings.  Software that uses k-factors for typical branch lines is 
not acceptable.  Calculations shall be based on the water supply data shown 
on the drawings.  Calculations shall substantiate that the design area used 
in the calculations is the most demanding hydraulically.  Water supply 
curves and system requirements shall be plotted on semi-logarithmic graph 
paper so as to present a summary of the complete hydraulic calculation.  A 
summary sheet listing sprinklers in the design area and their respective 
hydraulic reference points, elevations, actual discharge pressures and 
actual flows shall be provided.  Elevations of hydraulic reference points 
(nodes) shall be indicated.  Documentation shall identify each pipe 
individually and the nodes connected thereto.  The diameter, length, flow, 
velocity, friction loss, number and type fittings, total friction loss in 
the pipe, equivalent pipe length and Hazen-Williams coefficient shall be 
indicated for each pipe.  For gridded systems, calculations shall show 
peaking of demand area friction loss to verify that the hydraulically most 
demanding area is being used.  Also for gridded systems, a flow diagram 
indicating the quantity and direction of flows shall be included.  A 
drawing showing hydraulic reference points (nodes) and pipe designations 
used in the calculations shall be included and shall be independent of shop 
drawings.

1.9   FIRE PROTECTION SPECIALIST

Work specified in this section shall be performed under the supervision of 
and certified by the Fire Protection Specialist.  The Fire Protection 
Specialist shall be an individual who is a registered professional engineer 
and a Full Member of the Society of Fire Protection Engineers or who is 
certified as a Level III Technician by National Institute for Certification 
in Engineering Technologies (NICET) in the Automatic Sprinkler System 
Layout subfield of Fire Protection Engineering Technology in accordance 
with NICET 1014-7.  The Fire Protection Specialist shall be regularly 
engaged in the design and installation of the type and complexity of system 
specified in the Contract documents, and shall have served in a similar 
capacity for at least three systems that have performed in the manner 
intended for a period of not less than 6 months.

1.10   SPRINKLER SYSTEM INSTALLER QUALIFICATIONS

Work specified in this section shall be performed by the Sprinkler System 
Installer.  The Sprinkler System Installer shall be regularly engaged in 
the installation of the type and complexity of system specified in the 
Contract documents, and shall have served in a similar capacity for at 
least three systems that have performed in the manner intended for a period 
of not less than 6 months.

1.11   REGULATORY REQUIREMENTS

Compliance with referenced NFPA standards is mandatory.  This includes 
advisory provisions listed in the appendices of such standards, as though 
the word "shall" had been substituted for the word "should" wherever it 
appears.  Applicable material and installation standards referenced in 
Appendix A of NFPA 13 and NFPA 24 shall be considered mandatory the same as 
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if such referenced standards were specifically listed in this 
specification.  In the event of a conflict between specific provisions of 
this specification and applicable NFPA standards, this specification shall 
govern.  All requirements that exceed the minimum requirements of NFPA 13 
shall be incorporated into the design.  Reference to "authority having 
jurisdiction" shall be interpreted to mean the Contracting Officer.

PART 2   PRODUCTS

2.1   STANDARD PRODUCTS

Materials and equipment shall be standard products of a manufacturer 
regularly engaged in the manufacture of such products and shall essentially 
duplicate items that have been in satisfactory use for at least 2 years 
prior to bid opening.

2.2   NAMEPLATES

All equipment shall have a nameplate that identifies the manufacturer's 
name, address, type or style, model or serial number, and catalog number.

2.3   REQUIREMENTS FOR FIRE PROTECTION SERVICE

Materials and Equipment shall have been tested by Underwriters 
Laboratories, Inc. and listed in UL Fire Prot Dir or approved by Factory 
Mutual and listed in FM P7825a and FM P7825b.  Where the terms "listed" or 
"approved" appear in this specification, such shall mean listed in UL Fire 
Prot Dir or FM P7825a and FM P7825b.

2.4   UNDERGROUND PIPING SYSTEMS

2.4.1   Pipe

Piping from a point 6 inches above the floor to the point of connection to 
the existing water mains shall be ductile iron with a rated working 
pressure of 150 psi conforming to AWWA C151, with cement mortar lining 
conforming to AWWA C104.  Piping more than 5 feet outside the building 
walls shall comply with Section 02510 WATER DISTRIBUTION SYSTEM.

2.4.2   Fittings and Gaskets

Fittings shall be ductile iron conforming to AWWA C110.  Gaskets shall be 
suitable in design and size for the pipe with which such gaskets are to be 
used.  Gaskets for ductile iron pipe joints shall conform to AWWA C111.

2.4.3   Gate Valve and Indicator Posts

Gate valves for underground installation shall be of the inside screw type 
with counter-clockwise rotation to open.  Where indicating type valves are 
shown or required, indicating valves shall be gate valves with an approved 
indicator post of a length to permit the top of the post to be located 3 
feet above finished grade.  Gate valves and indicator posts shall be listed 
in UL Fire Prot Dir or FM P7825a and FM P7825b.

2.5   ABOVEGROUND PIPING COMPONENTS

2.5.1   Steel Pipe

Except as modified herein, steel pipe shall be galvanized conforming to the 
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applicable requirements of NFPA 13, and ASTM A 795, ASTM A 53, or  ASTM A 
135.  Pipe in which threads or grooves are cut shall be Schedule 40 or 
shall be listed by Underwriters' Laboratories to have a corrosion 
resistance ratio (CRR) of 1.0 or greater after threads or grooves are cut.  
Pipe shall be marked with the name of the manufacturer, kind of pipe, and 
ASTM designation.

2.5.2   Fittings for Non-Grooved Steel Pipe

Fittings shall be galvanized steel conforming to ASME B16.9 or ASME B16.11. 
 Fittings that sprinklers, drop nipples or riser nipples (sprigs) are 
screwed into shall be threaded type.  Plain-end fittings with mechanical 
couplings, fittings that use steel gripping devices to bite into the pipe 
and segmented welded fittings shall not be used.

2.5.3   Grooved Mechanical Joints and Fittings

Joints and fittings shall be designed for not less than 175 psi service and 
shall be the product of the same manufacturer.  Fitting and coupling houses 
shall be malleable iron conforming to ASTM A 47, Grade 32510; ductile iron 
conforming to ASTM A 536, Grade 65-45-12.  Gaskets shall be of silicon 
compound and approved for dry fire protection systems.  Gasket shall be the 
flush type that fills the entire cavity between the fitting and the pipe.  
Nuts and bolts shall be heat-treated steel conforming to ASTM A 183 and 
shall be cadmium plated or zinc electroplated.

2.5.4   Flanges

Flanges shall conform to NFPA 13 and ASME B16.1.  Gaskets shall be 
non-asbestos compressed material in accordance with ASME B16.21, 1/16 inch 
thick, and full face or self-centering flat ring type.  Bolts shall be 
squarehead conforming to ASME B18.2.1 and nuts shall be hexagon type 
conforming to ASME B18.2.2.

2.5.5   Pipe Hangers

Hangers shall be listed in UL Fire Prot Dir or FM P7825a and FM P7825b and 
of the type suitable for the application, construction, and pipe type and 
size to be supported.

2.5.6   Valves

2.5.6.1   Control Valve and Gate Valve

Manually operated sprinkler control valve and gate valve shall be outside 
stem and yoke (OS&Y) type and shall be listed in UL Bld Mat Dir or FM P7825a
 and FM P7825b.

2.5.6.2   Check Valves

Check valve 2 inches and larger shall be listed in UL Bld Mat Dir or FM 
P7825a and FM P7825b.  Check valves 4 inches and larger shall be of the 
swing type with flanged cast iron body and flanged inspection plate, shall 
have a clear waterway and shall meet the requirements of MSS SP-71, for 
Type 3 or 4.

2.6   AUTOMATIC WATER CONTROL VALVE (DELUGE VALVE)

Automatic water control valve (deluge valve) shall be electrically-actuated 
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and rated for a working pressure of 175 psi.  Valve shall be capable of 
being reset without opening the valve.  Electrical solenoid valve used to 
actuate the water control valve shall be an integral component of the valve 
or shall be approved for use by the water control valve manufacturer.  
Solenoid valve shall be rated at 24 volts direct current, and shall be 
normally closed type that operates when energized.  Solenoid valves shall 
be rated for a maximum pressure differential of 175 psi.  Water control 
valve shall be equipped with a means to prevent the valve from returning to 
the closed position until being manually reset.  Assembly shall be complete 
with the valve manufacturer's standard trim piping, drain and test valves, 
pressure gauges, and other required appurtenances.  Each assembly shall 
include an emergency release device for manually tripping the water control 
valve in the event of a power or other system failure.  Device shall be a 
standard accessory component of the valve manufacturer and shall be labeled 
as to its function and method of operation.  Valves located in hazardous 
locations shall be approved for the hazard classification of the area where 
located.

2.7   SUPERVISORY AIR SYSTEM

2.7.1   Air Compressor

Air compressor shall be single stage oil less type, air cooled, 
electric-motor driven, equipped with a check valve, centrifugal pressure 
and moisture unloader, pressure switch for automatic starting and stopping. 
 Pressure switch shall be set to start the compressor at 20 psi and stop it 
at 30 psi.  A safety relief valve, set to operate at 65 psi, shall be 
provided.  The compressor shall be sized to pressurize the system to 30 psi 
within 30 minutes.

2.7.2   Air Pressure Maintenance Device

Device shall be a pressure regulator that automatically reduces supply air 
pressure to the minimum pressure required to be maintained in the piping 
system.  The device shall have a cast bronze body and valve housing 
complete with diaphragm assembly, spring, filter, ball check to prevent 
backflow, 1/16 inch restriction to prevent rapid pressurization of the 
system, and adjustment screw.  The device shall be capable of reducing 
maximum inlet pressure of 100 psi to a fixed outlet pressure adjustable to 
10 psi.

2.7.3   Air Supply Piping System

Each preaction system shall be equipped with a separate pressure 
maintenance device, shutoff valve, bypass valve and pressure gauge.  Piping 
shall be galvanized steel in accordance with ASTM A 795 or ASTM A 53.

2.7.4   Low Air Pressure Switch

Each preaction system shall be provided with an air pressure switch 
connected to the control panel.  Upon reduction of supervisory air pressure 
to approximately 10 psi, the low air pressure switch shall actuate the 
audible alarm device and a red low-air alarm light on the control panel 
annunciator.

2.8   WATER MOTOR ALARM ASSEMBLY

Assembly shall include a body housing, impeller wheel, drive shaft, striker 
assembly, gong, wall plate and related components necessary for complete 
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operation.  Minimum 3/4 inch galvanized piping shall be provided between 
the housing and the automatic water control valve.  Drain piping from the 
body housing shall be minimum 1 inch galvanized steel and shall be arranged 
to drain to the outside of the building.  Piping shall be galvanized both 
on the inside and on the outside surfaces.

2.9   FIRE DEPARTMENT CONNECTION

Fire department connection shall be projecting type with cast brass body, 
matching wall escutcheon lettered "Auto Spkr" with a chromium plated 
finish.  The connection shall have two inlets with individual self-closing 
clappers, caps with drip drains and chains.  Female inlets shall have 2-1/2 
inch diameter American National Fire Hose Connection Screw Threads (NH) per 
NFPA 1963.

2.10   SPRINKLERS

Sprinklers for preaction systems shall be automatic, fusible solder or 
glass bulb type.  Sprinklers with internal O-rings shall not be used.  
Sprinklers shall be used in accordance with their listed spacing 
limitations.  Temperature classification shall be as indicated.  Sprinklers 
in high heat areas including attic spaces or in close proximity to unit 
heaters shall have temperature classification in accordance with NFPA 13.  
Orifice of extended coverage sprinklers shall not exceed 17/32 inch.

2.10.1   Pendent Sprinkler

Pendent sprinkler shall be of the fusible strut or glass bulb type, 
quick-response type with nominal 17/32 inch orifice.  Pendent sprinklers 
shall have a polished chrome finish.

2.10.2   Upright Sprinkler

Upright sprinkler shall be brass quick-response type and shall have a 
nominal 17/32 inch orifice.

2.11   DISINFECTING MATERIALS

2.11.1   Liquid Chlorine

Liquid chlorine shall conform to AWWA B301.

2.11.2   Hypochlorites

Calcium hypochlorite and sodium hypochlorite shall conform to AWWA B300.

2.12   ACCESSORIES

2.12.1   Sprinkler Cabinet

Spare sprinklers shall be provided in accordance with NFPA 13 and shall be 
packed in a suitable metal or plastic cabinet.  Spare sprinklers shall be 
representative of, and in proportion to, the number of each type and 
temperature rating of the sprinklers installed.  At least one wrench of 
each type required shall be provided.

2.12.2   Pendent Sprinkler Escutcheon

Escutcheon shall be one-piece metallic type with a depth of less than 3/4 
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inch and suitable for installation on pendent sprinklers.  The escutcheon 
shall have a factory finish that matches the pendent sprinkler heads.

2.12.3   Pipe Escutcheon

Escutcheon shall be polished chromium-plated zinc alloy, or polished 
chromium-plated copper alloy.  Escutcheons shall be either one-piece or 
split-pattern, held in place by internal spring tension or set screw.

2.12.4   Sprinkler Guard

Guard shall be a steel wire cage designed to encase the sprinkler and 
protect it from mechanical damage.

2.12.5   Identification Sign

Valve identification sign shall be minimum 6 inches wide by 2 inches high 
with enamel baked finish on minimum 18 gauge steel or 0.024 inch aluminum 
with red letters on a white background or white letters on red background.  
Wording of sign shall include, but not be limited to "main drain," 
"auxiliary drain," "inspector's test," "alarm test," "alarm line," and 
similar wording as required to identify operational components.

2.13   DOUBLE-CHECK VALVE BACKFLOW PREVENTION ASSEMBLY

Double-check backflow prevention assembly shall comply with ASSE 1015.  The 
assembly shall have a bronze, cast-iron or stainless steel body with 
flanged ends.  The assembly shall include pressure test gauge ports and 
OS&Y shutoff valves on the inlet and outlet, 2-positive-seating check valve 
for continuous pressure application, and four test cocks.  Assemblies shall 
be rated for working pressure of 150 psi.  The maximum pressure loss shall 
be 6 psi at a flow rate equal to the sprinkler water demand, at the 
location of the assembly.  A test port for a pressure gauge shall be 
provided both upstream and downstream of the double check backflow 
prevention assembly valves.

2.14   CONTROL PANEL

Panel installation and operation shall be done so that the panel is able to 
be connected to and activated by devices installed per Section 13851 FIRE 
DETECTION AND ALARM SYSTEM, ADDRESSABLE.  Panel shall be UL listed or FM 
approved for "Releasing Device Service" or shall have modules approved for 
this purpose.  Panel shall contain all components and equipment required to 
provide the specified operational and supervisory functions of the system.  
Components shall be housed in a surface-mounted steel cabinet with hinged 
door and cylinder lock.  Control panel shall be a clean, uncluttered, and 
orderly factory assembled and wired unit.  Panel shall include integral 
"power on," "alarm," and "trouble" lamps with annunciation of each alarm, 
supervisory and trouble signal.  The panel shall have prominent rigid 
plastic or metal identification plates for lamps, zones, controls, meters, 
fuses, and switches.  Nameplates for fuses shall also include ampere 
rating.  Control panel switches shall be within the locked cabinet.  A 
suitable means shall be provided for testing the working condition and 
accuracy of the control panel visual indicating devices (meter and lamps).  
Meters and lamps shall be plainly visible when the cabinet door is closed.  
Signals shall be provided to indicate by zone any alarm, supervisory or 
trouble condition on the system.  Upon restoration of power, startup shall 
be automatic, and shall not require any manual operation.  The loss of 
primary power or the sequence of applying primary or emergency power shall 
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not affect the transmission of alarm, supervisory or trouble signals.

2.14.1   Zone Annunciator

A separate alarm and trouble lamp shall be provided for each active and 
spare zone and shall be located on exterior of cabinet door or be visible 
through the cabinet door.  A minimum of two spare alarm zones that are 
fully operational shall be provided.  Each lamp shall provide specific 
identification of the zone by means of a permanently attached rigid plastic 
or metal sign with either raised or engraved letters.  Zone identification 
shall consist of a unique zone number as well as a word description of the 
zone.

2.14.2   Omitted

2.14.3   Primary Power Supply

Primary power and trouble alarm power to the Control Panel shall be 
supplied from two 120 VAC circuits.  Panel shall be equipped with two 
20-amp circuit breakers for each control panel and with key lock.  Panel 
shall be permanently marked "PREACTION SPRINKLER SYSTEM".

2.14.4   Emergency Power Supply

Emergency power shall be provided for system operation in the event of 
failure of the primary power supply and shall consist of rechargeable 
storage battery system.  Transfer from normal to emergency power or 
restoration from emergency to normal power shall be automatic and shall not 
cause transmission of a false alarm.

2.14.4.1   Storage Batteries

Storage Batteries shall be sealed, lead-calcium type requiring no 
additional water.  The batteries shall have ample capacity, with primary 
power disconnected, to operate the system for a period of 90 hours.  
Following this period of operation via batteries, the batteries shall have 
ample capacity to operate all alarm indicating devices in the alarm mode 
for a minimum period of 15 minutes.  Battery cabinet shall be a separate 
compartment at the bottom of the control panel cabinet.  The battery 
cabinet shall have adequate space for spare duplicate storage batteries.  
Batteries shall be mounted on a noncorrosive and nonconductive base or pad.

2.14.4.2   Battery Charger

Battery charger shall be completely automatic, with high/low charging rate, 
capable of restoring the batteries from full discharge to full charge 
within 12 hours using the high charging rate.  A separate ammeter shall be 
provided for indicating rate of charge.  A separate voltmeter shall be 
provided to indicate the state of the battery charge.  A pilot light 
indicating when batteries are manually placed on a high rate of charge 
shall be provided as part of the unit assembly.  The charger shall be 
located in control panel cabinet.

2.15   ALARM INITIATING DEVICES

2.15.1   Sprinkler Pressure Alarm Switch (Waterflow Alarm)

Pressure switch shall include a metal housing with a neoprene diaphragm, 
SPDT snap action switches.  The switch shall have a service pressure rating 
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of 175 psi.  There shall be two SPDT (Form C) contacts factory adjusted to 
operate at 4 to 8 psi.  The switch shall be capable of being mounted in any 
position in the alarm line trim piping of the alarm check valve.

2.15.2   Valve Supervisory (Tamper) Switch

Switch shall be suitable for mounting to the type of control valve to be 
supervised open.  The switch shall be tamper resistant and contain one set 
of SPDT (Form C) contacts arranged to transfer upon removal of the housing 
cover or closure of the valve of more than two rotations of the valve stem.

2.16   NOTIFICATION APPLIANCES

Notification appliances shall be suitable for connection to supervised 
alarm indicating circuits.  Appliance shall have a separate screw terminal 
for each conductor.  The surface of the appliance shall be red in color.

2.16.1   Alarm Bell

Bell shall be 10 inch diameter, surface-mounted vibrating type with 
matching back box.  Sound output shall be a minimum of 85 DBA at 10 feet.  
Bell shall operate on nominal 24 VDC.  Bells shall have screw terminals for 
in-out wiring connection.  Bells used in exterior locations shall be 
specifically listed or approved for outdoor use and be provided with metal 
housing and protective grilles.

2.16.2   Alarm Horn

Horn shall be surface mounted, with the matching mounting back box surface 
mounted vibrating type suitable for use in an electrically supervised 
circuit.  Horns shall operate on nominal 24 VDC and have screw terminals 
for in-out wiring connection.  Sound output shall be a minimum of 85 DBA at 
10 feet.  Horns used in exterior locations shall be specifically listed or 
approved for outdoor use and be provided with metal housing and protective 
grills.

2.17   WIRING

Wiring for alternating current (AC) circuits shall be 12 AWG minimum. 
Wiring for low voltage direct current (DC) circuits shall be No. 14 AWG 
minimum.  Power wiring (over 28 volts) and control wiring shall be 
isolated.  Wiring shall conform to NFPA 70.  System field wiring shall be 
solid copper and installed in electrical metallic tubing or in metallic 
conduit, except rigid plastic conduit may be used under slab-on-grade. 
Conductors shall be color coded.  Conductors used for the same function 
shall be similarly color coded.  Wiring color code shall remain uniform 
throughout the circuit.  Pigtail or T-tap connections to alarm initiating, 
alarm indicating, supervisory, and actuation circuits are prohibited.

PART 3   EXECUTION

3.1   FIRE PROTECTION RELATED SUBMITTALS

The Fire Protection Specialist shall prepare a list of the submittals from 
the Contract Submittal Register that relate to the successful installation 
of the sprinkler systems(s).  The submittals identified on this list shall 
be accompanied by a letter of approval signed and dated by the Fire 
Protection Specialist when submitted to the Government.
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3.2   INSTALLATION REQUIREMENTS

The installation shall be in accordance with the applicable provisions of 
publications referenced herein.

3.3   INSPECTION BYFIRE PROTECTION SPECIALIST 

 The Fire Protection Specialist shall inspect the sprinkler system 
periodically during the installation to assure that the sprinkler system 
installed in accordance with the contract requirements.  The Fire 
Protection Specialist shall witness the preliminary and final tests, and 
shall sign the test results.  The Fire Protection Specialist, after 
completion of the system inspections and a successful final test, shall 
certify in writing that the system has been installed in accordance with 
the contract requirements.  Any discrepancy shall be brought to the 
attention of the Contracting Officer in writing, no later than three 
working days after the discrepancy is discovered.

3.4   ABOVEGROUND PIPING INSTALLATION

3.4.1   Protection of Piping Against Earthquake Damage

The system piping shall be protected against damage from earthquakes.  
Seismic protection shall include flexible and rigid couplings, sway 
bracing, seismic separation assemblies where piping crosses building 
seismic separation joints, and other features as required by NFPA 13 for 
protection of piping against damage from earthquakes.

3.4.2   Piping in Exposed Areas

Exposed piping shall be installed so as not diminish exit access widths, 
corridors, or equipment access.  Exposed horizontal piping, including drain 
piping, shall be installed to provide maximum headroom.

3.4.3   Piping in Finished Areas

In areas with suspended or dropped ceilings and in areas with concealed 
spaces above the ceiling, piping shall be concealed above ceilings.  Piping 
shall be inspected, tested and approved before being concealed.  Risers and 
similar vertical runs of piping in finished areas shall be concealed.

3.4.4   Pendent Sprinklers Locations

Sprinklers installed in the pendent position shall be of the listed dry 
pendent type, unless otherwise indicated.  Dry pendent sprinklers shall be 
of the required length to permit the sprinkler to be threaded directly into 
a branch line tee.  Hangers shall be provided on arm-overs exceeding 12 
inches in length.  Dry pendent sprinkler assemblies shall be such that 
sprinkler ceiling plates or escutcheons are of the uniform depth throughout 
the finished space.  Pendent sprinklers in suspended ceilings shall be a 
minimum of 6 inches from ceiling grid.  Recessed pendent sprinklers shall 
be installed such that the distance from the sprinkler deflector to the 
underside of the ceiling shall not exceed the manufacturer's listed range 
and shall be of uniform depth throughout the finished area.

3.4.5   Upright Sprinklers

Riser nipples or "sprigs" to upright sprinklers shall contain no fittings 
between the branch line tee and the reducing coupling at the sprinkler. 
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Riser nipples exceeding 30 inches in length shall be individually supported.

3.4.6   Pendent Sprinklers Locations

Sprinklers installed in the pendent position shall be of the listed dry 
pendent type, unless otherwise indicated.  Dry pendent sprinklers shall be 
of the required length to permit the sprinkler to be threaded directly into 
a branch line tee.  Hangers shall be provided on arm-overs exceeding 12 
inches in length.  Dry pendent sprinkler assemblies shall be such that 
sprinkler ceiling plates or escutcheons are of the uniform depth throughout 
the finished space.  Pendent sprinklers in suspended ceilings shall be a 
minimum of 6 inches from ceiling grid.  Recessed pendent sprinklers shall 
be installed such that the distance from the sprinkler deflector to the 
underside of the ceiling shall not exceed the manufacturer's listed range 
and shall be of uniform depth throughout the finished area.

3.4.7   Pipe Joints

Pipe joints shall conform to NFPA 13, except as modified herein.  Not more 
than four threads shall show after joint is made up.  Welded joints will be 
permitted, only if welding operations are performed as required by NFPA 13 
at the Contractor's fabrication shop, not at the project construction site. 
 Flanged joints shall be provided where indicated or required by NFPA 13.  
Grooved pipe and fittings shall be prepared in accordance with the 
manufacturer's latest published specification according to pipe material, 
wall thickness and size.  Grooved couplings and fittings shall be from the 
same manufacturer.

3.4.8   Reducers

Reductions in pipe sizes shall be made with one-piece tapered reducing 
fittings.  The use of grooved-end or rubber-gasketed reducing couplings 
will not be permitted.  When standard fittings of the required size are not 
manufactured, single bushings of the face type will be permitted.  Where 
used, face bushings shall be installed with the outer face flush with the 
face of the fitting opening being reduced.  Bushings shall not be used in 
elbow fittings, in more than one outlet of a tee, in more than two outlets 
of a cross, or where the reduction in size is less than 1/2 inch.

3.4.9   Pipe Penetrations

Cutting structural members for passage of pipes or for pipe-hanger 
fastenings will not be permitted.  Pipes that must penetrate concrete or 
masonry walls or concrete floors shall be core-drilled and provided with 
pipe sleeves.  Each sleeve shall be Schedule 40 galvanized steel, ductile 
iron or cast iron pipe and shall extend through its respective wall or 
floor and be cut flush with each wall surface.  Sleeves shall provide 
required clearance between the pipe and the sleeve per NFPA 13.  The space 
between the sleeve and the pipe shall be firmly packed with mineral wool 
insulation.  Where pipes penetrate fire walls, fire partitions, or floors, 
pipes shall be fire stopped in accordance with Section 07840 FIRESTOPPING.  
In penetrations that are not fire-rated or not a floor penetration, the 
space between the sleeve and the pipe shall be sealed at both ends with 
plastic waterproof cement that will dry to a firm but pliable mass or with 
a mechanically adjustable segmented elastomer seal.

3.4.10   Escutcheons

Escutcheons shall be provided for pipe penetration of ceilings and walls. 
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Escutcheons shall be securely fastened to the pipe at surfaces through 
which piping passes.

3.4.11   Inspector's Test Connection

Unless otherwise indicated, test connection shall consist of 1 inch pipe 
connected to the remote branch line; a test valve located approximately 7 
feet above the floor; a smooth bore brass outlet equivalent to the smallest 
orifice sprinkler used in the system; and a painted metal identification 
sign affixed to the valve with the words "Inspector's Test."  The discharge 
orifice shall be located outside the building wall directed so as not to 
cause damage to adjacent construction or landscaping during full flow 
discharge.

3.4.12   Drains

Main drain piping shall be provided to discharge at a safe point outside 
the building.  Auxiliary drains shall be provided as indicated and as 
required by NFPA 13.  When the capacity of trapped sections of pipe is less 
than 3 gallons, the auxiliary drain shall consist of a valve not smaller 
than 1/2 inch and a plug or nipple and cap.  When the capacity of trapped 
sections of piping is more than 3 gallons, the auxiliary drain shall 
consist of two 1 inch valves and one 2 x 12 inch condensate nipple or 
equivalent, located in an accessible location.  Tie-in drains shall be 
provided for multiple adjacent trapped branch pipes and shall be a minimum 
of 1 inch in diameter.  Tie-in drain lines shall be pitched a minimum of 
1/2 inch per 10 feet.

3.4.13   Installation of Fire Department Connection

Connection shall be mounted adjacent to and on the sprinkler system side of 
the backflow preventer.  The piping between the connection and the check 
valve shall be provided with an automatic drip in accordance with NFPA 13 
and arranged to drain to the outside.

3.4.14   Identification Signs

Signs shall be affixed to each control valve, inspector test valve, main 
drain, auxiliary drain, test valve, and similar valves as appropriate or as 
required by NFPA 13.  Hydraulic design data nameplates shall be permanently 
affixed to each sprinkler riser as specified in NFPA 13.

3.5   UNDERGROUND PIPING INSTALLATION

The fire protection water main shall be laid, and joints anchored, in 
accordance with NFPA 24.  Minimum depth of cover shall be 3 feet.  The 
supply line shall terminate inside the building with a flanged piece, the 
bottom of which shall be set not less than 6 inches above the finished 
floor.  A blind flange shall be installed temporarily on top of the flanged 
piece to prevent the entrance of foreign matter into the supply line.  A 
concrete thrust block shall be provided at the elbow where the pipe turns 
up toward the floor.  In addition, joints shall be anchored in accordance 
with NFPA 24 using pipe clamps and steel rods from the elbow to the flange 
above the floor and from the elbow to a pipe clamp in the horizontal run of 
pipe.  Buried steel components shall be provided with a corrosion 
protective coating in accordance with AWWA C203.  Piping more than 5 feet 
outside the building walls shall meet the requirements of Section 02510WATER
 DISTRIBUTION SYSTEM.
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3.6   EARTHWORK

Earthwork shall be performed in accordance with applicable provisions of 
Section 02315 EXCAVATION, FILLING AND BACKFILLING FOR BUILDINGS.

3.7   ELECTRICAL WORK

Unless otherwise specified herein, power supply equipment and wiring shall 
be in accordance with Section 16415 ELECTRICAL WORK, INTERIOR.

3.7.1   Overcurrent and Surge Protection

All equipment connected to alternating current circuits shall be protected 
from surges per IEEE C62.41 and NFPA 70.  Cables and conductors that serve 
as communications links, except fiber optics, shall have surge protection 
circuits installed at each end.  Fuses shall not be used for surge 
protection.

3.7.2   Grounding

Grounding shall be provided to building ground.

3.7.3   Wiring

System field wiring shall be installed in 3/4 inch minimum diameter 
electrical metallic tubing or metallic conduit.  Wiring for the sprinkler 
system fire detection and control system shall be installed in tubing or 
conduits dedicated for that use only and not installed in conduit, outlet 
boxes or junction boxes which contain lighting and power wiring or 
equipment.  Circuit conductors entering or leaving any mounting box, outlet 
box enclosure or cabinet shall be connected to screw terminals with each 
terminal marked and labeled in accordance with the wiring diagram.  No more 
than one conductor shall be installed under any screw terminal.  
Connections and splices shall be made using screw terminal blocks.  The use 
of wire nut type connectors is not permitted.  Wiring within any control 
equipment shall be readily accessible without removing any component parts. 
 Conductors shall be color-coded and shall be identified within each 
enclosure where a connection or termination is made.  Conductor 
identification shall be by plastic-coated, self-sticking, printed markers 
or by heat-shrink type sleeves.  Circuits shall be wired to maintain 
electrical supervision so that removal of any single wire from any device 
shall cause a "trouble" condition on the control panel.

3.7.4   Control Panel

The control panel and its assorted components shall be mounted so that no 
part of the enclosing cabinet is less than 24 inches and not more than 78 
inches above the finished floor.

3.8   DISINFECTION

After all system components are installed and hydrostatic test(s) are 
successfully completed, each portion of the sprinkler system to be 
disinfected shall be thoroughly flushed with potable water until all 
entrained dirt and other foreign materials have been removed before 
introducing chlorinating material.  Flushing shall be conducted by removing 
the flushing fitting of the cross mains and of the grid branch lines, and 
then back-flushing through the sprinkler main drains.  The chlorinating 
material shall be hypochlorites or liquid chlorine.  Water chlorination 
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procedure shall be in accordance with AWWA M20.  The chlorinating material 
shall be fed into the sprinkler piping at a constant rate of 50 parts per 
million (ppm).  A properly adjusted hypochlorite solution injected into the 
system with a hypochlorinator, or liquid chlorine injected into the system 
through a solution-fed chlorinator and booster pump shall be used.  
Chlorination application shall continue until the entire system if filled.  
The water shall remain in the system for a minimum of 24 hours.  Each valve 
in the system shall be opened and closed several times to ensure its proper 
disinfection.  Following the 24-hour period, no less than 25 ppm chlorine 
residual shall remain in the system.  The system shall then be flushed with 
clean water until the residual chlorine is reduced to less than one part 
per million.  Samples of water in disinfected containers for bacterial 
examination will be taken from several system locations which are approved 
by the Contracting Officer.  Samples shall be tested for total coliform 
organisms (coliform bacteria, fecal coliform, streptococcal, and other 
bacteria) in accordance with AWWA-EWW.  The testing method shall be either 
the multiple-tube fermentation technique or the membrane-filter technique.  
The disinfection shall be repeated until tests indicate the absence of 
coliform organisms (zero mean coliform density per 100 milliliters) in the 
samples for at least 2 full days.  The system will not be accepted until 
satisfactory bacteriological results have been obtained.  After the 
successful completion, all sprinklers or plugs and gravity flush all drops 
or trapped piping.

3.9   PIPE COLOR CODE MARKING

Color code marking of piping shall be as specified in Section 09900 
PAINTING, GENERAL.

3.10   PRELIMINARY TESTS

The system including the underground water mains, the aboveground piping, 
detectors and control system and system components shall be tested to 
assure that equipment and components function as intended.  The underground 
and aboveground interior piping systems and attached appurtenances 
subjected to system working pressure shall be tested in accordance with 
NFPA 13 and NFPA 24.  Upon completion of specified tests, the Contractor 
shall complete certificates as specified in paragraph SUBMITTALS.

3.10.1   Underground Piping

3.10.1.1   Flushing

Underground piping shall be flushed in accordance with NFPA 24.  This 
includes the requirement to flush the lead-in connection to the fire 
protection system at a flow rate not less that the calculated maximum water 
demand rate of the system.

3.10.2   Hydrostatic Testing

New underground piping shall be hydrostatically tested in accordance with 
NFPA 24.  The allowable leakage shall be measured at the specified test 
pressure by pumping from a calibrated container.  The amount of leakage at 
the joints shall not exceed2 quarts per hour per 100 gaskets or joints, 
regardless of pipe diameter.

3.10.3   Aboveground Piping

3.10.3.1   Hydrostatic Testing
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Aboveground piping shall be hydrostatically tested in accordance with NFPA 
13 at not less than 200 psi or 50 psi in excess of maximum system operating 
pressure and shall maintain that pressure without loss for 2 hours.  There 
shall be no drop in gauge pressure or visible leakage when the system is 
subjected to the hydrostatic test.  The test pressure shall be read from a 
gauge located at the low elevation point of the system or portion being 
tested.

3.10.3.2   Air Pressure Test

As specified in NFPA 13, an air pressure leakage test at 50 psi shall be 
conducted for 24 hours.  There shall be no drop in gauge pressure in excess 
of 1.5 psi for the 24 hours.  This air pressure test is in addition to the 
required hydrostatic test.

3.10.3.3   Backflow Prevention Assembly Forward Flow Test

Each backflow prevention assembly shall be tested at system flow demand, 
including all applicable hose streams, as specified in NFPA 13.  The 
Contractor shall provide all equipment and instruments necessary to conduct 
a complete forward flow test, including 2.5 inch diameter hoses, playpipe 
nozzles, calibrated pressure gauges, and pitot tube gauge.  The Contractor 
shall provide all necessary supports to safely secure hoses and nozzles 
during the test.  At the system demand flow, the pressure readings and 
pressure drop (friction) across the assembly shall be recorded.  A metal 
placard shall be provided on the backflow prevention assembly that lists 
the pressure readings both upstream and downstream of the assembly, total 
pressure drop, and the system test flow rate.  The pressure drop shall be 
compared to the manufacturer's data.

3.10.4   Detection and Control System Tests

Upon completion of the installation, the detection and control system shall 
be subjected to functional and operational performance tests including 
tests of each installed initiating device, system actuation device and 
notification appliance.  The control system tests specified in paragraph 
FINAL ACCEPTANCE TESTS shall be conducted to ensure that the system is 
completely functional and that wiring has been properly connected.  If 
deficiencies are found, corrections shall be made and the system shall be 
retested to assure that the systems have no deficiencies.

3.10.5   Automatic Water Control Valve Test

Each water control valve shall be independently trip-tested in accordance 
with the manufacturer's published instructions.  Each valve shall be 
electrically trip-tested by actuating a respective heat detector and a 
manual actuation station connected to the control panel and a manual 
actuation device that is part of the valve trim.  A full-flow main drain 
test shall be made.  For preaction systems with supervisory air, the air 
pressure shall be reduced to verify proper operation of the air supply 
system and associated supervisory alarm devices.

3.11   FINAL ACCEPTANCE TESTS

Final Acceptance Test shall begin only when the Preliminary Test Report has 
been approved.  The Fire Protection Specialist shall conduct the Final 
Acceptance Test and shall provide a complete demonstration of the operation 
of the system.  This shall include operation of control valves and flowing 
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of inspector's test connections to verify operation of associated waterflow 
alarm switches.  After operation of control valves has been completed, the 
main drain test shall be repeated to assure that control valves are in the 
open position.  Each system shall be completely drained after each trip 
test.  The system air supply system shall be tested to verify that system 
pressure is restored in the specified time.  In addition, the Fire 
Protection Specialist shall have available copies of as-built drawings and 
certificates of tests previously conducted.  The installation shall not be 
considered accepted until identified discrepancies have been corrected and 
test documentation is properly completed and received.  After the system 
has been tested and drained, the system shall be drained periodically for 
at least 2 weeks until it can be assured that water from the system has 
been removed.

3.11.1   Control System Test

Testing shall be in accordance with NFPA 72.  The test shall include the 
following:

a.  Visual inspection of wiring connections.

b.  Opening the circuit at each alarm initiating device, solenoid 
valve, and notification appliance to test the wiring and 
supervisory features.

c.  Test of each function of the control panel.

d.  Test of each circuit in the normal, open and ground fault modes.

e.  Test of each initiating device in both normal and trouble 
conditions.

f.  Test of each control circuit and device.

g.  Test of each alarm notification appliance.

h.  Test of the battery charger and batteries.

i.  Operational tests under emergency power supply, including 
activation of connected alarm notification appliances for the 
specified time period.

3.11.2   Trip-tests of Automatic Water Control Valves

Each water control valve shall be independently trip-tested in accordance 
with the manufacturer's published instructions.  Each valve shall be 
electrically trip-tested by actuating a respective heat detector, a manual 
actuation station connected to the system control panel and the manual 
release which is part of the valve trim.  Each valve shall be returned to 
normal condition after each test.  Prior to trip testing sprinkler deluge 
system, precautionary steps shall be taken to prevent water damage to the 
building and equipment from sprinkler discharge.  Control valves on 
preaction systems shall remain open until piping is filled with water.

3.11.3   Tests of Supervisory Air System

Preaction system supervisory air pressure shall be reduced from the normal 
system pressure to the point at which a low-pressure alarm is sounded.  Air 
pressure shall be restored to verify trouble signal restoration.  Automatic 
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start/stop features of air compressor shall be tested.

        -- End of Section --
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SECTION 16110

ELECTRICAL WORK
09/98

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by the 
basic designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI C80.1 (1994) Rigid Steel Conduit - Zinc Coated

ANSI C80.3 (1994) Electrical Metallic Tubing - Zinc 
Coated (EMT)

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (2002) National Electrical Code

UNDERWRITERS LABORATORIES INC. (UL)

UL 1 (1993; R 1995) Flexible Metal Conduit

UL 4 (1996; R 1996) Armored Cable

UL 6 (1997) Rigid Metal Conduit

UL 20 (1995; R 1998) General-Use Snap Switches

UL 360 (1996; R 1997) Liquid-Tight Flexible Steel 
Conduit

UL 514A (1996) Metallic Outlet Boxes

UL 514B (1997) Fittings for Conduit and Outlet 
Boxes

UL 514C (1996) Nonmetallic Outlet Boxes, 
Flush-Device Boxes, and Covers

UL 797 (1993; R 1997) Electrical Metallic Tubing

UL 1242 (1996; R 1998) Intermediate Metal Conduit

UL 1569 (1995; R 1997) Metal-Clad Cables

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only. The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:
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1.2.1   SD-03 Product Data

a.  Wires and cables

b.  Wiring devices and wall plates

c.  Conduit and fittings

d.  Outlet boxes and covers

1.2.2   SD-06 Test Reports

a.  600-volt wiring test

Submit written copies of test results.

PART 2   PRODUCTS

2.1   WIRES AND CABLES

Wires and cables shall meet requirements of NFPA 70 and UL for type of 
insulation, jacket, and conductor specified or indicated.

2.1.1   Feeder and Branch Circuits Conductors

Conductors No. 8 AWG and larger shall be stranded.  Conductors No. 10 AWG 
and smaller shall be solid.  Provide only copper conductors.  Provide 600 
volts, Type THHN/THWN, XHHW insulation.

2.1.2   Metal-Clad Cable

UL 1569, NFPA 70, Type MC cable.

2.1.3   Armored Cable

UL 4, NFPA 70, Type AC cable.

2.2   WIRING DEVICES AND WALL PLATES

2.2.1   Toggle Switches

UL 20, 20 amperes, 120/277 volts, side wired, screw-type terminals.  
Single-pole quiet-type ivory handle.

2.2.2   Device Plates

UL 514A and UL 514C.  Nylon or lexan, color to match color of the device 
complete with mounting screws with countersunk heads in color to match 
finish of plates.

2.3   OUTLET BOXES AND COVERS

UL 514A, cadmium- or zinc-coated, if ferrous metal.  UL 514C, if 
nonmetallic.

2.4   CONDUIT AND FITTINGS

2.4.1   Conduit
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ANSI C80.1, UL 6, rigid steel (zinc-coated); UL 1242, zinc-coated steel 
intermediate metal conduit (IMC); ANSI C80.3, UL 797, electrical metallic 
tubing (EMT); UL 1, flexible metal conduit; UL 360, liquid-tight flexible 
metal conduit.

2.4.2   Conduit Fittings

UL 514B, ferrous fittings for metal conduit, EMT, and flexible metal 
conduit shall be cadmium- or zinc-coated.  Provide threaded-type fittings 
for rigid metal conduit and IMC; split coupling is unacceptable.  Provide 
compression type fittings for EMT.

PART 3   EXECUTION

3.1   INSTALLATION

Electrical installation shall conform to requirements of NFPA 70.

3.1.1   Conduit Installation

Install conduit and the required support in accordance with the 
requirements of NFPA 70.

3.1.2   Restrictions Applicable to Aluminum Conduit

Do not install underground or encased in concrete or masonry.  Do not use 
brass or bronze fittings.

3.1.3   Restrictions Applicable to EMT

Do not install underground, in concrete, outdoors, hazardous areas and 
areas subject to severe physical damage including but not limited to 
equipment rooms where moving or replacing equipment could physically damage 
the EMT.

3.1.4   Grounding Conductor

Provide bare or insulated, green equipment grounding conductor in feeder 
and branch circuits, including lighting circuits.  Ground conductor shall 
be separate from electrical system neutral conductor.  Provide bare or 
insulated, green conductor for grounding conductors installed in conduit or 
raceways.

3.2   FIELD QUALITY CONTROL

Supply test equipment and personnel.  Notify Contracting Officer 5 working 
days prior to each test.

3.2.1   600-Volt Wiring Test

Test wiring to verify that no short circuits or accidental grounds exist.  
Perform insulation resistance test on wiring No. 6 AWG and larger diameter 
using instruments which applies voltage of approximately 500 volts to 
provide direct reading of resistance.  Minimum resistance shall be 250,000 
ohms.

       -- End of Section --
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SECTION 01330

SUBMITTAL PROCEDURES
09/00

PART 1   GENERAL
1.1   SUBMITTAL IDENTIFICATION

Submittals required are identified by SD numbers and titles as follows:

SD-01 Preconstruction Submittals

SD-02 Shop Drawings

SD-03 Product Data

SD-04 Samples

SD-05 Design Data

SD-06 Test Reports

SD-07 Certificates

SD-08 Manufacturer's Instructions

SD-09 Manufacturer's Field Reports

SD-10 Operation and Maintenance Data

SD-11 Closeout Submittals

1.2   SUBMITTAL CLASSIFICATION

Submittals are classified as follows:

1.2.1   Government Approved

Government approval is required for extensions of design, critical 
materials, deviations, equipment whose compatibility with the entire system 
must be checked, and other items as designated by the Contracting Officer.  
Within the terms of the Contract Clause entitled "Specifications and 
Drawings for Construction," they are considered to be "shop drawings."

1.2.2   Information Only

All submittals not requiring Government approval will be for information 
only.  They are not considered to be "shop drawings" within the terms of 
the Contract Clause referred to above.

1.3   APPROVED SUBMITTALS

The Contracting Officer's approval of submittals shall not be construed as 
a complete check, but will indicate only that the general method of 
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construction, materials, detailing and other information are satisfactory.  
Approval will not relieve the Contractor of the responsibility for any 
error which may exist, as the Contractor under the Contractor Quality 
Control (CQC) requirements of this contract is responsible for dimensions, 
the design of adequate connections and details, and the satisfactory 
construction of all work.  After submittals have been approved by the 
Contracting Officer, no resubmittal for the purpose of substituting 
materials or equipment will be considered unless accompanied by an 
explanation of why a substitution is necessary.

1.4   DISAPPROVED SUBMITTALS

The Contractor shall make all corrections required by the Contracting 
Officer and promptly furnish a corrected submittal in the form and number 
of copies specified for the initial submittal.  If the Contractor considers 
any correction indicated on the submittals to constitute a change to the 
contract, a notice in accordance with the Contract Clause "Changes" shall 
be given promptly to the Contracting Officer.

1.5   WITHHOLDING OF PAYMENT

Payment for materials incorporated in the work will not be made if required 
approvals have not been obtained.

PART 2   PRODUCTS (Not used)

PART 3   EXECUTION

3.1   GENERAL

The Contractor shall make submittals as required by the specifications.  
The Contracting Officer may request submittals in addition to those 
specified when deemed necessary to adequately describe the work covered in 
the respective sections.  Units of weights and measures used on all 
submittals shall be the same as those used in the contract drawings.  Each 
submittal shall be complete and in sufficient detail to allow ready 
determination of compliance with contract requirements.  Prior to 
submittal, all items shall be checked and approved by the Contractor's 
Quality Control (CQC) System Manager and each item shall be stamped, 
signed, and dated by the CQC System Manager indicating action taken. 
Proposed deviations from the contract requirements shall be clearly 
identified.  Submittals shall include items such as:  Contractor's, 
manufacturer's, or fabricator's drawings; descriptive literature including 
(but not limited to) catalog cuts, diagrams, operating charts or curves; 
test reports; test cylinders; samples; O&M manuals (including parts list); 
certifications; warranties; and other such required submittals.  Submittals 
requiring Government approval shall be scheduled and made prior to the 
acquisition of the material or equipment covered thereby.  Samples 
remaining upon completion of the work shall be picked up and disposed of in 
accordance with manufacturer's Material Safety Data Sheets (MSDS) and in 
compliance with existing laws and regulations.

3.2   SUBMITTAL REGISTER

At the end of this section is a submittal register showing items of 
equipment and materials for which submittals are required by the 
specifications; this list may not be all inclusive and additional 
submittals may be required.  The Contractor shall maintain a submittal 
register for the project in accordance with Section 01312 RESIDENT 
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MANAGEMENT SYSTEM (RMS).

3.3   SCHEDULING

Submittals covering component items forming a system or items that are 
interrelated shall be scheduled to be coordinated and submitted 
concurrently.  Certifications to be submitted with the pertinent drawings 
shall be so scheduled.  Adequate time (a minimum of 30 calendar days 
exclusive of mailing time) shall be allowed and shown on the register for 
review and approval.  No delay damages or time extensions will be allowed 
for time lost in late submittals.  An additional 10 calendar days shall be 
allowed and shown on the register for review and approval of submittals for 
food service equipment and refrigeration and HVAC control systems.

3.4   TRANSMITTAL FORM (ENG FORM 4025)

The sample transmittal form (ENG Form 4025) included in Attachment 1 to 
Section 00800 shall be used for submitting both Government approved and 
information only submittals in accordance with the instructions on the 
reverse side of the form.  These forms will be furnished to the Contractor. 
 This form shall be properly completed by filling out all the heading blank 
spaces and identifying each item submitted.  Special care shall be 
exercised to ensure proper listing of the specification paragraph and/or 
sheet number of the contract drawings pertinent to the data submitted for 
each item.

3.5   SUBMITTAL PROCEDURE

Submittals shall be made as follows:

3.5.1   Procedures

The Contractor shall be responsible for the scheduling and control of all 
submittals.  The Contractor is responsible for confirming that the 
submittal register includes all submittals required by the contract 
documents.

In addition to those items listed on ENG Form 4288, the Contractor will 
furnish submittals for any deviation from the plans or specifications.  The 
scheduled need dates must be recorded on the document for each item for 
control purposes and critical items must be tied to the Contractor's 
approved schedule where applicable.

The Contractor will submit to the Contracting Officer for approval a 
minimum of five copies of all G/RE (Resident/Area Office Review), G/ED 
(Engineering Division Review) or G/AE (Architect-Engineer Review) level 
submittals.  Three copies of all FIO level submittals will be provided.  
The number of copies of submittals specified in this portion of the 
contract shall be complied with in lieu of four copies as specified by FAR 
52.236-21.

For those contracts requiring Network Analysis System (NAS), the Contractor 
will schedule on the NAS critical items of equipment submittals and 
procurement activities which will, or have the potential to, significantly 
impact project completion.  The inclusion or exclusion of critical items 
shall be subject to the approval of the Contracting Officer.

Where ENG Form 4025 must be submitted prior to approval of the Construction 
Progress Schedule, the Contractor shall submit an initial annotated ENG 
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Form 4288 upon which dates for submittal, approval and delivery of 
procurement items shall be included for the first 60 days of the work.  
Upon approval of the Construction Progress Schedule, or no later than 60 
days after Notice to Proceed, the Contractor shall submit final annotated 
copies of ENG Form 4288.  Dates shall be coordinated with the approved 
Construction Progress Schedule to logically interface with the sequence of 
construction.  Critical item numbers will be shown on the listing if NAS is 
required.

Furnishing the schedule shall not be interpreted as relieving the 
Contractor of his obligation to comply with all the specification 
requirements for the items on the schedule.  Contractor's Quality Control 
representative shall review the listing at least every 30 days and take 
appropriate action to maintain an effective system.  The Contractor shall 
furnish a list each 30 days of all submittals on which either Government's 
or Contractor's action is past due.  He shall also furnish revised due 
dates in those cases when the original submittal schedule is no longer 
realistic.  This monthly list of delayed items shall also be annotated by 
the Contractor to show what corrective action he is taking with regard to 
slippages in submittal schedule which are attributable to actions by him, 
his subcontractors, or suppliers.

The Contractor shall provide a complete updated submittal register 
indicating the current status of all submittals when requested by the 
Contracting Officer in order to assure himself the schedule is being 
maintained.

The Contractor shall certify that each submittal is correct and in strict 
conformance with the contract drawings and specifications.  All submittals 
not subject to the approval of the Contracting Officer will be submitted 
for information purposes only.

No Corps of Engineers action will be required prior to incorporating these 
items into the work, but the submittal shall be furnished to the 
Area/Resident Engineer not less than 2 weeks prior to procurement of 
Contractor certified material, equipment, etc.

These Contractor approved submittals will be used to verify that material 
received and used in the job is the same as that described and approved and 
will be used as record copies.  All samples of materials submitted as 
required by these specifications shall be properly identified and labeled 
for ready identification, and upon being certified by the Contractor and 
reviewed by the Contracting Officer, shall be stored at the site of the 
work for job site use until all work has been completed and accepted by the 
Contracting Officer.  Delegation of this approval authority to Contractor 
Quality Control does not relieve the Contractor from the obligation to 
conform to any contract requirement and will not prevent the Contracting 
Officer from requiring removal and replacement of construction not in 
contract conformance; nor does it relieve the Contractor from the 
requirement to furnish "samples" for testing by the Government Laboratory 
or check testing by the Government in those instances where the technical 
specifications so prescribe.

Contractor certified drawings will be subject to quality assurance review 
by the Government at any time during the duration of the contract.  No 
adjustment for time or money will be allowed for corrections required as a 
result of noncompliance with plans and specifications.

Submittals Requiring Government Approval (G/ED Level, G/RE Level or G/AE 
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level).  Where the review authority is designated to the Government, the 
Contractor is required to sign the certification on ENG Form 4025 in the 
box beside the remarks block in Section I.  The Government will code the 
items in block h and sign the approval action block in Section II as the 
approving authority.

Operating and Maintenance Instructions.  Six complete sets of instructions 
containing the manufacturer's operating and maintenance instructions for 
each piece of equipment shall be furnished.  Each set shall be permanently 
bound and shall have a hard cover.  One complete set shall be furnished at 
the time test procedures are submitted.  Remaining sets shall be furnished 
before the contract is completed.  The following identification shall be 
inscribed on the covers:  The words "OPERATING AND MAINTENANCE 
INSTRUCTIONS," name and location of the facility, name of the Contractor, 
and contract number.  Fly sheets shall be placed before instructions 
covering each subject.  Instruction sheets shall be approximately 8-1/2 by 
11 inches, with large sheets of drawings folded in.  Instructions shall 
include but are not limited to:

  (1)  System layout showing piping, valves and controls;

  (2)  Approved wiring and control diagrams;

  (3)  A control sequence describing startup, operation and shutdown;

  (4)  Operating and maintenance instructions for each piece of equipment, 
including lubrication instructions and troubleshooting guide; and

  (5)  Manufacturer's bulletins, cuts and descriptive data; parts lists and 
recommended parts.

3.5.2   Deviations

For submittals which include proposed deviations requested by the 
Contractor, the column "variation" of ENG Form 4025 shall be checked.  The 
Contractor shall set forth in writing the reason for any deviations and 
annotate such deviations on the submittal.  The Government reserves the 
right to rescind inadvertent approval of submittals containing unnoted 
deviations.

3.6   CONTROL OF SUBMITTALS

The Contractor shall carefully control his procurement operations to ensure 
that each individual submittal is made on or before the Contractor 
scheduled submittal date shown on the approved "Submittal Register."

3.7   GOVERNMENT APPROVED SUBMITTALS

Upon completion of review of submittals requiring Government approval, the 
submittals will be identified as having received approval by being so 
stamped and dated.  Four copies of the submittal will be retained by the 
Contracting Officer and one copy of the submittal will be returned to the 
Contractor.

3.8   INFORMATION ONLY SUBMITTALS

Normally submittals for information only will not be returned.  Approval of 
the Contracting Officer is not required on information only submittals.   
The Government reserves the right to require the Contractor to resubmit any 
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item found not to comply with the contract.  This does not relieve the 
Contractor from the obligation to furnish material conforming to the plans 
and specifications; will not prevent the Contracting Officer from requiring 
removal and replacement of nonconforming material incorporated in the work; 
and does not relieve the Contractor of the requirement to furnish samples 
for testing by the Government laboratory or for check testing by the 
Government in those instances where the technical specifications so 
prescribe.

3.9   STAMPS

Stamps used by the Contractor on the submittal data to certify that the 
submittal meets contract requirements shall be similar to the following:
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   ________________________________________________________________________
  |                               CONTRACTOR                               |
  |                                                                        |
  |                               (Firm Name)                              |
  |                                                                        |
  |                                                                        |
  |                                                                        |
  | _____ Approved                                                         |
  |                                                                        |
  |                                                                        |
  | _____ Approved with corrections as noted on submittal data and/or      |
  | attached sheets(s).                                                    |
  |                                                                        |
  |                                                                        |
  |                                                                        |
  | SIGNATURE:  __________________________________________________________ |
  |                                                                        |
  | TITLE:  ______________________________________________________________ |
  |                                                                        |
  | DATE:  _______________________________________________________________ |
  |                                                                        |
  |________________________________________________________________________|

        -- End of Section --
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SD-07 Certificates

2.2.3 FIOVolatile Organic Compound
(VOC)

FIOFIO
02770a SD-03 Product Data

2.1 FIOConcrete
FIOFIO

SD-06 Test Reports
3.8 FIOField Quality Control

FIOFIO
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FIOEquipment
FIOFIO
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02921a SD-06 Test Reports
3.1.3 FIOEquipment Calibration

FIOFIO
3.1.4 FIOSoil Test

SD-07 Certificates
2.1 GSeed
2.2 GTopsoil
2.3.1 GpH Adjuster
2.3.2 GFertilizer

GOrganic Material
GSoil Conditioner

2.4 GMulch
2.5 GAsphalt Adhesive
2.7 GPesticide

03307a SD-03 Product Data
2.1.3.1 FIOAir-Entraining Admixture

FIOFIO
FIOAccelerating Admixture
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1.4.3 GConcrete Mixture Proportions

SD-07 Certificates
2.1.1 FIOCementitious Materials

FIOFIO
2.1.2 FIOAggregates

04200a SD-03 Product Data
2.2 GClay or Shale Brick

FIORE
2.3 GConcrete Brick
2.6 GGlass Block Units and

Accessories
GInsulation
GGround-Faced Concrete Masonry

Units
3.1.2 GCold Weather Installation

FIOTR
SD-04 Samples
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04200a GInsulation
SD-07 Certificates

2.2 FIOClay or Shale Brick
FIOIO

2.3 FIOConcrete Brick
2.4 FIOConcrete Masonry Units (CMU)

FIOPrefaced Concrete Masonry
Units

FIOMasonry Cement
FIOMortar Coloring
FIOInsulation
FIOMortar Admixtures
FIOGrout Admixtures

2.6 FIOGlass Block Units and
Accessories

05120a SD-02 Shop Drawings
GStructural Steel System

3.2.1 GStructural Connections
SD-07 Certificates

FIOMill Test Reports
FIOWelder Qualifications
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05210a SD-02 Shop Drawings
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SD-07 Certificates
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05300a SD-02 Shop Drawings

2.1 GDeck Units
2.5 FIOAccessories
3.3 FIOAttachments
3.4 GHoles and Openings

SD-03 Product Data
2.1 GDeck Units

05400a SD-07 Certificates
FIOMill Certificates
FIOIO

05500a SD-02 Shop Drawings
1.6 GMiscellaneous Metal Items

06100a SD-07 Certificates
2.1.1 FIOGrading and Marking

FIOIO
06410a SD-02 Shop Drawings

1.8 GShop Drawings
FIORE

SD-04 Samples
2.3 GPlastic Laminates
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2.7 GCabinet Hardware

06650 SD-02 Shop Drawings
GShop Drawings
FIORE
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06650 SD-03 Product Data
2.1 GSolid polymer material

FIORE
SD-04 Samples

2.1 GMaterial
FIORE

SD-06 Test Reports
2.1 GSolid polymer material

FIORE
SD-07 Certificates

2.3 GFabrications
FIORE

1.6 FIOQualifications
FIOIO

SD-10 Operation and
Maintenance Data

2.1 FIOSolid polymer material
FIOIO

3.3 FIOClean-up
07214N SD-03 Product Data
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2.2 FIOVapor retarder
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2.1 FIOBlock or Board Insulation
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07220N SD-02 Shop Drawings
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SD-03 Product Data
2.6 GFasteners
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SD-06 Test Reports
FIOFlame spread and smoke

developed ratings
SD-07 Certificates

1.3 FIOqualifications
SD-08 Manufacturer’s Instructions

2.6 FIOfasteners
2.1 FIOinsulation
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Roof System
SD-03 Product Data
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2.4 FIOFasteners
2.7 FIOInsulation
2.10 FIOGaskets and Insulating

Compounds
2.9 FIOSealant
2.2 FIOConcealed Anchor Clips
2.5 FIOSubpurlins
2.12 FIOEPDM Rubber Boots

SD-06 Test Reports
G  [_Test Report for Uplift Resistance

of the SSSMR
SD-07 Certificates

FIOStructural Standing Seam Metal
Roof System

FIO[_____], [_____]
2.7 FIOInsulation

07530a SD-02 Shop Drawings
1.3.2 G  RERoofing System

SD-03 Product Data
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SD-07 Certificates

1.3.4 G  REMaterials
07600a SD-02 Shop Drawings
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07611N SD-02 Shop Drawings

1.2.5 GRoofing
SD-03 Product Data

2.1 GRoofing panels
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2.4.1 FIOClosures
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2.4.2 FIOFasteners
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1.7 Gwarranty
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07611N SD-08 Manufacturer’s Instructions
3.3 GInstallation

SD-11 Closeout Submittals
FIOInformation card

07840a SD-02 Shop Drawings
2.1 G  REFirestopping Materials

SD-07 Certificates
2.1 FIOFirestopping Materials

FIOIO
1.5 FIOInstaller Qualifications

07920N SD-03 Product Data
2.1 FIOSealants
2.2 FIOPrimers
2.3 FIOBond breakers
2.4 FIOBackstops

08110 SD-02 Shop Drawings
2.1 G GDoors
2.1 G GDoors
2.7 G GFrames
2.7 G GFrames
2.5 FIOAccessories

SD-03 Product Data
2.1 GDoors
2.7 GFrames
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08120 SD-02 Shop Drawings
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08120 2.1 GDoors and frames
SD-08 Manufacturer’s Instructions

FIODoors and frames; IO
08210 SD-02 Shop Drawings

2.1 GDoors
SD-03 Product Data

2.1 GDoors
2.2 FIOAccessories
2.3.7 FIOWater-resistant sealer
1.4 FIOwarranty

GSound transmission class rating
2.1.7 GFire resistance rating

SD-04 Samples
2.1 FIODoors

GDoor finish colors
SD-06 Test Reports

2.4 FIOSplit resistance
2.4 FIOCycle-slam
2.4 FIOHinge loading resistance

08331N SD-02 Shop Drawings
2.1 G  RERolling service doors

SD-03 Product Data
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2.4.3 GControls
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08331N FIORolling service doors; IO
SD-10 Operation and
Maintenance Data

2.1 GRolling service doors
*3   08700 SD-01 Preconstruction Submittals

FIOHardware and Accessories
FIOGA

SD-04 Samples
FIOHardware Devices
FIOGA

SD-07 Certificates
FIOHardware Schedule
FIOGA
FIOKeying Schedule
FIOHardware and Accessories
FIOFIO

08800N SD-08 Manufacturer’s Instructions
2.4 FIOSetting and sealing materials
3.2 FIOGlass setting

09250 SD-03 Product Data
2.1.3 FIOWater-Resistant Gypsum

Backing Board
FIOGlass Mat Covered or Reinforced

Gypsum Sheathing; G, RE
FIOGlass Mat Covered or Reinforced

Gypsum Sheathing Sealant
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09250 2.1.14 FIOAccessories
SD-07 Certificates

2.1 G  REAsbestos Free Materials
09310A SD-03 Product Data

2.1 G  RETile
2.2 G  RESetting-Bed
2.4 G  REMortar, Grout, and Adhesive

SD-04 Samples
2.1 G  RETile
2.1.6 G  REAccessories

09510A SD-03 Product Data
G  REAcoustical Ceiling Systems

SD-04 Samples
2.1 G  REAcoustical Units

09620A SD-03 Product Data
3.3 G  REInstallation

SD-04 Samples
1.3 G  REFlooring

SD-07 Certificates
1.4 FIOMaterials

FIOIO
09640A SD-02 Shop Drawings

GWood Strip Flooring
SD-03 Product Data

3.2 GInstallation
SD-04 Samples
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09640A 2.1 FIOStrip Flooring
09651N SD-03 Product Data

2.1.3 FIOVinyl-composition tile
2.1.7 FIOWall base
2.1.11 FIOAdhesives

SD-04 Samples
2.1 GFloor materials
2.1.7 GWall base
2.1.13 GEdging strips

SD-10 Operation and
Maintenance Data

2.1 GFloor materials
09900 SD-02 Shop Drawings

FIOPiping identification
FIOstencil

SD-03 Product Data
2.1 GCoating
2.1 FIOManufacturer's Technical Data

Sheets
SD-04 Samples

1.9 GColor
SD-07 Certificates

1.3 FIOApplicator's qualifications
GQualification Testing

SD-08 Manufacturer’s Instructions
3.4.1 FIOApplication instructions
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09900 3.8.2 FIOMixing
1.7.2 FIOManufacturer's Material Safety

Data Sheets
09915 SD-04 Samples

2.2 GColor Schedule
10160A SD-02 Shop Drawings

GToilet Partition System
FIORE

SD-03 Product Data
GToilet Partition System
FIORE

SD-04 Samples
GToilet Partition System
FIORE

10440A SD-02 Shop Drawings
3.1 G  REDetail Drawings

SD-03 Product Data
3.1 G  REInstallation

10505 SD-01 Preconstruction Submittals
2.1.1 G  RELockers

SD-04 Samples
2.1.1 FIOLockers

10523 SD-01 Preconstruction Submittals
G  REFire Extinguisher Cabinets

10800A SD-03 Product Data
2.1.2 G  REFinishes
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10800A 2.2 G  REAccessory Items
SD-10 Operation and
Maintenance Data

G  REElectric Hand Dryer
11480 SD-04 Samples

2.1 GElectrically Raised Curtain
12660 SD-01 Preconstruction Submittals

2.1.1 G  REFolding Gymnasium Seating
SD-04 Samples

FIOGymnasium Seating; G, RE.
13052 SD-01 Preconstruction Submittals

2.1 FIOSauna Assembly
FIOFIO

SD-02 Shop Drawings
2.1 G  RESauna Assembly

13851A SD-02 Shop Drawings
1.4.1 FIOFire Alarm Reporting System

FIO[_____], [_____]
SD-03 Product Data

2.2 FIOStorage Batteries
FIO[_____], [_____]
FIOVoltage Drop

2.7.4 FIOSpecial Tools and Spare Parts
1.4 G  [_Technical Data and Computer

Software
3.6 FIOTraining
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13851A 3.5 FIOTesting
SD-06 Test Reports

3.5 FIOTesting
FIO[_____], [_____]

SD-07 Certificates
1.4.6 FIOEquipment

FIO[_____], [_____]
1.3.7 FIOQualifications

SD-10 Operation and
Maintenance Data

1.4 G  [_Technical Data and Computer
Software

15080A SD-04 Samples
FIOThermal Insulation Materials
FIORE

15181A SD-02 Shop Drawings
2.4 FIOPiping System

SD-03 Product Data
2.4 FIOPiping System

FIOSpare Parts
1.3 FIOQualifications
3.3 FIOField Tests

FIORE
3.4 FIODemonstrations
1.6.1 FIOVerification of Dimensions

SD-06 Test Reports
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15181A 3.3 FIOField Tests
FIORE
FIOOne-Year Inspection

SD-07 Certificates
2.1 FIOService Organization

FIORE
SD-10 Operation and
Maintenance Data

FIOOperation Manuals
FIORE

3.4 FIOMaintenance Manuals
15190A SD-02 Shop Drawings

3.2 FIOGas Piping System
FIORE

SD-03 Product Data
FIOQualifications
FIORE

SD-06 Test Reports
FIOTesting
FIORE

3.16.1 FIOPressure Tests
3.16.3 FIOTest With Gas

15400A SD-02 Shop Drawings
3.9.1 GPlumbing System

FIOElectrical Schematics
SD-03 Product Data
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15400A 1.5.1 GWelding
3.10 GPlumbing Fixture Schedule
3.9.1 FIOPlumbing System

SD-06 Test Reports
3.9 GTests, Flushing and Disinfection

GBackflow Prevention Assembly
Tests

SD-07 Certificates
FIOMaterials and Equipment

2.1.1 GBolts
SD-10 Operation and
Maintenance Data

3.9.1 GPlumbing System
15556A SD-02 Shop Drawings

FIOHeating System
FIORE

SD-03 Product Data
FIOSpare Parts
FIORE

3.3 FIOWelding
3.17 FIOFramed Instructions

SD-06 Test Reports
3.14 FIOTesting and Cleaning

FIORE
FIOWater Treatment Testing

SD-07 Certificates
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15556A 2.2.9.3 FIOBolts
FIORE

SD-10 Operation and
Maintenance Data

FIOHeating System
FIORE

15620A SD-02 Shop Drawings
FIODrawings
FIORE

3.1 FIOInstallation
SD-03 Product Data

3.1.1 FIORefrigeration System
FIORE
FIOSpare Parts

3.5 FIOPosted Instructions
1.5.1 FIOVerification of Dimensions
1.6 FIOManufacturer's Multi-Year

Compressor Warranty
SD-07 Certificates

3.1.1 FIORefrigeration System
FIORE

2.1 FIOService Organization
SD-10 Operation and
Maintenance Data

FIOOperation Manuals
FIORE
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15620A 3.5 FIOMaintenance Manuals
15895A SD-02 Shop Drawings

3.1.9 FIODrawings
FIORE

3.1 FIOInstallation
SD-03 Product Data

2.1 FIOComponents and Equipment
FIORE
FIOTest Procedures

3.1.1.1 FIOWelding Procedures
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SECTION 01451

CONTRACTOR QUALITY CONTROL
04/97

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 3740 (1999b) Minimum Requirements for Agencies 
Engaged in the Testing and/or Inspection 
of Soil and Rock as Used in Engineering 
Design and Construction

ASTM E 329 (1998a) Agencies Engaged in the Testing 
and/or Inspection of Materials Used in 
Construction

1.2   PAYMENT

Separate payment will not be made for providing and maintaining an 
effective Quality Control program, and all costs associated therewith shall 
be included in the applicable unit prices or lump-sum prices contained in 
the Bidding Schedule.

PART 2   PRODUCTS (Not Applicable)

PART 3   EXECUTION

3.1   GENERAL REQUIREMENTS

The Contractor is responsible for quality control and shall establish and 
maintain an effective quality control system in compliance with the 
Contract Clause titled "Inspection of Construction."  The quality control 
system shall consist of plans, procedures, and organization necessary to 
produce an end product which complies with the contract requirements.  The 
system shall cover all construction operations, both onsite and offsite, 
and shall be keyed to the proposed construction sequence.  The site project 
superintendent will be held responsible for the quality of work on the job 
and is subject to removal by the Contracting Officer for non-compliance 
with the quality requirements specified in the contract.  The site project 
superintendent in this context shall be the highest level manager 
responsible for the overall construction activities at the site, including 
quality and production.  The site project superintendent shall maintain a 
physical presence at the site at all times, except as otherwise acceptable 
to the Contracting Officer, and shall be responsible for all construction 
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and construction related activities at the site.

3.2   QUALITY CONTROL PLAN

The Contractor shall furnish for review by the Government, not later than 5 
days after receipt of notice to proceed, the Contractor Quality Control 
(CQC) Plan proposed to implement the requirements of the Contract Clause 
titled "Inspection of Construction."  The plan shall identify personnel, 
procedures, control, instructions, tests, records, and forms to be used.  
The Government will consider an interim plan for the first 30 days of 
operation.  Construction will be permitted to begin only after acceptance 
of the CQC Plan or acceptance of an interim plan applicable to the 
particular feature of work to be started.  Work outside of the features of 
work included in an accepted interim plan will not be permitted to begin 
until acceptance of a CQC Plan or another interim plan containing the 
additional features of work to be started.

3.2.1   Content of the CQC Plan

The CQC Plan shall include, as a minimum, the following to cover all 
construction operations, both onsite and offsite, including work by 
subcontractors, fabricators, suppliers, and purchasing agents:

a.  A description of the quality control organization, including a 
chart showing lines of authority and acknowledgment that the CQC 
staff shall implement the three phase control system for all 
aspects of the work specified.  The staff shall include a CQC 
System Manager who shall report to the project superintendent.

b.  The name, qualifications (in resume format), duties, 
responsibilities, and authorities of each person assigned a CQC 
function.

c.  A copy of the letter to the CQC System Manager signed by an 
authorized official of the firm which describes the 
responsibilities and delegates sufficient authorities to 
adequately perform the functions of the CQC System Manager, 
including authority to stop work which is not in compliance with 
the contract.  The CQC System Manager shall issue letters of 
direction to all other various quality control representatives 
outlining duties, authorities, and responsibilities.  Copies of 
these letters shall also be furnished to the Government.

d.  Procedures for scheduling, reviewing, certifying, and managing 
submittals, including those of subcontractors, offsite 
fabricators, suppliers, and purchasing agents.  These procedures 
shall be in accordance with Section 01330 SUBMITTAL PROCEDURES.

e.  Control, verification, and acceptance testing procedures for each 
specific test to include the test name, specification paragraph 
requiring test, feature of work to be tested, test frequency, and 
person responsible for each test.  (Laboratory facilities will be 
approved by the Contracting Officer.)

f.  Procedures for tracking preparatory, initial, and follow-up 
control phases and control, verification, and acceptance tests 
including documentation.

g.  Procedures for tracking construction deficiencies from 

SECTION 01451  Page 3



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

identification through acceptable corrective action.  These 
procedures shall establish verification that identified 
deficiencies have been corrected.

h.  Reporting procedures, including proposed reporting formats.

i.  A list of the definable features of work.  A definable feature of 
work is a task which is separate and distinct from other tasks, 
has separate control requirements, and may be identified by 
different trades or disciplines, or it may be work by the same 
trade in a different environment.  Although each section of the 
specifications may generally be considered as a definable feature 
of work, there are frequently more than one definable features 
under a particular section.  This list will be agreed upon during 
the coordination meeting.

3.2.2   Acceptance of Plan

Acceptance of the Contractor's plan is required prior to the start of 
construction.  Acceptance is conditional and will be predicated on 
satisfactory performance during the construction.  The Government reserves 
the right to require the Contractor to make changes in his CQC Plan and 
operations including removal of personnel, as necessary, to obtain the 
quality specified.

3.2.3   Notification of Changes

After acceptance of the CQC Plan, the Contractor shall notify the 
Contracting Officer in writing of any proposed change.  Proposed changes 
are subject to acceptance by the Contracting Officer.

3.3   COORDINATION MEETING

After the Preconstruction Conference, before start of construction, and 
prior to acceptance by the Government of the CQC Plan, the Contractor shall 
meet with the Contracting Officer or Authorized Representative and discuss 
the Contractor's quality control system.  The CQC Plan shall be submitted 
for review a minimum of 7 calendar days prior to the Coordination Meeting.  
During the meeting, a mutual understanding of the system details shall be 
developed, including the forms for recording the CQC operations, control 
activities, testing, administration of the system for both onsite and 
offsite work, and the interrelationship of Contractor's Management and 
control with the Government's Quality Assurance.  Minutes of the meeting 
shall be prepared by the Government and signed by both the Contractor and 
the Contracting Officer.  The minutes shall become a part of the contract 
file.  There may be occasions when subsequent conferences will be called by 
either party to reconfirm mutual understandings and/or address deficiencies 
in the CQC system or procedures which may require corrective action by the 
Contractor.

3.4   QUALITY CONTROL ORGANIZATION

3.4.1   Personnel Requirements

The requirements for the CQC organization are a CQC System Manager and 
sufficient number of additional qualified personnel to ensure safety and 
contract compliance.  The Safety and Health Manager shall receive direction 
and authority from the CQC System Manager and shall serve as a member of 
the CQC staff.  Personnel identified in the technical provisions as 
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requiring specialized skills to assure the required work is being performed 
properly will also be included as part of the CQC organization.The 
Contractor's CQC staff shall maintain a presence at the site at all times 
during progress of the work and have complete authority and responsibility 
to take any action necessary to ensure contract compliance.  The CQC staff  
shall be subject to acceptance by the Contracting Officer.  The Contractor 
shall provide adequate office space, filing systems and other resources as 
necessary to maintain an effective and fully functional CQC organization.  
Complete records of all letters, material submittals, show drawing 
submittals, schedules and all other project documentation shall be promptly 
furnished to the CQC organization by the Contractor.  The CQC organization 
shall be responsible to maintain these documents and records at the site at 
all times, except as otherwise acceptable to the Contracting Officer.

3.4.2   CQC System Manager

The Contractor shall identify as CQC System Manager an individual within 
the onsite work organization who shall be responsible for overall 
management of CQC and have the authority to act in all CQC matters for the 
Contractor.  The CQC System Manager shall be a graduate engineer, graduate 
architect, or a graduate of construction management, with a minimum of 10 
years construction experience on construction similar to this contract.  
This CQC System Manager shall be on the site at all times during 
construction and shall be employed by the prime Contractor.  The CQC System 
Manager shall be assigned no other duties.  An alternate for the CQC System 
Manager shall be identified in the plan to serve in the event of the System 
Manager's absence.  The requirements for the alternate shall be the same as 
for the designated CQC System Manager.

3.4.3   CQC Personnel

In addition to CQC personnel specified elsewhere in the contract, the 
Contractor shall provide as part of the CQC organization specialized 
personnel to assist the CQC System Manager for the following areas: 
electrical, mechanical, civil.  These individuals may be employees of the 
prime or subcontractor; be responsible to the CQC System Manager; be 
physically present at the construction site during work on their areas of 
responsibility; have the necessary education and/or experience in 
accordance with the experience matrix listed herein.  These individuals 
shall have no other duties other than quality control.

Experience Matrix

   Area                                              Qualifications
                                                                        

a.      Civil                                 Graduate Civil Engineer with
                                              5 years experience in the
                                              type of work being performed
                                              on this project or technician
                                              with 10 yrs related experience

b.      Mechanical                            Graduate Mechanical Engineer
                                              with 5 yrs experience or
                                              person with 10 yrs related
                                              experience

c.      Electrical                            Graduate Electrical
                                              Engineer with 5 yrs
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Experience Matrix

   Area                                              Qualifications
                                                                        
                                              related experience or
                                              person with 10 yrs
                                              related experience

3.4.4   Additional Requirement

In addition to the above experience and education requirements the CQC 
System Manager shall have completed the course entitled "Construction 
Quality Management For Contractors".  This course is offered on a quarterly 
basis within the Savannah District boundaries.  CQC System Managers who 
have not successfully completed this course must attend the next available 
training session.  Failure to successfully complete this training within 
the next available training date will be grounds for removal as CQC System 
Manager.  There is currently a nominal fee to cover the cost of the 
training materials for Contractors who have current contracts with the 
Savannah District.

3.4.5   Organizational Changes

The Contractor shall maintain the CQC staff at full strength at all times. 
When it is necessary to make changes to the CQC staff, the Contractor shall 
revise the CQC Plan to reflect the changes and submit the changes to the 
Contracting Officer for acceptance.

3.5   SUBMITTALS AND DELIVERABLES

Submittals, if needed, shall be made as specified in Section 01330 
SUBMITTAL PROCEDURES.  The CQC organization shall be responsible for 
certifying that all submittals and deliverables are in compliance with the 
contract requirements.

3.6   CONTROL

Contractor Quality Control is the means by which the Contractor ensures 
that the construction, to include that of subcontractors and suppliers, 
complies with the requirements of the contract.  At least three phases of 
control shall be conducted by the CQC System Manager for each definable 
feature of work as follows:

3.6.1   Preparatory Phase

This phase shall be performed prior to beginning work on each definable 
feature of work, after all required plans/documents/materials are 
approved/accepted, and after copies are at the work site.  This phase shall 
include:

a.  A review of each paragraph of applicable specifications, reference 
codes, and standards.  A copy of those sections of referenced 
codes and standards applicable to that portion of the work to be 
accomplished in the field shall be made available by the 
Contractor at the preparatory inspection.  These copies shall be 
maintained in the field and available for use by Government 
personnel until final acceptance of the work.
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b.  A review of the contract drawings.

c.  A check to assure that all materials and/or equipment have been 
tested, submitted, and approved.

d.  Review of provisions that have been made to provide required 
control inspection and testing.

e.  Examination of the work area to assure that all required 
preliminary work has been completed and is in compliance with the 
contract.

f.  A physical examination of required materials, equipment, and 
sample work to assure that they are on hand, conform to approved 
shop drawings or submitted data, and are properly stored.

g.  A review of the appropriate activity hazard analysis to assure 
safety requirements are met.

h.  Discussion of procedures for controlling quality of the work 
including repetitive deficiencies.  Document construction 
tolerances and workmanship standards for that feature of work.

i.  A check to ensure that the portion of the plan for the work to be 
performed has been accepted by the Contracting Officer.

j.  Discussion of the initial control phase.

k.  The Government shall be notified at least 48 hours in advance of 
beginning the preparatory control phase.  This phase shall include 
a meeting conducted by the CQC System Manager and attended by the 
superintendent, other CQC personnel (as applicable), and the 
foreman responsible for the definable feature.  The results of the 
preparatory phase actions shall be documented by separate minutes 
prepared by the CQC System Manager and attached to the daily CQC 
report.  The Contractor shall instruct applicable workers as to 
the acceptable level of workmanship required in order to meet 
contract specifications.

3.6.2   Initial Phase

This phase shall be accomplished at the beginning of a definable feature of 
work.  The following shall be accomplished:

a.  A check of work to ensure that it is in full compliance with 
contract requirements.  Review minutes of the preparatory meeting.

b.  Verify adequacy of controls to ensure full contract compliance.  
Verify required control inspection and testing.

c.  Establish level of workmanship and verify that it meets minimum 
acceptable workmanship standards.  Compare with required sample 
panels as appropriate.

d.  Resolve all differences.

e.  Check safety to include compliance with and upgrading of the 
safety plan and activity hazard analysis.  Review the activity 
analysis with each worker.
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f.  The Government shall be notified at least 24 hours in advance of 
beginning the initial phase.  Separate minutes of this phase shall 
be prepared by the CQC System Manager and attached to the daily 
CQC report.  Exact location of initial phase shall be indicated 
for future reference and comparison with follow-up phases.

g.  The initial phase should be repeated for each new crew to work 
onsite, or any time acceptable specified quality standards are not 
being met.

3.6.3   Follow-up Phase

Daily checks shall be performed to assure control activities, including 
control testing, are providing continued compliance with contract 
requirements, until completion of the particular feature of work.  The 
checks shall be made a matter of record in the CQC documentation.  Final 
follow-up checks shall be conducted and all deficiencies corrected prior to 
the start of additional features of work which may be affected by the 
deficient work.  The Contractor shall not build upon nor conceal 
non-conforming work.

3.6.4   Additional Preparatory and Initial Phases

Additional preparatory and initial phases shall be conducted on the same 
definable features of work if:  the quality of on-going work is 
unacceptable; if there are changes in the applicable CQC staff, onsite 
production supervision or work crew; if work on a definable feature is 
resumed after a substantial period of inactivity; or if other problems 
develop.

3.7   TESTS

3.7.1   Testing Procedure

The Contractor shall perform specified or required tests to verify that 
control measures are adequate to provide a product which conforms to 
contract requirements.  Upon request, the Contractor shall furnish to the 
Government duplicate samples of test specimens for possible testing by the 
Government.  Testing includes operation and/or acceptance tests when 
specified.  The Contractor shall procure the services of a Corps of 
Engineers approved testing laboratory or establish an approved testing 
laboratory at the project site.  The Contractor shall perform the following 
activities and record and provide the following data:

a.  Verify that testing procedures comply with contract requirements.

b.  Verify that facilities and testing equipment are available and 
comply with testing standards.

c.  Check test instrument calibration data against certified standards.

d.  Verify that recording forms and test identification control number 
system, including all of the test documentation requirements, have 
been prepared.

e.  Results of all tests taken, both passing and failing tests, shall 
be recorded on the CQC report for the date taken.  Specification 
paragraph reference, location where tests were taken, and the 

SECTION 01451  Page 8



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

sequential control number identifying the test shall be given.  If 
approved by the Contracting Officer, actual test reports may be 
submitted later with a reference to the test number and date 
taken.  An information copy of tests performed by an offsite or 
commercial test facility shall be provided directly to the 
Contracting Officer.  Failure to submit timely test reports as 
stated may result in nonpayment for related work performed and 
disapproval of the test facility for this contract.

3.7.2   Testing Laboratories

3.7.2.1   Capability Check

The Government reserves the right to check laboratory equipment in the 
proposed laboratory for compliance with the standards set forth in the 
contract specifications and to check the laboratory technician's testing 
procedures and techniques.  Laboratories utilized for testing soils, 
concrete, asphalt, and steel shall meet criteria detailed in ASTM D 3740 
and ASTM E 329.

3.7.2.2   Capability Recheck

If the selected laboratory fails the capability check, the Contractor will 
be assessed a charge to reimburse the Government for each succeeding 
recheck of the laboratory or the checking of a subsequently selected 
laboratory.  Such costs will be deducted from the contract amount due the 
Contractor.

3.7.3   Onsite Laboratory

The Government reserves the right to utilize the Contractor's control 
testing laboratory and equipment to make assurance tests, and to check the 
Contractor's testing procedures, techniques, and test results at no 
additional cost to the Government.

3.7.4   Furnishing or Transportation of Samples for Testing

Costs incidental to the transportation of samples or materials shall be 
borne by the Contractor.  Samples of materials for test verification and 
acceptance testing by the Government shall be delivered to the following 
address:

US Army Engineer District, Savannah
Environmental & Materials Unit
200 North Cobb Parkway
Building 400, Suite 404
Marietta, GA  30062

Coordination for each specific test will be made through the Area Office.

3.8   COMPLETION INSPECTION

3.8.1   Punch-Out Inspection

Near the end of the work, or any increment of the work established by a 
time stated in the Special Clause, "Commencement, Prosecution, and 
Completion of Work", or by the specifications, the CQC Manager shall 
conduct an inspection of the work.  A punch list of items which do not 
conform to the approved drawings and specifications shall be prepared and 
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included in the CQC documentation, as required by paragraph DOCUMENTATION.  
The list of deficiencies shall include the estimated date by which the 
deficiencies will be corrected.  The CQC System Manager or staff shall make 
a second inspection to ascertain that all deficiencies have been corrected. 
 Once this is accomplished, the Contractor shall notify the Government that 
the facility is ready for the Government Pre-Final inspection.

3.8.2   Pre-Final Inspection

The Government will perform the pre-final inspection to verify that the 
facility is complete and ready to be occupied.  A Government Pre-Final 
Punch List may be developed as a result of this inspection.  The 
Contractor's CQC System Manager shall ensure that all items on this list 
have been corrected before notifying the Government, so that a Final 
inspection with the customer can be scheduled.  Any items noted on the 
Pre-Final inspection shall be corrected in a timely manner.  These 
inspections and any deficiency corrections required by this paragraph shall 
be accomplished within the time slated for completion of the entire work or 
any particular increment of the work if the project is divided into 
increments by separate completion dates.

3.8.3   Final Acceptance Inspection

The Contractor's Quality Control Inspection personnel, plus the 
superintendent or other primary management person, and the Contracting 
Officer's Representative shall be in attendance at the final acceptance 
inspection.  Additional Government personnel including, but not limited to, 
those from Base/Post Civil Facility Engineer user groups, and major 
commands may also be in attendance.  The final acceptance inspection will 
be formally scheduled by the Contracting Officer based upon results of the 
Pre-Final inspection.  Notice shall be given to the Contracting Officer at 
least 14 days prior to the final acceptance inspection and shall include 
the Contractor's assurance that all specific items previously identified to 
the Contractor as being unacceptable, along with all remaining work 
performed under the contract, will be complete and acceptable by the date 
scheduled for the final acceptance inspection.  Failure of the Contractor 
to have all contract work acceptably complete for this inspection will be 
cause for the Contracting Officer to bill the Contractor for the 
Government's additional inspection cost in accordance with the contract 
clause titled "Inspection of Construction".

3.9   DOCUMENTATION

The Contractor shall maintain current records providing factual evidence 
that required quality control activities and/or tests have been performed.  
These records shall include the work of subcontractors and suppliers and 
shall be on an acceptable form that includes, as a minimum, the following 
information:

a.  Contractor/subcontractor and their area of responsibility.

b.  Operating plant/equipment with hours worked, idle, or down for 
repair.

c.  Work performed each day, giving location, description, and by 
whom.  When Network Analysis (NAS) is used, identify each phase of 
work performed each day by NAS activity number.

d.  Test and/or control activities performed with results and 
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references to specifications/drawings requirements.  The control 
phase shall be identified (Preparatory, Initial, Follow-up).  List 
of deficiencies noted, along with corrective action.

e.  Quantity of materials received at the site with statement as to 
acceptability, storage, and reference to specifications/drawings 
requirements.

f.  Submittals and deliverables reviewed, with contract reference, by 
whom, and action taken.

g.  Offsite surveillance activities, including actions taken.

h.  Job safety evaluations stating what was checked, results, and 
instructions or corrective actions.

i.  Instructions given/received and conflicts in plans and/or 
specifications.

j.  Contractor's verification statement.

These records shall indicate a description of trades working on the 
project; the number of personnel working; weather conditions encountered; 
and any delays encountered.  These records shall cover both conforming and 
deficient features and shall include a statement that equipment and 
materials incorporated in the work and workmanship comply with the 
contract.  The original and one copy of these records in report form shall 
be furnished to the Government daily within 24 hours after the date covered 
by the report, except that reports need not be submitted for days on which 
no work is performed.  As a minimum, one report shall be prepared and 
submitted for every 7 days of no work and on the last day of a no work 
period.  All calendar days shall be accounted for throughout the life of 
the contract.  The first report following a day of no work shall be for 
that day only.  Reports shall be signed and dated by the CQC System 
Manager.  The report from the CQC System Manager shall include copies of 
test reports and copies of reports prepared by all subordinate quality 
control personnel.

3.10   SAMPLE FORMS

Sample forms are included in Attachment 1 to Section 00800.

3.11   NOTIFICATION OF NONCOMPLIANCE

The Contracting Officer will notify the Contractor of any detected 
noncompliance with the foregoing requirements.  The Contractor shall take 
immediate corrective action after receipt of such notice.  Such notice, 
when delivered to the Contractor at the work site, shall be deemed 
sufficient for the purpose of notification.  If the Contractor fails or 
refuses to comply promptly, the Contracting Officer may issue an order 
stopping all or part of the work until satisfactory corrective action has 
been taken.  No part of the time lost due to such stop orders shall be made 
the subject of claim for extension of time or for excess costs or damages 
by the Contractor.

        -- End of Section --
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                                               CEGS-01500/S (February 1997)

SECTION 01500

TEMPORARY CONSTRUCTION FACILITIES
02/97

PART 1   GENERAL

1.1   GENERAL REQUIREMENTS

1.1.1   Site Plan

The Contractor shall prepare a site plan indicating the proposed location 
and dimensions of any area to be fenced and used by the Contractor, the 
number of trailers to be used, avenues of ingress/egress to the fenced area 
and details of the fence installation.  Any areas which may have to be 
graveled to prevent the tracking of mud shall also be identified.  The 
Contractor shall also indicate if the use of a supplemental or other 
staging area is desired.

1.1.2   Identification of Employees

The Contractor shall be responsible for furnishing to each employee, and 
for requiring each employee engaged on the work to display, identification 
as approved and directed by the Contracting Officer.  Prescribed 
identification shall immediately be delivered to the Contracting Officer 
for cancellation upon release of any employee.  When required, the 
Contractor shall obtain and provide fingerprints of persons employed on the 
project.  Contractor and subcontractor personnel shall wear identifying 
markings on hard hats clearly identifying the company for whom the employee 
works.1.1.3   Employee Parking

Contractor employees shall park privately owned vehicles in an area 
designated by the Contracting Officer.  This area will be within reasonable 
walking distance of the construction site.  Contractor employee parking 
shall not interfere with existing and established parking requirements of 
the military installation.

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-06 Test Reports

Termiticide Application Report; G, RE

  Completed Fort Bragg Termiticide Application Report (no form 
number) for each structure receiving termiticide treatment.

1.3   AVAILABILITY AND USE OF UTILITY SERVICES (FORT BRAGG)

1.3.1   Payment for Utility Services
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The Government will make all reasonably required utilities available to the 
Contractor from existing outlets and supplies, as specified in the 
contract.  Unless otherwise provided in the contract, the amount of each 
utility service consumed shall be charged to and paid for by the Contractor 
at the prevailing rates.  The rates listed below are current as of 
September 2002 and are subject to change.  The Contractor shall carefully 
conserve all utilities furnished.

1.3.2   Meters and Temporary Connections

The Contractor, at its expense and in a manner satisfactory to the 
Contracting Officer, shall provide and maintain necessary temporary 
connections, distribution lines, and meters required to measure the amount 
of each utility used for the purpose of determining charges. The Contractor 
shall notify the Contracting Officer's Representative, in writing, 10 
working days before the temporary connection is made so that a utilities 
contract can be established. The Contracting Officers Representative will 
then provide the contractor with the name and phone number of who to 
contact for setting up the utility contract. For temporary electrical 
connections the Government or applicable utility provider will provide the 
meter (meter base provided by contractor) and make the final hot connection 
after inspection and approval of the Contractor's temporary wiring 
installation. The Contractor shall not make the final electrical 
connection. For temporary water and sewer connections the contractor will 
provide the meter and after inspection/approval by the Contracting 
Officer's Representative make the final connection at the contractor's 
expense.

1.3.3   Use of Permanent Building Utility Connections

Utilities consumed by the contractor from permanent building utility 
connections shall also be metered and paid for by the contractor. When the 
permanent system is activated the initial meter reading shall be recorded 
and reported as specified below. On building renovation projects the 
initial meter reading shall be recorded when the contractor is given 
possession of the building to perform the work. The contractor shall pay 
for utilities consumed through the permanent building connection until the 
work has been completed or the government has occupied the facility, which 
ever occurs first.

1.3.4   Advance Deposit

An advance deposit for utilities consisting of an estimated month's usage
or a minimum of $50.00 will be required. The last monthly bills for the
fiscal year will normally be offset by the deposit and adjustments will be
billed or returned as appropriate. Services to be rendered for the next
fiscal year, beginning 1 October, will require a new deposit. Notification
of the due date for this deposit will be mailed to the Contractor prior to
the end of the current fiscal year.

1.3.5   Initial Meter Readings

Upon installation of the meter, the initial reading shall be recorded (in 
the presence of the Contracting Officer's Representative) and forwarded to 
the point of contact for utility service with a copy to the Contracting 
Officer's Representative.

1.3.6   Final Meter Reading
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Before completion of the work and final acceptance of the work by the 
Government, the Contractor shall notify the Contracting Officer and the 
applicable utility provider, in writing, 10 working days before termination 
is desired. The Government or applicable utility provider will take a final 
meter reading. Electric service will be disconnected by the provider. Water 
and sewer connections will be disconnected by the contractor, at his 
expenses and by a method approved by the Contracting Officer's 
Representative. The Contractor shall then remove all the temporary 
distribution lines, meters, meter bases, and associated paraphernalia. The 
Contractor shall pay all outstanding utility bills before final acceptance 
of the work by the Government.

1.3.7   Requirement for Backflow Prevention on Temporary/Permanent Potable 
Water Connections

The contractor shall install a backflow prevention device on all 
connections to the potable water system. The backflow prevention device 
shall be a reduced pressure or double check type, meeting all the State 
code requirements for backflow preventers on potable water. If the 
contractor request the use of a fire hydrant and receives approval from the 
Contracting Officer's Representative a backflow prevention device and meter 
shall be installed prior to each use. 

1.3.8   Utilities Charge Rates

Water ------------ $1.70 per 1,000 gallons
Electricity ------ $0.0657 per KW hour
Sewer ------------ $10.00/month for each connected trailer up to single
                   wide size.  The rate for larger trailers will be
                   determined by the utility provider, however, this rate
                   will not exceed $20.00/month per trailer.

1.4   BULLETIN BOARD, PROJECT SIGN, AND PROJECT SAFETY SIGN

1.4.1   Bulletin Board

Immediately upon beginning of work, the Contractor shall provide a 
weatherproof glass-covered bulletin board not less than 36 by 48 inches in 
size for displaying the Equal Employment Opportunity poster, a copy of the 
wage decision contained in the contract, Wage Rate Information poster, and 
other information approved by the Contracting Officer.  The bulletin board 
shall be located at the project site in a conspicuous place easily 
accessible to all employees, as approved by the Contracting Officer.  
Legible copies of the aforementioned data shall be displayed until work is 
completed.  Upon completion of work the bulletin board shall be removed by 
and remain the property of the Contractor.

1.4.2   Project Signs

The Contractor shall furnish and install a project sign at the location 
selected by the Contracting Officer.  The project sign shall be painted on 
1/2 inch thick exterior grade plywood.  The sign layout shall be in 
accordance with the graphic format shown in Attachment 1 to Section 00800.

1.5   PROTECTION AND MAINTENANCE OF TRAFFIC

During construction the Contractor shall provide access and temporary 
relocated roads as necessary to maintain traffic.  The Contractor shall 
maintain and protect traffic on all affected roads during the construction 
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period except as otherwise specifically directed by the Contracting 
Officer.  Measures for the protection and diversion of traffic, including 
the provision of watchmen and flagmen, erection of barricades, placing of 
lights around and in front of equipment and the work, and the erection and 
maintenance of adequate warning, danger, and direction signs, shall be as 
required by the State and local authorities having jurisdiction.  The 
traveling public shall be protected from damage to person and property.  
The Contractor's traffic on roads selected for hauling material to and from 
the site shall interfere as little as possible with public traffic.  The 
Contractor shall investigate the adequacy of existing roads and the 
allowable load limit on these roads.  The Contractor shall be responsible 
for the repair of any damage to roads caused by construction operations.

1.5.1   Haul Roads

The Contractor will be required to use the haul routes shown on the plans 
unless otherwise permitted in writing by the Contracting Officer.  When 
haul routes are not designated on the plans, the Contractor must obtain 
approval of the Contracting Officer of haul routes he intends to use.  The 
Contractor shall maintain the haul routes and shall keep the dust problem 
under control by wetting the surface as needed.  Sweeping and cleaning of 
pavements will be done as necessary to remove spillage resulting from the 
hauling operations.  After all hauling has been completed, the Contractor 
shall restore the earth areas used for the haul routes to original 
condition by final grading, shaping, compacting, and grassing, and shall 
clean and sweep all paved areas as required.  Any pavement damaged as a 
result of hauling operations under this contract for both the earth and 
other materials shall be promptly repaired by the Contractor, as approved 
by the Contracting Officer.  The cost of maintenance and repair of the haul 
routes, as mentioned above, shall be considered as a subsidiary obligation 
of the Contractor.  The axle load of earth hauling equipment operating on 
paved streets shall not exceed 18,000 pounds.

1.5.2   Barricades

The Contractor shall erect and maintain temporary barricades to limit 
public access to hazardous areas.  Such barricades shall be required 
whenever safe public access to paved areas such as roads, parking areas or 
sidewalks is prevented by construction activities or as otherwise necessary 
to ensure the safety of both pedestrian and vehicular traffic.  Barricades 
shall be securely placed, clearly visible with adequate illumination to 
provide sufficient visual warning of the hazard during both day and night.

1.6   CONTRACTOR'S TEMPORARY FACILITIES

1.6.1   Administrative Field Offices

The Contractor shall provide and maintain administrative field office 
facilities within the construction area at the designated site.  Government 
office and warehouse facilities will not be available to the Contractor's 
personnel.

1.6.2   Storage Area

The Contractor shall construct a temporary 6 foot high chain link fence 
around trailers and materials.  The fence shall include plastic strip 
inserts, colored brown, so that visibility through the fence is obstructed. 
 Fence posts may be driven, in lieu of concrete bases, where soil 
conditions permit.  Trailers, materials, or equipment shall not be placed 
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or stored outside the fenced area unless such trailers, materials, or 
equipment are assigned a separate and distinct storage area by the 
Contracting Officer away from the vicinity of the construction site but 
within the military boundaries.  Trailers, equipment, or materials shall 
not be open to public view with the exception of those items which are in 
support of ongoing work on any given day.  Materials shall not be 
stockpiled outside the fence in preparation for the next day's work.  
Mobile equipment, such as tractors, wheeled lifting equipment, cranes, 
trucks, and like equipment, shall be parked within the fenced area at the 
end of each work day.

1.6.3   Supplemental Storage Area

Upon Contractor's request, the Contracting Officer will designate another 
or supplemental area for the Contractor's use and storage of trailers, 
equipment, and materials.  This area may not be in close proximity of the 
construction site but shall be within the military boundaries.  Fencing of 
materials or equipment will not be required at this site; however, the 
Contractor shall be responsible for cleanliness and orderliness of the area 
used and for the security of any material or equipment stored in this area. 
 Utilities will not be provided to this area by the Government.

1.6.4   Appearance of Trailers

Trailers utilized by the Contractor for administrative or material storage 
purposes shall present a clean and neat exterior appearance and shall be in 
a state of good repair.  Trailers which, in the opinion of the Contracting 
Officer, require exterior painting or maintenance will not be allowed on 
the military property.

1.6.5   Maintenance of Storage Area

Fencing shall be kept in a state of good repair and proper alignment.  
Should the Contractor elect to traverse, with construction equipment or 
other vehicles, grassed or unpaved areas which are not established 
roadways, such areas shall be covered with a layer of gravel as necessary 
to prevent rutting and the tracking of mud onto paved or established 
roadways; gravel gradation shall be at the Contractor's discretion.  Grass 
located within the boundaries of the construction site shall be mowed for 
the duration of the project.  Grass and vegetation along fences, buildings, 
under trailers, and in areas not accessible to mowers shall be edged or 
trimmed neatly.

1.6.6   New Building

In the event a new building is constructed for the temporary project field 
office, it shall be a minimum 12 feet in width, 16 feet in length and have 
a minimum of 7 feet headroom.  It shall be equipped with approved 
electrical wiring, at least one double convenience outlet and the required 
switches and fuses to provide 110-120 volt power.  It shall be provided 
with a work table with stool, desk with chair, two additional chairs, and 
one legal size file cabinet that can be locked.  The building shall be 
waterproof, shall be supplied with heater, shall have a minimum of two 
doors, electric lights, a telephone, a battery operated smoke detector 
alarm, a sufficient number of adjustable windows for adequate light and 
ventilation, and a supply of approved drinking water.  Approved sanitary 
facilities shall be furnished.  The windows and doors shall be screened and 
the doors provided with dead bolt type locking devices or a padlock and 
heavy duty hasp bolted to the door.  Door hinge pins shall be 
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non-removable.  The windows shall be arranged to open and to be securely 
fastened from the inside.  Glass panels in windows shall be protected by 
bars or heavy mesh screens to prevent easy access to the building through 
these panels.  In warm weather, air conditioning capable of maintaining the 
office at 50 percent relative humidity and a room temperature 20 degrees F 
below the outside temperature when the outside temperature is 95 degrees F, 
shall be furnished.  Any new building erected for a temporary field office 
shall be maintained by the Contractor during the life of the contract and 
upon completion and acceptance of the work shall become the property of the 
Contractor and shall be removed from the site.  All charges for telephone 
service for the temporary field office shall be borne by the Contractor, 
including long distance charges up to a maximum of $75.00 per month.

1.6.7   Security Provisions

Adequate outside security lighting shall be provided at the Contractor's 
temporary facilities.  The Contractor shall be responsible for the security 
of its own equipment; in addition, the Contractor  shall notify the 
appropriate law enforcement agency requesting periodic security checks of 
the temporary project field office.

1.7   PLANT COMMUNICATION

Whenever the Contractor has the individual elements of its plant so located 
that operation by normal voice between these elements is not satisfactory, 
the Contractor shall install a satisfactory means of communication, such as 
telephone or other suitable devices.  The devices shall be made available 
for use by Government personnel.

1.8   TEMPORARY PROJECT SAFETY FENCING

As soon as practicable, but not later than 15 days after the date 
established for commencement of work, the Contractor shall furnish and 
erect temporary project safety fencing at the work site.  The safety 
fencing shall be a high visibility orange colored, high density 
polyethylene grid or approved equal, a minimum of 42 inches high, supported 
and tightly secured to steel posts located on maximum 10 foot centers, 
constructed at the approved location.  The safety fencing shall be 
maintained by the Contractor during the life of the contract and, upon 
completion and acceptance of the work, shall become the property of the 
Contractor and shall be removed from the work site.

1.9   PARTNERING

Following contract award, the Government intends to propose a voluntary  
partnering relationship with the Contractor.  This partnering relationship 
will attempt to draw on strengths of each organization to facilitate 
communications and minimize delays to achieve a quality product, within 
budget, and on schedule.  Participation in such partnering activities may 
include attendance at coordination meetings and cooperation in other 
efforts to promote the partnering relationship.  The Government and the 
Contractor will each bear their own costs for participation in the 
partnering relationship, with no change in the contract price.  
Participation will not result in any change in the terms or price of the 
contract.

1.10   TERMITICIDE APPLICATION REPORT

A Termiticide Application Report (no form number) shall be completed for 
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each structure receiving termiticide treatment.  The Contractor shall 
obtain the form from the Fort Bragg PWBC pest management coordinator 
through the Contracting Officer.  All requested information shall be 
provided in detail.  The location of application shall be clearly 
designated, e.g., building number, name, or address.  If necessary, provide 
a map showing location of structure with the report.

1.11   INSTALLATION REGULATIONS

The employees of the Contractor will be required to abide by all 
installation regulations as published by the Commanding Officer.  A copy of 
these regulations can be obtained from the Area/Resident Engineer at the 
installation.  All costs in connection therewith shall be included in the 
contract price for the work.

1.12   TESTING LABORATORIES

Testing is required to be performed by the Contractor as part of his 
Quality Control Program to verify contract compliance.  This Quality 
Control Testing is to be conducted by a project or commercial laboratory 
which has been found adequate and qualified by a Corps of Engineers 
Division Laboratory Inspection Team.

1.12.1   Approved Testing Laboratories

A composite listing of approved testing laboratories within the Savannah 
District is available upon request.  The Contractor should engage the 
services of a laboratory contained in the composite list.  Contractors may 
obtain the list by calling (678) 354-0310.  Fax requests can be made to 
number (678) 354-0330. 

1.12.2   Other Laboratory Services

The Contractor may engage the services of a laboratory other than those 
approved by Corps of Engineers District Laboratory Inspection Team if they 
comply with the following:

a.  The Contractor identifies and proposes the unapproved 
laboratory a minimum of 90 days prior to the start of testing.  
This time is necessary to allow for scheduling an inspection by a 
Corps of Engineers District Laboratory team.  The time for 
Government inspection will not be the basis for an increase in the 
contract performance period.

b.  All costs of Government inspection shall be the responsibility 
of the Contractor.

c.  The Contractor may request Government inspection and approval 
prior to award by forwarding a written request to:

         US Army Engineer District, Savannah
         Environmental and Materials Unit
         200 North Cobb Parkway
         Building 400, Suite 404
         Marietta, GA  30062

1.13   ENVIRONMENTAL EVALUATION FOR SITE CONTAMINATION - CATEGORY I

1.13.1   Site Evaluation
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The job site has been evaluated for potential site contamination.  The site 
is located in a traditionally nonhazardous location.  The installation has 
no reason to suspect contamination.

1.13.2   Contractual Responsibilities of All Parties in the Event of 
Encounter with Contamination

If the Contractor encounters materials or conditions which indicate that 
there may be contamination on the site, the Contractor shall stop all work 
on the job site and report the discovery of the contaminants to the 
Contracting Officer's Representative (COR).  The COR, will issue a written 
order to the Contractor to resume work or to suspend, delay, or interrupt 
all or any part of the work of this contract for the period of time that 
the Contracting Officer determines appropriate for the convenience of the 
Government as provided in FAR 52.242-14 - SUSPENSION OF WORK.  The 
Government will be responsible for making an assessment of the contaminated 
site if this course of action is determined to be appropriate. After the 
assessment has been completed, the Government reserves the right to the 
following courses of action: 

a.  Direct the Contractor to resume work.

b.  Clean up the contaminated site prior to directing the Contractor to 
resume work.  The COR will determine whether the cleanup is to be  
accomplished by others or the Contractor. 

c.  Relocate the project site.

d.  Terminate the contract for the convenience of the Government as 
provided in FAR 52.249-1 - TERMINATION FOR CONVENIENCE OF THE 
GOVERNMENT (FIXED-PRICE) (SHORT FORM) or FAR 52.249-2 - TERMINATION FOR 
CONVENIENCE OF THE GOVERNMENT (FIXED-PRICE) - ALTERNATE I as applicable.

1.14   CONSTRUCTION SCHEDULE RESTRAINTS - FORT BRAGG, NC

1.14.1   Occupancy

The work to be performed is to be accomplished in facilities which will be 
unoccupied and vacant during the course of construction.  It is the intent 
of these provisions to provide for maximum coordination between 
construction activities pursuant to this contract and concurrent ongoing 
routine activities of base personnel.  Interference with and inconvenience 
to the occupants or routine of the facility shall be held to an absolute 
minimum.

1.14.2   Protection

Contractor is responsible to provide such covering, shields and barricades 
as are required to protect building occupants, equipment, stores, supplies, 
etc., from dust, debris, weather intrusion, water, moisture or other cause 
of damage resulting from construction.

1.14.3   Phasing and Sequence

1.14.3.1   General

In addition to the submittals required by clause SCHEDULES FOR CONSTRUCTION 
CONTRACTS (see SECTION 00700, FAR 52.236-15) the Contractor shall submit 
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for approval a summary work schedule setting forth schedule dates for 
initiation and completion of construction in each work area.  No work shall 
be performed prior to approval of this schedule and all work shall be 
performed in strict adherence thereto.  If departures from this schedule 
appear to be required or desired, the Contracting Officer shall be promptly 
notified and his approval will be required prior to implementation of said 
departure(s).

1.14.3.2   Special Work Restraints

None.

1.14.4   Time of Performance

1.14.4.1   Access to Buildings

All work requiring access to building interiors excluding attics, crawl 
spaces, etc., and all other work shall be performed between 7:30 a.m. and 4 
p.m. (normal working hours for base where project is located) excluding 
official holidays, unless otherwise indicated or approved by the 
Contracting Officer.  Requests to work during other than these normal hours 
shall be made in writing at least 48 hours in advance.  For example, a 
request to work on a Saturday shall be submitted no later than Thursday at 
noon.

1.14.4.2   Work Requiring Outages

Work requiring outages of utilities or building systems will be 
accomplished during normal working hours in accordance with prior approved 
schedule(s).

1.14.5   Contractor Vehicle/Equipment Access to Fort Bragg

Fort Bragg is not a closed installation, but vehicular access is 
controlled.  Contractors are required to register each vehicle that will be 
traveling installation roads or streets under its own power.  Each such 
vehicle shall have a registration decal.  Registration may be accomplished 
at the Main Vehicle Registration Center, building 8-1078 on Randolph Street 
near Bragg Boulevard, 0800-1700 hours Monday through Friday.  Unregistered 
vehicles may be stopped and delayed at any time anywhere on Fort Bragg, but 
permanent vehicular check-points will be located at Zabitosky and 
All-American Expressway (with likely closure of Reilly Road exit), Bragg 
Boulevard and Butner Road, Reilly Road (Canopy), and Yadkin Road.  
Contractors should expect possible delays in passing through these 
locations, even if registered.

1.14.6   Outages

Contractor's work requiring outages of utility systems or building systems 
will require 2 weeks' advance notice and will be subject to the approval of 
the Contracting Officer.  Contractor will be held responsible for 
unauthorized utility disruptions that cause damage or loss to the 
Government's real property, equipment, or operations.  The Contractor will 
be held responsible for utility disruptions that extend beyond this period.

Limits of Duration:

   Water -------------------- 4 hours
   Sewer -------------------- 4 hours
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   Electricity -------------- 4 hours
   Natural Gas:  Seasons to be determined by Fort Bragg PWBC
     During heating season -- 3 hours
     During cooling season -- 6 hours
   LP Gas:  Seasons to be determined by Fort Bragg PWBC
     During heating season -- 3 hours
     During cooling season -- 6 hours
   #2 Fuel Oil:  Seasons to be determined by Fort Bragg PWBC
     During heating season -- 3 hours
     During cooling season -- 6 hours
   High Temperature Water (HTW):  Seasons to be determined by Fort Bragg 
                               PWBC
     During heating season -- 3 hours
     During cooling season -- 6 hours
   Steam:  Seasons to be determined by Fort Bragg PWBC
     During heating season -- 3 hours
     During cooling season -- 6 hours
   Chilled Water:  Seasons to be determined by Fort Bragg PWBC
     During heating season -- 3 hours
     During cooling season -- 6 hours

*The cooling season at Fort Bragg is 1 May through 1 October.  The heating 
season at Fort Bragg is 1 October through 1 May.

The Contractor shall provide temporary utilities systems for any utility 
outage longer than the limits of duration shown above.

1.14.7   Continuity

All tools, labor and materials required to complete any item of work within 
a given work area or requiring an outage of any building utility or system, 
shall be available at the site prior to commencement thereof.  Once work 
has commenced on an item of work, said work shall be continuously and 
diligently performed to completion and acceptance. Breaks in work to be 
negotiated with the Contracting Officers Representative if other then 
Holidays.

1.14.8   Permits

1.14.8.1   Excavation Permits

An Excavation Permit, FB Form 1605, shall be presented to the Resident 
Engineer and approved by the Facilities Engineer 7 working days prior to 
any excavation that penetrates the ground by 6 or more inches.  A sample of 
this form is included in Attachment 1 to Section 00800 or can be obtained 
from the Resident Office upon request.  The Contractor shall contact the 
Resident Engineer's Office for an appointment for spotting of utility 
lines.  A signed copy of the digging permit shall be kept on site at all 
times.

1.14.8.2   Disposal Permits

A permit is required to use the installation land clearing and inert debris 
and demolition landfills.  Landfill permits shall be processed with the 
Environmental Branch of the PWBC Environmental and Natural Resources 
Division through the Contracting Officer.  Permits are issued for the life 
of the specific contract only.  Only materials produced on the project for 
which the permits are issued may be disposed of in the land clearing and 
inert debris and demolition landfills.  The Contractor shall keep a copy of 
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the completed permit with the vehicle throughout the contract disposal 
operation.  Copies of the disposal permit forms will be provided at the 
Preconstruction Conference.  The land clearing and inert debris and 
demolition debris disposal site locations are shown on the drawings.

1.14.8.3   Borrow Permits

A permit is required to use the Fort Bragg borrow material pits.  Borrow 
pit permits shall be processed with the Environmental Branch of the PWBC 
Environmental and Natural Resources Division through the Contracting 
Officer.  Permits are issued for the life of the specific contract only.  
Borrow materials may only be used on the project for which the permits are 
issued.  The Contractor shall keep a copy of the completed permit with the 
vehicle throughout the contract borrow operation.  Copies of the borrow 
permit forms will be provided at the Preconstruction Conference.  The 
borrow pit location is shown on the drawings.

1.14.9   Road and/or Railroad Closures

Road and/or railroad closures will require 2 weeks' advance written notice 
and be subject to the Contracting Officer's approval.  Notice shall state 
reason for closure, date and time closure will commence and estimated 
duration of closure.  A sketch shall be provided showing location of 
excavated area and placement of barricades and signs.  Closures shall be 
limited to a maximum of 5 calendar days.  Kendenburg Street, Ardennes Road, 
and 6th Street from Kendenberg Street to Gruber Road are closed all year 
round Monday through Friday between the hours of 6:30 a.m. and 7:45 a.m.

1.14.10   Landfills

1.14.10.1   Land Clearing and Inert Debris (LCID) Landfill

The land clearing and inert debris (LCID) landfill is permitted for 
disposal of yard waste (pine needles, limbs, trees, untreated wood, 
unpainted wood), inert debris (bricks, concrete, rubble, glass, concertina 
wire), and uncontaminated soil.

1.14.10.2   Demolition Landfill

The demolition landfill is permitted for disposal of construction and 
renovation debris:  buildings, asphalt, painted and treated wood, 
incidental scrap metals, shingles, and debris incidental to construction 
such as cement or joint compound bags, plastic pails or metal cans or 
drums, insulation, and wallboard.

1.14.10.3   Transfer Station

White goods (appliances), tires, aluminum cans, and municipal solid waste 
(such as paper, plastic, cardboard, or household garbage) must be disposed 
of at the transfer station.  Special arrangements must be made with the 
Environmental Branch of the PWBC Environmental and Natural Resources 
Division through the Contracting Officer to dispose of liquids, hazardous 
waste, and tires.

1.14.10.4   Disposal of Asbestos

Non-friable asbestos can be disposed of in the demolition landfill.  
Friable asbestos must be double bagged and disposed of in the section of 
the demolition landfill designated for that purpose.
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1.14.10.5   Municipal Solid Waste (MSW)

Municipal solid waste (MSW) shall be disposed of in dumpsters (either Fort 
Bragg's or the contractor's) designated for MSW or at the Fort Bragg 
transfer station.  Operating hours for the transfer station are 7:30 a.m. 
to 3:00 p.m.  MSW shall be defined as any wastes other than those described 
above, to include garbage, vegetable waste and containers thereof resulting 
from the handling, preparation, cooking and consumption of foods, and 
excess quantities of paper, plastic, and cardboard (construction material 
packaging is acceptable).

1.14.10.6   Trash Containers

All trash containers on the job site must be covered at all times to ensure 
that trash does not blow around.  In addition, all light/loose material 
will be secured such that it will not blow around during windy weather.

1.14.10.7   Construction Debris Leaving Site

All construction debris/trash that leaves the project site will be covered 
from the time that it leaves the construction site.  Any mud or soil which 
leaves the project site will be cleaned up by the Contractor immediately 
upon discovery or notification of such an occurrence.

1.14.11   Landforms

Contractor will be required to maintain existing landforms, drainage 
patterns, and healthy, mature vegetation to the maximum extent possible and 
will replace damaged vegetation, sod, and ground cover.

1.14.12   Topsoil

Any suitable topsoil stripped from the site during the course of work will 
be stockpiled onsite for reuse.  Any excess topsoil remaining upon 
completion of project will be stockpiled in the DPW compound.

1.14.13   Unforeseen Site Conditions

Any unforeseen site conditions, unmapped utility systems, or 
historical/archeological items encountered during site surveys, soil 
borings, or construction excavation will be reported to the Contracting 
Officer.

1.14.14   Replacement

The Contractor shall be held responsible for the replacement of any utility 
systems, facilities, or Government equipment damaged during the course of 
the contract.

1.14.15   Mowing

The Contractor will mow the grass on the construction site weekly or when 
the following conditions warrant:  centipede grass will be maintained to a 
maximum height of 2 inches and a minimum height of 1 inch; all other 
grasses will be mowed to keep the height of the grass to a maximum of 4 
inches and a minimum of 2 inches.

1.14.16   Communications Systems
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The Director of Information Management will be notified through the 
Contracting Officer's Representative of the preparatory meeting for the 
communications system.

1.15   COLOR BOARDS

Five sets of color boards shall be submitted, in addition to samples 
required elsewhere.  Such submittals shall be made not later than 60 days 
prior to approval date required to achieve compliance with approved project 
schedule.  Each set of boards shall include samples of colors and finishes 
of all exterior and interior building surfaces such as walls, toilet 
partitions, floors and ceilings.  The samples will be presented on 8-inch 
by 10-1/2-inch boards (modules) with a maximum spread of 24 inches by 
31-1/2 inches for foldouts.  The modules shall be designed to fit in a 
standard looseleaf, three-ring binder.  If more space is needed, more than 
one board per set may be submitted.  The Contractor shall certify that he 
has reviewed the color samples in detail and that they are in strict 
accordance with the contract drawings and specifications, except as may be 
otherwise explicitly stated.  If multiple material and finish (color) 
schemes are required, samples shall be identified by scheme and coordinated 
to room names and numbers shown on the architectural floor plans and room 
finish and color schedule.  Submittal of the color boards shall not relieve 
the Contractor of the responsibility to submit the samples required by 
technical specifications.

1.16   PROGRESS PHOTOGRAPHS

The Contractor shall, during the progress of the project, furnish the 
Contracting Officer progress photographs and color slides to depict 
progress of construction.  The photographic work shall be performed by a 
qualified, established, commercial photographer.  The photographs and 
slides shall be taken between the 1st and 5th day of each month and be 
delivered to the Contracting Officer not later than the 20th day of the 
same month taken.  The photographs and slides shall be taken from not less 
than six positions for each month as selected by the Contracting Officer.  
They shall show, inasmuch as practicable, work accomplished during the 
previous month.  The photographs shall be 8-inch by 10-inch color glossy 
prints and the slides 35 millimeter color slides.  Each photograph shall be 
identified showing date made, contract title and number and a brief 
description of work depicted and shall be sequentially numbered.  The 
identifying data shall be placed on the back of the prints.  Slides shall 
have a number placed on the frame corresponding to the appropriate 
identified print, the name of the project, the date and a brief description 
of work depicted.  No identifying data shall appear on the face of prints 
or in the viewing area of slides.  One copy of each photograph and the 
corresponding negative and slide shall be furnished to the Contracting 
Officer by the time stipulated above.  No separate payment will be made for 
these services and all costs in connection therewith shall be considered 
incidental to costs of the overall project.

1.17   CLEANUP

Construction debris, waste materials, packaging material and the like shall 
be removed from the work site daily.  Any dirt or mud which is tracked onto 
paved or surfaced roadways shall be cleaned away.  Materials resulting from 
demolition activities which are salvageable shall be stored within the 
fenced area described above or at the supplemental storage area.  Stored 
material not in trailers, whether new or salvaged, shall be neatly stacked 
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when stored.

1.18   RESTORATION OF STORAGE AREA

Upon completion of the project and after removal of trailers, materials, 
and equipment from within the fenced area, the fence shall be removed and 
will become the property of the Contractor.  Areas used by the Contractor 
for the storage of equipment or material, or other use, shall be restored 
to the original or better condition.  Gravel used to traverse grassed areas 
shall be removed and the area restored to its original condition, including 
top soil and seeding as necessary.

PART 2   PRODUCTS (NOT APPLICABLE)
PART 3   EXECUTION (NOT APPLICABLE)        -- End of Section --

SECTION 01500  Page 16



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

SECTION TABLE OF CONTENTS

DIVISION 01 - GENERAL REQUIREMENTS

SECTION 01780

AS-BUILT DRAWINGS SUBMITTALS

01/99

PART 1   GENERAL

  1.1   OMITTED
  1.2   SUBMITTALS
  1.3   PROJECT RECORD DOCUMENTS
    1.3.1   As-Built Drawings
      1.3.1.1   Government Furnished Materials
      1.3.1.2   Working As-Built and Final As-Built Drawings
      1.3.1.3   Drawing Preparation
      1.3.1.4   Computer Aided Design and Drafting (CADD) Drawings
      1.3.1.5   Omitted
      1.3.1.6   Payment

PART 2   PRODUCTS (NOT USED)

PART 3   EXECUTION (NOT USED)

-- End of Section Table of Contents --

SECTION 01780  Page 1



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

                                         CEGS-01780 (January 1999)

SECTION 01780

AS-BUILT DRAWINGS SUBMITTALS
01/99

PART 1   GENERAL

1.1   OMITTED

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

As-Built Drawings; G

Drawings showing final as-built conditions of the project.  The CADD 
drawings shall consist of two sets of completed final as-built drawings on 
separate media.  One set of media shall be CADD drawing files.  The other 
set of media shall consist of two sets of blue line prints and the approved 
marked working as-built prints.

SD-03 Product Data

As-Built Record of Equipment and Materials; G

Two copies of the record listing the as-built materials and equipment 
incorporated into the construction of the project.

1.3   PROJECT RECORD DOCUMENTS

1.3.1   As-Built Drawings

This paragraph covers as-built drawings complete, as a requirement of the 
contract.  The terms "drawings," "contract drawings," "drawing files," 
"working as-built drawings" and "final as-built drawings" refer to contract 
drawings which are revised to be used for final as-built drawings.

1.3.1.1   Government Furnished Materials

One set of electronic CADD files in the specified software and format 
revised to reflect all bid amendments will be provided by the Government at 
the preconstruction conference for projects requiring CADD file as-built 
drawings.

1.3.1.2   Working As-Built and Final As-Built Drawings

The Contractor shall revise two sets of paper drawings by red-line process 
to show the as-built conditions during the prosecution of the project.  
These working as-built marked drawings shall be kept current on a weekly 
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basis and available on the job site at all times.  Changes from the 
contract plans which are made in the work or additional information which 
might be uncovered in the course of construction shall be accurately and 
neatly recorded as they occur by means of details and notes.  Final 
as-built drawings shall be prepared after the completion of specific phases 
of work (foundations, utilities, structural steel, etc., as appropriate for 
the project).  The working as-built marked prints and final as-built 
drawings will be jointly reviewed for accuracy and completeness by the 
Contracting Officer and the Contractor prior to incremental submission of 
each monthly pay estimate.  If the Contractor fails to maintain the working 
and finalas-built drawings as specified herein, the Contracting Officer 
will deduct from the monthly progress payment an amount representing the 
estimated cost of maintaining the as-built drawings.  This monthly 
deduction will continue until an agreement can be reached between the 
Contracting Officer and the Contractor regarding the accuracy and 
completeness of updated drawings.  Noncompliance with regard to maintaining 
as-built drawings will be consideration for an interim unsatisfactory 
Contractor performance evaluation.  The working and final as-built drawings 
shall show the following information, but not be limited thereto:

     a.  The actual location, kinds and sizes of all sub-surface utility 
lines.  In order that the location of these lines and appurtenances may be 
determined in the event the surface openings or indicators become covered 
over or obscured, the as-built drawings shall show, by offset dimensions to 
two permanently fixed surface features, the end of each run including each 
change in direction.  Valves, splice boxes and similar appurtenances shall 
be located by dimensioning along the utility run from a reference point.  
The average depth below the surface of each run shall also be recorded.

     b.  The location and dimensions of any changes within the building 
structure.

     c.  Correct grade, elevations, cross section, or alignment of roads, 
earthwork, structures or utilities if any changes were made from contract 
plans.

     d.  Changes in details of design or additional information obtained 
from working drawings specified to be prepared and/or furnished by the 
Contractor; including but not limited to fabrication, erection, 
installation plans and placing details, pipe sizes, insulation material, 
dimensions of equipment foundations, etc.

     e.  The topography, invert elevations and grades of drainage installed 
or affected as part of the project construction.

     f.  Changes or modifications which result from the final inspection.

     g.  Where contract drawings or specifications present options, only 
the option selected for construction shall be shown on the final as-built 
prints.

     h.  If borrow material for this project is from sources on Government 
property, or if Government property is used as a spoil area, the Contractor 
shall furnish a contour map of the final borrow pit/spoil area elevations.

     i.  Systems designed or enhanced by the Contractor, such as, HVAC 
controls, fire alarm, fire sprinkler, and irrigation systems.

     j.  Modifications (change order price shall include the Contractor's 
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cost to change working and final as-built drawings to reflect 
modifications) and comply with the following procedures.

(1)  Directions in the modification for posting descriptive changes 
shall be followed.

(2)  A modification circle shall be placed at the location of each 
deletion.

(3)  For all new details or sections which are added to a drawing, a 
modification circle shall be placed by the detail or section title.

(4)  For minor changes, a modification circle shall be placed by the 
area changed on the drawing (each location).

(5)  For major changes to a drawing, place a modification circle by the 
title of the affected plan, section, or detail at each location.

(6)  For changes to schedules or drawings, a modification circle shall 
be placed either by the schedule heading or by the change in the 
schedule.

(7)  The modification circle size shall be 1/2 inch diameter unless the 
area where the circle is to be placed is crowded.  Smaller size circle 
shall be used for crowded areas.

1.3.1.3   Drawing Preparation

The as-built drawings shall be modified as may be necessary to correctly 
show the features of the project as it has been constructed by bringing the 
contract set into agreement with approved working as-built prints, adding 
such additional drawings as may be necessary.  At the time of final 
inspection, 1 copy of the working as-built prints shall be delivered to the 
Contracting Officer for review and approval.  These working as-built marked 
prints shall be neat, legible and accurate.  These drawings are part of the 
permanent records of this project and shall be returned to the Contracting 
Officer.  Any drawings damaged or lost by the Contractor shall be 
satisfactorily replaced by the Contractor at no expense to the Government.

1.3.1.4   Computer Aided Design and Drafting (CADD) Drawings

Only personnel proficient in the preparation of CADD drawings shall be 
employed to modify the contract drawings or prepare additional new 
drawings.  Additions and corrections to the contract drawings shall be 
equal in quality and detail to that of the originals.  Line colors, line 
weights, lettering, layering conventions, and symbols shall be the same as 
the original line colors, line weights, lettering, layering conventions, 
and symbols.  If additional drawings are required, they shall be prepared 
using the specified electronic file format applying the same guidance 
specified for original drawings.  The title block and drawing border to be 
used for any new final as-built drawings shall be identical to that used on 
the contract drawings.  Additions and corrections to the contract drawings 
shall be accomplished using CADD files .  The Contractor will use the most 
current version of Microstation software using Windows NT operating system. 
 The electronic files will be supplied on ISO 9660 Format compact dics,  
read-only memory (CD-ROM).  The Contractor shall be responsible for 
providing all program files and hardware necessary to prepare final 
as-built drawings.  The Contracting Officer will review final as-built 
drawings for accuracy and the Contractor shall make all required 
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corrections, changes, additions, and deletions.

     a.  When final revisions have been completed, the cover sheet drawing 
shall show the wording "RECORD DRAWING AS-BUILT" followed by the name of 
the Contractor in letters at least 3/16 inch high.  All other contract 
drawings shall be marked either "AS-Built" drawing denoting no revisions on 
the sheet or "Revised As-Built" denoting one or more revisions.  Original 
contract drawings shall be dated in the revision block.

     b.  After receipt by the Contractor of the approved working as-built 
prints and approval of completed sections of final as-builts the Contractor 
shall, within 10 days for each specific phase of work for contracts less 
than $5 million, or 20 days for each specific phase of work for contracts 
$5 million and above, make the final as-built submittal.  This submittal 
shall consist of one ISO 9660 compact disc, read-only memory (CD-ROM), and 
two sets of  prints of these drawings and the return of the approved marked 
working as-built prints.  They shall be complete in all details and 
identical in form and function to the contract drawing files supplied by 
the Government.  Any transactions or adjustments necessary to accomplish 
this are the responsibility of the Contractor.  The Government reserves the 
right to reject any drawing files it deems incompatible with the customer's 
CADD system.  All paper prints, drawing files and storage media submitted 
will become the property of the Government upon final approval.  Failure to 
submit final as-built drawing files and marked prints as specified shall be 
cause for withholding any payment due the Contractor under this contract 
and shall be grounds for a final unsatisfactory Contractor performance 
evaluation.  Approval and acceptance of final as-built drawings shall be 
accomplished before final payment is made to the Contractor.

1.3.1.5   Omitted

1.3.1.6   Payment

No separate payment will be made for as-built drawings required under this 
contract, and all costs in connection therewith shall be considered a 
subsidiary obligation of the Contractor.

PART 2   PRODUCTS (NOT USED)

PART 3   EXECUTION (NOT USED)

        -- End of Section --
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SECTION 02220A

DEMOLITION
05/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (1996) U.S. Army Corps of Engineers Safety 
and Health Requirements Manual

1.2   GENERAL REQUIREMENTS

The work includes demolition, salvage of identified items and materials, 
and removal of resulting rubbish and debris.  Rubbish and debris shall be 
removed from Government property daily, unless otherwise directed, to avoid 
accumulation at the demolition site.  Materials that cannot be removed 
daily shall be stored in areas specified by the Contracting Officer.  In 
the interest of occupational safety and health, the work shall be performed 
in accordance with EM 385-1-1, Section 23, Demolition, and other applicable 
Sections.  In the interest of conservation, salvage shall be pursued to the 
maximum extent possible; salvaged items and materials shall be disposed of 
as specified.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Work Plan; 

  The procedures proposed for the accomplishment of the work.  The 
procedures shall provide for safe conduct of the work, including 
procedures and methods to provide necessary supports, lateral 
bracing and shoring when required, careful removal and disposition 
of materials specified to be salvaged, protection of property 
which is to remain undisturbed, coordination with other work in 
progress, and timely disconnection of utility services.  The 
procedures shall include a detailed description of the methods and 
equipment to be used for each operation, and the sequence of 
operations in accordance with EM 385-1-1.

1.4   DUST CONTROL
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The amount of dust resulting from demolition shall be controlled to prevent 
the spread of dust to occupied portions of the construction site and to 
avoid creation of a nuisance in the surrounding area.  Use of water will 
not be permitted when it will result in, or create, hazardous or 
objectionable conditions such as ice, flooding and pollution.

1.5   PROTECTION

1.5.1   Protection of Personnel

During the demolition work the Contractor shall continuously evaluate the 
condition of the structure being demolished and take immediate action to 
protect all personnel working in and around the demolition site.  No area, 
section, or component of floors, roofs, walls, columns, pilasters, or other 
structural element will be allowed to be left standing without sufficient 
bracing, shoring, or lateral support to prevent collapse or failure while 
workmen remove debris or perform other work in the immediate area.

1.5.2   Protection of Structures

Floors, roofs, walls, columns, pilasters, and other structural components 
that are designed and constructed to stand without lateral support or 
shoring, and are determined to be in stable condition, shall remain 
standing without additional bracing, shoring, of lateral support until 
demolished, unless directed otherwise by the Contracting Officer.  The 
Contractor shall ensure that no elements determined to be unstable are left 
unsupported and shall be responsible for placing and securing bracing, 
shoring, or lateral supports as may be required as a result of any cutting, 
removal, or demolition work performed under this contract.

1.5.3   Protection of Existing Property

Before beginning any demolition work, the Contractor shall survey the site 
and examine the drawings and specifications to determine the extent of the 
work.  The Contractor shall take necessary precautions to avoid damage to 
existing items to remain in place, to be reused, or to remain the property 
of the Government; any damaged items shall be repaired or replaced as 
approved by the Contracting Officer.  The Contractor shall coordinate the 
work of this section with all other work and shall construct and maintain 
shoring, bracing, and supports as required.  The Contractor shall ensure 
that structural elements are not overloaded and shall be responsible for 
increasing structural supports or adding new supports as may be required as 
a result of any cutting, removal, or demolition work performed under this 
contract.

1.5.4   Protection From the Weather

The interior of buildings to remain; salvageable materials and equipment 
shall be protected from the weather at all times.

1.5.5   Protection of Trees

Trees within the project site which might be damaged during demolition, and 
which are indicated to be left in place, shall be protected by a 3 foot 
high fence.  The fence shall be securely erected a minimum of 5 feet from 
the trunk of individual trees or follow the outer perimeter of branches or 
clumps of trees.  Any tree designated to remain that is damaged during the 
work under this contract shall be replaced in kind or as approved by the 
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Contracting Officer.

1.5.6   Environmental Protection

The work shall comply with the requirements of Section 01355 ENVIRONMENTAL 
PROTECTION.

1.6   BURNING

The use of burning at the project site for the disposal of refuse and 
debris will not be permitted.

1.7   USE OF EXPLOSIVES

Use of explosives will not be permitted.

1.8   AVAILABILITY OF WORK AREAS

Areas in which the work is to be accomplished will be available during 
normal working hours during the contract duration or as directed by the 
Contracting Officer.

PART 2   PRODUCTS (Not Applicable)

PART 3   EXECUTION

3.1   EXISTING STRUCTURES

Sidewalks, curbs, gutters and street light bases shall be removed as 
indicated.

3.2   UTILITIES

Existing utilities shall be removed as indicated.  When utility lines are 
encountered that are not indicated on the drawings, the Contracting Officer 
shall be notified prior to further work in that area.

3.3   NOT USED

3.4   DISPOSITION OF MATERIAL

Title to material and equipment to be demolished, except Government salvage 
and historical items, is vested in the Contractor upon receipt of notice to 
proceed.  The Government will not be responsible for the condition, loss or 
damage to such property after notice to proceed.

3.4.1   Salvageable Items and Material

Contractor shall salvage items and material to the maximum extent possible.

3.4.1.1   Material Salvaged for the Contractor

Material salvaged for the Contractor shall be stored as approved by the 
Contracting Officer and shall be removed from Government property before 
completion of the contract.  Material salvaged for the Contractor shall not 
be sold on the site.

3.4.2   Unsalvageable Material
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Concrete, masonry, and other noncombustible material, except concrete 
permitted to remain in place, shall be disposed of in a disposal area 
located off site in an approved landfill.  Combustible material shall be 
disposed of off site.

3.5   CLEAN UP

Debris shall be removed and transported in a manner that prevents spillage 
on streets or adjacent areas.  Local regulations regarding hauling and 
disposal shall apply.

    -- End of Section --
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SECTION 02300A

EARTHWORK
12/97

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 136 (1996a) Sieve Analysis of Fine and Coarse 
Aggregates

ASTM D 422 (1963; R 1998) Particle-Size Analysis of 
Soils

ASTM D 1140 (1997) Amount of Material in Soils Finer 
than the No. 200 (75-micrometer) Sieve

ASTM D 1556 (1990; R 1996el) Density and Unit Weight 
of Soil in Place by the Sand-Cone Method

ASTM D 1557 (1991; R 1998) Laboratory Compaction 
Characteristics of Soil Using Modified 
Effort (56,000 ft-lbf/cu. ft. (2,700 
kN-m/cu. m.))

ASTM D 2167 (1994) Density and Unit Weight of Soil in 
Place by the Rubber Balloon Method

ASTM D 2487 (1998) Classification of Soils for 
Engineering Purposes (Unified Soil 
Classification System)

ASTM D 4318 (1998) Liquid Limit, Plastic Limit, and 
Plasticity Index of Soils

1.2   PAYMENT

Payment will constitute full compensation for all labor, equipment, tools, 
supplies, and incidentals necessary to complete the work.

1.3   DEFINITIONS

1.3.1   Satisfactory Materials

Satisfactory materials shall comprise any materials classified by ASTM D 
2487 as GW, GP, GM, GP-GM, GW-GM, GC, GP-GC, GM-GC, SW, SP, SM, SW-SM, SC, 
SW-SC, SP-SM, SP-SC,.  Satisfactory materials for grading shall be 
comprised of stones less than  8 inches, except for fill material for 
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pavements and railroads which shall be comprised of stones less than  3 
inches in any dimension.

1.3.2   Unsatisfactory Materials

Materials which do not comply with the requirements for satisfactory 
materials are unsatisfactory.  Unsatisfactory materials also include 
man-made fills; trash; refuse; backfills from previous construction; and 
material classified as satisfactory which contains root and other organic 
matter or frozen material.  The Contracting Officer shall be notified of 
any contaminated materials.

1.3.3   Cohesionless and Cohesive Materials

Cohesionless materials include materials classified in ASTM D 2487 as GW, 
GP, SW, and SP.  Cohesive materials include materials classified as GC, SC, 
ML, CL, MH, and CH.  Materials classified as GM and SM will be identified 
as cohesionless only when the fines are nonplastic.  Testing required for 
classifying materials shall be in accordance with ASTM D 4318, ASTM C 136, 
ASTM D 422, and ASTM D 1140.

1.3.4   Degree of Compaction

Degree of compaction required, is expressed as a percentage of the maximum 
density obtained by the test procedure presented in ASTM D 1557abbreviated 
as a percent of laboratory maximum density.

1.3.5   Topsoil

Material suitable for topsoils obtained from excavations is defined as soil 
that is free of any underlying subsoil or other objectionable material.

1.4   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Earthwork; G

Procedure and location for disposal of unused satisfactory material. 
Proposed source of borrow material.

SD-06 Test Reports

Testing; FIO

Within 24 hours of conclusion of physical tests, 2 copies of test results, 
including calibration curves and results of calibration tests.

SD-07 Certificates

Testing; FIO

Qualifications of the commercial testing laboratory or Contractor's testing 
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facilities.

1.5   CLASSIFICATION OF EXCAVATION

No consideration will be given to the nature of the materials, and all 
excavation will be designated as unclassified excavation.

1.6   UTILIZATION OF EXCAVATED MATERIALS

Unsatisfactory materials removed from excavations shall be disposed of in 
designated waste disposal or spoil areas.  Satisfactory material removed 
from excavations shall be used, insofar as practicable, in the construction 
of fills, embankments, subgrades, shoulders, bedding (as backfill), and for 
similar purposes.  No satisfactory excavated material shall be wasted 
without specific written authorization.  Satisfactory material authorized 
to be wasted shall be disposed of in designated areas approved for surplus 
material storage or designated waste areas as directed.  Newly designated 
waste areas on Government-controlled land shall be cleared and grubbed 
before disposal of waste material thereon.  Coarse rock from excavations 
shall be stockpiled and used for constructing slopes or embankments 
adjacent to streams, or sides and bottoms of channels and for protecting 
against erosion.  No excavated material shall be disposed of to obstruct 
the flow of any stream, endanger a partly finished structure, impair the 
efficiency or appearance of any structure, or be detrimental to the 
completed work in any way.

PART 2   PRODUCTS (Not Applicable)

PART 3   EXECUTION

3.1   STRIPPING OF TOPSOIL

Where indicated or directed, topsoil shall be stripped to a depth of 6 
inches.  Topsoil shall be spread on areas already graded and prepared for 
topsoil, or transported and deposited in stockpiles convenient to areas 
that are to receive application of the topsoil later, or at locations 
indicated or specified.  Topsoil shall be kept separate from other 
excavated materials, brush, litter, objectionable weeds, roots, stones 
larger than  2 inches in diameter, and other materials that would interfere 
with planting and maintenance operations.  Any surplus of topsoil from 
excavations and grading shall be removed from the site.

3.2   GENERAL EXCAVATION

The Contractor shall perform excavation of every type of material 
encountered within the limits of the project to the lines, grades, and 
elevations indicated and as specified.  Grading shall be in conformity with 
the typical sections shown and the tolerances specified in paragraph 
FINISHING.  Satisfactory excavated materials shall be transported to and 
placed in fill or embankment within the limits of the work.  Unsatisfactory 
materials encountered within the limits of the work shall be excavated 
below grade and replaced with satisfactory materials as directed.  Such 
excavated material and the satisfactory material ordered as replacement 
shall be included in excavation.  Surplus satisfactory excavated material 
not required for fill or embankment shall be disposed of in areas approved 
for surplus material storage or designated waste areas.  Unsatisfactory 
excavated material shall be disposed of in designated waste or spoil areas. 
 During construction, excavation and fill shall be performed in a manner 
and sequence that will provide proper drainage at all times.  Material 
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required for fill or embankment in excess of that produced by excavation 
within the grading limits shall be excavated from the borrow areas 
indicated or from other approved areas selected by the Contractor as 
specified.

3.2.1   Ditches, Gutters, and Channel Changes

Excavation of ditches, gutters, and channel changes shall be accomplished 
by cutting accurately to the cross sections, grades, and elevations shown.  
Ditches and gutters shall not be excavated below grades shown.  Excessive 
open ditch or gutter excavation shall be backfilled with satisfactory, 
thoroughly compacted, material or with suitable stone or cobble to grades 
shown.  Material excavated shall be disposed of as shown or as directed, 
except that in no case shall material be deposited less than  4 feet from 
the edge of a ditch.  The Contractor shall maintain excavations free from 
detrimental quantities of leaves, brush, sticks, trash, and other debris 
until final acceptance of the work.

3.2.2   Drainage Structures

Excavations shall be made to the lines, grades, and elevations shown, or as 
directed.  Trenches and foundation pits shall be of sufficient size to 
permit the placement and removal of forms for the full length and width of 
structure footings and foundations as shown.  Rock or other hard foundation 
material shall be cleaned of loose debris and cut to a firm, level, 
stepped, or serrated surface.  Loose disintegrated rock and thin strata 
shall be removed.  When concrete or masonry is to be placed in an excavated 
area, the bottom of the excavation shall not be disturbed.  Excavation to 
the final grade level shall not be made until just before the concrete or 
masonry is to be placed.

3.3   SELECTION OF BORROW MATERIAL

Borrow material shall be selected to meet the requirements and conditions 
of the particular fill or embankment for which it is to be used.  Borrow 
material shall be obtained from the borrow areas from approved private 
sources.  Unless otherwise provided in the contract, the Contractor shall 
obtain from the owners the right to procure material, pay royalties and 
other charges involved, and bear the expense of developing the sources, 
including rights-of-way for hauling.  Borrow material from approved sources 
on Government-controlled land may be obtained without payment of royalties. 
 Unless specifically provided, no borrow shall be obtained within the 
limits of the project site without prior written approval.  Necessary 
clearing, grubbing, and satisfactory drainage of borrow pits and the 
disposal of debris thereon shall be considered related operations to the 
borrow excavation.

3.4   OPENING AND DRAINAGE OF EXCAVATION AND BORROW PITS

Except as otherwise permitted, borrow pits and other excavation areas shall 
be excavated providing adequate drainage.  Overburden and other spoil 
material shall be transported to designated spoil areas or otherwise 
disposed of as directed.  Borrow pits shall be neatly trimmed and drained 
after the excavation is completed.  The Contractor shall ensure that 
excavation of any area, operation of borrow pits, or dumping of spoil 
material results in minimum detrimental effects on natural environmental 
conditions.

3.5   GRADING AREAS
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Where indicated, work will be divided into grading areas within which 
satisfactory excavated material shall be placed in embankments, fills, and 
required backfills.  The Contractor shall not haul satisfactory material 
excavated in one grading area to another grading area except when so 
directed in writing.

3.6   SUBGRADE PREPARATION

3.6.1   Construction

Subgrade shall be shaped to line, grade, and cross section, and compacted 
as specified.  This operation shall include plowing, disking, and any 
moistening or aerating required to obtain specified compaction.  Soft or 
otherwise unsatisfactory material shall be removed and replaced with 
satisfactory excavated material or other approved material as directed. 
Rock encountered in the cut section shall be excavated to a depth of  6 
inches below finished grade for the subgrade.  Low areas resulting from 
removal of unsatisfactory material or excavation of rock shall be brought 
up to required grade with satisfactory materials, and the entire subgrade 
shall be shaped to line, grade, and cross section and compacted as 
specified.  After rolling, the surface of the subgrade for roadways shall 
not show deviations greater than 0.5 inch when tested with a 10 foot 
straightedge applied both parallel and at right angles to the centerline of 
the area. The elevation of the finish subgrade shall not vary more than  
0.05 foot from the established grade and cross section.

3.6.2   Compaction

Compaction shall be accomplished by sheepsfoot rollers, pneumatic-tired 
rollers, steel-wheeled rollers, vibratory compactors, or other approved 
equipment.  Except for paved areas and railroads, each layer of the 
embankment shall be compacted to at least 90 percent of laboratory maximum 
density.

3.6.2.1   Subgrade for Pavements

Subgrade for pavements shall be compacted to at least 95 percentage 
laboratory maximum density for the depth below the surface of the pavement 
shown.  When more than one soil classification is present in the subgrade, 
the top 12 inches of subgrade shall be scarified, windrowed, thoroughly 
blended, reshaped, and compacted.

3.7   FINISHING

The surface of excavations, embankments, and subgrades shall be finished to 
a smooth and compact surface in accordance with the lines, grades, and 
cross sections or elevations shown.  The degree of finish for graded areas 
shall be within  0.1 foot of the grades and elevations indicated except 
that the degree of finish for subgrades shall be specified in paragraph 
SUBGRADE PREPARATION.  Gutters and ditches shall be finished in a manner 
that will result in effective drainage.  The surface of areas to be turfed 
shall be finished to a smoothness suitable for the application of turfing 
materials.

3.8   PLACING TOPSOIL

On areas to receive topsoil, the compacted subgrade soil shall be scarified 
to a  2 inch depth for bonding of topsoil with subsoil.  Topsoil then shall 
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be spread evenly to a thickness of 6 inches and graded to the elevations 
and slopes shown.  Topsoil shall not be spread when frozen or excessively 
wet or dry.

3.9   TESTING

Testing shall be performed by an approved commercial testing laboratory or 
by the Contractor subject to approval.  If the Contractor elects to 
establish testing facilities, no work requiring testing will be permitted 
until the Contractor's facilities have been inspected and approved by the 
Contracting Officer.  Field in-place density shall be determined in 
accordance with ASTM D 1556 ASTM D 2167.    When test results indicate, as 
determined by the Contracting Officer, that compaction is not as specified, 
the material shall be removed, replaced and recompacted to meet 
specification requirements.  Tests on recompacted areas shall be performed 
to determine conformance with specification requirements.  Inspections and 
test results shall be certified by a registered professional civil 
engineer.  These certifications shall state that the tests and observations 
were performed by or under the direct supervision of the engineer and that 
the results are representative of the materials or conditions being 
certified by the tests.  The following number of tests, if performed at the 
appropriate time, will be the minimum acceptable for each type operation.

3.9.1   Fill and Backfill Material Gradation

One test per 100 cubic yards stockpiled or in-place source material.  
Gradation of fill and backfill material shall be determined in accordance 
with ASTM C 136.

3.9.2   In-Place Densities

a.  One test per 2,000 square  feet, or fraction thereof, of each lift 
of fill or backfill areas compacted by other than hand-operated 
machines.

b.  One test per 500 square  feet, or fraction thereof, of each lift 
of fill or backfill areas compacted by hand-operated machines.

3.9.3   Moisture Contents

In the stockpile, excavation, or borrow areas, a minimum of two tests per 
day per type of material or source of material being placed during stable 
weather conditions shall be performed.  During unstable weather, tests 
shall be made as dictated by local conditions and approved by the 
Contracting Officer.

3.9.4   Optimum Moisture and Laboratory Maximum Density

Tests shall be made for each type material or source of material including 
borrow material to determine the optimum moisture and laboratory maximum 
density values.  One representative test per 100 cubic yards of fill and 
backfill, or when any change in material occurs which may affect the 
optimum moisture content or laboratory maximum density.

3.9.5   Tolerance Tests for Subgrades

Continuous checks on the degree of finish specified in paragraph SUBGRADE 
PREPARATION shall be made during construction of the subgrades.
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3.10   SUBGRADE AND EMBANKMENT PROTECTION

During construction, embankments and excavations shall be kept shaped and 
drained.  Ditches and drains along subgrade shall be maintained to drain 
effectively at all times.  The finished subgrade shall not be disturbed by 
traffic or other operation and shall be protected and maintained by the 
Contractor in a satisfactory condition until ballast, subbase, base, or 
pavement is placed.  The storage or stockpiling of materials on the 
finished subgrade will not be permitted.  No subbase, base course, ballast, 
or pavement shall be laid until the subgrade has been checked and approved, 
and in no case shall subbase, base, surfacing, pavement, or ballast be 
placed on a muddy, spongy, or frozen subgrade.

    -- End of Section --
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SECTION 02315A

EXCAVATION, FILLING AND BACKFILLING FOR BUILDINGS
08/98

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 1556 (1990; R 1996el) Density and Unit Weight 
of Soil in Place by the Sand-Cone Method

ASTM D 1557 (1991; R 1998) Laboratory Compaction 
Characteristics of Soil Using Modified 
Effort (56,000 ft-lbf/cu. ft. (2,700 
kN-m/cu.m.))

ASTM D 2216 (1998) Laboratory Determination of Water 
(Moisture) Content of Soil and Rock

ASTM D 2487 (1998) Classification of Soils for 
Engineering Purposes (Unified Soil 
Classification System)

ASTM D 4318 (1998) Liquid Limit, Plastic Limit, and 
Plasticity Index of Soils

1.2   DEGREE OF COMPACTION

Degree of compaction is expressed as a percentage of the maximum density 
obtained by the test procedure presented in ASTM D 1557, abbreviated as 
percent laboratory maximum density.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-06 Test Reports

Testing; FIO

  Copies of all laboratory and field test reports within 24 hours 
of the completion of the test.

PART 2   PRODUCTS
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2.1   MATERIALS

2.1.1   Satisfactory Materials

Satisfactory materials shall comprise any materials classified by ASTM D 
2487 as GW, GP, GM, GP-GM, GW-GM, GC, GP-GC, GM-GC, SW, SP, SM, SW-SM, SC, 
SW-SC, SP-SM, SP-SC, CL, ML, CL-ML,.

2.1.2   Unsatisfactory Materials

Materials which do not comply with the requirements for satisfactory 
materials are unsatisfactory.  Unsatisfactory materials also include 
man-made fills, trash, refuse, or backfills from previous construction.  
Unsatisfactory material also includes material classified as satisfactory 
which contains root and other organic matter, frozen material, and stones 
larger than 3  inches.  The Contracting Officer shall be notified of any 
contaminated materials.

2.1.3   Cohesionless and Cohesive Materials

Cohesionless materials include materials classified in ASTM D 2487 as GW, 
GP, SW, and SP.  Cohesive materials include materials classified as GC, SC, 
ML, CL, MH, and CH.  Materials classified as GM, GP-GM, GW-GM, SW-SM, 
SP-SM, and SM shall be identified as cohesionless only when the fines are 
nonplastic.

2.1.4   Expansive Soils

Expansive soils are defined as soils that have a plasticity index equal to 
or greater than 25 when tested in accordance with ASTM D 4318.

2.2   CAPILLARY WATER BARRIER

Capillary Water Barrier shall consist of clean, crushed, nonporous rock, 
crushed gravel, or uncrushed gravel.  The maximum particle size shall be  
1-1/2 inches and no more than 2 percent by weight shall pass the  No. 4 
size sieve.

PART 3   EXECUTION

3.1   CLEARING AND GRUBBING

The areas within lines  5 feet outside of each building and structure line 
shall be cleared and grubbed of trees, stumps, roots, brush and other 
vegetation, debris, existing foundations, pavements, utility lines, 
structures, fences, and other items that would interfere with construction 
operations.  Stumps, logs, roots, and other organic matter shall be 
completely removed and the resulting depressions shall be filled with 
satisfactory material, placed and compacted in accordance with paragraph 
FILLING AND BACKFILLING.  Materials removed shall be disposed of in the 
designated waste disposal areas.

3.2   TOPSOIL

Topsoil shall be stripped within the designated excavations and grading 
lines and deposited in storage piles for later use.  Excess topsoil shall 
be disposed as specified for excess excavated material.
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3.3   EXCAVATION

Excavation shall conform to the dimensions and elevations indicated for 
each building, structure, and footing except as specified, and shall 
include trenching for utility and foundation drainage systems to a point  5 
feet beyond the building line of each building and structure, excavation 
for  all work incidental thereof.  Excavation shall extend a sufficient 
distance from walls and footings to allow for placing and removal of forms. 
 Excavations below indicated depths will not be permitted except to remove 
unsatisfactory material.  Unsatisfactory material encountered below the 
grades shown shall be replaced with satisfactory material; and payment will 
be made in conformance with the CHANGES clause of the CONTRACT CLAUSES.  
Satisfactory material removed below the depths indicated, without specific 
direction of the Contracting Officer, shall be replaced, at no additional 
cost to the Government, with satisfactory materials to the indicated 
excavation grade; except that concrete footings shall be increased in 
thickness to the bottom of the overdepth excavations and over-break in rock 
excavation.  Satisfactory material shall be placed and compacted as 
specified in paragraph FILLING AND BACKFILLING.  Determination of 
elevations and measurements of approved overdepth excavation of 
unsatisfactory material below grades indicated shall be done under the 
direction of the Contracting Officer.

3.4   DRAINAGE AND DEWATERING

3.4.1   Drainage

Surface water shall be directed away from excavation and construction sites 
to prevent erosion and undermining of foundations.  Diversion ditches, 
dikes and grading shall be provided and maintained as necessary during 
construction.  Excavated slopes and backfill surfaces shall be protected to 
prevent erosion and sloughing.  Excavation shall be performed so that the 
site, the area immediately surrounding the site, and the area affecting 
operations at the site shall be continually and effectively drained.

3.4.2   Dewatering

Groundwater flowing toward or into excavations shall be controlled to 
prevent sloughing of excavation slopes and walls, boils, uplift and heave 
in the excavation and to eliminate interference with orderly progress of 
construction.  French drains, sumps, ditches or trenches will not be 
permitted within  3 feet of the foundation of any structure, except with 
specific written approval, and after specific contractual provisions for 
restoration of the foundation area have been made.  Control measures shall 
be taken by the time the excavation reaches the water level in order to 
maintain the integrity of the in situ material.  While the excavation is 
open, the water level shall be maintained continuously, at least 3  feet 
below the working level.

3.5   SHORING

Shoring, including sheet piling, shall be furnished and installed as 
necessary to protect workmen, banks, adjacent paving, structures, and 
utilities.  Shoring, bracing, and sheeting shall be removed as excavations 
are backfilled, in a manner to prevent caving.

3.6   CLASSIFICATION OF EXCAVATION

Excavation will be unclassified regardless of the nature of material 
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encountered. 

3.7   BLASTING

Blasting will not be permitted.

3.8   UTILITY AND DRAIN TRENCHES

Trenches for underground utilities systems and drain lines shall be 
excavated to the required alignments and depths.  The bottoms of trenches 
shall be graded to secure the required slope and shall be tamped if 
necessary to provide a firm pipe bed.  Recesses shall be excavated to 
accommodate bells and joints so that pipe will be uniformly supported for 
the entire length.  Rock, where encountered, shall be excavated to a depth 
of at least  6 inches below the bottom of the pipe, and the overdepth shall 
be backfilled with satisfactory material placed and compacted in 
conformance with paragraph FILLING AND BACKFILLING.

3.9   BORROW

Where satisfactory materials are not available in sufficient quantity from 
required excavations, approved materials shall be obtained as specified in 
Section 02300 EARTHWORK.

3.10   EXCAVATED MATERIALS

Satisfactory excavated material required for fill or backfill shall be 
placed in the proper section of the permanent work required under this 
section or shall be separately stockpiled if it cannot be readily placed. 
Satisfactory material in excess of that required for the permanent work and 
all unsatisfactory material shall be disposed of as specified in Section 
02300 EARTHWORK.

3.11   FINAL GRADE OF SURFACES TO SUPPORT CONCRETE

Excavation to final grade shall not be made until just before concrete is 
to be placed.   Only excavation methods that will leave the foundation rock 
in a solid and unshattered condition shall be used.  Approximately level 
surfaces shall be roughened, and sloped surfaces shall be cut as indicated 
into rough steps or benches to provide a satisfactory bond.  Shales shall 
be protected from slaking and all surfaces shall be protected from erosion 
resulting from ponding or flow of water.

3.12   SUBGRADE PREPARATION

Unsatisfactory material in surfaces to receive fill or in excavated areas 
shall be removed and replaced with satisfactory materials as directed by 
the Contracting Officer.  The surface shall be scarified to a depth of  6 
inches before the fill is started.  Sloped surfaces steeper than 1 vertical 
to 4 horizontal shall be plowed, stepped, benched, or broken up so that the 
fill material will bond with the existing material.  When subgrades are 
less than the specified density, the ground surface shall be broken up to a 
minimum depth of  6 inches, pulverized, and compacted to the specified 
density.  When the subgrade is part fill and part excavation or natural 
ground, the excavated or natural ground portion shall be scarified to a 
depth of  12 inches and compacted as specified for the adjacent fill.  
Material shall not be placed on surfaces that are muddy, frozen, or contain 
frost.  Compaction shall be accomplished by sheepsfoot rollers, 
pneumatic-tired rollers, steel-wheeled rollers, or other approved equipment 
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well suited to the soil being compacted.  Material shall be moistened or 
aerated as necessary .  Minimum subgrade density shall be as specified in 
paragraph FILLING AND BACKFILLING.

3.13   FILLING AND BACKFILLING

Satisfactory materials shall be used in bringing fills and backfills to the 
lines and grades indicated and for replacing unsatisfactory materials.  
Satisfactory materials shall be placed in horizontal layers not exceeding  
8 inches in loose thickness, or  6 inches when hand-operated compactors are 
used.  After placing, each layer shall be plowed, disked, or otherwise 
broken up, moistened or aerated as necessary, thoroughly mixed and 
compacted as specified.  Backfilling shall not begin until construction 
below finish grade has been approved, underground utilities systems have 
been inspected, tested and approved, forms removed, and the excavation 
cleaned of trash and debris.  Backfill shall be brought to indicated finish 
grade.  Backfill shall not be placed in wet or frozen areas.  Where pipe is 
coated or wrapped for protection against corrosion, the backfill material 
up to an elevation  2 feet above sewer lines and  1 foot above other 
utility lines shall be free from stones larger than  1 inch in any 
dimension.  Heavy equipment for spreading and compacting backfill shall not 
be operated closer to foundation or retaining walls than a distance equal 
to the height of backfill above the top of footing; the area remaining 
shall be compacted in layers not more than  4 inches in compacted thickness 
with power-driven hand tampers suitable for the material being compacted.  
Backfill shall be placed carefully around pipes or tanks to avoid damage to 
coatings, wrappings, or tanks.  Backfill shall not be placed against 
foundation walls prior to 7 days after completion of the walls.  As far as 
practicable, backfill shall be brought up evenly on each side of the wall 
and sloped to drain away from the wall.  Each layer of fill and backfill 
shall be compacted to not less than the percentage of maximum density 
specified below:

SECTION 02315a  Page 6



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

                                            Percent Laboratory
                                              maximum density
                                            __________________

                                        Cohesive         Cohesionless
                                        material           material
                                        ________           ________

    Fill, embankment, and backfill
    ______________________________

  Under structures, building slabs,
    steps, paved areas, around
    footings, and in trenches                95                 95

  Under sidewalks and grassed areas          95                 95

   Nonfrost susceptible materials                               95
   ______________________________

    Subgrade
    ________

  Under building slabs, steps, and paved
    areas, top 12 inches                     90                95

  Under sidewalks, top 6 inches              85                90

Approved compacted subgrades that are disturbed by the Contractor's 
operations or adverse weather shall be scarified and compacted as specified 
herein before to the required density prior to further construction 
thereon.  Recompaction over underground utilities and heating lines shall 
be by hand tamping.

3.14   TESTING

Testing shall be the responsibility of the Contractor and shall be 
performed at no additional cost to the Government.  Testing shall be 
performed by an approved commercial testing laboratory or may be performed 
by the Contractor subject to approval.  Field in-place density shall be 
determined in accordance with ASTM D 1556.

3.14.1   In-Place Densities

In-place density and moisture content test results shall be included with 
the Contractor's daily construction quality control reports.

3.14.1.1   In-Place Density of Subgrades

One test per  2,000 square foot or fraction thereof.

3.14.1.2   In-Place Density of Fills and Backfills

One test per  2,000 square foot or fraction thereof of each lift for fill 
or backfill areas compacted by other than hand or hand-operated machines.  
The density for each lift of fill or backfill materials for trenches, pits, 
building perimeters or other structures or areas less than  100 feet in 
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width, which are compacted with hand or hand-operated machines shall be 
tested as follows:  One test per each area less than  2,000 square feet, or 
one test for each   linear foot of long narrow fills  100 feet or more in 
length.

3.14.2   Moisture Content

In the stockpile, excavation or borrow areas, a minimum of two tests per 
day per type of material or source of materials being placed is required 
during stable weather conditions.  During unstable weather, tests shall be 
made as dictated by local conditions and approved moisture content shall be 
tested in accordance with ASTM D 2216.

3.14.3   Optimum Moisture and Laboratory Maximum Density

Tests shall be made for each type material or source of material, including 
borrow material to determine the optimum moisture and laboratory maximum 
density values.  One representative test per  100 cubic yards of fill and 
backfill, or when any change in material occurs which may affect the 
optimum moisture content or laboratory maximum density will be made.

3.15   CAPILLARY WATER BARRIER

Capillary water barrier under concrete floor and area-way slabs on grade 
shall be placed directly on the subgrade and shall be compacted with a 
minimum of two passes of a hand-operated plate-type vibratory compactor.

3.16   GRADING

Areas within  5 feet outside of each building and structure line shall be 
constructed true-to-grade, shaped to drain, and shall be maintained free of 
trash and debris until final inspection has been completed and the work has 
been accepted.

3.17   SPREADING TOPSOIL

Areas outside the building lines from which topsoil has been removed shall 
be topsoiled.  The surface shall be free of materials that would hinder 
planting or maintenance operations.  The subgrade shall be pulverized to a 
depth of  2 inches by disking or plowing for the bonding of topsoil with 
the subsoil.  Topsoil shall then be uniformly spread, graded, and compacted 
to the thickness, elevations, slopes shown, and left free of surface 
irregularities.  Topsoil shall be compacted by one pass of a cultipacker, 
roller, or other approved equipment weighing  100 to 160 pounds per linear 
foot of roller.  Topsoil shall not be placed when the subgrade is frozen, 
excessively wet, extremely dry, or in a condition otherwise detrimental to 
seeding, planting, or proper grading.

3.18   PROTECTION

Settlement or washing that occurs in graded, topsoiled, or backfilled areas 
prior to acceptance of the work, shall be repaired and grades reestablished 
to the required elevations and slopes.

    -- End of Section --
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SECTION 02316A

EXCAVATION, TRENCHING, AND BACKFILLING FOR UTILITIES SYSTEMS
11/97

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 1556 (1990; R 1996) Density and Unit Weight of 
Soil in Place by the Sand-Cone Method

ASTM D 1557 (1998) Laboratory Compaction 
Characteristics of Soil Using Modified 
Effort (56,000 ft-lbf/cu. ft. (2,700 
kN-m/cu. m.))

ASTM D 2487 (1998) Classification of Soils for 
Engineering Purposes (Unified Soil 
Classification System) 

1.2   MEASUREMENT AND PAYMENT

Measurement and payment shall be based on completed work performed in 
accordance with the drawings and specifications.

1.3   DEGREE OF COMPACTION

Degree of compaction shall be expressed as a percentage of the maximum 
density obtained by the test procedure presented in ASTM D 1557.

1.4   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-06 Test Reports

Field Density Tests; G
Testing of Backfill Materials; G

  Copies of all laboratory and field test reports within 24 hours 
of the completion of the test.

PART 2   PRODUCTS
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2.1   MATERIALS

2.1.1   Satisfactory Materials

Satisfactory materials shall comprise any materials classified by ASTM D 
2487 as GW, GP, GM, GP-GM, GW-GM, GC, GP-GC, GM-GC, SW, SP, SM, SW-SM, SC, 
SW-SC, SP-SM, SP-SC,.

2.1.2   Unsatisfactory Materials

Materials which do not comply with the requirements for satisfactory 
materials are unsatisfactory.  Unsatisfactory materials also include 
man-made fills, trash, refuse, or backfills from previous construction.  
Unsatisfactory material also includes material classified as satisfactory 
which contains root and other organic matter or frozen material.  The 
Contracting Officer shall be notified of any contaminated materials.

2.1.3   Cohesionless and Cohesive Materials

Cohesionless materials shall include materials classified in ASTM D 2487 as 
GW, GP, SW, and SP.  Cohesive materials shall include materials classified 
as GC, SC, ML, CL, MH, and CH.  Materials classified as GM and SM shall be 
identified as cohesionless only when the fines are nonplastic.

2.1.4   Rock

Rock shall consist of boulders measuring  1/2 cubic yard or more and 
materials that cannot be removed without systematic drilling and blasting 
such as rock material in ledges, bedded deposits, unstratified masses and 
conglomerate deposits, and below ground concrete or masonry structures, 
exceeding  1/2 cubic yard in volume, except that pavements shall not be 
considered as rock.

2.1.5   Unyielding Material

Unyielding material shall consist of rock and gravelly soils with stones 
greater than 3 inches in any dimension or as defined by the pipe 
manufacturer, whichever is smaller.

2.1.6   Unstable Material

Unstable material shall consist of materials too wet to properly support 
the utility pipe, conduit, or appurtenant structure.

2.1.7   Select Granular Material

Select granular material shall consist of well-graded sand, gravel, crushed 
gravel, crushed stone or crushed slag composed of hard, tough and durable 
particles, and shall contain not more than 10 percent by weight of material 
passing a  No. 200 mesh sieve and no less than 95 percent by weight passing 
the  l inch sieve.  The maximum allowable aggregate size shall be 3 inches, 
or the maximum size recommended by the pipe manufacturer, whichever is 
smaller.

2.1.8   Initial Backfill Material

Initial backfill shall consist of select granular material or satisfactory 
materials free from rocks 3 inches or larger in any dimension or free from 
rocks of such size as recommended by the pipe manufacturer, whichever is 
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smaller.  When the pipe is coated or wrapped for corrosion protection, the 
initial backfill material shall be free of stones larger than 3 inches in 
any dimension or as recommended by the pipe manufacturer, whichever is 
smaller.

2.2   PLASTIC MARKING TAPE

Plastic marking tape shall be acid and alkali-resistant polyethylene film,  
6 inches wide with minimum thickness of  0.004 inch.  Tape shall have a 
minimum strength of  1750 psi lengthwise and  1500 psi crosswise.  The tape 
shall be manufactured with integral wires, foil backing or other means to 
enable detection by a metal detector when the tape is buried up to  3 feet 
deep.  The tape shall be of a type specifically manufactured for marking 
and locating underground utilities.  The metallic core of the tape shall be 
encased in a protective jacket or provided with other means to protect it 
from corrosion.  Tape color shall be as specified in TABLE 1 and shall bear 
a continuous printed inscription describing the specific utility.

TABLE 1.  Tape Color

                Red:            Electric
                Yellow:         Gas, Oil, Dangerous Materials
                Orange:         Telephone, Telegraph, Television,
                                Police, and Fire Communications
                Blue:           Water Systems
                Green:          Sewer Systems

PART 3   EXECUTION

3.1   EXCAVATION

Excavation shall be performed to the lines and grades indicated.  Rock 
excavation shall include removal and disposition of material defined as 
rock in paragraph MATERIALS.  Earth excavation shall include removal and 
disposal of material not classified as rock excavation.  During excavation, 
material satisfactory for backfilling shall be stockpiled in an orderly 
manner at a distance from the banks of the trench equal to 1/2 the depth of 
the excavation, but in no instance closer than  2 feet.  Excavated material 
not required or not satisfactory for backfill shall be removed from the 
site.  Grading shall be done as may be necessary to prevent surface water 
from flowing into the excavation, and any water accumulating shall be 
removed to maintain the stability of the bottom and sides of the 
excavation.  Unauthorized overexcavation shall be backfilled in accordance 
with paragraph BACKFILLING AND COMPACTION at no additional cost to the 
Government.

3.1.1   Trench Excavation Requirements

The trench shall be excavated as recommended by the manufacturer of the 
pipe to be installed.  Trench walls below the top of the pipe shall be 
sloped, or made vertical, and of such width as recommended in the 
manufacturer's installation manual.

3.1.1.1   Bottom Preparation

The bottoms of trenches shall be accurately graded to provide uniform 
bearing and support for the bottom quadrant of each section of the pipe.  
Bell holes shall be excavated to the necessary size at each joint or 
coupling to eliminate point bearing.  Stones of 3 inches or greater in any 
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dimension, or as recommended by the pipe manufacturer, whichever is 
smaller, shall be removed to avoid point bearing.

3.1.1.2   Removal of Unyielding Material

Where unyielding material is encountered in the bottom of the trench, such 
material shall be removed 4 inches below the required grade and replaced 
with suitable materials as provided in paragraph BACKFILLING AND COMPACTION.

3.1.1.3   Removal of Unstable Material

Where unstable material is encountered in the bottom of the trench, such 
material shall be removed to the depth directed and replaced to the proper 
grade with select granular material as provided in paragraph BACKFILLING 
AND COMPACTION.  When removal of unstable material is required due to the 
Contractor's fault or neglect in performing the work, the resulting 
material shall be excavated and replaced by the Contractor without 
additional cost to the Government.

3.1.1.4   Excavation for Appurtenances

Excavation for manholes, catch-basins, inlets, or similar structures shall 
be sufficient to leave at least  12 inches clear between the outer 
structure surfaces and the face of the excavation or support members.  Rock 
shall be cleaned of loose debris and cut to a firm surface either level, 
stepped, or serrated, as shown or as directed.  Loose disintegrated rock 
and thin strata shall be removed.  Removal of unstable material shall be as 
specified above.  When concrete or masonry is to be placed in an excavated 
area, special care shall be taken not to disturb the bottom of the 
excavation.  Excavation to the final grade level shall not be made until 
just before the concrete or masonry is to be placed.

3.1.2   Stockpiles

Stockpiles of satisfactory materials shall be placed and graded as 
specified.  Stockpiles shall be kept in a neat and well drained condition, 
giving due consideration to drainage at all times.  The ground surface at 
stockpile locations shall be cleared, grubbed, and sealed by rubber-tired 
equipment, excavated satisfactory and unsatisfactory materials shall be 
separately stockpiled.  Stockpiles of satisfactory materials shall be 
protected from contamination which may destroy the quality and fitness of 
the stockpiled material.  If the Contractor fails to protect the 
stockpiles, and any material becomes unsatisfactory, such material shall be 
removed and replaced with satisfactory material from approved sources at no 
additional cost to the Government.  Locations of stockpiles of satisfactory 
materials shall be subject to prior approval of the Contracting Officer.

3.2   BACKFILLING AND COMPACTION

Backfill material shall consist of satisfactory material, select granular 
material, or initial backfill material as required.  Backfill shall be 
placed in layers not exceeding  6 inches loose thickness for compaction by 
hand operated machine compactors, and  8 inches loose thickness for other 
than hand operated machines, unless otherwise specified.  Each layer shall 
be compacted to at least 95 percent maximum density for cohesionless soils 
and 90 percent maximum density for cohesive soils, unless otherwise 
specified.

3.2.1   Trench Backfill
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Trenches shall be backfilled to the grade shown.

3.2.1.1   Replacement of Unyielding Material

Unyielding material removed from the bottom of the trench shall be replaced 
with select granular material or initial backfill material.

3.2.1.2   Replacement of Unstable Material

Unstable material removed from the bottom of the trench or excavation shall 
be replaced with select granular material placed in layers not exceeding  6 
inches loose thickness.

3.2.1.3   Bedding and Initial Backfill

Initial backfill material shall be placed and compacted with approved 
tampers to a height of at least one foot above the utility pipe or conduit. 
 The backfill shall be brought up evenly on both sides of the pipe for the 
full length of the pipe.  Care shall be taken to ensure thorough compaction 
of the fill under the haunches of the pipe.

3.2.1.4   Final Backfill

The remainder of the trench, except for special materials for roadways, 
railroads and airfields, shall be filled with satisfactory material.  
Backfill material shall be placed and compacted as follows:

a.  Sidewalks, Turfed or Seeded Areas and Miscellaneous Areas:  
Backfill shall be deposited in layers of a maximum of  12 inch 
loose thickness, and compacted to 85 percent maximum density for 
cohesive soils and 90 percent maximum density for cohesionless 
soils.  This requirement shall also apply to all other areas not 
specifically designated above.

3.2.2   Backfill for Appurtenances

After the manhole, catchbasin, inlet, or similar structure has been 
constructed, backfill shall be placed in such a manner that the structure 
will not be damaged by the shock of falling earth.  The backfill material 
shall be deposited and compacted as specified for final backfill, and shall 
be brought up evenly on all sides of the structure to prevent eccentric 
loading and excessive stress.

3.3   SPECIAL REQUIREMENTS

Special requirements for both excavation and backfill relating to the 
specific utilities are as follows:

3.3.1   Gas Distribution

Trenches shall be excavated to a depth that will provide not less than  18 
inches of cover in rock excavation and not less than  24 inches of cover in 
other excavation.  Trenches shall be graded as specified for pipe-laying 
requirements in Section 02556 GAS DISTRIBUTION SYSTEM.

3.3.2   Water Lines

Trenches shall be of a depth to provide a minimum cover of 3 feet from the 
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existing ground surface, or from the indicated finished grade, whichever is 
lower, to the top of the pipe.

3.3.3   Plastic Marking Tape

Warning tapes shall be installed directly above the pipe, at a depth of 18 
inches below finished grade unless otherwise shown.

3.4   TESTING

Testing shall be the responsibility of the Contractor and shall be 
performed at no additional cost to the Government.

3.4.1   Testing Facilities

Tests shall be performed by an approved commercial testing laboratory or 
may be tested by facilities furnished by the Contractor.  No work requiring 
testing will be permitted until the facilities have been inspected and 
approved by the Contracting Officer.

3.4.2   Testing of Backfill Materials

Classification of backfill materials shall be determined in accordance with 
ASTM D 2487 and the moisture-density relations of soils shall be determined 
in accordance with ASTM D 1557.  A minimum of one soil classification and 
one moisture-density relation test shall be performed on each different 
type of material used for bedding and backfill.

3.4.3   Field Density Tests

Tests shall be performed in sufficient numbers to ensure that the specified 
density is being obtained.  A minimum of one field density test per lift of 
backfill for every 100 feet of installation shall be performed.  One 
moisture density relationship shall be determined for every  1500 cubic 
yards of material used.  Field in-place density shall be determined in 
accordance with ASTM D 1556.  Trenches improperly compacted shall be 
reopened to the depth directed, then refilled and compacted to the density 
specified at no additional cost to the Government.

3.4.4   Displacement of Sewers

After other required tests have been performed and the trench backfill 
compacted to the finished grade surface, the pipe shall be inspected to 
determine whether significant displacement has occurred.  This inspection 
shall be conducted in the presence of the Contracting Officer.  Pipe sizes 
larger than  36 inches shall be entered and examined, while smaller 
diameter pipe shall be inspected by shining a light or laser between 
manholes or manhole locations, or by the use of television cameras passed 
through the pipe.  If, in the judgement of the Contracting Officer, the 
interior of the pipe shows poor alignment or any other defects that would 
cause improper functioning of the system, the defects shall be remedied as 
directed at no additional cost to the Government.

    -- End of Section --
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SECTION 02364A

TERMITICIDE TREATMENT MEASURES FOR SUBTERRANEAN TERMITE CONTROL
06/98

PART 1   GENERAL

1.1   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Termiticide Application Plan; FIO

  Termiticide application plan with proposed sequence of treatment 
work with dates and times.  The termiticide trade name, EPA 
registration number, chemical composition, formulation, 
concentration of original and diluted material, application rate 
of active ingredients, method of application, area/volume treated, 
amount applied; and the name and state license number of the state 
certified applicator shall be included.

Termiticides; G

  Manufacturer's label and Material Safety Data Sheet (MSDS) for 
termiticides proposed for use.

Foundation Exterior; G

  Written verification that other site work will not disturb the 
treatment.

Utilities and Vents; G

  Written verification that utilities, vents have been located.

Verification of Measurement; FIO

  Written verification that the volume of termiticide used meets 
the application rate.

Application Equipment; FIO

  A listing of equipment to be used.

SD-04 Samples

Termiticides; G

  Termiticide samples obtained during application, upon request.
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SD-06 Test Reports

Equipment Calibration and Tank Measurement; FIO

  Certification of calibration tests conducted on the equipment 
used in the termiticide application.

Soil Moisture; FIO

  Soil moisture test result.

SD-07 Certificates

Qualifications; FIO

  Qualifications and state license number of the termiticide 
applicator.

1.2   QUALIFICATIONS

The Contractor's principal business shall be pest control.  The Contractor 
shall be licensed and the termiticide applicators certified in the state 
where the work is to be performed.  Termiticide applicators shall also be 
certified in the U.S. Environmental Protection Agency (EPA) pesticide 
applicator category which includes structural pest control.

1.3   SAFETY REQUIREMENTS

The Contractor shall formulate, treat, and dispose of termiticides and 
their containers in accordance with label directions.  Use the clothing and 
personal protective equipment specified on the labeling for use during all 
phases of the application.

1.4   DELIVERY, STORAGE, AND HANDLING

1.4.1   Delivery

Termiticide material shall be delivered to the site in the original 
unopened containers bearing legible labels indicating the EPA registration 
number and manufacturer's registered uses.  All other materials to be used 
on site for the purpose of termite control shall be delivered in new or 
otherwise good condition as supplied by the manufacturer or formulator.

1.4.2   Storage

Materials shall be stored in designated areas and in accordance with 
manufacturer's labels.  Termiticides and related materials shall be kept 
under lock and key when unattended.

1.4.3   Handling

Termiticides shall be handled in accordance with manufacturer's labels.  
Manufacturer's warnings and precautions shall be observed.  Materials shall 
be handled preventing contamination by dirt, water, and organic material.  
Protect termiticides from sunlight as recommended by the manufacturer.

1.5   INSPECTION
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Termiticides shall be inspected upon arrival at the job site for conformity 
to type and quality in accordance with paragraph TERMITICIDE.  Each label 
shall bear evidence of registration under the Federal Insecticide, 
Fungicide, and Rodenticide Act (FIFRA), as amended.  Other materials shall 
be inspected for conformance with specified requirements.  Unacceptable 
materials shall be removed from the job site.

1.6   WARRANTY

The Contractor shall provide a 3-year written warranty against infestations 
or reinfestations by subterranean termites of the buildings or building 
additions constructed under this contract.  Warranty shall include annual 
inspections of the buildings or building additions.

PART 2   PRODUCTS

2.1   TERMITICIDES

Termiticides shall be currently registered by the EPA.  Termiticide shall 
be selected for maximum effectiveness and duration after application.  The 
selected termiticide shall be suitable for the soil and climatic conditions 
at the project site.

PART 3   EXECUTION

3.1   TECHNICAL REPRESENTATIVE

The certified installation pest management coordinator shall be the 
technical representative, and shall be present at all meetings concerning 
treatment measures for subterranean termites.  They may be present during 
treatment application.

3.2   SITE PREPARATION

Site preparation shall be in accordance with Sections 02300 EARTHWORK and 
02921 SEEDING.  Work related to final grades, landscape plantings, 
foundations, or any other alterations to finished construction which might 
alter the condition of treated soils, shall be coordinated with this 
specification.

3.2.1   Ground Preparation

Food sources shall be eliminated by removing debris from clearing and 
grubbing and post construction wood scraps such as ground stakes, form 
boards, and scrap lumber from the site, before termiticide application 
begins.

3.2.2   Verification

Before work starts, the Contractor shall verify that final grades are as 
indicated and smooth grading has been completed in accordance with Section 
02300 EARTHWORK.  Soil particles shall be finely graded with particles no 
larger than  1 inch and compacted to eliminate soil movement to the 
greatest degree.

3.2.3   Foundation Exterior

The Contractor shall provide written verification that final grading and 
landscape planting operations will not disturb treatment of the soil on the 
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exterior sides of foundation walls, grade beams, and similar structures.

3.2.4   Utilities and Vents

The Contractor shall provide written verification that the location and 
identity of HVAC ducts and vents, water and sewer lines, and plumbing have 
been accomplished prior to the termiticide application.

3.3   SITE CONDITIONS

The following conditions shall determine the time of application.

3.3.1   Soil Moisture

Soils to be treated shall be tested immediately before application.  Soil 
moisture content shall be tested to a minimum depth of  3 inches.  The soil 
moisture shall be as recommended by the termiticide manufacturer.  The 
termiticide will not be applied when soil moisture exceeds manufacturer's 
recommendations because termiticides do not adhere to the soil particles in 
saturated soils.

3.3.2   Runoff and Wind Drift

Termiticide shall not be applied during or immediately following heavy 
rains.  Applications shall not be performed when conditions may cause 
runoff or create an environmental hazard.  Applications shall not be 
performed when average wind speed exceeds  10 miles per hour.  The 
termiticide shall not be allowed to enter water systems, aquifers, or 
endanger humans or animals.

3.3.2.1   Vapor Barriers and Waterproof Membranes

Termiticide shall be applied prior to placement of a vapor barrier or 
waterproof membrane.

3.3.2.2   Utilities and Vents

Prior to application, HVAC ducts and vents located in treatment area shall 
be turned off and blocked to protect people and animals from termiticide.

3.3.3   Placement of Concrete

Concrete covering treated soils shall be placed as soon as the termiticide 
has reached maximum penetration into the soil.  Time for maximum 
penetration shall be as recommended by the manufacturer.

3.4   TERMITICIDE TREATMENT

3.4.1   Equipment Calibration and Tank Measurement

Immediately prior to commencement of termiticide application, calibration 
tests shall be conducted on the application equipment to be used and the 
application tank shall be measured to determine the volume and contents.  
These tests shall confirm that the application equipment is operating 
within the manufacturer's specifications and will meet the specified 
requirements.  The Contractor shall provide written certification of the 
equipment calibration test results within 1 week of testing.

3.4.2   Mixing and Application
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Formulating, mixing, and application shall be performed in the presence of 
the Contracting Officer or the technical representative.  A closed system 
is recommended as it prevents the termiticide from coming into contact with 
the applicator or other persons.  Water for formulating shall only come 
from designated locations.  Filling hoses shall be fitted with a backflow 
preventer meeting local plumbing codes or standards.  Overflow shall be 
prevented during the filling operation.  Prior to each day of use, the 
equipment used for applying termiticides shall be inspected for leaks, 
clogging, wear, or damage.  Any repairs are to be performed immediately.

3.4.3   Treatment Method

For areas to be treated, the Contractor shall establish complete and 
unbroken vertical and/or horizontal soil poison barriers between the soil 
and all portions of the intended structure which may allow termite access 
to wood and wood related products.  Application shall not be made to areas 
which serve as crawl spaces or for use as a plenum air space.

3.4.3.1   Surface Application

Surface application shall be used for establishing horizontal barriers.  
Surface applicants shall be applied as a coarse spray and provide uniform 
distribution over the soil surface.  Termiticide shall penetrate a minimum 
of  1 inch into the soil, or as recommended by the manufacturer.

3.4.3.2   Rodding and Trenching

Rodding and trenching shall be used for establishing vertical soil 
barriers.  Trenching shall be to the depth of the foundation footing.  
Width of trench shall be as recommended by the manufacturer, or as 
indicated.  Rodding or other approved method may be implemented for 
saturating the base of the trench with termiticide.  Immediately after 
termiticide has reached maximum penetration as recommended by the 
manufacturer, backfilling of the trench shall commence.  Backfilling shall 
be in  6 inch rises or layers.  Each rise shall be treated with termiticide.

3.4.4   Sampling

The Contracting Officer may draw from stocks at the job site, at any time 
and without prior notice, samples of the termiticides used to determine if 
the amount of active ingredient specified on the label is being applied.

3.5   VERIFICATION OF MEASUREMENT

Once termiticide application has been completed, tank contents shall be 
measured to determine the remaining volume.  The total volume measurement 
of used contents for the application shall equal the established 
application rate for the project site conditions.  The Contractor shall 
provide written verification of the measurements.

3.6   CLEAN UP, DISPOSAL, AND PROTECTION

Once application has been completed, the Contractor shall proceed with 
clean up and protection of the site without delay.

3.6.1   Clean Up

The site shall be cleaned of all material associated with the treatment 
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measures, according to label instructions, and as indicated.  Excess and 
waste material shall be removed and disposed off site.

3.6.2   Disposal of Termiticide

The Contractor shall dispose of residual termiticides and containers off 
Government property, and in accordance with label instructions and EPA 
criteria.

3.6.3   Protection of Treated Area

Immediately after the application, the area shall be protected from other 
use by erecting barricades and providing signage as required or directed.  
Signage shall be in accordance with Section 10430 EXTERIOR SIGNAGE.  
Signage shall be placed inside the entrances to crawl spaces and shall 
identify the space as treated with termiticide and not safe for children 
and animals.

3.7   CONDITIONS FOR SATISFACTORY TREATMENT

3.7.1   Equipment Calibrations and Measurements

Where results from the equipment calibration and tank measurements tests 
are unsatisfactory, re-treatment will be required.

3.7.2   Testing

Should an analysis, performed by a third party, indicate that the samples 
of the applied termiticide contain less than the amount of active 
ingredient specified on the label, and/or if soils are treated to a depth 
less than specified or approved, re-treatment will be required.

3.7.3   Disturbance of Treated Soils

Soil and fill material disturbed after treatment shall be re-treated before 
placement of slabs or other covering structures.

3.7.4   Termites Found Within the Warranty Period

If live subterranean termite infestation or termite damage is discovered 
during the warranty period, the Contractor shall re-treat the site.

3.8   RE-TREATMENT

Where re-treatment is required, the Contractor shall:

a.  Re-treat the soil and/or perform other treatment as necessary for 
prevention or elimination of subterranean termite infestation.

b.  Repair damage caused by termite infestation.

    -- End of Section --
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SECTION 02630A

STORM-DRAINAGE SYSTEM
03/00

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS 
(AASHTO)

AASHTO M 198 (1998) Joints for Circular Concrete Sewer 
and Culvert Pipe Using Flexible Watertight 
Gaskets

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 48 (1994a) Gray Iron Castings

ASTM A 536 (1999el) Ductile Iron Castings

ASTM A 798/A 798M (1997a) Installing Factory-Made Corrugated 
Steel Pipe for Sewers and Other 
Applications

ASTM B 26/B 26M (1998) Aluminum-Alloy Sand Castings

ASTM C 32 (1999el) Sewer and Manhole Brick (Made 
from Clay or Shale)

ASTM C 55 (1999) Concrete Brick

ASTM C 62 (1997a) Building Brick (Solid Masonry 
Units Made from Clay or Shale)

ASTM C 76 (1999) Reinforced Concrete Culvert, Storm 
Drain, and Sewer Pipe

ASTM C 231 (1997el) Air Content of Freshly Mixed 
Concrete by the Pressure Method

ASTM C 270 (1997) Mortar for Unit Masonry

ASTM C 425 (1998b) Compression Joints for Vitrified 
Clay Pipe and Fittings

ASTM C 443 (1998) Joints for Circular Concrete Sewer 
and Culvert Pipe, Using Rubber Gaskets

ASTM C 478 (1997) Precast Reinforced Concrete Manhole 
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Sections

ASTM C 789 (1998) Precast Reinforced Concrete Box 
Sections for Culverts, Storm Drains, and 
Sewers

ASTM C 850 (1998) Precast Reinforced Concrete Box 
Sections for Culverts, Storm Drains, and 
Sewers with Less Than 2 Ft. of Cover 
Subjected to Highway Loadings

ASTM C 877 (1994) External Sealing Bands for 
Noncircular Concrete Sewer, Storm Drain, 
and Culvert Pipe

ASTM D 1557 (1998) Laboratory Compaction 
Characteristics of Soil Using Modified 
Effort (56,000 ft-lbf/cu. ft. (2,700 
kN-m/cu.m.))

ASTM D 1751 (1999) Preformed Expansion Joint Filler 
for Concrete Paving and Structural 
Construction (Nonextruding and Resilient 
Bituminous Types)

ASTM D 1752 (1984; R 1996el) Preformed Sponge Rubber 
and Cork Expansion Joint Fillers for 
Concrete Paving and Structural Construction

ASTM D 2167 (1994) Density and Unit Weight of Soil in 
Place by the Rubber Balloon Method

ASTM D 2922 (1996el) Density of Soil and 
Soil-Aggregate in Place by Nuclear Methods 
(Shallow Depth)

ASTM D 3017 (1988; R 1996el) Water Content of Soil and 
Rock in Place by Nuclear Methods (Shallow 
Depth) 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Placing Pipe; FIO

  Printed copies of the manufacturer's recommendations for 
installation procedures of the material being placed, prior to 
installation.

SD-07 Certificates

Frame and Cover for Gratings; FIO
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  Certified copies of test reports demonstrating conformance to 
applicable pipe specifications, before pipe is installed.  
Certification on the ability of frame and cover or gratings to 
carry the imposed live load.

1.3   DELIVERY, STORAGE, AND HANDLING

1.3.1   Delivery and Storage

Materials delivered to site shall be inspected for damage, unloaded, and 
stored with a minimum of handling.  Materials shall not be stored directly 
on the ground.  The inside of pipes and fittings shall be kept free of dirt 
and debris.  Before, during, and after installation, plastic pipe and 
fittings shall be protected from any environment that would result in 
damage or deterioration to the material.  The Contractor shall have a copy 
of the manufacturer's instructions available at the construction site at 
all times and shall follow these instructions unless directed otherwise by 
the Contracting Officer.  Solvents, solvent compounds, lubricants, 
elastomeric gaskets, and any similar materials required to install plastic 
pipe shall be stored in accordance with the manufacturer's recommendations 
and shall be discarded if the storage period exceeds the recommended shelf 
life.  Solvents in use shall be discarded when the recommended pot life is 
exceeded.

1.3.2   Handling

Materials shall be handled in a manner that ensures delivery to the trench 
in sound, undamaged condition.  Pipe shall be carried to the trench, not 
dragged.

PART 2   PRODUCTS

2.1   PIPE FOR CULVERTS AND STORM DRAINS

Pipe for culverts and storm drains shall be of the sizes indicated and 
shall conform to the requirements specified.

2.1.1   Concrete Pipe

ASTM C 76, Class III D-Load.

2.2   DRAINAGE STRUCTURES

2.2.1   Precast Reinforced Concrete Box

For highway loadings with 2 feet of cover or more or subjected to dead load 
only, ASTM C 789; for less than 2 feet of cover subjected to highway 
loading, ASTM C 850.

2.3   MISCELLANEOUS MATERIALS

2.3.1   Concrete

Unless otherwise specified, concrete and reinforced concrete shall conform 
to the requirements for 3,500 psi concrete under Section 03300 
CAST-IN-PLACE STRUCTURAL CONCRETE.  The concrete mixture shall have air 
content by volume of concrete, based on measurements made immediately after 
discharge from the mixer, of 5 to 7 percent when maximum size of coarse 
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aggregate exceeds  1-1/2 inches.  Air content shall be determined in 
accordance with ASTM C 231.  The concrete covering over steel reinforcing 
shall not be less than  1 inch thick for covers and not less than 1-1/2 
inches thick for walls and flooring.  Concrete covering deposited directly 
against the ground shall have a thickness of at least 3 inches between 
steel and ground.  Expansion-joint filler material shall conform to ASTM D 
1751, or ASTM D 1752, or shall be resin-impregnated fiberboard conforming 
to the physical requirements of ASTM D 1752.

2.3.2   Mortar

Mortar for pipe joints, connections to other drainage structures, and brick 
or block construction shall conform to ASTM C 270, Type M, except that the 
maximum placement time shall be 1 hour.  The quantity of water in the 
mixture shall be sufficient to produce a stiff workable mortar.  Water 
shall be clean and free of harmful acids, alkalies, and organic impurities. 
 The mortar shall be used within 30 minutes after the ingredients are mixed 
with water.  The inside of the joint shall be wiped clean and finished 
smooth.  The mortar head on the outside shall be protected from air and sun 
with a proper covering until satisfactorily cured.

2.3.3   Brick

Brick shall conform to ASTM C 62, Grade SW; ASTM C 55, Grade S-I or S-II; 
or ASTM C 32, Grade MS.  Mortar for jointing and plastering shall consist 
of one part portland cement and two parts fine sand.  Lime may be added to 
the mortar in a quantity not more than 25 percent of the volume of cement.  
The joints shall be filled completely and shall be smooth and free from 
surplus mortar on the inside of the structure.  Brick structures shall be 
plastered with 1/2 inch of mortar over the entire outside surface of the 
walls.  For square or rectangular structures, brick shall be laid in 
stretcher courses with a header course every sixth course.  For round 
structures, brick shall be laid radially with every sixth course a 
stretcher course.

2.3.4   Precast Reinforced Concrete Manholes

Precast reinforced concrete manholes shall conform to ASTM C 478.  Joints 
between precast concrete risers and tops shall be full-bedded in cement 
mortar and shall be smoothed to a uniform surface on both interior and 
exterior of the structure. 

2.3.5   Frame and Cover for Gratings

Frame and cover for gratings shall be cast gray iron, ASTM A 48, Class 35B; 
cast ductile iron, ASTM A 536, Grade 65-45-12; or cast aluminum, ASTM B 
26/B 26M, Alloy 356.OT6.  Weight, shape, size, and waterway openings for 
grates and curb inlets shall be as indicated on the plans.

2.3.6   Joints

2.3.6.1   Flexible Watertight Joints

a.  Materials:  Flexible watertight joints shall be made with plastic 
or rubber-type gaskets for concrete pipe and with 
factory-fabricated resilient materials for clay pipe.  The design 
of joints and the physical requirements for plastic gaskets shall 
conform to AASHTO M 198, and rubber-type gaskets shall conform to 
ASTM C 443.  Factory-fabricated resilient joint materials shall 
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conform to ASTM C 425.  Gaskets shall have not more than one 
factory-fabricated splice, except that two factory-fabricated 
splices of the rubber-type gasket are permitted if the nominal 
diameter of the pipe being gasketed exceeds 54 inches.

b.  Test Requirements:  Watertight joints shall be tested and shall 
meet test requirements of paragraph HYDROSTATIC TEST ON WATERTIGHT 
JOINTS.  Rubber gaskets shall comply with the oil resistant gasket 
requirements of ASTM C 443.  Certified copies of test results 
shall be delivered to the Contracting Officer before gaskets or 
jointing materials are installed.  Alternate types of watertight 
joint may be furnished, if specifically approved.

2.3.6.2   External Sealing Bands

Requirements for external sealing bands shall conform to ASTM C 877.

2.3.6.3   Ductile Iron Pipe

Couplings and fittings shall be as recommended by the pipe manufacturer.

2.4   DOWNSPOUT BOOTS

Boots used to connect exterior downspouts to the storm-drainage system 
shall be of gray cast iron conforming to ASTM A 48, Class 30B or 35B.  
Shape and size shall be as indicated.

PART 3   EXECUTION

3.1   EXCAVATION FOR PIPE CULVERTS, STORM DRAINS, AND DRAINAGE STRUCTURES

Excavation of trenches, and for appurtenances and backfilling for culverts 
and storm drains, shall be in accordance with the applicable portions of 
Section 02300 "Earthwork" and the requirements specified below.

3.1.1   Trenching

The width of trenches at any point below the top of the pipe shall be not 
greater than the outside diameter of the pipe plus 15 inches to permit 
satisfactory jointing and thorough tamping of the bedding material under 
and around the pipe.  Sheeting and bracing, where required, shall be placed 
within the trench width as specified.  Contractor shall not overexcavate.  
Where trench widths are exceeded, redesign with a resultant increase in 
cost of stronger pipe or special installation procedures will be necessary. 
 Cost of this redesign and increased cost of pipe or installation shall be 
borne by the Contractor without additional cost to the Government.

3.1.2   Removal of Rock

Rock in either ledge or boulder formation shall be replaced with suitable 
materials to provide a compacted earth cushion having a thickness between 
unremoved rock and the pipe of at least  8 inches or  1/2 inch for each  
foot of fill over the top of the pipe, whichever is greater, but not more 
than three-fourths the nominal diameter of the pipe.  Where bell-and-spigot 
pipe is used, the cushion shall be maintained under the bell as well as 
under the straight portion of the pipe.  

3.1.3   Removal of Unstable Material
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Where wet or otherwise unstable soil incapable of properly supporting the 
pipe, as determined by the Contracting Officer, is unexpectedly encountered 
in the bottom of a trench, such material shall be removed to the depth 
required and replaced to the proper grade with select granular material, 
compacted as provided in paragraph BACKFILLING.  When removal of unstable 
material is due to the fault or neglect of the Contractor in his 
performance of shoring and sheeting, water removal, or other specified 
requirements, such removal and replacement shall be performed at no 
additional cost to the government.

3.2   BEDDING

The bedding surface for the pipe shall provide a firm foundation of uniform 
density throughout the entire length of the pipe.

3.2.1   Concrete Pipe Requirements

When no bedding class is specified or detailed on the drawings, concrete 
pipe shall be bedded in a soil foundation accurately shaped and rounded to 
conform to the lowest one-fourth of the outside portion of circular pipe or 
to the lower curved portion of pipe arch for the entire length of the pipe 
or pipe arch.  When necessary, the bedding shall be tamped.  Bell holes and 
depressions for joints shall be not more than the length, depth, and width 
required for properly making the particular type of joint.

3.2.2   Ductile Iron Pipe

Bedding for ductile iron pipe shall be as shown on the drawings.

3.3   PLACING PIPE

Each pipe shall be thoroughly examined before being laid; defective or 
damaged pipe shall not be used.  Plastic pipe shall be protected from 
exposure to direct sunlight prior to laying, if necessary to maintain 
adequate pipe stiffness and meet installation deflection requirements.  
Pipelines shall be laid to the grades and alignment indicated.  Proper 
facilities shall be provided for lowering sections of pipe into trenches.  
Lifting lugs in vertically elongated metal pipe shall be placed in the same 
vertical plane as the major axis of the pipe.  Pipe shall not be laid in 
water, and pipe shall not be laid when trench conditions or weather are 
unsuitable for such work.  Diversion of drainage or dewatering of trenches 
during construction shall be provided as necessary.  Deflection of 
installed flexible pipe shall not exceed the following limits:

                                                   MAXIMUM ALLOWABLE
                 TYPE OF PIPE                        DEFLECTION (%)

    Ductile Iron Culvert                                   3

Not less than 30 days after the completion of backfilling, the Government 
may perform a deflection test on the entire length of installed flexible 
pipe using a mandrel or other suitable device.  Installed flexible pipe 
showing deflections greater than those indicated above shall be retested by 
a run from the opposite direction.  If the retest also fails, the suspect 
pipe shall be replaced at no cost to the Government.

3.3.1   Concrete and Ductile Iron Pipe
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Laying shall proceed upgrade with spigot ends of bell-and-spigot pipe and 
tongue ends of tongue-and-groove pipe pointing in the direction of the flow.

3.4   JOINTING

3.4.1   Concrete and Clay Pipe

3.4.1.1   Cement-Mortar Bell-and-Spigot Joint

The first pipe shall be bedded to the established gradeline, with the bell 
end placed upstream.  The interior surface of the bell shall be thoroughly 
cleaned with a wet brush and the lower portion of the bell filled with 
mortar as required to bring inner surfaces of abutting pipes flush and 
even.  The spigot end of each subsequent pipe shall be cleaned with a wet 
brush and uniformly matched into a bell so that sections are closely 
fitted.  After each section is laid, the remainder of the joint shall be 
filled with mortar, and a bead shall be formed around the outside of the 
joint with sufficient additional mortar.  If mortar is not sufficiently 
stiff to prevent appreciable slump before setting, the outside of the joint 
shall be wrapped or bandaged with cheesecloth to hold mortar in place.

3.4.1.2   Cement-Mortar Oakum Joint for Bell-and-Spigot Pipe

A closely twisted gasket shall be made of jute or oakum of the diameter 
required to support the spigot end of the pipe at the proper grade and to 
make the joint concentric.  Joint packing shall be in one piece of 
sufficient length to pass around the pipe and lap at top.  This gasket 
shall be thoroughly saturated with neat cement grout.  The bell of the pipe 
shall be thoroughly cleaned with a wet brush, and the gasket shall be laid 
in the bell for the lower third of the circumference and covered with 
mortar.  The spigot of the pipe shall be thoroughly cleaned with a wet 
brush, inserted in the bell, and carefully driven home.  A small amount of 
mortar shall be inserted in the annular space for the upper two-thirds of 
the circumference.  The gasket shall be lapped at the top of the pipe and 
driven home in the annular space with a caulking tool.  The remainder of 
the annular space shall be filled completely with mortar and beveled at an 
angle of approximately 45 degrees with the outside of the bell.  If mortar 
is not sufficiently stiff to prevent appreciable slump before setting, the 
outside of the joint thus made shall be wrapped with cheesecloth.  Placing 
of this type of joint shall be kept at least five joints behind laying 
operations.

3.4.1.3   Cement-Mortar Tongue-and-Groove Joint

The first pipe shall be bedded carefully to the established gradeline with 
the groove upstream.  A shallow excavation shall be made underneath the 
pipe at the joint and filled with mortar to provide a bed for the pipe.  
The grooved end of the first pipe shall be thoroughly cleaned with a wet 
brush, and a layer of soft mortar applied to the lower half of the groove. 
The tongue of the second pipe shall be cleaned with a wet brush; while in 
horizontal position, a layer of soft mortar shall be applied to the upper 
half of the tongue.  The tongue end of the second pipe shall be inserted in 
the grooved end of the first pipe until mortar is squeezed out on interior 
and exterior surfaces.  Sufficient mortar shall be used to fill the joint 
completely and to form a bead on the outside.

3.4.1.4   Plastic Sealing Compound Joints for Tongue-and-Grooved Pipe
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Sealing compounds shall follow the recommendation of the particular 
manufacturer in regard to special installation requirements.  Surfaces to 
receive lubricants, primers, or adhesives shall be dry and clean.  Sealing 
compounds shall be affixed to the pipe not more than 3 hours prior to 
installation of the pipe, and shall be protected from the sun, blowing 
dust, and other deleterious agents at all times.  Sealing compounds shall 
be inspected before installation of the pipe, and any loose or improperly 
affixed sealing compound shall be removed and replaced.  The pipe shall be 
aligned with the previously installed pipe, and the joint pulled together.  
If, while making the joint with mastic-type sealant, a slight protrusion of 
the material is not visible along the entire inner and outer circumference 
of the joint when the joint is pulled up, the pipe shall be removed and the 
joint remade.  After the joint is made, all inner protrusions shall be cut 
off flush with the inner surface of the pipe.  If nonmastic-type sealant 
material is used, the "Squeeze-Out" requirement above will be waived.

3.4.1.5   Flexible Watertight Joints

Gaskets and jointing materials shall be as recommended by the particular 
manufacturer in regard to use of lubricants, cements, adhesives, and other 
special installation requirements.  Surfaces to receive lubricants, 
cements, or adhesives shall be clean and dry.  Gaskets and jointing 
materials shall be affixed to the pipe not more than 24 hours prior to the 
installation of the pipe, and shall be protected from the sun, blowing 
dust, and other deleterious agents at all times.  Gaskets and jointing 
materials shall be inspected before installing the pipe; any loose or 
improperly affixed gaskets and jointing materials shall be removed and 
replaced.  The pipe shall be aligned with the previously installed pipe, 
and the joint pushed home.  If, while the joint is being made the gasket 
becomes visibly dislocated the pipe shall be removed and the joint remade.

3.4.2   Corrugated Metal Pipe

3.4.2.1   Field Joints

Transverse field joints shall be designed so that the successive connection 
of pipe sections will form a continuous line free of appreciable 
irregularities in the flow line.  In addition, the joints shall meet the 
general performance requirements described in ASTM A 798/A 798M.  Suitable 
transverse field joints which satisfy the requirements for one or more of 
the joint performance categories can be obtained with the following types 
of connecting bands furnished with suitable band-end fastening devices:  
corrugated bands, bands with projections, flat bands, and bands of special 
design that engage factory reformed ends of corrugated pipe.  The space 
between the pipe and connecting bands shall be kept free from dirt and grit 
so that corrugations fit snugly.  The connecting band, while being 
tightened, shall be tapped with a soft-head mallet of wood, rubber or 
plastic, to take up slack and ensure a tight joint.  The annular space 
between abutting sections of part paved, and fully paved pipe and pipe 
arch, in sizes 30 inches or larger, shall be filled with a bituminous 
material after jointing.  Field joints for each type of corrugated metal 
pipe shall maintain pipe alignment during construction and prevent 
infiltration of fill material during the life of the installations.  The 
type, size, and sheet thickness of the band and the size of angles or lugs 
and bolts shall be as indicated or where not indicated, shall be as 
specified in the applicable standards or specifications for the pipe.

3.5   DRAINAGE STRUCTURES
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3.5.1   Manholes and Inlets

Construction shall be of reinforced concrete, plain concrete, brick, 
precast reinforced concrete, precast concrete segmental blocks, 
prefabricated corrugated metal, or bituminous coated corrugated metal; 
complete with frames and covers or gratings; and with fixed galvanized 
steel ladders where indicated.  Pipe studs and junction chambers of 
prefabricated corrugated metal manholes shall be fully bituminous-coated 
and paved when the connecting branch lines are so treated.  

3.5.2   Walls and Headwalls

Construction shall be as indicated.

3.6   BACKFILLING

3.6.1   Backfilling Pipe in Trenches

After the pipe has been properly bedded, selected material from excavation 
or borrow, at a moisture content that will facilitate compaction, shall be 
placed along both sides of pipe in layers not exceeding 6 inches in 
compacted depth.  The backfill shall be brought up evenly on both sides of 
pipe for the full length of pipe.  The fill shall be thoroughly compacted 
under the haunches of the pipe.  Each layer shall be thoroughly compacted 
with mechanical tampers or rammers.  This method of filling and compacting 
shall continue until the fill has reached an elevation of at least 12 inches
 above the top of the pipe.  The remainder of the trench shall be 
backfilled and compacted by spreading and rolling or compacted by 
mechanical rammers or tampers in layers not exceeding 6 inches.  Tests for 
density shall be made as necessary to ensure conformance to the compaction 
requirements specified below.  Where it is necessary, in the opinion of the 
Contracting Officer, that sheeting or portions of bracing used be left in 
place, the contract will be adjusted accordingly.  Untreated sheeting shall 
not be left in place beneath structures or pavements.

3.6.2   Backfilling Pipe in Fill Sections

For pipe placed in fill sections, backfill material and the placement and 
compaction procedures shall be as specified below.  The fill material shall 
be uniformly spread in layers longitudinally on both sides of the pipe, not 
exceeding  6 inches in compacted depth, and shall be compacted by rolling 
parallel with pipe or by mechanical tamping or ramming.  Prior to 
commencing normal filling operations, the crown width of the fill at a 
height of 12 inches above the top of the pipe shall extend a distance of 
not less than twice the outside pipe diameter on each side of the pipe or 
12 feet, whichever is less.  After the backfill has reached at least 12 
inches above the top of the pipe, the remainder of the fill shall be placed 
and thoroughly compacted in layers not exceeding 6  inches.

3.6.3   Movement of Construction Machinery

When compacting by rolling or operating heavy equipment parallel with the 
pipe, displacement of or injury to the pipe shall be avoided.  Movement of 
construction machinery over a culvert or storm drain at any stage of 
construction shall be at the Contractor's risk.  Any damaged pipe shall be 
repaired or replaced.

3.6.4   Compaction
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3.6.4.1   General Requirements

Cohesionless materials include gravels, gravel-sand mixtures, sands, and 
gravelly sands.  Cohesive materials include clayey and silty gravels, 
gravel-silt mixtures, clayey and silty sands, sand-clay mixtures, clays, 
silts, and very fine sands.  When results of compaction tests for 
moisture-density relations are recorded on graphs, cohesionless soils will 
show straight lines or reverse-shaped moisture-density curves, and cohesive 
soils will show normal moisture-density curves.

3.6.4.2   Minimum Density

Backfill over and around the pipe and backfill around and adjacent to 
drainage structures shall be compacted at the approved moisture content to 
the following applicable minimum density, which will be determined as 
specified below.

a.  Under airfield and heliport pavements, paved roads, streets, 
parking areas, and similar-use pavements including adjacent 
shoulder areas, the density shall be not less than 90 percent of 
maximum density for cohesive material and 95 percent of maximum 
density for cohesionless material, up to the elevation where 
requirements for pavement subgrade materials and compaction shall 
control.

b.  Under unpaved or turfed traffic areas, density shall not be less 
than 90 percent of maximum density for cohesive material and 95 
percent of maximum density for cohesionless material.

c.  Under nontraffic areas, density shall be not less than that of the 
surrounding material.

3.6.5   Determination of Density

Testing shall be the responsibility of the Contractor and performed at no 
additional cost to the Government.  Testing shall be performed by an 
approved commercial testing laboratory or by the Contractor subject to 
approval.  Tests shall be performed in sufficient number to ensure that 
specified density is being obtained.  Laboratory tests for moisture-density 
relations shall be made in accordance with ASTM D 1557 except that 
mechanical tampers may be used provided the results are correlated with 
those obtained with the specified hand tamper.  Field density tests shall 
be determined in accordance with ASTM D 2167 or ASTM D 2922.  When ASTM D 
2922 is used, the calibration curves shall be checked and adjusted, if 
necessary, using the sand cone method as described in paragraph Calibration 
of the referenced publications.  ASTM D 2922 results in a wet unit weight 
of soil and when using this method ASTM D 3017 shall be used to determine 
the moisture content of the soil.  The calibration curves furnished with 
the moisture gauges shall be checked along with density calibration checks 
as described in ASTM D 3017 or ASTM D 2922.  Test results shall be 
furnished the Contracting Officer.  The calibration checks of both the 
density and moisture gauges shall be made at the beginning of a job on each 
different type of material encountered and at intervals as directed.

    -- End of Section --
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SECTION 02722A

AGGREGATE AND/OR GRADED-CRUSHED AGGREGATE BASE COURSE
05/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 117 (1995) Materials Finer Than 75 micrometer 
(No. 200) Sieve in Mineral Aggregates by 
Washing

ASTM C 127 (1988; R 1993el) Specific Gravity and 
Absorption of Course Aggregate

ASTM C 128 (1997) Specific Gravity and Absorption of 
Fine Aggregate

ASTM C 131 (1996) Resistance to Degradation of 
Small-Size Coarse Aggregate by Abrasion 
and Impact in the Los Angeles Machine

ASTM C 136 (1996a) Sieve Analysis of Fine and Coarse 
Aggregates

ASTM D 75 (1987; R 1997) Sampling Aggregates

ASTM D 1556 (2000) Density and Unit Weight of Soil in 
Place by the Sand-Cone Method

ASTM D 1557 (1991; R 1998) Laboratory Compaction 
Characteristics of Soil Using Modified 
Effort (56,000 ft-lbf/cu. ft. (2,700 
kN-m/cu.m.))

ASTM D 2167 (1994) Density and Unit Weight of Soil in 
Place by the Rubber Balloon Method

ASTM D 2487 (2000) Classification of Soils for 
Engineering Purposes (Unified Soil 
Classification System)

ASTM D 4318 (2000) Liquid Limit, Plastic Limit, and 
Plasticity Index of Soils

ASTM E 11 (1995) Wire-Cloth Sieves for Testing 
Purposes
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1.2   DEFINITIONS

For the purposes of this specification, the following definitions apply.

1.2.1   Aggregate Base Course

Aggregate base course (ABC) is well graded, durable aggregate uniformly 
moistened and mechanically stabilized by compaction.

1.2.2   Degree of Compaction

Degree of compaction shall be expressed as a percentage of the maximum 
density obtained by the test procedure presented in ASTM D 1557. 

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Plant, Equipment, and Tools; FIO

  List of proposed equipment to be used in performance of 
construction work, including descriptive data.

Waybills and Delivery Tickets; FIO

  Copies of waybills and delivery tickets during the progress of 
the work.  Before the final statement is allowed, the Contractor 
shall file certified waybills and certified delivery tickets for 
all aggregates actually used.

SD-06 Test Reports

Sampling and testing; GA
Field Density Tests; GA

  Calibration curves and related test results prior to using the 
device or equipment being calibrated.  Copies of field test 
results within 24 hours after the tests are performed.  Certified 
copies of test results for approval not less than 30 days before 
material is required for the work.

1.4   SAMPLING AND TESTING

Sampling and testing shall be the responsibility of the Contractor.  
Sampling and testing shall be performed by a testing laboratory approved in 
accordance with Section 01451 CONTRACTOR QUALITY CONTROL.  Work requiring 
testing will not be permitted until the testing laboratory has been 
inspected and approved.  The materials shall be tested to establish 
compliance with the specified requirements; testing shall be performed at 
the specified frequency.  The Contracting Officer may specify the time and 
location of the tests.  Copies of test results shall be furnished to the 
Contracting Officer within 24 hours of completion of the tests.
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1.4.1   Sampling

Samples for laboratory testing shall be taken in conformance with ASTM D 75. 
 When deemed necessary, the sampling will be observed by the Contracting 
Officer.

1.4.2   Tests

The following tests shall be performed in conformance with the applicable 
standards listed.

1.4.2.1   Sieve Analysis

Sieve analysis shall be made in conformance with ASTM C 117 and ASTM C 136. 
  Sieves shall conform to ASTM E 11.  

1.4.2.2   Liquid Limit and Plasticity Index

Liquid limit and plasticity index shall be determined in accordance with 
ASTM D 4318.

1.4.2.3   Moisture-Density Determinations

The maximum density and optimum moisture content shall be determined in 
accordance with ASTM D 1557.

1.4.2.4   Field Density Tests

Density shall be field measured in accordance with ASTM D 1556, ASTM D 2167. 
 

1.4.2.5   Wear Test

Wear tests shall be made on ABC course material in conformance with ASTM C 
131.

1.4.3   Testing Frequency

1.4.3.1   Initial Tests

One of each of the following tests shall be performed on the proposed 
material prior to commencing construction to demonstrate that the proposed 
material meets all specified requirements when furnished.  If materials 
from more than one source are going to be utilized, this testing shall be 
completed for each source.

a.  Sieve Analysis. 

b.  Liquid limit and plasticity index. 

c.  Moisture-density relationship.

d.  Wear.

1.4.3.2   In Place Tests

Each of the following tests shall be performed on samples taken from the 
placed and compacted ABC. Samples shall be taken and tested at the rates 
indicated.
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     a.  Density tests shall be performed on every lift of material placed 
and at a frequency of one set of tests for every  250 square yards, or 
portion thereof, of completed area.

     b.  Sieve Analysis shall be performed for every  500 tons, or portion 
thereof, of material placed.

     c.  Liquid limit and plasticity index tests shall be performed at the 
same frequency as the sieve analysis.

1.4.4   Approval of Material

The source of the material shall be selected 30 days prior to the time the 
material will be required in the work.  Tentative approval of material will 
be based on initial test results.  Final approval of the materials will be 
based on sieve analysis, liquid limit, and plasticity index tests performed 
on samples taken from the completed and fully compacted ABC. 

1.5   WEATHER LIMITATIONS

Construction shall be done when the atmospheric temperature is above 35 
degrees F.  When the temperature falls below 35 degrees F, the Contractor 
shall protect all completed areas by approved methods against detrimental 
effects of freezing.  Completed areas damaged by freezing, rainfall, or 
other weather conditions shall be corrected to meet specified requirements.

1.6   PLANT, EQUIPMENT, AND TOOLS

All plant, equipment, and tools used in the performance of the work will be 
subject to approval before the work is started and shall be maintained in 
satisfactory working condition at all times.  The equipment shall be 
adequate and shall have the capability of producing the required 
compaction, meeting grade controls, thickness control, and smoothness 
requirements as set forth herein.

PART 2   PRODUCTS

2.1   AGGREGATES

The ABC shall consist of clean, sound, durable particles of crushed stone, 
crushed slag, crushed gravel, crushed recycled concrete, angular sand, or 
other approved material.  ABC shall be free of lumps of clay, organic 
matter, and other objectionable materials or coatings.  The portion 
retained on the No. 4 sieve shall be known as coarse aggregate; that 
portion passing the No. 4 sieve shall be known as fine aggregate.

2.1.1   Coarse Aggregate

Coarse aggregates shall be angular particles of uniform density.  When the 
coarse aggregate is supplied from more than one source, aggregate from each 
source shall meet the specified requirements and shall be stockpiled 
separately.

     a.  Crushed Gravel:  Crushed gravel shall be manufactured by crushing 
gravels, and shall meet all the requirements specified below.

     b.  Crushed Stone:  Crushed stone shall consist of freshly mined 
quarry rock, and shall meet all the requirements specified below.
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     c.  Crushed Recycled Concrete:  Crushed recycled concrete shall 
consist of previously hardened portland cement concrete or other concrete 
containing pozzolanic binder material.  The recycled material shall be free 
of all reinforcing steel, bituminous concrete surfacing, and any other 
foreign material and shall be crushed and processed to meet the required 
gradations for coarse aggregate.  Crushed recycled concrete shall meet all 
other applicable requirements specified below.

2.1.1.1   Aggregate Base Course

ABC coarse aggregate shall not show more than 50 percent loss when 
subjected to the Los Angeles abrasion test in accordance with ASTM C 131.  
The amount of flat and elongated particles shall not exceed 30 percent.  A 
flat particle is one having a ratio of width to thickness greater than 3; 
an elongated particle is one having a ratio of length to width greater than 
3.  In the portion retained on each sieve specified, the crushed aggregates 
shall contain at least 50 percent by weight of crushed pieces having two or 
more freshly fractured faces with the area of each face being at least 
equal to 75 percent of the smallest midsectional area of the piece.  When 
two fractures are contiguous, the angle between planes of the fractures 
must be at least 30 degrees in order to count as two fractured faces.  
Crushed gravel shall be manufactured from gravel particles 50 percent of 
which, by weight, are retained on the maximum size sieve listed in TABLE 1.

2.1.2   Fine Aggregate

Fine aggregates shall be angular particles of uniform density.  When the 
fine aggregate is supplied from more than one source, aggregate from each 
source shall meet the specified requirements.

2.1.2.1   Aggregate Base Course

ABC fine aggregate shall consist of screenings, angular sand, crushed 
recycled concrete fines, or other finely divided mineral matter processed 
or naturally combined with the coarse aggregate.

2.1.3   Gradation Requirements

The specified gradation requirements shall apply to the completed base 
course.  The aggregates shall have a maximum size of 1.0  inches and shall 
be continuously well graded within the limits specified in TABLE 1.  Sieves 
shall conform to ASTM E 11.

TABLE I.  GRADATION OF AGGREGATES

Percentage by Weight Passing Square-Mesh Sieve

         Sieve
         Designation        No. 1          No. 2           No. 3
         -------------------------------------------------------

        2 inch                100           ----            ----
        1-1/2 inch         70-100            100            ----
        1 inch              45-80         60-100             100
        1/2 inch            30-60          30-65           40-70
        No. 4               20-50          20-50           20-50
        No. 10              15-40          15-40           15-40
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TABLE I.  GRADATION OF AGGREGATES

Percentage by Weight Passing Square-Mesh Sieve

         Sieve
         Designation        No. 1          No. 2           No. 3
         -------------------------------------------------------

        No. 40               5-25           5-25            5-25
        No. 200               0-8            0-8             0-8

NOTE 1:  Particles having diameters less than 0.0008 inch shall not be in 
excess of 3 percent by weight of the total sample tested.

NOTE 2:  The values are based on aggregates of uniform specific gravity.  
If materials from different sources are used for the coarse and fine 
aggregates, they shall be tested in accordance with ASTM C 127 and ASTM C 
128 to determine their specific gravities.  If the specific gravities vary 
by more than 10 percent, the percentages passing the various sieves shall 
be corrected as directed by the Contracting Officer.

2.1.4   Liquid Limit and Plasticity Index

Liquid limit and plasticity index requirements shall apply to the completed 
course and shall also apply to any component that is blended to meet the 
required gradation.  The portion of any component or of the completed 
course passing the No. 40 sieve shall be either nonplastic or have a liquid 
limit not greater than 25 and a plasticity index not greater than 5.

PART 3   EXECUTION

3.1   GENERAL REQUIREMENTS

When the ABC is constructed in more than one layer, the previously 
constructed layer shall be cleaned of loose and foreign matter by sweeping 
with power sweepers or power brooms, except that hand brooms may be used in 
areas where power cleaning is not practicable.  Adequate drainage shall be 
provided during the entire period of construction to prevent water from 
collecting or standing on the working area.  Line and grade stakes shall be 
provided as necessary for control.  Grade stakes shall be in lines parallel 
to the centerline of the area under construction and suitably spaced for 
string lining.

3.2   OPERATION OF AGGREGATE SOURCES

Aggregates shall be obtained from offsite sources.

3.3   STOCKPILING MATERIAL

Prior to stockpiling of material, storage sites shall be cleared and 
leveled by the Contractor.  All materials, including approved material 
available from excavation and grading, shall be stockpiled in the manner 
and at the locations designated.  Aggregates shall be stockpiled on the 
cleared and leveled areas designated by the Contracting Officer to prevent 
segregation.  Materials obtained from different sources shall be stockpiled 
separately.
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3.4   PREPARATION OF UNDERLYING COURSE

Prior to constructing the ABC, the underlying course or subgrade shall be 
cleaned of all foreign substances.  At the time of construction of the ABC, 
the underlying course shall contain no frozen material.  The surface of the 
underlying course or subgrade shall meet specified compaction and surface 
tolerances.  The underlying course shall conform to Section 02300 
EARTHWORK.  Ruts or soft yielding spots in the underlying courses, areas 
having inadequate compaction, and deviations of the surface from the 
requirements set forth herein shall be corrected by loosening and removing 
soft or unsatisfactory material and by adding approved material, reshaping 
to line and grade, and recompacting to specified density requirements.  For 
cohesionless underlying courses containing sands or gravels, as defined in 
ASTM D 2487, the surface shall be stabilized prior to placement of the ABC. 
Stabilization shall be accomplished by mixing ABC into the underlying 
course and compacting by approved methods.  The stabilized material shall 
be considered as part of the underlying course and shall meet all 
requirements of the underlying course.  The finished underlying course 
shall not be disturbed by traffic or other operations and shall be 
maintained by the Contractor in a satisfactory condition until the ABC is 
placed.

3.5   INSTALLATION

3.5.1   Mixing the Materials

The coarse and fine aggregates shall be mixed in a stationary plant, or in 
a traveling plant or bucket loader on an approved paved working area.  The 
Contractor shall make adjustments in mixing procedures or in equipment as 
directed to obtain true grades, to minimize segregation or degradation, to 
obtain the required water content, and to insure a satisfactory ABC meeting 
all requirements of this specification.

3.5.2   Placing

The mixed material shall be placed on the prepared subgrade or subbase in 
layers of uniform thickness with an approved spreader.  When a compacted 
layer 6 inches or less in thickness is required, the material shall be 
placed in a single layer.  When a compacted layer in excess of 6 inches is 
required, the material shall be placed in layers of equal thickness.  No 
layer shall exceed 6 inches or less than 3 inches when compacted.  The 
layers shall be so placed that when compacted they will be true to the 
grades or levels required with the least possible surface disturbance.  
Where the ABC is placed in more than one layer, the previously constructed 
layers shall be cleaned of loose and foreign matter by sweeping with power 
sweepers, power brooms, or hand brooms, as directed.  Such adjustments in 
placing procedures or equipment shall be made as may be directed to obtain 
true grades, to minimize segregation and degradation, to adjust the water 
content, and to insure an acceptable ABC. 

3.5.3   Grade Control

The finished and completed ABC shall conform to the lines, grades, and 
cross sections shown.  Underlying material(s) shall be excavated and 
prepared at sufficient depth for the required ABC thickness so that the 
finished ABC with the subsequent surface course will meet the designated 
grades.

3.5.4   Edges of Base Course
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The ABC shall be placed so that the completed section will be a minimum of 
5 feet wider, on all sides, than the next layer that will be placed above 
it.  Additionally, approved fill material shall be placed along the outer 
edges of ABC in sufficient quantities to compact to the thickness of the 
course being constructed, or to the thickness of each layer in a multiple 
layer course, allowing in each operation at least a 2 foot width of this 
material to be rolled and compacted simultaneously with rolling and 
compacting of each layer of ABC.  If this base course material is to be 
placed adjacent to another pavement section, then the layers for both of 
these sections shall be placed and compacted along this edge at the same 
time.

3.5.5   Compaction

Each layer of the ABC shall be compacted as specified with approved 
compaction equipment.  Water content shall be maintained during the 
compaction procedure to within plus or minus 3 percent of the optimum water 
content determined from laboratory tests as specified in paragraph SAMPLING 
AND TESTING.  Rolling shall begin at the outside edge of the surface and 
proceed to the center, overlapping on successive trips at least one-half 
the width of the roller.  Alternate trips of the roller shall be slightly 
different lengths.  Speed of the roller shall be such that displacement of 
the aggregate does not occur.  In all places not accessible to the rollers, 
the mixture shall be compacted with hand-operated power tampers.  
Compaction shall continue until each layer has a degree of compaction that 
is at least 100 percent of laboratory maximum density through the full 
depth of the layer.  The Contractor shall make such adjustments in 
compacting or finishing procedures as may be directed to obtain true 
grades, to minimize segregation and degradation, to reduce or increase 
water content, and to ensure a satisfactory ABC.  Any materials that are 
found to be unsatisfactory shall be removed and replaced with satisfactory 
material or reworked, as directed, to meet the requirements of this 
specification.

3.5.6   Thickness

Compacted thickness of the aggregate course shall be as indicated.  No 
individual layer shall exceed  8 inches nor be less than 3 inches in 
compacted thickness.  The total compacted thickness of the ABC course shall 
be within 1/2 inch of the thickness indicated.  Where the measured 
thickness is more than 1/2 inch deficient, such areas shall be corrected by 
scarifying, adding new material of proper gradation, reblading, and 
recompacting as directed.  Where the measured thickness is more than 1/2 
inch thicker than indicated, the course shall be considered as conforming 
to the specified thickness requirements.  Average job thickness shall be 
the average of all thickness measurements taken for the job, but shall be 
within 1/4 inch of the thickness indicated.  The total thickness of the ABC 
course shall be measured at intervals in such a manner as to ensure one 
measurement for each 100 square yards of base course.  Measurements shall 
be made in 3 inch diameter test holes penetrating the base course.

3.5.7   Proof Rolling

Proof rolling of the areas indicated shall be in addition to the compaction 
specified and shall consist of the application of 30 coverages with a heavy 
pneumatic-tired roller having four or more tires, each loaded to a minimum 
of 30,000 pounds and inflated to a minimum of 150 psi.  In areas 
designated, proof rolling shall be applied to the top of the underlying 
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material on which ABC is laid and to each layer of ABC.  Water content of 
the underlying material shall be maintained at optimum or at the percentage 
directed from start of compaction to completion of proof rolling of that 
layer.  Water content of each layer of the ABC shall be maintained at the 
optimum percentage directed from start of compaction to completion of proof 
rolling.  Any ABC materials or any underlying materials that produce 
unsatisfactory results by proof rolling shall be removed and replaced with 
satisfactory materials, recompacted and proof rolled to meet these 
specifications.

3.5.8   Finishing

The surface of the top layer of ABC shall be finished after final 
compaction and proof rolling by cutting any overbuild to grade and rolling 
with a steel-wheeled roller.  Thin layers of material shall not be added to 
the top layer of base course to meet grade.  If the elevation of the top 
layer of  ABC is 1/2 inch or more below grade, then the top layer should be 
scarified to a depth of at least 3 inches and new material shall be blended 
in and compacted to bring to grade.  Adjustments to rolling and finishing 
procedures shall be made as directed to minimize segregation and 
degradation, obtain grades, maintain moisture content, and insure an 
acceptable base course.  Should the surface become rough, corrugated, 
uneven in texture, or traffic marked prior to completion, the 
unsatisfactory portion shall be scarified, reworked and recompacted or it 
shall be replaced as directed.

3.5.9   Smoothness

The surface of the top layer shall show no deviations in excess of 3/8 inch 
when tested with a 10-foot straightedge.  Measurements shall be taken in 
successive positions parallel to the centerline of the area to be paved.  
Measurements shall also be taken perpendicular to the centerline at 50-foot 
intervals.  Deviations exceeding this amount shall be corrected by removing 
material and replacing with new material, or by reworking existing material 
and compacting it to meet these specifications.

3.6   TRAFFIC

Traffic shall not be allowed on the completed ABC course. 

3.7   MAINTENANCE

The ABC shall be maintained in a satisfactory condition until the full 
pavement section is completed and accepted.  Maintenance shall include 
immediate repairs to any defects and shall be repeated as often as 
necessary to keep the area intact.  Any ABC that is not paved over prior to 
the onset of winter, shall be retested to verify that it still complies 
with the requirements of this specification.  Any area of ABC that is 
damaged shall be reworked or replaced as necessary to comply with this 
specification.

3.8   DISPOSAL OF UNSATISFACTORY MATERIALS

Any unsuitable materials that must be removed shall be disposed of as 
directed.  No additional payments will be made for materials that must be 
replaced.

    -- End of Section --
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SECTION 02741A

HOT-MIX ASPHALT (HMA) FOR ROADS
09/99

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS 
(AASHTO)

AASHTO TP53 (1998; Interim 1999) Determining Asphalt 
Content of Hot Mix Asphalt by the Ignition 
Method

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 29/C 29M (1997) Bulk Density ("Unit Weight") and 
Voids in Aggregates

ASTM C 88 (1999a) Soundness of Aggregates by Use of 
Sodium Sulfate or Magnesium Sulfate

ASTM C 117 (1995) Materials Finer than 75 micrometer 
(No. 200) Sieve in Mineral Aggregates by 
Washing

ASTM C 131 (1996) Resistance to Degradation of 
Small-Size Coarse Aggregate by Abrasion 
and Impact in the Los Angeles Machine

ASTM C 136 (1996a) Sieve Analysis of Fine and Coarse 
Aggregates

ASTM C 566 (1997) Evaporable Total Moisture Content 
of Aggregate by Drying

ASTM C 1252 (1998) Uncompacted Void Content of Fine 
Aggregate (as Influenced by Particle 
Shape, Surface Texture, and Grading)

ASTM D 242 (1995) Mineral Filler for Bituminous 
Paving Mixtures

ASTM D 995 (1995b) Mixing Plants for Hot-Mixed, 
Hot-Laid Bituminous Paving Mixtures

ASTM D 1461 (1985)) Moisture or Volatile Distillates 
in Bituminous Paving Mixtures
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ASTM D 1559 (1989) Resistance to Plastic Flow of 
Bituminous Mixtures Using Marshall 
Apparatus

ASTM D 2041 (1995) Theoretical Maximum Specific 
Gravity and Density of Bituminous Paving 
Mixtures

ASTM D 2172 (1995) Quantitative Extraction of Bitumen 
from Bituminous Paving Mixtures

ASTM D 2419 (1995) Sand Equivalent Value of Soils and 
Fine Aggregate

ASTM D 2489 (1984; R 1994el) Degree of Particle 
Coating of Bituminous-Aggregate Mixtures

ASTM D 2726 (1996el) Bulk Specific Gravity and Density 
of Non-Absorptive Compacted Bituminous 
Mixture

ASTM D 2950 (1997) Density of Bituminous Concrete in 
Place by Nuclear Method

ASTM D 3665 (1999) Random Sampling of Construction 
Materials

ASTM D 3666 (1998) Minimum Requirements for Agencies 
Testing and Inspecting Bituminous Paving 
Materials

ASTM D 4125 (1994el)Asphalt Content of Bituminous 
Mixtures by the Nuclear Method

ASTM D 4791 (1999) Flat Particles, Elongated 
Particles, or Flat and Elongated Particles 
in Coarse Aggregate

ASTM D 5444 (1998) Mechanical Size Analysis of 
Extracted Aggregate

ASTM D 6307 (1998) Asphalt Content of Hot Mix Asphalt 
by Ignition Method

ASPHALT INSTITUTE (AI)

AI MS-2 (1997) Mix Design Methods for Asphalt 
Concrete and Other Hot-Mix Types

U.S. ARMY CORPS OF ENGINEERS (USACE)

COE CRD-C 171 (1995) Test Method for Determining 
Percentage of Crushed Particles in 
Aggregate 

1.2   DESCRIPTION OF WORK
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The work shall consist of pavement courses composed of mineral aggregate 
and asphalt material heated and mixed in a central mixing plant and placed 
on a prepared course.  HMA designed and constructed in accordance with this 
section shall conform to the lines, grades, thicknesses, and typical cross 
sections shown on the drawings.  Each course shall be constructed to the 
depth, section, or elevation required by the drawings and shall be rolled, 
finished, and approved before the placement of the next course.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Mix Design; G.

  Proposed JMF.

Contractor Quality Control; G.

  Quality control plan.

Material Acceptance and Percent Payment; G.

  Acceptance test results and pay calculations.

SD-04 Samples

Asphalt Cement Binder; G.

  (5 gallon) sample for mix design verification.

Aggregates; G.

  Sufficient materials to produce  200 lb of blended mixture for 
mix design verification.

SD-06 Test Reports

Aggregates; G.
QC Monitoring; G.

  Aggregate and QC test results.

SD-07 Certificates

Asphalt Cement Binder; G.

  Copies of certified test data.

Testing Laboratory; FIO.

  Certification of compliance.

  Plant Scale Calibration Certification
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1.4   ASPHALT MIXING PLANT

Plants used for the preparation of hot-mix asphalt shall conform to the 
requirements of ASTM D 995 with the following changes:

     a.  Truck Scales.  The asphalt mixture shall be weighed on approved  
certified scales at the Contractor's expense.  Scales shall be inspected 
and sealed at least annually by an approved calibration laboratory.

     b.  Testing Facilities.  The Contractor shall provide laboratory 
facilities at the plant for the use of the Government's acceptance testing 
and the Contractor's quality control testing.

     c.  Inspection of Plant.  The Contracting Officer shall have access at 
all times, to all areas of the plant for checking adequacy of equipment; 
inspecting operation of the plant; verifying weights, proportions, and 
material properties; checking the temperatures maintained in the 
preparation of the mixtures and for taking samples.  The Contractor shall 
provide assistance as requested, for the Government to procure any desired 
samples.

     d.  Storage Bins.  Use of storage bins for temporary storage of 
hot-mix asphalt will be permitted as follows:

            (1) The asphalt mixture may be stored in non-insulated storage 
bins for a period of time not exceeding 3 hours.

            (2) The asphalt mixture may be stored in insulated storage bins 
for a period of time not exceeding 8 hours.  The mix drawn from bins shall 
meet the same requirements as mix loaded directly into trucks.

1.5   HAULING EQUIPMENT

Trucks used for hauling hot-mix asphalt shall have tight, clean, and smooth 
metal beds.  To prevent the mixture from adhering to them, the truck beds 
shall be lightly coated with a minimum amount of paraffin oil, lime 
solution, or other approved material.  Petroleum based products shall not 
be used as a release agent.  Each truck shall have a suitable cover to 
protect the mixture from adverse weather.  When necessary to ensure that 
the mixture will be delivered to the site at the specified temperature, 
truck beds shall be insulated or heated and covers (tarps) shall be 
securely fastened.

1.6   ASPHALT PAVERS

Asphalt pavers shall be self-propelled, with an activated screed, heated as 
necessary, and shall be capable of spreading and finishing courses of 
hot-mix asphalt which will meet the specified thickness, smoothness, and 
grade.  The paver shall have sufficient power to propel itself and the 
hauling equipment without adversely affecting the finished surface.

1.6.1   Receiving Hopper

The paver shall have a receiving hopper of sufficient capacity to permit a 
uniform spreading operation.  The hopper shall be equipped with a 
distribution system to place the mixture uniformly in front of the screed 
without segregation.  The screed shall effectively produce a finished 
surface of the required evenness and texture without tearing, shoving, or 
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gouging the mixture.

1.7   ROLLERS

Rollers shall be in good condition and shall be operated at slow speeds to 
avoid displacement of the asphalt mixture.  The number, type, and weight of 
rollers shall be sufficient to compact the mixture to the required density 
while it is still in a workable condition.  Equipment which causes 
excessive crushing of the aggregate shall not be used.

1.8   WEATHER LIMITATIONS

The hot-mix asphalt shall not be placed upon a wet surface or when the 
surface temperature of the underlying course is less than specified in 
Table 1.  The temperature requirements may be waived by the Contracting 
Officer, if requested; however, all other requirements, including 
compaction, shall be met.

Table 1.  Surface Temperature Limitations of Underlying Course

               Mat Thickness, inches                    Degrees F

                 3 or greater                              40

                 Less than 3                               45

PART 2   PRODUCTS

2.1   AGGREGATES

Aggregates shall consist of crushed stone, crushed gravel, crushed slag, 
screenings, natural sand and mineral filler, as required.  The portion of 
material retained on the  No. 4 sieve is coarse aggregate.  The portion of 
material passing the  No. 4 sieve and retained on the  No. 200 sieve is 
fine aggregate.  The portion passing the  No. 200 sieve is defined as 
mineral filler.  All aggregate test results and samples shall be submitted 
to the Contracting Officer at least 14 days prior to start of construction.

2.1.1   Coarse Aggregate

Coarse aggregate shall consist of sound, tough, durable particles, free 
from films of material that would prevent thorough coating and bonding with 
the asphalt material and free from organic matter and other deleterious 
substances.  All individual coarse aggregate sources shall meet the 
following requirements:

     a.  The percentage of loss shall not be greater than 40 percent after 
500 revolutions when tested in accordance with ASTM C 131.

     b.  The percentage of loss shall not be greater than 18 percent after 
five cycles when tested in accordance with ASTM C 88 using magnesium 
sulfate or 12 percent when using sodium sulfate.

     c.  At least 75 percent by weight of coarse aggregate shall have at 
least two or more fractured faces when tested in accordance with COE CRD-C 
171.  Fractured faces shall be produced by crushing.

     d.  The particle shape shall be essentially cubical and the aggregate 
shall not contain more than 20% percent, by weight, of flat and elongated 
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particles (3:1 ratio of maximum to minimum) when tested in accordance with 
ASTM D 4791.

     e.  Slag shall be air-cooled, blast furnace slag, and shall have a 
compacted weight of not less than  75 lb/cu ft when tested in accordance 
with ASTM C 29/C 29M.

2.1.2   Fine Aggregate

Fine aggregate shall consist of clean, sound, tough, durable particles.  
The aggregate particles shall be free from coatings of clay, silt, or any 
objectionable material and shall contain no clay balls.  All individual 
fine aggregate sources shall have a sand equivalent value not less than 45 
when tested in accordance with ASTM D 2419.

The fine aggregate portion of the blended aggregate shall have an 
uncompacted void content not less than 43.0 percent when tested in 
accordance with ASTM C 1252 Method A.

2.1.3   Mineral Filler

Mineral filler shall be nonplastic material meeting the requirements of 
ASTM D 242.

2.1.4   Aggregate Gradation

The combined aggregate gradation shall conform to gradations specified in 
Table 2, when tested in accordance with ASTM C 136 and ASTM C 117, and 
shall not vary from the low limit on one sieve to the high limit on the 
adjacent sieve or vice versa, but grade uniformly from coarse to fine.

Table 2.  Aggregate Gradations

                       Gradation 1       Gradation 2       Gradation 3
                       Percent Passing   Percent Passing   Percent Passing
  Sieve Size, inch      by Mass            by Mass           by Mass

      1                 100               ---               ---
      3/4              76-96              100               ---
      1/2              68-88             76-96              100
      3/8              60-82             69-89             76-96
     No. 4             45-67             53-73             58-78
     No. 8             32-54             38-60             40-60
     No. 16            22-44             26-48             28-48
     No. 30            15-35             18-38             18-38
     No. 50             9-25             11-27             11-27
     No. 100            6-18              6-18              6-18
     No. 200            3-6               3-6               3-6

2.2   ASPHALT CEMENT BINDER

Asphalt cement binder shall conform to NCDOT requirements for bituminous 
concrete surface course. 

2.3   MIX DESIGN

The Contractor shall provide asphalt conforming to NCDOT Section 645 
Bituminous Concrete Surface course, Type I-2.
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2.3.1   JMF Requirements

The job mix formula shall be submitted in writing by the Contractor for 
approval at least 14 days prior to the start of the test section and shall 
include as a minimum:

     a.  Percent passing each sieve size.

     b.  Percent of asphalt cement.

     c.  Percent of each aggregate and mineral filler to be used.

     d.  Asphalt viscosity grade, penetration grade, or performance grade.

     e.  Number of blows of hammer per side of molded specimen.

     f.  Laboratory mixing temperature.

     g.  Lab compaction temperature.

     h.  Temperature-viscosity relationship of the asphalt cement.

     i.  Plot of the combined gradation on the 0.45 power gradation chart, 
stating the nominal maximum size.

     j.  Graphical plots of stability, flow, air voids, voids in the 
mineral aggregate, and unit weight versus asphalt content as shown in AI 
MS-2.

     k.  Specific gravity and absorption of each aggregate.

     l.  Percent natural sand.

     m.  Percent particles with 2 or more fractured faces (in coarse 
aggregate).

     n.  Fine aggregate angularity.

     o.  Percent flat or elongated particles (in coarse aggregate).

     p.  Tensile Strength Ratio(TSR).

     q.  Antistrip agent (if required) and amount.

     r.  List of all modifiers and amount.

     s.  Percentage and properties (asphalt content, binder properties, and 
aggregate properties) of reclaimed asphalt pavement (RAP) in accordance 
with paragraph RECYCLED HOT-MIX ASPHALT, if RAP is used.

Table 3.  Marshall Design Criteria

        Test Property          75 Blow Mix            50 Blow Mix

     Stability, pounds
     minimum                      *1800                  *1000
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Table 3.  Marshall Design Criteria

        Test Property          75 Blow Mix            50 Blow Mix

     Flow, 0.01 inch               8-16                  8-18

     Air voids, percent            3-5                    3-5

     Percent Voids in
     mineral aggregate VMA,

     (minimum)                 

         Gradation 1               13.0                   13.0
         Gradation 2               14.0                   14.0
         Gradation 3               15.0                   15.0

     TSR, minimum percent           75                     75

* This is a minimum requirement.  The average during construction shall be 
significantly higher than this number to ensure compliance with the 
specifications.
** Calculate VMA in accordance with AI MS-2, based on ASTM D 2726 bulk 
specific gravity for the aggregate.

2.3.2   Adjustments to Field JMF

The Laboratory JMF for each mixture shall be in effect until a new formula 
is approved in writing by the Contracting Officer.  Should a change in 
sources of any materials be made, a new laboratory jmf design shall be 
performed and a new JMF approved before the new material is used.  The 
Contractor will be allowed to adjust the Laboratory JMF within the limits 
specified below to optimize mix volumetric properties with the approval of 
the Contracting Officer.  Adjustments to the Laboratory JMF shall be 
applied to the field (plant) established JMF and limited to those values as 
shown.  Adjustments shall be targeted to produce or nearly produce 4 
percent voids total mix (VTM).

TABLE 4. Field (Plant) Established JMF Tolerances
Sieves         Adjustments (plus or minus), percent

            No. 4                       3
            No. 8                       3
            No. 200                     1
            Binder Content              0.40

If adjustments are needed that exceed these limits, a new mix design shall 
be developed.  Tolerances given above may permit the aggregate grading to 
be outside the limits shown in Table 2; while not desirable, this is 
acceptable.

2.4   RECYCLED HOT MIX ASPHALT

Recycled HMA shall conform to NCDOT requirements for recycled bituminous 
plant mix. 

PART 3   EXECUTION
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3.1   PREPARATION OF ASPHALT BINDER MATERIAL

The asphalt cement material shall be heated avoiding local overheating and 
providing a continuous supply of the asphalt material to the mixer at a 
uniform temperature.  The temperature of unmodified asphalts shall be no 
more than  325 degrees F when added to the aggregates.  Modified asphalts 
shall be no more than  350 degrees F when added to the aggregates.

3.2   PREPARATION OF MINERAL AGGREGATE

The aggregate for the mixture shall be heated and dried prior to mixing.  
No damage shall occur to the aggregates due to the maximum temperature and 
rate of heating used.  The temperature of the aggregate and mineral filler 
shall not exceed  350 degrees F when the asphalt cement is added.  The 
temperature shall not be lower than is required to obtain complete coating 
and uniform distribution on the aggregate particles and to provide a 
mixture of satisfactory workability.

3.3   PREPARATION OF HOT-MIX ASPHALT MIXTURE   

The aggregates and the asphalt cement shall be weighed or metered and 
introduced into the mixer in the amount specified by the JMF.  The combined 
materials shall be mixed until the aggregate obtains a uniform coating of 
asphalt binder and is thoroughly distributed throughout the mixture.  Wet 
mixing time shall be the shortest time that will produce a satisfactory 
mixture, but no less than 25 seconds for batch plants.  The wet mixing time 
for all plants shall be established by the Contractor, based on the 
procedure for determining the percentage of coated particles described in 
ASTM D 2489, for each individual plant and for each type of aggregate used. 
 The wet mixing time will be set to at least achieve 95 percent of coated 
particles.  The moisture content of all hot-mix asphalt upon discharge from 
the plant shall not exceed 0.5 percent by total weight of mixture as 
measured by ASTM D 1461.

3.4   PREPARATION OF THE UNDERLYING SURFACE

Immediately before placing the hot mix asphalt, the underlying course shall 
be cleaned of dust and debris.  A prime coat shall be applied in accordance 
with the contract specifications.

3.5   TESTING LABORATORY

The laboratory used to develop the JMF shall meet the requirements of ASTM 
D 3666.  A certification signed by the manager of the laboratory stating 
that it meets these requirements or clearly listing all deficiencies shall 
be submitted to the Contracting Officer prior to the start of construction. 
 The certification shall contain as a minimum:

     a.  Qualifications of personnel; laboratory manager, supervising 
technician, and testing technicians.

     b.  A listing of equipment to be used in developing the job mix.

     c.  A copy of the laboratory's quality control system.

     d.  Evidence of participation in the AASHTO Materials Reference 
Laboratory (AMRL) program.

3.6   TRANSPORTING AND PLACING
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3.6.1   Transporting

The hot-mix asphalt shall be transported from the mixing plant to the site 
in clean, tight vehicles.  Deliveries shall be scheduled so that placing 
and compacting of mixture is uniform with minimum stopping and starting of 
the paver.  Adequate artificial lighting shall be provided for night 
placements.  Hauling over freshly placed material will not be permitted 
until the material has been compacted as specified, and allowed to cool to  
140 degrees F.  To deliver mix to the paver, the Contractor shall use a 
material transfer vehicle which shall be operated to produce continuous 
forward motion of the paver.

3.6.2   Placing

The mix shall be placed and compacted at a temperature suitable for 
obtaining density, surface smoothness, and other specified requirements.  
Upon arrival, the mixture shall be placed to the full width by an asphalt 
paver; it shall be struck off in a uniform layer of such depth that, when 
the work is completed, it shall have the required thickness and conform to 
the grade and contour indicated.  The speed of the paver shall be regulated 
to eliminate pulling and tearing of the asphalt mat.  Unless otherwise 
permitted, placement of the mixture shall begin along the centerline of a 
crowned section or on the high side of areas with a one-way slope.  The 
mixture shall be placed in consecutive adjacent strips having a minimum 
width of  10 feet.  The longitudinal joint in one course shall offset the 
longitudinal joint in the course immediately below by at least  1 foot; 
however, the joint in the surface course shall be at the centerline of the 
pavement.  Transverse joints in one course shall be offset by at least  10 
feet from transverse joints in the previous course.  Transverse joints in 
adjacent lanes shall be offset a minimum of  10 feet.  On isolated areas 
where irregularities or unavoidable obstacles make the use of mechanical 
spreading and finishing equipment impractical, the mixture may be spread 
and luted by hand tools.

3.7   COMPACTION OF MIXTURE

After placing, the mixture shall be thoroughly and uniformly compacted by 
rolling.  The surface shall be compacted as soon as possible without 
causing displacement, cracking or shoving.  The sequence of rolling 
operations and the type of rollers used shall be at the discretion of the 
Contractor.  The speed of the roller shall, at all times, be sufficiently 
slow to avoid displacement of the hot mixture and be effective in 
compaction.  Any displacement occurring as a result of reversing the 
direction of the roller, or from any other cause, shall be corrected at 
once.  Sufficient rollers shall be furnished to handle the output of the 
plant.  Rolling shall continue until the surface is of uniform texture, 
true to grade and cross section, and the required field density is 
obtained.  To prevent adhesion of the mixture to the roller, the wheels 
shall be kept properly moistened but excessive water will not be permitted. 
 In areas not accessible to the roller, the mixture shall be thoroughly 
compacted with hand tampers.  Any mixture that becomes loose and broken, 
mixed with dirt, contains check-cracking, or is in any way defective shall 
be removed full depth, replaced with fresh hot mixture and immediately 
compacted to conform to the surrounding area.  This work shall be done at 
the Contractor's expense.  Skin patching will not be allowed.

3.8   JOINTS
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The formation of joints shall be made ensuring a continuous bond between 
the courses and to obtain the required density.  All joints shall have the 
same texture as other sections of the course and meet the requirements for 
smoothness and grade.

3.8.1   Transverse Joints

The roller shall not pass over the unprotected end of the freshly laid 
mixture, except when necessary to form a transverse joint.  When necessary 
to form a transverse joint, it shall be made by means of placing a bulkhead 
or by tapering the course.  The tapered edge shall be cut back to its full 
depth and width on a straight line to expose a vertical face prior to 
placing material at the joint .  The cutback material shall be removed from 
the project.  In both methods, all contact surfaces shall be given a light 
tack coat of asphalt material before placing any fresh mixture against the 
joint.

3.8.2   Longitudinal Joints

Longitudinal joints which are irregular, damaged, uncompacted, cold (less 
than  175 degrees F at the time of placing adjacent lanes), or otherwise 
defective, shall be cut back a minimum of  2 inches from the edge with a 
cutting wheel to expose a clean, sound vertical surface for the full depth 
of the course.  All cutback material shall be removed from the project.  
All contact surfaces shall be given a light tack coat of asphalt material 
prior to placing any fresh mixture against the joint.  The Contractor will 
be allowed to use an alternate method if it can be demonstrated that 
density, smoothness, and texture can be met.

3.9   CONTRACTOR QUALITY CONTROL

3.9.1   General Quality Control Requirements

The Contractor shall develop an approved Quality Control Plan.  Hot-mix 
asphalt for payment shall not be produced until the quality control plan 
has been approved.  The plan shall address all elements which affect the 
quality of the pavement including, but not limited to:

a.  Mix Design

b.  Aggregate Grading

c.  Quality of Materials

d.  Stockpile Management

e.  Proportioning

f.  Mixing and Transportation

g.  Mixture Volumetrics

h.  Moisture Content of Mixtures

i.  Placing and Finishing

j.  Joints

k.  Compaction
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l.Surface Smoothness

3.9.2   Quality Control Testing

The Contractor shall perform all quality control tests applicable to these 
specifications and as set forth in the Quality Control Program.  The 
testing program shall include, but shall not be limited to, tests for the 
control of asphalt content, aggregate gradation, temperatures, aggregate 
moisture, moisture in the asphalt mixture, laboratory air voids, stability, 
flow, in-place density, grade and smoothness.  A Quality Control Testing 
Plan shall be developed as part of the Quality Control Program.

3.9.2.1   Asphalt Content

A minimum of two tests to determine asphalt content will be performed per 
lot (a lot is defined in paragraph MATERIAL ACCEPTANCE AND PERCENT PAYMENT) 
by one of the following methods: the extraction method in accordance with 
ASTM D 2172, Method A or B, the ignition method in accordance with the 
AASHTO TP53or ASTM D 6307, or the nuclear method in accordance with ASTM D 
4125, provided the nuclear gauge is calibrated for the specific mix being 
used.  For the extraction method, the weight of ash, as described in ASTM D 
2172, shall be determined as part of the first extraction test performed at 
the beginning of plant production; and as part of every tenth extraction 
test performed thereafter, for the duration of plant production.  The last 
weight of ash value obtained shall be used in the calculation of the 
asphalt content for the mixture.

3.9.2.2   Gradation

Aggregate gradations shall be determined a minimum of twice per lot from 
mechanical analysis of recovered aggregate in accordance with ASTM D 5444.  
When asphalt content is determined by the nuclear method, aggregate 
gradation shall be determined from hot bin samples on batch plants, or from 
the cold feed on drum mix plants.  For batch plants, aggregates shall be 
tested in accordance with ASTM C 136 using actual batch weights to 
determine the combined aggregate gradation of the mixture.

3.9.2.3   Temperatures

Temperatures shall be checked at least four times per lot, at necessary 
locations, to determine the temperature at the dryer, the asphalt cement in 
the storage tank, the asphalt mixture at the plant, and the asphalt mixture 
at the job site.

3.9.2.4   Aggregate Moisture

The moisture content of aggregate used for production shall be determined a 
minimum of once per lot in accordance with ASTM C 566.

3.9.2.5   Moisture Content of Mixture

The moisture content of the mixture shall be determined at least once per 
lot in accordance with ASTM D 1461 or an approved alternate procedure.

3.9.2.6   Laboratory Air Voids, Marshall Stability and Flow

Mixture samples shall be taken at least four times per lot and compacted 
into specimens, using 50 blows per side with the Marshall hammer as 
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described in ASTM D 1559.  After compaction, the laboratory air voids of 
each specimen shall be determined, as well as the Marshall stability and 
flow.

3.9.2.7   In-Place Density

The Contractor shall conduct any necessary testing to ensure the specified 
density is achieved.  A nuclear gauge may be used to monitor pavement 
density in accordance with ASTM D 2950.

3.9.2.8   Grade and Smoothness

The Contractor shall conduct the necessary checks to ensure the grade and 
smoothness requirements are met in accordance with paragraph MATERIAL 
ACCEPTANCE AND PERCENT PAYMENT.

3.9.2.9   Additional Testing

Any additional testing, which the Contractor deems necessary to control the 
process, may be performed at the Contractor's option.

3.9.2.10   QC Monitoring

The Contractor shall submit all QC test results to the Contracting Officer 
on a daily basis as the tests are performed.  The Contracting Officer 
reserves the right to monitor any of the Contractor's quality control 
testing and to perform duplicate testing as a check to the Contractor's 
quality control testing.

3.9.3   Sampling

When directed by the Contracting Officer, the Contractor shall sample and 
test any material which appears inconsistent with similar material being 
produced, unless such material is voluntarily removed and replaced or 
deficiencies corrected by the Contractor.  All sampling shall be in 
accordance with standard procedures specified.

3.10   MATERIAL ACCEPTANCE AND PERCENT PAYMENT

Testing for acceptability of work will be performed  by an independent 
laboratory hired by the Contractor.  Test results and payment calculations 
shall be forwarded daily to the Contracting Officer.  Acceptance of the 
plant produced mix and in-place requirements will be on a lot to lot basis. 
 A standard lot for all requirements will be equal to 4 hours of 
production.  Where appropriate, adjustment in payment for individual lots 
of hot-mix asphalt will be made based on in-place density, laboratory air 
voids, grade and smoothness in accordance with the following paragraphs.  
Grade and surface smoothness determinations will be made on the lot as a 
whole.  Exceptions or adjustments to this will be made in situations where 
the mix within one lot is placed as part of both the intermediate and 
surface courses, thus grade and smoothness measurements for the entire lot 
cannot be made.  In order to evaluate laboratory air voids and in-place 
(field) density, each lot will be divided into four equal sublots.

3.10.1   Percent Payment

When a lot of material fails to meet the specification requirements for 100 
percent pay as outlined in the following paragraphs, that lot shall be 
removed and replaced.
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3.10.2   Sublot Sampling

One random mixture sample for determining laboratory air voids, theoretical 
maximum density, and for any additional testing the Contracting Officer 
desires, will be taken from a loaded truck delivering mixture to each 
sublot, or other appropriate location for each sublot.  All samples will be 
selected randomly, using commonly recognized methods of assuring randomness 
conforming to ASTM D 3665 and employing tables of random numbers or 
computer programs.  Laboratory air voids will be determined from three 
laboratory compacted specimens of each sublot sample in accordance with 
ASTM D 1559.  The specimens will be compacted within 2 hours of the time 
the mixture was loaded into trucks at the asphalt plant.  Samples will not 
be reheated prior to compaction and insulated containers will be used as 
necessary to maintain the temperature.

3.10.3   Additional Sampling and Testing

The Contracting Officer reserves the right to direct additional samples and 
tests for any area which appears to deviate from the specification 
requirements.  The cost of any additional testing will be paid for by the 
Government.  Testing in these areas will be in addition to the lot testing, 
and the requirements for these areas will be the same as those for a lot.

3.10.4   Laboratory Air Voids

Laboratory air voids will be calculated by determining the Marshall density 
of each lab compacted specimen using ASTM D 2726 and determining the 
theoretical maximum density of every other sublot sample using ASTM D 2041. 
 Laboratory air void calculations for each sublot will use the latest 
theoretical maximum density values obtained, either for that sublot or the 
previous sublot.  The mean absolute deviation of the four laboratory air 
void contents (one from each sublot) from the JMF air void content will be 
evaluated and a pay factor determined from Table 7.  All laboratory air 
void tests will be completed and reported within 24 hours after completion 
of construction of each lot.

3.10.5   Mean Absolute Deviation

An example of the computation of mean absolute deviation for laboratory air 
voids is as follows:  Assume that the laboratory air voids are determined 
from 4 random samples of a lot (where 3 specimens were compacted from each 
sample).  The average laboratory air voids for each sublot sample are 
determined to be 3.5, 3.0, 4.0, and 3.7.  Assume that the target air voids 
from the JMF is 4.0.  The mean absolute deviation is then:

Mean Absolute Deviation = (|3.5 - 4.0| + |3.0 - 4.0| + |4.0 - 4.0| + |3.7 - 
4.0|/4

= (0.5 + 1.0 + 0.0 + 0.3)/4 = (1.8)/4 = 0.45

3.10.6   In-place Density

3.10.6.1   General Density Requirements

For determining in-place density, one random core will be taken by the 
Government from the mat (interior of the lane) of each sublot, and one 
random core will be taken from the joint (immediately over joint) of each 
sublot.  Each random core will be full thickness of the layer being placed. 
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 When the random core is less than  1 inch thick, it will not be included 
in the analysis.  In this case, another random core will be taken.  After 
air drying to a constant weight, cores obtained from the mat and from the 
joints will be used for in-place density determination.

3.10.6.2   Mat and Joint Densities

The average in-place mat and joint densities are expressed as a percentage 
of the average Marshall density for the lot.  The Marshall density for each 
lot will be determined as the average Marshall density of the four random 
samples (3 specimens compacted per sample).  The average in-place mat 
density and joint density for a lot are determined.  If the average density 
is less than 90%, the lot will be rejected.  All density results for a lot 
will be completed and reported within 24 hours after the construction of 
that lot.

3.10.7   Grade

The final wearing surface of pavement shall conform to the elevations and 
cross sections shown and shall vary not more than  0.05 foot  from the plan 
grade established and approved at site of work.  Finished surfaces at 
juncture with other pavements shall coincide with finished surfaces of 
abutting pavements.  Deviation from the plan elevation will not be 
permitted in areas of pavements where closer conformance with planned 
elevation is required for the proper functioning of drainage and other 
appurtenant structures involved.  The final wearing surface of the pavement 
will be tested for conformance with specified plan grade requirements.  The 
grade will be determined by running lines of levels at intervals of  25 feet, 
or less, longitudinally and transversely, to determine the elevation of the 
completed pavement surface.  Within 5 working days, after the completion of 
a particular lot incorporating the final wearing surface, the Contracting 
Officer will inform the Contractor in writing, of the results of the 
grade-conformance tests.  When more than 5 percent of all measurements made 
within a lot are outside the  0.05 foot tolerance, the pay factor based on 
grade for that lot will be 95 percent.  In areas where the grade exceeds 
the tolerance by more than 50 percent, the Contractor shall remove the 
surface lift full depth; the Contractor shall then replace the lift with 
hot-mix asphalt to meet specification requirements, at no additional cost 
to the Government.  Diamond grinding may be used to remove high spots to 
meet grade requirements.  Skin patching for correcting low areas or planing 
or milling for correcting high areas will not be permitted.

3.10.8   Surface Smoothness

The Contractor shall use the following method to test and evaluate surface 
smoothness of the pavement.  All testing shall be performed in the presence 
of the Contracting Officer.  Detailed notes of the results of the testing 
shall be kept and a copy furnished to the Government immediately after each 
day's testing.  

3.10.8.1   Smoothness Requirements

     a.  Straightedge Testing:  The finished surfaces of the pavements 
shall have no abrupt change of  1/4 inch or more, and all pavements shall 
be within the tolerances specified in Table 9 when checked with an approved 
 12 foot straightedge.
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Table 9.  Straightedge Surface Smoothness--Pavements
  Pavement Category          Direction of Testing   Tolerance, inches
  -----------------          --------------------   -----------------

   All                            Longitudinal           1/4
   paved areas                    Transverse             1/4

Table 10.  Profilograph Surface Smoothness--Pavements

   Pavement Category     Direction of Testing     Maximum Specified
                                                Profile Index (inch/mile)
   -----------------     --------------------   -------------------------

   All Paved Areas       Longitudinal                   9

3.10.8.2   Testing Method

After the final rolling, but not later than 24 hours after placement, the 
surface of the pavement in each entire lot shall be tested by the 
Contractor in such a manner as to reveal all surface irregularities 
exceeding the tolerances specified above.  Separate testing of individual 
sublots is not required.  If any pavement areas are ground, these areas 
shall be retested immediately after grinding.  The entire area of the 
pavement shall be tested in both a longitudinal and a transverse direction 
on parallel lines.  The transverse lines shall be  25 feet or less apart, 
as directed.  The longitudinal lines shall be at the centerline of each 
paving lane for lines less than  20 feet and at the third points for lanes  
20 feet or greater.  Other areas having obvious deviations shall also be 
tested.  Longitudinal testing lines shall be continuous across all joints.

     a.  Straightedge Testing.  The straightedge shall be held in contact 
with the surface and moved ahead one-half the length of the straightedge 
for each successive measurement.  The amount of surface irregularity shall 
be determined by placing the freestanding (unleveled) straightedge on the 
pavement surface and allowing it to rest upon the two highest spots covered 
by its length, and measuring the maximum gap between the straightedge and 
the pavement surface in the area between these two high points.

3.10.8.3   Payment Adjustment for Smoothness

     a.  Straightedge Testing.  Location and deviation from straightedge 
for all measurements shall be recorded.  When more than 10.0 percent of all 
measurements exceed the tolerance, the lot shall be removed and replaced at 
no additional cost to the Government.  Regardless of the above, any small 
individual area with surface deviation which exceeds the tolerance given 
above by more than 50 percent, shall be corrected by diamond grinding to 
meet the specification requirements above or shall be removed and replaced 
at no additional cost to the Government.

     -- End of Section --
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SECTION 02763A

PAVEMENT MARKINGS
04/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 792 (1998) Density and Specific Gravity 
(Relative Density) of Plastics by 
Displacement

ASTM D 4505 (1996) Preformed Plastic Pavement Marking 
Tape for Extended Service Life 

ASTM E 28 (1999) Softening Point of Resins by Ring 
and Ball Apparatus

U.S. GENERAL SERVICES ADMINISTRATION (GSA)

FS TT-P-1952 (Rev D; Canc. Notice 1) Paint, Traffic and 
Airfield Marking, Waterborne (Metric)

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Equipment; G

  Lists of proposed equipment, including descriptive data, and 
notifications of proposed Contractor actions as specified in this 
section.  List of removal equipment shall include descriptive data 
indicating area of coverage per pass, pressure adjustment range, 
tank and flow capacities, and safety precautions required for the 
equipment operation.

Composition Requirements; FIO

  Manufacturer's current printed product description and Material 
Safety Data Sheets (MSDS) for each type paint/color proposed for 
use.
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Qualifications; FIO

  Document certifying that personnel are qualified for equipment 
operation and handling of chemicals.

SD-06 Test Reports

Sampling and Testing; FIO

  Certified copies of the test reports, prior to the use of the 
materials at the jobsite.  Testing shall be performed in an 
approved independent laboratory.

SD-07 Certificates

Volatile Organic Compound (VOC); FIO

  Certificate stating that the proposed pavement marking paint 
meets the VOC regulations of the local Air Pollution Control 
District having jurisdiction over the geographical area in which 
the project is located.

1.3   DELIVERY AND STORAGE

All materials shall be delivered and stored in sealed containers that 
plainly show the designated name, formula or specification number, batch 
number, color, date of manufacture, manufacturer's name, and directions, 
all of which shall be plainly legible at time of use.

1.4   EQUIPMENT

All machines, tools and equipment used in the performance of the work shall 
be approved and maintained in satisfactory operating condition.  Equipment 
operating on roads and runways shall display low speed traffic markings and 
traffic warning lights.

1.4.1   Paint Application Equipment

The equipment to apply paint to pavements shall be a self-propelled or 
mobile-drawn pneumatic spraying machine with suitable arrangements of 
atomizing nozzles and controls to obtain the specified results.  The 
machine shall have a speed during application not less than 5 mph, and 
shall be capable of applying the stripe widths indicated, at the paint 
coverage rate specified in paragraph APPLICATION, and of even uniform 
thickness with clear-cut edges.  The paint applicator shall have paint 
reservoirs or tanks of sufficient capacity and suitable gauges to apply 
paint in accordance with requirements specified.  Tanks shall be equipped 
with suitable air-driven mechanical agitators.  The spray mechanism shall 
be equipped with quick-action valves conveniently located, and shall 
include necessary pressure regulators and gauges in full view and reach of 
the operator.  Paint strainers shall be installed in paint supply lines to 
ensure freedom from residue and foreign matter that may cause malfunction 
of the spray guns.  The paint applicator shall be readily adaptable for 
attachment of an air-actuated dispenser for the reflective media approved 
for use.  Pneumatic spray guns shall be provided for hand application of 
paint in areas where the mobile paint applicator cannot be used.

1.4.2   Surface Preparation Equipment
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1.4.2.1   Sandblasting Equipment

Sandblasting equipment shall include an air compressor, hoses, and nozzles 
of proper size and capacity as required for cleaning surfaces to be 
painted.  The compressor shall be capable of furnishing not less than 150 
cfm of air at a pressure of not less than 90 psi at each nozzle used, and 
shall be equipped with traps that will maintain the compressed air free of 
oil and water.

1.4.2.2   Waterblast Equipment

The water pressure shall be specified at 2600 psi at 140 degrees F in order 
to adequately clean the surfaces to be marked.

1.4.3   Marking Removal Equipment

Equipment shall be mounted on rubber tires and shall be capable of removing 
markings from the pavement without damaging the pavement surface or joint 
sealant.  Waterblasting equipment shall be capable of producing an 
adjustable, pressurized stream of water.  Sandblasting equipment shall 
include an air compressor, hoses, and nozzles.  The compressor shall be 
equipped with traps to maintain the air free of oil and water.

1.4.3.1   Shotblasting Equipment

Shotblasting equipment shall be capable of producing an adjustable depth of 
removal of marking and pavement.  Each unit shall be self-cleaning and 
self-contained, shall be able to confine dust and debris from the 
operation, and shall be capable of recycling the abrasive for reuse.

1.4.3.2   Chemical Equipment

Chemical equipment shall be capable of application and removal of chemicals 
from the pavement surface, and shall leave only non-toxic biodegradeable 
residue.

1.5   HAND-OPERATED, PUSH-TYPE MACHINES

All machines, tools, and equipment used in performance of the work shall be 
approved and maintained in satisfactory operating condition.  Hand-operated 
push-type machines of a type commonly used for application of paint to 
pavement surfaces will be acceptable for marking small streets and parking 
areas.  Applicator machine shall be equipped with the necessary paint tanks 
and spraying nozzles, and shall be capable of applying paint uniformly at 
coverage specified.  Sandblasting equipment shall be provided as required 
for cleaning surfaces to be painted.  Hand-operated spray guns shall be 
provided for use in areas where push-type machines cannot be used.

1.6   MAINTENANCE OF TRAFFIC

1.6.1   Roads, Streets, and Parking Areas

When traffic must be rerouted or controlled to accomplish the work, the 
necessary warning signs, flagpersons, and related equipment for the safe 
passage of vehicles shall be provided.

1.7   WEATHER LIMITATIONS FOR REMOVAL

Pavement surface shall be free of snow, ice, or slush.  Surface temperature 
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shall be at least  40 degrees F and rising at the beginning of operations, 
except those involving shot or sand blasting.  Operation shall cease during 
thunderstorms.  Operation shall cease during rainfall, except for 
waterblasting and removal of previously applied chemicals.  Waterblasting 
shall cease where surface water accumulation alters the effectiveness of 
material removal.

PART 2   PRODUCTS

2.1   PAINT

The paint shall be homogeneous, easily stirred to smooth consistency, and 
shall show no hard settlement or other objectionable characteristics during 
a storage period of 6 months.  Paints for airfields, roads, and streets 
shall conform to FS TT-P-1952, color to match existing.  Pavement marking 
paints shall comply with applicable state and local laws enacted to ensure 
compliance with Federal Clean Air Standards.  Paint materials shall conform 
to the restrictions of the local Air Pollution Control District.

2.2   THERMOPLASTIC COMPOUNDS

2.2.1   Physical Properties

2.2.1.1   Color

The color shall match existing markings. 

2.2.1.2   Drying Time

When installed at 70 degrees F and in thicknesses between 1/8 and 3/16 inch,
 the composition shall be completely solid and shall show no damaging 
effect from traffic after curing 15 minutes.

2.2.1.3   Softening Point

The composition shall have a softening point of not less than 194 degrees F 
when tested in accordance with ASTM E 28.

2.2.1.4   Specific Gravity

The specific gravity of the composition shall be between 1.9 and 2.2 as 
determined in accordance with ASTM D 792.

2.2.2   Asphalt Concrete Primer

The primer for asphalt concrete pavements shall be a thermosetting adhesive 
with a solids content of pigment reinforced synthetic rubber and synthetic 
plastic resin dissolved and/or dispersed in a volatile organic compound 
(VOC).  Solids content shall not be less than 10 percent by weight at 70 
degrees F and 60 percent relative humidity.  A wet film thickness of 0.005 
inch plus or minus 0.001 inch, shall dry to a tack-free condition in less 
than 5 minutes.

2.3   PREFORMED TAPE

The preformed tape shall be an adherent reflectorized strip in accordance 
with ASTM D 4505 Type I or IV, Class optional.

PART 3   EXECUTION
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3.1   SURFACE PREPARATION

Surfaces to be marked shall be thoroughly cleaned before application of the 
pavement marking material.  Dust, dirt, and other granular surface deposits 
shall be removed by sweeping, blowing with compressed air, rinsing with 
water or a combination of these methods as required.  Rubber deposits, 
surface laitance, existing paint markings, and other coatings adhering to 
the pavement shall be completely removed with scrapers, wire brushes, 
sandblasting, approved chemicals, or mechanical abrasion as directed.  
Areas of old pavement affected with oil or grease shall be scrubbed with 
several applications of trisodium phosphate solution or other approved 
detergent or degreaser, and rinsed thoroughly after each application.  
After cleaning, oil-soaked areas shall be sealed with cut shellac to 
prevent bleeding through the new paint.  Pavement surfaces shall be allowed 
to dry, when water is used for cleaning, prior to striping or marking.  
Surfaces shall be recleaned, when work has been stopped due to rain.

3.1.1   Pretreatment for Early Painting

Where early painting is required on rigid pavements, a pretreatment with an 
aqueous solution containing 3 percent phosphoric acid and 2 percent zinc 
chloride shall be applied to prepared pavement areas prior to painting.

3.1.2   Cleaning Existing Pavement Markings

In general, markings shall not be placed over existing pavement marking 
patterns.  Existing pavement markings, which are in good condition but 
interfere or conflict with the newly applied marking patterns, shall be 
removed.  Deteriorated or obscured markings that are not misleading or 
confusing or interfere with the adhesion of the new marking material do not 
require removal.  New preformed and thermoplastic pavement markings shall 
not be applied over existing preformed or thermoplastic markings.  Whenever 
grinding, scraping, sandblasting or other operations are performed the work 
must be conducted in such a manner that the finished pavement surface is 
not damaged or left in a pattern that is misleading or confusing.  When 
these operations are completed the pavement surface shall be blown off with 
compressed air to remove residue and debris resulting from the cleaning 
work.

3.2   APPLICATION

All pavement markings and patterns shall be placed as shown on the plans.

3.2.1   Paint

Paint shall be applied to clean, dry surfaces, and only when air and 
pavement temperatures are above 40 degrees F and less than 95 degrees F.  
Paint temperature shall be maintained within these same limits.  New 
asphalt pavement surfaces and new Portland concrete cement shall be allowed 
to cure for a period of not less than 30 days before applications of paint. 
 Paint shall be applied pneumatically with approved equipment at rate of 
coverage specified .  The Contractor shall provide guide lines and 
templates as necessary to control paint application.  Special precautions 
shall be taken in marking numbers, letters, and symbols.  Edges of markings 
shall be sharply outlined.

3.2.1.1   Rate of Application
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Nonreflective Markings:  Paint shall be applied evenly to the pavement 
surface to be coated at a rate of 105 plus or minus 5 square feet per 
gallon.

3.2.1.2   Drying

The maximum drying time requirements of the paint specifications will be 
strictly enforced to prevent undue softening of bitumen, and pickup, 
displacement, or discoloration by tires of traffic.  If there is a delay in 
drying of the markings, painting operations shall be discontinued until 
cause of the slow drying is determined and corrected.

3.2.2   Thermoplastic Compounds

3.2.2.1   Primer

After surface preparation has been completed the asphalt and/or concrete 
pavement surface shall be primed.  The primer shall be applied with spray 
equipment.  Primer materials shall be allowed to "set-up" prior to applying 
the thermoplastic composition.  The asphalt concrete primer shall be 
allowed to dry to a tack-free condition, usually occurring in less than 10 
minutes.  The Portland cement concrete primer shall be allowed to dry in 
accordance with the thermoplastic manufacturer's recommendations.  To 
shorten the curing time of the epoxy resins an infrared heating device may 
be used on the concrete primer.

     a.  Asphalt Concrete Primer:  Primer shall be applied to all asphalt 
concrete pavements at a wet film thickness of 0.005 inch, plus or minus 
0.001 inch (265-400 square feet per gallon).

3.2.2.2   Markings

After the primer has "set-up", the thermoplastic shall be applied at 
temperatures no lower than 375 degrees F nor higher than 425 degrees F at 
the point of deposition.  Immediately after installation of the marking, 
drop-on glass spheres shall be mechanically applied so that the spheres are 
held by and imbedded in the surface of the molten material.

     a.  Sprayed Markings:  All sprayed thermoplastic markings shall be 
applied at the specified width and the thicknesses designated in the 
contract plans.  If the plans do not specify a thickness, centerline 
markings shall be applied at a wet thickness of 0.090 inch, plus or minus 
0.005 inch, and edgeline markings at a wet thickness of 0.060 inch, plus or 
minus 0.005 inch.

3.2.3   Preformed Tape

The pavement surface temperature shall be a minimum of 60 degrees F and the 
ambient temperature shall be a minimum of 60 degrees F and rising.  The 
preformed markings shall be placed in accordance with the manufacturer's 
written instructions.

3.3   MARKING REMOVAL

Pavement marking, including plastic tape, shall be removed in the areas 
shown on the drawings.  Removal of marking shall be as complete as possible 
without damage to the surface.  Aggregate shall not be exposed by the 
removal process.  After the markings are removed, the cleaned pavement 
surfaces shall exhibit adequate texture for remarking as specified in 
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paragraph SURFACE PREPARATION.  Contractor shall demonstrate removal of 
pavement marking in an area designated by the Contracting Officer.  The 
demonstration area will become the standard for the remainder of the work.

3.3.1   Equipment Operation

Equipment shall be controlled and operated to remove markings from the 
pavement surface, prevent dilution or removal of binder from underlying 
pavement, and prevent emission of blue smoke from asphalt or tar surfaces.

3.3.2   Cleanup and Waste Disposal

The worksite shall be kept clean of debris and waste from the removal 
operations.  Cleanup shall immediately follow removal operations in areas 
subject to air traffic.  Debris shall be disposed of at approved sites.

    -- End of Section --
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SECTION 02770A

CONCRETE SIDEWALKS AND CURBS AND GUTTERS
03/98

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS 
(AASHTO)

AASHTO M 182 (1991) Burlap Cloth Made from Jute or Kenaf

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 31/C 31M (1996) Making and Curing Concrete Test 
Specimens in the Field

ASTM C 143 (1990a) Slump of Hydraulic Cement Concrete

ASTM C 171 (1997) Sheet Materials for Curing Concrete

ASTM C 172 (1997) Sampling Freshly Mixed Concrete

ASTM C 173 (1996) Air Content of Freshly Mixed 
Concrete by the Volumetric Method

ASTM C 231 (1997) Air Content of Freshly Mixed 
Concrete by the Pressure Method

ASTM C 309 (1997) Liquid Membrane-Forming Compounds 
for Curing Concrete

ASTM C 920 (1995) Elastomeric Joint Sealants

ASTM D 1751 (1983; R 1991) Preformed Expansion Joint 
Filler for Concrete Paving and Structural 
Construction (Nonextruding and Resilient 
Bituminous Types)

ASTM D 1752 (1984; R 1996) Preformed Sponge Rubber and 
Cork Expansion Joint Fillers for Concrete 
Paving and Structural Construction

ASTM D 3405 (1996) Joint Sealants, Hot-Applied, for 
Concrete and Asphalt Pavements 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
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used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Concrete; FIO

  Copies of certified delivery tickets for all concrete used in 
the construction.

SD-06 Test Reports

Field Quality Control; FIO

  Copies of all test reports within 24 hours of completion of the 
test.

1.3   WEATHER LIMITATIONS

1.3.1   Placing During Cold Weather

Concrete placement shall not take place when the air temperature reaches  
40 degrees F and is falling, or is already below that point.  Placement may 
begin when the air temperature reaches  35 degrees F and is rising, or is 
already above  40 degrees F.  Provisions shall be made to protect the 
concrete from freezing during the specified curing period.  If necessary to 
place concrete when the temperature of the air, aggregates, or water is 
below  35 degrees F, placement and protection shall be approved in writing. 
 Approval will be contingent upon full conformance with the following 
provisions.  The underlying material shall be prepared and protected so 
that it is entirely free of frost when the concrete is deposited.  Mixing 
water shall be heated as necessary to result in the temperature of the 
in-place concrete being between  50 and 85 degrees F.  Methods and 
equipment for heating shall be approved.  The aggregates shall be free of 
ice, snow, and frozen lumps before entering the mixer.  Covering and other 
means shall be provided for maintaining the concrete at a temperature of at 
least  50 degrees F for not less than 72 hours after placing, and at a 
temperature above freezing for the remainder of the curing period.

1.3.2   Placing During Warm Weather

The temperature of the concrete as placed shall not exceed  85 degrees F 
except where an approved retarder is used.  The mixing water and/or 
aggregates shall be cooled, if necessary, to maintain a satisfactory 
placing temperature.  The placing temperature shall not exceed 95 degrees F 
at any time.

1.4   PLANT, EQUIPMENT, MACHINES, AND TOOLS

1.4.1   General Requirements

Plant, equipment, machines, and tools used in the work shall be subject to 
approval and shall be maintained in a satisfactory working condition at all 
times.  The equipment shall have the capability of producing the required 
product, meeting grade controls, thickness control and smoothness 
requirements as specified.  Use of the equipment shall be discontinued if 
it produces unsatisfactory results.  The Contracting Officer shall have 
access at all times to the plant and equipment to ensure proper operation 
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and compliance with specifications.

1.4.2   Slip Form Equipment

Slip form paver or curb forming machine, will be approved based on trial 
use on the job and shall be self-propelled, automatically controlled, 
crawler mounted, and capable of spreading, consolidating, and shaping the 
plastic concrete to the desired cross section in 1 pass.

PART 2   PRODUCTS

2.1   CONCRETE

Concrete shall conform to the applicable requirements of Section 03307
CONCRETE FOR MINOR STRUCTURES except as otherwise specified.  Concrete 
shall have a minimum compressive strength of  3500 psi at 28 days.  Maximum 
size of aggregate shall be  1-1/2 inches.

2.1.1   Air Content

Mixtures shall have air content by volume of concrete of 5 to 7 percent, 
based on measurements made immediately after discharge from the mixer.

2.1.2   Slump

The concrete slump shall be  2 inches plus or minus 1 inch where determined 
in accordance with ASTM C 143.

2.2   CONCRETE CURING MATERIALS

2.2.1   Impervious Sheet Materials

Impervious sheet materials shall conform to ASTM C 171, type optional, 
except that polyethylene film, if used, shall be white opaque.

2.2.2   Burlap

Burlap shall conform to AASHTO M 182.

2.2.3   White Pigmented Membrane-Forming Curing Compound

White pigmented membrane-forming curing compound shall conform to ASTM C 309, 
Type 2.

2.3   CONCRETE PROTECTION MATERIALS

Concrete protection materials shall be a linseed oil mixture of equal 
parts, by volume, of linseed oil and either mineral spirits, naphtha, or 
turpentine.  At the option of the contractor, commercially prepared linseed 
oil mixtures, formulated specifically for application to concrete to 
provide protection against the action of deicing chemicals may be used, 
except that emulsified mixtures are not acceptable.

2.4   JOINT FILLER STRIPS

2.4.1   Contraction Joint Filler for Curb and Gutter

Contraction joint filler for curb and gutter shall consist of hard-pressed 
fiberboard.
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2.4.2   Expansion Joint Filler, Premolded

Expansion joint filler, premolded, shall conform to ASTM D 1751 or ASTM D 
1752,  3/8 inch thick, unless otherwise indicated.

2.5   JOINT SEALANTS

2.5.1   Joint Sealant, Cold-Applied

Joint sealant, cold-applied shall conform to ASTM C 920.

2.5.2   Joint Sealant, Hot-Poured

Joint sealant, hot-poured shall conform to ASTM D 3405.

2.6   FORM WORK

Form work shall be designed and constructed to ensure that the finished 
concrete will conform accurately to the indicated dimensions, lines, and 
elevations, and within the tolerances specified.  Verify formwork is set to 
achieve conditions indicated at junctures with buildings and other 
structures.  Forms shall be of wood or steel, straight, of sufficient 
strength to resist springing during depositing and consolidating concrete.  
Wood forms shall be surfaced plank,  2 inches nominal thickness, straight 
and free from warp, twist, loose knots, splits or other defects.  Wood 
forms shall have a nominal length of  10 feet.  Radius bends may be formed 
with  3/4 inch boards, laminated to the required thickness.  Steel forms 
shall be channel-formed sections with a flat top surface and with welded 
braces at each end and at not less than two intermediate points.  Ends of 
steel forms shall be interlocking and self-aligning.  Steel forms shall 
include flexible forms for radius forming, corner forms, form spreaders, 
and fillers.  Steel forms shall have a nominal length of  10 feet with a 
minimum of 3 welded stake pockets per form.  Stake pins shall be solid 
steel rods with chamfered heads and pointed tips designed for use with 
steel forms.

2.6.1   Sidewalk Forms

Sidewalk forms shall be of a height equal to the full depth of the finished 
sidewalk.

2.6.2   Curb and Gutter Forms

Curb and gutter outside forms shall have a height equal to the full depth 
of the curb or gutter.  The inside form of curb shall have batter as 
indicated and shall be securely fastened to and supported by the outside 
form.  Rigid forms shall be provided for curb returns, except that benders 
or thin plank forms may be used for curb or curb returns with a radius of  
10 feet or more, where grade changes occur in the return, or where the 
central angle is such that a rigid form with a central angle of 90 degrees 
cannot be used.  Back forms for curb returns may be made of  1-1/2 inch 
benders, for the full height of the curb, cleated together.  In lieu of 
inside forms for curbs, a curb "mule" may be used for forming and finishing 
this surface, provided the results are approved.

PART 3   EXECUTION

3.1   SUBGRADE PREPARATION

SECTION 02770a  Page 6



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

The subgrade shall be constructed to the specified grade and cross section 
prior to concrete placement.  Subgrade shall be placed and compacted as 
directed. 

3.1.1   Sidewalk Subgrade

The subgrade shall be tested for grade and cross section with a template 
extending the full width of the sidewalk and supported between side forms.

3.1.2   Curb and Gutter Subgrade

The subgrade shall be tested for grade and cross section by means of a 
template extending the full width of the curb and gutter.  The subgrade 
shall be of materials equal in bearing quality to the subgrade under the 
adjacent pavement.

3.1.3   Maintenance of Subgrade

The subgrade shall be maintained in a smooth, compacted condition in 
conformity with the required section and established grade until the 
concrete is placed.  The subgrade shall be in a moist condition when 
concrete is placed.  The subgrade shall be prepared and protected to 
produce a subgrade free from frost when the concrete is deposited.

3.2   FORM SETTING

Forms shall be set to the indicated alignment, grade and dimensions.  
Verify formwork is set to achieve conditions indicated at junctures with 
buildings and other structures.  Forms shall be held rigidly in place by a 
minimum of 3 stakes per form placed at intervals not to exceed  4 feet.  
Corners, deep sections, and radius bends shall have additional stakes and 
braces, as required.  Clamps, spreaders, and braces shall be used where 
required to ensure rigidity in the forms.  Forms shall be removed without 
injuring the concrete.  Bars or heavy tools shall not be used against the 
concrete in removing the forms.  Any concrete found defective after form 
removal shall be promptly and satisfactorily repaired.  Forms shall be 
cleaned and coated with form oil each time before concrete is placed.  Wood 
forms may, instead, be thoroughly wetted with water before concrete is 
placed, except that with probable freezing temperatures, oiling is 
mandatory.

3.2.1   Sidewalks

Forms for sidewalks shall be set with the upper edge true to line and grade 
with an allowable tolerance of  1/8 inch in any  10 foot long section.  
After forms are set, grade and alignment shall be checked with a  10 foot 
straightedge.  Sidewalks shall be formed to drain away from building walls 
and doors.  Forms shall have a transverse slope of  1/4 inch per foot with 
the low side adjacent to the roadway.  Side forms shall not be removed for 
12 hours after finishing has been completed.

3.2.2   Curbs and Gutters

The forms of the front of the curb shall be removed not less than 2 hours 
nor more than 6 hours after the concrete has been placed.  Forms back of 
curb shall remain in place until the face and top of the curb have been 
finished, as specified for concrete finishing.  Gutter forms shall not be 
removed while the concrete is sufficiently plastic to slump in any 
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direction.

3.3   SIDEWALK CONCRETE PLACEMENT AND FINISHING

3.3.1   Formed Sidewalks

Concrete shall be placed in the forms in one layer.  When consolidated and 
finished, the sidewalks shall be of the thickness indicated.  After 
concrete has been placed in the forms, a strike-off guided by side forms 
shall be used to bring the surface to proper section to be compacted.  The 
concrete shall be consolidated with an approved vibrator, and the surface 
shall be finished to grade with a strike off.

3.3.2   Concrete Finishing

After straightedging, when most of the water sheen has disappeared, and 
just before the concrete hardens, the surface shall be finished with a wood 
float or darby to a smooth and uniformly fine granular or sandy texture 
free of waves, irregularities, or tool marks.  A scored surface shall be 
produced by brooming with a fiber-bristle brush in a direction transverse 
to that of the traffic, followed by edging.

3.3.3   Edge and Joint Finishing

All slab edges, including those at formed joints, shall be finished with an 
edger having a radius of  1/8 inch.  Transverse joint shall be edged before 
brooming, and the brooming shall eliminate the flat surface left by the 
surface face of the edger.  Corners and edges which have crumbled and areas 
which lack sufficient mortar for proper finishing shall be cleaned and 
filled solidly with a properly proportioned mortar mixture and then 
finished.

3.3.4   Surface and Thickness Tolerances

Finished surfaces shall not vary more than  5/16 inch from the testing edge 
of a  10-foot straightedge.  Permissible deficiency in section thickness 
will be up to  1/4 inch.

3.4   CURB AND GUTTER CONCRETE PLACEMENT AND FINISHING

3.4.1   Formed Curb and Gutter

Concrete shall be placed to the section required in a single lift.  
Consolidation shall be achieved by using approved mechanical vibrators.  
Curve shaped gutters shall be finished with a standard curb "mule".

3.4.2   Curb and Gutter Finishing

Approved slipformed curb and gutter machines may be used in lieu of hand 
placement.

3.4.3   Concrete Finishing

Exposed surfaces shall be floated and finished with a smooth wood float 
until true to grade and section and uniform in texture.  Floated surfaces 
shall then be brushed with a fine-hair brush with longitudinal strokes.  
The edges of the gutter and top of the curb shall be rounded with an edging 
tool to a radius of  1/2 inch.  Immediately after removing the front curb 
form, the face of the curb shall be rubbed with a wood or concrete rubbing 

SECTION 02770a  Page 8



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

block and water until blemishes, form marks, and tool marks have been 
removed.  The front curb surface, while still wet, shall be brushed in the 
same manner as the gutter and curb top.  The top surface of gutter and 
entrance shall be finished to grade with a wood float.

3.4.4   Joint Finishing

Curb edges at formed joints shall be finished as indicated.

3.4.5   Surface and Thickness Tolerances

Finished surfaces shall not vary more than  1/4 inch from the testing edge 
of a  10-foot straightedge.  Permissible deficiency in section thickness 
will be up to  1/4 inch.

3.5   SIDEWALK JOINTS

Sidewalk joints shall be constructed to divide the surface into rectangular 
areas.  Transverse contraction joints shall be spaced at a distance equal 
to the sidewalk width or  5 feet on centers, whichever is less, and shall 
be continuous across the slab.  Longitudinal contraction joints shall be 
constructed along the centerline of all sidewalks  10 feet or more in 
width.  Transverse expansion joints shall be installed at sidewalk returns 
and opposite expansion joints in adjoining curbs.  Where the sidewalk is 
not in contact with the curb, transverse expansion joints shall be 
installed as indicated.  Expansion joints shall be formed about structures 
and features which project through or into the sidewalk pavement, using 
joint filler of the type, thickness, and width indicated.

3.5.1   Sidewalk Contraction Joints

The contraction joints shall be formed in the fresh concrete by cutting a 
groove in the top portion of the slab to a depth of at least one-fourth of 
the sidewalk slab thickness, using a jointer to cut the groove, or by 
sawing a groove in the hardened concrete with a power-driven saw, unless 
otherwise approved.  Sawed joints shall be constructed by sawing a groove 
in the concrete with a  1/8 inch blade to the depth indicated.  An ample 
supply of saw blades shall be available on the job before concrete 
placement is started, and at least one standby sawing unit in good working 
order shall be available at the jobsite at all times during the sawing 
operations.

3.5.2   Sidewalk Expansion Joints

Expansion joints shall be formed with  1/2 inch joint filler strips.  Joint 
filler shall be placed with top edge  1/4 inch below the surface and shall 
be held in place with steel pins or other devices to prevent warping of the 
filler during floating and finishing.  Immediately after finishing 
operations are completed, joint edges shall be rounded with an edging tool 
having a radius of  1/8 inch, and concrete over the joint filler shall be 
removed.  At the end of the curing period, expansion joints shall be 
cleaned and filled with joint sealant.  The joint opening shall be 
thoroughly cleaned before the sealing material is placed.  Sealing material 
shall not be spilled on exposed surfaces of the concrete.  Concrete at the 
joint shall be surface dry and atmospheric and concrete temperatures shall 
be above  50 degrees F at the time of application of joint sealing 
material.  Excess material on exposed surfaces of the concrete shall be 
removed immediately and concrete surfaces cleaned.
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3.6   CURB AND GUTTER JOINTS

Curb and gutter joints shall be constructed at right angles to the line of 
curb and gutter.

3.6.1   Contraction Joints

Contraction joints shall be constructed directly opposite contraction 
joints in abutting portland cement concrete pavements and spaced so that 
monolithic sections between curb returns will not be less than  5 feet nor 
greater than  15 feet in length.  Contraction joints shall be constructed 
by means of  1/8 inch thick separators and of a section conforming to the 
cross section of the curb and gutter.  Separators shall be removed as soon 
as practicable after concrete has set sufficiently to preserve the width 
and shape of the joint and prior to finishing.

3.6.2   Expansion Joints

Expansion joints shall be formed by means of preformed expansion joint 
filler material cut and shaped to the cross section of curb and gutter.  
Expansion joints shall be provided in curb and gutter directly opposite 
expansion joints of abutting portland cement concrete pavement, and shall 
be of the same type and thickness as joints in the pavement.  Where curb 
and gutter do not abut portland cement concrete pavement, expansion joints 
at least  1/2 inch in width shall be provided at intervals not exceeding 
120  feet.  Expansion joints shall be provided in nonreinforced concrete 
gutter at locations indicated.  Expansion joints shall be sealed 
immediately following curing of the concrete or as soon thereafter as 
weather conditions permit.  Expansion joints and the top 1 inch depth of 
curb and gutter contraction-joints shall be sealed with joint sealant.  The 
joint opening shall be thoroughly cleaned before the sealing material is 
placed.  Sealing material shall not be spilled on exposed surfaces of the 
concrete.  Concrete at the joint shall be surface dry and atmospheric and 
concrete temperatures shall be above  50 degrees F at the time of 
application of joint sealing material.  Excess material on exposed surfaces 
of the concrete shall be removed immediately and concrete surfaces cleaned.

3.7   CURING AND PROTECTION

3.7.1   General Requirements

Concrete shall be protected against loss of moisture and rapid temperature 
changes for at least 7 days from the beginning of the curing operation.  
Unhardened concrete shall be protected from rain and flowing water.  All 
equipment needed for adequate curing and protection of the concrete shall 
be on hand and ready for use before actual concrete placement begins.  
Protection shall be provided as necessary to prevent cracking of the 
pavement due to temperature changes during the curing period.

3.7.1.1   Mat Method

The entire exposed surface shall be covered with 2 or more layers of 
burlap.  Mats shall overlap each other at least  6 inches.The mat shall be 
thoroughly wetted with water prior to placing on concrete surface and shall 
be kept continuously in a saturated condition and in intimate contact with 
concrete for not less than 7 days.

3.7.1.2   Impervious Sheeting Method
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The entire exposed surface shall be wetted with a fine spray of water and 
then covered with impervious sheeting material.  Sheets shall be laid 
directly on the concrete surface with the light-colored side up and 
overlapped  12 inches when a continuous sheet is not used.  The curing 
medium shall not be less than  18-inches wider than the concrete surface to 
be cured, and shall be securely weighted down by heavy wood planks, or a 
bank of moist earth placed along edges and laps in the sheets.  Sheets 
shall be satisfactorily repaired or replaced if torn or otherwise damaged 
during curing.  The curing medium shall remain on the concrete surface to 
be cured for not less than 7 days.

3.7.1.3   Membrane Curing Method

A uniform coating of white-pigmented membrane-curing compound shall be 
applied to the entire exposed surface of the concrete as soon after 
finishing as the free water has disappeared from the finished surface.  
Formed surfaces shall be coated immediately after the forms are removed and 
in no case longer than 1 hour after the removal of forms.  Concrete shall 
not be allowed to dry before the application of the membrane.  If any 
drying has occurred, the surface of the concrete shall be moistened with a 
fine spray of water and the curing compound applied as soon as the free 
water disappears.  Curing compound shall be applied in two coats by 
hand-operated pressure sprayers at a coverage of approximately  200 square 
feet per gallon for the total of both coats.  The second coat shall be 
applied in a direction approximately at right angles to the direction of 
application of the first coat.  The compound shall form a uniform, 
continuous, coherent film that will not check, crack, or peel and shall be 
free from pinholes or other imperfections.  If pinholes, abrasion, or other 
discontinuities exist, an additional coat shall be applied to the affected 
areas within 30 minutes.  Concrete surfaces that are subjected to heavy 
rainfall within 3 hours after the curing compound has been applied shall be 
resprayed by the method and at the coverage specified above.  Areas where 
the curing compound is damaged by subsequent construction operations within 
the curing period shall be resprayed.  Necessary precautions shall be taken 
to insure that the concrete is properly cured at sawed joints, and that no 
curing compound enters the joints.  The top of the joint opening and the 
joint groove at exposed edges shall be tightly sealed before the concrete 
in the region of the joint is resprayed with curing compound.  The method 
used for sealing the joint groove shall prevent loss of moisture from the 
joint during the entire specified curing period.  Approved standby 
facilities for curing concrete pavement shall be provided at a location 
accessible to the jobsite for use in the event of mechanical failure of the 
spraying equipment or other conditions that might prevent correct 
application of the membrane-curing compound at the proper time.  Concrete 
surfaces to which membrane-curing compounds have been applied shall be 
adequately protected during the entire curing period from pedestrian and 
vehicular traffic, except as required for joint-sawing operations and 
surface tests, and from any other possible damage to the continuity of the 
membrane.

3.7.2   Backfilling

After curing, debris shall be removed and the area adjoining the concrete 
shall be backfilled, graded, and compacted to conform to the surrounding 
area in accordance with lines and grades indicated.

3.7.3   Protection

Completed concrete shall be protected from damage until accepted.  The 
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Contractor shall repair damaged concrete and clean concrete discolored 
during construction.  Concrete that is damaged shall be removed and 
reconstructed for the entire length between regularly scheduled joints.  
Refinishing the damaged portion will not be acceptable.  Removed damaged 
portions shall be disposed of as directed.

3.7.4   Protective Coating

Protective coating of linseed oil mixture shall be applied to the 
exposed-to-view concrete surface. 

3.7.4.1   Application

Curing and backfilling operation shall be completed prior to applying two 
coats of protective coating.  Concrete shall be surface dry and clean 
before each application.  Coverage shall be by spray application at not 
more than  50 square yards per gallon for first application and not more 
than  70 square yards per gallon for second application, except that the 
number of applications and coverage for each application for commercially 
prepared mixture shall be in accordance with the manufacturer's 
instructions.  Coated surfaces shall be protected from vehicular and 
pedestrian traffic until dry.

3.7.4.2   Precautions

Protective coating shall not be heated by direct application of flame or 
electrical heaters and shall be protected from exposure to open flame, 
sparks, and fire adjacent to open containers or applicators.  Material 
shall not be applied at ambient or material temperatures lower than  50 
degrees F.

3.8   FIELD QUALITY CONTROL

3.8.1   General Requirements

The Contractor shall perform the inspection and tests described and meet 
the specified requirements for inspection details and frequency of testing. 
 Based upon the results of these inspections and tests, the Contractor 
shall take the action and submit reports as required below, and any 
additional tests to insure that the requirements of these specifications 
are met.

3.8.2   Concrete Testing

3.8.2.1   Strength Testing

The Contractor shall provide molded concrete specimens for strength tests.  
Samples of concrete placed each day shall be taken not less than once a day 
nor less than once for every  250 cubic yards of concrete.  The samples for 
strength tests shall be taken in accordance with ASTM C 172.  Cylinders for 
acceptance shall be molded in conformance with ASTM C 31/C 31M by an 
approved testing laboratory.  Each strength test result shall be the 
average of 2 test cylinders from the same concrete sample tested at 28 
days, unless otherwise specified or approved.  Concrete specified on the 
basis of compressive strength will be considered satisfactory if the 
averages of all sets of three consecutive strength test results equal or 
exceed the specified strength, and no individual strength test result falls 
below the specified strength by more than  500 psi.
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3.8.2.2   Air Content

Air content shall be determined in accordance with ASTM C 173 or ASTM C 231. 
 ASTM C 231 shall be used with concretes and mortars made with relatively 
dense natural aggregates.  Two tests for air content shall be made on 
randomly selected batches of each class of concrete placed during each 
shift.  Additional tests shall be made when excessive variation in concrete 
workability is reported by the placing foreman or the Government inspector. 
 If results are out of tolerance, the placing foreman shall be notified and 
he shall take appropriate action to have the air content corrected at the 
plant.  Additional tests for air content will be performed on each 
truckload of material until such time as the air content is within the 
tolerance specified.

3.8.2.3   Slump Test

Two slump tests shall be made on randomly selected batches of each class of 
concrete for every  250 cubic yards, or fraction thereof, of concrete 
placed during each shift.  Additional tests shall be performed when 
excessive variation in the workability of the concrete is noted or when 
excessive crumbling or slumping is noted along the edges of slip-formed 
concrete.

3.8.3   Thickness Evaluation

The anticipated thickness of the concrete shall be determined prior to 
placement by passing a template through the formed section or by measuring 
the depth of opening of the extrusion template of the curb forming machine. 
 If a slip form paver is used for sidewalk placement, the subgrade shall be 
true to grade prior to concrete placement and the thickness will be 
determined by measuring each edge of the completed slab.

3.8.4   Surface Evaluation

The finished surface of each category of the completed work shall be 
uniform in color and free of blemishes and form or tool marks.

3.9   SURFACE DEFICIENCIES AND CORRECTIONS

3.9.1   Thickness Deficiency

When measurements indicate that the completed concrete section is deficient 
in thickness by more than  1/4 inch the deficient section will be removed, 
between regularly scheduled joints, and replaced.

3.9.2   High Areas

In areas not meeting surface smoothness and plan grade requirements, high 
areas shall be reduced either by rubbing the freshly finished concrete with 
carborundum brick and water when the concrete is less than 36 hours old or 
by grinding the hardened concrete with an approved surface grinding machine 
after the concrete is 36 hours old or more.  The area corrected by grinding 
the surface of the hardened concrete shall not exceed 5 percent of the area 
of any integral slab, and the depth of grinding shall not exceed  1/4 inch.
  Pavement areas requiring grade or surface smoothness corrections in 
excess of the limits specified above shall be removed and replaced.

3.9.3   Appearance
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Exposed surfaces of the finished work will be inspected by the Government 
and any deficiencies in appearance will be identified.  Areas which exhibit 
excessive cracking, discoloration, form marks, or tool marks or which are 
otherwise inconsistent with the overall appearances of the work shall be 
removed and replaced.

    -- End of Section --
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SECTION 02921A

SEEDING
01/02

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 602 (1995a) Agricultural Liming Materials

ASTM D 2028 (1976; R 1997) Cutback Asphalt 
(Rapid-Curing Type)

ASTM D 4972 (1995a) pH of Soils

ASTM D 5268 (1992; R 1996) Topsoil Used for 
Landscaping Purposes

ASTM D 977 (1998) Emulsified Asphalt

U.S. DEPARTMENT OF AGRICULTURE (USDA)

AMS Seed Act (1995) Federal Seed Act Regulations Part 
201 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Equipment; FIO
Surface Erosion Control Material; FIO
Chemical Treatment Material; FIO

  Manufacturer's literature including physical characteristics, 
application and installation instructions for equipment, surface 
erosion control material and chemical treatment material.

  A listing of equipment to be used for the seeding operation.

Delivery; G

  Delivery schedule.
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Finished Grade and Topsoil; FIO

  Finished grade status.

Topsoil; FIO

  Availability of topsoil from the stripping and stock piling 
operation.

Seed Establishment Period; FIO

  Calendar time period for the seed establishment period.  When 
there is more than one seed establishment period, the boundaries 
of the seeded area covered for each period shall be described.

Maintenance Record; FIO

  Maintenance work performed, area repaired or reinstalled, 
diagnosis for unsatisfactory stand of grass plants.

Application of Pesticide; FIO

  Pesticide treatment plan with sequence of treatment work with 
dates and times.  The pesticide trade name, EPA registration 
number, chemical composition, formulation, concentration of 
original and diluted material, application rate of active 
ingredients, method of application, area treated, amount applied; 
and the name and state license number of the state certified 
applicator shall be included.

SD-04 Samples

Delivered Topsoil; G

  Samples taken from several locations at the source.

Soil Amendments; G

  A 10 pound sample.

Mulch; G

  A 10 pound sample.

SD-06 Test Reports

Equipment Calibration; FIO

  Certification of calibration tests conducted on the equipment 
used in the seeding operation.

Soil Test; FIO

  Certified reports of inspections and laboratory tests, prepared 
by an independent testing agency, including analysis and 
interpretation of test results.  Each report shall be properly 
identified.  Test methods used and compliance with recognized test 
standards shall be described.
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SD-07 Certificates

Seed; G
Topsoil; G
pH Adjuster; G
Fertilizer; G
Organic Material; G
Soil Conditioner; G
Mulch; G
Asphalt Adhesive; G
Pesticide; G

  Prior to the delivery of materials, certificates of compliance 
attesting that materials meet the specified requirements.  
Certified copies of the material certificates shall include the 
following:

     a.  Seed.  Classification, botanical name, common name, 
percent pure live seed, minimum percent germination and hard seed, 
maximum percent weed seed content, and date tested.

     b.  Topsoil.  Particle size, pH, organic matter content, 
textural class, soluble salts, chemical and mechanical analyses.

     c.  pH Adjuster.  Calcium carbonate equivalent and sieve 
analysis.

     d.  Fertilizer.  Chemical analysis and composition percent.

     e.  Organic Material:  Composition and source.

     f.  Soil Conditioner:  Composition and source.

     g.  Mulch:  Composition and source.

     h.  Asphalt Adhesive:  Composition.

     i.  Pesticide.  EPA registration number and registered uses.

1.3   SOURCE INSPECTION

The source of delivered topsoil shall be subject to inspection.

1.4   DELIVERY, INSPECTION, STORAGE, AND HANDLING

1.4.1   Delivery

A delivery schedule shall be provided at least 10 calendar days prior to 
the first day of delivery.

1.4.1.1   Delivered Topsoil

Prior to the delivery of any topsoil, its availability shall be verified in 
paragraph TOPSOIL.  A soil test shall be provided for topsoil delivered to 
the site.

1.4.1.2   Soil Amendments
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Soil amendments shall be delivered to the site in the original, unopened 
containers bearing the manufacturer's chemical analysis.  In lieu of 
containers, soil amendments may be furnished in bulk.  A chemical analysis 
shall be provided for bulk deliveries.

1.4.1.3   Pesticides

Pesticide material shall be delivered to the site in the original, unopened 
containers bearing legible labels indicating the EPA registration number 
and the manufacturer's registered uses.

1.4.2   Inspection

Seed shall be inspected upon arrival at the job site for conformity to 
species and quality.  Seed that is wet, moldy, or bears a test date five 
months or older, shall be rejected.  Other materials shall be inspected for 
compliance with specified requirements.  The following shall be rejected:  
open soil amendment containers or wet soil amendments; topsoil that 
contains slag, cinders, stones, lumps of soil, sticks, roots, trash or 
other material over a minimum  1-1/2 inch diameter; and topsoil that 
contains viable plants and plant parts.  Unacceptable materials shall be 
removed from the job site.

1.4.3   Storage

Materials shall be stored in designated areas.  Seed, lime, and fertilizer 
shall be stored in cool, dry locations away from contaminants.  Chemical 
treatment material shall be stored according to manufacturer's instructions 
and not with seeding operation materials.

1.4.4   Handling

Except for bulk deliveries, materials shall not be dropped or dumped from 
vehicles.

1.4.5   Time Limitation

Hydroseeding time limitation for holding seed in the slurry shall be a 
maximum 24 hours.

PART 2   PRODUCTS

2.1   SEED

2.1.1   Seed Classification

State-certified seed of the latest season's crop shall be provided in 
original sealed packages bearing the producer's guaranteed analysis for 
percentages of mixture, purity, germination, hard seed, weed seed content, 
and inert material.  Labels shall be in conformance with AMS Seed Act and 
applicable state seed laws.

2.1.2   Permanent Seed Species and Mixtures

Seeding in sloped area shall be in accordance with (IAW) the North Carolina 
Erosion and Sediment Planning and Design Manual.  The following are general 
requirements for projects at Fort Bragg.

Agricultural Lime:                                 4,000 lbs/acre
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10-10-10 Fertilizer:                                 500 lbs/acre
Seeding Type:
   Temporary (annuals)
      Winter   (mid Aug-Apr),         Rye Grain:      120 lbs/acre
      Summer   (May-mid Aug),    German Millett:       50 lbs/acre
                                 Kobe Lespedeza:       50 lbs/acre

   Permanent (perenials)
      Apr-Jul                Bahiagrass, hulled:       50 lbs/acre
                                       unhulled:       50 lbs/acre
                         Common Bermuda, hulled:       10 lbs/acre
                                       unhulled:       10 lbs/acre
                              Sericea lespedeza:       30 lbs/acre

      Summer Mix (Apr-mid Aug)
                           Bahiagrass, unhulled:       50 lbs/acre
                       Common Bermuda, unhulled:       10 lbs/acre
                              Sericea Lespedeza:       30 lbs/acre
                                  German Millet:      50 lbs/acre

      Winter Mix (mid Aug-Mar)
                           Bahiagrass, unhulled:       50 lbs/acre
                         Common Bermuda, hulled:       10 lbs/acre
                                       unhulled:       10 lbs/acre
                                      Rye Grain:      120 lbs/acre

2.1.3   Quality

Weed seed shall be a maximum 1 percent by weight of the total mixture.

2.1.4   Seed Mixing

The mixing of seed may be done by the seed supplier prior to delivery, or 
on site as directed.

2.1.5   Substitutions

Substitutions will not be allowed without written request and approval from 
the Contracting Officer.

2.2   TOPSOIL

Topsoil shall be as defined in ASTM D 5268.  When available, the topsoil 
shall be the existing surface soil stripped and stockpiled onsite in 
accordance with Section 02300A EARTHWORK.  When additional topsoil is 
required beyond the available topsoil from the stripping operation, topsoil 
shall be delivered and amended as recommended by the soil test for the seed 
specified.  Topsoil shall be free from slag, cinders, stones, lumps of 
soil, sticks, roots, trash or other material over a minimum  1-1/2 inch 
diameter.  Topsoil shall be free from viable plants and plant parts.

2.3   SOIL AMENDMENTS

Soil amendments shall consist of pH adjuster, fertilizer, organic material 
and soil conditioners meeting the following requirements.  Vermiculite 
shall not be used.

2.3.1   pH Adjuster 
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The pH adjuster shall be an agricultural liming material in accordance with 
ASTM C 602.  These materials may be burnt lime, hydrated lime, ground 
limestone, sulfur, or shells.  The pH adjuster shall be used to create a 
favorable soil pH for the plant material specified.

2.3.1.1   Limestone

Limestone material shall contain a minimum calcium carbonate equivalent of 
80 percent.  Gradation:  A minimum 95 percent shall pass through a  No. 8 
sieve and a minimum 55 percent shall pass through a  No. 60 sieve.  To 
raise soil pH, ground limestone shall be used.

2.3.1.2   Hydrated Lime

Hydrated lime shall contain a minimum calcium carbonate equivalent of 110 
percent.  Gradation:  A minimum 100 percent shall pass through a  No. 8 
sieve and a minimum 97 percent shall pass through a  No. 60 sieve.

2.3.1.3   Burnt Lime

Burnt lime shall contain a minimum calcium carbonate equivalent of 140 
percent.  Gradation:  A minimum 95 percent shall pass through a  No. 8 
sieve and a minimum 35 percent shall pass through a  No. 60 sieve.

2.3.2   Fertilizer

Fertilizer shall be controlled release commercial grade, free flowing, 
uniform in composition, and consist of a nitrogen-phosphorus-potassium 
ratio.  The fertilizer shall be derived from sulphur coated urea, urea 
formaldehyde, plastic or polymer coated pills, or isobutylenediurea (IBDU). 
 Fertilizer shall be balanced with the inclusion of trace minerals and 
micro-nutrients.

2.4   MULCH

Mulch shall be free from weeds, mold, and other deleterious materials.  
Mulch materials shall be native to the region.

2.4.1   Straw

Straw shall be stalks from oats, wheat, rye, barley, or rice, furnished in 
air-dry condition and with a consistency for placing with commercial 
mulch-blowing equipment.

2.4.2   Wood Cellulose Fiber

Wood cellulose fiber shall not contain any growth or germination-inhibiting 
factors and shall be dyed an appropriate color to facilitate placement 
during application.  Composition on air-dry weight basis:  9 to 15 percent 
moisture, pH range from 4.5 to 6.0.

2.4.3   Paper Fiber

Paper fiber mulch shall be recycled news print that is shredded for the 
purpose of mulching seed.

2.5   ASPHALT ADHESIVE
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Asphalt adhesive shall conform to the following:  Emulsified asphalt, 
conforming to ASTM D 977, Grade SS-1; and cutback asphalt, conforming to 
ASTM D 2028, Designation RC-70.

2.6   WATER

Water shall be the responsibility of the Contractor, unless otherwise 
noted.  Water shall not contain elements toxic to plant life.

2.7   PESTICIDE

Pesticide shall be insecticide, herbicide, fungicide, nematocide, 
rodenticide or miticide.  For the purpose of this specification, a soil 
fumigant shall have the same requirements as a pesticide.  The pesticide 
material shall be EPA registered and approved.

2.8   SURFACE EROSION CONTROL MATERIAL

Surface erosion control material shall conform to the following:

2.8.1   Surface Erosion Control Blanket

Blanket shall be machine produced mat of wood excelsior formed from a web 
of interlocking wood fibers; covered on one side with either knitted straw 
blanket-like mat construction; covered with biodegradable plastic mesh; or 
interwoven biodegradable thread, plastic netting, or twisted kraft paper 
cord netting.

2.8.2   Surface Erosion Control Fabric

Fabric shall be knitted construction of polypropylene yarn with uniform 
mesh openings  3/4 to 1 inch square with strips of biodegradable paper.  
Filler paper strips shall have a minimum life of 6 months.

2.8.3   Surface Erosion Control Net

Net shall be heavy, twisted jute mesh, weighing approximately  1.22 pounds 
per linear yard and  4 feet wide with mesh openings of approximately  1 inch
 square.

2.8.4   Erosion Control Material Anchors

Erosion control anchors shall be as recommended by the manufacturer.

PART 3   EXECUTION

3.1   INSTALLING SEED TIME AND CONDITIONS

3.1.1   Seeding Time

Seed shall be installed as indicated in Paragraph 2.1.2.

3.1.2   Seeding Conditions

Seeding operations shall be performed only during periods when beneficial 
results can be obtained.  When drought, excessive moisture, or other 
unsatisfactory conditions prevail, the work shall be stopped when directed. 
 When special conditions warrant a variance to the seeding operations, 
proposed alternate times shall be submitted for approval.
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3.1.3   Equipment Calibration

Immediately prior to the commencement of seeding operations, calibration 
tests shall be conducted on the equipment to be used.  These tests shall 
confirm that the equipment is operating within the manufacturer's 
specifications and will meet the specified criteria.  The equipment shall 
be calibrated a minimum of once every day during the operation.  The 
calibration test results shall be provided within 1 week of testing.

3.1.4   Soil Test

Delivered topsoil, existing soil in smooth graded areas, and stockpiled 
topsoil shall be tested in accordance with ASTM D 5268 and ASTM D 4972 for 
determining the particle size, pH, organic matter content, textural class, 
chemical analysis, soluble salts analysis, and mechanical analysis.  Sample 
collection on site shall be random over the entire site.  Sample collection 
for stockpiled topsoil shall be at different levels in the stockpile.  The 
soil shall be free from debris, noxious weeds, toxic substances, or other 
materials harmful to plant growth.  The test shall determine the quantities 
and type of soil amendments required to meet local growing conditions for 
the seed species specified.

3.2   SITE PREPARATION

3.2.1   Finished Grade and Topsoil

The Contractor shall verify that finished grades are as indicated on 
drawings, and the placing of topsoil, smooth grading, and compaction 
requirements have been completed in accordance with Section 02300A 
EARTHWORK, prior to the commencement of the seeding operation.

3.2.2   Application of Soil Amendments

3.2.2.1   Applying pH Adjuster

The pH adjuster shall be incorporated into the soil to a maximum  4 inch 
depth or may be incorporated as part of the tillage operation.

3.2.2.2   Applying Fertilizer

Fertilizer shall be incorporated into the soil to a maximum  4 inch depth 
or may be incorporated as part of the tillage or hydroseeding operation.

3.2.3   Prepared Surface

3.2.3.1   Preparation

The prepared surface shall be a maximum  1 inch below the adjoining grade 
of any surfaced area.  New surfaces shall be blended to existing areas.  
The prepared surface shall be completed with a light raking to remove 
debris.

3.2.3.2   Lawn Area Debris

Debris and stones over a minimum  5/8 inch in any dimension shall be 
removed from the surface.

3.2.3.3   Field Area Debris
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Debris and stones over a minimum  3 inch in any dimension shall be removed 
from the surface.

3.2.3.4   Protection

Areas with the prepared surface shall be protected from compaction or 
damage by vehicular or pedestrian traffic and surface erosion.

3.3   INSTALLATION

Prior to installing seed, any previously prepared surface compacted or 
damaged shall be reworked to meet the requirements of paragraph SITE 
PREPARATION.  Seeding operations shall not take place when the wind 
velocity will prevent uniform seed distribution.

3.3.1   Installing Seed

Seeding method shall be Broadcast Seeding, Drill Seeding, or Hydroseeding.  
Seeding procedure shall ensure even coverage.  Gravity feed applicators, 
which drop seed directly from a hopper onto the prepared soil, shall not be 
used because of the difficulty in achieving even coverage, unless otherwise 
approved.  Absorbent polymer powder shall be mixed with the dry seed at the 
rate recommended by the manufacturer.

3.3.2   Mulching

3.3.2.1   Hay or Straw Mulch

Hay or straw mulch shall be spread uniformly at the rate of  2 tons per acre. 
 Mulch shall be spread by hand, blower-type mulch spreader, or other 
approved method.  Mulching shall be started on the windward side of 
relatively flat areas or on the upper part of steep slopes, and continued 
uniformly until the area is covered.  The mulch shall not be bunched or 
clumped.  Sunlight shall not be completely excluded from penetrating to the 
ground surface.  All areas installed with seed shall be mulched on the same 
day as the seeding.  Mulch shall be anchored immediately following 
spreading.

3.3.2.2   Mechanical Anchor

Mechanical anchor shall be a V-type-wheel land packer; a scalloped-disk 
land packer designed to force mulch into the soil surface; or other 
suitable equipment.

3.3.2.3   Asphalt Adhesive Tackifier

Asphalt adhesive tackifier shall be sprayed at a rate between  10 to 13 
gallons per 1000 square feet.  Sunlight shall not be completely excluded 
from penetrating to the ground surface.

3.3.2.4   Non-Asphaltic Tackifier

Hydrophilic colloid shall be applied at the rate recommended by the 
manufacturer, using hydraulic equipment suitable for thoroughly mixing with 
water.  A uniform mixture shall be applied over the area.

3.3.2.5   Asphalt Adhesive Coated Mulch
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Hay or straw mulch may be spread simultaneously with asphalt adhesive 
applied at a rate between  10 to 13 gallons per 1000 square feet, using 
power mulch equipment which shall be equipped with suitable asphalt pump 
and nozzle.  The adhesive-coated mulch shall be applied evenly over the 
surface.  Sunlight shall not be completely excluded from penetrating to the 
ground surface.

3.3.2.6   Wood Cellulose Fiber, Paper Fiber, and Recycled Paper

Wood cellulose fiber, paper fiber, or recycled paper shall be applied as 
part of the hydroseeding operation.  The mulch shall be mixed and applied 
in accordance with the manufacturer's recommendations.

3.3.3   Watering Seed

Watering shall be started immediately after completing the seeding of an 
area.  Water shall be applied to supplement rainfall at a rate sufficient 
to ensure moist soil conditions to a minimum  1 inch depth.  Run-off and 
puddling shall be prevented.  Watering trucks shall not be driven over turf 
areas, unless otherwise directed.  Watering of other adjacent areas or 
plant material shall be prevented.

3.4   SURFACE EROSION CONTROL

3.4.1   Surface Erosion Control Material

Where indicated or as directed, surface erosion control material shall be 
installed in accordance with manufacturer's instructions.  Placement of the 
material shall be accomplished without damage to installed material or 
without deviation to finished grade.

3.4.2   Temporary Seeding

When directed during contract delays affecting the seeding operation or 
when a quick cover is required to prevent surface erosion, the areas 
designated shall be seeded in accordance with temporary seed species listed 
under Paragraph SEED.

3.4.2.1   Soil Amendments

When soil amendments have not been applied to the area, the quantity of 1/2 
of the required soil amendments shall be applied and the area tilled in 
accordance with paragraph SITE PREPARATION.  The area shall be watered in 
accordance with paragraph Watering Seed.

3.4.2.2   Remaining Soil Amendments

The remaining soil amendments shall be applied in accordance with the 
paragraph Tillage when the surface is prepared for installing seed.

3.5   QUANTITY CHECK

For materials provided in bags, the empty bags shall be retained for 
recording the amount used.  For materials provided in bulk, the weight 
certificates shall be retained as a record of the amount used.  The amount 
of material used shall be compared with the total area covered to determine 
the rate of application used.  Differences between the quantity applied and 
the quantity specified shall be adjusted as directed.
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3.6   RESTORATION AND CLEAN UP

3.6.1   Restoration

Existing turf areas, pavements, and facilities that have been damaged from 
the seeding operation shall be restored to original condition at 
Contractor's expense.

3.6.2   Clean Up

Excess and waste material shall be removed from the seeded areas and shall 
be disposed offsite.  Adjacent paved areas shall be cleaned.

3.7   PROTECTION OF INSTALLED AREAS

Immediately upon completion of the seeding operation in an area, the area 
shall be protected against traffic or other use by erecting barricades and 
providing signage as required, or as directed.

3.8   SEED ESTABLISHMENT PERIOD

3.8.1   Commencement

The seed establishment period to obtain a healthy stand of grass plants 
shall begin on the first day of seeding work under this contract and end 3  
months after the last day of the seeding operation required by this 
contract.  Written calendar time period shall be furnished for the seed 
establishment period.  When there is more than 1 seed establishment period, 
the boundaries of the seeded area covered for each period shall be 
described.  The seed establishment period shall be modified for inclement 
weather, shut down periods, or for separate completion dates of areas.

3.8.2   Satisfactory Stand of Grass Plants

Grass plants shall be evaluated for species and health when the grass 
plants are a minimum  1 inch high.

3.8.2.1   Lawn Area

A satisfactory stand of grass plants from the seeding operation for a lawn 
area shall be a minimum 100 grass plants per square foot.  Bare spots shall 
be a maximum  6 inches square.  The total bare spots shall be a maximum 2 
percent of the total seeded area.

3.8.2.2   Field Area

A satisfactory stand of grass plants from the seeding operation for a field 
area shall be a minimum 100 grass plants per square foot.  The total bare 
spots shall not exceed 2 percent of the total seeded area.

3.8.3   Maintenance During Establishment Period

Maintenance of the seeded areas shall include eradicating weeds, insects 
and diseases; protecting embankments and ditches from surface erosion; 
maintaining erosion control materials and mulch; protecting installed areas 
from traffic; mowing; watering; and post-fertilization.

3.8.3.1   Mowing
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a.  Lawn Areas:  Lawn areas shall be mowed to a minimum  3 inch height 
when the turf is a maximum  4 inches high.  Clippings shall be 
removed when the amount cut prevents sunlight from reaching the 
ground surface.

b.  Field Areas:  Field areas shall be mowed once during the season to 
a minimum  3 inch height.  Clippings shall be removed when the 
amount cut prevents sunlight from reaching the ground surface.

3.8.3.2   Post-Fertilization

A maximum  1/2 pound per 1000 square feet of actual available nitrogen 
shall be provided to the grass plants.  The application shall be timed 
prior to the advent of winter dormancy and shall be made without burning 
the installed grass plants.

3.8.3.3   Pesticide Treatment

Treatment for disease or pest shall be in accordance with paragraph 
APPLICATION OF PESTICIDE.

3.8.3.4   Repair or Reinstall

Unsatisfactory stand of grass plants and mulch shall be repaired or 
reinstalled, and eroded areas shall be repaired in accordance with 
paragraph SITE PREPARATION.

3.8.3.5   Maintenance Record

A record of each site visit shall be furnished, describing the maintenance 
work performed; areas repaired or reinstalled; and diagnosis for 
unsatisfactory stand of grass plants.

    -- End of Section --
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SECTION 03307A

CONCRETE FOR MINOR STRUCTURES
11/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ACI INTERNATIONAL (ACI)

ACI 308 (1992; R 1997) Standard Practice for 
Curing Concrete

ACI 318/318R (1999) Building Code Requirements for 
Structural Concrete and Commentary

ACI 347R (1994; R 1999) Guide to Formwork for 
Concrete

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 185 (1997) Steel Welded Wire Fabric, Plain, 
for Concrete Reinforcement

ASTM A 615/A 615M (2000) Deformed and Plain Billet-Steel 
Bars for Concrete Reinforcement

ASTM C 143/C 143M (2000) Slump of Hydraulic Cement Concrete

ASTM C 150 (1999a) Portland Cement

ASTM C 171 (1997a) Sheet Materials for Curing Concrete

ASTM C 172 (1999) Sampling Freshly Mixed Concrete

ASTM C 231 (1997el) Air Content of Freshly Mixed 
Concrete by the Pressure Method

ASTM C 260 (2000) Air-Entraining Admixtures for 
Concrete

ASTM C 309 (1998a) Liquid Membrane-Forming Compounds 
for Curing Concrete

ASTM C 31/C 31M (2000e1) Making and Curing Concrete Test 
Specimens in the Field

ASTM C 33 (1999ae1) Concrete Aggregates

ASTM C 39/C 39M (2001) Compressive Strength of Cylindrical 
Concrete Specimens
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ASTM C 494/C 494M (1999ae1) Chemical Admixtures for Concrete

ASTM C 618 (2000) Coal Fly Ash and Raw or Calcined 
Natural Pozzolan for Use as a Mineral 
Admixture in Concrete

ASTM C 685 (2000) Concrete Made by Volumetric 
Batching and Continuous Mixing

ASTM C 920 (1998) Elastomeric Joint Sealants

ASTM C 94/C 94M (2000e2) Ready-Mixed Concrete

ASTM D 1752 (1984; R 1996el) Preformed Sponge Rubber 
and Cork Expansion Joint Fillers for 
Concrete Paving and Structural Construction

ASTM D 75 (1987; R 1997) Sampling Aggregates

ASTM E 96 (2000) Water Vapor Transmission of 
Materials

U.S. ARMY CORPS OF ENGINEERS (USACE)

COE CRD-C 400 (1963) Requirements for Water for Use in 
Mixing or Curing Concrete 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Air-Entraining Admixture; FIO
Accelerating Admixture; FIO
Water-Reducing or Retarding Admixture; FIO
Curing Materials; FIO
Reinforcing Steel; FIO
Joint Sealants - Field Molded Sealants; FIO

SD-06 Test Reports

Aggregates; FIO

  Aggregates will be accepted on the basis of certificates of 
compliance and test reports that show the material(s) meets the 
quality and grading requirements of the specifications under which 
it is furnished.

Concrete Mixture Proportions; G

  Ten days prior to placement of concrete, the contractor shall 
submit the mixture proportions that will produce concrete of the 
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quality required.  Applicable test reports shall be submitted to 
verify that the concrete mixture proportions selected will produce 
concrete of the quality specified.

SD-07 Certificates

Cementitious Materials; FIO

  Certificates of compliance attesting that the concrete materials 
meet the requirements of the specifications shall be submitted in 
accordance with the Special Clause "CERTIFICATES OF COMPLIANCE".  
Cementitious material will be accepted on the basis of a 
manufacturer's certificate of compliance, accompanied by mill test 
reports that the material(s) meet the requirements of the 
specification under which it is furnished.

Aggregates; FIO

  Aggregates will be accepted on the basis of certificates of 
compliance and tests reports that show the material(s) meet the 
quality and grading requirements of the specifications under which 
it is furnished.

1.3   DESIGN AND PERFORMANCE REQUIREMENTS

The Government will maintain the option to sample and test joint sealer, 
joint filler material, aggregates and concrete to determine compliance with 
the specifications.  The Contractor shall provide facilities and labor as 
may be necessary to assist the Government in procurement of representative 
test samples.  Samples of aggregates will be obtained at the point of 
batching in accordance with ASTM D 75.  Concrete will be sampled in 
accordance with ASTM C 172.  Slump and air content will be determined in 
accordance with ASTM C 143/C 143M and ASTM C 231, respectively, when 
cylinders are molded.  Compression test specimens will be made, cured, and 
transported in accordance with ASTM C 31/C 31M.  Compression test specimens 
will be tested in accordance with ASTM C 39/C 39M.  Samples for strength 
tests will be taken not less than once each shift in which concrete is 
produced from each class of concrete required.  A minimum of five specimens 
will be made from each sample; two will be tested at 28 days for 
acceptance, and one will be tested at 7 days for information.  Two 
specimens will be held for later testing if necessary.

1.3.1   Strength

Acceptance test results will be the average strengths of two specimens 
tested at 28 days (90 days if pozzolan is used).  The strength of the 
concrete will be considered satisfactory so long as the average of three 
consecutive acceptance test results equal or exceed the specified 
compressive strength, f'c, and no individual acceptance test result falls 
below f'c by more than 500 psi.

1.3.2   Construction Tolerances

A Class "C" finish shall apply to all surfaces except those specified to 
receive a Class "D" finish.  A Class "D" finish shall apply to all surfaces 
which will be permanently concealed after construction.  The surface 
requirements for the classes of finish required shall be as specified in 
ACI 347R.
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1.3.3   Concrete Mixture Proportions

Concrete mixture proportions shall be the responsibility of the Contractor. 
 Mixture proportions shall include the dry weights of cementitious 
material(s); the nominal maximum size of the coarse aggregate; the specific 
gravities, absorptions, and saturated surface-dry weights of fine and 
coarse aggregates; the quantities, types, and names of admixtures; and 
quantity of water per cubic yard of concrete.  All materials included in 
the mixture proportions shall be of the same type and from the same source 
as will be used on the project.  Specified compressive strength f'c shall 
be as indicated on Drawings.  The maximum nominal size coarse aggregate 
shall be 3/4 inch, in accordance with ACI 318/318R.  The air content shall 
be between 4.5 and 7.5 percent.  The slump shall be between 2 and 5 inches.
  The maximum water cement ratio shall be 0.50.

PART 2   PRODUCTS

2.1   MATERIALS

2.1.1   Cementitious Materials

Cementitious materials shall conform to the appropriate specifications 
listed:

2.1.1.1   Portland Cement

ASTM C 150, Type I or II. 

2.1.1.2   Pozzolan

Pozzolan shall conform to ASTM C 618, Class C or F, including requirements 
of Tables 1A and 2A.

2.1.2   Aggregates

Aggregates shall meet the quality and grading requirements of ASTM C 33 
Class Designations 4M or better.

2.1.3   Admixtures

Admixtures to be used, when required or approved, shall comply with the 
appropriate specification listed.  Chemical admixtures that have been in 
storage at the project site for longer than 6 months or that have been 
subjected to freezing shall be retested at the expense of the contractor at 
the request of the Contracting Officer and shall be rejected if test 
results are not satisfactory.

2.1.3.1   Air-Entraining Admixture

Air-entraining admixture shall meet the requirements of ASTM C 260.

2.1.3.2   Water-Reducing or Retarding Admixture

Water-reducing or retarding admixture shall meet the requirements of ASTM C 
494/C 494M, Type A, B, or D.  High-range water reducing admixture Type F or 
G may be used only when approved, approval being contingent upon particular 
placement requirements as described in the Contractor's Quality Control 
Plan.
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2.1.4   Water

Water for mixing and curing shall be fresh, clean, potable, and free from 
injurious amounts of oil, acid, salt, or alkali, except that unpotable 
water may be used if it meets the requirements of COE CRD-C 400.

2.1.5   Reinforcing Steel

Reinforcing steel bar shall conform to the requirements of ASTM A 615/A 615M, 
Grade 60.  Welded steel wire fabric shall conform to the requirements of 
ASTM A 185.  Details of reinforcement not shown shall be in accordance with 
ACI 318/318R, Chapters 7 and 12.

2.1.6   Expansion Joint Filler Strips, Premolded

Expansion joint filler strips, premolded shall be sponge rubber conforming 
to ASTM D 1752, Type I.

2.1.7   Joint Sealants - Field Molded Sealants

Joint sealants - field molded sealants shall conform to ASTM C 920, Type M, 
Grade NS, Class 25, use NT for vertical joints and Type M, Grade P, Class 
25, use T for horizontal joints.  Bond-breaker material shall be 
polyethylene tape, coated paper, metal foil, or similar type materials.  
The backup material shall be compressible, nonshrink, nonreactive with the 
sealant, and a nonabsorptive material such as extruded butyl or 
polychloroprene foam rubber.  Immediately prior to installation of 
field-molded sealants, the joint shall be cleaned of all debris and further 
cleaned using water, chemical solvents, or other means as recommended by 
the sealant manufacturer or directed.

2.1.8   Formwork

The design and engineering of the formwork as well as its construction, 
shall be the responsibility of the Contractor.

2.1.9   Form Coatings

Forms for exposed surfaces shall be coated with a nonstaining form oil, 
which shall be applied shortly before concrete is placed.

2.1.10   Vapor Barrier

Vapor barrier shall be polyethylene sheeting with a minimum thickness of 6 
mils or other equivalent material having a vapor permeance rating not 
exceeding 0.5 perms as determined in accordance with ASTM E 96.

2.1.11   Curing Materials

Curing materials shall conform to the following requirements.

2.1.11.1   Impervious Sheet Materials

Impervious sheet materials, ASTM C 171, type optional, except polyethylene 
film, if used, shall be white opaque.

2.1.11.2   Membrane-Forming Curing Compound

ASTM C 309, Type 1-D or 2, Class A.
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2.1.12   Non-shrink Grout

Non-shrink grout shall be factory pre-mixed.

PART 3   EXECUTION

3.1   PREPARATION

3.1.1   General

Construction joints shall be prepared to expose coarse aggregate, and the 
surface shall be clean, damp, and free of laitance.  Ramps and walkways, as 
necessary, shall be constructed to allow safe and expeditious access for 
concrete and workmen.  Snow, ice, standing or flowing water, loose 
particles, debris, and foreign matter shall have been removed.  Earth 
foundations shall be satisfactorily compacted.  Spare vibrators shall be 
available.  The entire preparation shall be accepted by the Government 
prior to placing.

3.1.2   Embedded Items

Reinforcement shall be secured in place; joints, anchors, and other 
embedded items shall have been positioned.  Internal ties shall be arranged 
so that when the forms are removed the metal part of the tie will be not 
less than 2 inches from concrete surfaces permanently exposed to view or 
exposed to water on the finished structures.  Embedded items shall be free 
of oil and other foreign matters such as loose coatings or rust, paint, and 
scale.  The embedding of wood in concrete will be permitted only when 
specifically authorized or directed.  All equipment needed to place, 
consolidate, protect, and cure the concrete shall be at the placement site 
and in good operating condition.

3.1.3   Formwork Installation

Forms shall be properly aligned, adequately supported, and mortar-tight.  
The form surfaces shall be smooth and free from irregularities, dents, 
sags, or holes when used for permanently exposed faces.  All exposed joints 
and edges shall be chamfered, unless otherwise indicated.

3.1.4   Vapor Barrier Installation

Vapor barriers shall be applied over gravel fill.  Edges shall be lapped 
not less than 6 inches.  All joints shall be sealed with pressure-sensitive 
adhesive not less than 2 inches wide.  The vapor barrier shall be protected 
at all times to prevent injury or displacement prior to and during concrete 
placement.

3.1.5   Production of Concrete

3.1.5.1   Ready-Mixed Concrete

Ready-mixed concrete shall conform to ASTM C 94/C 94M except as otherwise 
specified.

3.1.5.2   Concrete Made by Volumetric Batching and Continuous Mixing

Concrete made by volumetric batching and continuous mixing shall conform to 
ASTM C 685.
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3.1.5.3   Batching and Mixing Equipment

The contractor shall have the option of using an on-site batching and 
mixing facility.  The facility shall provide sufficient batching and mixing 
equipment capacity to prevent cold joints.  The method of measuring 
materials, batching operation, and mixer shall be submitted for review.  
On-site plant shall conform to the requirements of either ASTM C 94/C 94M 
or ASTM C 685.

3.1.6   Waterstops

Waterstops shall be installed and spliced as directed by the manufacturer.

3.2   CONVEYING AND PLACING CONCRETE

Conveying and placing concrete shall conform to the following requirements.

3.2.1   General

Concrete placement shall not be permitted when weather conditions prevent 
proper placement and consolidation without approval.  When concrete is 
mixed and/or transported by a truck mixer, the concrete shall be delivered 
to the site of the work and discharge shall be completed within 1-1/2 hours 
or 45 minutes when the placing temperature is 85 degrees F or greater 
unless a retarding admixture is used.  Concrete shall be conveyed from the 
mixer to the forms as rapidly as practicable by methods which prevent 
segregation or loss of ingredients.  Concrete shall be in place and 
consolidated within 15 minutes after discharge from the mixer.  Concrete 
shall be deposited as close as possible to its final position in the forms 
and be so regulated that it may be effectively consolidated in horizontal 
layers 18 inches or less in thickness with a minimum of lateral movement.  
The placement shall be carried on at such a rate that the formation of cold 
joints will be prevented.

3.2.2   Consolidation

Each layer of concrete shall be consolidated by rodding, spading, or 
internal vibrating equipment.  External vibrating equipment may be used 
when authorized.  Internal vibration shall be systematically accomplished 
by inserting the vibrator through the fresh concrete in the layer below at 
a uniform spacing over the entire area of placement.  The distance between 
insertions shall be approximately 1.5 times the radius of action of the 
vibrator and overlay the adjacent, just-vibrated area by a few inches.  The 
vibrator shall penetrate rapidly to the bottom of the layer and at least 6 
inches into the layer below, if such a layer exists.  It shall be held 
stationary until the concrete is consolidated and then withdrawn slowly at 
the rate of about 3 inches per second.

3.2.3   Cold-Weather Requirements

No concrete placement shall be made when the ambient temperature is below 
35 degrees F or if the ambient temperature is below 40 degrees F and 
falling.  Suitable covering and other means as approved shall be provided 
for maintaining the concrete at a temperature of at least 50 degrees F for 
not less than 72 hours after placing and at a temperature above freezing 
for the remainder of the curing period.  Salt, chemicals, or other foreign 
materials shall not be mixed with the concrete to prevent freezing.  Any 
concrete damaged by freezing shall be removed and replaced at the expense 
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of the contractor.

3.2.4   Hot-Weather Requirements

When the rate of evaporation of surface moisture, as determined by use of 
Figure 1 of ACI 308, is expected to exceed 0.2 pound per square foot per 
hour, provisions for windbreaks, shading, fog spraying, or covering with a 
light-colored material shall be made in advance of placement, and such 
protective measures shall be taken as quickly as finishing operations will 
allow.

3.3   FORM REMOVAL

Forms shall not be removed before the expiration of 24 hours after concrete 
placement except where otherwise specifically authorized.  Supporting forms 
and shoring shall not be removed until the concrete has cured for at least 
5 days.  When conditions on the work are such as to justify the 
requirement, forms will be required to remain in place for longer periods.

3.4   FINISHING

3.4.1   General

No finishing or repair will be done when either the concrete or the ambient 
temperature is below 50 degrees F.

3.4.2   Finishing Formed Surfaces

All fins and loose materials shall be removed, and surface defects 
including tie holes shall be filled.  All honeycomb areas and other defects 
shall be repaired.  All unsound concrete shall be removed from areas to be 
repaired.  Surface defects greater than 1/2 inch in diameter and holes left 
by removal of tie rods in all surfaces not to receive additional concrete 
shall be reamed or chipped and filled with dry-pack mortar.  The prepared 
area shall be brush-coated with an approved epoxy resin or latex bonding 
compound or with a neat cement grout after dampening and filled with mortar 
or concrete.  The cement used in mortar or concrete for repairs to all 
surfaces permanently exposed to view shall be a blend of portland cement 
and white cement so that the final color when cured will be the same as 
adjacent concrete.

3.4.3   Finishing Unformed Surfaces

All unformed surfaces that are not to be covered by additional concrete or 
backfill shall be float finished to elevations shown, unless otherwise 
specified.  Surfaces to receive additional concrete or backfill shall be 
brought to the elevations shown and left as a true and regular surface.  
Exterior surfaces shall be sloped for drainage unless otherwise shown.  
Joints shall be carefully made with a jointing tool.  Unformed surfaces 
shall be finished to a tolerance of 3/8 inch for a float finish and 5/16 
inch for a trowel finish as determined by a 10 foot straightedge placed on 
surfaces shown on the plans to be level or having a constant slope.  
Finishing shall not be performed while there is excess moisture or bleeding 
water on the surface.  No water or cement shall be added to the surface 
during finishing.

3.4.3.1   Float Finish

Surfaces to be float finished shall be screeded and darbied or bullfloated 
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to eliminate the ridges and to fill in the voids left by the screed.  In 
addition, the darby or bullfloat shall fill all surface voids and only 
slightly embed the coarse aggregate below the surface of the fresh 
concrete.  When the water sheen disappears and the concrete will support a 
person's weight without deep imprint, floating should be completed.  
Floating should embed large aggregates just beneath the surface, remove 
slight imperfections, humps, and voids to produce a plane surface, compact 
the concrete, and consolidate mortar at the surface.

3.4.3.2   Trowel Finish

A trowel finish shall be applied to all interior slabs.  Trowelling shall 
be done immediately following floating to provide a smooth, even, dense 
finish free from blemishes including trowel marks.  Finished surfaces shall 
be protected from damage during the construction period.

3.4.3.3   Broom Finish

A broom finish shall be applied to exterior stairs, pads, sidewalks, or 
ramps.  The concrete shall be screeded and floated to required finish plane 
with no coarse aggregate visible.  After surface moisture disappears, the 
surface shall be broomed or brushed with a broom or fiber bristle brush in 
a direction transverse to that of the main traffic or as directed.

3.4.3.4   Expansion and Contraction Joints

Expansion and contraction joints shall be made in accordance with the 
details shown or as otherwise specified.  Provide 1/2 inch thick transverse 
expansion joints where new work abuts an existing concrete.  Contraction 
joints shall be provided at a maximum spacing of 6 linear feet in sidewalks 
and at a maximum spacing of 15 feet in slabs, unless otherwise indicated.  

3.5   CURING AND PROTECTION

Beginning immediately after placement and continuing for at least 7 days, 
all concrete shall be cured and protected from premature drying, extremes 
in temperature, rapid temperature change, freezing, mechanical damage, and 
exposure to rain or flowing water.  All materials and equipment needed for 
adequate curing and protection shall be available and at the site of the 
placement prior to the start of concrete placement.  Preservation of 
moisture for concrete surfaces not in contact with forms shall be 
accomplished by one of the following methods:

a.  Continuous sprinkling or ponding.

b.  Application of absorptive mats or fabrics kept continuously wet.

c.  Application of sand kept continuously wet.

d.  Application of impervious sheet material conforming to ASTM C 171.

e.  Application of membrane-forming curing compound conforming to ASTM 
C 309, Type 1-D, on surfaces permanently exposed to view and Type 2 on 
other surfaces shall be accomplished in accordance with manufacturer's 
instructions.

The preservation of moisture for concrete surfaces placed against wooden 
forms shall be accomplished by keeping the forms continuously wet for 7 
days.  If forms are removed prior to end of the required curing period, 
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other curing methods shall be used for the balance of the curing period.  
During the period of protection removal, the temperature of the air in 
contact with the concrete shall not be allowed to drop more than 25 degrees 
F within a 24 hour period.

3.6   TESTS AND INSPECTIONS

3.6.1   General

The individuals who sample and test concrete as required in this 
specification shall have demonstrated a knowledge and ability to perform 
the necessary test procedures equivalent to the ACI minimum guidelines for 
certification of Concrete Field Testing Technicians, Grade I.

3.6.2   Inspection Details and Frequency of Testing

3.6.2.1   Preparations for Placing

Foundation or construction joints, forms, and embedded items shall be 
inspected in sufficient time prior to each concrete placement by the 
Contractor to certify that it is ready to receive concrete.

3.6.2.2   Compressive Strength

Compressive strength of concrete shall be tested per Paragraph 1.3 of this 
specification.

3.6.2.3   Air Content

Air content shall be checked at least twice during each shift that concrete 
is placed for each class of concrete required.  Samples shall be obtained 
in accordance with ASTM C 172 and tested in accordance with ASTM C 231.

3.6.2.4   Slump

Slump shall be checked twice during each shift that concrete is produced 
for each class of concrete required.  Samples shall be obtained in 
accordance with ASTM C 172 and tested in accordance with ASTM C 143/C 143M.

3.6.2.5   Consolidation and Protection

The Contractor shall ensure that the concrete is properly consolidated, 
finished, protected, and cured.

3.6.3   Action Required

3.6.3.1   Placing

The placing foreman shall not permit placing to begin until he has verified 
that an adequate number of acceptable vibrators, which are in working order 
and have competent operators, are available.  Placing shall not be 
continued if any pile is inadequately consolidated.

3.6.3.2   Air Content

Whenever a test result is outside the specification limits, the concrete 
shall not be delivered to the forms and an adjustment shall be made to the 
dosage of the air-entrainment admixture.
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3.6.3.3   Slump

Whenever a test result is outside the specification limits, the concrete 
shall not be delivered to the forms and an adjustment should be made in the 
batch weights of water and fine aggregate.  The adjustments are to be made 
so that the water-cement ratio does not exceed that specified in the 
submitted concrete mixture proportion.

3.6.4   Reports

The results of all tests and inspections conducted at the project site 
shall be reported informally at the end of each shift and in writing weekly 
and shall be delivered within 3 days after the end of each weekly reporting 
period.  See Section 01451 CONTRACTOR QUALITY CONTROL.

       -- End of Section --
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SECTION 04200A

MASONRY
10/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 82 (1997a) Steel Wire, Plain, for Concrete 
Reinforcement

ASTM A 153/A 153M (2000) Zinc Coating (Hot-Dip) on Iron and 
Steel Hardware

ASTM A 615/A 615M (2000) Deformed and Plain Billet-Steel 
Bars for Concrete Reinforcement

ASTM C 55 (1999) Concrete Brick

ASTM C 62 (2000) Building Brick (Solid Masonry Units 
Made from Clay or Shale)

ASTM C 67 (2000) Sampling and Testing Brick and 
Structural Clay Tile

ASTM C 90 (2000) Loadbearing Concrete Masonry Units

ASTM C 91 (1999) Masonry Cement

ASTM C 270 (2000) Mortar for Unit Masonry

ASTM C 476 (1999) Grout for Masonry

ASTM C 494/C 494M (1999a) Chemical Admixtures for Concrete

ASTM C 641 (1982; R 1998el) Staining Materials in 
Lightweight Concrete Aggregates

ASTM C 780 (2000) Preconstruction and Construction 
Evaluation of Mortars for Plain and 
Reinforced Unit Masonry

ASTM C 1072 (2000) Measurement of Masonry Flexural 
Bond Strength 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
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that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Clay or Shale Brick; G, RE
Concrete Brick; G, RE
Glass Block Units and Accessories; G, RE
Insulation; G, RE
Ground-Faced Concrete Masonry Units; G, RE

  Manufacturer's descriptive data.

Cold Weather Installation; G, TR

  Cold weather construction procedures.

SD-04 Samples

Concrete Masonry Units (CMU); G, RE
Prefaced Concrete Masonry Units; G, RE
Glass Block Units and Accessories; G, RE
Clay or Shale Brick; G, RE
Colored Mortar; G, RE

Insulation; G, RE

  One piece of board type insulation, not less than 16 by 24 inches
 in size, containing the label indicating the rated permeance and 
R-values.

SD-07 Certificates

Clay or Shale Brick; IO
Concrete Brick; IO
Concrete Masonry Units (CMU); IO
Prefaced Concrete Masonry Units; IO
Masonry Cement; IO
Mortar Coloring; IO
Insulation; IO
Mortar Admixtures; IO
Grout Admixtures; IO
Glass Block Units and Accessories; IO

  Certificates of compliance stating that the materials meet the 
specified requirements.

1.3   DELIVERY, HANDLING, AND STORAGE

Materials shall be delivered, handled, stored, and protected to avoid 
chipping, breakage, and contact with soil or contaminating material.

1.3.1   Masonry Units

Concrete masonry units shall be covered or protected from inclement weather.
  In addition, glass block units and prefaced concrete units shall be 
stored with their finish surfaces covered.  Prefabricated lintels shall be 
marked on top sides to show either the lintel schedule number or the number 
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and size of top and bottom bars.

1.3.2   Reinforcement, Anchors, and Ties

Steel reinforcing bars, coated anchors, ties, and joint reinforcement shall 
be stored above the ground.  Steel reinforcing bars and uncoated ties shall 
be free of loose mill scale and rust.

1.3.3   Cementitious Materials, Sand and Aggregates

Cementitious and other packaged materials shall be delivered in unopened 
containers, plainly marked and labeled with manufacturers' names and 
brands.  Cementitious material shall be stored in dry, weathertight 
enclosures or be completely covered.  Cement shall be handled in a manner 
that will prevent the inclusion of foreign materials and damage by water or 
dampness.  Sand and aggregates shall be stored in a manner to prevent 
contamination or segregation.

PART 2   PRODUCTS

2.1   GENERAL REQUIREMENTS

The source of materials which will affect the appearance of the finished 
work shall not be changed after the work has started except with 
Contracting Officer's approval.  

2.2   CLAY OR SHALE BRICK

Color range and texture of clay or shale brick shall be as indicated and 
shall conform to the approved sample.  Grade SW shall be used for brick in 
contact with earth or grade and for all exterior work.  Grade SW or MW 
shall be used in other brickwork.  Brick shall be tested for efflorescence. 
 Clay or shale brick units shall be delivered factory-blended to provide a 
uniform appearance and color range in the completed wall.

2.2.1   Solid Clay or Shale Brick

Solid clay or shale brick shall conform to ASTM C 62.  Brick size shall be 
closure modular and the nominal size of the brick used shall be 4 inches 
thick, 4 inches wide, and 8 inches long.

2.3   CONCRETE BRICK

Concrete brick shall conform to ASTM C 55, Type I, Grade S.  Concrete brick 
may be used where necessary for filling out in concrete masonry unit 
construction.

2.4   CONCRETE MASONRY UNITS (CMU)

Hollow and solid concrete masonry units shall conform to ASTM C 90.  Cement 
shall have a low alkali content and be of one brand.  Only units rated D-2 
or greater shall be permitted.

2.4.1   Aggregates

Lightweight aggregates and blends of lightweight and heavier aggregates in 
proportions used in producing the units, shall comply with the following 
requirements when tested for stain-producing iron compounds in accordance 
with ASTM C 641:  by visual classification method, the iron stain deposited 
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on the filter paper shall not exceed the "light stain" classification.

2.4.2   Kinds and Shapes

Units shall be modular in size and shall include closer, jamb, header, 
lintel, and bond beam units and special shapes and sizes to complete the 
work as indicated.  In exposed interior masonry surfaces, units having a 
bullnose shall be used for all vertical external corners except at door, 
window, and louver jambs.  Radius of the bullnose shall be 1 inch.  Units 
used in exposed masonry surfaces in any one building shall have a uniform 
fine to medium texture and a uniform color.

2.4.2.1   Architectural Units (Ground Faced)

Units shall have patterned face shell.  Face shell pattern shall be single 
vertical scored and shall be ground to a smooth surface.  Units shall be 
integrally colored during manufacture.  Color shall be as shown in color 
schedule.  Patterned face shell shall be properly aligned vertically and 
horizontally in the completed wall.  Provide corner units with 
factory-finished bevelled corners as shown.  Provide units with finished 
surfaces as shown.

2.5   GLASS BLOCK UNITS AND ACCESSORIES

Glass block units shall be size, type, pattern, and style specified.  Units 
shall be made of clear colorless glass.  Pattern shall be clear with 75 
percent light transmission allowance.  Accessories shall be the products 
manufactured by or as recommended by the glass block manufacturer.

2.5.1   Exterior Glass Block Units

Units shall be Decora pattern, without fibrous glass insert and shall be 
nominal 8 inch x 8 inch x 4 inch and 4 inch x 8 inch x 4 inch.

2.5.2   Horizontal Joint Reinforcement

Joint reinforcement shall be factory fabricated from steel wire, and shall 
conform to ASTM A 82.  Wire shall be zinc coated after fabrication by the 
hot-dip process conforming to ASTM A 153/A 153M, Class B-2.  Reinforcement 
shall consist of two or more parallel longitudinal wires not lighter than 9 
gauge weld connected with cross wires not lighter than 14 gauge at not 
greater than 8 inches on center.  At least one longitudinal wire for each 
face of glass block shall be provided.  Out-to-out dimension of the 
longitudinal wires shall be 1-1/2 inches less than the actual width of the 
masonry wall.  Joint reinforcement in flat sections not less than 8 feet 
long shall be provided, except that other special shapes may be shorter.

2.5.3   Strip Anchor

Perforated steel strip shall be not less than 20 gauge, minimum of 1-3/4 
inches wide by 24 inches long and galvanized after fabrication.

2.5.4   Wire-Type Anchor

Steel wire shall be not less than 9 gauge of approved design suitable for 
use with the panel stiffener provided and galvanized after fabrication.

2.5.5   Expansion Strip
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Dense fibrous glass batt or material shall be as recommended by the glass 
block manufacturer.

2.5.6   Packing (Backer Rods)

Polyethylene foam, neoprene, or filler shall be as recommended by the 
sealant manufacturer.

2.6   MORTAR

Mortar shall be Type S in accordance with the proportion specification of 
ASTM C 270 except Type S cement-lime mortar proportions shall be 1 part 
cement, 1/2 part lime and 4-1/2 parts aggregate; when masonry cement ASTM C 
91 is used the maximum air content shall be limited to 12 percent and 
performance equal to cement-lime mortar shall be verified.  Verification of 
masonry cement performance shall be based on ASTM C 780 and ASTM C 1072.   
Pointing mortar in showers shall contain ammonium stearate, or aluminum 
tri-stearate, or calcium stearate in an amount equal to 3 percent by weight 
of cement used.  Cement shall have a low alkali content and be of one 
brand.  Aggregates shall be from one source.

2.6.1   Admixtures

In cold weather, a non-chloride based accelerating admixture may be used 
subject to approval.  Accelerating admixture shall be non-corrosive, shall 
contain less than 0.2 percent chlorides, and shall conform to ASTM C 494/C 
494M, Type C.

2.6.2   Coloring

Mortar coloring shall be added to the mortar used for exposed masonry 
surfaces to produce a uniform color matching existing.  Mortar coloring 
shall not exceed 3 percent of the weight of cement for carbon black and ten 
percent of the weight of cement for all other pigments.  Mortar coloring 
shall be chemically inert, of finely ground limeproof pigment, and 
furnished in accurately pre-measured and packaged units that can be added 
to a measured amount of cement.

2.7   GROUT

Grout shall conform to ASTM C 476.  Cement used in grout shall have a low 
alkali content.  Grout slump shall be between  8 and 10 inches.  Grout 
shall be used subject to the limitations of Table III.  Proportions shall 
not be changed and materials with different physical or chemical 
characteristics shall not be used in grout for the work unless additional 
evidence is furnished that the grout meets the specified requirements.

2.7.1   Admixtures

In cold weather, a non-chloride based accelerating admixture may be used 
subject to approval.  Accelerating admixture shall be non-corrosive, shall 
contain less than 0.2 percent chlorides, and shall conform to ASTM C 494/C 
494M, Type C.

2.7.2   Grout Barriers

Grout barriers for vertical cores shall consist of fine mesh wire, 
fiberglass, or expanded metal.
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2.8   ANCHORS, TIES, AND BAR POSITIONERS

Anchors and ties shall be fabricated without drips or crimps and shall be 
zinc-coated in accordance with ASTM A 153/A 153M, Class B-2.  Steel wire 
used for anchors and ties shall be fabricated from steel wire conforming to 
ASTM A 82.  Anchors and ties shall be sized to provide a minimum of 5/8 inch
 mortar cover from each face.

2.8.1   Wire Mesh Ties

Wire mesh for tying 4 inch thick concrete masonry unit partitions to other 
intersecting masonry partitions shall be 1/2 inch mesh of minimum 16 gauge 
steel wire.  Minimum lengths shall be not less than 12 inches.

2.8.2   Wall Ties

Wall ties shall be rectangular-shaped or Z-shaped fabricated of 3/16 inch 
diameter zinc-coated steel wire.  Rectangular wall ties shall be no less 
than 4 inches wide.  Wall ties may also be of a continuous type conforming 
to paragraph JOINT REINFORCEMENT.  Adjustable type wall ties, if approved 
for use, shall consist of two essentially U-shaped elements fabricated of 
3/16 inch diameter zinc-coated steel wire.  Adjustable ties shall be of the 
double-pintle-to-eye type and shall allow a maximum of 1/2 inch 
eccentricity between each element of the tie.  Play between pintle and eye 
opening shall be not more than 1/16 inch.  The pintle and eye elements 
shall be formed so that both can be in the same plane.

2.8.3   Adjustable Anchors

Adjustable anchors shall be 3/16 inch diameter steel wire, 
triangular-shaped.  Anchors attached to steel shall be 5/16 inch diameter 
steel bars placed to provide 1/16 inch play between flexible anchors and 
structural steel members.  Spacers shall be welded to rods and columns.  
Equivalent welded-on steel anchor rods or shapes standard with the 
flexible-anchor manufacturer may be furnished when approved.  Welds shall 
be cleaned and given one coat of zinc-rich touch up paint.

2.8.4   Bar Positioners

Bar positioners, used to prevent displacement of reinforcing bars during 
the course of construction, shall be factory fabricated from 9 gauge steel 
wire or equivalent, and coated with a hot-dip galvanized finish.  Not more 
than one wire shall cross the cell.

2.9   JOINT REINFORCEMENT

Joint reinforcement shall be factory fabricated from steel wire conforming 
to ASTM A 82, welded construction.  Tack welding will not be acceptable in 
reinforcement used for wall ties.  Wire shall have zinc coating conforming 
to ASTM A 153/A 153M, Class B-2.  All wires shall be a minimum of 9 gauge.  
Reinforcement shall be ladder type design, having one longitudinal wire in 
the mortar bed of each face shell for hollow units and one wire for solid 
units.  Joint reinforcement shall be placed a minimum of 5/8 inch cover 
from either face.  The distance between crosswires shall not exceed 16 
inches.  Joint reinforcement for straight runs shall be furnished in flat 
sections not less than 10 feet long.  Joint reinforcement shall be provided 
with factory formed corners and intersections.  If approved for use, joint 
reinforcement may be furnished with adjustable wall tie features.
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2.10   REINFORCING STEEL BARS AND RODS

Reinforcing steel bars and rods shall conform to ASTM A 615/A 615M, Grade 
60.

2.11   EXPANSION-JOINT MATERIALS

Backer rod and sealant shall be adequate to accommodate joint compression 
equal to 50 percent of the width of the joint.  The backer rod shall be 
compressible rod stock of polyethylene foam, polyurethane foam, butyl 
rubber foam, or other flexible, nonabsorptive material as recommended by 
the sealant manufacturer.  Sealant shall conform to Section 07900JOINT 
SEALING.

2.12   FLASHING

Flashing shall be as specified in Section 07600 SHEET METALWORK, GENERAL.

2.13   WEEP HOLE

Weepholes shall be provided by omitting head joists in brick masonry as 
indicated in drawings.

PART 3   EXECUTION

3.1   ENVIRONMENTAL REQUIREMENTS

3.1.1   Hot Weather Installation

The following precautions shall be taken if masonry is erected when the 
ambient air temperature is more than 99 degrees F in the shade and the 
relative humidity is less than 50 percent.  All masonry materials shall be 
shaded from direct sunlight; mortar beds shall be spread no more than 4 feet
 ahead of masonry; masonry units shall be set within one minute of 
spreading mortar; and after erection, masonry shall be protected from 
direct exposure to wind and sun for 48 hours.

3.1.2   Cold Weather Installation

Before erecting masonry when ambient temperature or mean daily air 
temperature falls below 40 degrees F, a written statement of proposed cold 
weather construction procedures shall be submitted for approval.  The 
following precautions shall be taken during all cold weather erection.

3.1.2.1   Preparation

Ice or snow formed on the masonry bed shall be thawed by the application of 
heat.  Heat shall be applied carefully until the top surface of the masonry 
is dry to the touch.  Sections of masonry deemed frozen and damaged shall 
be removed before continuing construction of those sections.

a.  Air Temperature 40 to 32 Degrees F.  Sand or mixing water shall be 
heated to produce mortar temperatures between 40 and 120 degrees F.

b.  Air Temperature 32 to 25 Degrees F.  Sand and mixing water shall 
be heated to produce mortar temperatures between 40 and 120 
degrees F.  Temperature of mortar on boards shall be maintained 
above freezing.
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c.  Air Temperature 25 to 20 Degrees F.  Sand and mixing water shall 
be heated to provide mortar temperatures between 40 and 120 
degrees F.  Temperature of mortar on boards shall be maintained 
above freezing.  Sources of heat shall be used on both sides of 
walls under construction.  Windbreaks shall be employed when wind 
is in excess of 15 mph.

d.  Air Temperature 20 Degrees F and below.  Sand and mixing water 
shall be heated to provide mortar temperatures between 40 and 120 
degrees F.  Enclosure and auxiliary heat shall be provided to 
maintain air temperature above 32 degrees F.  Temperature of units 
when laid shall not be less than 20 degrees F.

3.1.2.2   Completed Masonry and Masonry Not Being Worked On

a.  Mean daily air temperature 40 to 32 degrees F.  Masonry shall be 
protected from rain or snow for 24 hours by covering with 
weather-resistive membrane.

b.  Mean daily air temperature 32 to 25 degrees F.  Masonry shall be 
completely covered with weather-resistant membrane for 24 hours.

c.  Mean Daily Air Temperature 25 to 20 degrees F.  Masonry shall be 
completely covered with insulating blankets or equally protected 
for 24 hours.

d.  Mean Daily Temperature 20 degrees F and Below.  Masonry 
temperature shall be maintained above 32 degrees F for 24 hours by 
enclosure and supplementary heat, by electric heating blankets, 
infrared heat lamps, or other approved methods.

3.1.2.3   Glass Block Requirements

Glass block shall not be laid when the air temperature is below 40 degrees F
 on a falling thermometer, or when it appears probable that temperatures 
below 40 degrees F will be encountered before the mortar has set, unless 
adequate means are provided for protecting the work from freezing.  
Protection shall consist of heating and maintaining the temperature of the 
glass block and mortar materials at not less than 40 degrees F and not more 
than 160 degrees F.  After erection, an air temperature above 40 degrees F 
on both sides of the glass block shall be maintained for not less than 72 
hours.  Work will not be permitted with or on frozen materials.  Glass 
block work may be started at 34 degrees F on a rising thermometer.

3.2   LAYING MASONRY UNITS

Masonry units shall be laid to match existing bond pattern and coursing 
elevations.  Facing courses shall be level with back-up courses, unless the 
use of adjustable ties has been approved in which case the tolerances shall 
be plus or minus 1/2 inch.  Each unit shall be adjusted to its final 
position while mortar is still soft and plastic.  Units that have been 
disturbed after the mortar has stiffened shall be removed, cleaned, and 
relaid with fresh mortar.  Air spaces, cavities, chases, expansion joints, 
and spaces to be grouted shall be kept free from mortar and other debris.  
Units used in exposed masonry surfaces shall be selected from those having 
the least amount of chipped edges or other imperfections detracting from 
the appearance of the finished work.  Vertical joints shall be kept plumb.  
Units being laid and surfaces to receive units shall be free of water film 
and frost.  Solid units shall be laid in a nonfurrowed full bed of mortar.  
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Mortar for veneer wythes shall be beveled and sloped toward the center of 
the wythe from the cavity side.  Units shall be shoved into place so that 
the vertical joints are tight.  Vertical joints of brick and the vertical 
face shells of concrete masonry units, except where indicated at control, 
expansion, and isolation joints, shall be completely filled with mortar.  
Mortar will be permitted to protrude up to 1/2 inch into the space or cells 
to be grouted.  Means shall be provided to prevent mortar from dropping 
into the spaces and cavities below.  In double wythe construction, the 
inner wythe may be brought up not more than 16 inches ahead of the outer 
wythe.  Collar joints in solid, multi-wythe walls shall be filled with 
mortar or grout during the laying of the facing wythe, and filling shall 
not lag the laying of the facing wythe by more than 8 inches.

3.2.1   Surface Preparation

Surfaces upon which masonry is placed shall be cleaned of laitance, dust, 
dirt, oil, organic matter, or other foreign materials and shall be slightly 
roughened to provide a surface texture with a depth of at least 1/8 inch.  
Sandblasting shall be used, if necessary, to remove laitance from pores and 
to expose the aggregate.

3.2.2   Forms and Shores

Forms and shores shall be sufficiently rigid to prevent deflections which 
may result in cracking or other damage to supported masonry and 
sufficiently tight to prevent leakage of mortar and grout.  Supporting 
forms and shores shall not be removed in less than 10 days.

3.2.3   Concrete Masonry Units

Units in piers, pilasters, columns, starting courses on footings, solid 
foundation walls, lintels, and beams, and where cells are to be filled with 
grout shall be full bedded in mortar under both face shells and webs.  
Other units shall be full bedded under both face shells.  Head joints shall 
be filled solidly with mortar for a distance in from the face of the unit 
not less than the thickness of the face shell.  Foundation walls below 
grade shall be grouted solid.  Jamb units shall be of the shapes and sizes 
to conform with wall units.  Solid units may be incorporated in the masonry 
work where necessary to fill out at corners, gable slopes, and elsewhere as 
approved.  Double walls shall be stiffened at wall-mounted plumbing 
fixtures by use of strap anchors, two above each fixture and two below each 
fixture, located to avoid pipe runs, and extending from center to center of 
the double wall.  Walls and partitions shall be adequately reinforced for 
support of wall-hung plumbing fixtures when chair carriers are not 
specified.

3.2.4   Clay or Shale Brick Units

Brick facing shall be laid with the better face exposed.  Brick shall be 
laid in running bond with each course bonded at corners, unless otherwise 
indicated.  Molded brick shall be laid with the frog side down.  Brick that 
is cored, recessed, or has other deformations may be used in sills, treads, 
soldier courses, except where deformations will be exposed to view.

3.2.4.1   Wetting of Units

Wetting of clay, shale brick, or hollow brick units having an initial rate 
of absorption of more than 1 gram per minute per square inch of bed surface 
shall be in conformance with ASTM C 67.  The method of wetting shall ensure 
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that each unit is nearly saturated but surface dry when laid.

3.2.4.2   Solid Units

Bed, head, and collar joints shall be completely filled with mortar.

3.2.4.3   Hollow Units

Hollow units shall be laid as specified for concrete masonry units.

3.2.5   Tolerances

Masonry shall be laid plumb, true to line, with courses level.  Bond 
pattern shall be kept plumb throughout.  Corners shall be square unless 
noted otherwise.  Except for walls constructed of prefaced concrete masonry 
units, masonry shall be laid within the following tolerances (plus or minus 
unless otherwise noted):

TABLE II

TOLERANCES

  Variation from the plumb in the lines
  and surfaces of columns, walls and arises
  _______________________________________________________________

  In adjacent masonry units                              1/8 inch
  In 10 feet                                             1/4 inch
  In 20 feet                                             3/8 inch
  In 40 feet or more                                     1/2 inch

  Variations from the plumb for external corners,
  expansion joints, and other conspicuous lines
  _______________________________________________________________

  In 20 feet                                             1/4 inch
  In 40 feet or more                                     1/2 inch

  Variations from the level for exposed lintels,
  sills, parapets, horizontal grooves, and other
  conspicuous lines
  _______________________________________________________________

  In 20 feet                                             1/4 inch
  In 40 feet or more                                     1/2 inch

  Variation from level for bed joints and top
  surfaces of bearing walls
  _______________________________________________________________

  In 10 feet                                             1/4 inch
  In 40 feet or more                                     1/2 inch

  Variations from horizontal lines
  _______________________________________________________________

  In 10 feet                                             1/4 inch
  In 20 feet                                             3/8 inch
  In 40 feet or more                                     1/2 inch
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TOLERANCES

  Variations in cross sectional dimensions of
  columns and in thickness of walls
  _______________________________________________________________

  Minus                                                  1/4 inch
  Plus                                                   1/2 inch

3.2.6   Cutting and Fitting

Full units of the proper size shall be used wherever possible, in lieu of 
cut units.  Cutting and fitting, including that required to accommodate the 
work of others, shall be done by masonry mechanics using power masonry 
saws.  Concrete masonry units may be wet or dry cut.  Wet cut units, before 
being placed in the work, shall be dried to the same surface-dry appearance 
as uncut units being laid in the wall.  Cut edges shall be clean, true and 
sharp.  Openings in the masonry shall be made carefully so that wall 
plates, cover plates and escutcheons required by the installation will 
completely conceal the openings and will have bottoms parallel with the 
masonry bed joints.  Reinforced masonry lintels shall be provided above 
openings over 12 inches wide for pipes, ducts, cable trays, and other wall 
penetrations, unless steel sleeves are used.

3.2.7   Jointing

Joints shall be tooled when the mortar is thumbprint hard.  Horizontal 
joints shall be tooled last.  Joints shall be brushed to remove all loose 
and excess mortar.  Mortar joints shall be finished as follows:

3.2.7.1   Flush Joints

Joints in concealed masonry surfaces and joints at electrical outlet boxes 
in wet areas shall be flush cut.  Flush cut joints shall be made by cutting 
off the mortar flush with the face of the wall.  Joints in unparged masonry 
walls below grade shall be pointed tight.  Flush joints for architectural 
units, such as fluted units, shall completely fill both the head and bed 
joints.

3.2.7.2   Tooled Joints

Joints in exposed exterior and interior masonry surfaces shall be tooled 
slightly concave.  Joints shall be tooled with a jointer slightly larger 
than the joint width so that complete contact is made along the edges of 
the unit.  Tooling shall be performed so that the mortar is compressed and 
the joint surface is sealed.  Jointer of sufficient length shall be used to 
obtain a straight and true mortar joint.

3.2.7.3   Door and Window Frame Joints

On the exposed interior side of exterior frames, joints between frames and 
abutting masonry walls shall be raked to a depth of 3/8 inch.  On the 
exterior side of exterior frames, joints between frames and abutting 
masonry walls shall be raked to a depth of 3/8 inch.

3.2.8   Joint Widths

Joint widths shall be as follows:
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3.2.8.1   Concrete Masonry Units

Concrete masonry units shall have 3/8 inch joints, except for prefaced 
concrete masonry units.

3.2.8.2   Brick

Brick joint widths shall be the difference between the actual and nominal 
dimensions of the brick in either height or length.  Brick expansion joint 
widths shall be as shown.

3.2.9   Embedded Items

Spaces around built-in items shall be filled with mortar.  Openings around 
flush-mount electrical outlet boxes in wet locations shall be pointed with 
mortar.  Anchors, ties, wall plugs, accessories, flashing, pipe sleeves and 
other items required to be built-in shall be embedded as the masonry work 
progresses.  Anchors, ties and joint reinforcement shall be fully embedded 
in the mortar.  Cells receiving anchor bolts and cells of the first course 
below bearing plates shall be filled with grout.

3.2.10   Unfinished Work

Unfinished work shall be stepped back for joining with new work.  Toothing 
may be resorted to only when specifically approved.  Loose mortar shall be 
removed and the exposed joints shall be thoroughly cleaned before laying 
new work.

3.2.11   Masonry Wall Intersections

Each course shall be masonry bonded at corners and elsewhere as shown.  
Masonry walls shall be anchored or tied together at corners and 
intersections with bond beam reinforcement and prefabricated corner or tee 
pieces of joint reinforcement as shown.

3.2.12   Partitions

Partitions shall be continuous from floor to underside of floor or roof 
deck where shown.  Openings in firewalls around joists or other structural 
members shall be filled as indicated or approved.  Where suspended ceilings 
on both sides of partitions are indicated, the partitions other than those 
shown to be continuous may be stopped approximately 8 inches above the 
ceiling level.  An isolation joint shall be placed in the intersection 
between partitions and structural or exterior walls as shown.  Interior 
partitions having 4 inch nominal thick units shall be tied to intersecting 
partitions of 4 inch units, 5 inches into partitions of 6 inch units, and 7 
inches into partitions of 8 inch or thicker units.  Cells within vertical 
plane of ties shall be filled solid with grout for full height of partition 
or solid masonry units may be used.  Interior partitions having masonry 
walls over 4 inches thick shall be tied together with joint reinforcement.  
Partitions containing joint reinforcement shall be provided with 
prefabricated pieces at corners and intersections or partitions.

3.3   ANCHORED VENEER CONSTRUCTION

The inner and outer wythes shall be completely separated by a continuous 
airspace as shown on the drawings.  Both the inner and the outer wythes 
shall be laid up together.  When both wythes are not brought up together, 
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through-wall flashings shall be protected from damage until they are fully 
enclosed in the wall.  The airspace between the wythes shall be kept clear 
and free of mortar droppings by temporary wood strips laid on the wall ties 
and carefully lifted out before placing the next row of ties.  A coarse 
gravel or drainage material shall be placed behind the weep holes in the 
cavity to a minimum depth of 4 inches of coarse aggregate or 10 inches of 
drainage material to keep mortar droppings from plugging the weep holes.

3.4   WEEP HOLES

Weep holes shall be provided not more than 24 inches on centers in mortar 
joints of the exterior wythe above wall flashing, over foundations, bond 
beams, and any other horizontal interruptions of the cavity.  Weep holes 
shall be kept free of mortar and other obstructions.

3.5   GROUND-FACED CONCRETE MASONRY UNITS

Prefaced concrete masonry units shall be installed as specified for 
concrete masonry units and as required herein.  Single-faced units may be 
installed through the wall where walls or partitions are indicated to have 
finish on one side only.  The facing shall be used for dimensional and 
plane reference in the installation.  Two-faced walls or partitions shall 
consist of units specially fabricated for exposed surfaces shown in 
drawings or otherwise required.  Composite walls are not permitted where 
exposed to view.  Wainscots shall be of full courses to approximate as 
nearly as possible the height indicated, except that in no case shall the 
wainscots be lower than 2 inches below the specified height.  Units shall 
be set level and true so that bases and walls will present true planes and 
surfaces free of waviness, offset, or other distortion.  Joint reinforcing 
shall be placed not over 16 inches on center vertically.  Bevelled corners 
shall align vertically.

3.6   GLASS BLOCK

Glass block shall be installed as recommended by the glass block 
manufacturer and as specified in paragraph ENVIRONMENTAL REQUIREMENTS, 
after coordinating the work with other trades to accommodate embedded items.

3.7   MORTAR

Mortar shall be mixed in a mechanically operated mortar mixer for at least 
3 minutes, but not more than 5 minutes.  Measurement of ingredients for 
mortar shall be by volume.  Ingredients not in containers, such as sand, 
shall be accurately measured by the use of measuring boxes.  Water shall be 
mixed with the dry ingredients in sufficient amount to provide a workable 
mixture which will adhere to the vertical surfaces of masonry units.  
Mortar that has stiffened because of loss of water through evaporation 
shall be retempered by adding water to restore the proper consistency and 
workability.  Mortar that has reached its initial set or that has not been 
used within 2-1/2 hours after mixing shall be discarded.

3.8   REINFORCING STEEL

Reinforcement shall be cleaned of loose, flaky rust, scale, grease, mortar, 
grout, or other coating which might destroy or reduce its bond prior to 
placing grout.  Bars with kinks or bends not shown on the drawings shall 
not be used.  Reinforcement shall be placed prior to grouting.  Unless 
otherwise indicated, vertical wall reinforcement shall extend to within 2 
inches of tops of walls.
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3.8.1   Positioning Bars

Vertical bars shall be accurately placed within the cells at the positions 
indicated on the drawings.  A minimum clearance of 1/2 inch shall be 
maintained between the bars and masonry units.  Minimum clearance between 
parallel bars shall be one diameter of the reinforcement.  Vertical 
reinforcing may be held in place using bar positioners located near the 
ends of each bar and at intermediate intervals of not more than 192 
diameters of the reinforcement.  Column and pilaster ties shall be wired in 
position around the vertical steel.  Ties shall be in contact with the 
vertical reinforcement and shall not be placed in horizontal bed joints.

3.8.2   Splices

Bars shall be lapped a minimum of 48 diameters of the reinforcement.  
Welded or mechanical connections shall develop at least 125 percent of the 
specified yield strength of the reinforcement.

3.9   JOINT REINFORCEMENT

Joint reinforcement shall be installed at 16 inches on center or as 
indicated.  Reinforcement shall be lapped not less than 6 inches.  
Prefabricated sections shall be installed at corners and wall 
intersections.  The longitudinal wires of joint reinforcement shall be 
placed to provide not less than 5/8 inch cover to either face of the unit.

3.10   PLACING GROUT

Cells containing reinforcing bars shall be filled with grout.  Hollow 
masonry units in walls or partitions supporting plumbing, heating, or other 
mechanical fixtures, voids at door and window jambs, and other indicated 
spaces shall be filled solid with grout.  Cells under lintel bearings on 
each side of openings shall be filled solid with grout for full height of 
openings.  Walls below grade, lintels, and bond beams shall be filled solid 
with grout.  Units other than open end units may require grouting each 
course to preclude voids in the units.  Grout not in place within 1-1/2 
hours after water is first added to the batch shall be discarded. 
Sufficient time shall be allowed between grout lifts to preclude 
displacement or cracking of face shells of masonry units.  If blowouts, 
flowouts, misalignment, or cracking of face shells should occur during 
construction, the wall shall be torn down and rebuilt.

3.10.1   Vertical Grout Barriers for Fully Grouted Walls

Grout barriers shall be provided not more than 30 feet apart, or as 
required, to limit the horizontal flow of grout for each pour.

3.10.2   Horizontal Grout Barriers

Grout barriers shall be embedded in mortar below cells of hollow units 
receiving grout.

3.10.3   Grout Holes and Cleanouts

3.10.3.1   Cleanouts for Hollow Unit Masonry Construction

Cleanout holes shall be provided at the bottom of every pour in cores 
containing vertical reinforcement when the height of the grout pour exceeds 
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5 feet.  Where all cells are to be grouted, cleanout courses shall be 
constructed using bond beam units in an inverted position to permit 
cleaning of all cells.  Cleanout holes shall be provided at a maximum 
spacing of 32 inches where all cells are to be filled with grout.  A new 
series of cleanouts shall be established if grouting operations are stopped 
for more than 4 hours.  Cleanouts shall not be less than 3 by 4 inch 
openings cut from one face shell.  Manufacturer's standard cutout units may 
be used at the Contractor's option.  Cleanout holes shall not be closed 
until masonry work, reinforcement, and final cleaning of the grout spaces 
have been completed and inspected.  For walls which will be exposed to 
view, cleanout holes shall be closed in an approved manner to match 
surrounding masonry.

3.10.3.2   Cleanouts for Solid Unit Masonry Construction

Cleanouts for construction of walls consisting of a grout filled cavity 
between solid masonry wythes shall be provided at the bottom of every pour 
by omitting every other masonry unit from one wythe.  A new series of 
cleanouts shall be established if grouting operations are stopped for more 
than 4 hours.  Cleanout holes shall not be plugged until masonry work, 
reinforcement, and final cleaning of the grout spaces have been completed 
and inspected.  For walls which will be exposed to view, cleanout holes 
shall be closed in an approved manner to match surrounding masonry.

3.10.4   Grouting Equipment

3.10.4.1   Grout Pumps

Pumping through aluminum tubes will not be permitted.  Pumps shall be 
operated to produce a continuous stream of grout without air pockets, 
segregation, or contamination.  Upon completion of each day's pumping, 
waste materials and debris shall be removed from the equipment, and 
disposed of outside the masonry.

3.10.4.2   Vibrators

Internal vibrators shall maintain a speed of not less than 5,000 impulses 
per minute when submerged in the grout.  At least one spare vibrator shall 
be maintained at the site at all times.  Vibrators shall be applied at 
uniformly spaced points not further apart than the visible effectiveness of 
the machine.  Duration of vibration shall be limited to time necessary to 
produce satisfactory consolidation without causing segregation.

3.10.5   Grout Placement

Masonry shall be laid to the top of a pour before placing grout.  Grout 
shall not be placed in two-wythe solid unit masonry cavity until mortar 
joints have set for at least 3 days during hot weather and 5 days during 
cold damp weather.  Grout shall not be placed in hollow unit masonry until 
mortar joints have set for at least 24 hours.  Grout shall be placed using 
a hand bucket, concrete hopper, or grout pump to completely fill the grout 
spaces without segregation of  the aggregates.  Vibrators shall not be 
inserted into lower pours that are in a semi-solidified state.  The height 
of grout pours and type of grout used shall be limited by the dimensions of 
grout spaces as indicated in Table III.  Low-lift grout methods may be used 
on pours up to and including 5 feet in height.  High-lift grout methods 
shall be used on pours exceeding 5 feet in height.

3.10.5.1   Low-Lift Method
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Grout shall be placed at a rate that will not cause displacement of the 
masonry due to hydrostatic pressure of the grout.  Mortar protruding more 
than 1/2 inch into the grout space shall be removed before beginning the 
grouting operation.  Grout pours 12 inches or less in height shall be 
consolidated by mechanical vibration or by puddling.  Grout pours over 12 
inches in height shall be consolidated by mechanical vibration and 
reconsolidated by mechanical vibration after initial water loss and 
settlement has occurred.  Vibrators shall not be inserted into lower pours 
that are in a semi-solidified state.  Low-lift grout shall be used subject 
to the limitations of Table III.

3.10.5.2   High-Lift Method

Mortar droppings shall be cleaned from the bottom of the grout space and 
from reinforcing steel.  Mortar protruding more than 1/4 inch into the 
grout space shall be removed by dislodging the projections with a rod or 
stick as the work progresses.  Reinforcing, bolts, and embedded connections 
shall be rigidly held in position before grouting is started.  CMU units 
shall not be pre-wetted.  Grout, from the mixer to the point of deposit in 
the grout space shall be placed as rapidly as practical by pumping and 
placing methods which will prevent segregation of the mix and cause a 
minimum of grout splatter on reinforcing and masonry surfaces not being 
immediately encased in the grout lift.  The individual lifts of grout shall 
be limited to 4 feet in height.  The first lift of grout shall be placed to 
a uniform height within the pour section and vibrated thoroughly to fill 
all voids.  This first vibration shall follow immediately behind the 
pouring of the grout using an approved mechanical vibrator.  After a 
waiting period sufficient to permit the grout to become plastic, but before 
it has taken any set, the succeeding lift shall be poured and vibrated 12 
to 18 inches into the preceding lift.  If the placing of the succeeding 
lift is going to be delayed beyond the period of workability of the 
preceding, each lift shall be reconsolidated by reworking with a second 
vibrator as soon as the grout has taken its settlement shrinkage.  The 
waiting, pouring, and reconsolidation steps shall be repeated until the top 
of the pour is reached.  The top lift shall be reconsolidated after the 
required waiting period.  The high-lift grouting of any section of wall 
between vertical grout barriers shall be completed to the top of a pour in 
one working day unless a new series of cleanout holes is established and 
the resulting horizontal construction joint cleaned.  High-lift grout shall 
be used subject to the limitations in Table III.

TABLE III

POUR HEIGHT AND TYPE OF GROUT FOR VARIOUS GROUT SPACE DIMENSIONS

                                   Minimum Dimensions of the
                                   Total Clear Areas Within Grout
  Maximum                          Spaces and Cells (in.) (1,2)
  Grout Pour
  Height        Grout     Grouting    Multiwythe    Hollow-unit
  (feet) (4)    Type      Procedure   Masonry (3)   Masonry
 ____________  _______  ____________  ___________  ______________

     1          Fine      Low Lift        3/4        1-1/2 x 2
     5          Fine      Low Lift         2            2 x 3
     8          Fine      High Lift        2            2 x 3
    12          Fine      High Lift       2-1/2      2-1/2 x 3
    24          Fine      High Lift        3            3 x 3
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TABLE III

POUR HEIGHT AND TYPE OF GROUT FOR VARIOUS GROUT SPACE DIMENSIONS

                                   Minimum Dimensions of the
                                   Total Clear Areas Within Grout
  Maximum                          Spaces and Cells (in.) (1,2)
  Grout Pour
  Height        Grout     Grouting    Multiwythe    Hollow-unit
  (feet) (4)    Type      Procedure   Masonry (3)   Masonry
 ____________  _______  ____________  ___________  ______________
     1         Coarse     Low Lift        1-1/2      1-1/2 x 3
     5         Coarse     Low Lift         2         2-1/2 x 3
     8         Coarse     High Lift        2            3 x 3
    12         Coarse     High Lift       2-1/2         3 x 3
    24         Coarse     High Lift        3            3 x 4

Notes:
(1) The actual grout space or cell dimension must be larger than the 

sum of the following items:
a) The required minimum dimensions of total clear areas given in 
the table above;
b) The width of any mortar projections within the space;
c) The horizontal projections of the diameters of the horizontal 
reinforcing bars within a cross section of the grout space or cell.

(2) The minimum dimensions of the total clear areas shall be made up 
of one or more open areas, with at least one area being 3/4 inch 
or greater in width.

(3) For grouting spaces between masonry wythes.

(4) Where only cells of hollow masonry units containing reinforcement 
are grouted, the maximum height of the pour shall not exceed the 
distance between horizontal bond beams.

3.11   BOND BEAMS

Bond beams shall be filled with grout and reinforced as indicated on the 
drawings.  Grout barriers shall be installed under bond beam units to 
retain the grout as required.  Reinforcement shall be continuous, including 
around corners, except through control joints or expansion joints, unless 
otherwise indicated on the drawings.  Where splices are required for 
continuity, reinforcement shall be lapped 48 bar diameters.  A minimum 
clearance of 1/2 inch shall be maintained between reinforcement and 
interior faces of units.

3.12   CONTROL JOINTS

Control joints shall be provided as indicated and shall be constructed by 
using mortar to fill the head joint in accordance with the details shown on 
the drawings.  The vertical mortar joint at control joint locations shall 
be continuous, including through all bond beams.  This shall be 
accomplished by utilizing half blocks in alternating courses on each side 
of the joint.  The control joint key shall be interrupted in courses 
containing continuous bond beam steel.  The exterior control joints shall 
be raked to a depth of 3/4 inch; backer rod and sealant shall be installed 
in accordance with Section 07900 JOINT SEALING.  Exposed interior control 
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joints shall be raked to a depth of 1/4 inch.  Concealed control joints 
shall be flush cut.

3.13   BRICK EXPANSION JOINTS AND CONCRETE MASONRY VENEER JOINTS

Brick expansion joints and concrete masonry veneer joints shall be provided 
and constructed as shown on the drawings.  Joints shall be kept free of 
mortar and other debris.

3.14   LINTELS

3.14.1   Masonry Lintels

Masonry lintels shall be constructed with lintel units filled solid with 
grout in all courses and reinforced with a minimum of two No. 4 bars in the 
bottom course unless otherwise indicated on the drawings.  Lintel 
reinforcement shall extend beyond each side of masonry opening 40 bar 
diameters or 24 inches, whichever is greater.  Reinforcing bars shall be 
supported in place prior to grouting and shall be located 1/2 inch above 
the bottom inside surface of the lintel unit.

3.14.2   Steel Lintels

Steel lintels shall be as shown on the drawings.  Lintels shall be set in a 
full bed of mortar with faces plumb and true.  Steel lintels shall have a 
minimum bearing length of 8 inches unless otherwise indicated on the 
drawings.

3.15   SILLS AND COPINGS

Sills and copings shall be set in a full bed of mortar with faces plumb and 
true.

3.16   ANCHORAGE TO CONCRETE AND STRUCTURAL STEEL

3.16.1   Anchorage to Structural Steel

Masonry shall be anchored to vertical structural steel framing with 
adjustable steel wire anchors spaced not over 16 inches on centers 
vertically, and if applicable, not over 24 inches on centers horizontally.

3.17   INSULATION

Anchored veneer walls shall be insulated, where shown, by installing 
board-type insulation on the cavity side of the inner wythe.  Board type 
insulation shall be applied directly to the masonry or thru-wall flashing 
with adhesive.  Insulation shall be neatly fitted between obstructions 
without impaling of insulation on ties or  anchors.  The insulation shall 
be applied in parallel courses with vertical joints breaking midway over 
the course below and shall be applied in moderate contact with adjoining 
units without forcing, and shall be cut to fit neatly against adjoining 
surfaces.

3.18   POINTING AND CLEANING

After mortar joints have attained their initial set, but prior to 
hardening, mortar and grout daubs or splashings shall be completely removed 
from masonry-unit surfaces that will be exposed or painted.  Before 
completion of the work, defects in joints of masonry to be exposed or 
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painted shall be raked out as necessary, filled with mortar, and tooled to 
match existing joints.  Immediately after grout work is completed, scum and 
stains which have percolated through the masonry work shall be removed 
using a high pressure stream of water and a stiff bristled brush.  Masonry 
surfaces shall not be cleaned, other than removing excess surface mortar, 
until mortar in joints has hardened.  Masonry surfaces shall be left clean, 
free of mortar daubs, dirt, stain, and discoloration, including scum from 
cleaning operations, and with tight mortar joints throughout.  Metal tools 
and metal brushes shall not be used for cleaning.

3.18.1   Concrete Masonry Unit and Concrete Brick Surfaces

Exposed concrete masonry unit and concrete brick surfaces shall be 
dry-brushed at the end of each day's work and after any required pointing, 
using stiff-fiber bristled brushes.

3.18.2   Clay or Shale Brick Surfaces

Exposed clay or shale brick masonry surfaces shall be cleaned as necessary 
to obtain surfaces free of stain, dirt, mortar and grout daubs, 
efflorescence, and discoloration or scum from cleaning operations.  After 
cleaning, the sample panel of similar material shall be examined for 
discoloration or stain as a result of cleaning.  If the sample panel is 
discolored or stained, the method of cleaning shall be changed to assure 
that the masonry surfaces in the structure will not be adversely affected.  
The exposed masonry surfaces shall be water-soaked and then cleaned with a 
solution proportioned 1/2 cup trisodium phosphate and 1/2 cup laundry 
detergent to one gallon of water or cleaned with a proprietary masonry 
cleaning agent specifically recommended for the color and texture by the 
clay products manufacturer.  The solution shall be applied with stiff fiber 
brushes, followed immediately by thorough rinsing with clean water.  
Proprietary cleaning agents shall be used in conformance with the cleaning 
product manufacturer's printed recommendations.  Efflorescence shall be 
removed in conformance with the brick manufacturer's recommendations.

3.18.3   Ground-Faced Concrete Masonry Unit Surfaces

Prefaced concrete masonry unit surfaces shall be cleaned with soap powder 
and clean water applied with stiff fiber brushes.  Excess mortar shall be 
removed with wood paddles.  Metal cleaning tools, metal brushes, abrasive 
powders, and acid solutions shall not be used.  At the completion of 
cleaning operations, the surfaces shall be rinsed with clean water.  In 
areas of traffic within the building, a barricade of wood supported by 
framing lumber shall be erected to protect the units.  In other areas, a 
heavy kraft-type building paper shall be taped over the units until final 
acceptance.

3.19   BEARING PLATES

Bearing plates for beams, joists, joist girders and similar structural 
members shall be set to the proper line and elevation with damp-pack 
bedding mortar, except where non-shrink grout is indicated.

3.20   PROTECTION

Facing materials shall be protected against staining.  Tops of walls shall 
be covered with nonstaining waterproof covering or membrane when work is 
not in progress.  Covering of the top of the unfinished walls shall 
continue until the wall is waterproofed with a complete roof or parapet 
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system.  Covering shall extend a minimum of 2 feet down on each side of the 
wall and shall be held securely in place.  Before starting or resuming, top 
surface of masonry in place shall be cleaned of loose mortar and foreign 
material.

    -- End of Section --
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SECTION 05120A

STRUCTURAL STEEL
01/02

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC)

AISC ASD Manual (1989) Manual of Steel Construction 
Allowable Stress Design

AISC ASD/LRFD Vol II (1992) Manual of Steel Construction Vol 
II: Connections

AISC Design Guide No. 10 (1989) Erection Bracing of Low-Rise 
Structural Steel Frames

AISC LRFD Vol II (1995) Manual of Steel Construction Load & 
Resistance Factor Design, Vol II: 
Structural Members, Specifications & Codes

AISC S303 (2000) Code of Standard Practice for Steel 
Buildings and Bridges

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 307 (2000) Carbon Steel Bolts and Studs, 60 
000 PSI Tensile Strength

ASTM A 325 (2000) Structural Bolts, Steel, Heat 
Treated, 120/105 ksi Minimum Tensile 
Strength

ASTM A 36/A 36M (2000a) Carbon Structural Steel

ASTM A 490 (2000) Heat-Treated Steel Structural 
Bolts, 150 ksi Minimum Tensile Strength

ASTM A 500 (1999) Cold-Formed Welded and Seamless 
Carbon Steel Structural Tubing in Rounds 
and Shapes

ASTM A 53/A 53M (2001) Pipe, Steel, Black and Hot-Dipped, 
Zinc-Coated, Welded and Seamless

ASTM A 563 (2000) Carbon and Alloy Steel Nuts

ASTM A 572/A 572M (2000a) High-Strength Low-Alloy 
Columbium-Vanadium Structural Steel

SECTION 05120a  Page 2



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

ASTM A 6/A 6M (2001) General Requirements for Rolled 
Structural Steel Bars, Plates, Shapes, and 
Sheet Piling

ASTM F 436 (2000) Hardened Steel Washers

ASTM F 844 (2000) Washers, Steel, Plain (Flat), 
Unhardened for General Use

AMERICAN WELDING SOCIETY (AWS)

AWS A2.4 (1998) Standard Symbols for Welding, 
Brazing and Nondestructive Examination

AWS D1.1 (2000) Structural Welding Code - Steel

ASME INTERNATIONAL (ASME)

ASME B46.1 (1995) Surface Texture (Surface Roughness, 
Waviness, and Lay)

THE SOCIETY FOR PROTECTIVE COATINGS (SSPC)

SSPC Paint 25 (1991) Red Iron Oxide, Zinc Oxide, Raw 
Linseed Oil and Alkyd Primer (Without Lead 
and Chromate Pigments) 

1.2   GENERAL REQUIREMENTS

Structural steel fabrication and erection shall be performed by an 
organization experienced in structural steel work of equivalent magnitude.  
The Contractor shall be responsible for correctness of detailing, 
fabrication, and for the correct fitting of structural members.  
Connections, for any part of the structure not shown on the contract 
drawings, shall be considered simple shear connections and shall be 
designed and detailed in accordance with pertinent provisions of AISC ASD 
Manual and AISC LRFD Vol II.  Substitution of sections or modification of 
connection details will not be accepted unless approved by the Contracting 
Officer.  AISC ASD Manual and AISC ASD/LRFD Vol II shall govern the work.  
Welding shall be in accordance with AWS D1.1.  High-strength bolting shall 
be in accordance with AISC ASD Manual.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Structural Steel System; G
Structural Connections; G

  Shop and erection details including members (with their 
connections) not shown on the contract drawings.  Welds shall be 
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indicated by standard welding symbols in accordance with AWS A2.4.

SD-07 Certificates

Mill Test Reports; 

  Certified copies of mill test reports for structural steel, 
structural bolts, nuts, washers and other related structural steel 
items, including attesting that the structural steel furnished 
contains no less than 25 percent recycled scrap steel and meets 
the requirements specified, prior to the installation.

Welder Qualifications; 

  Certified copies of welder qualifications test records showing 
qualification in accordance with AWS D1.1.

Welding Inspector; 

  Welding Inspector qualifications.

Fabrication; 

  A copy of the AISC certificate indicating that the fabrication 
plant meets the specified structural steelwork category.

1.4   STORAGE

Material shall be stored out of contact with the ground in such manner and 
location as will minimize deterioration.

1.5   WELDING INSPECTOR

Welding Inspector qualifications shall be in accordance with AWS D1.1

PART 2   PRODUCTS

2.1   STRUCTURAL STEEL

2.1.1   Carbon Grade Steel

Carbon grade steel shall conform to ASTM A 36/A 36M.

2.1.2   High-Strength Low-Alloy Steel

High-strength low-alloy steel shall conform to ASTM A 572/A 572M, Grade 50.

2.2   STRUCTURAL TUBING

Structural tubing shall conform to ASTM A 500, Grade B.

2.3   STEEL PIPE

Steel pipe shall conform to ASTM A 53/A 53M, Type E or Type S, Grade B.

2.4   NOT USED

2.5   HIGH STRENGTH BOLTS AND NUTS
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High strength bolts shall conform to ASTM A 325, Type 1 with carbon steel 
nuts conforming to ASTM A 563, Grade C or DH.

2.6   CARBON STEEL BOLTS AND NUTS

Carbon steel bolts shall conform to ASTM A 307, Grade A with carbon steel 
nuts conforming to  ASTM A 563, Grade A.

2.7   NUTS DIMENSIONAL STYLE

Carbon steel nuts shall be Heavy Hex style when used with ASTM A 307 bolts 
and when used with ASTM A 325 or ASTM A 490 bolts.

2.8   WASHERS

Plain washers shall conform to ASTM F 844.  Washers for high strength 
bolts, when required, shall conform to ASTM F 436.

2.9   PAINT

Paint shall conform to SSPC Paint 25.

PART 3   EXECUTION

3.1   FABRICATION

Fabrication shall be in accordance with the applicable provisions of AISC 
ASD Manual.  Fabrication and assembly shall be done in the shop to the 
greatest extent possible.  Compression joints depending on contact bearing 
shall have a surface roughness not in excess of  500 micro inches as 
determined by ASME B46.1, and ends shall be square within the tolerances 
for milled ends specified in ASTM A 6/A 6M.  Structural steelwork, except 
surfaces of steel to be encased in concrete, surfaces to be field welded, 
surfaces to be fireproofed, shall be prepared for painting in accordance 
with SSPC-SP3 and primed with the specified paint.

3.2   ERECTION

a:  Erection of structural steel shall be in accordance with the 
applicable provisions of AISC ASD Manual.  Erection plan shall be 
reviewed, stamped and sealed by a structural engineer licensed by 
the state in which the project is located.

b.  For low-rise structural steel buildings ( 60 feet tall or less and 
a maximum of 2 stories), the erection plan shall conform to AISC 
S303 and the structure shall be erected in accordance withAISC 
Design Guide No. 10.

3.2.1   Structural Connections

Anchor bolts and other connections between the structural steel and 
foundations shall be provided and shall be properly located and built into 
connecting work.  Field welded structural connections shall be completed 
before load is applied.

3.2.2   Base Plates and Bearing Plates

Column base plates for columns and bearing plates for beams, girders, and 
similar members shall be provided.  Base plates and bearing plates shall be 
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provided with full bearing after the supported members have been plumbed 
and properly positioned, but prior to placing superimposed loads.  Separate 
setting plates under column base plates will not be permitted.  The area 
under the plate shall be damp-packed solidly with bedding mortar, except 
where nonshrink grout is indicated on the drawings.  Bedding mortar and 
grout shall be as specified in Section 03300 CAST-IN-PLACE STRUCTURAL 
CONCRETE.

3.2.3   Field Priming

After erection, the field bolt heads and nuts, field welds, and any 
abrasions in the shop coat shall be cleaned and primed with paint of the 
same quality as that used for the shop coat.

3.3   WELDING

The contractor shall develop and submit the Welding Procedure 
Specifications (WPS) for all welding, including wleding done using 
prequalified procedures.  Prequaliried procedures may be submitted for 
information only; however, procedures that are not prequalified shall be 
submitted for approval.

3.4   SPECIAL INSPECTION AND TESTING FOR SEISMIC-RESISTING SYSTEMS

Special inspections and testing for seismic-resisting systems and 
components shall be done in accordance with Section 01452A SPECIAL 
INSPECTION FOR SEISMIC-RESISTING SYSTEMS.

       -- End of Section --
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SECTION 05210A

STEEL JOISTS
01/02

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

STEEL JOIST INSTITUTE (SJI)

SJI Specs & Tables (1994) Standard Specifications Load Tables 
and Weight Tables for Steel Joists and 
Joist Girders 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Steel Joists; G

  Detail drawings shall include fabrication and erection details, 
specifications for shop painting, and identification markings of 
joists.

SD-07 Certificates

Steel Joists; 

  Certificates stating that the steel joists and joist girders 
have been designed and manufactured in accordance with SJI Specs & 
Tables.  Complete engineering design computations may be submitted 
in lieu of the certification.

1.3   GENERAL REQUIREMENTS

Steel joists and joist girders are designated on the drawings in accordance 
with the standard designations of the Steel Joist Institute.  Joists of 
other standard designations or joists with properties other than those 
shown may be substituted for the joists designated provided the structural 
properties are equal to or greater than those of the joists shown and 
provided all other specified requirements are met.

1.4   DELIVERY AND STORAGE
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Materials shall be delivered to the site in undamaged condition and stored 
off the ground in a well drained location, protected from damage, and 
easily accessible for inspection and handling.

PART 2   PRODUCTS

2.1   OPEN WEB STEEL JOISTS

Open web steel joists shall conform to SJI Specs & Tables, K-Series.  
Joists shall be designed to support the loads given in the standard load 
tables of SJI Specs & Tables.

2.2   NOT USED

2.3   JOIST GIRDERS

Joist girders shall conform to SJI Specs & Tables.

2.4   ACCESSORIES AND FITTINGS

Accessories and fittings, including end supports and bridging, shall be in 
accordance with the standard specifications under which the members were 
designed.

2.5   SHOP PAINTING

Joists , joist girders and accessories shall be shop painted with a 
rust-inhibiting primer paint.  For joists and joist girders which will be 
finish painted under Section 09900 PAINTING, GENERAL, the primer paint 
shall be limited to a primer which is compatible with the specified finish 
paint.

PART 3   EXECUTION

3.1   ERECTION

Installation of joists and joist girders shall be in accordance with the 
standard specification under which the member was produced.  Joists and 
joist girders shall be handled in a manner to avoid damage.  Damaged joists 
and joist girders shall be removed from the site, except when field repair 
is approved and such repairs are satisfactorily made in accordance with the 
manufacturer's recommendations.  Joists and joist girders shall be 
accurately set, and end anchorage shall be in accordance with the standard 
specification under which the joists and joist girders were produced.  For 
spans over 40 ft through 60 ft one row of bridging nearest midspan shall be 
bolted diagonal bridging; for spans over 60 ft bolted diagonal bridging 
shall be used instead of welded horizontal bridging.  Joist bridging and 
anchoring shall be secured in place prior to the application of any 
construction loads.  Any temporary loads shall be distributed so that the 
carrying capacity of any joist is not exceeded.  Loads shall not be applied 
to bridging during construction or in the completed work.  Abraded, 
corroded, and field welded areas shall be cleaned and touched up with the 
same type of paint used in the shop painting. 

3.2   BEARING PLATES

Bearing plates shall be provided with full bearing after the supporting 
members have been plumbed and properly positioned, but prior to placing 
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superimposed loads.  The area under the plate shall be damp-packed solidly 
with bedding mortar, except where nonshrink grout is indicated on the 
drawings.  Grout shall be as specified in Section 03307 CONCRETE FOR MINOR 
STRUCTURES.

        -- End of Section --
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SECTION 05300A

STEEL DECKING
01/02

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN IRON AND STEEL INSTITUTE (AISI)

AISI Cold-Formed Mnl (1996) Cold-Formed Steel Design Manual

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 611 (1997) Structural Steel (SS), Sheet, 
Carbon, Cold-Rolled

ASTM A 780 (2000) Repair of Damaged and Uncoated 
Areas of Hot-Dipped Galvanized Coatings

ASTM A 792/A 792M (1999) Steel Sheet, 55% Aluminum-Zinc 
Alloy-Coated by the Hot-Dip Process

AMERICAN WELDING SOCIETY (AWS)

AWS D1.3 (1998) Structural Welding Code - Sheet 
Steel

STEEL DECK INSTITUTE (SDI)

SDI Diaphragm Mnl (1991) Diaphragm Design Manual

SDI Pub No. 29 (1995) Design Manual for Composite Decks, 
Form Decks, Roof Decks, and Cellular Metal 
Floor Deck with Electrical Distribution

THE SOCIETY FOR PROTECTIVE COATINGS (SSPC)

SSPC Paint 20 (1991) Zinc-Rich Primers (Type I - 
"Inorganic" and Type II - "Organic") 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings
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Deck Units; G
Accessories; 
Attachments; 
Holes and Openings; G

  Drawings shall include type, configuration, structural 
properties, location, and necessary details of deck units, 
accessories, and supporting members; size and location of holes to 
be cut and reinforcement to be provided; location and sequence of 
welded or fastener connections; and the manufacturer's erection 
instructions.

SD-03 Product Data

Deck Units; G

  Design computations for the structural properties of the deck 
units or SDI certification that the units are designed in 
accordance with SDI specifications.

1.3   DELIVERY, STORAGE, AND HANDLING

Deck units shall be delivered to the site in a dry and undamaged condition, 
stored off the ground with one end elevated, and stored under a 
weathertight covering permitting good air circulation.  Finish of deck 
units shall be maintained at all times by using touch-up paint whenever 
necessary to prevent the formation of rust.

PART 2   PRODUCTS

2.1   DECK UNITS

Deck units shall conform to SDI Pub No. 29.  Panels of maximum possible 
lengths shall be used to minimize end laps.  Deck units shall be fabricated 
in lengths to span 3 or more supports with flush, telescoped, or nested 
2-inch laps at ends, and interlocking, or nested side laps, unless 
otherwise indicated.  Deck with cross-sectional configuration differing 
from the units indicated may be used, provided that the properties of the 
proposed units, determined in accordance with AISI Cold-Formed Mnl, are 
equal to or greater than the properties of the units indicated and that the 
material will fit the space provided without requiring revisions to 
adjacent materials or systems.

2.1.1   Roof Deck

Steel deck used in conjunction with insulation and built-up roofing shall 
conform to ASTM A 792/A 792M, ASTM A 611 or ASTM A 792/A 792M.  Roof deck 
units shall be fabricated of the steel design thickness required by the 
design drawings and shall be galvanized in a G-60 (Z180) coating. 

2.1.2   Sump Pans

Sump pans shall be provided for roof drains and shall be minimum  0.075 inch
 thick steel, recessed type.  Sump pans shall be shaped to meet roof slope 
by the supplier or by a sheet metal specialist.  Bearing flanges of sump 
pans shall overlap steel deck a minimum of  3 inches.  Opening in bottom of 
pan shall be shaped, sized, and reinforced to receive roof drain.
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2.2   TOUCH-UP PAINT

Touch-up paint for shop-painted units shall be of the same type used for 
the shop painting, and touch-up paint for zinc-coated units shall be an 
approved galvanizing repair paint with a high-zinc dust content.  Welds 
shall be touched-up with paint conforming to SSPC Paint 20 in accordance 
with ASTM A 780.  Finish of deck units and accessories shall be maintained 
by using touch-up paint whenever necessary to prevent the formation of rust.

2.3   ADJUSTING PLATES

Adjusting plates or segments of deck units shall be provided in locations 
too narrow to accommodate full-size units.  As far as practical, the plates 
shall be the same thickness and configuration as the deck units.

2.4   CLOSURE PLATES

2.4.1   Closure Plates for Roof Deck

Voids above interior walls shall be closed with sheet metal where shown. 
Open deck cells at parapets, end walls, eaves, and openings through roofs 
shall be closed with sheet metal.  Sheet metal shall be same thickness as 
deck units.

2.4.1.1   Sheet Metal

Where deck is cut for passage of pipes, ducts, columns, etc., and deck is 
to remain exposed, provide a neatly cut sheet metal collar to cover edges 
of deck.  Do not cut deck until after installation of supplemental supports.

2.5   DECK PATCHING

2.5.1   Abandoned Roof Openings

Provide new steel deck at abandoned roof openings to member with existing 
deck.  Lap deck sheet 8 inch minimum at each edge.  Fasten new deck to 
existing as shown.  Resulting deck surface shall be true to plane and 
continuous.

2.6   ACCESSORIES

The manufacturer's standard accessories shall be furnished as necessary to 
complete the deck installation.  Metal accessories shall be of the same 
material as the deck and have minimum design thickness as follows: saddles, 
 0.0474 inch; welding washers,  0.0598 inch; cant strip, 0.0295 inch; other 
metal accessories, 0.0358 inch; unless otherwise indicated.  Accessories 
shall include but not be limited to saddles, welding washers, cant strips, 
butt cover plates, underlapping sleeves, and ridge and valley plates.

PART 3   EXECUTION

3.1   ERECTION

Erection of deck and accessories shall be in accordance with SDI Pub No. 29 
and the approved detail drawings.  Damaged deck and accessories including 
material which is permanently stained or contaminated, with burned holes or 
deformed shall not be installed.  The deck units shall be placed on secure 
supports, properly adjusted, and aligned at right angles to supports before 
being permanently secured in place.  The deck shall not be used for storage 
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or as a working platform until the units have been secured in position.  
Loads shall be distributed by appropriate means to prevent damage during 
construction and to the completed assembly.  The maximum uniform 
distributed storage load shall not exceed the design live load.  There 
shall be no loads suspended directly from the steel deck.

3.2   NOT USED

3.3   ATTACHMENTS

All fasteners shall be installed in accordance with the manufacturer's 
recommended procedure, except as otherwise specified.  The deck units shall 
be welded with nominal  5/8 inch diameter puddle welds to supports as 
indicated on the design drawings and in accordance with requirements of SDI 
Pub No. 29.  All welding of steel deck shall be in accordance with AWS D1.3 
using methods and electrodes as recommended by the manufacturer of the 
steel deck being used.  Welds shall be made only by operators previously 
qualified by tests prescribed in AWS D1.3 to perform the type of work 
required.  Welding washers shall not be used at the connections of the deck 
to supports.  Sidelap connections between support shall be made with 
screws.  See drawings for information.  Holes and similar defects will not 
be acceptable.  Deck ends shall be lapped  2 inches.  All partial or 
segments of deck units shall be attached to structural supports in 
accordance with Section 2.5 of SDI Diaphragm Mnl.

3.4   HOLES AND OPENINGS

All holes and openings required shall be coordinated with the drawings, 
specifications, and other trades.  Holes and openings shall be drilled or 
cut, reinforced and framed as indicated on the drawings or described in the 
specifications and as required for rigidity and load capacity.  Holes and 
openings less than  6 inches across require no reinforcement.  Holes and 
openings  6 to 12 inches across shall be reinforced by  0.0474 inch thick 
steel sheet at least  12 inches wider and longer than the opening and be 
fastened to the steel deck at each corner of the sheet and at a maximum of  
6 inches on center.  Holes and openings larger than  12 inches shall be 
reinforced by steel angles installed perpendicular to the steel joists and 
supported by the adjacent steel joists.  Steel angles shall be installed 
perpendicular to the deck ribs and shall be fastened to the angles 
perpendicular to the steel joists.  Openings must not interfere with 
seismic members such as chords and drag struts.

        -- End of Section --
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SECTION 05400A

COLD-FORMED STEEL FRAMING
01/02

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN IRON AND STEEL INSTITUTE (AISI)

AISI Cold-Formed Spec (1996) Specification & Commentary for the 
Design of Cold-Formed Steel Structural 
Members (Part V of the Cold-Formed Steel 
Design Manual)

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 123/A 123M (2001) Zinc (Hot-Dip Galvanized) Coatings 
on Iron and Steel Products

ASTM A 153/A 153M (2001) Zinc Coating (Hot-Dip) on Iron and 
Steel Hardware

ASTM A 370 (1997a) Mechanical Testing of Steel 
Products

ASTM A 653/A 653M (2000) Steel Sheet, Zinc-Coated 
(Galvanized) or Zinc-Iron Alloy-Coated 
(Galvannealed) by the Hot-Dip Process

ASTM B 633 (1985; R 1998) Electrodeposited Coatings 
of Zinc on Iron and Steel

ASTM C 955 (2000a) Load-Bearing (Transverse and 
Axial) Steel Studs, Runners (Tracks), and 
Bracing or Bridging for Screw Application 
of Gypsum Panel Products and Metal Plaster 
Bases

ASTM E 329 (2000b) Agencies Engaged in the Testing 
and/or Inspection of Materials Used in 
Construction 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SECTION 05400a  Page 2



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

SD-07 Certificates

Mill Certificates; IO

  Mill certificates or test reports from independent testing 
agency, qualified in accordance with ASTM E 329, showing that the 
steel sheet used in the manufacture of each cold-formed component 
complies with the minimum yield strengths and uncoated steel 
thickness specified.  Test reports shall be based on the results 
of three coupon tests in accordance with ASTM A 370.

1.3   DELIVERY, HANDLING AND STORAGE

Materials shall be delivered and handled preventing bending or other 
damage, and avoiding contact with soil or other contaminating materials.  
Finish of the framing members shall be maintained at all times, using an 
approved high zinc dust content, galvanizing repair paint whenever 
necessary to prevent the formation of rust.

PART 2   PRODUCTS

2.1   STEEL STUDS, TRACKS, BRACING, BRIDGING, AND ACCESSORIES

Framing components shall comply with ASTM C 955 and the following:

a.  Material shall be corrosion-resistant steel complying with ASTM A 
653/A 653M, Grade  33 or higher, having a minimum yield of  33,000 
psi and a G 60 minimum zinc coating.

b.  Minimum uncoated steel thickness (design thickness times 0.95):

(1).  Studs and Tracks:  Per manufacturer tables.

(2).  Bracing and bridging: Thickness as shown on the drawings.

(3).  Accessories: Standard thickness as provided by the 
manufacturer.

c.  Stud and Track web depth:  As shown on drawings.

d.  Stud flange width:  As shown on drawings.

e.  Stud effective section properties as per manufacturer.

2.2   MARKINGS

Studs and track shall have product markings on the web of the section.  The 
markings shall be repeated throughout the length of the member at a maximum 
spacing of  4 feet on center and shall be legible and easily read.  The 
product marking shall include the following:

a.  Manufacturer's identification.

b.  Minimum delivered uncoated steel thickness.

c.  Protective coating designator.

d.  Minimum yield strength.
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2.3   CONNECTIONS

Screws for steel-to-steel connections shall be self-drilling tapping in 
compliance with SAE J 78 of the type, size, and location as shown on the 
drawings.  Electroplated screws shall have a Type II coating in accordance 
with ASTM B 633.  Screws, bolts, and anchors shall be hot-dipped galvanized 
in accordance with ASTM A 123/A 123M or ASTM A 153/A 153M as appropriate.  
Screws bolts, and anchors shall  be hot dipped galvanized in accordance 
with ASTM A 123/A 123Mor ASTM A 153/A 153M as appropriate.

PART 3   EXECUTION

3.1   Delivery, Handling and Storage

   a.  Materials shall be delivered and handled in a manner to avoid 
bending or other damage and to avoid contact with the soil or other 
contaminating materials.

   b.  Finish of the framing members shall be maintained at all times, 
using an approved high zinc dust content galvanizing repair paint whenever 
necessary to prevent the formation of rust.

3.2   CONNECTIONS

3.2.1   Screws

Screws shall be of the self-drilling self-tapping type, size, and location 
shown on Table I.  Screw penetration through joined materials shall not be 
less than three exposed threads.  Minimum spacings and edge distances for 
screws shall be as specified in AISI Cold-Formed Spec.  Screws covered by 
sheathing materials shall have low profile heads.

TABLE I

Minimum Screw Sizes for Steel-to-Steel Connections

   Point                   Minimum            Total Thickness of Steel
   Size                   Screw Size                  (in)
 
    2                        #8                    0.100 inches max
    2                        #10                   0.110 inches max
    2                        #12                   0.140 inches max
    3                        #8                    0.140 inches max
    3                        #10                   0.175 inches max
    3                        #12                   0.210 inches max

Total thickness of steel is combined thickness of all connected steel 
members.  Screws will not be used to resist pullout type loadings.

3.3   INSTALLATION

3.3   General Requirements

a.  Prefabricated frames shall be square, with components attached to 
prevent racking during fabrication, transportation, and lifting.  
Design and construction of frames shall include provisions for 
lifting.
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b.  Cutting of steel framing shall be by saw, shear, or plasma cutting 
equipment.  Oxyacetylene torch cutting is not permitted.

c.  Temporary bracing shall be provided and remain in place until work 
is permanently stabilized.

d.  Abutting lengths of track shall be butt-welded, spliced, or each 
length securely anchored to a common structural element.  Track 
shall be securely anchored to the supporting structure as shown on 
the drawings.

e.  Splicing of framing components, other than track and tension 
members, is not permitted.

f.  Wire tying of framing members is not permitted.

3.4   Joists

a.  Joists shall be spaced at 16 inches on center or as shown on the 
drawings.

b.  Uniform and level joist bearing at the foundation wall shall be 
provided by means of shims and/or shrink grout.

c.  Web stiffeners at support locations and at points of concentrated 
loads shall be provided as shown on the drawings.

d.  Bridging, of the type and spacing shown on the drawings, shall be 
installed prior to loading.

e.  Additional framing around openings shall be provided as shown on 
the drawings when the width of the opening exceeds the typical 
joist spacing.

    -- End of Section --
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SECTION 05500A

MISCELLANEOUS METAL
01/02

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ALUMINUM ASSOCIATION (AA)

AA DAF-45 (1997) Designation System for Aluminum 
Finishes

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 123/A 123M (2001) Zinc (Hot-Dip Galvanized) Coatings on 
Iron and Steel Products

ASTM A 653/A 653M (2000) Steel Sheet, Zinc-Coated (Galvanized) 
or Zinc-Iron Alloy-Coated (Galvannealed) by 
the Hot-Dip Process

ASTM A 924/A 924M (1999) General Requirements for Steel Sheet, 
Metallic-Coated by the Hot-Dip Process

ASTM E 814 (2000) Fire Tests of Through-Penetration 
Fire Stops

AMERICAN WELDING SOCIETY (AWS)

AWS D1.1 (2000) Structural Welding Code - Steel

U.S. GENERAL SERVICES ADMINISTRATION (GSA)

CID A-A-344 (Rev B) Lacquer, Clear Gloss, Exterior, 
Interior 

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Miscellaneous Metal Items; G.

  Detail drawings indicating material thickness, type, grade, and 
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class; dimensions; and construction details.  Drawings shall 
include catalog cuts, erection details, manufacturer's descriptive 
data and installation instructions, and templates.  

1.3   GENERAL REQUIREMENTS

The Contractor shall verify all measurements and shall take all field 
measurements necessary before fabrication.  Welding to or on structural 
steel shall be in accordance with AWS D1.1.  Items specified to be 
galvanized, when practicable and not indicated otherwise, shall be hot-dip 
galvanized after fabrication.  Galvanizing shall be in accordance with ASTM 
A 123/A 123M, ASTM A 653/A 653M, or ASTM A 924/A 924M, as applicable.  
Exposed fastenings shall be compatible materials, shall generally match in 
color and finish, and shall harmonize with the material to which fastenings 
are applied.  Materials and parts necessary to complete each item, even 
though such work is not definitely shown or specified, shall be included.  
Poor matching of holes for fasteners shall be cause for rejection.  
Fastenings shall be concealed where practicable.  Thickness of metal and 
details of assembly and supports shall provide strength and stiffness.  
Joints exposed to the weather shall be formed to exclude water.

1.4   DISSIMILAR MATERIALS

Where dissimilar metals are in contact, or where aluminum is in contact 
with concrete, mortar, masonry, wet or pressure-treated wood, or absorptive 
materials subject to wetting, the surfaces shall be protected with a coat 
of bituminous paint or asphalt varnish.

1.5   WORKMANSHIP

Miscellaneous metalwork shall be well formed to shape and size, with sharp 
lines and angles and true curves.  Drilling and punching shall produce 
clean true lines and surfaces.  Welding shall be continuous along the 
entire area of contact except where tack welding is permitted.  Exposed 
connections of work in place shall not be tack welded.  Exposed welds shall 
be ground smooth.  Exposed surfaces of work in place shall have a smooth 
finish, and unless otherwise approved, exposed riveting shall be flush.  
Where tight fits are required, joints shall be milled.  Corner joints shall 
be coped or mitered, well formed, and in true alignment.  Work shall be 
accurately set to established lines and elevations and securely fastened in 
place.  Installation shall be in accordance with manufacturer's 
installation instructions and approved drawings, cuts, and details.

1.6   ANCHORAGE

Anchorage shall be provided where necessary for fastening miscellaneous 
metal items securely in place.  Anchorage not otherwise specified or 
indicated shall include slotted inserts made to engage with the anchors, 
expansion shields, and power-driven fasteners when approved for concrete; 
toggle bolts and through bolts for masonry; machine and carriage bolts for 
steel; and lag bolts and screws for wood.

1.7   ALUMINUM FINISHES

Unless otherwise specified, aluminum items shall have anodized finish. The 
thickness of the coating shall be not less than that specified for 
protective and decorative type finishes for items used in interior 
locations or architectural Class I type finish for items used in exterior 
locations.  Items to be anodized shall receive a polished satin finish.  
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Aluminum surfaces to be in contact with plaster or concrete during 
construction shall be protected with a field coat conforming to CID A-A-344.

1.8   SHOP PAINTING

Surfaces of ferrous metal except galvanized surfaces, shall be cleaned and 
shop coated with the manufacturer's standard protective coating unless 
otherwise specified.  Surfaces of items to be embedded in concrete shall 
not be painted.  Items to be finish painted shall be prepared according to 
manufacturer's recommendations or as specified.

PART 2   PRODUCTS

2.1   ACCESS DOORS AND PANELS

Doors and panels shall be flush type unless otherwise indicated.  Frames 
for access doors shall be fabricated of not lighter than 16 gauge steel 
with welded joints and finished with anchorage for securing into 
construction.  Access doors shall be a minimum of 14 by 20 inches and of 
not lighter than 14 gauge steel, with stiffened edges, complete with 
attachments.  Access doors shall be hinged to frame and provided with a 
flush face, screw driver operated latch.  Exposed metal surfaces shall have 
a shop applied prime coat.

2.2   DOWNSPOUT BOOTS

Downspout boots shall be cast iron with receiving bells sized to fit 
downspouts.

2.3   EXPANSION JOINT COVERS

Expansion joint covers shall be constructed of extruded aluminum with 
anodized satin finish for walls and ceilings and with standard mill finish 
for floor covers and exterior covers.  Plates, backup angles, expansion 
filler strip and anchors shall be designed as indicated.

2.4   ROLL-UP FLOOR MATS

Roll-up mats shall be of aluminum construction with carpet abrasive 
surface.  Roll-up mats shall be for use in recessed area.  Construction 
details of recessed areas shall be shown on the drawings.  For color, see 
color schedule.

PART 3   EXECUTION

3.1   GENERAL INSTALLATION REQUIREMENTS

All items shall be installed at the locations shown and according to the 
manufacturer's recommendations.  Items listed below require additional 
procedures as specified.

3.2   REMOVABLE ACCESS PANELS

A removable access panel not less than 12 by 12 inches shall be installed 
directly below each valve, flow indicator, damper, or air splitter that is 
located above the ceiling, other than an acoustical ceiling, and that would 
otherwise not be accessible.

3.3   RECESSED FLOOR MATS
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Contractor shall verify field measurements prior to releasing materials for 
fabrication by the manufacturer.  A mat frame shall be used to ensure 
recess accuracy in size, shape and depth.  Drain pit shall be formed by 
blocking out concrete when frames are installed.  Pit shall be dampproofed 
after concrete has set.  Frames shall be assembled onsite and installed so 
that upper edge will be level with finished floor surface.  A cement base 
shall be screeded inside the mat recess frame area using the edge provided 
by the frame as a guide.  The frame shall be anchored into the cement with 
anchor pins a minimum of 24 inches on centers.

        -- End of Section --
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SECTION 06100A

ROUGH CARPENTRY
02/02

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN FOREST & PAPER ASSOCIATION (AF&PA)

AF&PA T01 (1991; Supple 1993; Addenda Apr 1997; Supple 
T02) National Design Specification for Wood 
Construction

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 307 (2000) Carbon Steel Bolts and Studs, 60 
000 PSI Tensile Strength

ASTM F 547 (1977; R 1995) Definitions of Terms 
Relating to Nails for Use with Wood and 
Wood-Based Materials

AMERICAN WOOD-PRESERVERS' ASSOCIATION (AWPA)

AWPA C2 (2000) Lumber, Timber, Bridge Ties and 
Mine Ties - Preservative Treatment by 
Pressure Processes

AWPA C20 (1999) Structural Lumber Fire-Retardant 
Pressure Treatment

AWPA C27 (1999) Plywood - Fire=Retardant Pressure 
Treatment

AWPA C9 (1997) Plywood - Preservative Treatment by 
Pressure Processes

AWPA M4 (1999) Standard for the Care of 
Preservative-Treated Wood Products

AWPA P5 (2000) Standards for Waterborne 
Preservatives

FACTORY MUTUAL ENGINEERING AND RESEARCH (FM)

FM LPD 1-49 (1995) Loss Prevention Data Sheet - 
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Perimeter Flashing

NATIONAL HARDWOOD LUMBER ASSOCIATION (NHLA)

NHLA Rules (1994) Rules for the Measurement & 
Inspection of Hardwood & Cypress

NORTHEASTERN LUMBER MANUFACTURERS ASSOCIATION (NELMA)

NELMA Grading Rules (1997) Standard Grading Rules for 
Northeastern Lumber

SOUTHERN PINE INSPECTION BUREAU (SPIB)

SPIB Rules (1994; Supple 8 thru 11) Standard Grading 
Rules for Southern Pine Lumber

U.S. DEPARTMENT OF COMMERCE (DOC)

PS-1 (1995) Construction and Industrial Plywood

PS-2 (1993) Wood-Base Structural-Use Panels

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-07 Certificates

Grading and Marking; IO

  Manufacturer's certificates (approved by an American Lumber 
Standards approved agency) attesting that lumber and material not 
normally grade marked meet the specified requirements.  
Certificate of Inspection for grade marked material by an American 
Lumber Standards Committee (ALSC) recognized inspection agency 
prior to shipment.

1.3   DELIVERY AND STORAGE

Materials shall be delivered to the site in undamaged condition, stored off 
ground in fully covered, well ventilated areas, and protected from extreme 
changes in temperature and humidity.  

PART 2   PRODUCTS

2.1   LUMBER AND SHEATHING

2.1.1   Grading and Marking

2.1.1.1   Lumber Products

Solid sawn and finger-jointed lumber shall bear an authorized gradestamp or 
grademark recognized by ALSC, or an ALSC recognized certification stamp, 

SECTION 06100a  Page 3



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

mark, or hammerbrand.  Surfaces that are to be exposed to view shall not 
bear grademarks, stamps, or any type of identifying mark.  Hammer marking 
will be permitted on timbers when all surfaces will be exposed to view.

2.1.1.2   Plywood and Other Sheathing Products

Materials shall bear the grademark or other identifying marks indicating 
grades of material and rules or standards under which produced, including 
requirements for qualifications and authority of the inspection 
organization.  Except for plywood and wood structural panels, bundle 
marking will be permitted in lieu of marking each individual piece.  
Surfaces that are to be exposed to view shall not bear grademarks or other 
types of identifying marks.

2.1.2   Sizes

Lumber and material sizes shall conform to requirements of the rules or 
standards under which produced.  Unless otherwise specified, lumber shall 
be surfaced on four sides.  Unless otherwise specified, sizes indicated are 
nominal sizes, and actual sizes shall be within manufacturing tolerances 
allowed by the standard under which the product is produced.

2.1.3   Treatment

Exposed areas of treated wood that are cut or drilled after treatment shall 
receive a field treatment in accordance with AWPA M4.  Items of all-heart 
material of cedar, cypress, or redwood will not require preservative 
treatment.  Except as specified for all-heart material of the previously 
mentioned species, the following items shall be treated:

     a.  Wood members in contact with water.

     b.  Wood members exposed to the weather and those used in roofing 
systems or as nailing strips or nailers over fiberboard or gypsum-board 
wall sheathing as a base for wood siding.

     c.  Wood members in contact with concrete or CMU that is in contact 
with soil or water or that is exposed to weather.

2.1.3.1   Lumber and Timbers

Lumber and timbers shall be treated in accordance with AWPA C2 with 
waterborne preservatives listed in AWPA P5 to a retention level as follows:

     a.   0.25 pcf intended for above ground use.

2.1.3.2   Plywood

Plywood shall be treated in accordance with AWPA C9 with waterborne 
preservatives listed in AWPA P5 to a retention level as follows:

     a.   0.25 pcf intended for above ground use.

     b.   0.40 pcf intended for ground contact and fresh water use.

2.1.4   Moisture Content

At the time lumber and other materials are delivered and when installed in 
the work their moisture content shall be as follows:

SECTION 06100a  Page 4



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

     a.  Treated and Untreated Lumber Except Roof Planking:   4 inches or 
less, nominal thickness, 19 percent maximum.  5 inches or more, nominal 
thickness, 23 percent maximum in a  3 inch perimeter of the timber 
cross-section.

     b.  Materials Other Than Lumber:  In accordance with standard under 
which product is produced.

2.1.5   Sheathing

Sheathing shall be plywood for roof sheathing.

2.1.5.1   Plywood

Plywood shall conform to PS-1 or PS-2, Grade C-D or sheathing grade with 
exterior glue.  Sheathing for roof and walls without corner bracing of 
framing shall have a span rating of 16/0 or greater for supports  16 inches 
on center and a span rating of 24/0 or greater for supports  24 inches on 
center.

2.1.6   Miscellaneous Wood Members

2.1.6.1   Nonstress Graded Members

Members shall include bridging, corner bracing, furring, grounds, and 
nailing strips.  Members shall be in accordance with TABLE I for the 
species used.  Sizes shall be as follows unless otherwise shown:

       Member                               Size (inch)
      _________                            _____________

    Bridging                      1 x 3 or 1 x 4 for use between members
                                  2 x 12 and smaller; 2 x 4 for use
                                  between members larger than 2 x 12.

    Corner bracing                1 x 4.

    Furring                       1 x 2.

    Grounds                       Plaster thickness by 1-1/2.

    Nailing strips                1 x 3 or 1 x 4 when used as shingle
                                  base or interior finish, otherwise
                                  2 inch stock.

2.1.6.2   Blocking

Blocking shall be standard or number 2 grade.

2.1.6.3   Fire Retardant Plywood for Telephone Backboard

Each piece of treated material shall bear the UL FR-S rating (flamespread 
and smoke developed less than 25) indicating compliance with an extended 30 
minute tunnel test in accordance with ASTM E84 or UL 723.  After treatment, 
all material shall be dried to an average moisture content of 15 percent or 
less.  All treated material shall meet interior Type A requirements in AWPA 
C20 for lumber and AWPA C27 for plywood.  Chemicals used to treat material 
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shall be free of halogens, sulfates, ammonium phosphate and formaldehyde.  
Treatment material shall provide protection against termites and fungal 
decay and shall be registered for use as a wood preservative by the U.S. 
Environmental Protection Agency.

2.2   ACCESSORIES AND NAILS

Markings shall identify both the strength grade and the manufacturer.  
Accessories and nails shall conform to the following:

2.2.1   Anchor Bolts

ASTM A 307, size as indicated, complete with nuts and washers.

2.2.2   Bolts:  Lag, Toggle, and Miscellaneous Bolts and Screws

Type, size, and finish best suited for intended use.  Finish options 
include zinc compounds, cadmium, and aluminum paint impregnated finishes.

2.2.3   Clip Angles

Steel,  3/16 inch thick, size best suited for intended use; or zinc-coated 
steel or iron commercial clips designed for connecting wood members.

2.2.4   Nails and Staples

ASTM F 547, size and type best suited for purpose; staples shall be as 
recommended by the manufacturer of the materials to be joined.  For 
sheathing and subflooring, length of nails shall be sufficient to extend  1 
inch into supports.  In general, 8-penny or larger nails shall be used for 
nailing through  1 inch thick lumber and for toe nailing  2 inch thick 
lumber; 16-penny or larger nails shall be used for nailing through  2 inch 
thick lumber.  Nails used with treated lumber and sheathing shall be 
galvanized.  Where detailed nailing requirements are not specified, nail 
size and spacing shall be sufficient to develop an adequate strength for 
the connection.  Reasonable judgement backed by experience shall ensure 
that the designed connection will not cause the wood to split.  If a load 
situation exceeds a reasonable limit for nails, a specialized connector 
shall be used.

PART 3   EXECUTION

3.1   INSTALLATION OF SHEATHING

3.1.1   Plywood and Wood Structural Panels

Sheathing shall be applied with edges  1/8 inch apart at side and end 
joints, and nailed at supported edges at  6 inches on center and at 
intermediate supports  12 inches on center unless otherwise shown.  Nailing 
of edges shall be  3/8 inch from the edges.  Roof sheathing shall be 
applied with long dimension at right angles to supports, end joints made 
over supports, and end joints staggered.

3.2   INSTALLATION OF MISCELLANEOUS WOOD MEMBERS

3.2.1   Nailers and Nailing Strips

Nailers and nailing strips shall be provided as necessary for the 
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attachment of finish materials.  Nailers used in conjunction with roof deck 
installation shall be installed flush with the roof deck system.  Stacked 
nailers shall be assembled with spikes or nails spaced not more than  18 
inches on center and staggered.  Beginning and ending nails shall not be 
more than  6 inches for nailer end.  Ends of stacked nailers shall be 
offset approximately  12 inches in long runs and alternated at corners.  
Anchors shall extend through the entire thickness of the nailer.  Strips 
shall be run in lengths as long as practicable, butt jointed, cut into wood 
framing members when necessary, and rigidly secured in place.  Nailers and 
nailer installation for Factory Mutual wind uplift rated roof systems 
specified in other Sections of these specifications shall conform to the 
recommendations contained in FM LPD 1-49.

3.3   TABLES

TABLE I.  SPECIES AND GRADE

Subflooring, Roof Sheathing, Wall Sheathing, Furring

  Grading                              Const   No. 2    No. 2       No. 3
   Rules            Species          Standard  Comm    Board Comm    Comm
__________________________________________________________________________

NHLA Rules
                 Cypress                                     X

NELMA Grading Rules
                 Northern White Cedar                                  X
                 Eastern White Pine      X
                 Northern Pine           X
                 Balsam Fir                                            X
                 Eastern Hemlock-                                      X
                 Tamarack

SPIB Rules
                 Southern Pine                   X

3.4   COMPOSITE WALL CAPS

Assemble composite wall caps as units as long as possible but no less than 
six feet.  Clinch nails into wood surface.  Lay adjacent built-up units a 
maximum of 1/4 inch apart or as appropriate for expansion of each given 
length.  Units shall match masonry wall in width for flush attachment 
surfaces of roofing components.  Anchor bolts shall be countersunk to no 
less than 1/2 the lumber thickness.

    -- End of Section --
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SECTION 06410A

LAMINATE CLAD ARCHITECTURAL CASEWORK
11/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI A161.2 (1998) Decorative Laminate Countertops, 
Performance Standards for Fabricated High 
Pressure

ANSI A208.2 (1994) Medium Density Fiberboard (MDF)

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM F 547 (1977; R 1995) Definitions of Terms 
Relating to Nails for Use with Wood and 
Wood-Based Materials

ARCHITECTURAL WOODWORK INSTITUTE (AWI)

AWI Qual Stds (1999) Architectural Woodwork Quality 
Standards

BUILDERS HARDWARE MANUFACTURERS ASSOCIATION (BHMA)

BHMA A156.9 (1994) Cabinet Hardware

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA LD 3 (1995) High-Pressure Decorative Laminates

NEMA LD 3.1 (1995) Performance, Application, 
Fabrication, and Installation of 
High-Pressure Decorative Laminates

1.2   GENERAL DESCRIPTION

Work in this section includes laminate clad custom casework cabinets as 
shown on the drawings and as described in this specification.  This Section 
includes high-pressure laminate surfacing and cabinet hardware.  All 
exposed and semi-exposed surfaces, whose finish is not otherwise noted on 
the drawings or finish schedule, shall be sanded smooth and shall receive a 
clear finish of polyurethane.  Wood finish may be shop finished or field 
applied in accordance with Section 09900 PAINTING, GENERAL.

1.3   SUBMITTALS
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Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  All items designated 
with a "G", including product literature, calculations, component data, 
certificates, diagrams, drawings, and samples shall be submitted 
concurrently in one complete system submittal.  Omission of any required 
submittal item from the package shall be sufficient cause for disapproval 
of the entire submittal.  Unless otherwise indicated in the submittal 
review commentary, disapproval of any item within the package shall require 
a re-submittal of the entire system package, in which all deficiencies 
shall be corrected.  The following shall be submitted in accordance with 
Section 01330 SUBMITTAL PROCEDURES.

SD-02 Shop Drawings

Shop Drawings; G, RE

  Shop drawings showing all fabricated casework items in plan 
view, elevations and cross-sections to accurately indicate 
materials used, details of construction, dimensions, methods of 
fastening and erection, and installation methods proposed.  Shop 
drawing casework items shall be clearly cross-referenced to 
casework items located on the project drawings.  Shop drawings 
shall include a color schedule of all casework items to include 
all countertop, exposed, and semi-exposed cabinet finishes to 
include finish material manufacturer, pattern, and color.

SD-04 Samples

Plastic Laminates; G, RE

  Two samples of each plastic laminate pattern and color.  Samples 
shall be a minimum of 5 by 7 inches in size.

Cabinet Hardware; G, RE

  One sample of each cabinet hardware item specified to include 
hinges, pulls, drawer glides, and cabinet locks.

1.4   QUALITY ASSURANCE

Unless otherwise noted on the drawings, all materials, construction 
methods, and fabrication shall conform to and comply with the custom grade 
quality standards as outlined in AWI Qual Stds, Section 400G and Section 
400B for laminate clad cabinets.  These standards shall apply in lieu of 
omissions or specific requirements in this specification.  Contractors and 
their personnel engaged in the work shall be able to demonstrate successful 
experience with work of comparable extent, complexity and quality to that 
shown and specified.  Contractor must demonstrate knowledge and 
understanding of AWI Qual Stds requirements for the quality grade indicated.

1.5   DELIVERY AND STORAGE

Casework may be delivered knockdown or fully assembled.  All units shall be 
delivered to the site in undamaged condition, stored off the ground in 
fully enclosed areas, and protected from damage.  The storage area shall be 
well ventilated and not subject to extreme changes in temperature or 
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humidity.

1.6   SEQUENCING AND SCHEDULING

Work shall be coordinated with other trades.  Units shall not be installed 
in any room or space until painting, and ceiling installation are complete 
within the room where the units are located.  Floor cabinets shall be 
installed before finished flooring materials are installed.

1.7   PROJECT/SITE CONDITIONS

Field measurements shall be verified as indicated in the shop drawings 
before fabrication.

PART 2   PRODUCTS

2.1   WOOD MATERIALS

2.1.1   Lumber

All framing lumber shall be kiln-dried Grade III to dimensions as shown on 
the drawings.  Frame front, where indicated on the drawings, shall be 
nominal 3/4 inch hardwood.

2.1.1.1   Standing and Running Trim

Standing or running trim casework components which are specified to receive 
a transparent finish shall be hardwood species, plain sawn.  AWI grade 
shall be premium.  Location, shape, and dimensions shall be as indicated on 
the drawings.

2.1.2   Panel Products

2.1.2.1   Plywood

All plywood panels used for framing purposes shall be veneer core hardwood 
plywood, AWI Qual Stds Grade AA.  Nominal thickness of plywood panels shall 
be as indicated in this specification and on the drawings.

2.1.2.2   Medium Density Fiberboard

Medium density fiberboard (MDF) shall be an acceptable panel substrate 
where noted on the drawings.  Medium density fiberboard shall meet the 
minimum standards listed in ANSI A208.2.

2.2   HIGH PRESSURE DECORATIVE LAMINATE (HPDL)

All plastic laminates shall meet the requirements of NEMA LD 3 and ANSI 
A161.2 for high-pressure decorative laminates.  Design, colors, surface 
finish and texture, and locations shall be as indicated on the drawings and 
in Section 09915 COLOR SCHEDULE.  Plastic laminate types and nominal 
minimum thicknesses for casework components shall be as indicated in the 
following paragraphs.

2.2.1   Horizontal General Purpose Standard (HGS) Grade

Horizontal general purpose standard grade plastic laminate shall be 0.048 
inches (plus or minus 0.005 inches) in thickness.  This laminate grade is 
intended for horizontal surfaces where postforming is not required.
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2.2.2   Vertical General Purpose Standard (VGS) Grade

Vertical general purpose standard grade plastic laminate shall be 0.028 
inches (plus or minus 0.004 inches) in thickness.  This laminate grade is 
intended for exposed exterior vertical surfaces of casework components 
where postforming is not required.

2.2.3   Vertical General Purpose Postformable (VGP) Grade

Vertical general purpose postformable grade plastic laminate shall be 0.028 
inches (plus or minus 0.004 inches) in thickness.  This laminate grade is 
intended for exposed exterior vertical surfaces of components where 
postforming is required for curved surfaces.

2.2.4   Cabinet Liner Standard (CLS) Grade

Cabinet liner standard grade plastic laminate shall be 0.020 inches in 
thickness.  This laminate grade is intended for light duty semi-exposed 
interior surfaces of casework components.

2.2.5   Backing Sheet (BK) Grade

Undecorated backing sheet grade laminate is formulated specifically to be 
used on the backside of plastic laminated panel substrates to enhance 
dimensional stability of the substrate.  Backing sheet thickness shall be 
0.020 inches.  Backing sheets shall be provided for all laminated casework 
components where plastic laminate finish is applied to only one surface of 
the component substrate.

2.3   THERMOSET DECORATIVE OVERLAYS (MELAMINE)

Thermoset decorative overlays (melamine panels) shall be used for casework 
cabinet interior as noted in drawings.

2.4   EDGE BANDING

Edge banding for casework doors and drawer fronts shall be PVC vinyl and 
shall be 0.125 inch thick.  Material width shall be as required for full 
edge protection.  Color and pattern shall match exposed door and drawer 
front laminate pattern and color. 

2.5   CABINET HARDWARE

All hardware shall conform to BHMA A156.9, unless otherwise noted, and 
shall consist of the following components:

a.  Door Hinges:  Grade 1, concealed hinges type, BHMA No. B01503.

b.  Cabinet Pulls:  Back mounted pulls type, BHMA No. B02011.

c.  Drawer Slide:  Side mounted type, BHMA No. B05051 with full 
extension and a minimum 100 pound load capacity.  Slides shall include 
an integral stop to avoid accidental drawer removal.

d.  Adjustable Shelf Support System:

   1) Recessed (mortised) metal standards, BHMA No. BO4071.  Support 
clips for the standards shall be closed type, BHMA No. B04081.
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2.6   FASTENERS

Nails, screws, and other suitable fasteners shall be the size and type best 
suited for the purpose and shall conform to ASTM F 547 where applicable.

2.7   ADHESIVES, CAULKS, AND SEALANTS

2.7.1   Adhesives

Adhesives shall be of a formula and type recommended by AWI.  Adhesives 
shall be selected for their ability to provide a durable, permanent bond 
and shall take into consideration such factors as materials to be bonded, 
expansion and contraction, bond strength, fire rating, and moisture 
resistance.  Adhesives shall meet local regulations regarding VOC emissions 
and off-gassing.

2.7.1.1   Wood Joinery

Adhesives used to bond wood members shall be a Type II for interior use 
urea-formaldehyde resin formula.  

2.7.1.2   Laminate Adhesive

Adhesive used to join high-pressure decorative laminate to wood shall be an 
adhesive consistent with AWI and laminate manufacturer's recommendations.  
PVC edgebanding shall be adhered using a polymer-based hot melt glue.

2.7.2   Caulk

Caulk used to fill voids and joints between laminated components and 
between laminated components and adjacent surfaces shall be clear, 100 
percent silicone.

2.7.3   Sealant

Sealant shall be of a type and composition recommended by the substrate 
manufacturer to provide a moisture barrier at sink cutouts and all other 
locations where unfinished substrate edges may be subjected to moisture.

2.8   WOOD FINISHES

Paint, stain, varnish and their applications required for laminate clad 
casework components shall be as indicated in Section 09900 PAINTING, 
GENERAL. 

2.9   ACCCESSORIES

2.9.1   Grommets

Grommets shall be rubber material for cutouts with a diameter of 2 inches.  
Locations shall be as indicated on the drawings.

2.10   FABRICATION

Fabrication and assembly of components shall be accomplished at the shop 
site to the maximum extent possible.  Construction and fabrication of 
cabinets and their components shall meet or exceed the requirements for AWI 
premium grade unless otherwise indicated in this specification.  Cabinet 
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style, in accordance with AWI Qual Stds, Section 400-G descriptions, shall 
be flush overlay.

2.10.1   Base and Wall Cabinet Case Body

Frame members shall be glued-together, kiln-dried hardwood lumber.  Top 
corners, bottom corners, and cabinet bottoms shall be braced with either 
hardwood blocks nailed and glued in place with water-resistant glue or 
nailed in place with metal corner braces.  Cabinet components shall be 
constructed from the following materials and thicknesses:

a. Body Members (Ends, Divisions, Bottoms, and Tops):  3/4 inch medium 
density fiberboard 9MDF panel product.

b. Face Frames and Rails:  3/4 inch hardwood lumber. 

c. Shelving:  3/4 inch medium density fiberboard (MDF) panel product.

d. Cabinet Backs:  1/4 inch medium density fiberboard (MDF).

e. Drawer Sides, Backs, and Subfronts:  1/2 inch hardwood lumber. 

f. Drawer Bottoms:  1/4 inch medium density fiberboard (MDF) panel 
product.

g. Door and Drawer Fronts:  3/4-inch medium density fiberboard (MDF) 
panel product.

2.10.1.1   Joinery Method for Case Body Members

a. Tops, Exposed Ends, and Bottoms.

1) Steel "European" assembly screws (1-1/2 inch from end, 5 inch 
on center, fasteners will not be visible on exposed parts).

2) Doweled, glued under pressure (approx. 4 dowels per 12 inches 
of joint).

3) Stop dado, glued under pressure, and either nailed, stapled or 
screwed (fasteners will not be visible on exposed parts).

4) Spline or biscuit, glued under pressure. 

b. Exposed End Corner and Face Frame Attachment.

1) For mitered joint: lock miter or spline or biscuit, glued under 
pressure (no visible fasteners).

2) For non-mitered joint (90 degree): butt joint glued under 
pressure (no visible fasteners).

3) Butt joint, glued and nailed.

c.  Cabinet Backs (Wall Hung Cabinets): Wall hung cabinet backs must 
not be relied upon to support the full weight of the cabinet and its 
anticipated load for hanging/mounting purposes.  Method of back joinery 
and hanging/mounting mechanisms should transfer the load to case body 
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members.  Fabrication method shall be:

1) Full bound, captured in grooves on cabinet sides, top, and 
bottom.

2) Full overlay, plant-on backs with minimum back thickness of 1/2 
inch and minimum No. 12 plated (no case hardened) screws spaced 3 
inches on center.  Edge of back shall not be exposed on finished 
sides.  Anchor strips are not required when so attached.

3) Side bound, captured in groove or rabbetts; glued and fastened.

d. Cabinet Backs (Floor Standing Cabinets).

1) Side bound, captured in grooves; glued and fastened to top and 
bottom.

2) Full overlay, plant-on backs with minimum back thickness of 1/2 
inch and minimum No. 12 plated (no case hardened) screws spaced 3 
inches on center.  Edge of back shall not be exposed on finished 
sides.  Anchor strips are not required when so attached.

3) Side bound, placed in rabbetts; glued and fastened in rabbetts.

e. Wall Anchor Strips shall be required for all cabinets with backs 
less than 1/2 inch thick.  Strips shall consist of minimum 1/2 inch 
thick lumber, minimum 2-1/2 inches width; securely attached to wall 
side of cabinet back - top and bottom for wall hung cabinets, top only 
for floor standing cabinets.

2.10.2   Cabinet Floor Base

Floor cabinets shall be mounted on a base constructed of nominal 2 inch 
thick lumber.  Base assembly components shall be treated lumber.  Finished 
height for each cabinet base shall be as indicated on the drawings.  Bottom 
edge of the cabinet door or drawer face shall be flush with top of base.  

2.10.3   Cabinet Door and Drawer Fronts

Door and drawer fronts shall be fabricated from 3/4 inch medium density 
fiberboard (MDF).  All door and drawer front edges shall be surfaced with 
high pressure plastic laminate, color and pattern as indicated in Section 
09915 COLOR SCHEDULE.

2.10.4   Drawer Assembly

Drawer components shall consist of a removable drawer front, sides, backs, 
and bottom.  Drawer components shall be constructed of the following 
materials and thicknesses:

a. Drawer Sides and Backs For Laminate Finish: 1/2 inch thick 7-ply 
hardwood veneer core substrate.

2.10.4.1   Drawer Assembly Joinery Method

a. Multiple dovetail (all corners) or French dovetail front/dadoed 
back, glued under pressure.
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b. Doweled, glued under pressure.

c. Lock shoulder, glued and pin nailed.

d. Bottoms shall be set into sides, front, and back, 1/4 inch deep 
groove with a minimum 3/8 inch standing shoulder.

2.10.5   Shelving

Shelving shall be fabricated from 3/4 inch medium density fiberboard (MDF). 
All shelving top and bottom surfaces shall be finished with thermoset 
decorative overlay (melamine).  Shelf edges shall be finished in a PVC 
edgebanding.

2.10.5.1   Shelf Support System

The shelf support system shall be:

a. Recessed (mortised) metal shelf standards.  Standards shall be 
mortised flush with the finishes surface of the cabinet interior side 
walls, two per side.  Standards shall be positioned and spaced on the 
side walls to provide a stable shelf surface that eliminates tipping 
when shelf front is weighted.  Standards shall be installed and 
adjusted vertically to provide a level, stable shelf surface when clips 
are in place.

2.10.6   Laminate Clad Countertops

Laminate countertop substrate shall be constructed of 3/4 inch veneer core 
plywood.  The substrate shall be moisture-resistant where countertops 
receive sinks, lavatories, or are subjected to liquids.  All substrates 
shall have sink cutout edges sealed with appropriate sealant against 
moisture.  No joints shall occur at any cutouts.  A balanced backer sheet 
is required.

2.10.6.1   Edge Style

Countertop edges shall be in shapes and to dimensions as shown on the 
drawings.  The countertop edge material shall be:

a. Vinyl.  Vinyl tee-mould edge shall be in shape, thickness, and color 
as indicated on the drawings.  Tee mould edge shall overlap the exposed 
countertop laminate edge and shall be installed flush with the 
countertop laminate surface.

2.10.6.2   Laminate Clad Splashes

Countertop splash substrate shall be 3/4 inch veneer core plywood.  
Laminate clad backsplash shall be integral with countertop, coved to radius 
and to dimensions as indicated on the drawings.  Side splashes shall be 
straight profile and provided loose, to be installed at the time of 
countertop installation.  Back and side splash laminate pattern and color 
shall match the adjacent countertop laminate.

2.10.7   Laminate Application

Laminate application to substrates shall follow the recommended procedures 
and instructions of the laminate manufacturer and NEMA LD 3.1, using tools 
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and devices specifically designed for laminate fabrication and application. 
 Provide a balanced backer sheet (Grade BK) wherever only one surface of 
the component substrate requires a plastic laminate finish.  Apply required 
grade of laminate in full uninterrupted sheets consistent with manufactured 
sizes using one piece for full length only, using adhesives specified 
herein or as recommended by the manufacturer.  Fit corners and joints 
hairline.  All laminate edges shall be machined flush, filed, sanded, or 
buffed to remove machine marks and eased (sharp corners removed).  Clean up 
at easing shall be such that no overlap of the member eased is visible.  
Fabrication shall conform to NEMA LD 3.1 and ANSI A161.2.  Laminate types 
and grades for component surfaces shall be as follows unless otherwise 
indicated on the drawings:

a. Base/Wall Cabinet Case Body.

1) Exterior (exposed) surfaces to include exposed and semi-exposed 
face frame surfaces: HPDL Grade VGP.

2) Interior (semi-exposed) surfaces to include interior back wall, 
bottom, and side walls: Thermoset Decorative Overlay (melamine).

b. Adjustable Shelving.

1) Top and bottom surfaces: Thermoset Decorative Overlay 
(melamine).

2) All edges: PVC edgebanding.

c. Fixed Shelving.

1) Top and bottom surfaces: Thermoset Decorative Overlay 
(melamine).

2) Exposed edges: PVC edgebanding.

d. Door, Drawer Fronts, Access Panels.

1) Exterior (exposed) and interior (semi-exposed) faces: HPDL 
Grade VGP.

2) Edges: PVC edgebanding.

e. Drawer Assembly.

All interior and exterior surfaces: Thermoset Decorative Overlay 
(melamine).

f. Countertops and Splashes.

1) All exposed and semi-exposed surfaces: HPDL Grade HGS

2.10.7.1   Tolerances

Flushness, flatness, and joint tolerances of laminated surfaces shall meet 
the AWI Qual Stds premium grade requirements.

2.10.8   Finishing

2.10.8.1   Filling
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No fasteners shall be exposed on laminated surfaces.  All nails, screws, 
and other fasteners in non-laminated cabinet components shall be 
countersunk and the holes filled with wood filler consistent in color with 
the wood species.

2.10.8.2   Sanding

All surfaces requiring coatings shall be prepared by sanding with a grit 
and in a manner that scratches will not show in the final system.

2.10.8.3   Coatings

Types, method of application and location of casework finishes shall be in 
accordance with the finish schedule, drawings and Section 09900 PAINTING, 
GENERAL.  All cabinet reveals shall be painted.

PART 3   EXECUTION

3.1   INSTALLATION

Installation shall comply with applicable requirements for AWI Qual Stds 
premium quality standards.  Countertops and fabricated assemblies shall be 
installed level, plumb, and true to line, in locations shown on the 
drawings.  Cabinets and other laminate clad casework assemblies shall be 
attached and anchored securely to the floor and walls with mechanical 
fasteners that are appropriate for the wall and floor construction.

3.1.1   Anchoring Systems

3.1.1.1   Floor

Anchoring and mechanical fasteners shall not be visible from the finished 
side of the casework assembly.  Countertop assemblies shall be attached to 
anchored bases without visible fasteners.  Where assembly abutts a wall 
surface, anchoring shall include a minimum 1/2 inch thick lumber or panel 
product hanging strip, minimum 2-1/2 inch width; securely attached to the 
top of the wall side of the cabinet back.

3.1.1.2   Wall

Cabinet to be wall mounted shall utilize minimum 1/2 inch thick lumber or 
panel product hanging strips, minimum 2-1/2 inch width; securely attached 
to the wall side of the cabinet back, both top and bottom.

3.1.2   Countertops

Countertops shall be installed in locations as indicated on the drawings.  
Countertops shall be fastened to supporting casework structure with 
mechanical fasteners, hidden from view.  All joints formed by the 
countertop or countertop splash and adjacent wall surfaces shall be filled 
with a clear silicone caulk.

3.1.2.1   Loose Splashes

Loose side splashes shall be adhered to both the countertop surface 
perimeter and the adjacent wall surface with adhesives appropriate for the 
type of materials to be adhered.  Joints between the countertop surface and 
splash shall be filled with clear silicone caulk in a smooth consistent 
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concave bead.  Bead size shall be the minimum necessary to fill the joint 
and any surrounding voids or cracks.

3.1.3   Hardware

Casework hardware shall be installed in types and locations as indicated on 
the drawings.  Where fully concealed European-style hinges are specified to 
be used with particleboard or fiberboard doors, the use of plastic or 
synthetic insertion dowels shall be used to receive 3/16 inch "Euroscrews". 
 The use of wood screws without insertion dowels is prohibited.

3.1.4   Doors, Drawers and Removable Panels

The fitting of doors, drawers and removable panels shall be accomplished 
within target fitting tolerances for gaps and flushness in accordance with 
AWI Qual Stds premium grade requirements.

    -- End of Section --
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SECTION 06650

SOLID POLYMER (SOLID SURFACING) FABRICATIONS
10/00

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI A136.1 (1992) Organic Adhesives for Installation 
of Ceramic Tile

ANSI Z124.3 (1995) Plastic Lavatories

ANSI Z124.6 (1997) Plastic Sinks

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 570 (1998) Water Absorption of Plastics

ASTM D 638 (1999) Tensile Properties of Plastics

ASTM D 696 (1998) Coefficient of Linear Thermal 
Expansion of Plastics Between Minus 30 
degrees C and 30 degrees C

ASTM D 2583 (1995) Indentation Hardness of Rigid 
Plastics by Means of a Barcol Impressor

ASTM E 84 (1999) Surface Burning Characteristics of 
Building Materials

ASTM G 21 (1996) Determining Resistance of Synthetic 
Polymeric Materials to Fungi

ASTM G 22 (1976; R 1996) Determining Resistance of 
Plastics to Bacteria 

1.2   GENERAL DESCRIPTION

Work in this section includes countertops, benches, and other items 
utilizing solid polymer fabrication as shown on the drawings and as 
described in this specification.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
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submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Shop Drawings; G, RE

  Shop Drawings indicating locations, dimensions, component sizes, 
fabrication and joint details, attachment provisions, installation 
details, and coordination requirements with adjacent work.

SD-03 Product Data

Solid polymer material; G, RE

  Product data indicating product description, fabrication 
information, and compliance with specified performance 
requirements for solid polymer, joint adhesive, sealants, and heat 
reflective tape.  Both the manufacturer of materials and the 
fabricator shall submit a detailed description of operations and 
processes in place that support efficient use of natural 
resources, energy efficiency, emissions of ozone depleting 
chemicals, management of water and operational waste, indoor 
environmental quality, and other production techniques supporting 
sustainable design and products.

SD-04 Samples

Material; G, RE

  A minimum 4 by 4 inch sample of each color and pattern for 
approval.  Samples shall indicate full range of color and pattern 
variation.  Approved samples shall be retained as a standard for 
this work.

SD-06 Test Reports

Solid polymer material; G, RE

  Test report results from an independent testing laboratory 
attesting that the submitted solid polymer material meets or 
exceeds each of the specified performance requirements.

SD-07 Certificates

Fabrications; G, RE
Qualifications; IO

  Solid polymer manufacturer's certification attesting to 
fabricator qualification approval.

SD-10 Operations and Maintenance Data

Solid polymer material; IO
Clean-up; IO

  A minimum of six copies of maintenance data indicating 
manufacturer's care, repair and cleaning instructions.  
Maintenance video shall be provided,if available.  Maintenance kit 
for matte finishes shall be submitted.
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1.4   DELIVERY, STORAGE AND HANDLING

Materials shall not be delivered to project site until areas are ready for 
installation.  Materials shall be stored indoors and adequate precautions 
taken to prevent damage to finished surfaces. Protective coverings shall be 
provided to prevent physical damage or staining following installation, for 
duration of project.

1.5   WARRANTY

Manufacturer's warranty of ten years against defects in materials, 
excluding damages caused by physical or chemical abuse or excessive heat, 
shall be provided.  Warranty shall provide for material and labor for 
replacement or repair of defective material for a period of ten years after 
component installation.

1.6   QUALIFICATIONS

To insure warranty coverage, solid polymer fabricators shall be certified 
to fabricate by the solid polymer material manufacturer being utilized.  
All fabrications shall be marked with the fabricator's certification label 
affixed in an inconspicuous location.  Fabricators shall have a minimum of 
5 years of experience working with solid polymer materials.

PART 2   PRODUCTS

2.1   MATERIAL

Solid polymer material shall be a homogeneous filled solid polymer; not 
coated, laminated or of a composite construction; meeting ANSI Z124.3 and 
ANSI Z124.6 requirements.  Material shall have minimum physical and 
performance properties specified.  Superficial damage to a depth of 1/32 
inch shall be repairable by sanding or polishing.  Material thickness shall 
be as indicated on the drawings.  In no case shall material be less than 
1/4 inch in thickness.

2.1.1   Cast,100 Percent Acrylic Polymer Solid Surfacing Material

Cast, 100 percent acrylic solid polymer material shall be composed of 
acrylic polymer, mineral fillers, and pigments and shall meet the following 
minimum performance requirements:

PROPERTY                 REQUIREMENT                TEST PROCEDURE
                          (min. or max.)

Tensile Strength         5800 psi (min.)              ASTM D 638

Hardness                 55-Barcol                    ASTM D 2583
                          Impressor (min.)

Thermal Expansion        .000023 in/in/F (max.)       ASTM D 696

Mold & Mildew           No growth                    ASTM G 21
  Growth
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PROPERTY                 REQUIREMENT                TEST PROCEDURE
                          (min. or max.)
Bacteria Growth         No Growth                    ASTM G 22

Liquid
 Absorption                   
 (Weight in 24 hrs.)    0.1% max.                    ASTM D 570

Flammability                                         ASTM E 84

 Flame Spread           25 max.
 Smoke Developed        30 max 

2.1.2   Acrylic-modified Polymer Solid Surfacing Material

Cast, solid polymer material shall be composed of a formulation containing 
acrylic and polyester polymers, mineral fillers, and pigments.  Acrylic 
polymer content shall be not less than 5 percent and not more than 10 
percent in order to meet the following minimum performance requirements:

PROPERTY                   REQUIREMENT              TEST PROCEDURE
                          (min. or max.)

Tensile Strength         4100 psi (min.)              ASTM D 638

Hardness                 50-Barcol                    ASTM D 2583
                          Impressor (min.)

Thermal Expansion        .000023 in/in/F (max.)       ASTM D 696

Boiling water            No Change                    NEMA LD 3-3.05
 Surface Resistance

High Temperature         No Change                    NEMA LD 3-3.06
 Resistance

Impact Resistance                                     NEMA LD 3-303
 (Ball drop)                                     

  1/4" sheet            36", 1/2 lb
                          ball, no failure

  1/2" sheet            140", 1/2 lb
                          ball, no failure

  3/4" sheet            200", 1/2 lb
                          ball, no failure

Mold & Mildew           No growth                    ASTM G 21
  Growth

Bacteria Growth         No Growth                    ASTM G 22

Liquid
 Absorption                   
 (Weight in 24 hrs.)    0.6% max.                    ASTM D 570
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PROPERTY                   REQUIREMENT              TEST PROCEDURE
                          (min. or max.)
Flammability                                         ASTM E 84

 Flame Spread           25 max.
 Smoke Developed        100 max 

2.1.3   Material Patterns and Colors

Patterns and colors for all solid polymer components and fabrications shall 
be those indicated on the project color schedule.  Pattern and color shall 
occur, and shall be consistent in appearance, throughout the entire depth 
(thickness) of the solid polymer material.

2.1.4   Surface Finish

Exposed finished surfaces and edges shall receive a uniform appearance.  
Exposed surface finish shall be matte; gloss rating of 5-20.

2.2   ACCESSORY PRODUCTS

Accessory products, as specified below, shall be manufactured by the solid 
polymer manufacturer or shall be products approved by the solid polymer 
manufacturer for use with the solid polymer materials being specified.

2.2.1   Seam Adhesive

Seam adhesive shall be a two-part adhesive kit to create permanent, 
inconspicuous, non-porous, hard seams and joints by chemical bond between 
solid polymer materials and components to create a monolithic appearance of 
the fabrication.  Adhesive shall be approved by the solid polymer 
manufacturer.  Adhesive shall be color-matched to the surfaces being bonded 
where solid-colored, solid polymer materials are being bonded together.  
The seam adhesive shall be clear or color matched where particulate 
patterned, solid polymer materials are being bonded together.

2.2.2   Panel Adhesive

Panel adhesive shall be neoprene based panel adhesive meeting ANSI A136.1, 
Underwriter's Laboratories (UL) listed.  This adhesive shall be used to 
bond solid polymer components to adjacent and underlying substrates.

2.2.3   Silicone Sealant

Sealant shall be a mildew-resistant, FDA and UL listed silicone sealant or 
caulk in a clear formulation.  The silicone sealant shall be approved for 
use by the solid polymer manufacturer.  Sealant shall be used to seal all 
expansion joints between solid polymer components and all joints between 
solid polymer components and other adjacent surfaces such as walls, floors, 
ceiling, and plumbing fixtures.

2.3   FABRICATIONS

Components shall be factory or shop fabricated to the greatest extent 
practical to sizes and shapes indicated, in accordance with approved Shop 
Drawings and manufacturer's requirements.  Factory cutouts shall be 
provided for sinks, lavatories, and plumbing fixtures where indicated on 
the drawings.  Contours and radii shall be routed to template, with edges 
smooth.  Defective and inaccurate work will be rejected.
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2.3.1   Joints and Seams

Joints and seams shall be formed between solid polymer components using 
manufacturer's approved seam adhesive.  Joints shall be inconspicuous in 
appearance and without voids to create a monolithic appearance.

2.3.2   Edge Finishing

Rout and finish component edges to a smooth, uniform appearance and finish. 
 Edge shapes and treatments, including any inserts, shall be as detailed on 
the drawings.  Rout all cutouts, then sand all edges smooth.  Repair or 
reject defective or inaccurate work.

2.3.3   Bench Tops and Shower Seats

Bench tops and shower seats shall be fabricated from minimum 1 inch thick 
solid polymer material.  Dimensions, edge shape, and other details shall be 
as indicated on drawings.

2.3.4   Permanently Attached Backsplash

Permanently attached backsplashes shall be attached with seam adhesive and 
to form a radiused coved transition from countertop to backsplash.

2.3.5   End Splashes

End splashes shall be provided loose for installation at the jobsite after 
horizontal surfaces to which they are to be attached have been installed.

2.3.6   Knee Braces

Braces and wall support brackets shall be fabricated from 3/4 inch thick 
solid surfacing, solid polymer material.  Dimensions, edge shape, and other 
details shall be as indicated on the drawings.

2.3.7   Window Stools

Window stools shall be fabricated from 1/2 inch thick solid surfacing, 
solid polymer material.  Dimensions, edge shape, and other details shall be 
as indicated on the drawings.

2.3.8   Counter and Vanity Tops

All solid surfacing, solid polymer counter top and vanity top components 
shall be fabricated from 3/4 inch thick material.  Edge details, 
dimensions, locations, and quantities shall be as indicated on the 
Drawings.  Counter tops shall be complete with 4 inch high permanently 
attached with coved transition backsplash and loose endsplashes where 
indicated on the drawings.  Attach 2 inch wide reinforcing strip of polymer 
material under each horizontal counter top seam.

2.3.8.1   Vanity Tops With Bowls
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A. Solid Polymer Bowl

  Solid polymer bowls shall be a solid polymer manufacturer's standard, 
pre-molded product specifically designed for attachment to solid 
polymer counter tops. Color shall match the countertop.

2.3.9   Toilet Partitions

Toilet partitions shall be fabricated from 1 inch thick solid polymer 
material.  Dimensions, edge shape, and other details shall be as indicated 
on drawings.

PART 3   EXECUTION

3.1   COORDINATION

In most instances, installation of solid polymer fabricated components and 
assemblies will require strong, correctly located structural support 
provided by other trades.  To provide a stable, sound, secure installation, 
close coordination is required between the solid polymer 
fabricator/installer and other trades to insure that necessary structural 
wall support, cabinet counter top structural support, proper clearances, 
and other supporting components are provided for the installation of wall 
panels, countertops, shelving, and all other solid polymer fabrications to 
the degree and extent recommended by the solid polymer manufacturer.  
Contractor shall appropriate staging areas for solid polymer fabrications.  
Solid polymer fabricator/installer shall coordinate faucet locations and 
rough-ins with the plumbing contractor.  Solid polymer fabricator/installer 
will provide hole in counter and vanity tops for the installation of toilet 
accessories.

3.2   INSTALLATION

3.2.1   Components

All components and fabricated units shall be installed plumb, level, and 
rigid.  Field joints between solid polymer components to provide a 
monolithic appearance shall be made using solid polymer manufacturer's 
approved seam adhesives, with joints inconspicuous in the finished work.   
Solid polymer sinks and bowls shall be installed using a color-matched seam 
adhesive.  Plumbing connections to sinks and lavatories shall be made in 
accordance with Section 15400 PLUMBING, GENERAL PURPOSE.

3.2.1.1   Loose Counter Top Splashes

Loose splashes shall be mounted in locations as noted on the drawings.  
Loose splashes shall be adhered to the counter top with a color matched 
silicone sealant when the solid polymer components are solid colors.  
Adhesion of particulate patterned solid polymer splashes to counter tops 
shall utilize a clear silicone sealant.

3.2.2   Plumbing

Plumbing connections to sinks and lavatories shall be made in accordance 
with Section 15400.

3.3   CLEAN-UP

Components shall be cleaned after installation and covered to protect 
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against damage during completion of the remaining project items.  
Components damaged after installation by other trades will be repaired or 
replaced at the General Contractor's cost.  Component supplier will provide 
a repair/replace cost estimate to the General Contractor who shall approve 
estimate before repairs are made.

        -- End of Section --
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SECTION 07112

BITUMINOUS DAMPPROOFING
09/99

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 41 (1994) Asphalt Primer Used in Roofing, 
Dampproofing, and Waterproofing

ASTM D 4263 (1983; R 1993) Indicating Moisture in 
Concrete by Plastic Sheet Method

ASTM D 4479 (1993) Asphalt Roof Coating - Asbestos Free

1.2   DELIVERY AND STORAGE

Deliver materials in sealed containers bearing manufacturer's original 
labels.  Labels shall include date of manufacture, contents of each 
container, performance standards that apply to the contents and recommended 
shelf life.

PART 2   PRODUCTS

2.1   ASPHALT PRIMER

ASTM D 41.

2.2   FIBROUS ASPHALT

ASTM D 4479, Type I for horizontal surfaces, Type II for vertical surfaces.

PART 3   EXECUTION

3.1   SURFACE PREPARATION

Clean concrete and masonry surfaces to receive dampproofing of foreign 
matter and loose particles. Apply dampproofing to clean dry surfaces.  
Moisture test in accordance with ASTM D 4263.  If test indicates moisture, 
allow a minimum of 7 additional days after test completion for curing.  If 
moisture still exists, redo test until substrate is dry.

3.2   APPLICATION

Prime surfaces to receive asphaltic dampproofing unless recommended 
otherwise by dampproofing materials manufacturer.  Apply dampproofing after 
priming coat is dry, but prior to any deterioration of primed surface, and 
when ambient temperature is above 40 degrees F.
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3.2.1   Surface Priming

Prime surfaces to receive fibrous asphalt dampproofing with asphalt primer. 
 Apply primer when ambient temperature is above 40 degrees F and at rate of 
approximately one gallon per 100 square feet, fully covering entire surface 
to be dampproofed.

3.2.2   Cold-Application Method

Apply two coats of fibrous asphalt to surface to be dampproofed.  Apply 
each coat uniformly using not less than one gallon fibrous asphalt per 50 
square feet.  Apply first coast by brush or spray to provide full bond with 
primed surface.  Brush or spray second coat over thoroughly dry first coat 
unless recommended otherwise by dampproofing materials manufacturer.  
Provide finish surface that is of uniform thickness and impervious to 
moisture.  Recoat porous areas.

       -- End of Section --
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SECTION 07214N

BOARD AND BLOCK INSULATION
09/99

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 578 (1995) Rigid, Cellular Polystyrene Thermal 
Insulation

ASTM D 1621 (1994) Compressive Properties of Rigid 
Cellular Plastics

ASTM D 3833/D 3833M (1996) Water Vapor Transmission of 
Pressure-Sensitive Tapes

ASTM E 84 (1998) Surface Burning Characteristics of 
Building Materials

ASTM E 96 (1995) Water Vapor Transmission of 
Materials

ASTM E 136 (1996; Rev. A) Behavior of Materials in a 
Vertical Tube Furnace at 750 Degrees C

ASTM E 154 (1988; R 1993) Water Vapor Retarders Used 
in Contact with Earth Under Concrete 
Slabs, on Walls, or as Ground Cover

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 31 (1997) Installation of Oil Burning 
Equipment

NFPA 54 (1996) National Fuel Gas Code

NFPA 70 (1999) National Electrical Code

1.2   SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal 
Procedures."

SD-03 Product Data

Block or board insulation; G, RE

Vapor retarder
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Pressure sensitive tape

Accessories

SD-08 Manufacturer's Instructions

Block or Board Insulation

Adhesive

1.3   DELIVERY, STORAGE, AND HANDLING

1.3.1   Delivery

Deliver materials to the site in original sealed wrapping bearing 
manufacturer's name and brand designation, specification number, type, 
grade, R-value, and class.  Store and handle to protect from damage.  Do 
not allow insulation materials to become wet, soiled, crushed, or covered 
with ice or snow.  Comply with manufacturer's recommendations for handling, 
storing, and protecting of materials before and during installation.

1.3.2   Storage

Inspect materials delivered to the site for damage; unload and store out of 
weather in manufacturer's original packaging.  Store only in dry locations, 
not subject to open flames or sparks, and easily accessible for inspection 
and handling.

PART 2   PRODUCTS

2.1   BLOCK OR BOARD INSULATION

Provide only thermal insulating materials recommended by manufacturer for 
type of application indicated.  Provide board or block thermal insulation 
conforming to the following standards and the physical properties listed 
below:

a.  Extruded Preformed Cellular Polystyrene:  ASTM C 578

2.1.1   Thermal Resistance

Wall R-10, Floor Perimeter R-10.

2.1.2   Fire Protection Requirement

a.  Flame spread index of 75 or less when tested in accordance with 
ASTM E 84.

b.  Smoke developed index of 150 or less when tested in accordance 
with ASTM E 84.

2.1.3   Other Material Properties

Provide thermal insulating materials with the following properties:

a.  Rigid cellular plastics:  Compressive Resistance at Yield:  Not 
less than 10 pounds per square inch (psi) when measured according 
to ASTM D 1621.
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b.  Water Vapor Permeance:  Not more than 1.1 Perms or less when 
measured according to ASTM E 96, desiccant method, in the 
thickness required to provide the specified thermal resistance, 
including facings, if any.

c.  Water Absorption:  Not more than 2 percent by total immersion, by 
volume, when measured according to ATM C 272.

2.1.4   Prohibited Materials

Do not provide materials containing more than one percent of asbestos.

2.2   VAPOR RETARDER AND DAMPPROOFING

2.2.1   Dampproofing for Masonry Cavity Walls

Bituminous material is specified in Section 07112N, "Bituminous 
Dampproofing."

2.2.2   Vapor Retarder under Floor Slab

a.  Water vapor permeance:   0.2 Perm or less when tested in 
accordance with ASTM E 96.

b.  Puncture resistance:  Maximum load no less than 40 pounds when 
tested according to ASTM E 154.

2.3   PRESSURE SENSITIVE TAPE

As recommended by manufacturer of vapor retarder and having a water vapor 
permeance rating of one perm or less when tested in accordance with ASTM D 
3833/D 3833M.

2.4   ACCESSORIES

2.4.1   Adhesive

As recommended by insulation manufacturer.

2.4.2   Mechanical Fasteners

Corrosion resistant fasteners as recommended by the insulation manufacturer.

PART 3   EXECUTION

3.1   EXISTING CONDITIONS

Before installing insulation, ensure that all areas that will be in contact 
with the insulation are dry and free of projections which could cause 
voids, compressed insulation, or punctured vapor retarders.  If installing 
perimeter or under slab insulation, check that the fill is flat, smooth, 
dry, and well tamped. If moisture or other conditions are found that do not 
allow the proper installation of the insulation, do not proceed but notify 
the Contracting Officer of such conditions.

3.2   PREPARATION

3.2.1   Blocking Around Heat Producing Devices
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Unless using insulation board that passes ASTM E 136 in addition to the 
requirements in Part 2, install non-combustible blocking around heat 
producing devices to provide the following clearances:

a.  Recessed lighting fixtures, including wiring compartments, 
ballasts, and other heat producing devices, unless certified for 
installation surrounded by insulation:  3 inches from outside face 
of fixtures and devices or as required by NFPA 70and, if 
insulation is to be placed above fixture or device, 24 inches 
above fixture.

b.  Gas Fired Appliances:  Clearances as required in NFPA 54.

c.  Oil Fired Appliances:  Clearances as required in NFPA 31.

Blocking is not required if chimneys or flues are certified by the 
Manufacturer for use in contact with insulating materials.

3.3   INSTALLATION

3.3.1   Insulation Board

Install and handle insulation in accordance with the manufacturer's 
installation instructions.  Keep material dry and free of extraneous 
materials.  Observe safe work practices.

3.3.2   Electrical Wiring

Do not install insulation in a manner that would sandwich electrical wiring 
between two layers of insulation.

3.3.3   Continuity of Insulation

Butt tightly against adjoining boards, headers and obstructions.  Provide 
continuity and integrity of insulation at corners, wall to ceiling joint, 
roof, and floor.  Avoid creating any thermal bridges or voids.

3.4   INSTALLATION ON WALLS

3.4.1   Installation on Masonry Walls

Apply board directly to masonry with adhesive or fasteners as recommended 
by the insulation manufacturer.  Fit between obstructions without impaling 
board on ties or anchors.  Apply in parallel courses with joints breaking 
midway over course below.  Put ends in moderate contact with adjoining 
insulation without forcing.  Cut and shape as required to fit around wall 
penetrations, projections, and openings to accommodate conduit or other 
services.  Seal around cut-outs with sealant.  Install board in wall 
cavities so that it leaves at least a nominal one inch free air space 
outside of the insulation to allow for cavity drainage.

3.4.2   Adhesive Attachment to Masonry Walls

Apply adhesive to wall and completely cover wall with insulation.

a.  As recommended by the insulation manufacturer.

b.  Use only full back method for pieces of one square foot or less.
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c.  Butt all edges of insulation and seal edges with tape.

3.5   PERIMETER AND UNDER SLAB INSULATION

Install perimeter thermal insulation where heated spaces are adjacent to 
exterior walls and along slab edges in slab-on-grade or floating-slab 
construction as shown in drawings.

3.5.1   Manufacturer's Instructions

Install, attach, tape edges, provide vapor retarder and other requirements 
such as protection against vermin, insects, damage during construction as 
recommended in manufacturer's instructions.

3.5.2   Insulation Under Slab

Provide insulation horizontally under slab on grade as indicated.  Install 
insulation on top of vapor retarder and turn retarder up over the outside 
edge of insulation to top of slab.

3.6   VAPOR RETARDER

Apply a continuous vapor retarder as indicated.  Overlap all joints at least
 6 inches and seal with pressure sensitive tape.  Repair punctures or tears 
and around all penetrations with pressure sensitive tape.

       -- End of Section --
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SECTION 07220N

ROOF AND DECK INSULATION
03/00

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 1289 (1998) Faced Rigid Cellular 
Polyisocyanurate Thermal Insulation Board

ASTM E 84 (1998) Surface Burning Characteristics of 
Building Materials

FACTORY MUTUAL ENGINEERING AND RESEARCH (FM)

FM A/S4470 (1986; R 1992) Class I Roof Covers

FM P7825 (1999) Approval Guide 

1.2   SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal 
Procedures."

SD-02 Shop Drawings

Tapered roof insulation used for roof crickets system; G

Provide a complete description of the procedures for the 
installation of each phase of the system indicating the type of 
materials, thicknesses, identity codes, sequence of laying 
insulation, location of ridges and valleys, special methods for 
cutting and fitting of insulation, and special precautions. The 
drawings shall be based on field measurements.

SD-03 Product Data

Fasteners; G

Insulation; G

SD-06 Test Reports

Flame spread and smoke developed ratings

Submit in accordance with ASTM E 84.

SD-07 Certificates
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Installer qualifications

SD-08 Manufacturer's Instructions

Nails and fasteners

Roof insulation, including field of roof and perimeter attachment 
requirements.

1.3   MANUFACTURER'S CERTIFICATE

Submit certificate from the insulation manufacturer attesting that the 
installer has the proper qualifications for installing tapered roof 
insulation systems.

1.4   DELIVERY, STORAGE, AND HANDLING

1.4.1   Delivery

Deliver materials to site in manufacturer's unopened and undamaged standard 
commercial containers bearing the following legible information:

a.  Name of manufacturer;

b.  Brand designation;

c.  Specification number, type, and class, as applicable, where 
materials are covered by a referenced specification; and

d.  Asphalt's flashpoint (FP), equiviscous temperature (EVT), and 
finished blowing temperature (FBT).

Deliver materials in sufficient quantity to allow continuity of the work.

1.4.2   Storage and Handling

Store and handle materials in a manner to protect from damage, exposure to 
open flame or other ignition sources, and from wetting, condensation or 
moisture absorption.  Store in an enclosed building or trailer that 
provides a dry, adequately ventilated environment.  Store felt rolls on 
ends.  For the 24 hours immediately before application of felts, store 
felts in an area maintained at a temperature no lower than 50 degrees F.  
Replace damaged material with new material.

1.5   ENVIRONMENTAL CONDITIONS

Do not install roof insulation during inclement weather or when air 
temperature is below 40 degrees F or when there is ice, frost, or moisture 
visible on the roof deck.

PART 2   PRODUCTS

2.1   INSULATION

2.1.1   Insulation Types

Roof insulation shall be one of the following materials and compatible with 
attachment methods for the specified insulation and roof membrane:
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a.  Polyisocyanurate Board:  ASTM C 1289 Type II, fibrous felt or 
glass mat membrane both sides, except minimum compressive strength 
shall be 20 pounds per square inch (psi).

2.1.2   Recovered Materials

Provide thermal insulation materials containing recycled materials to the 
extent practical.  The required minimum recycled material content for the 
listed materials are:

Polyisocyanurate/polyurethane:   9 percent recovered material

2.1.3   Insulation Thickness

As necessary to provide a thermal resistance (R value) of 20 or more.  
Thickness shall be based on the "R" value for aged insulation.  Insulation 
over steel decks shall satisfy both specified R value and minimum thickness 
for width of rib opening recommended in insulation manufacturer's published 
literature.

2.1.4   Tapered Roof Insulation

One layer of the tapered roof insulation assembly shall be factory tapered 
to a slope of not less than 1/2 inch per foot.  Provide starter and filler 
blocks as required to provide the total thickness of insulation necessary 
to meet the specified slope and thermal conductance. Mitered joints shall 
be factory fabricated and shall consist of two diagonally cut boards or one 
board shaped to provide the required slopes. Identify each piece of tapered 
insulation board by color or other identity coding system, allowing the 
identification of different sizes of tapered insulation board required to 
complete the roof insulation system.

2.2   FASTENERS

Flush-driven through flat round or hexagonal steel or plastic plates. Steel 
plates shall be zinc-coated, flat round not less than 1 3/8 inch diameter 
or hexagonal not less than 28 gage.  Plastic plates shall be high-density, 
molded thermoplastic with smooth top surface, reinforcing ribs and not less 
than 3 inches in diameter.  Fastener head shall recess fully into the 
plastic plate after it is driven.  Plates shall be formed to prevent 
dishing.  Do not use bell-or cup-shaped plates. Minimum withdrawal 
resistance of fasteners from deck shall be 120 lbs each in steel deck.

2.2.1   Fasteners for Steel Decks

Approved hardened penetrating fasteners or screws conforming to FM A/S4470 
and listed in FM P7825 for Class I roof deck construction.  Quantity and 
placement to withstand an uplift pressure of 4.31 kPa conforming to FM P7825.

2.3   Wood Nailers

Pressure-preservative-treated as specified in Section 06100N, "Rough 
Carpentry."  Provide treated wood nailers at roof edges, around curbs, and 
elsewhere as necessary to provide nailing for membrane and flashings as 
recommended by roofing manufacturer.

PART 3   EXECUTION
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3.1   EXAMINATION AND PREPARATION

3.1.1   Surface Inspection (New Roofing)

Surfaces shall be clean, smooth, and dry.  Check roof deck surfaces, 
including surfaces sloped to roof drains and outlets, for defects before 
starting work.  The Contractor shall inspect and approve the surfaces 
immediately before starting installation.  Prior to installing insulation, 
perform the following:

a.  Examine steel decks to ensure that panels are properly secured to 
structural members and to each other and that surfaces of top 
flanges are flat or slightly convex.

3.1.2   Surface Inspection (Roof Replacement)

Check all existing roof insulation for damage and moisture and for proper 
attachment.  Replace damaged or moisture-laden insulation using new rigid 
insulation boards of the same thickness and slope as the existing 
insulation.  Surfaces shall be smooth, clean, and dry.  Refer to unit 
pricing for insulation replacement in Bid Schedule.

3.2   INSULATION INSTALLATION

Apply insulation in two layers with staggered joints when total required 
thickness of insulation exceeds 1/2 inch.  Lay insulation so that 
continuous longitudinal joints are perpendicular to direction of roofing, 
and end joints of each course are staggered with those of adjoining 
courses.  When using multiple layers of insulation, joints of each 
succeeding layer shall be parallel and offset in both directions with 
respect to layer below.  Keep insulation 1/2 inch clear of vertical 
surfaces penetrating and projecting from roof surface.

3.2.1   Installation Using Only Mechanical Fasteners

Secure total thickness of insulation with penetrating type fasteners.

3.2.2   Special Precautions for Installation of Foam Insulation

3.2.2.1   Polyisocyanurate Insulation

Where polyisocyanurate foam board insulation is provided, install 1/2 inch 
thick wood fiberboard, glass mat gypsum roof board, or 3/4 inch thick 
expanded perlite board insulation over top surface of foam board 
insulation.  Stagger joints of insulation with respect to foam board 
insulation below.

3.3   PROTECTION

3.3.1   Protection of Applied Insulation

Completely cover each day's installation of insulation with the specified 
finished roofing on same day.  Do not permit phased construction.  Protect 
open ends of each day's work with temporary water cutoffs, and remove when 
work is resumed.  Protect open spaces between insulation and parapets or 
other walls and spaces at curbs, scuttles, and expansion joints, until 
permanent roofing and flashing are applied.  Do not permit storing, 
walking, wheeling, or trucking directly on insulation or on roofed 
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surfaces.  Provide smooth, clean board or plank walkways, runways, and 
platforms near supports, as necessary, to distribute weight to conform to 
indicated live load limits of roof construction.

3.3.2   Damaged Work and Materials

Restore work and materials that become damaged during construction to 
original condition or replace with new materials.

       -- End of Section --
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SECTION 07416A

STRUCTURAL STANDING SEAM METAL ROOF (SSSMR) SYSTEM
11/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ALUMINUM ASSOCIATION (AA)

AA Design Manual (2000) Aluminum Design Manual:  
Specification & Guidelines for Aluminum 
Structures

AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC)

AISC ASD Spec S335 (1989) Specification for Structural Steel 
Buildings - Allowable Stress Design, 
Plastic Design

AMERICAN IRON AND STEEL INSTITUTE (AISI)

AISI Cold-Formed Mnl (1996) Cold-Formed Steel Design Manual

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 463/A 463M (2000) Steel Sheet, Aluminum-Coated, by 
the Hot-Dip Process

ASTM A 653/A 653M (2000) Steel Sheet, Zinc-Coated 
(Galvanized) or Zinc-Iron Alloy-Coated 
(Galvannealed) by the Hot-Dip Process

ASTM A 792/A 792M (1999) Steel Sheet, 55% Aluminum-Zinc 
Alloy-Coated by the Hot-Dip Process

ASTM B 209 (2000) Aluminum and Aluminum-Alloy Sheet 
and Plate

ASTM C 1177/C 1177M (1999) Glass Mat Gypsum Substrate for Use 
as Sheathing

ASTM C 1289 (1998) Faced Rigid Cellular 
Polyisocyanurate Thermal Insulation Board

ASTM C 518 (1998) Steady-State Heat Flux Measurements 
and Thermal Transmission Properties by 
Means of the Heat Flow Meter Apparatus

ASTM C 991 (1998) Flexible Glass Fiber Insulation for 
Pre-Engineered Metal Buildings
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ASTM D 1308 (1987; R 1998) Effect of Household 
Chemicals on Clear and Pigmented Organic 
Finishes

ASTM D 1654 (1992) Evaluation of Painted or Coated 
Specimens Subjected to Corrosive 
Environments

ASTM D 2244 (1995) Calculation of Color Differences 
from Instrumentally Measured Color 
Coordinates

ASTM D 2247 (1999) Testing Water Resistance of 
Coatings in 100% Relative Humidity

ASTM D 2794 (1993; R 1999el) Resistance of Organic 
Coatings to the Effects of Rapid 
Deformation (Impact)

ASTM D 3359 (1997) Measuring Adhesion by Tape Test

ASTM D 4214 (1998) Evaluating Degree of Chalking of 
Exterior Paint Films

ASTM D 4397 (1996) Polyethylene Sheeting for 
Construction, Industrial, and Agricultural 
Applications

ASTM D 522 (1993a) Mandrel Bend Test of Attached 
Organic Coatings

ASTM D 523 (1989; R 1999) Specular Gloss

ASTM D 5894 (1996) Standard Practice for Cyclic Salt 
Fog/UV Exposure of Painted Metal, 
(Alternating Exposures in a Fog/Dry 
Cabinet and a UV/Condensation Cabinet)

ASTM D 610 (1995) Evaluating Degree of Rusting on 
Painted Steel Surfaces

ASTM D 714 (1987; R 1994el) Evaluating Degree of 
Blistering of Paints

ASTM D 968 (1993) Abrasion Resistance of Organic 
Coatings by Falling Abrasive

ASTM E 1592 (1998) Structural Performance of Sheet 
Metal Roof and Siding Systems by Uniform 
Static Air Pressure Difference

ASTM E 84 (2000a) Surface Burning Characteristics of 
Building Materials

ASTM E 96 (2000) Water Vapor Transmission of 
Materials

ASTM G 154 (2000ael) Standard Practice for Operating 
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Fluorescent Light Apparatus for UV 
Exposure of Nonmetallic Materials

AMERICAN SOCIETY OF CIVIL ENGINEERS (ASCE)

ASCE 7 (1998) Minimum Design Loads for Buildings 
and Other Structures

STEEL JOIST INSTITUTE (SJI)

SJI Specs & Tables (1994) Standard Specifications Load Tables 
and Weight Tables for Steel Joists and 
Joist Girders 

 
1.2   GENERAL REQUIREMENTS

The Contractor shall furnish a commercially available roofing system which 
satisfies all requirements contained herein and has been verified by load 
testing and independent design analyses to meet the specified design 
requirements.

1.2.1   Structural Standing Seam Metal Roof (SSSMR) System

The SSSMR system covered under this specification shall include the entire 
roofing system; the standing seam metal roof panels, fasteners, connectors, 
roof securement components, and assemblies tested and approved in 
accordance with ASTM E 1592.  In addition, the system shall consist of 
panel finishes, slip sheet, insulation, vapor retarder, all accessories, 
components, and trim and all connections with roof panels.  This includes 
roof penetration items such as vents, curbs, skylights; interior or 
exterior gutters and downspouts; eaves, ridge, hip, valley, rake, gable, 
wall, or other roof system flashings installed and any other components 
specified within this contract to provide a weathertight roof system.

1.2.2   Manufacturer

The SSSMR system shall be the product of a manufacturer who has been in the 
practice of manufacturing and designing SSSMR systems for a period of not 
less than 3 years and has been involved in at least five projects similar 
in size and complexity to this project.

1.2.3   Installer

The installer shall be certified by the SSSMR system manufacturer to have 
experience in installing at least three projects that are of comparable 
size, scope and complexity as this project for the particular roof system 
furnished.  The installer may be either employed by the manufacturer or be 
an independent installer.

1.3   DESIGN REQUIREMENTS

The design of the SSSMR system shall be provided by the Contractor as a 
complete system.  Members and connections not indicated on the drawings 
shall be designed by the Contractor.  Roof panels, components, transitions, 
accessories, and assemblies shall be supplied by the same roofing system 
manufacturer.

1.3.1   Design Criteria
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Design criteria shall be in accordance with ASCE 7.

1.3.2   Dead Loads

The dead load shall be the weight of the SSSMR system.  Collateral loads 
such as sprinklers, mechanical and electrical systems, and ceilings shall 
not be attached to the panels.

1.3.3   Live Loads

1.3.3.1   Concentrated Loads

The panels and anchor clips shall be capable of supporting a 300 pound 
concentrated load.  The concentrated load shall be applied at the panel 
midspan and will be resisted by a single standing seam metal roof panel 
assumed to be acting as a beam.  The undeformed shape of the panel shall be 
used to determine the section properties.

1.3.3.2   Uniform Loads

The panels and concealed anchor clips shall be capable of supporting a 
minimum uniform live load of [20] [_____] psf.

1.3.4   Roof Snow Loads

The design roof snow loads shall be as shown on the contract drawings.

1.3.5   Wind Loads

The design wind uplift pressure for the roof system shall be as shown on 
the contract drawings.  The design uplift force for each connection 
assembly shall be that pressure given for the area under consideration, 
multiplied by the tributary load area of the connection assembly.  The 
safety factor listed below shall be applied to the design force and 
compared against the ultimate capacity.  Prying shall be considered when 
figuring fastener design loads.

     a.  Single fastener in each connection.........3.0

     b.  Two or more fasteners in each connection...2.25

1.3.6   Thermal Loads

Roof panels shall be free to move in response to the expansion and 
contraction forces resulting from a total temperature range of [_____] 
degrees F during the life of the structure.

1.3.7   Framing Members Supporting the SSSMR System

Any additions/revisions to framing members supporting the SSSMR system to 
accommodate the manufacturer/fabricator's design shall be the Contractor's 
responsibility and shall be submitted for review and approval.  New or 
revised framing members and their connections shall be designed in 
accordance with [AISC ASD Spec S335] [AISI Cold-Formed Mnl] [SJI Specs & 
Tables].  Maximum deflection under applied live load, snow, or wind load 
shall not exceed 1/180 of the span length.

1.3.8   Roof Panels Design

SECTION 07416a  Page 6



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

Steel panels shall be designed in accordance with AISI Cold-Formed Mnl.  
Aluminum panels shall be designed in accordance with AA Design Manual.  The 
structural section properties used in the design of the panels shall be 
determined using the unloaded shape of the roof panels.  The calculated 
panel deflection from concentrated loads shall not exceed 1/180 of the span 
length.  The calculated panel deflection under applied live load, snow, or 
wind load shall not exceed 1/180 times the span length.  Deflections shall 
be based on panels being continuous across three or more supports.  
Deflection shall be calculated and measured along the major ribs of the 
panels.

1.3.9   Accessories and Their Fasteners

Accessories and their fasteners shall be capable of resisting the specified 
design wind uplift forces and shall allow for thermal movement of the roof 
panel system.  Exposed fasteners shall not restrict free movement of the 
roof panel system resulting from thermal forces.  There shall be a minimum 
of two fasteners per clip.  Single fasteners with a minimum diameter of 3/8 
inch will be allowed when the supporting structural members are prepunched 
or predrilled.

1.4   PERFORMANCE REQUIREMENTS

The SSSMR shall be tested for wind uplift resistance in accordance with 
ASTM E 1592; SSSMR systems previously tested and approved by the Corps of 
Engineers' STANDARD TEST METHOD FOR STRUCTURAL PERFORMANCE OF SSMRS BY 
UNIFORM STATIC AIR PRESSURE DIFFERENCE may be acceptable.  Two tests shall 
be performed.  Test 1 shall simulate the edge condition with one end having 
crosswise restraint and other end free of crosswise restraint.  The maximum 
span length for the edge condition shall be 30 inches.  Test 2 shall 
simulate the interior condition with both ends free of crosswise restraint. 
 The maximum span length for the interior condition shall be 5.0 feet.  
External reinforcement, such as clamps on the ribs, [may] [shall not] be 
installed to improve uplift resistance.  Bolts through seams shall not be 
installed.

1.5   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Drawings

Structural Standing Seam Metal Roof System; G, [_____].

  Metal roofing drawings and specifications and erection drawings; 
shop coating and finishing specifications; and other data as 
necessary to clearly describe design, materials, sizes, layouts, 
standing seam configuration, construction details, provisions for 
thermal movement, line of panel fixity, fastener sizes and 
spacings, sealants and erection procedures.  Drawings shall 
reflect the intent of the architectural detailing using the 
manufacturer's proprietary products and fabricated items as 
required.  The SSSMR system shop drawings shall be provided by the 
metal roofing manufacturer.
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SD-03 Product Data

Design Analysis; G, [_____].

  Design analysis signed by a Registered Professional Engineer 
employed by the SSSMR manufacturer.  The design analysis shall 
include a list of the design loads, and complete calculations for 
the support system (when provided by the Contractor), roofing 
system and its components; valley designs, gutter/downspout 
calculations, screw pullout test results, and shall indicate how 
expected thermal movements are accommodated.

Qualifications; [_____], [_____].

  Qualifications of the manufacturer and installer.

SD-04 Samples

Accessories; [_____], [_____].

  One sample of each type of flashing, trim, closure, thermal 
spacer block, cap and similar items.  Size shall be sufficient to 
show construction and configuration.

Roof Panels; [_____], [_____].

  One piece of each type to be used, 9 inches long, full width.

Factory Color Finish; [_____], [_____].

  Three 3 by 5 inches samples of each type and color.

Fasteners; [_____], [_____].

  Two samples of each type to be used, with statement regarding 
intended use.  If so requested, random samples of bolts, nuts, and 
washers as delivered to the job site shall be taken in the 
presence of the Contracting Officer and provided to the 
Contracting Officer for testing to establish compliance with 
specified requirements.

Insulation; [_____], [_____].

  One piece, 12 by 12 inches, of each type and thickness to be 
used, with a label indicating the rated permeance (if faced) and 
R-values.  The flame spread, and smoke developed rating shall be 
shown on the label or provided in a letter of certification.

Gaskets and Insulating Compounds; [_____], [_____].

  Two samples of each type to be used and descriptive data.

Sealant; [_____], [_____].

  One sample, approximately 1 pound, and descriptive data.

Concealed Anchor Clips; [_____], [_____].
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  Two samples of each type used.

Subpurlins; [_____], [_____].

  One piece, 9 inches long.

EPDM Rubber Boots; [_____], [_____].

  One piece of each type.

SD-06 Test Reports

Test Report for Uplift Resistance of the SSSMR; G, [_____].

  The report shall include the following information:

     a.  Details of the SSSMR system showing the roof panel 
cross-section with dimensions and thickness.

     b.  Details of the anchor clip, dimensions, and thickness.

     c.  Type of fasteners, size, and the number required for each 
connection.

     d.  Purlins/subpurlins size and spacing used in the test.

     e.  Description of the seaming operation including equipment 
used.

     f.  Maximum allowable uplift pressures.  These pressures are 
determined from the ultimate load divided by a factor of safety 
equal to 1.65.

     g.  Any additional information required to identify the SSSMR 
system tested.

     h.  Signature and seal of an independent registered engineer 
who witnessed the test.

SD-07 Certificates

Structural Standing Seam Metal Roof System; [_____], [_____].

     a.  Certification that the actual thickness of uncoated 
sheets used in SSSMRS components including roofing panels, 
subpurlins, and concealed anchor clips complies with specified 
requirements.

     b.  Certification that materials used in the installation are 
mill certified.

     c.  Previous certification of SSSMR system tested under the 
Corps of Engineers' Standard Test Method in lieu of ASTM E 1592 
testing.

     d.  Certification that the sheets to be furnished are 
produced under a continuing quality control program and that a 
representative sample consisting of not less than three pieces has 
been tested and has met the quality standards specified for 
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factory color finish.

     e.  Certification of installer.  Installer certification 
shall be furnished.

     f.  Warranty certificate.  At the completion of the project 
the Contractor shall furnish signed copies of the 5-year Warranty 
for Structural Standing Seam Metal Roof (SSSMR) System, a sample 
copy of which is attached to this section, [and] the 20-year 
Manufacturer's Material Warranties, [and the manufacturer's 
20-year system weathertightness warranty].

Insulation; [_____], [_____].

  Certificate attesting that the polyisocyanurate insulation 
furnished for the project contains recovered material, and showing 
an estimated percent of such recovered material.

1.6   DELIVERY AND STORAGE

Materials shall be delivered to the site in a dry and undamaged condition 
and stored out of contact with the ground.  Materials shall be covered with 
weathertight coverings and kept dry.  Storage conditions shall provide good 
air circulation and protection from surface staining.

1.7   WARRANTIES

The SSSMR system shall be warranted as outlined below.  Any emergency 
temporary repairs conducted by the owner shall not negate the warranties.

1.7.1   Contractor's Weathertightness Warranty

The SSSMR system shall be warranted by the Contractor on a no penal sum 
basis for a period of five years against material and workmanship 
deficiencies; system deterioration caused by exposure to the elements 
and/or inadequate resistance to specified service design loads, water 
leaks, and wind uplift damage.  The SSSMR system covered under this 
warranty shall include the entire roofing system including, but not limited 
to, the standing seam metal roof panels, fasteners, connectors, roof 
securement components, and assemblies tested and approved in accordance 
with ASTM E 1592.  In addition, the system shall consist of panel finishes, 
slip sheet, insulation, vapor retarder, all accessories, components, and 
trim and all connections with roof panels.  This includes roof penetration 
items such as vents, curbs, and skylights; interior or exterior gutters and 
downspouts; eaves, ridge, hip, valley, rake, gable, wall, or other roof 
system flashings installed and any other components specified within this 
contract to provide a weathertight roof system; and items specified in 
other sections of these specifications that are part of the SSSMR system.  
All material and workmanship deficiencies, system deterioration caused by 
exposure to the elements and/or inadequate resistance to specified design 
loads, water leaks and wind uplift damage shall be repaired as approved by 
the Contracting Officer.  See the attached Contractor's required warranty 
for issue resolution of warrantable defects.  This warranty shall warrant 
and cover the entire cost of repair or replacement, including all material, 
labor, and related markups.  The Contractor shall supplement this warranty 
with written warranties from the installer and system manufacturer, which 
shall be submitted along with Contractor's warranty; however, the 
Contractor shall be ultimately responsible for this warranty.  The 
Contractor's written warranty shall be as outlined in attached WARRANTY FOR 
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STRUCTURAL STANDING SEAM METAL ROOF (SSSMR) SYSTEM, and shall start upon 
final acceptance of the facility.  It is required that the Contractor 
provide a separate bond in an amount equal to the installed total roofing 
system cost in favor of the owner (Government) covering the Contractor's 
warranty responsibilities effective throughout the five year Contractor's 
warranty period for the entire SSSMR system as outlined above.

1.7.2   Manufacturer's Material Warranties.

The Contractor shall furnish, in writing, the following manufacturer's 
material warranties which cover all SSSMR system components such as roof 
panels, anchor clips and fasteners, flashing, accessories, and trim, 
fabricated from coil material:

     a.  A manufacturer's 20 year material warranty warranting that the 
aluminum, zinc-coated steel, aluminum-zinc alloy coated steel or 
aluminum-coated steel as specified herein will not rupture, structurally 
fail, fracture, deteriorate, or become perforated under normal design 
atmospheric conditions and service design loads.  Liability under this 
warranty shall be limited exclusively to the cost of either repairing or 
replacing nonconforming, ruptured, perforated, or structurally failed coil 
material.

     b.  A manufacturer's 20 year exterior material finish warranty on the 
factory colored finish warranting that the finish, under normal atmospheric 
conditions at the site, will not crack, peel, or delaminate; chalk in 
excess of a numerical rating of eight, as determined by ASTM D 4214 test 
procedures; or change color in excess of five CIE or Hunter Lab color 
difference (delta E) units in accordance with ASTM D 2244.  Liability under 
this warranty is exclusively limited to refinishing with an air-drying 
version of the specified finish or replacing the defective coated material.

     c.  A roofing system manufacturer's 20 year system weathertightness 
warranty.

1.8   COORDINATION MEETING

A coordination meeting shall be held 30 days prior to the first submittal, 
for mutual understanding of the Structural Standing Seam Metal Roof (SSSMR) 
System contract requirements.  This meeting shall take place at the 
building site and shall include representatives from the Contractor, the 
roof system manufacturer, the roofing supplier, the erector, the SSSMR 
design engineer of record, and the Contracting Officer.  All items required 
by paragraph SUBMITTALS shall be discussed, including applicable standard 
manufacturer shop drawings, and the approval process.  The Contractor shall 
coordinate time and arrangements for the meeting.

PART 2   PRODUCTS

2.1   ROOF PANELS

Panels shall be [steel] [aluminum] and shall have a [factory color] [mill] 
finish.  Length of sheets shall be sufficient to cover the entire length of 
any unbroken roof slope for slope lengths that do not exceed 30 feet.  When 
length of run exceeds 30 feet and panel laps are provided, each sheet in 
the run shall extend over three or more supports.  Sheets longer than 100 
feet may be furnished if approved by the Contracting Officer.  Width of 
sheets shall provide not more than 24 inches of coverage in place.  SSSMR 
system with roofing panels greater than 12 inches in width shall have 
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standing seams rolled during installation by an electrically driven seaming 
machine.  Height of standing seams shall be not less than [_____] inches 
for rolled seam and [_____] inches for seams that are not rolled.

2.1.1   Steel Panels

Steel panels shall be zinc-coated steel conforming to ASTM A 653/A 653M; 
aluminum-zinc alloy coated steel conforming to ASTM A 792/A 792M, AZ [55] 
[50] coating; or aluminum-coated steel conforming to ASTM A 463/A 463M, 
Type 2, coating designation T2 65.  Zinc, zinc-aluminum alloy or aluminum 
coated panels shall be 0.023 inch thick minimum.  Panels shall be within 95 
percent of reported tested thickness as noted in wind uplift resistance 
testing required in paragraph PERFORMANCE REQUIREMENTS.  Prior to shipment, 
mill finish panels shall be treated with a passivating chemical to inhibit 
the formation of oxide corrosion products.  Panels that have become wet 
during shipment and have started to oxidize shall be rejected.

2.1.2   Aluminum Panels

Alloy conforming to ASTM B 209, temper as required for the forming 
operation, minimum 0.032 inch thick.

2.2   CONCEALED ANCHOR CLIPS

Concealed anchor clips shall be the same as the tested roofing system.  
Clip bases shall have factory punched or drilled holes for attachment.  
Clips shall be made from multiple pieces with the allowance for the total 
thermal movement required to take place within the clip.  Single piece 
clips may be acceptable when the manufacturer can substantiate that the 
system can accommodate the thermal cyclic movement under sustained live or 
snow loads.

2.3   ACCESSORIES

Flashing, trim, metal closure strips, caps and similar metal accessories 
shall be the manufacturer's standard products.  Exposed metal accessories 
shall be finished to match the panels furnished.  [Molded closure strips 
shall be bituminous-saturated fiber, closed-cell or solid-cell synthetic 
rubber or neoprene, or polyvinyl chloride premolded to match configuration 
of the panels and shall not absorb or retain water.] [Die cast metal 
closures shall be installed with double bead tape sealant and fasteners 
that stitch the panel to a 16 gage preformed backer plate to ensure a 
positive compression of the tape sealant.]  The use of a continuous angle 
butted to the panel ends to form a closure will not be allowed.

2.4   FASTENERS

Fasteners for steel roof panels shall be zinc-coated steel, aluminum, 
corrosion resisting steel, or nylon capped steel, type and size specified 
below or as otherwise approved for the applicable requirements.  Fasteners 
for aluminum roof panels shall be aluminum or corrosion resisting steel.  
Fasteners for structural connections shall provide both tensile and shear 
ultimate strengths of not less than 750 pounds per fastener.  Fasteners for 
accessories shall be the manufacturer's standard.  Exposed roof fasteners 
shall be sealed or have sealed washers on the exterior side of the roof to 
waterproof the fastener penetration.  Washer material shall be compatible 
with the roofing; have a minimum diameter of 3/8 inch for structural 
connections; and gasketed portion of fasteners or washers shall be neoprene 
or other equally durable elastomeric material approximately 1/8 inch thick. 
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 Exposed fasteners for factory color finished panels shall be factory 
finished to match the color of the panels.

2.4.1   Screws

Screws for attaching anchor devices shall be not less than No. 14.  Actual 
screw pull out test results shall be performed for the actual material gage 
and yield strength of the structural purlins or subpurlins to which the 
clip is to be anchored/attached.  Other screws shall be as recommended by 
the manufacturer to meet the strength design requirements of the panels.

2.4.2   Bolts

Bolts shall be not less than 1/4 inch diameter, shouldered or plain shank 
as required, with locking washers and nuts.

2.4.3   Structural Blind Fasteners

Blind screw-type expandable fasteners shall be not less than 1/4 inch 
diameter.  Blind (pop) rivets shall be not less than 9/32 inch minimum 
diameter.

2.5   SUBPURLINS

Cold formed supporting structural members/subpurlins shall have a minimum 
thickness of 0.059 inches and a minimum tensile yield strength of 50000 psi.
  Hot rolled structural members shall have a minimum thickness of 0.25 
inches and a minimum tensile yield strength of 36000 psi.  Subpurlins shall 
be [galvanized] [shop painted].

2.6   FACTORY COLOR FINISH

Panels shall have a factory applied [polyvinylidene fluoride] [_____] 
finish on the exposed side.  The exterior finish shall consist of a 
baked-on topcoat with an appropriate prime coat.  Color shall match the 
color indicated [on the drawings] [in Section 09915 COLOR SCHEDULE].  The 
exterior coating shall be a nominal [1] [2] mil thickness consisting of a 
topcoat of not less than 0.7 mil dry film thickness and the paint 
manufacturer's recommended primer of not less than [0.2] [1.0] mil 
thickness.  The interior color finish shall consist of [the same coating 
and dry film thickness as the exterior] [a nominal 1 mil thick [PVF2] 
[_____] finish otherwise the same as the exterior] [a backer coat with a 
dry film thickness of 0.5 mil] [a 0.2 mil thick prime coat].  The exterior 
color finish shall meet the test requirements specified below.

2.6.1   Salt Spray Test

A sample of the sheets shall withstand a cyclic corrosion test for a 
minimum of 2016 hours in accordance with ASTM D 5894, including the scribe 
requirement in the test.  Immediately upon removal of the panel from the 
test, the coating shall receive a rating of not less than 10, no 
blistering, as determined by ASTM D 714; 10, no rusting, as determined by 
ASTM D 610; and a rating of 6, over 21/16 to 1/8 inch failure at scribe, as 
determined by ASTM D 1654.

2.6.2   Formability Test

When subjected to testing in accordance with ASTM D 522 Method B,  1/8 inch 
diameter mandrel, the coating film shall show no evidence of cracking to 
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the naked eye.

2.6.3   Accelerated Weathering, Chalking Resistance and Color Change

A sample of the sheets shall be tested in accordance with ASTM G 154, test 
condition [UVA-340 lamp, 4h UV at 60 degrees C followed by 4h CON at 50 
degrees C] [UVA-340 lamp, 8h UV at 60 degrees C followed by 4h CON at 45 
degrees C] for [_____] total hours.  The coating shall withstand the 
weathering test without cracking, peeling, blistering, loss of adhesion of 
the protective coating, or corrosion of the base metal.  Protective coating 
with an adhesion rating less than 4B when tested in accordance with ASTM D 
3359, Test Method B, shall be considered as an area indicating loss of 
adhesion.  Following the accelerated weathering test, the coating shall 
have a chalk rating not less than No. 8 in accordance with ASTM D 4214 test 
procedures, and the color change shall not exceed 5 CIE or Hunter Lab color 
difference (delta E) units in accordance with ASTM D 2244.  For sheets 
required to have a low gloss finish, the chalk rating shall be not less 
than No. 6 and the color difference shall be not greater than 7 units.

2.6.4   Humidity Test

When subjected to a humidity cabinet test in accordance with ASTM D 2247 
for 1000 hours, a scored panel shall show no signs of blistering, cracking, 
creepage or corrosion.

2.6.5   Impact Resistance

Factory-painted sheet shall withstand direct and reverse impact in 
accordance with ASTM D 2794 0.500 inch diameter hemispherical head 
indenter, equal to 1.5 times the metal thickness in mils, expressed in 
inch-pounds, with no cracking.

2.6.6   Abrasion Resistance Test

When subjected to the falling sand test in accordance with ASTM D 968, 
Method A, the coating system shall withstand a minimum of [50] [80] liters 
of sand before the appearance of the base metal.  The term "appearance of 
base metal" refers to the metallic coating on steel or the aluminum base 
metal.

2.6.7   Specular Gloss

Finished roof surfaces for [_____] shall have a specular gloss value of [10 
or less at an angle of 85 degrees] [30 plus or minus [_____] at 60 degrees] 
when measured in accordance with ASTM D 523.

2.6.8   Pollution Resistance

Coating shall show no visual effects when covered spot tested in a 10 
percent hydrochloric acid solution for 24 hours in accordance with ASTM D 
1308.

2.7   INSULATION

Thermal resistance of insulation shall be not less than the R-values shown 
on the contract drawings.  R-values shall be determined at a mean 
temperature of 75 degrees F in accordance with ASTM C 518.  Insulation 
shall be a standard product with the insulation manufacturer, factory 
marked or identified with insulation manufacturer's name or trademark and 
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R-value.  Identification shall be on individual pieces or individual 
packages.  [Blanket insulation shall have a facing as specified in 
paragraph VAPOR RETARDER].  Insulation [, including facings,] shall have a 
flame spread not in excess of [_____] and a smoke developed rating not in 
excess of [_____] when tested in accordance with ASTM E 84.  The stated 
R-value of the insulation shall be certified by an independent Registered 
Professional Engineer if tests are conducted in the insulation 
manufacturer's laboratory.  Contractor shall comply with EPA requirements 
in accordance with Section 01670 RECYCLED / RECOVERED MATERIALS.

2.7.1   Polyisocyanurate Rigid Board Insulation for Use Above a Roof Deck

Polyisocyanurate insulation shall conform to ASTM C 1289, Type II, (having 
a minimum recovered material content of [_____] percent by weight of core 
material in the polyisocyanurate portion).  For impermeable faced 
polyisocyanurate (Ex: aluminum foil), the maximum design R-value per 1 inch 
of insulation used shall be  7.2.  Facings shall be non-asphaltic, glass 
fiber reinforced.

2.7.2   Blanket Insulation

Blanket insulation shall conform to ASTM C 991.

2.7.3   Glass Mat Gypsum Roof Board

Glass mat gypsum roof board for use above the deck or insulation for 
thermal protection shall have a flame spread - 0, smoke developed - 0, 
shall be water resistant and have a compressive strength of 500 psi.  Glass 
mat gypsum roof board shall conform to ASTM C 1177/C 1177M.

2.8   INSULATION RETAINERS

Insulation retainers shall be type, size, and design necessary to 
adequately hold the insulation and to provide a neat appearance.  Metallic 
retaining members shall be nonferrous or have a nonferrous coating.  
Nonmetallic retaining members, including adhesives used in conjunction with 
mechanical retainers or at insulation seams, shall have a fire resistance 
classification not less than that permitted for the insulation.

2.9   SEALANT

Sealants shall be elastomeric type containing no oil or asphalt.  Exposed 
sealant shall be [colored to match the applicable building color] [clear] 
and shall cure to a rubberlike consistency.  Sealant placed in the roof 
panel standing seam ribs shall be provided in accordance with the 
manufacturer's recommendations.

2.10   GASKETS AND INSULATING COMPOUNDS

Gaskets and insulating compounds shall be nonabsorptive and suitable for 
insulating contact points of incompatible materials.  Insulating compounds 
shall be nonrunning after drying.

2.11   VAPOR RETARDER

2.11.1   Vapor Retarders as Integral Facing

Insulation facing shall have a permeability of [0.02] [_____] perm or less 
when tested in accordance with ASTM E 96.  Facing shall be [white] [black] 
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reinforced polypropylene kraft laminate (PSK).  Facings and finishes shall 
be factory applied.

2.11.2   Vapor Retarders Separate from Insulation

Vapor retarder material shall be polyethylene sheeting conforming to ASTM D 
4397.  A single ply of 10 mil polyethylene sheet; or, at the Contractor's 
option, a double ply of 6 mil polyethylene sheet shall be used.  A fully 
compatible polyethylene tape which has equal or better water vapor control 
characteristics than the vapor retarder material shall be provided.  A 
cloth industrial duct tape in a utility grade shall also be provided to use 
as needed to protect the vapor retarder from puncturing.

2.11.3   Slip Sheet for Use With Vapor Retarder

Slip sheet for use with vapor retarder shall be a 5 lb. per 100 square feet 
rosin-sized, unsaturated building paper.

2.12   EPDM RUBBER BOOTS

Flashing devices around pipe penetrations shall be flexible, one-piece 
devices molded from weather-resistant EPDM rubber.  Rubber boot material 
shall be as recommended by the manufacturer.  The boots shall have base 
rings made of aluminum or corrosion resisting steel that conform to the 
contours of the roof panel to form a weather-tight seal.

2.13   PREFABRICATED CURBS AND EQUIPMENT SUPPORTS

Prefabricated curbs and equipment supports shall be of structural quality, 
hot-dipped galvanized or galvanized sheet steel, factory primed and 
prepared for painting with mitered and welded joints.  Integral base plates 
and water diverter crickets shall be provided.  Minimum height of curb 
shall be 8 inches above finish roof.  Curbs shall be constructed to match 
roof slope and to provide a level top surface for mounting of equipment.  
Curb flange shall be constructed to match configuration of roof panels.  
Curb size shall be coordinated, prior to curb fabrication, with the 
mechanical equipment to be supported.  Strength requirements for equipment 
supports shall be coordinated to include all anticipated loads.  Flashings 
shall not be rigidly attached to underline structure.

PART 3   EXECUTION

3.1   INSTALLATION

Installation shall be in accordance with the manufacturer's erection 
instructions and drawings.  Dissimilar materials which are not compatible 
when contacting each other shall be insulated by means of gaskets or 
insulating compounds.  Molded closure strips shall be installed wherever 
roofing sheets terminate in open-end configurations, exclusive of 
flashings.  The closure strip installation shall be weather-tight and 
sealed.  Screws shall be installed with a clutching screw gun, to assure 
screws are not stripped.  Field test shall be conducted on each gun prior 
to starting installation and periodically thereafter to assure it is 
adjusted properly to install particular type and size of screw as 
recommended by manufacturer's literature.  Improper or mislocated drill 
holes shall be plugged with an oversize screw fastener and gasketed washer; 
however, sheets with an excess of such holes or with such holes in critical 
locations shall not be used.  Exposed surfaces and edges shall be kept 
clean and free from sealant, metal cuttings, hazardous burrs, and other 
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foreign material.  Stained, discolored, or damaged sheets shall be removed 
from the site.

3.1.1   Field Forming of Panels for Unique Area

When roofing panels are formed from factory-color-finished steel coils at 
the project site, the same care and quality control measures that are taken 
in shop forming of roofing panels shall be observed.  Rollformer shall be 
operated by the metal roofing manufacturer's representative.  In cold 
weather conditions, preheating of the steel coils to be field formed shall 
be performed as necessary just prior to the rolling operations.

3.1.2   Subpurlins

Unless otherwise shown, subpurlins shall be anchored to the purlins or 
other structural framing members with bolts or screws.  Attachment to the 
substrate (when provided) or to the panels is not permitted.  The subpurlin 
spacing shall not exceed 30 inches on centers at the corner, edge and ridge 
zones, and 5 foot maximum on centers for the remainder of the roof.  
Corner, edge, and ridge zones are as defined in ASCE 7.

3.1.3   Roof Panel Installation

Roof panels shall be installed with the standing seams in the direction of 
the roof slope.  The side seam connections for installed panels shall be 
completed at the end of each day's work.  Method of applying joint sealant 
shall conform to the manufacturer's recommendation to achieve a complete 
weather-tight installation.  End laps of panels shall be provided in 
accordance with the manufacturer's instructions.  Closures, flashings, EPDM 
rubber boots, roof curbs, and related accessories shall be installed 
according to the manufacturer's drawings.  Fasteners shall not puncture 
roofing sheets except as provided for in the manufacturer's instructions 
for erection and installation.  Expansion joints for the standing seam roof 
system shall be installed at locations indicated on the contract drawings 
and other locations indicated on the manufacturer's drawings.

3.1.4   Concealed Anchor Clips

Concealed anchor clips shall be fastened directly to the structural framing 
members.  Attachment to the substrate (when provided) or to the metal deck 
is not permitted.  The maximum distance, parallel to the seams, between 
clips shall be 30 inches on center at the corner, edge, and ridge zones, 
and 5 feet maximum on centers for the remainder of the roof.

3.2   INSULATION INSTALLATION

Insulation shall be continuous over entire roof surface.  Where expansion 
joints, terminations, and other connections are made, the cavity shall be 
filled with batt insulation with vapor retarder providing equivalent 
R-value and perm rating as remaining insulation.  Insulation shall be 
installed as indicated and in accordance with manufacturer's instructions.

3.2.1   Board Insulation with Blanket Insulation

Rigid or semirigid board insulation shall be laid in close contact.  Board 
shall be attached to the metal roof deck with bearing plates and fasteners, 
as recommended by the insulation manufacturer, so that the insulation 
joints are held tight against each other, and shall have a minimum of 1 
fastener per 4 square feet.  Layout and joint pattern of insulation and 
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fasteners shall be indicated on the shop drawings.  If more than one layer 
of insulation is required, joints in the second layer shall be offset from 
joints in the first layer.  A layer of blanket insulation shall be placed 
over the rigid or semirigid board insulation to be compressed against the 
underside of the metal roofing to reduce thermal bridging, dampen noise, 
and prevent roofing flutter.  This layer of blanket insulation shall be 
compressed a minimum of 50 percent.

3.2.2   Blanket Insulation

Blanket insulation shall be installed between and parallel to the purlins 
with tabs of a facer lapping on the top face of the purlins.  Thermal 
blocks shall be provided over purlins, between clips.  A second layer of 
unfaced insulation shall be added between purlins to provide full R-value.  
Blanket insulation shall be supported by an integral facing or other 
commercially available support system.

3.3   PROTECTION OF VAPOR RETARDER FROM ROOF DECK

A cloth industrial duct tape shall be applied over the seams of metal roof 
decks, at penetration edges, and at surface areas exhibiting sharp burrs or 
similar protrusions.  For other types of roof decks, cloth industrial duct 
tape shall be applied over irregularities which could potentially puncture 
polyethylene membrane.

3.4   VAPOR RETARDER INSTALLATION

3.4.1   Integral Facing on Blanket Insulation

Integral facing on blanket insulation shall have the facing lapped and 
sealed with a compatible tape to provide a vapor tight membrane.

3.4.2   Polyethylene Vapor Retarder

The polyethylene vapor retarder membrane shall be installed over the entire 
surface.  A fully compatible polyethylene tape shall be used to seal the 
edges of the sheets to provide a vapor tight membrane.  Sheet edges shall 
be lapped not less than 6 inches.  Sufficient material shall be provided to 
avoid inducing stresses in the sheets due to stretching or binding.  All 
tears or punctures that are visible in the finished surface at any time 
during the construction process shall be sealed with polyethylene tape.

3.5   SLIP SHEET INSTALLATION

A slip sheet shall be laid over the blanket insulation facing to prevent 
the vinyl facing from adhering to the metal roofing.

3.6   CLEANING AND TOUCH-UP

Exposed SSSMR systems shall be cleaned at completion of installation.  
Debris that could cause discoloration and harm to the panels, flashings, 
closures and other accessories shall be removed.  Grease and oil films, 
excess sealants, and handling marks shall be removed and the work shall be 
scrubbed clean.  Exposed metal surfaces shall be free of dents, creases, 
waves, scratch marks, and solder or weld marks.  Immediately upon 
detection, abraded or corroded spots on shop-painted surfaces shall be wire 
brushed and touched up with the same material used for the shop coat.  
Factory color finished surfaces shall be touched up with the manufacturer's 
recommended touch up paint.
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CONTRACTOR'S FIVE (5) YEAR NO PENAL SUM WARRANTY
FOR

STRUCTURAL STANDING SEAM METAL ROOF (SSSMR) SYSTEM

FACILITY DESCRIPTION_________________________________________________

BUILDING NUMBER:_____________________________________________________

CORPS OF ENGINEERS CONTRACT NUMBER:__________________________________

CONTRACTOR

CONTRACTOR:__________________________________________________________

ADDRESS:_____________________________________________________________

POINT OF CONTACT:____________________________________________________

TELEPHONE NUMBER:____________________________________________________

OWNER

OWNER:_______________________________________________________________

ADDRESS:_____________________________________________________________

POINT OF CONTACT:____________________________________________________

TELEPHONE NUMBER:____________________________________________________

CONSTRUCTION AGENT

CONSTRUCTION AGENT:__________________________________________________

ADDRESS:_____________________________________________________________

POINT OF CONTACT:____________________________________________________

TELEPHONE NUMBER:____________________________________________________
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CONTRACTOR'S FIVE (5) YEAR NO PENAL SUM WARRANTY
FOR

STRUCTURAL STANDING SEAM METAL ROOF (SSSMR) SYSTEM
(continued)

THE SSSMR SYSTEM INSTALLED ON THE ABOVE NAMED BUILDING IS WARRANTED BY 
_____________________________ FOR A PERIOD OF FIVE (5) YEARS AGAINST 
WORKMANSHIP AND MATERIAL DEFICIENCES, WIND DAMAGE, STRUCTURAL FAILURE, AND 
LEAKAGE.  THE SSSMR SYSTEM COVERED UNDER THIS WARRANTY SHALL INCLUDE, BUT 
SHALL NOT BE LIMITED TO, THE FOLLOWING:  THE ENTIRE ROOFING SYSTEM, 
MANUFACTURER SUPPLIED FRAMING AND STRUCTURAL MEMBERS, METAL ROOF PANELS, 
FASTENERS, CONNECTORS, ROOF SECUREMENT COMPONENTS, AND ASSEMBLIES TESTED AND 
APPROVED IN ACCORDANCE WITH ASTM E 1592.  IN ADDITION, THE SYSTEM PANEL 
FINISHES, SLIP SHEET, INSULATION, VAPOR RETARDER, ALL ACCESSORIES, 
COMPONENTS, AND TRIM AND ALL CONNECTIONS ARE INCLUDED.  THIS INCLUDES ROOF 
PENETRATION ITEMS SUCH AS VENTS, CURBS, SKYLIGHTS; INTERIOR OR EXTERIOR 
GUTTERS AND DOWNSPOUTS; EAVES, RIDGE, HIP, VALLEY, RAKE, GABLE, WALL, OR 
OTHER ROOF SYSTEM FLASHINGS INSTALLED AND ANY OTHER COMPONENTS SPECIFIED 
WITHIN THIS CONTRACT TO PROVIDE A WEATHERTIGHT ROOF SYSTEM; AND ITEMS 
SPECIFIED IN OTHER SECTIONS OF THE SPECIFICATIONS THAT ARE PART OF THE SSSMR 
SYSTEM.

ALL MATERIAL DEFICIENCIES, WIND DAMAGE, STRUCTURAL FAILURE, AND LEAKAGE 
ASSOCIATED WITH THE SSSMR SYSTEM COVERED UNDER THIS WARRANTY SHALL BE 
REPAIRED AS APPROVED BY THE CONTRACTING OFFICER.  THIS WARRANTY SHALL COVER 
THE ENTIRE COST OF REPAIR OR REPLACEMENT, INCLUDING ALL MATERIAL, LABOR, AND 
RELATED MARKUPS.  THE ABOVE REFERENCED WARRANTY COMMENCED ON THE DATE OF 
FINAL ACCEPTANCE ON ____________________________ AND WILL REMAIN IN EFFECT 
FOR STATED DURATION FROM THIS DATE.

SIGNED, DATED, AND NOTARIZED (BY COMPANY PRESIDENT)

____________________________________________________________
       (Company President)                      (Date)

SECTION 07416a  Page 21



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

CONTRACTOR'S FIVE (5) YEAR NO PENAL SUM WARRANTY
FOR

STRUCTURAL STANDING SEAM METAL ROOF (SSSMR) SYSTEM
(continued)

THE CONTRACTOR SHALL SUPPLEMENT THIS WARRANTY WITH WRITTEN WARRANTIES FROM 
THE MANUFACTURER AND/OR INSTALLER OF THE SSSMR SYSTEM, WHICH SHALL BE 
SUBMITTED ALONG WITH THE CONTRACTOR'S WARRANTY.  HOWEVER, THE CONTRACTOR WILL 
BE ULTIMATELY RESPONSIBLE FOR THIS WARRANTY AS OUTLINED IN THE SPECIFICATIONS 
AND AS INDICATED IN THIS WARRANTY EXAMPLE.

EXCLUSIONS FROM COVERAGE

1.  NATURAL DISASTERS, ACTS OF GOD (LIGHTNING, FIRE, EXPLOSIONS, SUSTAINED 
WIND FORCES IN EXCESS OF THE DESIGN CRITERIA, EARTHQUAKES, AND HAIL).

2.  ACTS OF NEGLIGENCE OR ABUSE OR MISUSE BY GOVERNMENT OR OTHER PERSONNEL, 
INCLUDING ACCIDENTS, VANDALISM, CIVIL DISOBEDIENCE, WAR, OR DAMAGE CAUSED BY 
FALLING OBJECTS.

3.  DAMAGE BY STRUCTURAL FAILURE, SETTLEMENT, MOVEMENT, DISTORTION, WARPAGE, 
OR DISPLACEMENT OF THE BUILDING STRUCTURE OR ALTERATIONS MADE TO THE BUILDING.

4.  CORROSION CAUSED BY EXPOSURE TO CORROSIVE CHEMICALS, ASH OR FUMES 
GENERATED OR RELEASED INSIDE OR OUTSIDE THE BUILDING FROM CHEMICAL PLANTS, 
FOUNDRIES, PLATING WORKS, KILNS, FERTILIZER FACTORIES, PAPER PLANTS, AND THE 
LIKE.

5.  FAILURE OF ANY PART OF THE SSSMR SYSTEM DUE TO ACTIONS BY THE OWNER TO 
INHIBIT FREE DRAINAGE OF WATER FROM THE ROOF AND GUTTERS AND DOWNSPOUTS OR 
ALLOW PONDING WATER TO COLLECT ON THE ROOF SURFACE.  CONTRACTOR'S DESIGN 
SHALL INSURE FREE DRAINAGE FROM THE ROOF AND NOT ALLOW PONDING WATER.

6.  THIS WARRANTY APPLIES TO THE SSSMR SYSTEM.  IT DOES NOT INCLUDE ANY 
CONSEQUENTIAL DAMAGE TO THE BUILDING INTERIOR OR CONTENTS WHICH IS COVERED BY 
THE WARRANTY OF CONSTRUCTION CLAUSE INCLUDED IN THIS CONTRACT.

7.  THIS WARRANTY CANNOT BE TRANSFERRED TO ANOTHER OWNER WITHOUT WRITTEN 
CONSENT OF THE CONTRACTOR; AND THIS WARRANTY AND THE CONTRACT PROVISIONS WILL 
TAKE PRECEDENCE OVER ANY CONFLICTS WITH STATE STATUTES.

**
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CONTRACTOR'S FIVE (5) YEAR NO PENAL SUM WARRANTY
FOR

STRUCTURAL STANDING SEAM METAL ROOF (SSSMR) SYSTEM
(continued)

**REPORTS OF LEAKS AND SSSMR SYSTEM DEFICIENCIES SHALL BE RESPONDED TO WITHIN 
48 HOURS OF RECEIPT OF NOTICE, BY TELEPHONE OR IN WRITING, FROM EITHER THE 
OWNER OR CONTRACTING OFFICER.  EMERGENCY REPAIRS TO PREVENT FURTHER ROOF 
LEAKS SHALL BE INITIATED IMMEDIATELY; A WRITTEN PLAN SHALL BE SUBMITTED FOR 
APPROVAL TO REPAIR OR REPLACE THIS SSSMR SYSTEM WITHIN SEVEN (7) CALENDAR 
DAYS.  ACTUAL WORK FOR PERMANENT REPAIRS OR REPLACEMENT SHALL BE STARTED 
WITHIN 30 DAYS AFTER RECEIPT OF NOTICE, AND COMPLETED WITHIN A REASONABLE 
TIME FRAME.  IF THE CONTRACTOR FAILS TO ADEQUATELY RESPOND TO THE WARRANTY 
PROVISIONS, AS STATED IN THE CONTRACT AND AS CONTAINED HEREIN, THE 
CONTRACTING OFFICER MAY HAVE THE SSSMR SYSTEM REPAIRED OR REPLACED BY OTHERS 
AND CHARGE THE COST TO THE CONTRACTOR.

IN THE EVENT THE CONTRACTOR DISPUTES THE EXISTENCE OF A WARRANTABLE DEFECT, 
THE CONTRACTOR MAY CHALLENGE THE OWNER'S DEMAND FOR REPAIRS AND/OR 
REPLACEMENT DIRECTED BY THE OWNER OR CONTRACTING OFFICER EITHER BY REQUESTING 
A CONTRACTING OFFICER'S DECISION UNDER THE CONTRACT DISPUTES ACT, OR BY 
REQUESTING THAT AN ARBITRATOR RESOLVE THE ISSUE.  THE REQUEST FOR AN 
ARBITRATOR MUST BE MADE WITHIN 48 HOURS OF BEING NOTIFIED OF THE DISPUTED 
DEFECTS.  UPON BEING INVOKED, THE PARTIES SHALL, WITHIN TEN (10) DAYS, 
JOINTLY REQUEST A LIST OF FIVE (5) ARBITRATORS FROM THE FEDERAL MEDIATION AND 
CONCILIATION SERVICE.  THE PARTIES SHALL CONFER WITHIN TEN (10) DAYS AFTER 
RECEIPT OF THE LIST TO SEEK AGREEMENT ON AN ARBITRATOR.  IF THE PARTIES 
CANNOT AGREE ON AN ARBITRATOR, THE CONTRACTING OFFICER AND THE PRESIDENT OF 
THE CONTRACTOR'S COMPANY WILL STRIKE ONE (1) NAME FROM THE LIST ALTERNATIVELY 
UNTIL ONE (1) NAME REMAINS.  THE REMAINING PERSON SHALL BE THE DULY SELECTED 
ARBITRATOR.  THE COSTS OF THE ARBITRATION, INCLUDING THE ARBITRATOR'S FEE AND 
EXPENSES, COURT REPORTER, COURTROOM OR SITE SELECTED, ETC., SHALL BE BORNE 
EQUALLY BETWEEN THE PARTIES.  EITHER PARTY DESIRING A COPY OF THE TRANSCRIPT 
SHALL PAY FOR THE TRANSCRIPT.  A HEARING WILL BE HELD AS SOON AS THE PARTIES 
CAN MUTUALLY AGREE.  A WRITTEN ARBITRATOR'S DECISION WILL BE REQUESTED NOT 
LATER THAN 30 DAYS FOLLOWING THE HEARING.  THE DECISION OF THE ARBITRATOR 
WILL NOT BE BINDING; HOWEVER, IT WILL BE ADMISSIBLE IN ANY SUBSEQUENT APPEAL 
UNDER THE CONTRACT DISPUTES ACT.

A FRAMED COPY OF THIS WARRANTY SHALL BE POSTED IN THE MECHANICAL ROOM OR 
OTHER APPROVED LOCATION DURING THE ENTIRE WARRANTY PERIOD.

    -- End of Section --
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SECTION 07530A

ELASTOMERIC ROOFING (EPDM)
09/95

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 4637 (1996) EPDM Sheet Used in Single-Ply Roof 
Membrane

ASTM E 108 (1996) Fire Tests of Roof Coverings

FACTORY MUTUAL ENGINEERING AND RESEARCH (FM)

FM P9513 (1996) Loss Prevention Data for Roofing 
Contractors

UNDERWRITERS LABORATORIES (UL)

UL 580 (1994; Rev thru Feb 1998) Tests for Uplift 
Resistance of Roof Assemblies

UL 790 (1997; Rev thru Jul 1998) Tests for Fire 
Resistance of Roof Covering Materials

UL 1256 (1998) Fire Test of Roof Deck Constructions

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Roofing System; G, RE

  Drawings showing size of sheets, position of sheets and splices, 
flashing details, fastening patterns where applicable for 
insulation and membrane sheets, and expansion joint details.  
Detail showing construction of water cutoffs to be used at 
membrane terminations at the end of a day's work to seal the 
roofing system from water intrusion.

SD-03 Product Data
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Installation; G, RE

  Manufacturer's instructions for preparing and installing the 
membrane, flashings, seams, insulation, nailers and other 
accessories.

Protection of Finished Roofing; IO

  Protection plan showing areas to be protected, type of material 
used; a plan to protect the membrane from damage until completion 
of work by other trades, and a description of the method of 
repairing the roofing.

SD-07 Certificates

Materials; G, RE

  Certificates of compliance attesting that the roofing system and 
materials meet specification requirements.  The certificates shall 
list the components required for the specified fire and wind 
uplift resistance ratings.

1.3   GENERAL REQUIREMENTS

Elastomeric membrane roofing shall be mechanically fastened to the roof 
surfaces indicated.  Roofing membrane sheet widths shall be consistent with 
membrane attachment methods and wind uplift requirements, and shall be as 
large as practical to minimize joints.  Membrane shall be free of defects 
and foreign material. Flashing work shall be coordinated to permit 
continuous membrane installation operations.  Applied insulation shall be 
weatherproofed by the membrane on the same day.

1.3.1   Delivery and Storage

Materials shall be delivered to the jobsite in the manufacturer's original, 
unopened packages, clearly marked with the manufacturer's name, brand name, 
and description of contents.  Materials other than ballast shall be stored 
in clean, dry areas.  Storage temperatures shall be as specified by the 
manufacturer.  Materials other than ballast stored on the roof shall not 
exceed one day's supply and shall be distributed so as not to exceed the 
roof live load capacity.  Ballast shall be stored uncovered, shall not be 
in contact with sod or earth, and shall not be stored on the roof.

1.3.2   Fire Resistance

The completed roof system shall have a ASTM E 108 (same test as UL 790 and 
FM P9513, Appendix A) Class A classification, and meet fire test 
requirements of UL 1256 or FM P9513, Appendix B for roof deck construction. 
 Compliance of each component of the roofing system shall be evidenced by 
label or by written  certification from the manufacturer.

1.3.3   Wind Uplift Requirements

New mechanically attached roofing systems (over existing structure and over 
new structure) shall have a 90 UL 580 Class Rating or FM P9513, Appendix C 
Windstorm Classification.  Ratings from other independent laboratories may 
be substituted provided that the tests, requirements and ratings are 
documented to be equivalent, to the satisfaction of the Contracting Officer.
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1.3.4   Warranty

Manufacturer's standard warranty for the roofing system shall be provided 
for not less than 10 years from acceptance of the work.  Warranty shall 
state that manufacturer shall repair or replace defective materials if the 
roofing system leaks or allows the insulation beneath the membrane to 
become wet during the period of the warranty.

PART 2   PRODUCTS

2.1   ADHESIVES

Adhesives, splicing cements, solvents, and sealants shall be as recommended 
by the membrane manufacturer.

2.2   FASTENERS

Fasteners for sheet-metal flashing shall be corrosion resistant steel 
annular-type nails or screws.  Fasteners for anchoring the roofing membrane 
shall be as approved by the membrane manufacturer and identical to those 
used to obtain the wind uplift rating.

2.3   FLASHING

Flashing shall be of ultra-violet resistant materials as recommended by the 
membrane manufacturer.  Prefabricated shaped flashings shall be used where 
possible.  Sheared edges of metal flashings that contact the membrane shall 
be turned into a tight hem.

2.4   MEMBRANE

Membrane shall conform to ASTM D 4637, Type I EPDM, Grade 1; Class SR, 
0.039 inch minimum thickness.

2.5   PREFABRICATED ACCESSORIES

Pipe seals and expansion joint covers shall be types and sizes recommended 
by the membrane manufacturer.

PART 3   EXECUTION

3.1   ENVIRONMENTAL CONDITIONS

Membrane shall not be installed in high wind, inclement weather or when 
there is visible ice, frost or moisture on the deck, insulation or 
membrane.  Membrane shall not be installed when air temperature is below 
the minimum specified by the membrane manufacturer.

3.2   PREPARATION

Existing roof material shall be removed and existing surface prepped as 
described below.

The substrate of any bay or section of the building shall be complete and 
suitable for insulation and membrane installation before roofing is begun.  
Insulation over which elastomeric roofing is installed shall conform to 
Section 07220 ROOF INSULATION.  Surfaces against which membrane is applied 
shall be smooth, clean, and free from dirt, water, dew, oil, grease, sharp 
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edges and construction debris; all joints over 1/4 inch wide shall be 
sealed; joints over 1/2 inch between insulation boards shall be filled with 
the same insulation.  Wood nailers shall comply with Section 06100 ROUGH 
CARPENTRY.

3.3   INSTALLATION

Installation shall comply with the manufacturer's approved instructions, 
except as otherwise specified.

3.3.1   Flashing

Edges of membrane, projections through the roof and changes in roof planes 
shall be flashed.  The flashing material shall be extended and sealed a 
minimum of 3 inches on each side of the fasteners which attach the membrane 
to nailers.  The installed flashing shall be fastened at the top of the 
flashing a maximum of 12 inches on center under metal counter-flashing or 
cap.

3.3.2   Expansion Joints

Expansion joints shall be covered using prefabricated covers or elastomeric 
flashing in accordance with the manufacturer's recommendations.

3.3.3   Membrane Installation

Membrane shall be applied in accordance with the manufacturer's 
instructions and the following requirements.  Adjoining sheets comprising 
the membrane shall be adhered one to another using a butyl-based contact 
adhesive.  Minimum width of the laps shall be 3 in.  A primer shall be used 
before applying the contact adhesive if required by the membrane 
manufacturer.  In applying the contact adhesive, the minimum thickness of 
the wet film shall be in accordance with the membrane manufacturer's 
recommendations.  If manufacturer's recommendations are not available, the 
minimum thickness shall be 0.025 inch.  A wet film thickness gage shall be 
used to determine wet film thickness. Direction of lap shall be such that 
water flows over lap.  Membrane joints shall be free of wrinkles or 
fishmouths.  Before application of the contact adhesive, the rubber 
surfaces to be mated shall be well cleaned.  Joints shall be inspected over 
entire length after completion and defective areas shall be resealed and 
patched.  Damaged areas of membrane shall be removed and replaced with new 
materials, lapping underlying membrane by at least 3 inches on all sides.

3.3.4   Cutoffs

Cutoffs shall be installed if work day is ended or interrupted by bad 
weather before roof section is complete.  The insulation line shall be 
straightened using loose-laid cut insulation and the membrane shall be 
sealed to the roof deck.  Flutes in metal decking shall be sealed off along 
the cutoff edge.  Membrane shall be pulled free or cut to expose the 
insulation when resuming work, and cut insulation sheets used for fill-in 
shall be removed as necessary to maintain the staggered pattern.

3.4   PROTECTION OF FINISHED ROOFING

The roofing membrane shall be protected from damage by other trades.  After 
completion of work by other trades, the protection shall be removed and the 
roof shall be inspected.  Any damage shall be repaired in accordance with 
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the recommendations of the roofing manufacturer.

        -- End of Section --

SECTION 07530a  Page 6



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

SECTION TABLE OF CONTENTS

DIVISION 07 - THERMAL & MOISTURE PROTECTION

SECTION 07600A

SHEET METALWORK, GENERAL

11/01

PART 1   GENERAL

  1.1   REFERENCES
  1.2   GENERAL REQUIREMENTS
  1.3   SUBMITTALS
  1.4   DELIVERY, STORAGE, AND HANDLING

PART 2   PRODUCTS

  2.1   MATERIALS
    2.1.1   Accessories
    2.1.2   Aluminum Extrusions
    2.1.3   Bituminous Cement
    2.1.4   Sealant
    2.1.5   Fasteners
    2.1.6   Aluminum Alloy Sheet and Plate
    2.1.7   Stainless Steel
    2.1.8   Solder
    2.1.9   Through-Wall Flashing

PART 3   EXECUTION

  3.1   GENERAL REQUIREMENTS
  3.2   EXPANSION JOINTS
  3.3   PROTECTION OF ALUMINUM
    3.3.1   Paint
    3.3.2   Nonabsorptive Tape or Gasket
  3.4   CONNECTIONS AND JOINTING
    3.4.1   Soldering
    3.4.2   Riveting
    3.4.3   Seaming
  3.5   CLEATS
  3.6   GUTTERS AND DOWNSPOUTS
  3.7   FLASHINGS
    3.7.1   Base Flashing
    3.7.2   Counter Flashings
    3.7.3   Through-Wall Flashing
      3.7.3.1   Lintel Flashing
      3.7.3.2   Sill Flashing
    3.7.4   Coping
  3.8   GRAVEL STOPS AND FASCIA
  3.9   METAL SCUPPERS
  3.10   CONTRACTOR QUALITY CONTROL

-- End of Section Table of Contents --

SECTION 07600a  Page 1



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

SECTION 07600A

SHEET METALWORK, GENERAL
11/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 167 (1999) Stainless and Heat-Resisting 
Chromium-Nickel Steel Plate, Sheet, and 
Strip

ASTM B 209 (2000) Aluminum and Aluminum-Alloy Sheet 
and Plate

ASTM B 221 (2000) Aluminum and Aluminum-Alloy 
Extruded Bars, Rods, Wire, Profiles, and 
Tubes

ASTM B 32 (1996) Solder Metal

SHEET METAL & AIR CONDITIONING CONTRACTORS' NATIONAL ASSOCIATION 
(SMACNA)

SMACNA Arch. Manual (1993; Errata; Addenda Oct 1997) 
Architectural Sheet Metal Manual 

 
1.2   GENERAL REQUIREMENTS

Sheet metalwork shall be accomplished to form weathertight construction 
without waves, warps, buckles, fastening stresses or distortion, and shall 
allow for expansion and contraction.  Cutting, fitting, drilling, and other 
operations in connection with sheet metal required to accommodate the work 
of other trades shall be performed by sheet metal mechanics.  Installation 
of sheet metal items used in conjunction with roofing shall be coordinated 
with roofing work to permit continuous roofing operations.  Sheet metalwork 
pertaining to heating, ventilating, and air conditioning is specified in 
Section 15895A.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings
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Materials; G, RE

  Drawings of sheet metal items showing weights, gauges or 
thicknesses; types of materials; expansion-joint spacing; 
fabrication details; and installation procedures.

1.4   DELIVERY, STORAGE, AND HANDLING

Materials shall be adequately packaged and protected during shipment and 
shall be inspected for damage, dampness, and wet-storage stains upon 
delivery to the jobsite.  Materials shall be clearly labeled as to type and 
manufacturer.  Sheet metal items shall be carefully handled to avoid 
damage.  Materials shall be stored in dry, ventilated areas until 
immediately before installation.

PART 2   PRODUCTS

2.1   MATERIALS

Lead, lead-coated metal, and galvanized steel shall not be used.  Any metal 
listed by SMACNA Arch. Manual for a particular item may be used, unless 
otherwise specified or indicated.  Materials shall conform to the 
requirements specified below and to the thicknesses and configurations 
established in SMACNA Arch. Manual.  Different items need not be of the 
same metal, except that if copper is selected for any exposed item, all 
exposed items shall be copper.

2.1.1   Accessories

Accessories and other items essential to complete the sheet metal 
installation, though not specifically indicated or specified, shall be 
provided.

2.1.2   Aluminum Extrusions

ASTM B 221, Alloy 6063, Temper T5.

2.1.3   Bituminous Cement

Type I asphalt cement.

2.1.4   Sealant

Unless otherwise specified, sealant shall be an elastomeric weather 
resistant sealant as specified in Section 07900 JOINT SEALING.

2.1.5   Fasteners

Fasteners shall be compatible with the fastened material and shall be the 
type best suited for the application.

2.1.6   Aluminum Alloy Sheet and Plate

ASTM B 209, anodized color as shown in color schedule.

2.1.7   Stainless Steel

ASTM A 167, Type 302 or 304; fully annealed, dead soft temper.
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2.1.8   Solder

ASTM B 32, 95-5 tin-antimony.

2.1.9   Through-Wall Flashing

a.  Electro-sheet copper not less than 5 ounces, factory coated both 
sides with acid- and alkali-resistant bituminous compound not less 
than 6 ounces per square foot or factory covered both sides with 
asphalt-saturated cotton fabric, asphalt saturated glass-fiber 
fabric, or with 40 pound reinforced kraft paper bonded with 
asphalt.

PART 3   EXECUTION

3.1   GENERAL REQUIREMENTS

Gutters and downspouts shall be designed and fabricated in conformance with 
SMACNA Arch. Manual; louvers shall be fabricated in conformance with SMACNA 
Arch. Manual and as indicated.  Unless otherwise specified or indicated, 
exposed edges shall be folded back to form a 1/2 inch hem on the concealed 
side, and bottom edges of exposed vertical surfaces shall be angled to form 
drips.  Bituminous cement shall not be placed in contact with roofing 
membranes other than built-up roofing.

3.2   EXPANSION JOINTS

Expansion joints shall be provided as indicated or as specified in SMACNA 
Arch. Manual.  Expansion joints in continuous sheet metal shall be provided 
at 40 foot intervals for copper and stainless steel and at 32 foot 
intervals for aluminum, except extruded aluminum gravel stops and fasciae 
which shall have expansion joints at not more than 12 foot spacing.  Joints 
shall be evenly spaced.  An additional joint shall be provided where the 
distance between the last expansion joint and the end of the continuous run 
is more than half the required interval spacing.

3.3   PROTECTION OF ALUMINUM

Aluminum shall not be used where it will be in contact with copper or where 
it will contact water which flows over copper surfaces.  Aluminum that will 
be in contact with wet or pressure-treated wood, mortar, concrete, masonry, 
or ferrous metals shall be protected against galvanic or corrosive action 
by one of the following methods:

3.3.1   Paint

Where painting of aluminum surfaces is required, aluminum shall be solvent 
cleaned and given one coat of zinc-molybdate primer and one coat of 
aluminum paint.

3.3.2   Nonabsorptive Tape or Gasket

Nonabsorptive tape or gasket shall be placed between the adjoining surfaces 
and cemented to the aluminum surface using a cement compatible with 
aluminum.

3.4   CONNECTIONS AND JOINTING

3.4.1   Soldering
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Soldering shall apply to copper and stainless steel items.  Edges of sheet 
metal shall be pretinned before soldering is begun.  Soldering shall be 
done slowly with well heated soldering irons so as to thoroughly heat the 
seams and completely sweat the solder through the full width of the seam.  
Edges of stainless steel to be pretinned shall be treated with soldering 
acid flux.  Soldering shall follow immediately after application of the 
flux.  Upon completion of soldering, the acid flux residue shall be 
thoroughly cleaned from the sheet metal with a water solution of washing 
soda and rinsed with clean water.

3.4.2   Riveting

Joints in aluminum sheets 0.040 inch or less in thickness shall be 
mechanically made.

3.4.3   Seaming

Flat-lock and soldered-lap seams shall finish not less than 1 inch wide.  
Unsoldered plain-lap seams shall lap not less than 3 inches unless 
otherwise specified.  Flat seams shall be made in the direction of the flow.

3.5   CLEATS

A continuous cleat shall be provided where indicated or specified to secure 
loose edges of the sheet metalwork.  Butt joints of cleats shall be spaced 
approximately 1/8 inch apart.  The cleat shall be fastened to supporting 
wood construction with nails evenly spaced not over 12 inches on centers.  
Where the fastening is to be made to concrete or masonry, screws shall be 
used and shall be driven in expansion shields set in concrete or masonry.

3.6   GUTTERS AND DOWNSPOUTS

Gutters and downspouts shall be installed as indicated.  Gutters shall be 
supported as indicated.  Downspouts shall be rigidly attached to the 
building.  Supports for downspouts shall be spaced according to 
manufacturer's recommendations.

3.7   FLASHINGS

Flashings shall be installed at locations indicated and as specified below. 
 Sealing shall be according to the flashing manufacturer's recommendations. 
 Flashings shall be installed at intersections of roof with vertical 
surfaces and at projections through roof, except that flashing for heating 
and plumbing, including piping, roof, and floor drains, and for electrical 
conduit projections through roof or walls are specified in other sections.  
Except as otherwise indicated, counterflashings shall be provided over base 
flashings.  Perforations in flashings made by masonry anchors shall be 
covered up by an application of bituminous plastic cement at the 
perforation.  Flashing shall be formed to direct water to the outside of 
the system.

3.7.1   Base Flashing

Metal base flashing shall be coordinated with roofing work.  Metal base 
flashing shall be set in plastic bituminous cement over the roofing 
membrane, nailed to nailing strip, and secured in place on the roof side 
with nails spaced not more than 3 inches on centers.
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3.7.2   Counter Flashings

Except as otherwise indicated, counter flashings shall be provided over 
base flashings.  Counter flashing shall be installed as shown on the 
drawings or as in SMACNA Arch. Manual.  Counter flashing shall be factory 
formed to provide spring action against the base flashing.

3.7.3   Through-Wall Flashing

Through-wall flashing includes sill, lintel, and spandrel flashing.  The 
flashing shall be laid with a layer of mortar above and below the flashing 
so that the total thickness of the two layers of the mortar and flashing 
are the same thickness as the regular mortar joints.  Flashing shall not 
extend further into the masonry backup wall than the first mortar joint.  
Joints in flashing shall be lapped and sealed.  Flashing shall be one piece 
for lintels and sills.

3.7.3.1   Lintel Flashing

Lintel flashing shall extend the full length of lintel.  Flashing shall 
extend through the wall beginning one masonry course above the lintels and 
shall extend over the horizontal leg of the outer steel lintel angle not 
less than 3 inches. Turn up ends of lintel flashing and seal to form 
watertight ends to conduct all moisture to the outside of the wall.  
Bedjoints of lintels at control joints shall be underlaid with sheet metal 
bond breaker.

3.7.3.2   Sill Flashing

Sill flashing shall extend the full width of the sill and not less than 4 
inches beyond ends of sill except at control joint where the flashing shall 
be terminated at the end of the sill.

3.7.4   Coping

Coping shall be installed as shown on drawings.  Coping shall be sloped 
towards roof for drainage.

3.8   GRAVEL STOPS AND FASCIA

Gravel stops and fascia shall be fabricated and installed as indicated and 
in accordance with SMACNA Arch. Manual.

3.9   METAL SCUPPERS

Form metal scupper sleeves of not less than 24 gauge sheet metal.  Sleeve 
shall be two-piece construction for adjustment to wall thickness.  Hem 
exposed edges of scupper sleeve 1/2 inch.  Provide flanges permanently 
attached to sleeve for sealing sleeve to wall surface.  Clean metal as 
required for attachment of roof membrane to sleeve.  

3.10   CONTRACTOR QUALITY CONTROL

The Contractor shall establish and maintain a quality control procedure for 
sheet metal used in conjunction with roofing to assure compliance of the 
installed sheet metalwork with the contract requirements.  Any work found 
not to be in compliance with the contract shall be promptly removed and 
replaced or corrected in an approved manner.  Quality control shall 
include, but not be limited to, the following:
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a.  Observation of environmental conditions; number and skill level of 
sheet metal workers; condition of substrate.

b.  Verification of compliance of materials before, during, and after 
installation.

c.  Inspection of sheet metalwork for proper size and thickness, 
fastening and joining, and proper installation.

The actual quality control observations and inspections shall be documented 
and a copy of the documentation furnished to the Contracting Officer at the 
end of each day.

        -- End of Section --
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SECTION 07611N

STEEL STANDING SEAM ROOFING
09/99

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN IRON AND STEEL INSTITUTE (AISI)

AISI SG-673 (1986) Cold-Formed Steel Design Manual

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 36/A 36M (1997; Rev. A) Carbon Structural Steel

ASTM A 366/A 366M (1997) Commercial Quality Steel (CS) 
Sheet, Carbon (0.15 Maximum Percent), 
Cold-Rolled

ASTM A 570/A 570M (1997) Structural Steel, Sheet and Strip, 
Carbon, Hot-Rolled

ASTM A 607 (1998) Steel, Sheet and Strip, 
High-Strength, Low-Alloy, Columbium or 
Vanadium, or Both, Hot-Rolled and 
Cold-Rolled

ASTM A 653/A 653M (1998) Steel Sheet, Zinc-Coated 
(Galvanized) or Zinc-Iron Alloy-Coated 
(Galvannealed) by the Hot-Dip Process

ASTM A 792/A 792M (1997; Rev. A) Steel Sheet, 55% 
Aluminum-Zinc Alloy-Coated by the Hot-Dip 
Process

ASTM D 226 (1997; Rev. A) Asphalt-Saturated Organic 
Felt Used in Roofing and Waterproofing

ASTM D 522 (1993; Rev. A) Mandrel Bend Test of 
Attached Organic Coatings

ASTM D 4214 (1998) Evaluating the Degree of Chalking 
of Exterior Paint Films

ASTM E 1592 (1995) Structural Performance of Sheet 
Metal Roof and Siding Systems by Uniform 
Static Air Pressure Difference

ASTM G 23 (1996) Operating Light-Exposure Apparatus 
(Carbon-Arc Type) with and Without Water 
for Exposure of Nonmetallic Materials
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SHEET METAL & AIR CONDITIONING CONTRACTORS' NATIONAL ASSOCIATION 
(SMACNA)

SMACNA Arch. Manual (1993) Architectural Sheet Metal Manual

1.2   DEFINITIONS

1.2.1   Field-Formed Seam

Seams of panels so configured that when adjacent sheets are installed the 
seam is sealed utilizing mechanical or hand seamers.  Crimped (45 degree 
bend), roll formed (180 degree bend), double roll formed (2 - 180 degree 
bends), and roll and lock systems are types of field-formed seam systems.

1.2.2   Snap Together Seam

Panels so configured that the male and female portions of the seam 
interlock through the application of foot pressure or tamping with a 
mallet.  Snap-on cap configurations are a type of snap together system.

1.2.3   Pre-Formed

Formed to the final, less field-formed seam, profile and configuration in 
the factory.

1.2.4   Field-Formed

Formed to the final, less field-formed seam, profile and configuration at 
the site of work prior to installation.

1.2.5   Roofing System

The roofing system is defined as the assembly of roofing components, 
including roofing panels, flashing, fasteners, and accessories which, when 
assembled properly result in a watertight installation.

1.3   SYSTEM DESCRIPTION

1.3.1   Design Requirements

a.  Panels shall be continuous lengths up to manufacturer's standard 
longest lengths, with no joints or seams, except where indicated 
or specified.  Ribs of adjoining sheets shall be in continuous 
contact from eave to ridge.  Individual panels of snap together 
type systems shall be removable for replacement of damaged 
material.

b.  There shall be no exposed or penetrating fasteners except where 
shown on approved shop drawings.  Fasteners into steel shall be 
stainless steel, zinc cast head, or cadmium plated steel screws 
inserted into predrilled holes.  There shall be a minimum of two 
fasteners per concealed roofing clip.  Single fasteners will be 
allowed when supporting structural members are prepunched or 
predrilled.

c.  Snap together type systems shall have a capillary break and a 
positive side lap locking device.  Field-formed seam type systems 
shall be mechanically locked closed by the manufacturer's locking 
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tool.  The seam shall include a continuous factory applied sealant 
when required by the manufacturer to withstand the wind loads 
specified.

d.  Roof panel anchor clips shall be concealed and designed to allow 
for longitudinal thermal movement of the panels, except where 
specific fixed points are indicated.  Provide for lateral thermal 
movement in panel configuration or with clips designed for lateral 
and longitudinal movement.

1.3.2   Design Conditions

The system shall be designed to resist positive and negative loads 
specified herein in accordance with the AISI SG-673.  Panels shall support 
walking loads without permanent distortion or telegraphing of the 
structural supports.

1.3.2.1   Wind Uplift

The design uplift pressures for the roof system shall be computed and 
applied using a basic wind speed of 90 miles per hour (mph).  Roof system 
and attachments shall resist the following wind loads, in pounds per square 
foot (psf):

                                         Negative

      a.  At eaves                       37

      b.  At rakes                       37

      c.  At ridge                       22

      d.  At building corners            56

      e.  At central areas               22

The design uplift force for each connection assembly shall be that pressure 
given for the area under consideration, multiplied by the tributary load 
area of the connection assembly, and multiplied by the appropriate factor 
of safety, as follows:

a.  Single fastener in a connection:  3.0

b.  Two or more fasteners in each connection:  2.25

1.3.2.2   Roof Live Loads

Loads shall be applied on the horizontal projection of the roof structure.  
The minimum roof design live load shall be 20 psf.

1.3.2.3   Thermal Movement

System shall be capable of withstanding thermal movement based on a 
temperature range of 100 degrees F.

1.3.2.4   Deflection

Panels shall be capable of supporting design loads between unsupported 
spans with deflection of not greater than L/180 of the span.
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1.3.3   Structural Performance

The structural performance test methods and requirements of the Standing 
Seam Roofing Systems (SSRS) shall be in accordance with ASTM E 1592.

1.4   SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal 
Procedures."

SD-02 Shop Drawings

Roofing; G

Submit roofing drawings to supplement the instructions and 
diagrams.  Drawings shall include design and erection drawings 
containing an isometric view of the roof showing the design uplift 
pressures and dimensions of edge, ridge and corner zones; and show 
typical and special conditions including flashings, materials and 
thickness, dimensions, fixing lines, anchoring methods, sealant 
locations, sealant tape locations, fastener layout, sizes, and 
spacing, terminations, penetrations, attachments, and provisions 
for thermal movement.  Details of installation shall be in 
accordance with the manufacturer's Standard Instructions and 
details or the SMACNA Arch. Manual.  Prior to submitting shop 
drawings, have drawings reviewed and approved by the 
manufacturer's technical engineering department.

SD-03 Product Data

Roofing panels; G

Attachment clips

Closures

Accessories

Fasteners

Sealants

Sample warranty certificate; G

Submit for materials to be provided.  Submit data sufficient to 
indicate conformance to specified requirements.

SD-04 Samples

Roofing panel

Submit a 12 inch long by full width section of typical panel.

For color selection, submit 2 by 4 inch metal samples in color, 
finish and texture specified.

Accessories
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Submit each type of accessory item used in the project including, 
but not limited to each type of anchor clip, closure, fastener, 
and leg clamp.

Sealants

SD-05 Design Data

Design calculations; IO

SD-06 Test Reports

Field Inspection; G

Submit manufacturer's technical representative's field inspection 
reports as specified in paragraph entitled "Manufacturer's Field 
Inspection."

Structural performance tests

Finish tests

SD-07 Certificates

Manufacturer's Technical Representative's Qualifications

Statement of Installer's Qualifications

Submit documentation from roofing manufacturer proving the 
manufacturer's technical representative meets below specified 
requirements.  Include name, address, telephone number, and 
experience record.

Submit documentation proving the installer is factory-trained, has 
the specified experience, and authorized by the manufacturer to 
install the products specified.

Coil stock compatibility; G

Provide certification of coil compatibility with roll forming 
machinery to be used for forming panels without warping, waviness, 
and rippling not part of panel profile; to be done without damage, 
abrasion or marking of finish coating.

SD-08 Manufacturer's Instructions

Installation manual; G

Submit manufacturers printed installation manual, instructions, 
and standard details.

SD-11 Closeout Submittals

Information card

For each roofing installation, submit a typewritten card or 
photoengraved aluminum card containing the information listed on 
Form 1 located at the end of this section.
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1.5   DESIGN CALCULATIONS

Provide design calculations prepared by a professional engineer 
specializing in structural engineering verifying that system supplied and 
any additional framing meets design load criteria indicated.  Coordinate 
calculations with manufacturer's test results.  Include calculations for:

Wind load uplift design pressure at roof locations specified in 
paragraph entitled "Wind Uplift."

Clip spacing and allowable load per clip.

Fastening of clips to structure or intermediate supports.

Intermediate support spacing and framing and fastening to 
structure when required.

Allowable panel span at anchorage spacing indicated.

Safety factor used in design loading.

Governing code requirements or criteria.

Edge and termination details.

1.6   QUALITY ASSURANCE

1.6.1   Preroofing Conference

After submittals are received and approved but before roofing work, 
including associated work, is preformed, the Contractor shall hold a 
preroofing conference to review the following:

a.  The drawings and specifications

b.  Procedure for on site inspection and acceptance of the roofing 
substrate and pertinent structural details relating to the roofing 
system

c.  Contractor's plan for coordination of the work of the various 
trades involved in providing the roofing system and other 
components secured to the roofing

d.  Safety requirements

The preroofing conference shall be attended by the Contractor and personnel 
directly responsible for the roofing and insulation installation, and the 
roofing manufacturer's technical representative.  Conflicts among those 
attending the preroofing conference shall be resolved and confirmed in 
writing before roofing work, including associated work, is begun. Prepare 
written minutes of the preroofing conference and submit to the Contracting 
Officer.

1.6.2   Manufacturer

The SSMRS shall be the product of a metal roofing industry - recognized 
manufacturer who has been in the practice of manufacturing SSMRS for a 
period of not less than 5 years and who has been involved in at least 5 
projects similar in size and complexity to this project.
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1.6.3   Manufacturer's Technical Representative

The representative shall have authorization from manufacturer to approve 
field changes and be thoroughly familiar with the products and with 
installations in the geographical area where construction will take place.  
The manufacturer's representative shall be an employee of the manufacturer 
with at least 5 years experience in installing the roof system.  The 
representative shall be available to perform field inspections and attend 
meetings as required herein, and as requested by the Contracting Officer.

1.6.4   Installer's Qualifications

The roofing system installer shall be factory-trained, approved by the 
metal roofing system manufacturer to install the system, and shall have a 
minimum of three years experience as an approved applicator with that 
manufacturer.  The applicator shall have applied five installations of 
similar size and scope as this project within the previous 3 years.

1.6.5   Single Source

Roofing panels, clips, closures, and other accessories shall be standard 
products of the same manufacturer; shall be the latest design by the 
manufacturer; and shall have been designed by the manufacturer to operate 
as a complete system for the intended use.

1.6.6   Laboratory Tests For Panel Finish

The term "appearance of base metal" refers to the metal coating on steel.  
Panels shall meet the following test requirements:

a.  Formability Test:  When subjected to a 180 degree bend over a 1/8 
inch diameter mandrel in accordance with ASTM D 522, exterior 
coating film shall show only slight microchecking and no loss of 
adhesion.

b.  Accelerated Weathering Test:  Withstand a weathering test for a 
minimum of 2000 hours in accordance with ASTM G 23, Method 1 
without cracking, peeling, blistering, loss of adhesion of the 
protective coating, or corrosion of the base metal.  Protective 
coating that can be readily removed from the base metal with a 
penknife blade or similar instrument shall be considered to 
indicate loss of adhesion.

c.  Chalking Resistance:  After the 2000-hour weatherometer test, 
exterior coating shall not chalk greater than No. 8 rating when 
measured in accordance with ASTM D 4214 test procedures.

1.7   WARRANTY

Furnish manufacturer's no-dollar-limit materials and workmanship warranty 
for the roofing system.  The warranty period shall be not less than 20 
years from the date of Government acceptance of the work.  The warranty 
shall be issued directly to the Government.  The warranty shall provide 
that if within the warranty period the metal roofing system becomes 
non-watertight or shows evidence of corrosion, perforation, rupture or 
excess weathering due to deterioration of the roofing system resulting from 
defective materials or installed workmanship the repair or replacement of 
the defective materials and correction of the defective workmanship shall 
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be the responsibility of the roofing system manufacturer.  Repairs that 
become necessary because of defective materials and workmanship while 
roofing is under warranty shall be performed within 7 days after 
notification, unless additional time is approved by the Contracting 
Officer.  Failure to perform repairs within the specified period of time 
will constitute grounds for having the repairs performed by others and the 
cost billed to the manufacturer.  The Contractor shall also provide a 2 
year contractor installation warranty.

1.8   DELIVERY, STORAGE AND HANDLING

Deliver, store, and handle preformed panels, bulk roofing products and 
other manufactured items in a manner to prevent damage or deformation.

1.8.1   Delivery

Provide adequate packaging to protect materials during shipment.  Crated 
materials shall not be uncrated until ready for use, except for inspection. 
Immediately upon arrival of materials at the jobsite, inspect materials for 
damage, dampness, and staining.  Damaged or permanently stained materials 
that cannot be restored to like-new condition shall be replaced with 
satisfactory material.  If materials are wet, remove the moisture and 
re-stack and protect the panels until used.

1.8.2   Storage

Stack materials on platforms or pallets and cover with tarpaulins or other 
suitable weathertight covering which prevents water trapping or 
condensation.  Store materials so that water which might have accumulated 
during transit or storage will drain off.  Do not store the panels in 
contact with materials that might cause staining, such as mud, lime, 
cement, fresh concrete or chemicals.  Protect stored panels from wind 
damage.

1.8.3   Handling

Handle material carefully to avoid damage to surfaces, edges and ends.

PART 2   PRODUCTS

2.1   ROOFING PANELS

Panels shall have interlocking ribs for securing adjacent sheets.  System 
for securing the roof covering to structural framing members shall be 
concealed clip fastening system with no fasteners penetrating the panels 
except at the ridge or eave, rakes, penetrations, and end laps.  Backing 
plates and ends of panels at end laps shall be predrilled or prepunched; 
factory prepare ends of panels to be lapped by trimming part of seam, 
die-setting or swaging ends of panels.  Length of sheets shall be 
sufficient to cover the entire length of any unbroken roof slope when such 
slope is 30 feet or less.  When length of run exceeds 30 feet, each sheet 
in the run shall extend over two or more spans.  Sheets longer than 30 feet 
may be furnished if approved by the Contracting Officer.  Width of sheets 
shall provide not less than 12 inches of coverage in place.  Height of 
corrugations of adjacent roof sheets shall be not less than 1.75 inches 
(nominal).  Make provisions for expansion and contraction at either ridge 
or eave, consistent with the type of system to be used.  Panels from coil 
stock shall be formed without warping, waviness or ripples not part of the 
panel profile and shall be free of damage to the finish coating system.
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2.1.1   Material

Zinc-coated steel conforming to ASTM A 653/A 653M, G90coating designation 
or aluminum-zinc alloy coated steel conforming to ASTM A 792/A 792M, AZ 55 
coating.  Minimum thickness to be 0.023 inch thick (24 gage) minimum except 
when mid field of roof is subject to design wind uplift pressures of 60 psf 
or greater, entire roof system shall have a minimum thickness of 0.030 inch 
(22 gage).  Prior to shipment, treat mill finish panels with a passivating 
chemical and oil to inhibit the formation of oxide corrosion products.  
Dry, retreat, and re-oil panels that have become wet during shipment or 
storage but have not started to oxidize.

2.1.2   Texture

Smooth with raised intermediate ribs for added stiffness.

2.1.3   Finish

Factory color finish.

2.1.3.1   Factory Color Finish

Provide factory applied, thermally cured coating to exterior and interior 
of metal roof and wall panels and metal accessories.  Provide exterior 
finish top coat of 70 percent resin polyvinyldene fluoride with not less 
than 0.2 mil dry film thickness.  Provide exterior primer standard with 
panel manufacturer with not less than 0.2 mil dry film thickness.  Interior 
finish shall consist of 0.2 mil dry film thickness prime coat.  Provide 
exterior coating meeting test requirements specified below.  Tests shall 
have been performed on same factory finish and thickness provided.  

2.2   INTERMEDIATE SUPPORTS

Fabricate panel subgirts, subpurlins, T-bars, Z-bars and tracks from 
galvanized steel conforming to ASTM A 653/A 653M, G90, Grade D ( 16 gage 
and heavier), Grade A ( 18 gage and lighter); or steel conforming to ASTM A 
36/A 36M, ASTM A 570/A 570M , or ASTM A 607 prime painted with zinc-rich 
primer.  Size, shape, thickness and capacity as required to meet the load 
and deflection criteria specified.

2.3   ATTACHMENT CLIPS

Fabricate clips from ASTM A 366/A 366M, ASTM A 570/A 570M, or ASTM A 607 
steel hot-dip galvanized in accordance with ASTM A 653/A 653M, G 90, or 
Series 300 stainless steel.  Size, shape, thickness and capacity as 
required to meet the load, insulation thickness and deflection criteria 
specified.

2.4   ACCESSORIES

Sheet metal flashings, trim, moldings, closure strips, pre-formed crickets, 
caps, equipment curbs, and other similar sheet metal accessories used in 
conjunction with preformed metal panels shall be of the same material as 
used for the panels.  Provide metal accessories with a factory color finish 
to match the roofing panels, except that such items which will be concealed 
after installation may be provided without the finish if they are stainless 
steel.  Metal shall be of a thickness not less than that used for the 
panels.  Thermal spacer blocks and other thermal barriers at concealed clip 
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fasteners shall be as recommended by the manufacturer except that wood 
spacer blocks are not allowed.

2.4.1   Closures

2.4.1.1   Rib Closures

Corrosion resisting steel, closed-cell or solid-cell synthetic rubber, 
neoprene or polyvinyl chloride pre-molded to match configuration of rib 
opening.  Material for closures shall not absorb water.

2.4.2   Fasteners

Zinc-coated steel, corrosion resisting steel, zinc cast head, or nylon 
capped steel, type and size specified below or as otherwise approved for 
the applicable requirements.  Design the fastening system to withstand the 
design loads specified.  Exposed fasteners shall be gasketed or have 
gasketed washers on the exterior side of the covering to waterproof the 
penetration.  Washer material shall be compatible with the covering; have a 
minimum diameter of 3/8 inch for structural connections; and gasketed 
portion of fasteners or washers shall be neoprene or other equally durable 
elastomeric material approximately 1/8 inch thick.

2.4.2.1   Screws

Not smaller than No. 14 diameter if self-tapping type and not smaller than 
No. 12 diameter if self-drilling and self-tapping.

2.4.2.2   Bolts

Not smaller than 1/4 inch diameter, shouldered or plain shank as required, 
with proper nuts.

2.4.2.3   Automatic End-Welded Studs

Automatic end-welded studs shall be shouldered type with a shank diameter 
of not smaller than 3/16 inch and cap or nut for holding covering against 
the shoulder.

2.4.2.4   Explosive Driven Fasteners

Fasteners for use with explosive actuated tools shall have a shank diameter 
of not smaller than 0.145 inch with a shank length of not smaller than 1/2 
inch for fastening to steel and not smaller than one inch for fastening to 
concrete.

2.4.2.5   Rivets

Blind rivets shall be stainless steel with 1/8 inch nominal diameter shank. 
Rivets shall be threaded stem type if used for other than the fastening of 
trim.  Rivets with hollow stems shall have closed ends.

2.4.3   Sealants

Elastomeric type containing no oil or asphalt.  Exposed sealant shall cure 
to a rubberlike consistency.  Concealed sealant shall be the non-hardening 
type.  Seam sealant shall be factory-applied, non-skinning, non-drying, and 
shall conform to the roofing manufacturer's recommendations.  
Silicone-based sealants shall not be used in contact with finished metal 
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panels and components unless approved otherwise by the Contracting Officer.

2.4.4   GASKETS AND INSULATING COMPOUNDS

Nonabsorptive and suitable for insulating contact points of incompatible 
materials.  Insulating compounds shall be nonrunning after drying.

2.5   UNDERLAYMENT FOR WOOD SUBSTRATES

ASTM D 226, Type I perforated, covered by water-resistant rosin sized 
building paper.

PART 3   EXECUTION

3.1   EXAMINATION

Examine surfaces to receive standing seam metal roofing and flashing.  
Ensure that surfaces are plumb and true, clean, even, smooth, as dry and 
free from defects and projections which might affect the installation.

3.2   PROTECTION FROM CONTACT WITH DISSIMILAR MATERIALS

3.2.1   Cementitious Materials

Paint metal surfaces which will be in contact with mortar, concrete, or 
other masonry materials with one coat of alkali-resistant coating such as 
heavy-bodied bituminous paint.

3.2.2   Contact with Wood

Where metal will be in contact with wood or other absorbent material 
subject to wetting, seal joints with sealing compound and apply one coat of 
heavy-bodied bituminous paint.

3.3   INSTALLATION

Install in accordance with the approved manufacturer's erection 
instructions, shop drawings, and diagrams.  Panels shall be in full and 
firm contact with attachment clips.  Where prefinished panels are cut in 
the field, or where any of the factory applied coverings or coatings are 
abraded or damaged in handling or installation, they shall, after necessary 
repairs have been made with material of the same color as the weather 
coating, be approved before being installed.  Seal completely openings 
through panels.  Correct defects or errors in the materials.  Replace 
materials which cannot be corrected in an approved manner with nondefective 
materials.  Provide molded closure strips where indicated and where 
necessary to provide weathertight construction.  Use shims as required to 
ensure attachment clip line is true.  Use a spacing gage at each row of 
panels to ensure that panel width is not stretched or shortened.  Provide 
one layer of asphalt-saturated felt placed perpendicular to roof slope, 
covered by one layer of rosin-sized building paper placed parallel to roof 
slope with side laps down slope and attached with roofing nails.  Overlap 
side and end laps 3 inches, offset seams in building paper with seams in 
felt.

3.3.1   Roof Panels

Apply roofing panels with the standing seams parallel to the slope of the 
roof.  Provide roofing panels in longest practical lengths from ridge to 
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eaves (top to eaves on shed roofs), with no transverse joints except at the 
junction of ventilators, curbs, skylights, chimneys, and similar openings.  
Install flashing to assure positive water drainage away from roof 
penetrations.  Locate panel end laps such that fasteners do not engage 
supports or otherwise restrain the longitudinal thermal movement of panels. 
 Form field-formed seam type system seams in the field with an automatic 
mechanical seamer approved by the manufacturer.  Attach panels to the 
structure with concealed clips incorporated into panel seams.  Clip 
attachment shall allow roof to move independently of the structure, except 
at fixed points as indicated.

3.3.2   Insulation Installation

Insulation shall be installed between covering and supporting members to 
present a neat appearance.  Fold and staple and tape seams unless approved 
otherwise by the Contracting Officer.

3.3.3   Flashings

Provide flashing, related closures and accessories as indicated and as 
necessary to provide a weathertight installation.  Install flashing to 
ensure positive water drainage away from roof penetrations.  Flash and seal 
the roof at the ridge, eaves and rakes, and projections through the roof.  
Place closure strips, flashing, and sealing material in an approved manner 
that will assure complete weathertightness.  Details of installation which 
are not indicated shall be in accordance with the SMACNA Arch. Manual, 
panel manufacturer's approved printed instructions and details, or the 
approved shop drawings.  Allow for expansion and contraction of flashing.

3.3.4   Flashing Fasteners

Fastener spacings shall be in accordance with the panel manufacturer's 
recommendations and as necessary to withstand the design loads indicated.  
Install fasteners in roof valleys as recommended by the manufacturer of the 
panels.  Install fasteners in straight lines within a tolerance of 1/2 inch 
in the length of a bay. Drive exposed penetrating type fasteners normal to 
the surface and to a uniform depth to seat gasketed washers properly and 
drive so as not to damage factory applied coating.  Exercise extreme care 
in drilling pilot holes for fastenings to keep drills perpendicular and 
centered.  Do not drill through sealant tape.  After drilling, remove metal 
filings and burrs from holes prior to installing fasteners and washers.  
Torque used in applying fasteners shall not exceed that recommended by the 
manufacturer.  Remove panels deformed or otherwise damaged by over-torqued 
fastenings, and provide new panels.

3.3.5   Rib Closure Strips

Set closure strips in joint sealant material and apply sealant to mating 
surfaces prior to adding panel.

3.4   PROTECTION OF APPLIED ROOFING

Do not permit storing, walking, wheeling, and trucking directly on applied 
roofing materials.  Provide temporary walkways, runways, and platforms of 
smooth clean boards or planks as necessary to avoid damage to applied 
roofing materials, and to distribute weight to conform to indicated live 
load limits of roof construction.

3.5   CLEANING
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Clean exposed sheet metal work at completion of installation.  Remove metal 
shavings, filings, nails, bolts, and wires from roofs.  Remove grease and 
oil films, excess sealants, handling marks, contamination from steel wool, 
fittings and drilling debris and scrub the work clean.  Exposed metal 
surfaces shall be free of dents, creases, waves, scratch marks, solder or 
weld marks and damage to the finish coating.

3.6   MANUFACTURER'S FIELD INSPECTION

Manufacturer's technical representative shall visit the site as necessary 
during the installation process to assure panels, flashings, and other 
components are being installed in a satisfactory manner.  Manufacturer's 
technical representative shall perform a field inspection during the first 
20 squares of roof panel installation and at substantial completion prior 
to issuance of warranty, as a minimum, and as otherwise requested by the 
Contracting Officer.  The inspection visit shall include a review of the 
entire installation to date.  After each inspection, a report, signed by 
the manufacturer's technical representative, shall be submitted to the 
Contracting Officer noting the overall quality of work, deficiencies and 
any other concerns, and recommended corrective actions in detail.  Notify 
Contracting Officer a minimum of 2 working days prior to site visit by 
manufacturer's technical representative.

3.7   COMPLETED WORK

Completed work shall be plumb and true without oil canning, dents, ripples, 
abrasion, rust, staining, or other damage detrimental to the performance or 
aesthetics of the completed roof assembly.

3.8   SCHEDULE

Some metric measurement in this section are based on mathematical 
conversion of English unit measurements, and not on metric measurement 
commonly agreed to by the manufacturers or other parties.  The English and 
metric units for the measurements are as follows:

     PRODUCTS                  ENGLISH UNITS                   METRIC UNITS

a.  Steel sheets             0.023 inch                      0.6 mm
                             0.030 inch                      0.8 mm

b.  Gasket washers           3/8 inch                        10 mm
                             1/8 inch                        3 mm

c.  Screws                   No. 14                          4.75 mm
                             No. 12                          4 mm

d.  Bolts                    1/4 inch                        6 mm

e.  Studs                    3/16 inch                       5 mm

f.  Fasteners                0.145 inch by 1/2 inch          4 mm by 13 mm
                             One inch                        25 mm

g.  Rivets                   1/8 inch                         3 mm

3.8   FORM ONE
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FORM 1  -  PREFORMED STEEL STANDING SEAM ROOFING SYSTEM COMPONENTS

1.  Contract Number:

2.  Building Number & Location:

3.  NAVFAC Specification Number:

4.  Deck/Substrate Type:

5.  Slopes of Deck/Roof Structure:

6.  Insulation Type & Thickness:

7.  Insulation Manufacturer:

8.  Vapor Retarder:    ( )Yes    ( )No

9.  Vapor Retarder Type:

10. Preformed Steel Standing Seam Roofing Description:

a.  Manufacturer (Name, Address, & Phone No.):
b.  Product Name:              c.  Width:            d.  Gage:
e.  Base Metal:                f.  Method of Attachment:

11. Repair of Color Coating:

a.  Coating Manufacturer (Name, Address & Phone No.):
b.  Product Name:
c.  Surface Preparation:
d.  Recoating Formula:
e.  Application Method:

12. Statement of Compliance or Exception:_________________________________
__________________________________________________________________________
__________________________________________________________________________

13. Date Roof Completed:

14. Warranty Period:  From_______________  To_______________

15. Roofing Contractor (Name & Address):

16. Prime Contractor (Name & Address):

Contractor's Signature _________________________  Date:

Inspector's Signature  _________________________  Date:
       -- End of Section --
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SECTION 07840A

FIRESTOPPING
08/00

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM E 84 (1999) Surface Burning Characteristics of 
Building Materials

ASTM E 119 (1998) Fire Tests of Building Construction 
and Materials

ASTM E 814 (1997) Fire Tests of Through-Penetration 
Fire Stops

ASTM E 1399 (1997) Cyclic Movement and Measuring the 
Minimum and Maximum Joint Widths of 
Architectural Joint Systems

UNDERWRITERS LABORATORIES (UL)

UL 723 (1996; Rev thru Dec 1998) Test for Surface 
Burning Characteristics of Building 
Materials

UL 1479 (1994; Rev thru Feb 1998) Fire Tests of 
Through-Penetration Firestops

UL 2079 (1998) Tests for Fire Resistance of 
Building Joint Systems

UL Fire Resist Dir (1999) Fire Resistance Directory (2 Vol.)

1.2   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Firestopping Materials; G, RE.
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  Detail drawings including manufacturer's descriptive data, 
typical details conforming to UL Fire Resist Dir or other details 
certified by another nationally recognized testing laboratory, 
installation instructions or UL listing details for a firestopping 
assembly in lieu of fire-test data or report.  For those firestop 
applications for which no UL tested system is available through a 
manufacturer, a manufacturer's engineering judgement, derived from 
similar UL system designs or other tests, shall be submitted for 
review and approval prior to installation.  Submittal shall 
indicate the firestopping material to be provided for each type of 
application.  When more than 5 penetrations or construction joints 
are to receive firestopping, drawings shall indicate location and 
type of application.

SD-07 Certificates

Firestopping Materials; IO.

  Certificates attesting that firestopping material complies with 
the specified requirements.  In lieu of certificates, drawings 
showing UL classified materials as part of a tested assembly may 
be provided.  Drawings showing evidence of testing by an alternate 
nationally recognized independent laboratory may be substituted.

Installer Qualifications; IO.

  Documentation of training and experience.

1.3   GENERAL REQUIREMENTS

Firestopping shall consist of furnishing and installing tested and listed 
firestop systems, combination of materials, or devices to form an effective 
barrier against the spread of flame, smoke and gases, and maintain the 
integrity of fire resistance rated walls, partitions, floors, and 
ceiling-floor assemblies, including through-penetrations and construction 
joints and gaps.  Through-penetrations include the annular space around 
pipes, tubes, conduit, wires, cables and vents.  Construction joints 
include those used to accommodate expansion, contraction, wind, or seismic 
movement; firestopping material shall not interfere with the required 
movement of the joint.  Gaps requiring firestopping include gaps between 
the curtain wall and the floor slab and between the top of the fire-rated 
walls and the roof or floor deck above.

1.4   STORAGE AND DELIVERY

Materials shall be delivered in the original unopened packages or 
containers showing name of the manufacturer and the brand name.  Materials 
shall be stored off the ground and shall be protected from damage and 
exposure to elements.  Damaged or deteriorated materials shall be removed 
from the site.

1.5   INSTALLER QUALIFICATIONS

The Contractor shall engage an experienced Installer who is certified, 
licensed, or otherwise qualified by the firestopping manufacturer as having 
the necessary staff, training, and a minimum of 3 years experience in the 
installation of manufacturer's products per specified requirements.  A 
manufacturer's willingness to sell its firestopping products to the 
Contractor or to an installer engaged by the Contractor does not in itself 
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confer qualification on the buyer.  The Installer shall have been trained 
by a direct representative of the manufacturer (not distributor or agent) 
in the proper selection and installation procedures.

1.6   COORDINATION

The specified work shall be coordinated with other trades.  Firestopping 
materials, at penetrations of pipes and ducts, shall be applied prior to 
insulating, unless insulation meets requirements specified for 
firestopping.  Firestopping materials at building joints and construction 
gaps shall be applied prior to completion of enclosing walls or assemblies. 
 Cast-in-place firestop devices shall be located and installed in place 
before concrete placement.  Pipe, conduit or cable bundles shall be 
installed through cast-in-place device after concrete placement but before 
area is concealed or made inaccessible.

PART 2   PRODUCTS

2.1   FIRESTOPPING MATERIALS

Firestopping materials shall consist of commercially manufactured, 
asbestos-free products complying with the following minimum requirements:

2.1.1   Fire Hazard Classification

Material shall have a flame spread of 25 or less, and a smoke developed 
rating of 50 or less, when tested in accordance with ASTM E 84 or UL 723.  
Material shall be an approved firestopping material as listed in UL Fire 
Resist Dir or by a nationally recognized testing laboratory.

2.1.2   Toxicity

Material shall be nontoxic to humans at all stages of application.

2.1.3   Fire Resistance Rating

Firestopping will not be required to have a greater fire resistance rating 
than that of the assembly in which it is being placed.

2.1.3.1   Through-Penetrations

Firestopping materials for through-penetrations, as described in paragraph 
GENERAL REQUIREMENTS, shall provide "F" and "T" fire resistance ratings in 
accordance with ASTM E 814 or UL 1479.  Fire resistance ratings shall be as 
follows:

a.  Penetrations of Fire Resistance Rated Walls and Partitions:  F 
Rating = Rating of wall or partition being penetrated.

2.1.3.2   Construction Joints and Gaps

Fire resistance ratings of construction joints, as described in paragraph 
GENERAL REQUIREMENTS, and gaps such as those between floor slabs or roof 
decks and curtain walls shall be the same as the construction in which they 
occur. Construction joints and gaps shall be provided with firestopping 
materials and systems that have been tested per ASTM E 119 or UL 2079 to 
meet the required fire resistance rating.  Systems installed at 
construction joints shall meet the cycling requirements of ASTM E 1399 or 
UL 2079.

SECTION 07840a  Page 4



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

PART 3   EXECUTION

3.1   PREPARATION

Areas to receive firestopping shall be free of dirt, grease, oil, or loose 
materials which may affect the fitting or fire resistance of the 
firestopping system.  For cast-in-place firestop devices, formwork or metal 
deck to receive device prior to concrete placement shall be sound and 
capable of supporting device.

3.2   INSTALLATION

Firestopping material shall completely fill void spaces regardless of 
geometric configuration, subject to tolerance established by the 
manufacturer.  Firestopping shall be installed in accordance with 
manufacturer's written instructions.  Tested and listed firestop systems 
shall be provided in the following locations, except in floor slabs on 
grade:

a.  Penetrations of duct, conduit, tubing, cable and pipe through 
fire-resistance rated walls, partitions, and ceiling-floor 
assemblies.

b.  Gaps at perimeter of fire-resistance rated walls and partitions, 
such as between the top of the walls and the bottom of roof decks.

c.  Construction joints in fire rated walls and partitions.

d.  Other locations where required to maintain fire resistance rating 
of the construction.

3.2.1   Insulated Pipes and Ducts

Thermal insulation shall be cut and removed where pipes or ducts pass 
through firestopping, unless insulation meets requirements specified for 
firestopping.  Thermal insulation shall be replaced with a material having 
equal thermal insulating and firestopping characteristics.

3.2.2   Fire Dampers

Fire dampers shall be installed and firestopped in accordance with Section 
15895 AIR SUPPLY, DISTRIBUTION, VENTILATION, AND EXHAUST SYSTEM.

    -- End of Section --
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SECTION 07920N

JOINT SEALANTS
09/99

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 920 (1998) Elastomeric Joint Sealants

1.2   SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal 
Procedures."

SD-03 Product Data; G, RE

Sealants

Primers

Bond breakers

Backstops

Data for the sealants shall include shelf life, and recommended 
cleaning solvents.

1.3   ENVIRONMENTAL CONDITIONS

The ambient temperature shall be within the limits of 40 and 100 degrees F 
when sealant is applied.

1.4   DELIVERY AND STORAGE

Deliver materials to the job site in unopened manufacturers' external 
shipping containers, with brand names, date of manufacture, color, and 
material designation clearly marked thereon.  Elastomeric sealant 
containers shall be labeled to identify type, class, grade, and use. 
Carefully handle and store materials to prevent inclusion of foreign 
materials or subjection to sustained temperatures exceeding 100 F degrees 
or less than 0 degrees F.

PART 2   PRODUCTS

2.1   SEALANTS

Provide sealant that has been tested and found suitable for the substrates 
to which it will be applied.
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2.1.1   Interior Sealant

 ASTM C 920, Type S or M, Grade NS, Class 12.5, Use NT.  Location(s) and 
color(s) of sealant shall be as follows:

                      LOCATION                           COLOR

      a.  Small voids between walls or partitions and                 
          adjacent lockers, casework, shelving,                        
          door frames, built-in or surface-mounted       Match adjacent
          equipment and fixtures, and similar items.     surface color
          

      b.  Perimeter of frames at doors, windows,         Match adjacent
          and access panels which adjoin exposed         surface color
          interior concrete and masonry surfaces.

      c.  Joints of interior masonry walls and           Match adjacent
          partitions which adjoin columns, pilasters,    surface color
          concrete walls, and exterior walls unless
          otherwise detailed.

      d.  Joints between edge members for acoustical     White
          tile and adjoining vertical surfaces.

      e.  Interior locations, not otherwise indicated    Match adjacent
          or specified, where small voids exist between  surface color
          materials specified to be painted.

      f.  Joints between bathtubs and ceramic tile;      White
          joints between shower receptors and ceramic
          tile; joints formed where nonplaner tile
          surfaces meet.

      g.  Joints formed between tile floors and tile     Match adjacent
          base cove; joints between tile and dissimilar  surface color
          materials; joints occurring where substrates 
          change.

      h.  Behind escutcheon plates at valve pipe         White
          penetrations and showerheads in showers.

2.1.2   Exterior Sealant

For joints in vertical surfaces, provide ASTM C 920, Type S or M, Grade NS, 
Class 25, Use NT.  For joints in horizontal surfaces, provide ASTM C 920, 
Type S or M, Grade P, Class 25, Use T.  Location(s) and color(s) of sealant 
shall be as follows:

                      LOCATION                          COLOR

      a.  Joints and recesses formed where frames       Match adjacent
          and subsills of windows, doors, louvers,      surface color
          and vents adjoin masonry, concrete, or        
          metal frames.  Use sealant at both exterior   
          and interior surfaces of exterior wall        
          penetrations.

      b.  Joints between new and existing exterior      Match existing
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                      LOCATION                          COLOR
          masonry walls.                                surface color 

      c.  Masonry joints where shelf angles occur.      Match adjacent
                                                        surface color

      d.  Expansion and control joints.                 Match adjacent
                                                        surface color

      e.  Interior face of expansion joints in          Match adjacent
          exterior concrete or masonry walls where      surface color
          metal expansion joint covers are not required.

      f.  Voids where items pass through exterior       Match adjacent
          walls.                                        surface color

      g.  Metal reglets, where flashing is inserted     Grey
          into masonry joints, and where flashing is
          penetrated by coping dowels.

      h.  Metal-to-metal joints where sealant is        Match adjacent
          indicated or specified.                       surface color

      i.  Joints between ends of gravel stops, fascias, Match adjacent
          copings, and adjacent walls.                  surface color

2.1.3   Floor Joint Sealant

ASTM C 920, Type S or M, Grade P, Class 25, Use T.  Location(s) and 
color(s) of sealant shall be as follows:

               LOCATION                                COLOR

      a.  Seats of metal thresholds for                Gray
          exterior doors.                              

      b.  Control and expansion joints in floors,      Match adjacent 
          slabs, ceramic tile, and walkways.           surface color

2.2   PRIMERS

Provide a nonstaining, quick-drying type and consistency recommended by the 
sealant manufacturer for the particular application.

2.3   BOND BREAKERS
 
Provide the type and consistency recommended by the sealant manufacturer 
for the particular application.

2.4   BACKSTOPS

Provide glass fiber roving or neoprene, butyl, polyurethane, or 
polyethylene foams free from oil or other staining elements as recommended 
by sealant manufacturer.  Backstop material shall be compatible with 
sealant.  Do not use oakum and other types of absorptive materials as 
backstops.

2.5   CLEANING SOLVENTS
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Provide type(s) recommended by the sealant manufacturer except for aluminum 
and bronze surfaces that will be in contact with sealant.

PART 3   EXECUTION

3.1   SURFACE PREPARATION

Surfaces shall be clean, dry to the touch, and free from dirt frost, 
moisture, grease, oil, wax, lacquer, paint, or other foreign matter that 
would tend to destroy or impair adhesion.  When resealing an existing 
joint, remove existing calk or sealant prior to applying new sealant.

3.1.1   Steel Surfaces

Remove loose mill scale by sandblasting or, if sandblasting is impractical 
or would damage finish work, scraping and wire brushing.  Remove protective 
coatings by sandblasting or using a residue-free solvent.

3.1.2   Aluminum or Bronze Surfaces

Remove temporary protective coatings from surfaces that will be in contact 
with sealant.  When masking tape is used as a protective coating, remove 
tape and any residual adhesive just prior to sealant application.  For 
removing protective coatings and final cleaning, use nonstaining solvents 
recommended by the manufacturer of the item(s) containing aluminum or 
bronze surfaces.

3.2   SEALANT PREPARATION

Do not add liquids, solvents, or powders to the sealant.  Mix 
multicomponent elastomeric sealants in accordance with manufacturer's 
instructions.

3.3   APPLICATION

3.3.1   Joint Width-To-Depth Ratios

a.  Acceptable Ratios:

               JOINT WIDTH                         JOINT DEPTH
                                              Minimum       Maximum

               For metal, glass, or other
               nonporous surfaces:

                  1/4 inch (minimum)          1/4 inch      1/4 inch
                  over 1/4 inch               1/2 of        Equal to
                                              width         width
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               JOINT WIDTH                         JOINT DEPTH
                                              Minimum       Maximum

               For wood, concrete, masonry

                  1/4 inch (minimum)          1/4 inch      1/4 inch
                  Over 1/4 inch to 1/2 inch   1/4 inch      Equal to
                                                            width

                  Over 1/2 inch to 2 inches   1/2 inch      5/8 inch
                  Over 2 inches               (As recommended by sealant
                                              manufacturer)

b.  Unacceptable Ratios:  Where joints of acceptable width-to-depth 
ratios have not been provided, clean out joints to acceptable 
depths and grind or cut to acceptable widths without damage to the 
adjoining work.  Grinding shall not be required on metal surfaces.

3.3.2   Backstops

Install backstops dry and free of tears or holes.  Tightly pack the back or 
bottom of joint cavities with backstop material to provide a joint of the 
depth specified.  Install backstops in the following locations:

a.  Where indicated.

b.  Where backstop is not indicated but joint cavities exceed the 
acceptable maximum depths specified in paragraph entitled, "Joint 
Width-to-Depth Ratios."

3.3.3   Primer

Immediately prior to application of the sealant, clean out loose particles 
from joints.  Where recommended by sealant manufacturer, apply primer to 
joints in concrete masonry units, wood, and other porous surfaces in 
accordance with sealant manufacturer's instructions.  Do not apply primer 
to exposed finish surfaces.

3.3.4   Bond Breaker

Provide bond breakers to the back or bottom of joint cavities, as 
recommended by the sealant manufacturer for each type of joint and sealant 
used, to prevent sealant from adhering to these surfaces.  Carefully apply 
the bond breaker to avoid contamination of adjoining surfaces or breaking 
bond with surfaces other than those covered by the bond breaker.

3.3.5   Sealants

Provide a sealant compatible with the material(s) to which it is applied. 
Do not use a sealant that has exceeded shelf life or has jelled and can not 
be discharged in a continuous flow from the gun.  Apply the sealant in 
accordance with the manufacturer's instructions with a gun having a nozzle 
that fits the joint width.  Force sealant into joints to fill the joints 
solidly without air pockets.  Tool sealant after application to ensure 
adhesion.  Sealant shall be uniformly smooth and free of wrinkles.  Upon 
completion of sealant application, roughen partially filled or unfilled 
joints, apply sealant, and tool smooth as specified.
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3.4   PROTECTION AND CLEANING

3.4.1   Protection

Protect areas adjacent to joints from sealant smears.  Masking tape may be 
used for this purpose if removed 5 to 10 minutes after the joint is filled.

3.4.2   Final Cleaning

Upon completion of sealant application, remove remaining smears and stains 
and leave the work in a clean and neat condition.

a.  Masonry and Other Porous Surfaces:  Immediately scrape off fresh 
sealant that has been smeared on masonry and rub clean with a 
solvent as recommended by the sealant manufacturer.  Allow excess 
sealant to cure for 24 hour then remove by wire brushing or 
sanding.

b.  Metal and Other Non-Porous Surfaces:  Remove excess sealant with a 
solvent-moistened cloth.

       -- End of Section --
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SECTION 08110

STEEL DOORS AND FRAMES

05/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI A250.4 (1994) Test Procedure and Acceptance 
Criteria for Physical Endurance for Steel 
Doors and Hardware Reinforcings

ANSI A250.6 (1997) Hardware on Standard Steel Doors 
(Reinforcement - Application)

ANSI A250.8 (1998) SDI-100 Recommended Specifications 
for Standard Steel Doors and Frames

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 591 (1994) Unfaced Preformed Rigid Cellular 
Polyisocyanurate Thermal Insulation

ASTM D 2863 (1997) Measuring the Minimum Oxygen 
Concentration to Support Candle-Like 
Combustion of Plastics (Oxygen Index)

DOOR AND HARDWARE INSTITUTE (DHI)

DHI A115 (1991) Steel Door Preparation Standards 
(Consisting of A115.1 through A115.6 and 
A115.12 through A115.18)

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 80 (1999) Fire Doors and Fire Windows

NFPA 252 (1999) Standard Methods of Fire Tests of 
Door Assemblies

STEEL DOOR INSTITUTE (SDOI)

SDI 105 (1998) Recommended Erection Instructions 
for Steel Frames

SDI 111-F Recommended Existing Wall Anchors for 
Standard Steel Doors and Frames
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SDI 113 (1979) Apparent Thermal Performance of 
STEEL DOOR and FRAME ASSEMBLIES

UNDERWRITERS LABORATORIES (UL)

UL 10B (1997) Fire Tests of Door Assemblies

1.2   SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal 
Procedures."

SD-02 Shop Drawings

Doors; G

Frames; G

Accessories

Show elevations, construction details, metal gages, hardware 
provisions, method of glazing, and installation details.

Schedule of doors; G

Schedule of frames; G

Submit door and frame locations.

SD-03 Product Data

Doors; G

Frames; G

Accessories

Submit manufacturer's descriptive literature for doors, frames, 
and accessories.  Include data and details on door construction, 
panel (internal) reinforcement, insulation, and door edge 
construction.  When "custom hollow metal doors" are provided in 
lieu of "standard steel doors," provide additional details and 
data sufficient for comparison to ANSI A250.8 requirements.

1.3   DELIVERY, STORAGE, AND HANDLING

Deliver doors, frames, and accessories undamaged and with protective 
wrappings or packaging. Provide temporary steel spreaders securely fastened 
to the bottom of each welded frame.  Store doors and frames on platforms 
under cover in clean, dry, ventilated, and accessible locations, with 1/4 
inch airspace between doors.  Remove damp or wet packaging immediately and 
wipe affected surfaces dry.  Replace damaged materials with new.

PART 2   PRODUCTS

2.1   STANDARD STEEL DOORS
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Doors shall be factory fabricated in accordance with SDOI SDI-100 and the 
additional requirements specified herein.  Door grade shall be standard 
(Grade I) unless otherwise indicated on the door schedule.  Exterior doors 
shall be designation A40 galvanized.  Doors shall be prepared to receive 
hardware conforming to the templates and information provided under Section 
08710 BUILDERS'HARDWARE.  Doors shall be reinforced, drilled, and tapped to 
receive mortised hinges, locks, latches, and flush bolts as required.  
Doors shall be reinforced for surface applied hardware where specified.  
Full glass doors shall conform to SDOI SDI-100, Model 3, and shall include 
provisions for glazing.  Reinforcing of door assemblies for closers and 
other required hardware shall be in accordance with SDOI SDI-100 and the 
conditions of the fire door assembly listing when applicable.

2.2   INSULATED STEEL DOOR SYSTEMS

Door size(s), design, and material shall be as specified for standard steel 
doors. Insulated steel doors shall have a core of polyurethane foam and an 
R factor of 10.0 or more (based on a k value of 0.16); face sheets, edges, 
and frames of galvanized steel not lighter than 23 gage, 16 gage, and 16 
gage respectively; magnetic weatherstripping; nonremovable-pin hinges; 
thermal-break aluminum threshold; and vinyl door bottom.  Doors and frames 
shall receive phosphate treatment, rust-inhibitive primer, and baked 
acrylic enamel finish.  Doors shall have been tested in accordance with 
ANSI A250.4 and shall have met the requirements for Level C.  Prepare doors 
to receive hardware specified in Section 08710, "Door Hardware."  Doors 
shall be 1 3/4 inches thick.  Provide insulated steel doors and frames for 
all exterior loations.  Exterior doors shall have top edges closed flush 
and sealed against water penetration.

2.3   ACCESSORIES

2.3.1   Astragals

For interior pairs of fire rated doors, provide stainless steel astragals 
complying with NFPA 80 for fire rated assemblies.

2.3.2   Moldings

Provide moldings around glass of interior and exterior doors and louvers of 
interior doors.  Provide nonremovable moldings on outside of exterior doors 
and on corridor side of interior doors.  Other moldings may be stationary 
or removable.  Secure inside moldings to stationary moldings, or provide 
snap-on moldings.  Muntins shall interlock at intersections and shall be 
fitted and welded to stationary moldings.

2.4   INSULATION CORES

Insulated cores shall be of type specified, and provide an apparent 
U-factor of .48 in accordance with SDI 113 and shall conform to:

a.  Rigid Polyurethane Foam:  ASTM C 591, Type 1 or 2, foamed-in-place 
or in board form, with oxygen index of not less than 22 percent 
when tested in accordance with ASTM D 2863; or

2.5   STANDARD STEEL FRAMES

ANSI A250.8, except as otherwise specified.  Form frames to sizes and 
shapes indicated, with welded corners.  Provide steel frames for doors, 
transoms unless otherwise indicated.
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2.5.1   Welded Frames

Continuously weld frame faces at corner joints.  Mechanically interlock or 
continuously weld stops and rabbets.  Grind welds smooth.

2.5.2   Mullions and Transom Bars

Mullions and transom bars shall be closed or tubular construction and shall 
member with heads and jambs butt-welded thereto.  Bottom of door mullions 
shall have adjustable floor anchors and spreader connections.

2.5.3   Stops and Beads

Form stops and beads from 20 gage steel.  Provide for glazed and other 
openings in standard steel frames.  Secure beads to frames with oval-head, 
countersunk Phillips self-tapping sheet metal screws or concealed clips and 
fasteners.  Space fasteners approximately 12 to 16 inches on centers.  
Miter molded shapes at corners.  Butt or miter square or rectangular beads 
at corners.

2.5.4   Anchors

Provide anchors to secure the frame to adjoining construction.  Provide 
steel anchors, zinc-coated or painted with rust-inhibitive paint, not 
lighter than 18 gage.

2.5.4.1   Wall Anchors

Provide at least three anchors for each jamb.  For frames which are more 
than 7.5 feet in height, provide one additional anchor for each jamb for 
each additional 2.5 feet or fraction thereof.

a.  Masonry:  Provide anchors of corrugated or perforated steel straps 
or 3/16 inch diameter steel wire, adjustable or T-shaped;

b.  Existing openings:  Secure frames to previously placed concrete or 
masonry with expansion bolts in accordance with SDI 111-F; and

2.5.4.2   Floor Anchors

Provide floor anchors drilled for 3/8 inch anchor bolts at bottom of each 
jamb member.  Where floor fill occurs, terminate bottom of frames at the 
indicated finished floor levels and support by adjustable extension clips 
resting on and anchored to the structural slabs.

2.6   FIRE DOORS AND FRAMES

NFPA 80 and this specification.  The requirements of NFPA 80 shall take 
precedence over details indicated or specified.  See Door Schedule for 
doors requiring fire rating.

2.6.1   Labels

Fire doors and frames shall bear the label of Underwriters Laboratories 
(UL), Factory Mutual Engineering and Research (FM), or Warnock Hersey 
International (WHI) attesting to the rating required.  Testing shall be in 
accordance with NFPA 252 or UL 10B.  Labels shall be metal with raised 
letters, and shall bear the name or file number of the door and frame 
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manufacturer.  Labels shall be permanently affixed at the factory to frames 
and to the hinge edge of the door.  Door labels shall not be painted.

2.6.2   Oversized Doors

For fire doors and frames which exceed the size for which testing and 
labeling are available, furnish certificates stating that the doors and 
frames are identical in design, materials, and construction to a door which 
has been tested and meets the requirements for the class indicated.

2.6.3   Astragal on Fire Doors

On pairs of labeled fire doors, conform to NFPA 80 and UL requirements.  

2.7   HARDWARE PREPARATION

Provide minimum hardware reinforcing gages as specified in ANSI A250.6.  
Drill and tap doors and frames to receive finish hardware. Prepare doors 
and frames for hardware in accordance with the applicable requirements of 
ANSI A250.8 and ANSI A250.6.  For additional requirements refer to DHI A115. 
 Drill and tap for surface-applied hardware at the project site.  Build 
additional reinforcing for surface-applied hardware into the door at the 
factory.  Locate hardware in accordance with the requirements of ANSI A250.8, 
as applicable.  Punch door frames, with the exception of frames that will 
have weatherstripping gasketing, to receive a minimum of two rubber or 
vinyl door silencers on lock side of single doors and one silencer for each 
leaf at heads of double doors.  Set lock strikes out to provide clearance 
for silencers.

2.8   FINISHES

2.8.1   Factory-Primed Finish

All surfaces of doors and frames shall be thoroughly cleaned, chemically 
treated and factory primed with a rust inhibiting coating as specified in 
ANSI A250.8. 

2.9   FABRICATION AND WORKMANSHIP

Finished doors and frames shall be strong and rigid, neat in appearance, 
and free from defects, waves, scratches, cuts, dents, ridges, holes, warp, 
and buckle.  Molded members shall be clean cut, straight, and true, with 
joints coped or mitered, well formed, and in true alignment.  Dress exposed 
welded and soldered joints smooth.  Design door frame sections for use with 
the wall construction indicated.  Corner joints shall be well formed and in 
true alignment.  Conceal fastenings where practicable.  On wraparound 
frames for masonry partitions, provide a throat opening 1/8 inch larger 
than the actual masonry thickness.  Design frames in exposed masonry walls 
or partitions to allow sufficient space between the inside back of trim and 
masonry to receive calking compound.

2.9.1   Grouted Frames

For frames to be installed in exterior walls, fill frames with mortar or 
grout, fill the stops with strips of rigid insulation to keep the grout out 
of the stops and to facilitate installation of stop-applied head and jamb 
seals.

PART 3   EXECUTION
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3.1   INSTALLATION

3.1.1   Frames

Set frames in accordance with SDI 105.  Plumb, align, and brace securely 
until permanent anchors are set.  Anchor bottoms of frames with expansion 
bolts or powder-actuated fasteners.  Build in or secure wall anchors to 
adjoining construction.  Where frames require ceiling struts or overhead 
bracing, anchor frames to the struts or bracing.  When an additive is 
provided in the mortar, coat inside of frames with corrosion-inhibiting 
bituminous material.  For frames in exterior walls, ensure that stops are 
filled with rigid insulation before grout is placed.

3.1.2   Doors

Hang doors in accordance with clearances specified in ANSI A250.8.  After 
erection and glazing, clean and adjust hardware.

3.1.3   Fire Doors and Frames

Install fire doors and frames, including hardware, in accordance with NFPA 
80.  

3.2   PROTECTION

Protect doors and frames from damage.  Repair damaged doors and frames 
prior to completion and acceptance of the project or replace with new, as 
directed.  Wire brush rusted frames until rust is removed.  Clean 
thoroughly.  Apply an all-over coat of rust-inhibitive paint of the same 
type used for shop coat.

3.3   CLEANING

Upon completion, clean exposed surfaces of doors and frames thoroughly.  
Remove mastic smears and other unsightly marks.

       -- End of Section --
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SECTION 08120

ALUMINUM DOORS AND FRAMES
09/99

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

ALUMINUM ASSOCIATION (AA)

AA 45 (1980) Aluminum Finishes

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 36/A 36M (1997; Rev. A) Carbon Structural Steel

ASTM B 209 (1996) Aluminum and Aluminum-Alloy Sheet 
and Plate

ASTM B 221 (1996) Aluminum and Aluminum-Alloy 
Extruded Bars, Rods, Wire, Profiles, and 
Tubes

ASTM E 283 (1991) Rate of Air Leakage Through 
Exterior Windows, Curtain Walls, and Doors 
Under Specified Pressure Differences 
Across the Specimen

ASTM E 331 (1996) Water Penetration of Exterior 
Windows, Curtain Walls, and Doors by 
Uniform Static Air Pressure Difference

1.2   PERFORMANCE REQUIREMENTS

1.2.1   Structural

Shapes and thicknesses of framing members shall be sufficient to withstand 
a design wind load of not less than 30 pounds per square foot of supported 
area with a deflection of not more than 1/175 times the length of the 
member and a safety factor of not less than 1.65.  Provide glazing beads, 
moldings, and trim of not less than 0.050 inch nominal thickness.

1.2.2   Air Infiltration

When tested in accordance with ASTM E 283, air infiltration shall not exceed
 0.06 cubic feet per minute per square foot of fixed area at a test 
pressure of 6.24 pounds per square foot (50 mile per hour wind).

1.2.3   Water Penetration

When tested in accordance with ASTM E 331, there shall be no water 
penetration at a pressure of 8 pounds per square foot of fixed area.
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1.3   SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal 
Procedures."

SD-02 Shop Drawings

Doors and frames; G

Show elevations of each door type, size of doors and frames, metal 
gages, details of door and frame construction, methods of 
anchorage, glazing details, weatherstripping, provisions for and 
location of hardware, and details of installation.

SD-08 Manufacturer's Instructions

Doors and frames; IO

Submit detail specifications and instructions for installation, 
adjustments, cleaning, and maintenance.

1.4   DELIVERY, STORAGE, AND HANDLING

Inspect materials delivered to the site for damage.  Unload and store with 
minimum handling.  Provide storage space in dry location with adequate 
ventilation, free from dust or water, and easily accessible for inspection 
and handling.  Stack materials on nonabsorptive strips or wood platforms. 
Do not cover doors and frames with tarps, polyethylene film, or similar 
coverings.  Protect finished surfaces during shipping and handling using 
manufacturer's standard method, except that no coatings or lacquers shall 
be applied to surfaces to which calking and glazing compounds must adhere.

PART 2   PRODUCTS

2.1   DOORS AND FRAMES

Swing-type aluminum doors and frames of size, design, and location 
indicated.  Provide doors complete with frames, framing members, subframes, 
transoms, adjoining sidelights, adjoining window wall, trim, and 
accessories.

2.2   MATERIALS

2.2.1   Anchors

Stainless steel.

2.2.2   Weatherstripping

Continuous wool pile, silicone treated, or type recommended by door 
manufacturer.

2.2.3   Aluminum Alloy for Doors and Frames

ASTM B 221, Alloy 6063-T5 for extrusions.  ASTM B 209, alloy and temper 
best suited for aluminum sheets and strips.

2.2.4   Fasteners
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Hard aluminum or stainless steel.

2.2.5   Structural Steel

ASTM A 36/A 36M.

2.2.6   Aluminum Paint

Type as recommended by aluminum door manufacturer.

2.3   FABRICATION

2.3.1   Aluminum Frames

Extruded aluminum shapes with contours approximately as indicated.  Provide 
removable glass stops and glazing beads for frames accommodating fixed 
glass.  Use countersunk stainless steel Phillips screws for exposed 
fastenings, and space not more than 12 inches o.c.  Mill joints in frame 
members to a hairline fit, reinforce, and secure mechanically.

2.3.2   Aluminum Doors

Of type, size, and design indicated and not less than 1 3/4 inches thick.  
Minimum wall thickness, 0.125 inch, except beads and trim, 0.050 inch. Door 
sizes shown are nominal and shall include standard clearances as follows:  
0.093 inch at hinge and lock stiles, 0.125 inch between meeting stiles, 
0.125 inch at top rails, 0.187 inch between bottom and threshold, and 0.687 
inch between bottom and floor.  Bevel single-acting doors 0.063 or 0.125 
inch at lock, hinge, and meeting stile edges.

2.3.2.1   Full Glazed Stile and Rail Doors

Doors shall have medium stiles and rails as indicated. Fabricate from 
extruded aluminum hollow seamless tubes or from a combination of 
open-shaped members interlocked or welded together.  Fasten top and bottom 
rail together by means of welding or by 3/8 or 1/2 inch diameter 
cadmium-plated tensioned steel tie rods.  Provide an adjustable mechanism 
of jack screws or other methods in the top rail to allow for minor 
clearance adjustments after installation.

2.3.3   Welding and Fastening

Where possible, locate welds on unexposed surfaces.  Dress welds on exposed 
surfaces smoothly.  Select welding rods, filler wire, and flux to produce a 
uniform texture and color in finished work.  Remove flux and spatter from 
surfaces immediately after welding.  Exposed screws or bolts will be 
permitted only in inconspicuous locations, and shall have countersunk 
heads.  Weld concealed reinforcements for hardware in place.

2.3.4   Weatherstripping

Provide on stiles and rails of exterior doors.  Fit into slots which are 
integral with doors or frames.  Weatherstripping shall be replaceable 
without special tools, and adjustable at meeting rails of pairs of doors. 
Installation shall allow doors to swing freely and close positively.  Air 
leakage of a single leaf weatherstripped door shall not exceed 0.5 cubic 
feet per minute of air per square foot of door area when tested in 
accordance with ASTM E 283.
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2.3.5   Anchors

On the backs of subframes, provide anchors of the sizes and shapes 
indicated for securing subframes to adjacent construction.  Anchor transom 
bars at ends and mullions at head and sill.  Where indicated, reinforce 
vertical mullions with structural steel members of sufficient length to 
extend up to the overhead structural framing and secure thereto. Provide 
vertical steel member at top of each vertical mullion.  Place anchors near 
top and bottom of each jamb and at intermediate points not more than 25 
inches apart.

2.3.6   Provisions for Hardware

Hardware is specified in Section 08710, "Door Hardware."  Deliver hardware 
templates and hardware (except field-applied hardware) to the door 
manufacturer for use in fabrication of aluminum doors and frames.  Cut, 
reinforce, drill, and tap doors and frames at the factory to receive 
template hardware.  Provide doors to receive surface-applied hardware, 
except push plates, kick plates, and mop plates, with reinforcing only; 
drill and tap in the field.  Provide hardware reinforcements of stainless 
steel or steel with hot-dipped galvanized finish, and secure with stainless 
steel screws.

2.3.7   Provisions for Glazing

Provide extruded aluminum snap-in glazing beads on interior side of doors. 
Provide extruded aluminum, theft-proof, snap-in glazing beads or fixed 
glazing beads on exterior or security side of doors.  Glazing beads shall 
have vinyl insert glazing gaskets.  Design glazing beads to receive glass 
of thickness indicated or specified.  Glazing is specified in Section 08800N, 
"Glazing."

2.3.8   Finishes

Provide exposed aluminum surfaces with factory finish of anodic coating.

2.3.8.1   Anodic Coating

Clean exposed aluminum surfaces and provide an anodized finish conforming 
to AA 45.  Finish shall be electrolytically deposited color-anodized, 
designation AA-M10-C22-A44, Architectural Class I 0.7 mil or thicker.  
Color shall be as indicated in color schedule.

2.3.9   Trim

Provide extruded aluminum corner closure trim to cover steel columns.  
Corner closures shall snap into aluminum system jamb.  Provide material to 
match window framing system.

PART 3   EXECUTION

3.1   INSTALLATION

Plumb, square, level, and align frames and framing members to receive 
doors, transoms, adjoining sidelights, and, adjoining window walls. Anchor 
frames to adjacent construction as indicated and in accordance with 
manufacturer's printed instructions.  Anchor bottom of each frame to rough 
floor construction with 3/32 inch thick stainless steel angle clips secured 
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to back of each jamb and to floor construction; use stainless steel bolts 
and expansion rivets for fastening clip anchors.  Seal metal-to-metal 
joints between framing members as specified in Section 07920N, "Joint 
Sealants."  Hang doors to produce clearances specified in paragraph 
entitled "Aluminum Doors," of this section.  After erection and glazing, 
adjust doors and hardware to operate properly.

3.2   PROTECTION FROM DISSIMILAR MATERIALS

3.2.1   Dissimilar Metals

Where aluminum surfaces come in contact with metals other than stainless 
steel, zinc, or small areas of white bronze, protect from direct contact by 
one or a combination of the following methods:

a.  Paint the dissimilar metal with one coat of heavy-bodied 
bituminous paint.

b.  Apply a good quality elastomeric sealant between the aluminum and 
the dissimilar metal.

c.  Paint the dissimilar metal with one coat of primer and one coat of 
aluminum paint.

d.  Use a nonabsorptive tape or gasket in permanently dry locations.

3.2.2   Drainage from Dissimilar Metals

In locations where drainage from dissimilar metals has direct contact with 
aluminum, provide protective paint, to prevent aluminum discoloration.

3.2.3   Masonry and Concrete

Provide aluminum surfaces in contact with mortar, concrete, or other 
masonry materials with one coat of heavy-bodied bituminous paint.

3.2.4   Wood or Other Absorptive Materials

Provide aluminum surfaces in contact with absorptive materials subject to 
frequent moisture, and aluminum surfaces in contact with treated wood, with 
two coats of aluminum paint or one coat of heavy-bodied bituminous paint. 
In lieu of painting the aluminum, the Contractor shall have the option of 
painting the wood or other absorptive surface with two coats of aluminum 
paint and sealing the joints with elastomeric sealant.

3.3   CLEANING

Upon completion of installation, clean door and frame surfaces in 
accordance with door manufacturer's recommended procedure.  Do not use 
abrasive, caustic, or acid cleaning agents.

3.4   PROTECTION

Protect doors and frames from damage and from contamination by other 
materials such as cement mortar.  Prior to completion and acceptance of the 
work, restore damaged doors and frames to original condition, or replace 
with new ones.

       -- End of Section --
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SECTION 08210

WOOD DOORS
09/99

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM E 152 (1981; Rev. A) Fire Tests of Door 
Assemblies

ARCHITECTURAL WOODWORK INSTITUTE (AWI)

AWI Qual Stds (1997) Architectural Woodwork Quality 
Standards and Quality Certification Program

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 80 (1995) Fire Doors and Fire Windows

NFPA 252 (1995) Fire Tests of Door Assemblies

WINDOW AND DOOR MANUFACTURERS ASSOCIATION (WDMA)

NWWDA I.S. 1-A (1993) Architectural Wood Flush Doors

NWWDA TM-5 (1990) Split Resistance Test

NWWDA TM-7 (1990) Cycle - Slam Test

NWWDA TM-8 (1990) Hinge Loading Resistance Test

UNDERWRITERS LABORATORIES (UL)

UL 10B (1997) Fire Tests of Door Assemblies

1.2   SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal 
Procedures."

SD-02 Shop Drawings

Doors; G

Submit drawings or catalog data showing each type of door unit; 
descriptive data of head and jamb weatherstripping with 
installation instructions shall be included.  Drawings and data 
shall indicate door type and construction, sizes, thickness, and 
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methods of assembly.

SD-03 Product Data

Doors; G

Accessories

 Water-resistant sealer

Sample warranty

Sound transmission class rating; G

Fire resistance rating; G

SD-04 Samples

Doors

Prior to the delivery of wood doors, submit a sample section of 
each type of door which shows the stile, rail, veneer, finish, and 
core construction.

Door finish colors; G

Submit a minimum of three color selection samples for selection by 
the Contracting Officer.

SD-06 Test Reports

Split resistance

Cycle-slam

Hinge loading resistance

Submit split resistance test report for doors tested in accordance 
with NWWDA TM-5, cycle-slam test report for doors tested in 
accordance with NWWDA TM-7, and hinge loading resistance test 
report for doors tested in accordance with NWWDA TM-8.

1.3   DELIVERY, STORAGE, AND HANDLING

Deliver doors to the site in an undamaged condition and protect against 
damage and dampness.  Stack doors flat under cover.  Support on blocking, a 
minimum of 4 inches thick, located at each end and at the midpoint of the 
door.  Store doors in a well-ventilated building so that they will not be 
exposed to excessive moisture, heat, dryness, direct sunlight, or extreme 
changes of temperature and humidity.  Do not store in a building under 
construction until concrete, masonry work, and painting are complete.   
Replace defective or damaged doors with new ones.

1.4   WARRANTY

Warranty shall warrant doors free of defects as set forth in the door 
manufacturer's standard door warranty.

PART 2   PRODUCTS
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2.1   DOORS

Provide doors of the types, sizes, and designs indicated.

2.1.1   Interior Flush Doors

Provide seven-ply staved lumber core, Type II flush doors conforming to 
NWWDA I.S. 1-Awith faces of premium grade red oak.  Hardwood veneers shall 
be plain sliced slip matched.

2.1.2   Fire Doors

Doors specified or indicated to have a fire resistance rating shall conform 
to the requirements of UL 10B, ASTM E 152, or NFPA 252 for the class of 
door indicated.  Affix a permanent metal label with raised or incised 
markings indicating testing agency's name and approved hourly fire rating 
to hinge edge of each door.

2.2   ACCESSORIES

2.2.1   Additional Hardware Reinforcement

Provide fire rated doors with hardware reinforcement blocking.  Size of 
lock blocks shall be as required to secure the hardware specified.  
Contractor to coordinate size of lock blocks with hardware supplier.  Top, 
bottom and intermediate rail blocks shall measure 5 inches minimum by full 
core width.  Reinforcement blocking shall be in compliance with the 
manufacturer's labeling requirements and shall not be mineral material 
similar to the core.

2.3   FABRICATION

2.3.1   Adhesives and Bonds

NWWDA I.S. 1-A.  Use Type II bond for interior doors.  Adhesive for doors 
to receive a natural finish shall be nonstaining.

2.3.2   Finishes

2.3.2.1   Factory Finish

Provide doors finished at the factory by the door manufacturer as follows: 
AWI Qual Stds Section 1500, specification for System No. 4 Conversion 
varnish alkyd urea or System No. 5 Vinyl catalyzed.  The coating shall be 
AWI Qual Stds premium, medium rubbed sheen, open grain effect.  Use stain 
when required to produce the finish specified for color.  Seal edges, 
cutouts, trim, and wood accessories, and apply two coats of finish 
compatible with the door face finish.  Touch-up finishes that are scratched 
or marred, or where exposed fastener holes are filled, in accordance with 
the door manufacturer's instructions.  Match color and sheen of factory 
finish using materials compatible for field application.

2.3.3   Water-Resistant Sealer

Provide a water-resistant sealer compatible with the specified finish as 
approved and as recommended by the door manufacturer.

2.4   SOURCE QUALITY CONTROL
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Stiles of "B" and "C" label fire doors utilizing standard mortise leaf 
hinges shall meet the following performance criteria:

a.  Split resistance:  Average of ten test samples shall be not less 
than 500 pounds load when tested in accordance with NWWDA TM-5.

b.  Cycle-slam:  200,000 cycles with no loose hinge screws or other 
visible signs of failure when tested in accordance with the 
requirements of NWWDA TM-7.

c.  Hinge loading resistance:  Average of ten test samples shall be 
not less than 700 pounds load when tested for direct screw 
withdrawal in accordance with NWWDA TM-8 using a No. 12, 1 1/4 inch
 long, steel, fully threaded wood screw.  Drill 5/32 inch pilot 
hole, use 1 1/2 inch opening around screw for bearing surface, and 
engage screw full, except for last 1/8 inch.  Do not use a steel 
plate to reinforce screw area.

PART 3   EXECUTION

3.1   INSTALLATION

Before installation, seal top and bottom edges of doors with the approved 
water-resistant sealer.  Seal cuts made on the job immediately after 
cutting using approved water-resistant sealer.  Fit, trim, and hang doors 
with a 1/16 inch minimum, 1/8 inch maximum clearance at sides and top, and a
 3/16 inch minimum, 1/4 inch maximum clearance over thresholds.  Provide 
3/8 inch minimum, 7/16 inch maximum clearance at bottom where no threshold 
occurs.  Bevel edges of doors at the rate of 1/8 inch in 2 inches.  Door 
warp shall not exceed 1/4 inch when measured in accordance with NWWDA I.S. 
1-A.

3.1.1   Fire Doors

Install fire doors in accordance with NFPA 80.  Do not paint over labels.

       -- End of Section --
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SECTION 08331N

ROLLING SERVICE DOORS
08/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 123/A 123M (1997; Rev. A) Zinc (Hot-Dip Galvanized) 
Coatings on Iron and Steel Products

ASTM A 653/A 653M (1998) Steel Sheet, Zinc-Coated 
(Galvanized) or Zinc-Iron Alloy-Coated 
(Galvannealed) by the Hot-Dip Process

ASTM A 780 (1993; Rev. A) Repair of Damaged and 
Uncoated Areas of Hot-Dip Galvanized 
Coatings

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA ICS 1 (1993) Industrial Control and Systems

NEMA ICS 2 (1993) Industrial Control and Systems 
Controllers, Contactors and Overload 
Relays, Rated Not More Than 2000 Volts AC 
or 750 Volts DC

NEMA ICS 6 (1993) Industrial Control and Systems 
Enclosures

NEMA MG 1 (1993; Rev. 1-4) Motors and Generators

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 70 (1999) National Electrical Code

UNDERWRITERS LABORATORIES (UL)

UL 506 (1994; R 1997, Bul. 1997) Specialty 
Transformers

1.2   SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal 
Procedures."

SD-02 Shop Drawings

Rolling service doors; G, RE
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Submit drawings for doors showing types, sizes, locations, metal 
gages, hardware provisions, installation details, and other 
details of construction.  For motor-operated doors include 
supporting brackets for motors, location, type, and ratings of 
motors, and safety devices.

SD-03 Product Data

Rolling service doors; G, RE

Motors; G

Controls; G

For electrically operated system, submit wiring diagrams for motor 
and controls.

SD-08 Manufacturer's Instructions

Rolling service doors; IO

Submit manufacturer's currently recommended installation 
procedures for doors with the shop drawings.

SD-10 Operation and Maintenance Data

Rolling service doors; G

Submit Data Package 2, with wiring diagrams in accordance with 
Section 01781, "Operation and Maintenance Data."

1.3   DELIVERY AND STORAGE

Protect doors and accessories from damage during delivery, storage, and 
handling.  Clearly mark manufacturer's brand name.  Store doors in dry 
locations with adequate ventilation, free from dust and water, and in such 
a manner as to permit access for inspection and handling.  Handle doors 
carefully to prevent damage.  Remove damaged items that cannot be restored 
to like-new condition and provide new items.

PART 2   PRODUCTS

2.1   ROLLING SERVICE DOORS

Shall be spring counterbalanced, rolling type, and shall be designed for 
use on interior openings, as indicated.  Doors shall be operated by 
electric-power with auxiliary hand chain operation.  Doors shall be 
complete with guides, hardware, fastenings, operating mechanisms, and 
accessories.  Doors shall be surface-mounted type with guides at jambs set 
back a sufficient distance to provide a clear opening when door is in open 
position.  

2.2   FABRICATION

2.2.1   Curtains

Shall be formed of interlocking galvanized steel slats of shapes standard
with the manufacturer, except that slats for exterior doors shall be flat 
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type.  Curtain shall roll up on a barrel supported at head of opening on 
brackets and be balanced by a torsional spring system in the barrel. Slats 
for doors less than 15 feet wide shall be not lighter than 22 gage. 

2.2.2   Endlocks

The ends of each slat or each alternate slat shall have malleable iron or 
galvanized steel endlocks of manufacturer's stock design.

2.2.3   Bottom Bar

The curtain shall have a steel bottom bar consisting of two angles of equal 
weight, one on each side, or an equivalent extruded aluminum section, 
fastened to bottom of curtain.  Do not use aluminum on doors more than 16 
feet wide.  Attach a fail-safe safety device for stopping and reversing the 
travel of the door to the bottom bar of door.

2.2.4   Guides

Steel structural shapes or formed steel shapes fastened to wall with steel 
shapes not less than 3/16 inch thick.  Guides shall be of sufficient depth 
or shall incorporate a steel locking bar to retain the curtain in place 
under the wind pressure specified.  Provide continuous vinyl or neoprene 
weather seals on guides at exterior doors.  Securely attach guides to 
adjoining construction with not less than 3/8 inch diameter bolts, spaced 
near each end and not over 30 inches apart.

2.2.5   Barrel

Steel pipe or commercial welded steel tubing of proper diameter and 
thickness for the size of curtain.  Deflection shall not exceed 0.03 inch 
per foot of span.  Close ends of barrel with cast-iron plugs, machined to 
fit the pipe and either pinned or attached with screws in the spring 
barrel, except that drive end plug may be steel welded in place.  Welding 
shall not be used on the tension end.  Install within the barrel an 
oil-tempered, stress relieved, helical, counterbalancing steel spring, 
capable of producing sufficient torque to assure easy operation of the door 
curtain from any position.  At least 80 percent of the door weight shall be 
counterbalanced at any position.   Spring-tension shall be adjustable 
without removing the hood.

2.2.6   Brackets

Fabricate steel plate or heavy cast iron to support the barrel, curtain, 
and operator and to form a supporting ring and end closure for the hood. 
Provide prelubricated, self-aligning ball bearings, shielded or sealed.

2.2.7   Hoods

Steel, not lighter than 24 gage formed to fit contour of end brackets and 
reinforced with steel rods, or rolled beads at top and bottom edges.

2.2.8   Locking Device

For each manually operated exterior rolling door provide manufacturer's 
standard chain- or bar-type locking device on the inside.  The locking 
device shall be of type to receive a padlock with a 5/16 inch diameter 
shackle.
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2.3   ELECTRIC OPERATION

2.3.1   Operator Features

Provide operators complete with electric motor, machine-cut reduction 
gears, steel chain and sprockets, magnetic brake, overload protection, 
brackets, pushbutton controls, limit switches, magnetic reversing 
contactor, and other accessories necessary for proper operation.  The 
operator shall be so designed that the motor may be removed without 
disturbing the limit-switch timing and without affecting the emergency 
auxiliary operators.  Make provision for immediate emergency manual 
operation of door by chain-gear mechanism in case of electrical failure. 
The emergency manual operating mechanism shall be so arranged that it may 
be put into and out of operation from the floor, and its use shall not 
affect the timing of the limit switches.  Provide an electrical or 
mechanical device which will disconnect the motor from the operating 
mechanism when the emergency manual operating mechanism is engaged.

2.3.2   Motors

Shall conform to NEMA MG 1, high-starting torque, reversible type of 
sufficient horsepower and torque output to move the door in either 
direction from any position, and produce a door travel speed of not less 
than two-thirds foot or more than one foot per second, without exceeding 
the rated capacity.  Motors shall be suitable for operation on current of 
the characteristics indicated and shall operate at not more than 3600 rpm. 
Single-phase motors shall not have commutation or more than one starting 
contact.  Provide motor that operates with electrical system shown in 
drawings.  Install motors in approved locations.

2.3.3   Controls

Each door motor shall have an enclosed, across-the-line type, magnetic 
reversing contactor, thermal-overload protection, solenoid-operated brake, 
limit switches, and remote control switches at locations indicated.  Remote 
control switches shall be at least 4 feet above the floor line, and all 
switches shall be located so that the operator will have complete 
visibility of the door at all times.  The control equipment shall conform 
to NEMA ICS 1 and NEMA ICS 2.  Control enclosures shall be NEMA ICS 6, Type 
12 or Type 4.  Locate control switches as indicated.  Each switch control 
station shall be of the constanting keying type, with markings for "OPEN," 
"CLOSE," and "STOP."  When the door is in motion, and the key is released, 
the door shall stop instantly and remain in the stop position; from the 
stop position, the door may then be operated in either direction.  Provide 
limit switches to automatically stop the doors at their fully open and 
closed positions.  Positions of the limit switches shall be readily 
adjustable.

2.3.4   Safety Device

The bottom bar of power-operated doors shall have a safety device that will 
immediately stop and reverse the door in its closing travel upon contact 
with an obstruction in the door opening or upon failure of the device or 
any component of the control system and cause the door to return to its 
full open position.  The door-closing circuit shall be automatically locked 
out and the door shall be operable manually until the failure or damage has 
been corrected.  Do not use safety device as a limit switch.

2.3.5   Control Transformer
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Shall be provided in power circuits as necessary to reduce the voltage on 
the control circuits to 120 volts or less (preferably 24 volts).  The 
transformer shall conform to UL 506.

2.3.6   Electrical Work

Electrical components and installation shall conform to NFPA 70.  The door 
manufacturer shall furnish manual or automatic control and safety devices, 
including extra flexible type SO cable and spring-loaded automatic takeup 
reel or equivalent device, as required for proper operation of the doors.  
Conduit, wiring, and mounting of controls is specified in Section 16415A, 
"Electrical Work, Interior."

2.4   FINISHES

Slats, steel bottom bars, and hoods shall be hot-dip galvanized and shop 
primed.  Shop prime other parts of coiling doors, except faying surfaces.

2.4.1   Primed Finish

Clean surfaces thoroughly, treat to assure maximum paint adherence, and 
provide a factory dip or spray coat of rust-inhibitive metallic oxide or 
synthetic resin primer on exposed surfaces.

2.4.2   Galvanized and Shop-Primed Finish

Surfaces specified shall have a zinc coating, a phosphate treatment, and a 
shop prime coat of rust-inhibitive paint.  The galvanized coating shall 
conform to ASTM A 653/A 653M, coating designation G90, for steel sheets, 
except that hoods located on interior of the building may be G60, and ASTM 
A 123/A 123M for iron and steel products.  The weight of coatings for 
products shall be as designated in Table I of ASTM A 123/A 123M for the 
thickness of base metal to be coated.  The prime coat shall be a type 
especially developed for materials treated by phosphates and adapted to 
application by dipping or spraying.  Repair damaged zinc-coated surfaces by 
the materials and methods conforming to ASTM A 780 and spot prime.  At the 
option of the Contractor, a two-part system including bonderizing, baked-on 
epoxy primer, and baked-on enamel top coat may be applied to slats before 
forming, in lieu of prime coat specified.

2.4.3   Color

Door color shall be as shown in Color Schedule.

PART 3   EXECUTION

3.1   INSTALLATION

Install doors in accordance with approved detail drawings and 
manufacturer's directions.  Locate anchors and inserts for guides, 
brackets, motors, switches, hardware, and other accessories accurately. 
Upon completion, doors shall be weathertight and shall be free from warp, 
twist, or distortion.

3.2   FINAL ADJUSTMENT

Doors shall be lubricated and properly adjusted to operate freely.
       -- End of Section --

SECTION 08331N  Page 6



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

SECTION 08331N  Page 7



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

SECTION TABLE OF CONTENTS

DIVISION 08 - DOORS & WINDOWS

SECTION 08700

*3  BUILDERS' HARDWARE

03/96

PART 1   GENERAL

  1.1   REFERENCES
  1.2   SUBMITTALS
  1.3   PREDELIVERY CONFERENCE
  1.4   DELIVERY, STORAGE, AND HANDLING
  1.5   SPECIAL TOOLS
  1.6   WARRANTY
  1.7   OPERATION AND MAINTENANCE MANUALS

PART 2   PRODUCTS

  2.1   GENERAL HARDWARE REQUIREMENTS
  2.2   TEMPLATES
  2.3   HINGES
    2.3.1   Hinges for Reverse Bevel Doors with Locks
    2.3.2   Contractor's Option
    2.3.3   Pivot Hinges
    2.3.4   Electric Hinges
  2.4   LOCKS AND LATCHES
    2.4.1   Mortise Lock and Latchsets
    2.4.2   Bored Lock and Latchsets
    2.4.3   Lock Cylinders (Mortise, Rim and Bored)
    2.4.4   Push/Pull Latches
    2.4.5   Lock Trim
  2.5   EXIT DEVICES AND EXIT DEVICE ACCESSORIES
    2.5.1   Exit Devices and Auxiliary Items
    2.5.2   Door Coordinator
    2.5.3   Automatic Flush Bolts
  2.6   KEYING
  2.7   DOOR CLOSING DEVICES
    2.7.1   Surface Type Closers
    2.7.2   Floor Closers and Pivots
  2.8   DOOR CONTROLS - OVERHEAD HOLDERS
  2.9   POWER ASSIST AND LOW ENERGY POWER OPERATORS
  2.10   ARCHITECTURAL DOOR TRIM
    2.10.1   Door Protection Plates
      2.10.1.1   Armor Plates
    2.10.2   Push Plates
      2.10.2.1   Combination Push-Pull Plates
  2.11   AUXILIARY HARDWARE
  2.12   MISCELLANEOUS
    2.12.1   Metal Thresholds

SECTION 08700  Page 1 (Added by Amendment No. 0003)



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

    2.12.2   Rain Drips
    2.12.3   Aluminum Housed Type Weatherseals
    2.12.4   Key Control Storage System
    2.12.5   Door Stops
  2.13   FASTENINGS
  2.14   FINISHES
  2.15   HARDWARE FOR FIRE DOORS

PART 3   EXECUTION

  3.1   APPLICATION
    3.1.1   Door-Closing Devices
    3.1.2   Key Control Storage Systems
    3.1.3   Kick Plates and Mop Plates
    3.1.4   Auxiliary Hardware
    3.1.5   Thresholds
    3.1.6   Rain Drips
    3.1.7   Weatherseals
  3.2   FIELD QUALITY CONTROL
  3.3   HARDWARE SETS

-- End of Section Table of Contents --

SECTION 08700  Page 2 (Added by Amendment No. 0003)



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

SECTION 08700

*3  BUILDERS' HARDWARE
03/96

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM E 283 (1991) Determining the Rate of Air Leakage 
Through Exterior Windows, Curtain Walls and 
Doors Under Specified Pressure Differences 
Across the Specimen

BUILDERS HARDWARE MANUFACTURERS ASSOCIATION (BHMA)

BHMA-01 (Effective thru Jun 1998) Directory of 
Certified Locks & Latches

BHMA-02 (Effective thru Jul 1997) Directory of 
Certified Door Closers

BHMA-03 (Effective thru Jul 1997) Directory of 
Certified Exit Devices

BHMA ANSI/BHMA A156.1 (1997) Butts and Hinges

BHMA ANSI/BHMA A156.2 (1996) Bored and Preassembled Locks and 
Latches

BHMA ANSI/BHMA A156.3 (1994) Exit Devices

BHMA ANSI/BHMA A156.4 (1992) Door Controls - Closers

BHMA ANSI/BHMA A156.5 (1992) Auxiliary Locks & Associated Products

BHMA ANSI/BHMA A156.6 (1994) Architectural Door Trim

BHMA ANSI/BHMA A156.7 (1988) Template Hinge Dimensions

BHMA ANSI/BHMA A156.8 (1994) Door Controls - Overhead Stops and 
Holders

BHMA ANSI/BHMA A156.13 (1994) Mortise Locks & Latches
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BHMA ANSI/BHMA A156.16 (1989) Auxiliary Hardware

BHMA ANSI/BHMA A156.18 (1993) Materials and Finishes

BHMA ANSI/BHMA A156.19 (1990) Power Assist and Low Energy Power 
Operated Doors

BHMA ANSI/BHMA A156.21 (1996) Thresholds

DOOR AND HARDWARE INSTITUTE (DHI)

DHI-03 (1989) Keying Systems and Nomenclature

DHI-04 (1976) Recommended Locations for Builders' 
Hardware for Custom Steel Doors and Frames

DHI 05 (1990) Recommended Locations for 
Architectural Hardware for Standard Steel 
Doors and Frames

DHI-A115.1G (1994) Installation Guide for Doors and 
Hardware

DHI A115-W (Varies) Wood Door Hardware Standards (Incl 
All5-W1 thru A115-W9)

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 80 (1995) Fire Doors and Fire Windows

NFPA 101 (1997; Errata 97-1) Life Safety Code

1.2   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Hardware and Accessories; GA.

Manufacturer's descriptive data, technical literature, catalog cuts, and 
installation instructions.  Spare parts data for locksets, exit devices, 
closers, electric locks, electric strikes, electro-magnetic closer holder 
release devices, and electric exit devices, after approval of the detail 
drawings, and not later than 1 month prior to the date of beneficial 
occupancy.  The data shall include a complete list of parts and supplies, 
with current unit prices and source of supply.

SD-04 Drawings

Hardware Devices; GA.
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Detail drawings for hardware devices for computerized keying systems, 
magnetic cards, keyless push button access control systems, and other 
electrical hardware devices showing complete wiring and schematic diagrams 
and other details required to demonstrate proper function of units.

SD-07 Schedules

Hardware Schedule; GA.

Hardware schedule listing all items to be furnished.  The schedule shall 
include for each item:  the quantities; manufacturer's name and catalog 
numbers; the ANSI number specified, sizes; detail information or catalog 
cuts; finishes; door and frame size and materials; location and hardware 
set identification cross-references to drawings; corresponding reference 
standard type number or function number from manufacturer's catalog if not 
covered by ANSI or BHMA; and list of abbreviations and template numbers.

Keying Schedule; GA.

Keying schedule developed in accordance with DHI-03, after the keying 
meeting with the user.

SD-13 Certificates

Hardware and Accessories; FIO.

The hardware manufacturer's certificates of compliance stating that the 
supplied material or hardware item meets specified requirements.  Each 
certificate shall be signed by an official authorized to certify in behalf 
of the product manufacturer and shall identify quantity and date or dates 
of shipment or delivery to which the certificates apply.  A statement that 
the proposed hardware items appear in BHMA-01, BHMA-02 and BHMA-03 
directories of certified products may be submitted in lieu of certificates.

1.3   PREDELIVERY CONFERENCE

Upon approval of the Hardware Schedule, the construction Contractor shall 
arrange a conference with the hardware supplier, Contracting Officer and 
the using agency to determine keying system requirements.  Location of the 
key control storage system, set-up and key identification labeling will 
also be determined.

1.4   DELIVERY, STORAGE, AND HANDLING

Hardware shall be delivered to the project site in the manufacturer's 
original packages.  Each article of hardware shall be individually packaged 
in the manufacturer's standard commercial carton or container, and shall be 
properly marked or labeled to be readily identifiable with the approved 
hardware schedule.  Each change key shall be tagged or otherwise identified 
with the door for which its cylinder is intended.  Where double cylinder 
functions are used or where it is not obvious which is the key side of a 
door, appropriate instructions shall be included with the lock and on the 
hardware schedule.  Manufacturer's printed installation instructions, 
fasteners, and special tools shall be included in each package.

1.5   SPECIAL TOOLS
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Special tools, such as those supplied by the manufacturer, unique wrenches, 
and dogging keys, shall be provided as required to adjust hardware items.

1.6   WARRANTY

Manufacturer's standard performance guarantees or warranties that extend 
beyond a one year period shall be provided.

1.7   OPERATION AND MAINTENANCE MANUALS

Six complete copies of maintenance instructions listing routine maintenance 
procedures, possible breakdowns and repairs, and troubleshooting guides 
shall be provided.  The instructions for electric locks, electric strikes, 
electro-magnetic closer holder release devices, and electric exit devices 
shall include simplified diagrams as installed.

PART 2   PRODUCTS

2.1   GENERAL HARDWARE REQUIREMENTS

Hardware shall conform to the requirements specified herein and the 
HARDWARE SETS listing at the end of this section.  Hardware set numbers 
correspond to the set numbers shown on the drawings.

2.2   TEMPLATES

Requirements for hardware to be mounted on metal doors or metal frames 
shall be coordinated between hardware manufacturer and door or frame 
manufacturer by use of templates and other information to establish 
location, reinforcement required, size of holes, and similar details. 
Templates of hinges shall conform to BHMA ANSI/BHMA A156.7.

2.3   HINGES

Hinges shall be heavy duty type for high frequency doors up to 450 pounds.  
Hinges shall conform to BHMA ANSI/BHMA A156.1.  Hinges used on metal doors 
and frames shall also conform to BHMA ANSI/BHMA A156.7.  Except as 
otherwise specified, hinge sizes shall conform to the hinge manufacturer's 
printed recommendations.

2.3.1   Hinges for Reverse Bevel Doors with Locks

Hinges for reverse bevel doors with locks shall have pins that are made 
nonremovable by means such as a set screw in the barrel, or safety stud, 
when the door is in the closed position.

2.3.2   Contractor's Option

Hinges with antifriction bearings may be furnished in lieu of ball bearing 
hinges, except where prohibited for fire doors by the requirements of NFPA 
80.

2.3.3   Pivot Hinges

Pivot hinges shall conform to BHMA ANSI/BHMA A156.4.
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2.3.4   Electric Hinges

Electric hinges shall conform to BHMA ANSI/BHMA A156.1 with modification of 
added electric wires to insure correct operation of electric hardware items.

2.4   LOCKS AND LATCHES

To the maximum extent possible, locksets, latchsets and deadlocks, and all 
components thereof, including cylinders and removable cores, shall be the 
products of a single manufacturer.  Lock fronts for double-acting doors 
shall be rounded.  Strikes for wood frames and pairs of wood doors shall be 
furnished with wrought boxes.

2.4.1   Mortise Lock and Latchsets

Mortise lock, latchsets, and strikes shall be series 1000 and shall conform 
to BHMA ANSI/BHMA A156.13, operational Grade 1.  Mortise type locks and 
latches for doors  1-3/4 inches thick and over shall have adjustable bevel 
fronts or otherwise conform to the shape of the door.  Mortise locks shall 
have armored fronts.

2.4.2   Bored Lock and Latchsets

Bored lock, latchsets, and strikes shall be series 4000 and shall conform 
to BHMA ANSI/BHMA A156.2, Grade 1.  Bored type locks and latches for doors  
1-3/8 inches thick and over shall have adjustable bevel fronts or otherwise 
conform to the shape of the door.

2.4.3   Lock Cylinders (Mortise, Rim and Bored)

Lock cylinders shall comply with BHMA ANSI/BHMA A156.5.  Lock cylinder 
shall have not less than seven pins.  Cylinders shall have key removable 
type cores.  A grand master keying system shall be provided.  Disassembly 
of knob or lockset shall not be required to remove core from lockset.  All 
locksets, lockable exit devices, and padlocks shall accept same 
interchangeable cores.

2.4.4   Push/Pull Latches

2.4.5   Lock Trim

Lock trim shall be cast, forged, or heavy wrought construction of 
commercial plain design.  In addition to meeting the test requirement of 
BHMA ANSI/BHMA A156.2 or BHMA ANSI/BHMA A156.13, knobs, lever handles, 
roses, and escutcheons shall be  0.050 inch thick, if unreinforced.  If 
reinforced, the outer shell shall be 0.035 inch thick and the combined 
thickness shall be 0.070 inch except that knob shanks shall be  0.060 inch
thick.  Knob diameter shall be  2-1/8 to 2-1/4 inches.Lever handles shall 
be of plain design with ends returned to no more than  1/2 inch from the 
door face.

2.5   EXIT DEVICES AND EXIT DEVICE ACCESSORIES

Exit devices and exit device accessories shall conform to BHMA ANSI/BHMA 
A156.3, Grade 1.
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2.5.1   Exit Devices and Auxiliary Items

Trim shall be of wrought construction and commercial plain design with 
straight, beveled, or smoothly rounded sides, corners, and edges. Adjustable 
strikes shall be provided for rim type and vertical rod devices. Open back 
strikes shall be provided for pairs of doors with mortise and vertical rod 
devices; except open back strikes shall be used on labeled doors only where 
specifically provided for in the published listings. Touch bars shall be 
provided in lieu of conventional crossbars and arms.  Escutcheons shall be 
provided not less than  7 by 2-1/4 inches.  Escutcheons shall be cut to 
suit cylinders and operating trim.

2.5.2   Door Coordinator

Door coordinator with carry bar shall be Type 21 and shall be provided for 
each pair of doors equipped with an overlapping astragal.  The coordinator 
may be mechanically operated and shall be capable of holding the active 
door of a pair open until the inactive door has preceded it in the closing 
cycle.  When used as fire exit hardware, the coordinator and carry bar 
shall be listed or labeled by a nationally recognized independent testing 
laboratory.

2.5.3   Automatic Flush Bolts

Automatic flush bolts shall be Type 25 in accordance with BHMA ANSI/BHMA 
A156.3, and shall be installed at the top and bottom of the inactive leaf 
of pairs of fire rated doors where specified in the hardware sets.  Flush 
bolts shall be mortised in the strike edge of the door.

2.6   KEYING

Locks shall be keyed in sets or subsets as scheduled.  Locks shall be 
furnished with the manufacturer's standard construction key system. Change 
keys for locks shall be stamped with change number and the inscription 
"U.S. Property - Do Not Duplicate."  Keys shall be supplied as follows:

Locks:                     3 change keys each lock.
Master keyed sets:         6 keys each set.
Grand master keys:         6 total.
Control keys:              6 total.
Construction keys:        10 total.
Blank keys:                0 total.

The keys shall be furnished to the Contracting Officer arranged for key 
control system storage in sets or subsets as scheduled.

2.7   DOOR CLOSING DEVICES

Door closing devices shall conform to BHMA ANSI/BHMA A156.4, Grade 1.  
Closing devices shall be products of one manufacturer for each type 
specified.  The opening resistance of closing devices shall not exceed  15 
1bf applied at the latch stile or exceed  5 1bfwhere low opening resistance 
is scheduled.

2.7.1   Surface Type Closers
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Surface type closers shall be Grade 1, Series C02000 Standard Cover with 
options PT-4H, Size 1 or 2 through Size 6, and PT-4D with back check 
position valve.  Except as otherwise specified, sizes shall conform to the 
manufacturer's published recommendations.  Closers for outswinging exterior 
doors shall have parallel arms or shall be top jamb mounted.  Closers for 
doors close to a wall shall be of narrow projection so as not to strike the 
wall at the 90-degree open position.

2.7.2   Floor Closers and Pivots

Floor closers shall be Grade 1 with internal dead stop for all exterior 
doors.  Floor closers shall have cement boxes.  Pivots used on doors with 
floor closers shall be of the same manufacturer as the floor closers.  
Floor plates are not required where thresholds cover the closer cement box. 
 Floor closers shall have independent latch and sweep speed adjusting 
valves, backcheck, mechanical selective hold-open (except fire rated 
openings), and optional delayed action.  Setting tools shall be furnished 
for use in installing floor closers.  Electric pivots and floor closers 
shall comply with BHMA ANSI/BHMA A156.4 with modifications to ensure 
correct operation of electric hardware items.

2.8   DOOR CONTROLS - OVERHEAD HOLDERS

Door controls - overhead holders shall conform to BHMA ANSI/BHMA A156.8.

2.9   POWER ASSIST AND LOW ENERGY POWER OPERATORS

Power assist and low energy power operators shall conform to BHMA ANSI/BHMA 
A156.19 and shall be electrically operated.

2.10   ARCHITECTURAL DOOR TRIM

Architectural door trim shall conform to BHMA ANSI/BHMA A156.6.

2.10.1   Door Protection Plates

2.10.1.1   Armor Plates

Armor plates shall be stainless steel,  36 inches in height, and  2 inches 
less in width than the width of the door for single doors and  1 inch less 
for pairs of doors.  Edges of metal plates shall be beveled.  Where the 
door has a louver panel, the armor plate shall be omitted if top of louver 
frame is more than  20 inches above the bottom of the door.

2.10.2   Push Plates

2.10.2.1   Combination Push-Pull Plates

Combination push-pull plates shall be Type J303,  0.050 inchthick minimum 
stainless steel beveled four edges.

2.11   AUXILIARY HARDWARE

Auxiliary hardware, consisting of door stops, shall conform to BHMA 
ANSI/BHMA A156.16.  Dust-proof strikes shall be Type L04011 for doors that 
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are not fire rated.  Other auxiliary hardware of the types listed below, 
shall conform to BHMA ANSI/BHMA A156.16.

2.12   MISCELLANEOUS

2.12.1   Metal Thresholds

Thresholds shall conform to BHMA ANSI/BHMA A156.21.  Thresholds for exterior 
doors shall be extruded aluminum of the type indicated and shall provide 
proper clearance and an effective seal with specified weather stripping.  
Air leakage rate of weatherstripping shall not exceed  0.5 cubic feet per 
minute per lineal foot of crack when tested in accordance with ASTM E 283 
at standard test conditions.

2.12.2   Rain Drips

Extruded aluminum, not less than  0.07 inch thick, clear anodized.  Door 
sill rain drips shall be  1-1/2 inches to 1-3/4 inches high by  5/8 inch 
projection.  Overhead rain drips shall be approximately  1-1/2 inches high 
by  2-1/2 inchesprojection and shall extend  2 inches on either side of the 
door opening width.

2.12.3   Aluminum Housed Type Weatherseals

Weatherseals of the type indicated shall consist of extruded aluminum 
retainers not less than  0.07 inch wall thickness with vinyl, neoprene, 
silicone rubber, polyurethane or vinyl brush inserts.  Aluminum shall be 
clear anodized.  Weatherseal material shall be of an industrial/commercial 
grade.  Seals shall remain functional through all weather and temperature 
conditions.  Air leakage rate of weatherstripping shall not exceed  0.5 
cubic feet per minute per lineal foot of crack when tested in accordance 
with ASTM E 283 at standard test conditions.

2.12.4   Key Control Storage System

Key control storage system shall conform to BHMA ANSI/BHMA A156.5, Type 
E.382, capacity one hook per cylinder, plus 50 percent expansion, and shall 
be properly labeled for key identification.  Set up, identification 
labeling and location of the key control storage shall be as directed at 
the Predelivery Conference.

2.12.5   Door Stops

Wall stops, floor stops and combination stop and holders shall conform to 
BHMA ANSI/BHMA A156.16.

2.13   FASTENINGS

Fastenings of proper type, size, quantity, and finish shall be supplied 
with each article of hardware.  Machine screws and expansion shields shall 
be used for attaching hardware to concrete or masonry.  Fastenings exposed 
to the weather in the finished work shall be of brass, bronze, or stainless 
steel.  Sex bolts, through bolts, or machine screws and grommet nuts, where 
used on reverse-bevel exterior doors equipped with half-surface or 
full-surface hinges, shall employ one-way screws or other approved 
tamperproof screws.  Screws for the jamb leaf of half-mortise and 
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full-surface hinges attached to structural steel frames shall be one-way or 
other approved tamperproof type.

2.14   FINISHES

Unless otherwise specified, finishes shall conform to those identified in 
BHMA ANSI/BHMA A156.18.  Where painting of primed surfaces is required, 
painting is specified in Section 09900 PAINTING, GENERAL.

2.15   HARDWARE FOR FIRE DOORS

Hardware for fire doors shall conform to the requirements of NFPA 80and 
NFPA 101.

PART 3   EXECUTION

3.1   APPLICATION

Hardware shall be located in accordance with DHI-04 and DHI 05, except that 
deadlocks shall be mounted  48 inches above finish floor.  When approved, 
slight variations in locations or dimensions will be permitted.  Application 
shall be in accordance with DHI-A115.1G or DHI A115-W.  Door control devices 
for exterior doors such as closers and holders, shall be attached to doors 
with thru bolts and nuts or sex bolts.  Alternate fastening methods may be 
approved by the Contracting Officer when manufacturers' documentation is 
submitted to verify that the fastening devices and door reinforcements are 
adequate to resist wind induced stresses.  Electric hardware items and 
access control devices shall be installed in accordance with manufacturer's 
printed installation procedures.

3.1.1   Door-Closing Devices

Door-closing devices shall be installed and adjusted in accordance with the 
templates and printed instructions supplied by the manufacturer of the 
devices.  Insofar as practicable, doors opening to or from halls and 
corridors shall have the closer mounted on the room side of the door.

3.1.2   Key Control Storage Systems

Key control storage system shall be furnished to the Contracting Officer.

3.1.3   Kick Plates and Mop Plates

Kick plates shall be installed on the push side of single-acting doors and 
on both sides of double-acting doors.  Mop plates shall be installed on the 
pull side of the single acting doors.

3.1.4   Auxiliary Hardware

Lever extension flush bolts shall be installed at the top and bottom of the 
inactive leaf of pairs of doors.  The bottom bolt shall operate into a 
dust-proof floor strike or threshold.

3.1.5   Thresholds

Thresholds shall be secured with a minimum of three fasteners per single 
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door width and six fasteners per double door width with a maximum spacing 
of  12 inches.  Exterior thresholds shall be installed in a bed of sealant 
with expansion anchors and stainless steel screws, except that bronze or 
anodized bronze thresholds shall be installed with expansion anchors with 
brass screws.  Minimum screw size shall be No. 10 length, dependent on job 
conditions, with a minimum of  3/4 inchthread engagement into the floor or 
anchoring device used.

3.1.6   Rain Drips

Door sill rain drips shall align with the bottom edge of the door.  
Overhead rain drips shall align with bottom edge of door frame rabbet. 
Drips shall be set in sealant and fastened with stainless steel screws.

3.1.7   Weatherseals

Weatherseals shall be located as indicated, snug to door face and fastened 
in place with color matched metal screws after door and frames have been 
finish painted.  Screw spacing shall be as recommended by manufacturer.

3.2   FIELD QUALITY CONTROL

Supplier shall inspect the completed installation and certify that the 
hardware has been furnished and installed in accordance with the 
manufacturers' instructions.  The inspection report shall identify any 
malfunctioning items and recommend adjustment or replacement as appropriate.

3.3   HARDWARE SETS

Group #2 (Door 100B, 100C, 130C, 130A, 103B, 132)
  2  Continuous Hinges       MCK-12HD x HOD                  Clear      MC
   1  Exit Device            Type 1, Function 04             630        SA
   1  Exit Device            Type 1, Function 01             630        SA
   1  Removable Mullion      Type 22, Key Removable          USP        SA
   1  Rim Cylinder                                           626        SA
   1  Mortise Cylinder       1 1/8"                          626        SA
   2  Closer                 281 PS                          EN         SA
   2  Brush Weather Strip     89S B x 48"                     A          HA
   1  Set Weather Strip      881S S 1 x 96" + 2 x 90"        A          HA 

Group #3 (Door 100, 100A)
   2  Continuous Concealed   MCK-12HD x HOD                  Clear      MC
         Hinges
   1  Exit Device            Type 1, Function 04             630        SA
   1  Exit Device            Type 1, Function 01             630        SA
   1  Rim Cylinder                                           626        SA
   1  Mortise Cylinder       1 1/8"                          626        SA
   2  Closer                 281 PS                          EN         SA
   2  Door Pull              RM202                           US32D      RO
   1  Threshold              627S 5 x 90" #10 SS/WS/Lead     C          HA
                             Anchors L-Notch         

Group #9 (Door 123, 123A)
   3  Hinge                  A5111                           630        MC
   1  Exit Device            Type 1, Function 01             630        SA

SECTION 08700  Page 12 (Added by Amendment No. 0003)



Renovate Funk Physical Fitness Center DACA21-03-R-0065
PA 30147-8

   1  Closer                 281 PS                          EN         SA
   1  Kick Plate             .050 10 x WOD                   630        RO
   1  Threshold              627S 5 x 48" #10  SS/WS/Lead    C          HA
                             Anchors L-Notch
   1  Brush Weatherstrip     801S B x 48"                    A          HA
   1  Set Weatherstrip       881S S 1 x 48" + 2 x 96"        A          HA

Group #11 (Door 105, 105A, 116, 166A)
   3  Hinge                  A5112                           652        MC
   1  Push Plate             70C 4 x 16                      US32D      RO
   1  Door Pull              110 x 70C                       US32D      RO
   1  Closer                 281 PS                          EN         SA
   1  Kick Plate             .050 10 x WOD                   630        RO
   1  Wall Bumper            409                             US32D      RO
   3  Door Silencers         GJ64                            Gray       GL

Group #12 (Door 129, 125)
   3  Hinge                  A8112                           652        MC
   1  Lockset                F07                             630        SA
   1  Overhead Stop          4424                            US32D      AB
   3  Door Silencers         GJ64                            Gray       GL
   1 Kick Plate              .050 10 x WOD                   630        RO

Group #13 (Door 102)
   3  Hinge                  A5112                           652        MC
   1  Lockset                F04                             630        SA
   1  Closer                 281 OT                          EN         SA
   1  Kick Plate             .050 10 x WOD                   630        RO
   1  Wall Bumper            409                             US32D      RO
   3  Door Silencers         GJ64                            Gray       GL

Group #16 (Door 103)
   3  Hinge                  A8112                           652        MC
   1  Lockset                F04                             630        SA
   1  Wall Bumper            409                             US32D      RO
   3  Door Silencers         GJ64                            Gray       GL

Group #18 (Door 104)
   6  Hinge                  A8112                           652        MC
   2  Flush Bolts            555                             US26D      RO
   1  Lockset                F04                             630        SA
   2  Floor Stops                                            US32D      RO
   2  Door Silencers         GJ64                            Gray       GL

Code      Manufacturer's Name
      AB         ABH
      AD         Adams Rite
      GL         Glynn Johnson
      HA         Hager Hinge
      MC         McKinney
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      RO         Rockwood
      SA         Sargent

    -- End of Section --
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SECTION 08800N

GLAZING
09/99

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 669 (1995) Glazing Compounds for Back Bedding 
and Face Glazing of Metal Sash

ASTM C 920 (1998) Elastomeric Joint Sealants

ASTM C 1036 (1991; R 1997) Flat Glass

ASTM C 1048 (1997; Rev. B) Heat-Treated Flat Glass - 
Kind HS, Kind FT Coated and Uncoated Glass

ASTM E 774 (1997) Sealed Insulating Glass Units

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

16 CFR 1201 Architectural Glazing Materials

GLASS ASSOCIATION OF NORTH AMERICA (GANA)

GANA Glazing Manual (1997) Glazing Manual

GANA Sealant Manual (1990) Sealant Manual

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 80 (1995) Fire Doors and Fire Windows

THE INSULATING GLASS MANUFACTURERS ALLIANCE (IGMA)

SIGMA TM-3000 (1997) Glazing Guidelines for Sealed 
Insulating Glass Units

1.2   SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal 
Procedures."

SD-08 Manufacturer's Instructions

Setting and sealing materials

Glass setting
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Submit glass manufacturer's recommendations for setting and 
sealing materials and for installation of each type of glazing 
material specified.

1.3   DELIVERY, STORAGE, AND HANDLING

Deliver products to the site in unopened containers, labeled plainly with 
manufacturers' names and brands.  Store glass and setting materials in 
safe, dry locations and do not unpack until needed for installation. Handle 
and install materials in a manner that will protect them from damage.

1.4   ENVIRONMENTAL REQUIREMENTS

Do not start glazing work until the outdoor temperature is above 40 degrees 
F and rising, unless procedures recommended by the glass manufacturer and 
approved by the Contracting Officer are made to warm the glass and rabbet 
surfaces.  Provide ventilation to prevent condensation of moisture on 
glazing work during installation.  Do not perform glazing work during damp 
or rainy weather.

1.5   WARRANTY

1.5.1   Warranty for Insulating Glass Units

Warranty insulating glass units against development of material obstruction 
to vision (such as dust or film formation on the inner glass surfaces) 
caused by failure of the hermetic seal, other than through glass breakage, 
for a 5-year period following acceptance of the work.  Provide new units 
for any units failing to comply with terms of this warranty within 45 
working days after receipt of notice from the Government.

PART 2   PRODUCTS

2.1   GLASS

ASTM C 1036, unless specified otherwise.  In doors and sidelights, provide 
safety glazing material conforming to 16 CFR 1201.

2.1.1   Clear Glass Tempered (G-3)

ASTM C 1048, Kind FT (fully tempered), Condition A (uncoated), Type I, 
Class 1 (transparent), Quality q3, 1/4 inch thick.

2.1.2   Wire Glass (G-4)

Type II, Class 1, Form 1, quality of 8 mesh wire, pattern net, 1/4 inch 
thick.  Conform to NFPA 80.  Glass for fire-rated windows shall be UL 
listed and shall be rated for 45 minutes when tested in accordance with 
ASTM B 163.

2.1.3   Acrylic Sheet Plastic Glazing

ASTM D 4802, Type 1, regular, 1/4 inch thick clear.

2.1.4   Clear Glass Tempered (G-7)

ASTM C 1048, Kind FT (fully tempered), Condition A (uncoated), Type I, 
Class 1 (transparent), Quality q3, 1/2 inch thick.
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2.2   INSULATING GLASS UNITS

Two panes of glass separated by a dehydrated airspace and hermetically 
sealed.  The units shall conform to ASTM E 774, Class A.

2.2.1   Insulating Glass (G-1)

Provide 1/2 inch airspace.  The inner light shall be ASTM C 1036, Type I, 
Class 1, Quality q4, 1/4 inch thick.  The outer light shall be ASTM C 1036, 
Type I, Class 1 (transparent), Quality q4, 1/4 inch thick.

2.2.2   Tempered Insulating Glass (G-2)

Provide 1/2 inch airspace.  The inner light shall be ASTM C 108, Grade B 
(fully tempered), Style I (uncoated), Type I, Class 1 (transparent), 
Quality q4, 1/4 inch thick.  The outer light shall be ASTM C 1048, Grade B 
(fully tempered), Style I (uncoated, Type I, Class 1 (clear), Quality q4, 
1/4 inch thick.

2.3   SETTING AND SEALING MATERIALS

Provide as specified in the GANA Glazing Manual, SIGMA TM-3000, SIGMA 
TB-3001, and manufacturer's recommendations, unless specified otherwise 
herein.  Do not use metal sash putty, nonskinning compounds, nonresilient 
preformed sealers, or impregnated preformed gaskets.  Materials exposed to 
view and unpainted shall be gray or neutral color.

2.3.1   Not Used

2.3.2   Glazing Compound

ASTM C 669.  Use for face glazing metal sash.  Do not use with insulating 
glass units or laminated glass.

2.3.3   Elastomeric Sealant

ASTM C 920, Type S or M, Grade NS, Class 12.5, Use G.  Use for channel or 
stop glazing wood and metal.  Sealant shall be chemically compatible with 
setting blocks, edge blocks, and sealing tapes, with sealants used in 
manufacture of insulating glass units.  Color of sealant shall be gray.

2.3.4   Preformed Channels

Neoprene, vinyl, or rubber, as recommended by the glass manufacturer for 
the particular condition.  Channels shall be chemically compatible with 
plastic sheet.

2.3.5   Sealing Tapes

Preformed, semisolid, polymeric-based material of proper size and 
compressibility for the particular condition.  Use only where glazing 
rabbet is designed for tape and tape is recommended by the glass or sealant 
manufacturer.  Provide spacer shims for use with compressible tapes.  Tapes 
shall be chemically compatible with the product being set.

2.3.6   Setting Blocks and Edge Blocks

Lead or neoprene of 70 to 90 Shore "A" durometer hardness, chemically 
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compatible with sealants used, and of sizes recommended by the glass 
manufacturer.

2.3.7   Accessories

Provide as required for a complete installation, including glazing points, 
clips, shims, angles, beads, and spacer strips.  Provide noncorroding metal 
accessories.  Provide primer-sealers and cleaners as recommended by the 
glass and sealant manufacturers.

PART 3   EXECUTION

3.1   PREPARATION

Preparation, unless otherwise specified or approved, shall conform to 
applicable recommendations in the GANA Glazing Manual, GANA Sealant Manual, 
SIGMA TM-3000, and manufacturer's recommendations.   Determine the sizes to 
provide the required edge clearances by measuring the actual opening to 
receive the glass.  Grind smooth in the shop glass edges that will be 
exposed in finish work.  Leave labels in place until the installation is 
approved, except remove applied labels on heat-absorbing glass and on 
insulating glass units as soon as glass is installed. Securely fix movable 
items or keep in a closed and locked position until glazing compound has 
thoroughly set.

3.2   GLASS SETTING

Shop glaze or field glaze items to be glazed using glass of the quality and 
thickness specified or indicated.  Glazing, unless otherwise specified or 
approved, shall conform to applicable recommendations in the GANA Glazing 
Manual, GANA Sealant Manual, SIGMA TM-3000, and manufacturer's 
recommendations.  Aluminum windows, wood doors, and wood windows may be 
glazed in conformance with one of the glazing methods described in the 
standards under which they are produced, except that face puttying with no 
bedding will not be permitted.  Handle and install glazing materials in 
accordance with manufacturer's instructions.  Use beads or stops which are 
furnished with items to be glazed to secure the glass in place.

3.2.1   Sheet Glass

Cut and set with the visible lines or waves horizontal.

3.2.2   Insulating Glass Units

Do not grind, nip, or cut edges or corners of units after the units have 
left the factory.  Springing, forcing, or twisting of units during setting 
will not be permitted.  Handle units so as not to strike frames or other 
objects.  Installation shall conform to applicable recommendations of SIGMA 
TM-3000.

3.2.3   Installation of Wire Glass

Install glass for fire doors in accordance with installation requirements 
of NFPA 80.

       -- End of Section --
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